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Preface 


Convinced by the suggestions made by the reviewers and users of the book, two 
new chapters, viz., Non-conventional Power Generation: Direct Energy 
Conversion, and Environmental Degradation and Use of Renewable Energy, 
have been added in this revised edition. Considering the current global 
environmental scenario, the last chapter ıs particularly important and 
considerable emphasis has been stressed on fuel cells and solar-hydrogen 
system, which seem to be the most significant future contributors in ridding us 
from the dual erises of energy and environment. 

Fluidized beds, besides being one of the best Clean Coal Technologies, are 
also proving to be the most practical option for biomass conversion. The book 
boasts of providing an up-to-date information on fluidized bed technology, both 
in bubbling and circulating modes of combustion. 

Meant for the undergraduate course on Power Plant Engineering studied 
by the mechanical engineering students, this book is a comprehensive and 
up-to-date offering on the subject. It has detailed coverage on hydroelectric, 
diesel engine and gas turbine power plants, 

The book is divided into fourteen chapters. The first chapter introduces the 
economics of power generation. Chapter 2 is on the analysis of steam cycles. 
Chapters 3 and 4 discuss combined cycle power generation, and fuels and 
combustion respectively. Chapter 5 further discusses topics on combustion 
mechanism, combustion equipment and firing methods. Chapters 6 and 7 are on 
steam generators and steam turbines. Chapter 8 is on condenser, feedwater and 
circulating water systems. Chapter 9 is on nuclear power plants, Chapter 10 is 
on hydroelectric power plants and Chapter 11 is on diesel engine and gas turbine 
power plants. Chapter 12 discusses energy storage. As already mentioned, two 
new chapters have been added at the end. Chapter 13 is on non-conventional 
power generation and direct energy conversion while Chapter 14 discusses 
environmental degradation and use of renewable energy. 

The book has about a hundred solved examples and two hundred practice 
problems. Moreover it has over 750 short-answer questions to give the 
students a thorough practice of the concepts learnt. The numerous self- 
explanatory illustrations makes this a very student-friendly text. The key 
features are as follows: 
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In-depth coverage of Hydroelectric, Diesel Engine and Gas Turbine 
Power Plants 

+ Analytical and theoretical treatment of concepts with the right blend of 
theory, design and practice of power stations 

+ Unique chapter on Energy Storage Mechanisms 

+ Detailing of combined cycle mode of power generation and fluidized 
bed boilers 

In addition, instructors can get help from the solutions manual and also 
from Power Point slides which can be used as teaching aides. These can be 
downloaded from the Online Learning Centre of the book. 

The book has become quite voluminous and it would be difficult to complete 
it in one semester. The teacher has to adopt judiciously the portions necessary 
for the curriculum on the subject. 

I am highly grateful to Ms. Shukti Mukherjee of McGraw-Hill Education for 
the exhaustive review of the book. I would like to express my sincere thanks to 
Prof. A Valan Arasu, Thiagarajar College of Engineering, Madurai; Ms S 
Supriya, Govt. College of Engineering, Tirunelveli; Dr G Kamaraj, Annamalai 
University; Dr Niranjan Sahoo, ITT Guwahati; Dr Suman Chakraborty, IIT 
Kharagpur; Prof. B K Mondal, Bengal Engineering and Science University; 
Dr RR Kulkarni, Vishwakarma Institute of Technology, Pune; and Dr В J 
Ranganath of Vidya Vikas Institute of Engineering and Technology, Mysore, for 
taking.pains to go through the book and provide useful comments. He ts also 
thankful to Ms. Vibha Mahajan for the overall supervision and all others of 
McGraw-Hill who helped in the publication of this new edition. 

The author would appreciate if readers point out any mistakes and graciously 
make suggestions for further improvement of the book, which would be 
gratefully acknowledged. 


June, 2007 Р. К, Nag 


Introduction: Economics of 
Power Generation 


1.1 | INTRODUCTION 


Electricity is the only form of energy which is easy to produce, easy to transport, 
easy to use and easy to control. So, it is most'y the terminal form of energy for 
transmission and distribution. Electricity consumption per capita is the index of 
the living standard of people of a place or country. 

Electricity in bulk quantities is produced in power plants, which can be of 
the following types: (a) Thermal, (b) Nuclear, (c) Hydraulic, (d) Gas turbine and 
(e) Geothermal. Thermal, nuclear and geothermal power plants work with steam 
as the working fluid and have many similarities in their cycle and structure. Gas 
turbine plants are often used as peaking units. They run for short periods in a 
day to meet the peak load demand. They are, however, being increasingly used 
in conjunction with a bottoming steam plant in the mode of combined cycle 
power generation. Hydraulic power plants are essentially multipurpose. Besides 
generating power, they also cater for irrigation, flood “control, fisheries, 
afforestation, navigation, etc. They are, however, expensive and take long time 
to build. There is also considerable opposition against their erection due to the 
ecological imbalance they produce. Geothermal power plants can be built only 
in certain geographical locations. 

Thermal power plants generate more than 80% of the total electricity 
produced in the world. Fossil fuels, viz. coal. fuel oil and natural gas are the 
energy source, and steam is the working fluid. Steam is also required in many 
industries for process heat. To meet the dual need of power and process heat, 
cogeneration plants are often installed. 

There has been an exponential growth in the production of electricity. If the 
electricity production £ increases at the same fractional rate, і, each year, the 
rate of change of electricity production per ycar becomes 
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= = Ei | (1.1) 
After integration, 
E 
In — -i(t-t 
E, (ft) 
or, E=£, 2" 9 (1.2) 


where E, is the electricity production in the base year ip. This exponential 
behaviour gives rise to the term called "doubling time" which indicates the time 
required for electrical power production to double. If E, is the power generation 
at time ғ, and E, is the power generation at time f, then from Eq. (1.2). 


= = ft (1.3) 
If we denote the doubling time by £4. then 
la 7 f — f and E =2 
Therefore, 
0.693 


In 2 = it, ar, t= 1 


Using this simple expression, for various rates of increase in electricity 
production per year, the doubling time can be estimated. From the trend of 
production, it is observed that i = 6.2% and so the doubling time 1, is about 11.2 
years. 

It is found that the demand for electricity bears a linear relationship with the 
gross national product (GNP) of a country. Projection of future demand of 
electricity is thus tied to estimates of economic growth of the concerned region. 
With the increase in economic growth, the consumption of electricity also 
increases. 


(1.4) 


1.2] LOAD-DURATION CURVES 


When planning a power plant, the two basic parameters to be decided are: 
1. Total power output to be installed (kW). 
2. Size ofthe generating units. 
The total installed capacity required can be determined from: 


1. First demand (KW...) estimated. 
2. Growth of demand anticipated. 
3. Reserve capacity required. 


The size of the generating units will depend on 
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1. Variation of load (load curve) during 24 hours (summer, winter, week- 
days, holidays). 

Total capacity of units connected to the electric grid. 

Minimum start-up and shut-down periods of the units. 

Maintenance programme planned. 

Plant efficiency vs. size of unit. 

. Price and space demand per kW vs. size of unit. 

For estimating the expected maximum load, the most useful tool 1s the 
construction of a hypothetical load curve. Figure 1.1 shows the typical hourly 
load curve in a metropolitan area, from which the maximum demand can be 
estimated. Several factors used in the electricity supply industry in this regard 
are defined below: 


л > I 


Industrial laad Urban traction load 
Summer load kW 
——-— Winter load 
X a 12 37 12 6 12 AT 
A.M. 
Residential load Street Tis 


12 6 12 6 12 6 12 6 12 6 12 6 12 
A.M. РМ. АМ. РМ. А.М. PM. 


Fig. 1.1 Typical hourly variation т energy demand for different 
types of electrical load and curves of total load in a 
metropolitan area 


average load over a given time interval 
1. Load factor, en 
peak load during the same time interval 
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_ kWh(av.) in a year 
КУУ, ш, x 8760 


Thus, if a plant has a peak load of 1000 MW but the average annual load is 
350 MW, its annual load factor would be only 0.35. Most of its capacity remains 
unutilized for major part of the year, and so the cost would be high. 

The average load is estimated by dividing the area under the daily load curve 
by the time period considered (Fig. 1.2). 


(one vear — 8760 hr) 


area under load curve (KWh) 


Average load = 
24 (В) 


Peak load 


Average load 


Load, kW or MW 


12 3 6 9 12 3 б 9 12 
Time, hrs 


Fig. 1.2 Load curve 


2. Capacity factor (or plant factor), 
" average load 
rated capacity of the plant 


_ kWh generated іп а year kWh, (year) 
КМ х 24 x 365 kW, Хх 8760 


If the rated capacity of the plant is equal to the peak load, then the load factor 
and capacity factor will be numerically equal. 

The difference between load factor and capacity factor is an indication of the 
reserve capacity. 
inst m load factor 


3. Reserve factor, r= й = am reer. 
KW. М capacity factor 
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Each consumer has a "connected load" which is the sum of the continuous 
ratings of all the equipment and outlets on the consumer's circuits. The 
maximum demand is the maximum load which a consumer uses at any time. It is 
always less than, or equal to, the connected load. 

4. Demand factor, 


F 


_ actual maximum demand KW mas 
total connected demand kW 


an 


The time distribution of maximum demands for similar types of consumers 
is measured by a term called “diversity factor”. It is the ratio of the sum of the 
maximum demands ofthe individual consumers and the simultaneous maximum 
demand of the whole group during a particular time. 

5. Diversity factor, 


_ sum of individual consumer groups 
actual peak load ofthe system 


div 


The diversity factor is illustrated in Fig. 1.3(a). It is given to be 


a+b+c 
div = ———— 
d 
Diversity helps to improve the load factor and economic operation of the 


power plant. : 

Figure 1.3(b) shows the load curves of an industrialized country, the annual 
peak occurring in winter. The seasonal variation in the load influences the 
maintenance programme of the power plants. Major maintenance work 
(cleaning, overhauling etc.) has to be done during the off-peak season. 

A high load factor is, in general, an indication of balanced load curve with 
relatively small load changes. 

High values of demand factor, load factor, diversity factor and capacity 
factor are desired for economic operation of the plant and to produce electricity 
at less cost. 


kWh, 


Plant use factor, м = 
x operating hours 


KW is: 

It is the ratio of energy produced in a given time to the maximum possible 
energy that could have been produced during the same time of operation. If the 
operating time is | year or 5760 hrs, the plant use factor is equal to the capacity 
factor (1.e., м = M) 

As the plant-use factor approaches |, it indicates the need for additional 
capacity of the plant. The plant capacity is always designed to be greater than 
the peak load to take extra loads coming in future. The high value of the plant 
use factor indicates that the plant is operating quite efficiently. In some inter- 
connected systems, the plant use factor may exceed unity (e.g., 1.1 or 1.2) 
indicating that the loads carried are in excess of the rated capacity since an 
equipment is always designed to take 10 to 20% more load than rated. The 
different factors are indicated in Fig. 1.3 (c). 
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Total laad 


| 
Shopping area offices 


and workshops 
AN 
= > 


Fig. 1.3 (a) Diversity of loads of consumer groups 
(b) Load curves of an industrialized country on typical 
winter and summer week-days 


Average load 
Load factor = 


Peak laad 
Peak load 
Use factor = ——————— 
Plant capacity 
| Average load 
Capacity: factor = 


Plant capacity 


— Hours 


Fig. 1.3 (с) Representation of different factors 


It can be seen that 
Load factor x Use factor = Capacity factor 


Larger the unit size, less is the cost of electricity produced. Therefore, larger 
units are more economical than smaller units as regards investment per kW and 
operating expenses per kWh. Investigations should be made in each individual 
case, considering all operational, technical and economic factors involved, to 
determine the maximum unit size admissible. A reserve factor of 1.2 to 1.25 is 
often found to be satisfactory. The unit size must not exceed 20 to 25% of the 
total generating capacity of the plant. 
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In order to obtain a basis for economical operation of the various types of 
generating units normally connected to a grid and also for planning of tariffs, it 
is useful to construct load duration curves for typical days which indicate the 
power demands at different intervals of time. There can be residential loads 
(domestic lights, heaters, refrigerator, TV, audio and video cassette recorders, 
etc.), commercial loads (shops, offices, advertisements, restaurants, etc.), 
‘industrial loads (various mills and factories}, municipal loads (street lighting, 
power for water supply and drainage), irrigation loads and traction loads 
(railways, trams, trolleys, etc.). 

The construction of a load duration curve for one day from the chronological 
load curve of this day is illustrated in Fig. 1.4(b). It rearranges the load elements 
of a chronological curve in the descending order of magnitude. The area under 
the curve is 


kWh = [kw dt 
0 


during the day. The laad duration curve indicates for how many hours a certain 
load has been required in the course of the day. By compiling the load hours on 
various days, the load duration curves for one month (720 hr) or one year (5760 
hr) can be obtained (Fig. 1.4). Daily, monthly and yearly load duration curves 
aid better planning for economical utilization of the power plants, existing or 
planned. 

Figure 1.5 shows the construction of a load-duration curve using the daily 
load curve. The area under the annual load duration curve represents the total 
energy supplied by the utility’s generating system during the year, It is usually 
divided into three parts: 


1. Base load 
2, Intermediate load 
3. Peaking load 


The base load is the load below which the demand never falls and is supplied 
100% of the time. The peaking load occurs for about 15% of the time. The 
intermediate load represents the remaining load region. 

Since peaking load plants are used only for a small fraction oftime, the fuel 
cost is not of major importance. Minimum capital cost should be the criterion. 

The base load plants are plants which are loaded very heavily. Operating 
costs of such plants are very important. A high capital cost is permissible if low 
operating costs can be maintained (e.g. new, large coal and nuclear. power 
stations). Intermediate load plant can be somewhat smaller than older units. By 
judicious combination of all the tree types of generation —peak, intermediate 
and base— maximum economy can be achieved. 

The variable load problem affects power plant design and operation as well 
as the cost of generation. A careful study of the load duration curve helps to 
decide the capacity of the base load plant and also of the peak load plant. The 
base load plant should be run at high load factor. The peak load plant should be 
of smaller capacity to reduce the cost of generation. It could be a gas turbine 
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Peak load 


Daily ri b 
laad curve e. 


Intermediate Ioad 


Power demands 


Base load 


Fig. 1.5 Construction of the load-duration curve 


unit, pumped hydro-system, compressed air energy storage system or a diesel 
engine depending on the size and scope of availability. If the whole of load is to 
be supplied by the same power plant then the prime movers and generators 
should act fairly quickly and take up or shed load without variation of the 
voltage or frequency of the system. It is the function of the governor to control 
the supply of fuel to the prime mover according to load. The capacity of the 
generators should be so chosen as to suit and fit into the portions ofthe predicted 
load curve. Ifthe load conditions differ too much from this capacity, the cost of 
energy increases. 


1.3 | LOCATION OF POWER PLANTS 


The location of hydroelectric power plants is usually predetermined by the 
availability of water and the water head which is utilized. For conventional base 
load thermal power plants, the following factors are to be considered: 
1. Availability of cooling water (if cooling towers are used the possibility 
of adequate make-up water). 
2. Availability of fuel (water, rail or pipe connection to the fuel source, and 
the cost of fuel transport). 
3. Distance from the centre of gravity of load demand. 
4. Cost of land (including space for extension, maintenance workshop and 
storage yard). 
5. Character of soil. | 
6. Main wind direction and water currents in cooling water source (sea, 
leke or river) in order to minimize air and water pollution, and other 
ecological considerations. 
With coal-fired stations, disposal of ash. 
If the plant is erected far from a town, accommodation for staff. 
Rail and road connections. 
Security considerations. 


em. 


Pawer Plant Engineering 


For nuclear power plants two additional factors are to be considered. 


11. Density of population in the vicinity. 
12. Danger of earthquakes. 


POWER PLANT ECONOMICS 


A power plant should provide a reliable supply of electricity at minimum cost to 
the consumer. The cost per kW hpa is determined by: 


net 

1. Fixed costs (FC), mainly interest, depreciation, insurance, taxes, 
depending on the capital invested, 1.е. on the construction costs of the 
plant including the cost of the land. 

2, Operation and maintenance (О & М) costs covering salaries and wages, 
overhauling ot equipment, repairs including spare parts, water, 
lubricating oil, chemicals and miscellaneous expenses. 

3. Fuel costs, dependent on the amount of electricity generated. 

4. kWh, of electricity sent out per year. 


The total annual costs (C,) in a power plant can be calculated from 


= 10 C.+(W+R+M)+C; (1.5) 

where / is the interest, %; D 1s depreciation, №; T is taxes and insurance, %; С. 

the construction cost; HW is wages and salaries; А is repairs (maintenance); M is 
miscellaneous; and C, the fuel cost. 

The annual amount of electricity sent out bs a power plant (kWh, „) is given 


by 
kWh, = kW, 8760 x (1-28) хи (1.6) 
DEL Inst 100 5 
where kW, is the rated (installed) output of generators; Lays the power 


consumption by the auxiliaries, %; т the plant capacity factor, and 8760 = 
24 x 365 hours per year. 

In order to calculate the electric power cost to a consumer, in addition to the 
production cost (fixed cost, operation and maintenance, and fuel cost), the 
transmission cost, distribution cost, administrative expenses, and return or profit 
on the investment have to be taken into consideration. 

A measure for the reliability of a power plant is the forced outage rate 
defined by the annual ratio of 


forced outage hours 
service hours + forced outage hours 
As forced outages raise operation and maintenance costs, proven reliability 


of equipment and regular preventive maintenance work are essential, not only to 
guarantee electric supply but also for the overall economy of the power plant. 


(е) 
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The costs, however, have a continuous upward trend due to monetary 
inflation, rising fuel prices and increased demand for measures protecting the 
environment. 

The cost of power generation can be reduced by 


(a) 
(b) 
(c) 
(d) 


(В 


selecting equipment of longer life and proper capacities, 

running the power station at high load factor, 

increasing the efficiency of the power plant, 

carrying out proper maintenance of power plant equipment to avoid plant 
breakdowns, 

keeping proper supervision, since good supervision ts reflected in lesser 
breakdowns and extended plant life, 

using a plant of simple design that does not need highly skilled 
personnel. 


1.4.1 Construction Costs 


The construction costs of a plant consist of expenses for: 


Construction costs KW ins 


шз ho = 


Ix 


NUT 
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Unit size MWe 
. Jet type gas-turbine plants without 5, Conventional steam power plants, 
recuperator oil fired 
. Jet type gas-turbine plants with 6. Conventional steam power plants, 
recuperator bituminous-coal fired 
. Industrial type gas-turbine plants 7. Nuclear LWR steam power plants 


with recuperator 


. Diesel plants for continous service 


Fig. 1.7 Approximate construction cost of power plants vs unit 


size (Aschner, 1978) 
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(i) planning and design; 
(ii) land and preparation of site, including road (and rail) connections; 
(iii) buildings and machinery foundations; 
(iv) plant equipment, including transport to site; 
(v) erection and testing of equipment; 
(vi) interest during construction (for payments made before commissioning 
of the plant); and 
(vit) administrative work. 


In all types of power plants there is an economy of scale, i.e. the construction 
costs per kW decrease with size (Fig. 1.7). This effect varies with the type of 
equipment. The economy of scale of the construction costs С, of two parts of 
equipment of the same type can be defined by 

С = Ca (RR) (1.7) 
where С. and C... are for parts with rated outputs of К, and А, respectively, k < 1. 
Average values of k for conventional steam generators and for steam turbo- 
generators and centrifugal pumps are 0.8, whereas & = 0,6 for nuclear steam 


supply systems and k = 0.9 for condensers and feedwater heaters (Aschner, 
1978). 


1.4.2 Fixed Costs and Depreciation 


Fixed costs consist of annual costs for interest, depreciation, insurance and taxes 
on property and estimated income calculated as a percentage of the capital 
investment, 

Interest rates / depend on general financial conditions at the time of 
construction and on the source of funding international, national, public, private 
or bond issues. Because of inflation, i.e., decrease in the value of the money, the 
concept of real and charged interest rates has been proposed. If, for instance, the 
real rate is fixed at 10% and a price inflation of 7% per year is forecast, the 
charged interest rate goes up to 17%. 

Depreciation rates D are determined by the life expectancy of the equipment 
and the method used for calculating the depreciation. 

The power plant and equipment in the station will have a certain period of 
useful life. After years of use, the equipment loses its efficiency or becomes 
obsolete and needs replacement. Sometimes, equipment may have to be changed 
even when fairly new, if more efficient equipment has come into the market. To 
enable this to be done when necessary, some money is put aside annually, and is 
known as the depreciation fund. 

There are two methods of accumulating the money for the depreciation fund: 


1. Straight-line method 
2. Sinking-fund method 


The straight-line method is based on the assumption that depreciation occurs 
uniformly every year according to a straight-line law. The money saved neglects 
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any interest. ГА is the capital cost of the equipment and С is its salvage value 
after N useful years, then the depreciation charge per year is 
D-(4—GyN 

Figure 1,8 illustrates this simple, straight-line method of accumulating the 
depreciation reserve. It is seen that the value of the equipment, which is 10076 
initially, depreciates to only 15% at the end of its 100% useful years of life. The 
straight-line BE indicates the depreciation and the slope of the line indicates the 
rate at which the plant depreciates. The depreciation at the end of 50% of useful 
life is FG, and the total depreciation at the end of 10076 of useful life is CE. The 
line 4D represents the depreciation reserve to be accumulated so that at the end 
of useful life the total is DJ, which is equal to the total depreciation CE. 


B F C 
dE E Чайан Анана ААА 1 
| 
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Depreciation at i D 
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5 | fund 
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= | 
= I 
2 50 | 
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| 


FG = HI 
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| 
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Percentage of useful life (vears) 


Fig. 1.8 Straight-line method 


In the sinking-fund method, a sum of money is set aside every year for N 
years and invested to earn compound interest. Let us suppose P is the annual 
deposit and i 1s the interest compounded annually when the deposit is invested. 

At the end of the first year, Rs. P is deposited. After (N 1) years this will be 
worth (compounded annually) 

Rs. Pl + iT! 

At the end of the second year, Rs. P is deposited, After (М— 2) years this will 

be worth 
Rs. P(1- ij? 
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At the end of (V— 1) years, Rs. P is deposited. After | year this will be worth 
Rs. P(1 +i) 

At the end of Nth year, Rs. P is deposited and this will be worth Rs. P 

At the end of N years, the value of all the sums deposited will be 


Ра + рр + 02+... + Р(1+ 0+ Р 
=Р+р{{+й+Р(1+ йй +... + Pata! 


This is a geometric progression with a common ratio of r= 1 + i. 
Therefore, the sum is 


This sum is equal to 4° = 4 — С = capital cost — salvage value 


Р= АЗ 1.8 
(1+ 0% S 
The sinking-fund method can also be represented by a diagram as shown in 
Fig. 1.9. The curve AHD shows the sinking fund accumulating at a certain rate 
of compound interest. The total amount at the end of the useful life is given by 
JD, which is the initial cost of the plant minus its salvage value. The rate at 
which the sum is saved annually is not, however, the same as in the straight-line 
method, as the final sum consists of annual instalments plus the compound 
interest on all instalments at the end of the whole period JD = CE. The 
depreciation at the end of 50% of useful life is shown by FG, while the sinking- 
fund saved at the end of 50% of useful life is shown Бу HT. 
The amount which should be set aside annually is given hy Eq. (1.8), 


Depreciation | 
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Fig. 1.9 Sinking fund method 
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Р = annual payment to sinking fund 


Í 
= (initial value — salvage value) — NT > 
( g ) (Len 
where г is the annual rate of compound interest and № is the number of years 
over which the total amount of depreciation is to be saved. 


1.4.3 Fuel Cost 


The fuel consumption depends on the amount of electrical energy produced. As 
load on the prime movers increases, the fuel consumption increases and so does 
the cost. The efficiency of the prime mover is the highest at the rated load. At 
lower loads, the efficiency decreases and so the fuel consumption increases. 
Therefore, the cost of electricity generation is the minimum at rated load and it 
increases as load decreases. The cost of fuel also depends on the calorific value, 
availability and transportation charges. 


1.4.4 Present-Worth Concept 


In the evaluation of power plant development plans or alternate payment 
schemes (cash flow schemes) for financing a power plant project, the influence 
of interest on the value of funds to be spent at a later date leads to the present- 
worth concept. The present worth is the value of a sum of money at the present 
time that, with compound interest, will have a specified value at a certain time in 
the future. 

Compound interest payment at the interest rate і will increase the value of a 
fund by (1 + i)" within N years. The present worth (PW) of a payment 5 to be 
made after N years is therefore, 


5 


PW = —— 
1+ 29% 


(1.9) 


The term (1 + iy is frequently referred to as the single payment present 
worth factor (PWF). | 
If р = 10% and М = 4 years, 


PW = 0.683 5 


Also, if i= 10%, N = 1 year and 5 = Rs. 110, then PW = Rs. 100. 

Оп many occasions, equal amounts of annual expenses are required, Then 
the present worth of a uniform annual series of payments P after N years is 
calculated from Egs (1.8) and (1.9), 


(1 +p"! І 


PW = Р - — N 
i (l- D 
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P 
= 1407 -1 1.10 
TEN [@+0*-1| ыш 
If і = 10% апа Y = 12 years 
= ————— (1.1)? – 1] = 6.8136 P 
0.10(1.1)° (и. | 


1.4.5 Incremental Heat Rate 
The performance of a generating plant can be expressed in terms of 


Plant net heat rate (PNHR) _ — heat input (/) 
(expressed in kJ/kWh) net kW output (2) 


and 


net output (£L) 


Plant net efficiency (ia) = 
y (п) heat input (Г) 


Table 1.1 indicates typical performance of various generating systems. The 
given efficiencies are achieved only when the plants operate at full loads. The 
incremental heat rate (IR) is defined as 

IR = а/д. (1.11) 


It represents the amount of energy needed to generate an additional unit of 
output at any given load. In Figure 1.10, it is seen that as the plant output 
decreases, the plant net heat rate increases, whereas the incremental heat rate 
decreases. 


1. Fossil-based load unit 
2. Nuclear unit 
3. Gas turbine 


HE 14 Heat rate 
E pe —— = Incremental heat 
i rate 
22 р 
Sx 
B 2 
ER 10 
3 8 ui a 
Ha -| — — 
8 тышт 


Percent of full load 


Fig. 1.10 Plant net heat rate and incremental heat rate 
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Table 1.1 Typical conversion efficiency of various generating 
systems (Li and Priddy, 1985) 


Generation type Unit size Thermal efficiency 
(MW) (%) 


Steam 200 - 800 
Nuclear (BWE & PWR) 500 = 1100 
Gas turbine 50 - 100 

Combined gas turbine/ 300 - 600 


steam. turbine 


Diesel engine 10-30 


1.4.6 Economic Scheduling Principle 


An utility system has always more than one generating unit. Proper distribution 
of load among the generating units is a problem frequently encountered by 
engineers. If the load is not properly distributed, it will result in a decrease of the 
thermal efficiency as a whole. According to the economic scheduling principle, 
the load is so distributed that at any moment all generating units will have the 
same incremental heat rates. As the system load increases, the incremental heat 
rate of each unit will increase. This principle is illustrated by the example 
involving two generating units in the network. 

Let 7, be the combined input to units | and 2, and L, be the combined output 
of units 1 and 2. The combined input, /., is a function of either L, or L- for a 
given combined output L.. When the combined input Л. is at a minimum, it must 


hold 

dI dL, = 0 (1.12) 
Since L=hth 
we have аш, + Ша! = 0 (1.13) 
Now, ауд, = (d dL.) x (dLz/dZ,) 
Since, і. =L tL. 

dLdL, = –1 

а/а = — di,/dL, (1.14) 
From Eqs. (1.13) апа (1.14), 

dI /dL, = йд.» (1.15) 


Thus, the combined input 7, is a minimum only if the incremental heat rate of 
unit 1 is equal to that of unit 2. This principle can be extended to the network of 
multiple units, 

Figure 1.11 represents the input-output curves of two generating units 
operating in parallel and supplying a common load. The corresponding heat rate 
curves are shown in Fig. 1.12. In dividing the load between these units to 
achieve maximum fuel economy, the principle of equal incremental heat rate is 
being used. Starting at zero load, the turbine B picks up the load up to Lpy, while 
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Unit input, MJ/h 
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Unit output, % 


Fig. 1.11 Jnput-output curves 


Incremental heat rate, КЛЕМ 


0 25 50 75 100 
Unit output, % 


Fig. 1.12 Incremental heat rate curves for unit A and B 


the turbine 4 remains at zero load. When combined load is greater than Lpy, the 
turbine A starts to pick up load until it reaches L,,. At the combined load L,, + 
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Ly), the second valve of turbine starts to open. As the load increases, the turbine 
B picks up the additional load, while the turbine A remains at the load £,,. For 
any increase beyond Lay + Lpa the turbine 4 starts to open the second valve and 
later the third valve. At the combined load Las + Lpa the turbine А would be at 
a full load L,4 and the turbine В at the load Lpy. If the combined load increases 
beyond this level, the turbine B starts to open the last valve to meet the additional 
demand. | 

In a utility system with many units, to maintain continuity of service, the 
generating capacity in operation must be greater than the system load. The 
difference between these two is defined as the spinning reserve. The minimum 
magnitude of spinning reserve varies from one utility to another, but it is usually 
equal to or greater than the capacity of the largest unit in operation. To minimize 
the total system fuel cost, the principle of equal incremental heat rate is to be 
observed in distributing the system load among the operating units. 


1.4.7 Effect of Load Factor on Cost per kWh 


The fixed costs are proportional to the MW capacity of a plant, while the 
operating costs are proportional to the total energy produced by the station 
annually. The fixed costs remain the same whether the station is running or idle. 
The fuel consumption and operating costs will, however, vary with the load. At 
100% load factor the installed capacity is utilized to the best possible extent and 
the maximum possible amount of energy is generated during the year, The cost 
per kWh is thus a minimum in this case. When the load factor is lower than 
100%, less energy is produced giving a higher cost per kWh, since the non- 
varying fixed cost and lower operating costs are distributed over fewer kWh 
generated. As the load factor decreases, the cost per kWh increases (Fig. 1.13). 


125 


0 25 50 75 100 


Fig. 1.13 Effect of load factor on cost of energy 
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1.5] INDIAN ENERGY SCENARIO 


Economic growth in India, being dependent on the power sector, has 
necessitated an enormous growth in electricity demand over the last two 
decades. In 1947, the total power generation capacity was only 1360 MW, and 
by 1991 it grew to 63,000 MW, of which 69% (45,000 MW) was generated in 
thermal plants. 

Hydro developments, as stated are not so environmentally benign as was 
earlier believed. They can cause conflict over usage of lands and the damage to 
ecology. The total Indian hydro-potential, as assessed by the Central Electricity 
Authority, is 84,000 MW. The installed capacity is 18,443 MW (March, 1991) 
compared to 200 kW in 1897 (Darjeeling) and 508 MW at the time of 
independence. Most of the turbomachinery have been indigenously produced 
by the Bharat Heavy Electricals Ltd., the largest unit being 165 MW. However, 
the pace of hydro development has considerably slowed down recently for many 
reasons, and the focus is more on mini or small hydel plants in the mountainous 
regions. Tentatively, in the order of 26,000 MW of hydro capacity would be 
added by 2002 during the 9th five-year plan, as envisaged. 

Nuclear power promotion has all but ceased in many areas of the world as a 
consequence of growing public concern regarding safety and regulatory hurdles. 
Nonetheless, in India, there appears to be a comparatively energetic nuclear 
programme. Presently, in India, about 2.3% of generating capacity is nuclear 
based, This corresponds to about 1500 MW of the installed capacity comprising 
8 units, An additional 1320 MW is under construction, based on 220 MW units, 
and should be on line by 1997. According to the development plan, the total 
installed capacity by 2002 will be 5700 MW, including the first Indian 500 MW 
PHWR unit in Rajasthan. It is anticipated that following on the tail of the natural 
uranium fuelled reactor programme, a fast breeder programme using plutonium 
will be established, followed by a thorium based programme, thereby taking 
advantage of a large indigenous resource of thorium. 

The state-of-the-art technology for the renewable energy utilization (i.e. 
solar, wind, biomass, tidal. OTEC, etc.) is such that it will hardly make any 
contribution to the total energy production. However, construction of a 
100 MW ocean thermal energy conversion (OTEC) project has commenced in 
1994, 40 km offshore from Kulasenkharapatnam in Tamil Nadu. 

Coal-fired power plants are now getting maximum attention, since coal is 
abundantly available and the implementation time is relatively short. 
Tentatively, the additional thermal power generation capacity during the 8th 
Plan is 28,000 MW and during the 9th Plan (by 2002) further 32,000 MW has 
been added as shown in Table 1.2. 

It has been planned to generate an additional 73,000 MW of power by the 
end of the 11th Plan (2007-2012) which excludes the proposed eight ultra 
megapower projects with a capacity of 4000 MW each (i.e. 105,000 MW total). 
The per capita energy consumption will be still 600 MW in India, while it is 
12000 MW in China (in 2006). 
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Table 1.2 Indian generation capacity fin MW) 


199] &th Plan Sth Plan 10th Plan Total 
[1997] (2002) (2007) (2007) 


Thermal 45.000 28,000 32,000 1,63,000 
(69.3%) 
Hydro 18,443 8,680 26,000 76,123 


(28.5%) 

Nuclear 1,500 1,320 2,880 5,700 
(2.2%) 

Addition 38,000 61,000 81,000 = 

Total 65,000 1,03,000 1,654,000 2,45,000 2,45,000 


* includes 7500 MW of gas-based combined cycle plant. 


As in other parts of the world, natural gas-based combined cycle power plant 
is gaining prominence. Consequently, the 8th Plan envisages installation of 
7500 MW capacity, using indigenous gas reserves. 

Table 1.3 gives the growth pattern in unit sizes and steam parameters in 
coal-based power plants. In the 70s, the focus was on 100 and 200 MW units, 
while in the 805 it was on 210 and 500 MW units. Consideration is now being 
given to increasing the size of future units to 660,800 and 1000 MW to reduce 
installation cost per kW. 


Table 1.3 Growth pattern in unit sizes and steam parameters 


Unit Collaboration Steam Station No. of 

size parameters first units 

(MW) installed till 
March, 1991 


27.5 bar 400°C 1947-50 
59 bar, 482°C 1951-60 
72.4-91 bar, 1961-76 
496-535°C 
USSR 91 bar, 535°C Patratu Dec. 71 
LMW, USSR 132 bar, Obra Dec. 77 
535°C/535°C (UPSEB) 
KWU, Siemens 152 bar, Korba March 83 
535°C/535°C (NTPC) 
KWU, Siemens 172 bar, Trombay-5 Dec. 84 
(Tata) 


With the liberalization of Indian economy, the power sector has been made 
open to the private sector, and it is expected that the rate of growth of generation 
capacity will be faster than that envisaged in the five-year plans (Table 1.2). 
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1.6 COAL-FUELLED ELECTRICITY 
GENERATING UNIT 


Figure 1.14 depicts a modern pulverized coal-fired electricity generation facility 
that uses the most commonly employed Rankine-based thermodynamic cycle. 
Steam at the desired pressure, temperature and mass flow 13 produced in a steam 
generator and expanded through a turbine generator, The exhaust steam is then 
condensed in a condenser and the condensed liquid is used again in the steam 
generator. 

Coal is delivered to the facility by railway wagons, barges or trucks. The 
coal handling system unloads the coal, stocks, reclaims, crushes and conveys И 
to storage silos. Coal from the silos is then pulverized to a fine powder and 
blown into the steam generator, where it is mixed with air and combusted to 
release energy for the generation of steam. The steam generator produces, 
superheats and reheats steam as И proceeds through the cycle. 

The steam turbine generator converts the thermal energy (enthalpy rise) of 
the superheated and reheated steam to electrical energy. Steam exhausted from 
the turbine 15 condensed to liquid in the condenser. The condensate pumps feed 
the water through the l.p. regenerative feedwater heaters to a deaerator. Boiler 
feed pumps move the deaerated liquid through the h.p. feedwater heaters back 
to the steam generator. 

Forced draught (or draft) fans supply combustion air to the steam generator 
and the primary air fans transport pulverized coal into the burners. Induced 
draught fans remove the flue gases from the furnace and exhaust them through 
the stack into the atmosphere. 

Cooling water for the condenser is supplied by the circulating water system, 
which takes the heat removed from the condenser and rejects it to cooling towers 
or another heat sink such as a cooling lake, river or sea. 

Combustion gases coming out of the steam generator require additional 
treatment for removal of flyash particulates, sulphur dioxide and nitrogen oxides 
before the gases are released through the exhaust stack. 


REUTUM A power station supplies the following loads to the consumers: 


Time in hours 0-6 6-10 10-12 12-16 16-20 20-22 22-24 
Load in MW 30 70 90 60 100 80 60 


(a) Draw the load curve and estimate the load factor of the plant, (b) What is the 
load factor of a standby equipment of 30 MW capacity if it takes up all loads 
above 70 MW? What is its use factor? 


Solution (а) The load curve is drawn in Fig. El.l. 
Energy generated = area under the load curve 
= 30 x 6 + 70 x 4 + 90 x 2 + 60% 4 + 100x4 
+80 Xx 2 +60 x2 
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Fig. E1.1 
= 180+ 280 + 180 240 + A00 + 160 + 120 
= 1560 MWh 
Average laad = oe = 65 MW 
24h 
re load 65 
Load factor = aiiis is = — =0.65 Ans. 


peak load 100 
‘b) If the load above 70 MW is supplied by a standby unit of 30 MW capacity, 
the energy generated by it 
=20x2+30x4+10x2 
= 40 + 120 + 20 = 180 MWh 
Time during which the standby unit remains in operation 
=2+4+2=8h 
Average load = 180 MWh/8h = 22.5 MW 
Load factor = 22.5/30 = 0.75 Ans. 


energy generated 


Use factor = ———————————————— 
plant capacity x operating hours 


180 x 10° kWh 


Ecco: nude es 
30x10 kW x8h m 
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The peak load on a power plant is 60 MW, The loads having 
maximum demands of 30 MW, 20 MW, 10 MW and 14 MW are connected to the 
power plant. The capacity of the power plant is 80 MW and the annual load factor 
is 0.50, Estimate (a) the average load on the power plant, (b) the energy supplied 
per year, (с) the demand factor, (d) the diversity factor. 


Solution 
_ average load 
(a) Load factor Бете Ed 
YER load 
| 60 MW 


Average load = 30 MW Ans. 
(b) Energy supplied per year 


= average load x 8760 h 
= 30 х 8760 MWh = 262.8 x 10° kWh — Ans. 
maximum demand 60 
De d factor m 
(© re T"  eonnectedload 30+20+10+14 
= = = 0.811 Ans. 
74 
(d) Diversity factor = sum of individual maximum demands 


simultaneous maximum demand 
_ 30+20+10+14 74 
бб 60 
= 1.233 Ans. 


RETURN A thermal power plant of 210 MW capacity has the maximum load 
of 160 MW. Its annual load factor is 0.6. The coal consumption is 1 kg per kWh of 
energy generated and the cost of coal is Rs 450.00 per tonne. Calculate (а) the 


annual revenue earned if energy is sold at Re 1 per kWh and (b) the capacity factor 
of the plant. 
Solution Annual load factor = (average load)/(peak load) 
Average load = 0.6 x 160 = 96 MW 
Energy generated per year 
= 96 x 8760 MWh = 840,960 x 10° kWh 
Coal required per year = 840,960 x 10° kg 
= 840,960 tonnes 
Cost of coal per year = 840,960 x 450 = Rs 378.432 x 10° 
Cost of energy sold = Rs 840,960 x 10° 
= Rs 840.96 x 10° 
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(a) Revenue earned by the power plant per year 
= Rs 840.96 x 10° — Rs 378.432 x 10° 
= Rs 462.528 x 10° = Rs 46.25 crore Ans. (a) 
average load _ 96 MW 
capacity of plant ~ 210 MW 
= 0.457 Аля. (Б) 


(b) Capacity factor = 


А power plant has the following annual factors: load factor = 0,75, 
capacity factor = 0.60, use factor = 0.65. Maximum demand is 60 MW. Estimate 
(a) the annual energy production, (b) the reserve capacity over and above the peak 
load, and (c) the hours during which the plant is not in service per year. 

Solution 

| average load 

(а) Load factor = "eek load - 
Average load = 0.75 x 60 = 45 MW 

Annual energy production = 45,000 x 8760 = 394,200,000 kWh 

= 394.2 х 10° kWh . Ans. 

_ average load 

(b) Capacity factor = phibi сасу 

Plant capacity = 45/0.6 = 75 MW 
Reserve capacity over and above the peak load 
-75-60-15MW Ans. 


| Е energy generated per year 
(c) Use factor plant cepésity X hours In operation ity x1 in = 
wi 
Hours in operation = 3942 x 10° KWh = 8086 hrs 


75% 10° kW x 0.65 
Hours not in service in a year = 8760 — 8086 = 674 hrs Ans. 


Pet 0 It 15 proposed to supply a load with a maximum demand of 500 MW 
and load factor of 70%. Choice is to be made from a nuclear power plant, a 
hydraulic power plant and a steam power plant. Calculate the overall cost per kWh 
in case of each scheme as given below: 


Hydroelectric Nuclear 
power plant. power plant 
. Capital cost per Rs 3 crore Rs 4 crore Rs 5 crore 
MW installed 


. Interest 6% 5% 5% 
. Depreciation 6% 4% 5% 


. Operating cost 30 paise 5 paise 15 paise 
(including fuel) per kWh 

. Transmission and 2 paise 3 paise 2 paise 
distribution cost per kWh 
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Solution (a) Steam power plant: 
Capital cost = Rs 3 x 500 crore = Rs 1500 x 107 
Interest = 0.06 x 1500 x 107 = Rs 90 x 107 
Depreciation = 0.06 x 1500 x 107 = Rs 90 x 107 
Annual fixed cost (interest + depreciation) 
= Rs 180 x 107 
Energy generated per year = average load x 8760 
= Load factor x maximum demand x 8760 
= 0,7 x 500 x 10° x 8760 
= 306.6 x 10" kWh 
Running cost/kWh = (operating cost / kWh) 
+ (transmission and distribution cost/kWh) 
= 30 +2 = 32 paise 
Overall cost/kWh = fixed cost/kWh + running cost/kWh 


_ Rs180 x10" 
— 3066x10' kWh 
= 0.59 + 0.32 = 0.91 or 91 paise 
(b) Hydroelectric power plant: 
Capital cost = Rs 4 x 500 crore = Rs 2000 x 107 
Interest = 0.05 x 2000 x 10° = Rs 100 x 107 
Depreciation = 0.04 x 2000 x 10’ = Rs 80 x 10° 
Annual fixed cost = interest + depreciation 
= Rs 180 x 10’ 


+ 0.32 


Rs 180 x 107 
Еа dnd 
ki 306.6 x 107 


Running cost/kWh = 5 +3 = 8 paise 
Overall cost/kWh = 0.59 + 0.08 = Re 0.67 
(с) Nuclear power plant: 
Capital cost = Rs 5 x 500 crore = Rs 2500 x 107 
Interest = 0.05 x 2500 x 107 = Rs 125 x 107 
Depreciation = 0.05 х 2500 x 10" = Rs 125 x 107 
Annual fixed cost = Rs 250 x 107 


x 
_RS20XI0 ову 
306.6 x 10° kWh 
Running cost/kWh = 15 + 2 = 17 paise 
Overall cost/kWh = 0.82 + 0.17 = Re 0.99 
Therefore, the overall cost/kWh is minimum in case of hydroelectric power plant. 


Fixed cost/kWh = 
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A power plant of 210 MW installed capacity has the following 


particulars: 
Capital cost == Rs 18,000/kW installed 
Interest and depreciation = 12% 
Annual load factor = 60% 
Annual capacity factor = 54% 
Annual ranning charges = Rs 200 x 10° 
Energy consumed by power plant auxiliaries = 6% 
Calculate (a} the cost of power generation per kWh, and (b) the reserve capacity 


Solution 
Load factor _ _ Average load u capacity of the plant 
Capacity factor maximum demand average load 
0.60 _ 210 MW 
0.54 ^ maximum demand 
Maximum demand = (210 x 0.54)/0.60 = 189 MW 


Reserve capacity = 210 — 189 = 21 MW Ans. (b) 
Average load = load factor x maximum demand 
= 0.6 х 189 = 113.4 MW 
Energy produced per year 
= 113.4x 10° x 8760 = 993.384 x 10° kWh 
Net energy delivered = 0.94 x 993.384 x 10° 
= 933.781 x 10° kWh 
Annual interest and depreciation (fixed cost) 
= 0.12 x 18000 x 210 x 10° = Rs 453.6 x 10° 
Total annua! cost = fixed cost + running cost 
= 453.6 x 10°+ 200 x 10° 
= Rs 653.6 x 10° 


Rs 653.6 x 10° 
933.781x10° kWh 
= Rs 0.70 or 70 paise Ans. (a) 


Cost of power generation = 


ЕТТИ И The incremental fuel costs for two generating units a and 5 of a 
power plant are given by the following relations, 

dF dP, = 0.065 P, +25 

dF,/dP, = 0.08 P, + 20 
where F is the fuel cost in rupees per hour and P is the power output in MW. 
Estimate (a) the economic loading of the two units when the total load supplied by 
the power plants is 200 MW, (b) the loss in fuel cost per hour if the load is equally 
shared by both units. 
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Solution (а) The given data are 
P,+P, = 200 (1) 


The condition for economic loading demands equal incremental heat rates of the 
two units which leads to ДЕ /dP, = дАР, 


0.065 P, + 25 = 0.08 P, + 20 (2) 
Solving Eq. (1) and (2), we get 
P, = 75.86 MW and P, = 124.14 MW 


(b) If the load is equally shared by the units, i.e. P, = Py = 100 MW, then the 
increase in cost of fuel for unit а is given by 


dF Lon 
[—dp, = f (0.065 Р, + 25) dP, 
dp 
a 75.86 


p 100 
L ES * зр, = 741.47 
75.86 
Le, Rs 741.47 per hour. 
The increase in cost for unit b is 
Hx) 
| (0.08 P, + 20) dP, 
124.14 


p 2 100 
= joos + 20 d = — 699.23 
124.14 
that is, the cost of fuel for unit b decreases by Rs 699.23 per hour. 
Therefore, the net increase in fuel cost due to departure from economic distribution 
of load 


= 741.47 — 699.23 = Rs 42.24 per hour Ans. 


Calculate the cost of generation per kWh for a power station having 
the following data: 
Installed capacity of the plant = 200 MW 
Capital cost = Rs 400 crores 
Rate of interest and depreciation = 12% 
Annual cost of fuel, salaries and taxation = Rs 5 crores 
Load factor = 50% 
Also estimate the saving in cost per kWh if the annual load factor is raised to 


6055. 
Solution Assuming the maximum demand equal to the capacity of the power 
plant, 

average load 


Load factor = 
maximum demand 
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_ average load 
|. 200 
° Average load = 200 x 0.5 = 100 MW 
Energy generated per усаг = 100 x 10° x 8760 = 87.6 x 10’ kWh 
Interest and depreciation (fixed cost) 
= 0.12 x 400 x 10’ = Rs 48 x 10° 
Total annual cost = 48 x 10" + 5 x 10’=Rs 53 x 107 


0.5 


Rs 53 x 10' 
87.6 x 10^ kWh 
When the load factor is raised to 60%, 


Cost per kWh = = Rs 0.61] or ől paise Ans. 


Average load = 0.60 x 200 = 120 MW 
Energy produced per year = 120 x 10° x 8760 
= 105.12 х 107 kWh 
Total annual cost will remain the same. 


Rs 53 x 107 


Cost per kWh = 10512x 107 = Re 0.50 or 50 paise 


Saving in cost per kWh = 61 — 50 = 11 paise Ans. 


A 300 MW thermal power station is to supply power to a system 
having maximum and minimum demand of 240 MW and 180 MW respectively ina 


year. Assuming the load duration curve to be a straight line, estimate the (а) load 
factor, (b) capacity factor. 


Solution The load duration curve is shown in Figure E1.9, 


Energy supplied per year 
= (180 MW x 8760 h) + 5 (240 180) MW x 8760 h 
= 210 x 8760 MWh = 183.96 x 10° kWh 
Average load = аца = 210 ' 10° kW 
8760 h 
TUE average load 210 MW 


maximum demand 240 MW Mus ans 


210 x 8760 


Capacity factor = 300 x 8760 = 


0.70 Ans, 
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240 


Load, MW 


180 


8760 
Time, hrs 


Fig. E1.9 


The maximum load on a thermal power plant of 60 MW capacity 
is 50 MW at an annual load factor of 60%, The coal consumption is 1 kg per unit of 
energy generated and the cost of coal is Rs 600 per tonne of coal, Find (a) the 
annual revenue earned if the energy is sold at Rs 2 per kWh and (b) the capacity of 
the plant. 

Solution Average load = Peak load x Load factor 
= 50 x 0.6 = 30 MW 
Energy generated per year = 30 x 10° x 8760 = 262.8 x 10° kWh 


(262.8 x 10°) x 1 
1000 
Cost of coal per year = 262.8 x 10° x 600 = 15,768 x 10° rupees 
Cost of energy sold = 262,8 x 10° kWh x 2 = Rs 525.6 x 10° 
Revenue earned by the power plant per year 
= Rs 525.6 x 105— Rs. 157.68 x 10° 
= Rs 367.92 х 10° Ans. 


Coal required per year = = 262.8 x 10° tonnes 


A thermal power plant consists oftwo 60 MW units, each running 
for 8000 hours, and one 30 MW unit running for 2000 hours per year. The energy 
produced by the plant is 876 x 10° kWh per year. Determine the plant load factor 
and plant use factor. Consider the maximum load as equal to the plant capacity. 
Solution Plant capacity = 60 x 2 + 30 = 150 MW 

Average load = Energy produced per year 

8760 

_ 876 x 10° 

8760 


Laad factor = ds = 0.67 Ans. 
150 


= 10° kW = 100 MW 


Actual energy produced 


Ent ec NT Alas, poe en hak canbe ET 
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Max. possible energy that can beproduced 
= 60 = 2x 8000 +30х 1 x 200 MWh 
= 1020 x 10° kWh 


876x105 — 


= (), Ans. 
1020 x 10° 


E Plant use factor = 


ELERS The following loads are connected to a power plant: 


Domestic 
Commercial 
Industrial 


If the overall diversity factor is 1.5, determine (a) the maximum load, and (b) the 
connected load of each type. 


Solution. The maximum demand of the plant 
= 15 + 25 + 50 = 90 MW 
Since the overall diversity factor is 1.5, the maximum load of the system 


= = =60MW = Ans. (a) 
Max. domestic demand = 15 x 1,25= 18.75 MW 
Connected domestic load = Wu = 26.78 MW 
Similarly, connected солена laad 
= = = 33.33 MW 
50 x1.3 


Connected industrial load = . = 66.33 MW 


0.98 
-.. Total connected load of the plant 


= 26.78 + 33.33 + 66.33 = 126.44 MW Anis. 


BEREN A power station has to supply load as follows: 


Time (hours) 0-6 6-12 12-14 14-18 18-24 
Load [MW] | 30 - PO. 60 100 50 


(a) Draw the load curve. (b) Draw the load duration curve. (с) Select suitable 
generating units to supply the load. (d) Calculate the load factor. (e) Calculate 
the capacity of the plant and the plant capacity factor, 
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Solution The load curve and load duration curve have been drawn in Fig. E1.13. 
Energy generated = 30 x6+Mx6+60x2+10x4+50x6 
= 1540 MWh = 1540 x 10° kWh 


1540 x 10° 
Average load = екы Cf 
24 
Maximum demand = 100 x 10° kW 
1540 x 10° 
Load factor = ——— — =0.64 Ans. (d) 
24 x 100 x 10 


To supply the load, three generating units, each of 30 MW capacity, and one 
generating unit of 10 MW capacity will be selected. One additional unit will be 
kept as standby. Its capacity will be equal to that of the largest unit, i.e. 30 MW. 


100 


Load, MW 
cm 
= 


E 
= 


20 


0 2 4 ё Е IO 12 14 16 18 20 22 24 
Time, hrs 
(a) Load curve 


Load, MW 


40 


20 


c 
+ 


B 12 16 20 24 
Time, hrs 
(b) Load duration curve 


Fig. E1.13 
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Load duration curve will indicate the operational schedule of different 
generating units, which will be as follows: 


(i) One unit of 30 MW will run for 24 hours 
(11) Second unit of 30 MW will run for 18 hours 
(ur) Third unit of 30 MW will run for 10 hours 
(iv) Fourth unit of 10 MW will run for 4 hours Ans. (c) 
Plant capacity = 30 x 4 + 10x 1 = 130 MW Ans. (e) 
à 5 energy generated 
Capacity factor == 
capacity X operating t1me 
1540 x 10* kWh 
= ke =0494 Ans. (е) 
130x107 x 24 kWh 


A generating unit of 10 MW capacity supplies the following loads: 


(a) Domestic consumers with a maximum demand of 6 MW at a load factor of 
20%. 

(b) Small industrial load with a maximum demand of 3.6 MW at a load factor of 
5084. 

(c) Street-light load with a maximum demand of 400 kW at 30% load factor. 


Find the overall cost of energy per kWh for each type of consumer using the 
following data: 


Capital cost of the plant = Rs 10,000 per kW 
Total running cost = Rs 36,00,000 per year 
Annual rate ofinterest and depreciation on capital cost = 10% 
Solution Energy supplied per year to all three consumers 
= [(600 x 0.2) + (3600 x 0,5) + (400 x 0.3)] x 8760 
= 3120 x 8760 kWh 
36, 00, 000 
3120 x 8760 
= 0.132 or 13,2 paise 
Capital cost of the plant = 10 x 10° x 10* = Rs 10° 
Fixed charges per year — 0.1 x 10° = Rs 107 
Fixed charges per kW = (Rs 10 (10 kW) = Rs 1000 
(a) For domestic consumers, 
total charges = 1000 x 6000 + 0.132 x 6000 x 0.2 x 8760 
= Rs 7,387,584 
Rs 7,387,584 
1200 x 8760 kWh 


Operating charges per kWh = 


Overall cost per kWh = 
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=Rs0.70 or 70 paise Ans. 
(b) For industrial consumers, 
total charges = 1000 x 3600 + 0.132 x 3600 x 0.5 x 8760 
= Rs 5,681,376 
Rs 5,681,376 
1800 x 8760 
(с) For street-lighting load, 
total charges = 1000 x 400 + 0.132 x 400 x 0.3 x 8760 
= Rs 5,387,584 
Rs 5,387,584 


Overall cost per kWh = 71208760 . Rs. 0.51 or 51 paise Ans, 


Overall cost per kWh = = Rs 0.36, or 36paise Ans. 


The capital cost of a power generating equipment in a steam power 
plant is Rs 80 x 10°, The useful life of the plant is 30 years and its salvage value is 
5% of the capital cost. Determine by the sinking-fund method the amount of money 
to be saved annually for replacement if the yearly rate of compound interest is 6%. 


Solution From Eq. (1.8), the amount of money to be kept aside each year is given 


by 
Е Ai 
(0 4D" —1 
Here, A’ = capital cost — salvage value 


= 0.95 x 80 x 10° = Rs 76 x 10° 
N=30 years; i= 0.06 


_ 76x10" x 0.06 4560000 
006° —1 47435 


= Rs 9,61,317 Ans. 


KEUNE The initial investment in a power plant is Rs 4000 crore. After 4 
years, a further Rs 1200 crore have to be paid and from the 5th onwards to the 12th 
year Rs 400 crore per year are paid. The salvage value of the plant after 30 years 
will be Rs 600 crore. The interest rate is 10%, Estimate the present worth of these 
payments at the time of commissioning. 


Solution By using Egs. (1.9) and (1.10), the present worth of all payments at the 
time of commissioning is 


1 400 | 
PW = 4000 + 1200 — + ————— 11.1) — 
+1200 101 odds op? 97H 
__ 400 _ TR сел ЛЕ 
~ 011 +0135 аа (1. 0.19 


= 4000 + 819.62 + 2725.44 — 1516.31 — 34.39 
= Rs 5994.36 crores Ans. . : 
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ЕТИ ВЕЙ Two coal-fired generating units Pand О have the incremental heat 
rate defined by 
(IR), = 0.4818 x 107 L5 — 0.9089 x 107 LÈ 


+ 0.6842 x 107! L5 — 0.2106 x 10g + 9860 


for unit P, and 
(IR), = 0.9592 x 107 Lj — 0.7811 x 10° Lo 


+ 0.2625 x 107" Lg — 0.2189 x 10LQ + 9003 


for unit О; (IR) is in КЛЮВ and Z is in MW. Determine the incremental heat rate at 
which the combined output of these two units is 1000 MW. 


Solution 
LL, Lo 
where, Lp = load of unit P and Lo = load of unit О 
Ly + Lg = 1000 


By making (IR), = (IR), and solving the above three equations by a numerical 
method such as Newton-Raphson algorithm, we get 


Lp = 732.5 MW 
Lo = 267.5 MW 
IR = (IR) = (IR); = 9292 kJKWh Ans. 


UMERE] The fixed costs of a thermal station are Rs. 2700 per kW of 
installed capacity per year. The fuel and operating costs are 40 paise per kWh 
generated. Find the cost of electrical energy per kWh at station load factors of 
100%, 75%, 50% and 25%. 


Rs 2700 
8760 
At 100% load factor, 1 kW plant running for 1 hour produces 1 kWh. If run at 75% 
load factor, it can produce 0.75 kWh and so on. The cost per kWh at different load 
factors can therefore be found as follows: 


Solution Fixed costs per kW per hour = 


= 31 paise 


| Load Energy produced  Fixedcost ^ Fueland Totalcost Cost per | 
| factor in Ihr with 1-kW per hr operating cost per hr kWh | 
| (9 plant (kWh) |. — (paise) (paise) (paise) ^ (paise) | 
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_.. SHORT-ANSWER QUESTIONS 
Why is electricity the most convenient form of energy? 
What are the different types of power plants where electricity is produced in 
bulk quantities? 
What is doubling time in electricity production? 
How is the demand for electricity related to the GNP of a country? 
What are the two basic parameters to decide while planning a power plant? 
How is the total installed capacity of a power plant decided? 
On what factors does the unit size of a power plant depend? 
What do you understand by load factor and capacity factor? When are they 
numerically equal? 
Define reserve factor. What is its usual value? How does it fix the maximum 
unit size? 
What do you mean by diversity factor? 
How ts the load—duration curve constructed? 
Explain what you understand by base load and peaking load. Why are base 
load plants loaded heavily? 
What are the considerations to be made while selecting the suitable site for a 
thermal and a nuclear power plant? 
What are the elements which contribute to the cost of electricity? 
How is the total annual cost of electricity estimated? 
What is the forced outage rate? 
How can the cost of power generation be reduced? 
What are the expenses which constitute the construction cost of a power 
plant? o 
How does the economy of scale affect the construction cost? 
What are fixed costs? 
What do you understand by depreciation? How is the depreciation rate 
determined? 
What is the straight-line method of determining the depreciation charge? 
What do you mean by the sinking-fund method of accumulating the money 
for the depreciation fund? 
How does the fuel cost relate to the load and the cost of power generation? 
What do you understand by the present-worth concept? How is it estimated? 
What 1s incremental heat rate? 
Explain the principle of economic scheduling. 
Show that for two units running in parallel, the combined energy input will be 
minimum if the incremental heat rate of unit 1 is equal to that of unit 2. 
Explain what you mean by spinning reserve. 
Explain the effect of load factor on the cost of electricity generated. 
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The loads on a power plant with respect to time for 24 hours are given as 
follows: 


Time (hours) 06 68 8-12 12-14 14-18 18-22 22-24 
Load (MW) 40 50 60 50 70 80 40 


Draw the load curve and find out the load factor of the power station. If the 
loads above 60 MW are taken by a standby unit of 20 MW capacity, find out 
the load factor and the use factor of the standby unit. 
| [Arıs. 0.71, 0.75 and 0.60] 
A central power station has annual load factor, capacity factor and use factor 
as 60%, 40% and 45%, respectively, The maximum demand is 15 MW. 
Estimate (a) the annual energy production and revenue earned ifthe cost of 
energy is Re 1/kWh, (b) the reserve capacity over and above the peak load, 
and (с) the hours per year the station is not in service. 
[Ans. (a) 78.84 x 10° kWh, Rs 78.84 x 10°, (b) 7.5 MW, (c) 974 h] 
A power station of 30 MW capacity has the maximum annual demand of 
25 MW. It supplies loads having maximum demands of 10 MW, 8.5 MW, 
5 MW and 4.5 MW. The annual load factor is 45%. Estimate (а) the average 
load, (b) the energy supplied per year, (c) the diversity factor, and (d) the 
demand factor. 
[4n5. (а) 11.25 MW, (b) 98.55 x 10° kWh, (c) 1.12, (d) 0.89] 
A power station Is said to have a use factor of 47% and capacity factor of 
40%. For how many hours in a year was the power station not in service? 
[Ans. 1305 h] 
Determine the generating cost per unit of 80 MW power station with the 
following data: 
Capital cost = Rs 160 х 107 — 
Annual cost of fuel = Rs32x 10° — — 
Annual wages and taxes = Rs 36 x 10° 
Interest and depreciation = 10% of capital cost 
Annual load factor = 45% 
[4ns. 72.3 paise] 
The incremental fuel costs for two generating units 4 and В of a power plant 
are given by the following relations: 
dF,/dP, =0.06 P, + 11.4 
dFydPg = 0.07 Py + 10 
where P is the power in MW and F is the fuel cost in rupees per hour. 
(a) Find the economic loading of the two units when the total load to be 
supplied by the power station is 150 MW. 


1.7 


1.8 


1.9 


1.10 


1.12 


1.13 
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(b) Find the net increase in fuel cost per hour ifthe load is equally shared by 
the two units. 
[Ans. (a) P, = 70 MW, Py = 80 MW, (b) Rs 1.63 per hour] 
The following data pertain to à power plant: 
Installed capacity = 200 MW; Capital cost = Rs 4000 x 10°; Annual cost of 
fuel, taxes and salaries = Rs 600 x 10°: Rate of interest = 5% of the capital; 
Rate of depreciation = 6% of the capital; Annual load factor = 65%; Capacity 
factor = 55%; Energy used in running the plant auxiliaries = 4% of total units 
generated. Determine (a) the reserve capacity, and (b) the cost of power 
generation. 
(Ans. (a) 31 MW] 
A power plant has the following annual factors: 
Load factor = 70%; Capacity factor = 5075; Use factor = 60%; Maximum 
demand = 20 MW. 
Estimate (a) annual energy production, (b) reserve capacity over and above 
the peak load, and (c) the hours per year durmg which the plant ıs not in 
Service. 
[Анх. (a) 122.8 x 10° kWh, (b) 8 MW, (c) 2060 h] 
А 60 MW turbogenerator set has an overall efficiency of 25%. The calorific 
value of coal used is 24 MJ/kg. Estimate the consumption of coal per kWh 
and also per day of 24 h if the load factor 15 30%. 
[4ns. 0.6 kg, 259.2 tonnes] 


Find the cost of generation per kWh from the following data: 
Capacity of the plant = 150 MW; Capital cost = Rs 20,000 per kW installed; 
Interest and depreciation = 10% on capital; Fuel consumption = 1.2 kg/kWh; 
Fuel cost = Rs 400 per tonne; Salaries , wages, repair and maintenance = 
Rs 150 x 10^ per year; Maximum demand = 120 MW; Load factor = 5094, 
A plant costing Rs 65,000 has a useful life of 15 years. Find the amount 
which should be saved annually to replace the equipment at the end of that 
time (a) by the straight-line method, and (b) by the sinking-fund method if the 
annual rate of compound interest is 5%. Assume that the salvage value of the 
equipment 1s Rs 5000. 

[Ans (a) Rs 4000, (b) Rs 2780] 


The connected loads of a consumer consist of 10 electric bulbs of 60 W each 
and 2 electric heaters of 1000 W each. His maximum demand is 1500 W. On 
an average, he uses 8 bulbs for 5 hours a day and orre heater for 3 hours a day. 
Estimate his average load, monthly energy consumption and load factor. 
[Ans, 350 W, 252 kWh, 23.33%] 


А power generating station has а шах депда of 10,000 kW and the 
daily load on the station is as follows: 
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1.14 


1.15 


PE et nhe Re date ee nT 


6 a.m. to 8 a.m. 5 p.m. to 7 p.m. 8,500 


8 a.m. to 12 noon 7 p.m. to 9 p.m. 10,000 
12 noon to 1 p.m. 9 p.m. to 11 p.m. 4,500 
1 p.m. to 5 p.m. 11 p.m. to 6 a.m. 2,000 


(a) Draw the load curve and the load duration curve. 
(b) Choose the size and number of generating units. 
(c) Draw up the operating schedule of the units. 
(d) What reserve plant would be necessary? 
(e) Calculate the load factor, plant capacity factor and plant use factor of the 
station. 
[4ns. (b) Three units of 5000, 2500 and 2500 kW capacity, 
(d) 5000 kW, (e) 55%, 36.66%, 86.5%] 
Explain the method of constructing a load duration curve using a load curve. 
The following data were collected from the daily load curves of a power 
system during a year: 


and over 
and over 


and over 
and over 
and over 
and over 


Construct the annual load duration curve and find the load factor of the 
system. 

[ Ans. 46.8%] 
A power station has an installed capacity of 210 MW, The cost of the station 
is Rs 2 crore per MW. The fixed costs are 14% of the cost of investment. On 
full load at 100% load factor, the variable costs of the station per year are 1.5 
times the fixed costs. Assume that there is no reserve capacity of the plant and 
that the variable costs are proportional to the energy production. Find the cost 
of generation per kWh at load factors of 100%, 50%, 60%, 40% and 20%. 
Plot the curve. 
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Analysis of Steam Cycles 


2.1 | STEAM POWER PLANT 


A steam power plant continuously converts the energy stored in fossil fuels 
(coal, oil, natural gas} or fissile fuels (uranium, thorium) into shaft work and 
ultimately into electricity. The working fluid is water which is sometimes in the 
liquid phase and sometimes in the vapour phase during its cycle of operations. 
Figure 2.1 illustrates a fossil fuelled power plant as a bulk energy converter 
from fuel to electricity using water as the working medium. Energy released by 
the burning of fuel is transferred to water in the boiler (3) to generate steam ata 
high pressure and temperature, which then expands in the turbine (7) to a low 
pressure to produce shaft work. The steam leaving the turbine is condensed into 
water in the condenser (C) where cooling water from a river or sea circulates 
carrying away the heat released during condensation. The water (condensate) is 
then fed back to the boiler by the pump (P), and the cycle goes on repeating 
itself. The working substance, water, thus follows along the B-T-C-P path of 
the cycle interacting externally as shown. Since the fluid is undergoing a cyclic 
process, there will be no net change in its internal energy over the cycle 
($ dE = 0), and consequently, the net energy transferred to the unit mass of the 

uid as heat during the cycle must equal the net energy transfer as work from 
the fluid. 


by Que e b LP 

cycle cycle 
or, Qi- 015 Wi- p (2.1) 
where Q, = heat transferred to the working fluid, kJ/kg 


Q; = heat rejected from the working fluid, kI/kg 

И’. = work transferred from the working fluid, kJ/kg 

Шъ = work transferred into the working fluid, kJ/kg 
The efficiency of the vapour power cycle would thus be 
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Fig.2.1 Steam power plant—bulk energy converter 
from fuel to electricity 


2.2 | RANKINE CYCLE 


For each process in the vapour power cycle, it is possible to assume a 
hypothetical or ideal process which represents the basic intended operation and 
does not produce any extraneous effect (like heat loss). For the steam boiler, this 
would be a reversible constant pressure heating process of water to form steam, 
for the turbine the ideal process would be a reversible adiabatic expansion of 
steam, for the condenser it would be a reversible constant pressure heat rejection 
as the steam condenses till it becomes saturated liquid, and for the pump the 
ideal process would be the reversible adiabatic compression of this liquid ending 
at the initial pressure. When all these four processes are ideal, the cycle is an 
ideal cycle, called a Rankine cycle. This is a reversible cycle. Figure 2.2 shows 
the flow diagram of the Rankine cycle, and in Fig. 2.3, the cycle has been plotted 
on p — v, Т— and A-s coordinates. Applying the steady flow energy equation 
(SFEE) to each of the processes on the basis of a unii mass of fluid and 
neglecting changes in kinetic and potential energy, the work and heat 
interactions can be evaluated in terms of the properties of the fluid. 
For 1 kg fluid, the SFEE for the boiler as the control volume gives 


ht O = А, 
Qi = Ау = Я (2.3) 
The SFEE for the turbine as the control volume gives 


Wy = Ay h (2.4) 
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Similarly, the SFEE for the condenser is 


h= Oy + In 
a О, = fy — hy (2.5) 
and the SFEE for the pump gives 
fy + Wp = fy 
Wp = Аа — hy (2.6) 


The efficiency of the Rankine cycle is then given by 
Was Wy И (А —hz)— Wu - h) 


n= DE = 
О а hy = hy 
The pump handles liquid water which is incompressible, i.e. its density or 
specific volume undergoes little change with an increase in pressure. For 
reversible adiabatic compression, by the use of the property relation 


Tds = dh — vdp 


(2.7) 


Since ds = 0, 


Га = | vdp 


bid ey s 


hy — hy = v ра — p) = ИР (2.8) 
The pump work is usually small compared to the turbine work, and 15 often 
neglected. 
The capacity of a steam plant is often expressed in terms of steam rate or 
specific steam consumption (s.s.c). И is defined as the rate of steam flow (kg/s) 
required to produce unit shaft output (1 kW). 


Steam rate (S.R.) = —— — (2.9) 


The cycle efficiency is sometimes expressed alternatively as heat rate which 
is the rate of heat input (KJ/s) required to produce unit shaft output (1 KW). 

ees 
W.—W, n kWs 


Heat rate (H.R.) = (2.10) 


2.2.1 Economiser, Evaporator and Superheater 


Heat transfer to water in the steam generator takes place in the three different 
regimes (Figs 2.2 and 2.3). Water is first heated sensibly in the economiser in 
the liquid phase at a certain pressure from state 4 to state 5 till it becomes 
saturated liquid. 

In the evaporator or the boiler proper, there is phase change or boiling with 
the state changing from 5 to 6 by absorbing the latent heat of vaporization at that 
pressure. The saturated vapour at state 6 is further heated at constant pressure in 
the superheater to state 1 in the vapour or gaseous phase. For unit mass of fluid, 
heat transfer in these three types of heat exchangers is given by 
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Oro = hs My 
Ora = А – hs = he (2.11) 
Оң = fy — Ag 


Flue gas 


Fumace | 
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Wp 
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Fig.2.3 Rankine cycle on p-v, T-s and h-s coordinates 
fa, b and c) 
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It is demonstrated in Fig. 2.4 by the areas under the respective processes at the 
particular isobar. The fractions of the total heat transfer absorbed in the 
economiser, evaporator and superheater are given by 


Or, _ fis — Ау area under 4 – 5 


О h ^, area under 4-1 
Qr, _ fe — M, area under 5-6 (2.12) 


G h = А area under 4 — I 
Qu, _ Amt, area under 6-1 


О №, area under 4-1 


К 


Fig. 2.4 Fraction of total heat transfer absorbed in the 
economiser, evaporator and superheater 


It may be noted that as the pressure increases, the latent heat decreases and so 
the heat absorbed in the evaporator decreases and the fraction of the total heat 
absorbed in the superheater increases. In high pressure boilers, more than 40% 
of the total heat is absorbed in the superheaters. For steam generators operating 
above the critical pressure (approx 221 bar) there is no evaporator or boiling 
section. However, there 15 a transition zone where all the liquid on being heated 


suddenly flashes into vapour (Fig. 2.5). 


Fig. 2.5 Rankine cycle with supercritical boiler pressure 
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2.2.2 Internally Irreversible Rankine Cycle 


Internal irreversibility of Rankine cycle 1$ caused by fluid friction, throttling 
and mixing. As the flow rates in the steam turbine as well as in the pumps are 
large, and the expansion and compression processes are quite rapid, the heat 
lass per unit mass may be considered negligible. Though the assumption of 
adiabatic flow in them is still valid, due to fluid friction the expansion and 
compression processes are not reversible and entropy of the fluid in both 
increases (Fig. 2.6). The internal or isentropic efficiency (777) of the turbine 15 
given by 


= i (2,13) 


The pumping process, being adiabatic and irreversible, also results in an 
increase in entropy, and the isentropic efficiency of the pump is given by 
Ag, = № 


= o3 2.14 


The actual pump work would thus be 


i, = Ay, = ћу НЫ Dsl Py = pi) 
р = =o 
lp Пр 


One thus pays а penalty for irreversibility: the turbine produces less work and 
the pump absorbs more work. 

The liquid leaving the pump must be at a higher pressure than at the turbine 
inlet because of the pressure drops due to friction etc. in boiler heat exchangers, 
feedwater heaters, pipes, bends, valves etc. Thus, p, represents the exit pump 
pressure, p, the turbine inlet pressure, and ps the steam generator exit pressure 
(Fig. 2.6). Steam leaves the boiler at state 5 and enters the turbine at state 1. The 
pressure of steam drops from p, to p^; (or p,) due to friction in the pipeline and 
entropy decreases from 5' to 1 due to heat loss. 


(2.15) 


Fig. 2.6 Internally irreversible Rankine cycle 
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2.2.3 Externally Irreversible Rankine Cycle 


External irreversibility of the Rankine cycle is caused due to the temperature 
differences between the combustion gases and the working fluid on the source 
side, and the temperature differences between the condensing working fluid and 
the condenser cooling water on the sink side (Figs 2.2 and 2.7). The products of 
combustion or flue gases get cooled from a to d and the working fluid 
temperature rises from 4 to | in counterflow heat exchangers. The minimum 
temperature differences between the two fluids are с — 5 and а — 1, and the 
points where these occur are called pinch points. Too small a pinch point 
temperature difference causes a lower thermal (external) irreversibility and an 
increase in surface area resulting in a large expensive steam generator, whereas 
a large pinch-point temperature difference results in a small, inexpensive steam 
generator but with a reduced plant efficiency due to a large thermal 
irreversibility. The most economical pinch-point temperature difference is 
obtained by optimization which takes into account the fixed charges (based on 
capital costs) and operating costs (based on efficiency, and hence, fuel costs). 

Line e—f represents the rise in temperature of the cooling water in the 
condenser, whereas the working fluid temperature remains constant during 
condensation process 2 — 3. When one of the fluids undergoes phase change, the 
direction of flow of the other fluid, whether parallel or counter-flow, is 
immaterial so far as the size of the heat exchanger and thermal irreversibility are 
concerned, 


a-1: Pinch point | Flue gases 
cÅ: Pinch point 2 


a 
External 
| irreversibility-] 


External 
irreversibility-2 


Fig. 2.7 External irreversibility with Rankine cycle 
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2.3 | CARNOT CYCLE 


The Carnot cycle is an ideal but non-practical cycle giving the maximum 
possible thermal efficiency for a cycle operating on selected maximum and 
minimum temperature ranges. For the Carnot cycle 1—2—3—4 in Fig. 2.8, 
compressing a very wet steam at state 
3 would require a compressor of size 
and cost comparable with the turbine; 
it would absorb work comparable to 
that developed by the turbine and its 
life would be short because of blade 
erosion and cavitation problems due to 
excessive moisture. For the cycle 1—2— 
5-6-1, the pump work (A, — As} is 
again very high and it is impossible to 
supply heat at infinite pressures and at constant temperature from state 6 to state 
4. So, the Carnot cycle cannot be realised in practice, but it sets the upper limit 
to which the cycle efficiency of any thermal plant can be raised. For both the 
cycles 1—2—3—4 and 1-2-5-6, the cycle efficiency is given by 


Fig. 2.8 Carnot cycle 


I^ 
Па = | — T = Псато (2.16) 
| Р 


2.4 | MEAN TEMPERATURE OF HEAT ADDITION 


In the Rankine cycle, heat is added reversibly at a constant pressure but at 
infinite temperatures. If Т 1s the mean temperature of heat addition as shown 
in Fig. 2.9, so that the area under 4 and | is equal to the area under 5 and 6, then 
heat added is 


s 


Fig. 2.9 Mean temperature of heat addition 


Qj, = hy Аа = Tm (51 — 54) 


Tn = mean temperature of heat addition = і (2.17) 
5 = Sa 
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since Q = heat rejected = 4, — A, = Ту(®ү — 54), 


e Ty sy — 84) LE 
^ ma | = 218 
TI Rankine О, 728 (s, 2 54) Т ( ) 


where T; is the temperature of heat rejection. The lower is the T, for a given 
Tap 1.6. lower is the condenser pressure, the higher will be the efficiency of 
the Rankine cycle. But, the lowest practicable temperature of heat rejection 
is the temperature of the surroundings, 7,. The saturation pressure 
corresponding to this temperature Г, is the minimum pressure to which 
steam can be expanded in the turbine. This being fixed by the ambient 
conditions, 


7" Rankine =/( Fon ) only (2. 19) 


The higher the mean temperature of heat addition, the higher will be the cycle 
efficiency. 


2.4.1 Effect of Superheat 


The effect of increasing the initial temperature at constant pressure on cycle 
efficiency is shown in Fig. 2.10. When the initial state changes from 1 to 1”, 
Т л between | and 1” is higher than Ти, between 4 and 1. So an increase in 
the superheat at constant pressure increases the mean temperature of heat 
addition and hence, the cycle efficiency. Moreover, with increase in 
superheat, the expansion line of steam in the turbine shifts to the right, as a 
result of which the quality of steam at turbine exhaust increases and 
performance of the turbine improves, as explained later. If hot flue gas is the 
primary fluid or heat source for steam generation in the power cycle, the use 


| ү | ds 
of superheat also reduces the thermal irreversibility. Since c, = T E „we 
Р 


have the slope £3 = 
р 


T 
ds c 


‚Now (смер > (pleas: therefore e > 
р ds gas 


oT : | i 
2 If hot pressurized water is the heat source for steam generation, as 
a water 


in a pressurized water reactor (PWR), the superheat may not be practical, 
since the temperature differences between m-p and 5-1 vary little (Fig. 
2.11). If the temperature at state | is fixed, to use superheat the pressure has 
to be reduced from p to p’. This increases the overall temperature difference 
resulting in reducing rather than increasing the cycle efficiency. 
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5 


Fig. 2.10 Effect of superheat on the mean temperature of heat 
addition 


X 


Fig. 2.11 Superheat may not be practical with hot pressurized 
water as heat source as in a PWR 


Therefore, fossil fuel steam generators as well as gas-cooled and liquid metal 
cooled nuclear power plants employ superheat, while PWR power plants do not 
use superheat. 


2.4.2 Effect of Inlet Pressure 


The maximum temperature of steam that can be used is fixed from metallurgical 
considerations, i.e. the materials used for the manufacture of the components 
which are subjected to the high-pressure high-temperature steam like the 
superheaters, valves, pipelines, inlet stages of the turbine and so on. It is called 
the metallurgical limit. When the maximum temperature is fixed by this limit, 
as the operating steam pressure at which heat is added in the boiler increases 
from p, to р, (Fig. 2.12), the mean temperature of heat addition increases since 
Гү between states 7 and 5 is higher than that between states 4 and 1. But when 
the turbine inlet pressure increases from p, to ру, the ideal expansion line of 
steam shifts to the left and the moisture content at the turbine exhaust increases 
(because x, < x). If the moisture content of steam in the later stages of the 
turbine is high, the entrained water particles along with the vapour coming out 
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of the nozzles with high velocity strike the blades and erode their edges, as a 
result of which the life of the blades decreases. From the consideration of the 
erosion of blades in the later stages of a turbine, the maximum moisture content 
at the turbine exhaust is not allowed to exceed 12%, or the quality of steam to 
fall below 88%. It is desirable that most of the turbine expansion should take 
place in the single phase or vapour region. 

Therefore, with the maximum steam temperature at the turbine inlet, the 
minimum temperature of heat rejection, and the minimum quality of steam at 
the turbine exhaust being fixed by the materials used, the ambient conditions, 
and turbine blade erosion, respectively, the maxımum steam pressure at the 
turbine inlet also gets fixed (Fig. 2.13). The vertical line drawn from state 2 
fixed by T; and x», intersects the Tax line at state 1, which gives the maximum 
steam pressure at the turbine inlet. The irreversibility in the expansion process 
has, however, not been considered. 


Fig 2.12 Effect of increase of Fig. 2.13 Fixing of maximum steam 
pressure on Rankine cycle pressure at turbine inlet 


2.5] EFFECT OF VARIATION OF STEAM 
CONDITION ON THERMAL EFFICIENCY OF 
STEAM POWER PLANT 


The variation of Rankine efficiency with the inlet steam pressure at a constant 
steam temperature of 470°C and at three condenser pressures 1s shown in 
Fig. 2.14. It is seen that for inlet steam pressures above 100 bar, there is a 
continuing but decreasing rate of improvement of cycle efficiency. The 
increase in steam pressure is limited by considerations of mechanical stresses 
and the ensuing higher cost of equipment. 

Figure 2.14 also demonstrates that there is a considerable improvement in 
cycle efficiency with the decrease of condenser pressure. Such a decrease 
mainly depends on the available cooling water temperature (t) and thus on the 
climatic condition of the place. A lower cooling water temperature gives lower 
condenser pressure (higher vacuum). It follows that with identical steam 


52 Power Plant Engineering 


conditions, and cycle and similar equipment, the thermal efficiency of a 
condensing steam power plant will be less in a warm region than in a cold 
region. 


Пале» Fo 


0 20 40 60 80 100 120 140 160 
р, bar 


Fig.2.14 Effect of inlet steam pressure (p) and condenser pre- 
ssure on Rankine efficiency with constant inlet steam 
temperature of 470 °C 


An increase in inlet steam temperature, 1.е. an increase in superheat at 
constant inlet steam pressure and condenser pressure gives a steady 
improvement in cycle efficiency and lowers the heat rate due to the increase in 
Гу: аз discussed in the earlier section. Raising the inlet steam temperature also 
reduces the wetness of the steam in the later stages of the turbine and improves 
the turbine internal efficiency. However, the increase in steam temperature is 
limited by the properties of the construction materials of boilers and turbines. 
The ultimate strength of unalloyed steels drops by about 30% as the steam 
temperature is raised from 400 to 500 °C. Alloying with chromium and 
molybdenum and eventually, the use of austenitic instead of ferritic steels 
increases the strength at high temperatures. Steam temperatures up to 620 °C 
have been used in some plants, The operating experience with the expensive 
high-temperature austenitic steels has, however, not been uniformly 
satisfactory. Recent practice in steam power plants generally limits steam 
temperatures to 538°C and in a few cases to 565 °C. 

The maximum steam pressures (throttle pressures) that can be used at three 
different condenser pressures and two inlet steam temperatures are shown in 
Table 2.1 with turbine internal efficiency of 85% and quality at turbine exhaust 
of 88%. For other values of Пт, & and х», the pressure limits can be readily 
determined by drawing the corresponding expansion line of the turbine on a 
Mollier diagram (Fig. 2.13). 


Analysis of Steam Cycles 


Table 2.1 Maximum inlet steam pressure (without reheating) 
with Пт = 0.85 and x, = 0.88 


Condenser pressure Turbine inlet steam temperature 


ood 650°C. 
p> = 25 mm Hg abs (p) max = 60 bar (Р) тах = 90 bar 
рл = 50 mm Hg abs (P1) max = 80 Баг (Р) тах = 115 bar 


р. = 75 mm Hg abs (pi) max = 95 bar (Pi) тах = 135 bar 


2.6 | REHEATING OF STEAM 


If a steam pressure higher than (ру) пах is used (Fig. 2.13), in order to limit the 
quality to 0.88 at turbine exhaust, reheating of steam has to be adopted. In that 
case, all the steam after partial expansion in the turbine is brought back to the 
boiler, reheated by combustion gases and then fed back to the turbine for further 
expansion. The flow, 7—s and A—s diagrams for the ideal Rankine cycle with 
reheat are shown in Fig. 2.15. In the reheat cycle the expansion of steam from 
the initial state 1 to the condenser pressure is carried out in two or more steps 
depending upon the number of reheats used. In the first step, steam expands in 
the high pressure (H.P.) turbine from the initial state to some intermediate 
pressure (process 1-25). The steam is resuperheated (or reheated) at constant 
pressure in the boiler (process 2s-3) and the remaining expansion (process 
3-45) of steam is carried out in the low pressure (L.P.) turbine. For 1 kg of 
steam, 
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{с} 
Fig. 2.15 Reheat Cycle 


Qt, = – hs 
Wr= +В Рун hs 
IF. Wa (A, — Ay, + Ay — ty D= (Л, - №) 


ла ШЕЕ ы АДА 3 2.20 
ý О fy — lig + fy = My | i 
3600 
Steam rate = 2 kg/kWh (2.21) 
Faa 
Hesse дд (2.22) 
П] 


Had the high pressure p, been used without reheat (Fig. 2.15). the cycle 
would have been 1-4” s-5-65 with lot of moisture at turbine exhaust having 
quality xy, With the use of reheat, the area 2s—3—4s—4's has been added to the 
basic cycle. It is seen that the net work output of the plant increases with reheat 
because (A, — has ) is greater than (A+, — Ayh and hence the steam rate decreases. 
Reheating also improves the quality at turbine exhaust from xy, to x,.. Whether 
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the cycle efficiency improves with reheat depends upon whether the mean 
temperature of heat addition in process 2s—3 is higher than that in process 6s—1. 

By increasing the number of reheats, still higher steam pressures could be 
used, but the mechanical stresses increase in much higher proportion than the 
pressure because of the prevailing high temperature. The cost and fabrication 
difficulties will also increase, In that way the maximum steam pressure gets 
fixed, and more than two reheats have not yet been used. The use of more than 
two reheats results in cycle complication and increases capital costs that are not 
justified by improvement in the cycle efficiency. 

The cycle efficiency in a single reheat plant is influenced by the pressure 
(Pa) at which steam is reheated. The change in cycle efficiency Ar) per cent as 
a function of the ratio of reheat pressure to initial pressure pp, is plotted in 
Fig. 2.16, for the cycle with initial steam at 172 bar and 538 "C and steam 
reheat at 538 "C. For p/p, = 1, An = 0 since no reheat is used. А reheat 
pressure too close to the initial pressure results in little improvement in cycle 
efficiency because only a small portion of additional heat is added at high 
temperature. The efficiency increases as the reheat pressure (pp) is lowered 
and reaches a peak at a pressure ratio pp, between 0.20 and 0.25. Lowering 
the reheat pressure further causes the temperature differences between the 
primary fluid (flue gases) and the working fluid to increase, and brings down 
the efficiency again since the mean temperature of heat addition during reheat 
is less than that of the basic cycle. Too low a reheat pressure (for p/p, < 0.025) 
results in a negative Ат]. The optimum reheat pressure for most of the modern 
power plants is 0.2 to 0.25 of the initial steam pressure. It may also be noted in 
Fig. 2.16 that as the reheat pressure decreases, the quality of steam at turbine 
exhaust (x,) increases. For too low a reheat pressure the exhaust steam 
may even be in the superheated state, which is not good for the condenser. 


2.7 | REGENERATION 


In order to increase the mean temperature of heat addition Г, and reduce the 
external thermal irreversibility, attention was so far confined to increasing the 
amount of heat supplied at high temperatures, such as increasing superheat, 
using higher pressure and temperature of steam, and using reheat. The mean 
temperature of heat addition can also be increased by reducing the amount of 
heat added at low temperatures (in the liquid phase) in the economiser section of 
the steam generator with the attention. focused in the process of heat transfer 
between the flue gas and feedwater, c—d and 4—5 in Fig. 2.7, and e-b and 657 
in Fig. 2.15(b). This irreversibility could be entirely eliminated if the feedwater 
could be entered into the steam generator at saturated liquid state 5 (Fig. 2.7) 
rather than at 4. This is possible by the process of regeneration in which energy 
is exchanged internally between the expanding fluid in the turbine and the 
compressed fluid before heat addition. 
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Fig.2.16 Effect of reheat-to-initial pressure ratio on cycle 
efficiency, h.p. turbine exit temperature and l.p. turbine 
exhaust quality with initial steam at 172 bar, 538 °C 
and steam reheat to 538 "C 


2.7.1 Stirling Cycle 


A well known gas cycle that uses regeneration is the Stirling cycle comprising 
two reversible isotherms and two reversible isochores. Heat addition at constant 
temperature 7, from an external source and heat rejection at constant 
temperature 7, to an external sink take place in the processes 4—1 and 2-3 
respectively. Regeneration or heat exchange occurs reversibly between the 
constant volume processes 1—2 and 3—4 (Fig. 2.17). The areas under 1—2 and 
3-4 denoting heat lost by the expanded fluid and gained by the compressed 
fluid are equal. Therefore, all the heat is added reversibly at 7, and all the heat 
is rejected reversibly at 7. So, the ideal Stirling cycle has the same efficiency 
as the Carnot cycle. 


Fig. 2.17 Regenerative Stirling cycle with reversible heat transfer 
between processes 1-2 and 3-4 


2.7.2 Ideal Regenerative Cycle 


Following the Stirling cycle, in the ideal regenerative cycle (Fig. 2.18) the 
condensate after leaving the pump circulates around the turbine casing so that 
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heat 15 transferred from the vapour expanding in the turbine to the condensate 
circulating around it. It is assumed that this heat transfer process is reversible, 
Le. at each point the temperature of the vapour is only infinitesimally higher 
than the temperature of the liquid. The process 1-2 thus represents reversible 
expansion of steam in the turbine with reversible heat rejection to the 
surrounding liquid heated reversibly in the process 45—5. For any small step, 


Insulation External heat 
exchanger 


(а) (b) 
Fig. 2.18 Ideal regenerative cycle 


AT (water) = — AT (steam) and A s (water) = - А s (steam) 

The slopes of the lines 1-2 and 5-4s (Fig. 2.18) are thus identical in contour. 
Areas 4s-5-b-a-4s and 1-d—c-2-1 are not only equal but also congruous. 
Therefore, all the heat added from an external source (Qi) is at constant 
temperature T, and all the heat rejected (Q+) is at constant temperature 75, both 
being reversible. Then 

Qu = hy = hs = ТИ — 55) 

О. = hy — hy = Ту(зу— 53) 
Since for reversible heat transfer, 

А Suni = А S water + А = О 
А Sur A Or — 5,—54—75,—5, 


Sq ke — Жл — 84 


Е 
Q, T, 
The efficiency of the ideal regenerative cycle like the Stirling cycle is thus 


equal to that of the Carnot cycle. Writing the steady flow energy equation for 
the turbine, 


E n=1- 


hy — Wy — + hy, – А5 = 0 
X Ж = (А — hy) — (hs — А) (2.23) 
The pump work remains the same as in the Rankine cycle, i.e., 
Wp = Mg, — Ay 
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The net work output of the ideal regenerative cycle is thus less and hence, its 
steam rate will be more, although it is more efficient, compared to the Rankine 
cycle. However, the cycle is not practicable because: 
(a) reversible heat transfer cannot be realized in finite time, 
(b) heat exchanger in the turbine is mechanically impracticable, and 
(c) the moisture content of the steam in the turbine is high, which leads to 
excessive erosion of turbine blades. 


2.8 | REGENERATIVE FEEDWATER HEATING 


In the practical regenerative cycle, the feedwater enters the boiler at a 
temperature between states 5 and 45 (Fig. 2.18), and it is heated by steam 
extracted or bled from intermediate stages of the turbine. The flow, Гу and 
h-s diagrams with saturated steam at turbine inlet and two regenerative direct- 
contact feedwater heaters are shown in Fig. 2.19. For 1 kg of steam at turbine 
inlet, m, kg of steam is extracted at pressure р, to mix adiabatically in the 
heater 1 with the (1 — m) kg of feedwater as shown. The remaining (1 — mi) kg 
steam expands reversibly to pressure p, when m, kg steam is extracted to mix 
with (1—m,-m;) kg feedwater in the heater 2. The remaining steam, 
(1 — m, — т.) kg, expands reversibly to the condenser pressure p,. The heat and 
work transfer quantities of the cycle are 


у= ЦА ht т, (a, — hy) + (1 m, — my) (5 — 5) 
Wp= (1 — т, — mh fig) + (1 mh h + Hh- №5) 
Qi = МА — уу); О; = (1 — m, — mih. — Ag) 


р (2.24) 
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(с) 


Fig. 2.19 Regenerative cycle with two direct-contact feedwater 
heaters 


In the Rankine cycle operating at the given boiler and condenser pressures. 
p, and pa, the heat addition would have been from state 6 to state 1. By using 
two stages of regenerative heating, feedwater enters at state 10 instead of state 
6, and heat addition from an external heat source is now from state 10 to state 1. 
Therefore, 


E 
(Ты) with regeneration = | — hyo 
5, Syg 
(2.25) 
i hh 
and (Tap without regeneration = 
Si = 5g 


Since (Т) with regeneration > (Тү) without regeneration, the efficiency of 
the regenerative cycle is higher than that of the Rankine cycle. 
The energy balance for heater 1 gives 


ту + 1 - m)hg= 1 hg 
№ — № 
(2.26) 
hy ~ № 
The energy balance for heater 2 gives 
mh, + (1 — m, — mais = (1 — miis 
iri (2.27) 
hy — № 


= 


т. = (1—m) 
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The path 1-2-3-4 in Fig. 2.19 (b) represents the states of a decreasing mass 
of fluid. For | kg of steam, the path would be represented by 1—2—2'—3'—3"— 4" 
as shown in Fig. 2.20. From Eq. (2.24), 


Wy = fy hj + (1 — mi) (tg A) + (1 — m, — mj (hy — Aa) 
Ä = (hy — ha) + (hy — Ву) + (ty — hy) (2.28) 
where (1 — mj) (hj — ha) = (Ay Ay) and (1 — m, - my) (rn — Ag) = Why — Ay) 

The heat released by steam condensing from 2 to 2’. is utilized in heating up 
the water from 8 to 9. 

1 (Ag hy) = hg- hg) 
Similarly, L(y — Ay) = Ih; — Ag) (2.29) 
From Eqs (2.27) to (2.29) 
W,- (hj — hy) — (№) — (hy – hze) 
= (Ау — ha) — (hrg — hg) — 08 — hs) (2.30) 

The similarity of Eq. (2.23) and (2.30) can be noticed. It is seen that the 
stepped cycle 1—-2-2'-3'—3"—4'-5-6—7-8-9-10 approximates the ideal 
regenerative cycle in Fig. 2.18, and a greater number of stages would give a 
closer approximation. 

The heat rejected O- in the cycle decreases from (А. — А.) to (hy — As). There 
is also a loss in work output by the amount (Area under 2-2' + area under 
y -3” — area under 4 — 4’), as shown by the hatched area in Fig. 2.20. So, the 
steam rate increases by regeneration, i.e. more steam has to circulate per hour to 


produce unit shaft output. It increases the boiler size and hence the capital cost. 
It reduces the operating cost due to higher cycle efficiency. 


Fig. 2.20 Regenerative cycle for unit mass of fluid 


From Eqs (2.26) and (2.27), m, and m, can be evaluated. Eqs (2.26) and 
(2.27) can also be written alternatively as 

Energy given off by extracted steam in condensation = energy gain of 
feedwater 
or тА — ho = (1 — mt, Whe — hg) 
Ed т.(А,— hs) = (1 — m, — т.) (Ву— Ag) 

Heaters have been assumed to be adequately insulated so that there is no 
heat loss to the surroundings. 
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The effects of regenerative feedwater heating for the same turbine output 
may be summarized as follows: 
1. It significantly increases the eycle efficiency and reduces the heat rate 
(reducing operating cost). 
2. It increases the steam flow rate (requiring bigger boiler). 
3. It reduces the steam flow to the condenser (needing smaller condenser). 
4. If there is no change of boiler output, the turbine output drops. 


2.9 | FEEDWATER HEATERS 


Feedwater heaters are of two types, viz., open heaters and closed heaters. In an 
open or contact type heater, the extracted steam is allowed to mix with feedwater 
and both leave the heater at a common temperature (Fig. 2.19a). In a closed 
heater, the fluids are kept separate and are not allowed to mix together 
(Fig. 2.21). Closed heaters are shell-and-tube heat exchangers where the 
feedwater flows through the tubes and the extracted steam condenses outside 
the tubes in the shell. The heat released by condensation is transferred through 
the walls of the tubes, The condensate (saturated water at the steam extraction 
pressure), sometimes called the heater drip, then passes through a trap into the 
next lower pressure heater. This, to some extent, reduces the steam required by 
that heater. The trap passes only liquid and no vapour. The drip from the lowest 
pressure heater could similarly be trapped to the condenser, but this would be 
throwing away energy to the condenser cooling water. To avoid this waste, a 
drip pump feeds the drip directly into the feedwater stream. 

If the Fig. 2.19 and 2.21 are compared, it may be noted that the feedwater 
inlet temperature, Qj, ©, Wy and so on would be marginally affected with the 
heaters being either open or closed. For the heaters, the energy balance gives 


Ikg Auf 


Condensate 


(a) 
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1—m;j—m; 244 
Fig. 2.21 Regenerative feedwater heating with two closed heaters 


mt (ty йуу) ha Яо) = lep a ho) 
malh — hg) + milhy — fag) = (1 — ту — ту) (Аз — hg) 
= (1 = my my) Cow (15 — tg) (2.31) 
where Cow is the specific heat of water. 

Considering the / — p heater of Fig. 2.21, wet steam at state 3 is used to heat 
up the h.p. subcooled feedwater at state 6. The temperature—length diagram is 
shown in Fig. 2.22(а). The water exit temperature at 7 cannot reach the inlet 
bled steam temperature at 3, A terminal temperature difference (TTD) is defined 
for all closed feedwater heaters as 


TTD = saturation temperature of bled steam — exit water 
temperature (2.32) 


The value of TTD varies with heater pressure. For / — p heaters receiving wet 
steam, the TTD is positive and often of the order of 3 °C. Too small a value, 
although good for plant efficiency, would require a larger heater. Too large a 
value would reduce the cycle efficiency. 

If the extracted steam upon condensation gets subcooled, a drain cooler may 
be used. The heater would then have two sections, a condensing section and a 
draincooler section [Fig. 2.22(b)]. 


L or H Lor H 
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Steam 


ви c [sp 


- TTD = Terminal 
temperature 
difference 

C = Condenser 
DC = Drain-cooler 
DS = Desuperheater 


Lor H 
(c) 
Fig. 2.22 Temperature-length diagram for l.p. and h.p. feedwater 
heaters 


For the h.p. heater receiving superheated steam [Fig. 2.22(c)] bled from the 
turbine at state 2, the steam is first desuperheated, then condensed and finally 
subcooled to state 11, whereas the feedwater gets heated from 9 to 12. It may be 
noted that the exit water temperature (15) is higher than the saturation 
temperature at p,, and the TTD is here negative. The heater is then composed of 
a desuperheating section, a condensing section and a drain cooler section. 

The advantages of the open heater are simplicity, lower cost, and high heat 
transfer capacity. The disadvantage is the necessity of a pump at each heater to 
handle the large feedwater stream. 

A closed heater requires only a single pump for the main feedwater stream 
regardless of the number of heaters. The drip pump, if used, is relatively small. 
Closed heaters are costly and may not give as high a feedwater temperature as 
do open heaters. In most steam power plants, closed heaters are favoured but at 
least one open heater is used, primarily for the purpose of feedwater deaeration. 
The open heater in such a system is called the deaerator. Closed heaters are 
mostly horizontal. Sometimes, they are made vertical to reduce the floor areas 
needed for their installations. 


2.10| CARNOTIZATION OF RANKINE CYCLE 


Figure 2.23 shows the flow diagram of a condensing steam power plant worked 
with saturated steam at the turbine inlet and four steam extractions. In the 7—5 
diagram, abscissa represents the total entropy of the turbine steam. Without 
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(b) 
Fig. 2.23  Regenerative feed cycle with four extractions 


extraction the ideal cycle is AFCDEA. After the throttle steam has expanded 
from 4 to 1, some steam is extracted so that the total entropy is reduced from 1 
to 2. The heat given up by this steam is added to the feedwater, heating it from 
11 to 12. This process is continued in four steps to the last extraction which 
heats the feedwater from D to 9. With an infinite number of extraction stages, 
AB would be parallel and equal in length to DE. The irreversible process DE— 
the heating from condenser to boiler saturation temperature-could thus be made 
reversible. The area of the parallelogram CEAG, which represents the cycle 
output, would be equal to the area of the rectangle AFGE which represents the 
output of the Carnot cycle. Regenerative feedwater heating by turbine extraction 
13, therefore, also termed the carnotization of the Rankine cycle. A regenerative 
feed heating cycle with an infinite number of feedwater heaters has thus an 
efficiency equal to that of Carnot cycle. 
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2.11] OPTIMUM DEGREE OF REGENERATION 


Complete carnotization of Rankine cycle is not possible with a finite number of 
heaters. If there is one feedwater heater used, m kg of steam is extracted from 
the turbine for each kg of steam entering it to heat the feedwater from state 5 to 
state 6 (Fig. 2.24) so that by energy balance, 


y 


Fig. 2.24 Optimization of regenerative feedwater heating 


meh; hte) = (1 —mykh,— А) or m= 6А hy 


Therefore, the thermal efficiency of the cycle is 


(1-% 2 
д 


Am RR) a h-a 
A — ha й — № 
_ А) — ha) 
(hy А (А — А) 


Following Salisbury [4], Horlock [1] and Haywood [5], it may be 
approximately assumed that the turbine expansion line follows a path on the 
diagram such that (h — Aj) = constant = B, where h is the local enthalpy on the 
expansion line at a given pressure, and Л is the enthalpy of saturated water at 
that pressure. Therefore, as seen in Fig. 2.24, й, — hg = Ay— Ag = А-А, = B= 
constant. Let the enthalpy rise of feedwater in the heater 15 % which ts equal to 
(А — hj). 


Now 


т 


h=] 


(2.33) 


h,—h,— ho hat heh = В+ ¥ 
If the total enthalpy rise of feedwater is equal to a = A; — Ay, then 
hy — hte = h, — ha 4d hg a ha +- hy = й, — B + t — Y 


Therefore, Eq. (2.53) can be written in the form 
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p 
nl (2.34) 
(B+y)(a+ B-y) 
Here, œ and Pare fixed and y is variable, So, there is an optimum value of y 
for which 77 is a maximum. On differentiation, 
dn 3 
3; ^P [(a*B-y)-(i*y)]-70 - y= (2.35) 
The cycle efficiency is maximum when the total enthalpy rise of feedwater 
(hy — hg) from the condenser temperature to the boiler saturation temperature is 
divided equally between the feedwater heater and the economiser (i.c. Jig Ag 
= д. – hj) in a single bleed cycle. So, the temperature rise of feedwater in the 
heater 15 


A = 2 (ог saturation T an 


and the corresponding cycle efficiency is 


2 2 2 
a +44 
n= lamel A Wim (2.36) 
ereen) (+5) 
For a non-regenerative cycle, 
h, = hy 
Mm Inn 
Now, h,—hy= Pand hy - А = hj hg + hrg ha = Bax 
В a 
xe = 2.37 
Та «+ а+ 8 p 
The efficiency gain due to regeneration 
2 2 
g^ а a 
ап=п-ъ= EE SE 1585) 


(“+28 «+В (a+ Bla +28) 


This is positive. This shows that the cycle efficiency has improved due to 
regeneration. 

In the heater train, the feedwater enters the economiser section of the boiler 
at state F (Fig. 2.25), where feedwater is heated to the saturation temperature 
(G) at the boiler pressure. Assuming the economiser also as a feedwater heater 
(where feedwater is heated by the outgoing flue gases, instead of by the bled 
turbine steam, the total enthalpy rise (A; = A,) or temperature rise from the 
condenser to the boiler saturation is divided equally among the feedwater 
heaters for maximum gain in the efficiency. The enthalpy rise per heater 
(including the economiser) is thus, 
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(Б) 


Fig. 2.25 Heater train of a steam power plant С -5) 


lig -h 


nl (299) 


А hoe heater — 


where n is the number of heaters and 1 stands for the economiser. Therefore, 
the total enthalpy rise of feedwater for n heaters by regenerative feedheating is 


Айны = — Cie ~ hy) (2.40) 


Thus, the total temperature rise of feedwater, A fp due to regeneration for 
the maximum cycle efficiency is given by 
| H 


Аи = = Aton (2.41) 
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where the overall temperature difference, 
Atos = boiler saturation temperature — condenser temperature 


More is the number of heaters, more is the total temperature rise of 
feedwater, Atp by regeneration, less becomes the heat addition to water in the 
boiler, more becomes the mean temperature of heat addition, and more is the 
cycle efficiency. From Eq. (2.41), 


Ifn=0, Ayo 0 


| 
If n = 1. Ай к= 5 Moa 
2 
If 1 — 2, А аз = 3 Alpa 
3 
It n= 3, Аз = Р Ад and so ОП. 


Ву the use of the first heater, the gain is 
] 
Аи А = 2 Ala 


By the use of the second heater, the gain over the first heater would be 
| 


Aliwa Altay = 2 Aloa — 5 Alo, = : Aloa 
By the use of the third heater, the gain over the second heater would be 
Aras А = : Aton Е Aloa = Aloa 
Employing the fourth heater, the gain over the third heater becomes 
Afing — Ala = a Alga — а Ato, = Er Alga and so on. 
5 4 20 


Since the gain in cycle efficiency is proportional to the gain in feedwater 
temperature, the efficiency gain follows the law of diminishing return with the 
increase in the number of heaters, In fact, the greatest increment in efficiency is 
brought by the first heater. The increments for each additional heater thereafter 
successively diminish (Fig. 2.26). The number of heaters is fixed up by the 
energy balance of the whole plant when it is found that the cost of adding 
another heater does not justify the saving in heat supply О, or the marginal 
increase in cycle efficiency. An increase in feedwater temperature tp, reduces 
the heat absorption from the outgoing flue gases in the economiser and may 
cause a reduction in boiler efficiency. The number of heaters and hence, the 
degree ot regeneration thus get optimized. Five to seven points of extraction 
are often used in practice. Some cycles use as many as nine. 
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Cycle efficiency 


Number of heaters (л) 
Fig. 2.26 Efficiency дат (An) successively diminishes with the 
increase in the number of heaters 


Figure 2.27 shows the optimum locations of the heaters for a non-reheat 
steam power plant. 


ich 


Fig. 2.27 Optimum locations of heaters (a) For one heater, 
Al, = $ Afoa; (b) For two heaters, Ate = 2 Atoy; and 
(с) For three heaters, Ла, = З Atoa 
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Figure 2,28 shows the reduction in heat rate by regenerative feedheating 
with different number of extractions for the same throttle steam conditions. 
With the use of four extractions the gain in heat rate is about 11%. The 
temperatures at which the heaters operate for maximum reduction in heat rate 
have been indicated in the figure and joined by a dotted line. The curve for a 
single feedwater heater peaks at a temperature rise of about halfway or 120 °C. 


6.8% , 9.0% 11.1% 13.2% 


— —— Optimum values (fp, ) 


Reduction in heat rate , % 


Number of extraction stages 


0 50 100 150 200 250 
—— Total rise in FW temperature 


(Atg,) , °C (above 33 °C) 
Fig. 2.28 Reduction of heat rate by regenerative feedwater heating 


For two feedwater heaters, the peak occurs at i x 220 or about 142 °С and so on. 
Small departures from the optimum values have no serious effect on the heat rate. 


2.12] SUPERCRITICAL PRESSURE CYCLE 


Figure 2.29 shows the plant arrangement and 7—s diagram for a supercritical 
steam cycle. Steam is generated in a “once-through” boiler at a pressure above 
the critical point of 221.2 bar. If the plant incorporates reheat and several stages 
of feedheating, there is about a 2% gain in thermal efficiency compared with 
the corresponding subcritical cycle. However, such an increment is gained only 
at the expense of increased cost and complexity of the plant. Double reheat 
needs to be incorporated to prevent the 1.p. turbine exhaust wetness from being 
excessive. 


2.13] STEAM POWER PLANT APPRAISAL 


Table 2.2 shows the past improvements in performance of steam power plants. 
These have been brought about by increasing the maximum pressure and 
temperature of the cycle, lowering the minimum pressure and introducing 
reheat and feedwater heating. 
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Table 2.2 Approximate performance data of various steam 
power plants (Aschner) 


Watt's I MW 2MW 30 MWe), 660 MWfe) 

beam locomotive marine. steam steam 

engine steam steam power power 
engine engine plant 


Thermal efficiency (%) 2 7 
Initial pressure (bar) 2 15 
Initial temperature (°C) 100 300 
Reheat pressure (bar) = — 
Reheat temperature (°C) — - 
Exhaust pressure (Баг) nearl 1.2 
Exhaust condition wet near sat 
Feedwater heaters 


Bailer feed pump 


(a) 


(b) 
Fig. 2.29 Supercritical steam cycle with double reheat 
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Units above 150 MW output are now most frequently built for h.p. steam 
conditions of 142 bar, 538 °C or 170 bar, 538 °C with reheating up to 538 °C. 
At supercritical pressures for more than 600 MW size, h.p. steam is often at 270 
bar, 538°C with double reheating to 538°C. Н.Р. steam and reheat 
temperatures up to 565 °C have also been used. A landmark station, built in 
1959, is the 325 MW Eddystone, Unit I of Philadelphia Electric Company, a 
double reheat plant with supercritical steam (325 bar, 610 °C/565 °C/565 °C) 
which had the highest steam conditions and lowest heat rate for any plant in the 
world. 

Common unit size of a steam power plant is now 500 MWe). Plant sizes, 
however, will continue to increase and 1300 M W(e) turbo generators are likely 
to be the standard unit sizes in the power station in near future, Large 
improvements through raising the metallurgical limit are unlikely in the near 
future because it would then have to use prohibitively expensive austenitic 
steels or complicated turbine blade cooling. The thermodynamic design of the 
steam cycle for a 1300 MW(e) turbo generator would have steam conditions 
similar to those of the present generation of 660 MWe) sets, but the plant sizes 
would be correspondingly larger. Even larger unit sizes of 2000 and 3000 
MW(e) have been proposed but the physical construction and operation of such 
plants would pose serious problems like the flexibility of the longer rotor shafts, 
construction of the huge generator stator, effect on the electricity grid system 
due to shutdown of one of these very large sets, and high loss of revenue due to 
a shutdown. 


2.14| DEAERATOR 


One of the feedwater heaters 15 a contact-type open heater, known as deaerator, 
others being closed heaters. It ıs used for the purpose of deaerating the 
fcedwater. 

The presence of dissolved gases like oxygen and carbon dioxide in water 
makes the water corrosive, as thev react with the metal to form iron oxide. The 
solubility of these gases in water decreases with increase in temperature and 
becomes zero at the boiling or saturation temperature. These gases are removed 
in the deaerator, where feedwater is heated to the saturation temperature by the 
steam extracted from the turbine. Feedwater, after passing through a heat 
exchanger, called vent condenser, is sprayed from the top so as to expose large 
surface area, and the bled steam from the turbine is fed from the bottom 
(Fig. 2.30). By contact the steam condenses and the feedwater is heated to the 
saturation temperature. Dissolved oxygen and carbon dioxide gases get released 
from the water and leave along with some vapour, which is condensed 
back in the vent condenser, and the gases are vented out. 

To neutralize the effect of residual dissolved oxygen and carbon dioxide 
gases in water, sodium sulphite (Na45O04) or hydrazine (М.Н) is injected in 
suitable calculated doses into the feedwater at the suction of the boiler feed 
pump (BFP). 
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ПЕР НЕТ ЇЇ Ї 


Water level 1 Deaerator storage 
indicater H : tank 
Na 50), or 
To the BFP NH4 injected 


h.p. heater 
Pressure = Pou + Pr gH ВЕР = Boiler feed pump 


Fig. 2.30 Deaerator with storage tank 


During suction of the BFP, some of the saturated feedwater may flash into 
vapour due to reduction in pressure causing vapour lock and cavitation 
problems in the pump. To prevent this from occurring and to provide a net 
positive suction head (NPSH) for the pump, the deaerator is located at a 
sufficient height (4) from the basement where the pump is installed so that the 
pressure before suction is (F, t Prg/f). When this water is sucked by the pump, 
the pressure does not fall below Р, and there is no flashing of any water into 
vapour, which protects the BFP from any damage due to vapour lock and 
cavitation. 

The deaerator is usually placed near the middle of the feedwater system so 
that the total pressure difference between the condenser and the boiler is shared 
equitably between the condensate pump and boiler feed pump. The feedwater 
heaters before the deaerator are often termed as high pressure (h.p.) heaters and 
those after the deaerator are termed as low pressure (1.p.) heaters. 

The deaerator is not used in water-cooled-and-moderated nuclear power 
plants because of the concern regarding radioactivity release with deaeration. 


PLANT 


5] TYPICAL LAYOUT OF STEAM POWER 


2.15] 


the relevant components in it. The heat balance diagram of a 215 MW reheat 


Figure 2.3 (а) shows the typical layout of a steam power plant demonstrating all 
power plant is shown in Fig. 2.3 1(b). 
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2. 16] EFFICIENCIES IN A STEAM POWER PLANT 


A steam power plant is abulk energy coverter from fuel to electricity (Fig. 2.32). 
The overall efficiency of a power plant 15 defined as 


Power consumed -— Gross power (MWe) 
to drive the 
auxiliaries Net power (MWe) 


Fig. 2.32 A power plant converts energy in fuel to electricity 


power available at the generator terminals 


Почета! Tate of energy release by the combustion of fuel 


MW i 
= MWe x 10” (2.42) 
wr X CLV, 
where w; is the fuel burning rate and C.V. 15 the calorific value of fuel. 
The boiler (or the steam generator) efficiency is defined by 
_ rate of energy absorption by: water to form steam 
Tboiter rate of energy release by the combustion of fuel 
м, (h = Ay) 
nike 2.43 
we XCV. 239) 
where w, is the steam generation rate. 
The cycle efficiency is given by 
h = № 
= 2.44 
M eyele hy = ha ( ) 


The pump work has here been neglected. 
The mechanical efficiency of the turbine will be 


brake output of the turbine 


n . = s Li 
turbine mech) internal output af the turbine 
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_ brake output 
и; (A, = hy) 


The generator efficiency of the electric alternator is 


(2.45) 


_ electrical output at generator terminals 
TL generator brake output of the turbine 


MWe x 10° 
~ brake output in kWe 
Multiplying Eq. (2.43) to Eq. (2.46), 
Tl boiler Х M cycle * T] rurbine(mech) * T] generator 
_ Uh — №) Us — M) brake output | MWe x 10° 
и XCV. w,(h = А) wohe) brake output 


(2.46) 


MWe x10" _ б 
we X СУ overall 


Therefore, 


Noveratt ~ Mboiter © Meyere * Thurbine(mech) < N generator (2.47) 

There are certain auxiliary equipment in the power plant like F.D. and 1.D. 

fans, pulverizers, crushers, conveyors and so on which are driven by electricity 

taken from the generated power of the plant. The net power transmitted from 

the generator will be the gross power produced minus the power consumed by 

the internal auxiliaries of the plant. The efficiency of the auxiliaries, Т1, is 
given by 

_ net power transmitted by the generator 
lax = (2.48) 
gross power produced by the plant 


Therefore, the overall efficiency of the plant is the product of five 
component efficiencies as given by 


overall = Mooier * Meyele х Thurbinefmech) x generator х Пац (2,49) 
For а modern power plant, the typical values аге 


"boiler E 0.92, Tlcycle z 0.44, Trarbine(mech) = 0.95, T] generator = 0.93, 
Пак = 0.95, Movera = 0.92 x 0.44 х 0,95 x 0,93 x 0.95 = 0.34 


Only 34% of the energy in fuel is converted to electricity and 66% of the 
energy is lost. The maximum loss of energy takes place in the condenser where 
heat is rejected to cooling water. This is the loss due to heat to work energy 
conversion in the cycle or the loss due to the second law. 

The parameter which readily reflects the fuel economy is the heat rate, which 
is inversely proportional to the efficiency and hence, the lower its value the 
better. It broadly indicates the heat added per unit of work produced. There are 
various heat rates corresponding to the work used in the denominator. Thus, 
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rate of heat addition to cycle О 


Net cycle heat rate (HR) = 
net cycle work output We 


te of heat additi 
Gross cycle HR = nn = Q 
turbine output Fr 
i te of heat addition to boil 
net station output net station output 
Gross station (HR) = Q. (2.50) 


gross generation output 


2.17] COGENERATION OF POWER AND 
PROCESS HEAT 


There are several industries such as paper mills, textile mills, chemical 
factories, jute mills, sugar factories, rice mills and so on where saturated steam 
at the desired temperature is required for heating, drying etc. For constant 
temperature heating (or drying), steam is a very good medium since isothermal 
condition can be maintained by allowing saturated steam to condense at that 
temperature and utilizing the latent heat released for heating purposes. Apart 
from the process heat, the factory also needs power to drive various machines, 
for lighting and other purposes. 

Earlier, steam for power purposes was generated at a moderate pressure and 
saturated steam for process work was generated separately at a pressure which 
gave the desired heating temperature. Having two separate units for process 
heat and power is wasteful, for of the total heat supplied to the steam generator 
for power purposes, a greater part will normally be carried away by the cooling 
water in the condenser. 


2.17.1 Back Pressure Turbine 


By modifying the initial steam pressure and exhaust pressure, it 1s possible to 
generate the required power and make available the required quantity of 
exhaust steam at the desired temperature for process work. In Fig. 2.33, the 
exhaust steam from the turbine is utilized for process heating, the process heater 
replacing the condenser of the ordinary Rankine cycle. The pressure at exhaust 
from the turbine ts the saturation pressure corresponding to the temperature 
desired in the process heater. Such a turbine is called a back pressure turbine. 
A plant producing both electrical power and process heat simultaneously is 
called a cogeneration plant, When the process steam is the basic need, and the 
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Back pressure 
turbine 


Gi 


Boiler 


Process 


Fig. 2.33 Cogeneration plant with a back pressure turbine 


power is produced incidentally as a by-product, the cycle is often called a by- 
product power cycle. Figure 2.34 shows the 7—s plot for such a cycle. If Wy is 
the turbine output in kW, Он is the process heat required in kJ/h, and w, is the 
steam flow rate in kg/h. 


Fig. 2.34 By-product power cycle with a back pressure turbine 
Шу х 3600 = w(h-h) and ^ Qy- м, – hi) 
Qu 
Ит x 3600 = ——-— (A, - 
T ER (A, — hy) 
_ Wy x 3600 x (h, — Ay) 
h = №, 
Of the total energy input О, (as heat) to the cogeneration plant, Wy part of it 
only is converted into shaft work or electricity. The remaining energy 
(Qj Ит), which would otherwise have been a waste, as in the Rankine cycle, 


by second law, is utilized as process heat. 
The cogeneration plant efficiency По is given by 


or, H kJ/h (2.51) 


W, +O, | 
= LEE 2.52 
П, О (2.52) 
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For separate generation of electricity and steam, the heat added per unit total 
energy output 18 


П. Uh 
where е = electricity fraction of total energy output 
m T. 
Wy + Oy 
1. = electric plant efficiency 


| 1-е 
F = 


Mm, = steam (or process heat) generator efficiency 


The combined efficiency П. for separate generation is therefore given by 


1 
| е 1-е 


Te Th 


Cogeneration is beneficial if the efficiency of the cogeneration plant, 
Eq. (2.52), is greater than that of separate generation, Ед. (2.53). 

Back pressure turbines are quite small with respect to their power output 
because they have no great volume of exhaust to cope with, the density being 
high. They are usually single cylinder and hence, cheap in terms of cost per 
MW compared to condensing sets of the same power. Besides their use in 
process industries and petrochemical installations, back pressure turbines are 
used for desalination of sea-water, district heating, and also for driving 
compressors and feed pumps. 


(2.53) 


2.17.2 Pass-Out Turbine 


In many cases, the power available from the back pressure turbine through 
which the whole of the heating steam flows is appreciably less than that 
required in a factory, This may be due to relatively high back pressure, or small 
heating requirement or both. Pass-out turbines are employed in these cases, 
where a certain quantity of steam is continuously extracted from the turbine at 
an intermediate stage for heating purposes at the desired temperature and 
pressure (Fig. 2.35). 
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Pass-out 


(В) 
Fig. 2.35 Cogeneration plant with a pass-out turbine 


Qj = м, (A, — Ag); 0, = (m, — ж) (^, — Ay) 
Он= wh — Л); Wp = why — ha) + (м, = w) (Лу — Ву) (2.54) 
И (ме, — м) (hg — hg) + wifi; — hey wh, + (we — whs = wg 


where w, is the boiler capacity and и’ is the steam flow rate required at the 
desired temperature for process heating. 


2.17.3 Process Heat Unit Topping the Power 
Cycle 


In some plants, such as a high temperature cement kiln, the primary heat is used 
directly for process requirements. The low grade waste heat from the process 
heater is then used to generate electricity, obviously at low efficiency. Such a 
cycle has a combined efficiency lying below that given by Eq. (2.53) and 
therefore, is of less semmodynamic or economic interest. 
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A cogeneration plant is only advisable from an economic viewpoint if the 
cost of electricity generated by it is less than that purchased from a utility 
system. Ifa utility is not available cogeneration becomes necessary irrespective 
of the cost of generation. In general, very low fraction of electric to total energy 
(е} are not considered economical for cogeneration. 


ETTEN Steam at 40 bar, 500 °C flowing at the rate of 5500 kg/h expands in 
a h.p. turbine to 2 bar with an isentropic efficiency of 83%. A continuous supply of 
steam at 2 bar, 0.87 quality and a flow rate of 2700 kg/h is available from a 
geothermal energy source. This steam is mixed adiabatically with the h.p. turbine 
exhaust steam and the combined flow then expands in a 1.p. turbine to 0.1 bar with 
an isentropic efficiency of 78%. Determine the power output and the thermal 
efficiency of the plant. Assume that 5500 kg/h of steam is generated in the boiler at 
40 bar, 500 °C from the saturated feedwater at 0.1 bar. 

Had the geothermal steam not been added, what would have been the power 
output and efficiency of the plant? Neglect pump work. 


Solution With reference to Fig. E2.1 
hy = 3445.3 kJ/kg, s, = 7.0901 kJ/kg К = 1.5301 + х, x 5.5970 


Ars = 


ha, = 504.7 + 0.9934 x 2201.9 = 2692.04 kI/kg К 
hy — Ay = 0.83(3445.3 — 2692.04) = 625.21 kJ/kg 
h, = 3445.3 — 625.21 = 2820.09 kJ/kg 
h = 504.7 + 0.87 x 2201.9 = 2420.4 kJ/kg 
2700/4 + 55004, = (2700 + 5500}, 
п = 2700 х 2420.4 + 5500 x 2820.09 = 796.96 + 1891.52 
8200 
= 2688.48 kJ/kg 


Steam at 
(3) 2 bar, 0.87 dry 


40 bar, 500 C 2bar [S700 keh 


(а) 
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(b) 
Fig. E2.1 


2183.78 
22019 


1.5301 + 0.9917 х 5.5970 = 7.0806 kl/kg-K 
= ga, = 0.6493 + х. x 7.5009 
хы = 0.8574; hs, = 191.84 + 0.8574 x 2392.8 = 2243.44 kJ/kg 
h,— hs = 0.78(2688.48 — 2243.44) = 347.1 kJ/kg 
he = 191.83 kJ/kg 
W = 5500(Ai,— А„) + 8200 (1, As) = 5500 x 625.21 + 8200 x 347.1 
= 6284875 kl/h=1745.8KW (Ans.) 


йа = 504.7 + x; x 2201.9 = 2688.48; ху = = (0.9917 


åg 


Qj, = 5500h Л) = 5500 {3445.3 — 191.8) x = = 4970.63 kW 


а= 1745.8 
| 4970.63 
Without geothermal heat supply: 
Ит = 5500 (hj — ho) = 955.18 КМ (Ans) 
О, = 5500 (h, — hg) = 4970.63 kW 
955,18 
eyele? 4970.63 


= 0.353 or 35.3% 


21.1922 of 19.22% (Ans.) 


RENS A steam power plant with inlet steam to the h.p. turbine at 90 bar 
and 500 °C, and condensation at 40 °C produces 500 MW. It has one stage 
of reheat optimally placed which raises the steam temperature back to 500 °С. One 
closed feedwater heater with drains cascaded back to the condenser 
receives bled steam at the reheat pressure, and the remaining steam is reheated and 
then expanded in the l.p. turbine. The h.p. and l.p. turbines have isentropic 
efficiences of 92% and 909$, respectively. The isentropie efficiency of the 
pump is 75%. Calculate (a) the mass flow rate of steam at turbine inlet in kg/s, 
(b) the cycle efficiency, and (c) the cycle work ratio. Use TTD = — 1.6 °C. 
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Solution The flow and T-s diagrams are shown in Fig. E2.2. The optimum reheat 
pressure is taken to be 20% of the boiler pressure, which becomes 0.2 x 
90 = 18 bar. Now, A, = 3386.1 kJ/kg, s; = 6.6576 kJ/kg-K = sa, Aa, = 2915 kJ/kg. 
h, = 3469.8 kJ/kg. 


54 = 7.4825 = Saa T Spt Kas Ste 


_ 7.4825 — 0.5725 


= 0.5992 
Tas 7.6845 


Ay, = 167,57 + 0,8992 x 2406.7 = 2331.7 klikg 
hs = 167.57 kJ/kg, hy = 883.42 kJ/kg 
Wo, = [v dp = 0.001008 x 90 x 10 = 9.072 kJ/kg 
hgs = 176.64 kJ/kg 
h, ~ hy = 0.92 (3386 - 2915) = 433.3 kJ/kg, or А, = 3386.1 — 433.3 
= 2952,8 kJ'kg 
h,— В. = 0.9(3469.8 — 2331.7) = 1024.29 kJ/kg 
ha = 3469,8 — 1024 = 2445.5 kJ/kg 


2 
Wp = he = Ns = = {2.1 kJ/kg, Or he = 167.57 + 12.1 


0.75 
= 179.67 kl/kg 
lat 18 Баг = 207.15 °C 4d = 207.15 + 1.6 = 208.75 °С 


ho = 875 ЈК 


875 — 179.67 
I(hy — hj) = mih- Ау), m= 29528 8834 ^ 0.336 kg 


Wy = (ht, — hy) + (1 = m)(hy — hig) = 433.3 + 0.664 x 1024.3 
= 1113.435 kJ/kg 
W. Wr- Wp = 1113.435 — 12.1 = 1101.335 Кр 


500 x 10° 
НИЕ. 
* 1101.335 


Qi = Я, hy + (1 m) ke, — hy) 


=454ke/s их. (а) 
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= 3386.1 — 875 + 0.664(3469.8 — 2952.8) = 2854.3 kJ/kg 


1101335 
П.е = 28543 = 0.3858, or 38.557» Ans.(b) 
J 
Work ratio = ы „01335 _ 0.989 Ans. (с) 
W, 1113435 


An ideal steam power plant operates between 70 bar, 550 *C and 
0.075 bar. It has seven feedwater heaters. Find the optimum pressure and 
temperature at which the heaters operate. 


Solution With reference to Fig. E2.3, 


Fig. E2.3 


Ta = saturation temperature at 70 bar = 285.9 °C 
Тс. = saturation temperature at 0.075 bar = 40.3 °C 
The temperature rise per heater for maximum cycle efficiency 


285.9 — 40.3 

Heater 1: 1, = 285.9 — 30.7 = 255.2 °C 

ру = 4.33 MPa (trom steam table) 
Heater 2:1, = 255.2 — 30.7 = 224,5 °С; р. = 2.5318 MPa 
Heater 3: h = 193.8 °С; Ps = 1.367 MPa 
Heater 4; 14 = 163.1 °C: ра = 0.6714 MPa 
Heater 5: 14 = 132.4 °C: ps = 0.2906 MPa 
Heater 6: 1, = 101.7 °C; рь = 0.108 MPa 
Heater 7: 1, = 71.0 °C; р» = 32.65 kPa 


= 30.7 "C 
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Re ieee In a power plant, the efficiencies of the electric generator, turbine 
(mechanical), boiler, cycle and the overall plant are 0.97, 0.95, 0,92, 0,42 and 0.33, 
respectively. What percentage of the total electricity generated is consumed in 
running the auxiliaries? 


Solution T] lam = N soiker * T] rurbinetmech) © Generator * "сусе X 1] Auxiliaries 


033 


T] Auxiliaries 7 097 x 095 x 092 x 042 = 0.9268 


1 - 0.9268 = 0.0732 


or 7.32% of total electricity generated is consumed by the auxiliaries. 


ЖҮРЕ] A steam generator comprises a boiler, a superheater, an economiser 
and an air preheater, The feedwater enters the economiser at 
140 °C and leaves as saturated liquid. Air is preheated from a temperature of 25 °C 
to 250 °C. Steam leaves the boiler drum at 60 bar, 0.98 dry and leaves the 
superheater at 450 °C. When using coal with a calorific value of 25.2 MJ/kg, 
the rate of evaporation is 8.5 kg steam per kg coal and the air fuel ratio is 15 : 1 
by mass. Neglecting heat losses and pressure drops, estimate the heat transfer 
per kg fuel in each component and the efficiency of the steam generator. What 
are the percentages of the total heat absorption taking place in the economiser, 
boiler and the superheater, respectively? Assume c, of air and water as 1.005 
and 4.2 kJ/kg К, respectively. 


Solution With reference to Fig. E2.5, А = 140 x 4.2 = 588 kJ/kg 


F 


Fig. E2.5 


hy 1213.35 kJ/kg, hj, = 1571.0 (at 60 bar) 
ha = 3301.8 kJ/kg, 
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h; = 1213.35 + 0.98 x 1571.0 = 2752.93 kJ/kg 


OmU. A) _85х 27138 


= 0.9154 or 91.54% 
Msa" XCV. 252x100 | 


Heat transfer in the economiser 

= SOLUM = 8.5 х 625.35 x 10° = 5.3155 MI/kg 
Heat transfer in the boiler | 

= Е = 8.5 х 1539.58 x 107° = 13.086 MJ/kg 
Heat transfer іп the ru 


_ Wu — №) 


Wr 


= 8.5 x 548.87 x 10° = 4.665 MJ/kg 


Heat transfer in the air pre-heater 


w €, 4-1) 
И = 15x 1.005 x (250 ~ 25) х 10? = 3.392 МИ 


Wr 
Percentage of total heat absorbed in the economiser 
hy — hy 625.35 
= = 100 = 23.0454 
h, — IMS ^ rom 
Percentage of total heat absorbed in the boiler 
» 1539. 
= Bn x - n x 100 = 56.73% 
hy — h, 27138 


Percentage of total heat absorbed in the superheater 
h-hh _ 54887 
EY ТЕГ 


x 100 = 20.23% 


eo Steam at 150 bar, 550 °C is expanded in an h.p. turbine to 
20 bar when it is reheated to 500 °C and expanded in i.p. and l.p. turbines to 
condenser pressure of 0,075 bar. There are five feedwater heaters, one 
extraction from h.p. turbine at 50 bar, 3 from i.p. turbine at 10 bar, 5 bar and 3 bar, 
and one from 1.p. turbine at 1.5 bar. The middle heater is the deaerator and all 
others are closed heaters. Assuming ideal conditions, determine (a) the cycle 
efficiency, (b) the feedwater temperature at inlet to the steam generator, (с) the 
steam rate, (d) the heat rate, (e) the quality of steam at turbine exhaust, and (f) 
the power output if the steam flow rate is 300 t/h. Take TTD = 0 for all the heaters. 


Solution With reference to Fig. E2.6, 
һу = 3448.6 kJ/kg, ғ =. =, = 6.5199 kl/kg K 
ha = 3467.6 kJ/kg, 44 = 8; = Sg = Sy = Sg = 547 7.4317 ККЕ K 
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„=370°С, — h,-3112kJ/kg 


{= 245°C, №, = 2890 klikg 
= 400 °С, he = 3250 kJ/kg 
t6 = 300°C, А, = 3050 kJ/kg 
t = 225 °С, hy = 2930 kJ/kg 
f,— 160°C, hg = 2790 kJ/kg 
7.4317 = 0.5764 + x9 x 7.6751 


x, = 0.8932 


Г 
0.075 Баг 
E 
Fig. E2.6 (b) 
ho = 168.79 + 0.8932 x 2406.0 = 2317.83 kJ/kg 
hio = 168.79 kJ/kg 
hy = 168.79 + 0.001 x 5 x 100 = 169,29 kJ/kg 
fy = 467.11 kVkg, ta = 111.37, Ay, = 467 КЕ 
h = Аа = = ys = 467 kJikg 
fig = уу = 561.47 kJ/kg, № = 640.23 kJ/kg 
hijg = 640.23 + 0,001 x 145 x 100 = 654.63 kJ/kg 
ha = 762.8 kJ/kg = Л, he = hy = hy = 1154.23 kd kg 
Heater | 


int (ity — ну) = 1t, =) 


_ 5423-7628 39143 _ 
MT 3112-115423 195777 5 
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Heater 2 
туй, — has) + т\(йуу— hap) = MU, — fug) 
mj4(3250 — 762,8) + 0.2(1154,23 — 762.8) = (762,5 — 654.6) 
т. x 2487.2 + 78.29 = 108,2 
m; = 0.012 kg 
Heater 3 
тз(Яв — Ing) + (m, + m3) (5g — Ag) = (1 — mj = my ma) ng — 75) 
m4(3050 — 640.2) + 0.212(762.8 — 640.2) = (0.788 — m4) (640.2 — 561.5) 
m; X 2409.8 + 26.00 = 62.02 — 78. 7m; 
m; = 36.02/2488,5 = 0.0145 kg 
Heater 4 
mai, — Ryg) = (d — m, = ma — ma) ns — Mg) 
m4( 2930 — 561.5) = 0,7735(561.5 - 467) = 73.096 
т = 0.031 kg 
Heater 5 
mhg- Ау) + ть A) = (1 — mj - m; - m, - m, — ms) (hy — 44) 
т.(2790 — 467) + 0.031(561.5 — 467) = (0.7425 — т.) (467 — 169.3) 
ms X 2323 + 2.93 = 221.04 — 297.7 ms 


21811 
LIT 00832 kg 
Mis” 36207 B 


Wp = Why — ha) (0 — m(hs- fg) + (I m (А А) 
+ (Тм, - ma) (n — tg) + (1 = mi — ms m) (Ag hz) 
+l = m= Pa ma Ma) (hr hg) 
+ (1 — m, — ny — Ma — Ma — Ms) (Ag ha) 
= (3448.6 — 3112) + 0.8(3112 — 2890) + 0.5(3467.6 — 3250) 
+ 0.788(3250 — 3050) + 0.7735(3050 - 2930) 
+ 0.7425(2930 — 2790) + 0.6593(2790 — 2317.8) 
= 336.6 + 177.6 + 174.1 + 157,6 + 92.8 + 104.0 + 311.3 
= 1354.0 kI/kg 
W,= 0.5 + 14.5 + 0.15 = 15.15 kg 
Fia 1354 — 15.15 = 1338.85 kJ/kg 
Q, = ЦА, — 535) + (1— mj) Ut — 1) 
= 3448.6 — 1154.2 + 0,8(3467,6 — 2890) = 2756.48 kJ/kg 
"E 1338.85 B 
ele 2756.48 


0.4857, ar 48.57% Ans, (a) 
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i, = feedwater temperature at inlet to the steam generator 


= 264 °C Ans.(b) 


3600 3600 
= — = —— = 0, ‘kWh Ans. 
Steam rate W 133885 69 kJ ns. (c) 
O .. 3600 
Heat rate = —— x 3600 = ——— = 7412 kJ/KWh Ans. (d 
№ а 0.4857 (d) 


Quality of steam at turbine exhaust = x, = 0.8932 Ans. (е) 


1338.85 x 300 x 10° 
3600 


Power output = kW = 111.57 ММ Ans. (D) 


FIT A textile factory requires 10 t/h of steam for process heating 
at 3 bar saturated and 1000 kW of power, for which a back pressure turbine of 70% 
internal efficiency is to be used. Find the steam condition required at inlet 
of the turbine. 


Solution Ши = mass flow rate of steam, 
wih, А) = 1000 kW 
1000 x 3600 


~ hy = = 360 kk 
үз, 10,000 : $ 
With reference to Fig. E2.7, л, = 2725.3 
hy = 3085.3 kJ/kg 
360 
Now, hy - Ay, = 07 = 514.286 kl/kg 


hy, = 3085.3 — 514.286 = 2571.014 kJ/kg 
as = het Xp, hg = 561.47 + ху, x 2163.8 = 2571.014 
хь, = 0.9287 
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53, = 1.6718 + 0.9287(6.9919 — 1.6718) = 6.6125 kJ/kg К 
= 5 
Corresponding to й, = 3085.3 kJ/kg and 
5, = 6.6125 kJ/kg K, from the Mollier diagram, 


p, = 31.3 bar, {| = 344 °C, which is the state of steam at 
turbine inlet, 


In a cogeneration plant, the power load is 5.6 MW and the heating 
load is 1.163 MW, Steam is generated at 40 bar and 500°C and is expanded 
isentropically through a turbine to a condenser at 0.06 bar The 
heating load is supplied by extracting steam from the turbine at 2 bar, which 
condensed in the process heater to saturated liquid at 2 bar and then pumped 
back to the boiler. Compute (a) the steam generation capacity of the boiler in 
t/h, (b) the heat input to the boiler in kW, (c) the fuel burning rate of the boiler 
in Uh if a coal of calorific value 25 MJ/kg is burned and the boiler efficiency is 
8875, (d) the heat rejected to the condenser, (e) the rate of flow of cooling water 
in the condenser if the temperature rise of water 1s 6°C. Neglect pump work. 


Solution With reference to Fig. E2.8, 
h, = 3445.3 kJ/kg, s, = 7.0901 = з, = 5; 


7.0901 = 1.5301 + x4 x 5.5970 or += Tens = LØ 


Fig. E2.8 


hy = h, = 2706.7 kl/kg, h; — hg = hy = 2201.9 kJ/kg 
If w is the rate of steam extraction for process heating, 
wth, — hg) = 1.163 x 10° 
_ 116310? 


w= 35019 = 0.528 kg/s = 1901.4 kg/h 
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51 = 7.0901 = srt Xy Sy = 0,52 +x3% 7,815 
ху= 0.84 
h, = 149.79 + 0.84 x 2416 = 2180.59 kJ/kg 
Total work output, Ht = и (А — As) + (и, = w) (hs Аа) 
5.6 x 10° = w, x 738.6 + w, X 526.11 — 277.8 
5877.8 
"s" 12647 
hy = 504.7 + 1.061 x 107 (40 — 2) x 100 = 508.73 kJ/kg 
№, = 149.79 + 1.006 x 100 x 40 x 107 = 153.8 kJ/kg 
О = (и, w) (А — Л} + wh A.) 
= (4.648 — 0.528) (3445.3 — 153.8) + 0.528 (3445.3 — 508.73) 
= 4.120 x 3291.5 + 0.528 x 2936.57 = 15111.5 kI/s 
= 15.111 MW Ans.(b) 
has а _ 15.111 
и ХС.У. м х 25 
мр 0.687 kg/s = 2473.2 kg/h - 2.473 Vh —  Ans.(c) 
О, = (w, w (Я, — fy) = 4.12 x 2030.8 = 8367 kW 
= 85,367 MW Ans. (d) 
If и’; = water flow rate in the condenser, 
О = м. ct - 1) 
manei 
4.187 х 6 


= 4.648 kg/s = 16731 kg/h = 16.73 № —  Ans.(a) 


= 0.88 


= 333.05 kg/s = 0.333 m/s Ans. (е) 


META In а combined power and process plant the boiler generates 21,000 
kg/h of steam at a pressure of 17 bar and temperature 230 °С, А part of 
the steam goes to a process heater which consumes 132.56 kW, the steam leaving 
the process heater 0,957 dry at 17 bar being throttled to 3.5 bar. The remaining 
steam flows through an h.p. turbine which exhausts at a pressure of 3.5 bar. The 
exhaust steam mixes with the process steam before entering the l.p. turbine 
which develops 1337.5 kW. At the exhaust, the pressure 1s 0.3 bar and the steam 
is 0.912 dry. Draw the line and T-s diagrams of the plant and determine (а) the 
steam quality at the exhaust of the h.p. turbine, (b) the power developed by the 
h.p. turbine, and (c) the isentropic efficiency of the h.p. turbine. 
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Solution The flow and T-s diagrams of the plant are shown in Fig. E2.9. 


ca, = 21,000 kgh 


1337.3 kW 


(a) о 


№, = 2869.7 kJ/kg, s, = 6.5408 kJ/kg K 
hy = 870.44 + 0.957 x 1924.7 = 2712.38 kJ/kg 
h= h, 

w, (lig — he) = 1337.5 KW 


_ 1337.5 x 3600 


= 229.29 kJ/k 
21000 d 


hs FX № 
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| he = 289.23 + 0.912 x 2336.1 = 2419.75 kJ/kg 
5 hs = 2649.04 kJ/kg 
| s4 = 54, = 6.5408 = 1.7275 + x, 5.2130 
| X = 0.923 

ha, = 584.33 + 0.923 x 2148.1 = 2567.03 kJ/kg 
w(h, — ha) = 132.56 kW 
132.56 
Y 2867.7- 271238 


En == = 5.833 kg/s, w,-w=4.990 kg/s 


5 


= 0,843 kg/s 


wh, + (w,— w) А = м; 
0.843 x 2712.38 + 4,99 хл, = 5.833 x 2649.04 

2286.54 + 4.99 h, = 15451.85 

Па = 2638.33 kJ/kg = 584.33 + x, x 2148.1 

ху = 0.956 Ans. (a) 

Wp = (w,— w) (A, — ha) = 4.99 x 231.37 = 1154.54 kW. Ans. (b) 
_ h-h, _ 2869.7- 263833 23137 
h —h, 2869.7- 2567.03 302.67 

= 0.7644 or, 76.44% Ans. (с) 


(Аир 


SHORT-ANSWER QUESTION 


2.1 What do you understand by externally irreversible and internally irreversible 
Rankine cycle? 

2.2 What is a pinch point? What is its effect on the size and efficiency of the 
steam generator? 

2.3 What is the mean temperature of heat addition? What is its effect on cycle 
efficiency? 

2.4 Explain the different methods by which the mean temperature of heat addition 
can be increased. 

2.5 How is the maximum pressure of a steam cycle fixed up? 

2.6 When does reheating of steam become necessary? Explain the effect of reheat 
on cycle output and efficiency. 

2.7 How is the optimum reheat pressure arrived at? 

2.8 Why are more than two reheats not used in practice? 

2,9 Why is the thermal efficiency of a condensing steam power plant less in a 
warm region than in a cold region? 

2.10 Why is the ideal regenerative cycle not practicable? 


2.11 
2.12 


2.13 
2.14 
2.15 
2.16 


LIT 
2.18 
2.19 
2.20 


2.21 
2.22 
2.23 
2.24 
2.25 


2.26 
2.27 


2.28 
2.29 


2.30 
2.31 


131 
2.33 
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Explain the effect of regeneration on steam cycle output and efficiency. 

The use of regnerative feedwater heating increases the capital cost but 
reduces the operating cast of a steam power plant. Explain. 

Give a comparative estimate of open and closed feedwater heaters. 

What is heater drip? 

What is the function of a steam trap? 

What do you understand by terminal temperature difference? Can it be 
negative? Explain. 

What is the effect of TTD on heater size and cycle efficiency? 

What is a drain cooler? 

Why is one ofthe feedwater heaters always an open heater? What is it called? 
Explain the function of the deaerator. Why is deaerator installed at a large 
height from the basement? 

Why is hydrazine injected at the suction of the boiler feed pump? 

Explain the optimum degree of regeneration. How is it arrived at? 

show that regenerative feedwater heating improves the cycle efficiency. 
What is a supercritical steam cycle? 

What is the common unit size of a steam power plant? What will be its 
projected size in the next decade? 

What is boiler efficiency? 

Show that the overall plant efficiency is a product of five component 
efficiencies, 

What do you understand by the efficiency of the auxiliaries, nyx? 

What is heat rate? What is the difference between net cycle heat rate and 
gross cycle heat rate? 

What do you understand by cogeneration of power and process heat? Explain 
its thermodynamic advantage. 

What is a back pressure turbine? What are its applications? 

Explain cogeneration plant efficiency. 

What is a pass-out turbine and when is it used? 
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A cyclic steam power plant is to be designed for a steam temperature at 
turbine inlet of 360 °C and an exhaust pressure of 0.08 bar. After isentropic 
expansion of steam in the turbine, the moisture content at the turbine exhaust 
15 not to exceed 15%. Determine the maximum allowable steam pressure at 
the turbine inlet, and calculate the Rankine cycle efficiency for these steam 
conditions, Estimate also the mean temperature of heat addition. 


(Ans. 16.83 bar, 31.7%, 187.5 °C] 


A steam power station uses the following cycle: Steam at boiler outlet: 150 
bar, 550°C. Reheat at 40 bar to 550 °C. Condenser at 0.1 bar. Assuming 
ideal processes find (a) the quality at turbine exhaust, (b) the cycle efficiency, 
and (c) the steam rate. 
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2.3 


2.4 


2.5 


2.6 


2.8 


[Ans, (a) 0.88, (b) 43.9%, (c) 2.18 kg/kWh] 


In a single-heater regenerative cycle the steam enters the turbine at 30 Баг, 
400 °C and the exhaust pressure is 0.10 bar. The feedwater heater is a direct 
contact type which operates at 5 bar. Find (а) the efficiency and the steam rate 
af the cycle, and (b) the increase in mean temperature of heat addition, 
efficiency and steam rate, as compared to the Rankine cycle (without 
regeneration). Neglect pump work. 

[Ans. (а) 35.36%, 3.93 kg/kWh, (b) 27.4 °C, 1.18%, 0.47 ke/k Wh] 


А simple steam power cycle uses solar energy for the heat input. Water in the 
cycle enters the pump as a saturated liquid at 40 °C, and 15 pumped to 2 bar. 
It then evaporates тп the boiler at this pressure, and enters the turbine as 
saturated vapour. At the turbine exhaust the conditions are 40 °C and 10% 
moisture. The flow rate is 150 kg/h. Determine {а} the turbine isentropic 
efficiency, (b) the net work output, (c) the cycle efficiency, and (d) the area of 
the solar collector needed if the collectors pick up 0.58 kW/m”. 


[4ns. (а) 76.7%, (b) 15.5 kW, (с) 12.78%, (d) 182 m°] 


In a nuclear power plant heat is transferred in the reactor to liquid sodium. 
The liquid sodium is then pumped to a heat exchanger where heat is 
transferred to steam. The steam leaves this heat exchanger as saturated vapour 
at 50 bar, and is then superheated in an external gas fired superheater to 
600 °С. The steam enters the turbine, which has one extraction point at 4 bar, 
where steam flows to an open feedwater heater. The turbine efficiency is 75% 
and the condenser temperature is 40 °C. Determine the heat transfer in the 
reactor and in the superheater to produce a power output of 80 MW, and the 
thermal efficiency. 


[.4ns. 178.5 MW, 71.1 MW, 0.32] 


In a reheat cycle, the initial steam pressure and the maximum temperature are 
150 bar and 550 °C respectively. If the condenser pressure 13 0.1 bar and the 
moisture at the condenser inlet is 15%, and assuming ideal processes, 
determine (a) the reheat pressure, (b) the cycle efficiency, and (c) the steam 
rate. 


[Ans. (a) 13.5 bar, (b) 43.6%, (c) 2.05 ke/k Wh] 


In a reheat steam cycle, the maximum steam temperature is limited to 500 °C. 
The condenser pressure is 0.1 bar and the quality at turbine exhaust is 0.8778. 
Had there been no reheat the exhaust quality would have been 0.7592. 
Assuming ideal processes, determine (a) the reheat pressure, (b) the boiler 
pressure, (c) the cycle efficiency, and (d) the steam rate. 

Ans. (a) 30 bar, (b) 150 bar, (c) 50.51%, (d) 1.9412 ke/kWh] 


In a reheat cycle steam at 500 °C expands in an h.p. turbine till it is saturated 
vapour. It is reheated at constant pressure to 400 ^C and then expands in an 
l.p. turbine to 40 °C. If the maximum moisture content at the turbine exhaust 
is limited to 15%, find (a) the reheat pressure, (b) the boiler pressure, (c) the 
net specific work output, (d) the cycle efficiency, and (e) the steam rate. 
Assume all processes ideal. 
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What would have been the quality at turbine exhaust, the net work output and 
the cycle efficiency, without the reheating of steam? 
A regenerative cycle operates with steam supplied at 30 bar and 300 °C, and 
the condenser pressure is 0.08 bar. The extraction points for two heaters (one 
closed and one open) are 3.5 bar and 0.7 bar, respectively. Calculate the 
thermal efficiency of the plant neglecting pump work. 

Ars. 36%] 
The net power output of an ideal reheat regenerative steam cycle is 80 MW. 
Steam enters the h.p. turbine at 80 bar, 500 °C and expands till it becomes 
saturated vapour. Some of the steam then goes to an open feedwater heater 
and the balance is reheated to 400 °C, after which it expands in an l.p. turbine 
to 0.07 bar. Compute (a) the reheat pressure, (b) the steam flow rate to the 
h.p. turbine, (c) the cycle efficiency, and (d) the rate of flow of cooling water 
in the condenser if the temperature rise of water is 8 °C, (е) If the velocity of 
steam flowing from the turbine to the condenser 15 limited to 130 m/s, find the 
diameter of the connecting pipe. 


Ans. (a) 6.5 bar, ( A Kes, (С „Fa (0) 2 Kgs, (e) Z.9/ m 
) 6.5 bar, (b) 58.4 К ) 43.7% (d) 3146.5 Е ) 2.97 


Steam is generated at 70 bar, 500 °C and expands in a turbine to 30 bar with 
an isentropic efficiency of 77%. At this condition, it is mixed with steam 
twice its mass at 30 bar, 400 °С. The mixture then expands with an isentropic 
efficiency of 80% to 0.06 bar. At a point in the expansion where the pressure 
is 5 bar, steam is bled for feedwater heating in a direct contact heater, which 
raises the feedwater to the saturation temperature of the bled steam. Calculate 
the mass of steam bled per kg of high pressure steam and the cycle efficiency. 
Assume that the L.P. expansion condition line is straight. 


[Ans. 0.53 kg, 31.9%] 


A certain chemical plant requires heat from process steam at 120 °C at the 
rate of 5.83 MW and power at the rate of | MW from the generator terminals. 
Both the heat and power requirements are met by a back pressure turbine of 
50% brake efficiency (brake output/isentropic output) and 85% internal 
efficiency, which exhausts steam at 120 °C, dry and saturated. All the latent 
heat released during condensation is utilized in the process heater. Find the 
pressure and temperature of steam at inlet to the turbine. Assume 90% 
efficiency for the electric generator. 


(Ans. 22.5 bar, 360 °C] 

А 10 MW steam turbine operates with steam at 40 bar, 400 °C at the inlet and 

exhausts at 0.1 bar. 10,000 kg/h of steam at 3 bar are to be extracted for 

process work. The turbine has 75% isentropic efficiency throughout. Find the 
boiler capacity required. 

Ans. 13.74 kg/s = 49.46 th] 


А pass-out two-stage turbine receives steam at 50 bar, 350 °С. At 1.5 bar, the 
h.p. steam exhausts and 12,000 kg of steam per hour are taken at this stage for 
process purposes. The remainder is reheated at 1.5 bar to 250 °C and then 
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expanded through the l.p. turbine to a condenser pressure of 0.05 bar. The 
power output from the turbine unit is 3750 kW. Take isentropic efficiency for 
h.p. and i.p. stages as 0.84 and 0.81 respectively. Calculate the boiler capacity 
required. 

[4ns. 18.5 t/h] 


А 850 MW steam power plant operates with turbine inlet at 100 bar, 550 °C 
and condenser pressure at 0.05 bar. There are three feedwater heaters placed 
optimally as follows: (i) the h.p. heater is of the closed type with drains 
cascaded backward, (п) the i.p heater is of the open type, and (iii) the Lp. 
heater is of the closed type with drains pumped forward. Each of the turbine 
sections has the same isentropic efficiency of 90%. The pumps have 
isentropic efficiencies of 80%. Calculate (a) the mass flow rate of steam at 
turbine inlet, (b) the mass flow rate of cooling water in the condenser, if it 
undergoes a 10 °C temperature rise, (c) the cycle efficiency, and (e) the cycle 
heat rate. 

A coal-fired power plant has a turbine generator rated at 1000 MW gross. 
The plant requires 9% of this power for its internal operations. It uses 9800 
tonnes of coal of heating value 26 MJ/kg per day. The steam generator 
efficiency is 86%. Calculate the gross and net station heat rates and 
efficiencies. 


[Aris. 10.616 MJ/KWh, 11.667 МАКУ, 33.9%, 30.86%] 


Steam is supplied to a pass-out turbine at 40 bar, 400 °С and dry saturated 
process steam is required at 4 bar. The l.p. stage exhausts at 0.1 bar and the 
condition line for the turbine expansion may be assumed to be straight. If the 
power load 1s 1000 kW and the maximum process load 15 1.4 kW, estimate 
the maximum steam flow through the high and low pressure stages. Assume 
that the steam just condenses in the process plant. 


(Ans. 3837.6 kg/h, 3635.3 kg/h] 


А steam power plant has the boiler efficiency of 92%, turbine (mechanical) 
efficiency of 96%, and electric generator efficiency of 97%. If 7% of the 
power generated 1s consumed m running the auxiliaries of the plant and the 
overall plant efficiency ts 34%, find the percentage of energy lost in the 
condenser, 


[Ars. 37.4%] 


An ideal steam power plant operates between 150 bar, 550 °C and 0.075 bar. 
It has seven feedwater heaters, Find the optimum pressures and temperatures 
at which the heaters operate. 

In a cogeneration plant, 10° kg/h of steam at 80 bar, 480 °C expands in the 
h.p. turbine to 10 bar. From the exhaust 4 x 10° kg/h of steam is extracted for 
process heating. The remaining steam expands in the l.p. turbine to 0.08 bar. 
Saturated liquid at 0.08 bar leaving the condenser is pumped to 9.5 bar where 
it mixes with the condensate from the process heater leaving at 9.5 bar, 
120°C. The entire flow is then pumped to 50 bar. The isentropic efficiencies 
of the turbines and the pumps are 86% and 80%, respectively. Determine (a) 
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the heating load, in kJ/h, (b) the power developed by the turbines, in kW, and 
(c) the rate of heat transfer in the steam generator, in kJ/h, 


[Ans. (a) 9.53 КЉ, (b) 236500 kW, (c) 3.032 x 10° КИН] 


2.21 In a reheat-regenerative steam cycle, steam enters the h.p. turbine at 80 bar, 
480 °C and expands to 7 bar. The steam is then reheated to 440 °C before 
entering the l.p. turbine, where it expands to the condenser pressure of 0.08 
bar. Steam extracted from the h.p. turbine at 20 bar is fed to a closed 
feedwater heater, from which the drain at 205 °C is cascaded to an open 
feedwater heater through a trap. Steam extracted from the l.p. turbine at 3 bar 
is also fed into the open feedwater heater, from which the total flow 1s pumped 
into the steam generator. The net power output of the cycle is 100 MW. 
Assuming ideal processes, determine (a) the cycle efficiency, and (b) the rate 
of steam generation in kgh. 


[Ans. (a) 43%, (b) 2.8 x 10° kg/h] 


2.22 A pressurized water reactor power plant operates at pressures and 
temperatures as shown in Fig. P2.22. The steam leaving the heat exchanger is 
at 50 bar, dry saturated and the condensate is saturated to the saturation 
temperature of the bled steam at 5 bar in an open feed heater. Assuming all 
processes to be ideal and neglecting pump work estimate (а) the ratio of the 
working fluids in the two circuits, (b) the fraction of the steam supply which 
is bled from the turbine, and (c) the cycle efficiency. 


[Ars. (a) 10 :1, (b) 0.22, (c) 3994] 
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FLAWS OF STEAM AS WORKING FLUID IN 


at POWER CYCLE 


There are certain drawbacks with steam as the working substance in a power 
cycle. The maximum temperature gained in steam cycles using the best 
available material is about 600 °C, while the critical temperature of steam is 
375?C, which necessitates large superheating and permits the addition of only 
an infinitesimal amount of heat at the highest temperature. 

High moisture content is involved during expansion of steam in going to 
higher steam pressures in order to obtain higher mean temperature of heat 
addition (7, ). The use of reheat thus becomes necessary. Since reheater tubes 
are costly and the steam plant layout becomes complex, the use of more than 
two reheats is hardly recommended. Also, as pressure increases, the metal 
stresses increase, and the increase in thicknesses of the walls of boiler drums, 
tubes, pipe-lines and so on is not in proportion to the pressure increase, but 
much faster because of the prevalence of high temperature. 

It may be noted that high Tn, is desired for high cycle efficiency. The need 
for high pressures is only forced due to weak characteristics of steam. 

If the lower limit is now considered, it is seen that at the heat rejection 
temperature of 40 ^C, the saturation pressure of steam is 0.075 bar, which is 
considerably lower than atmospheric pressure. The temperature of heat rejection 
can still be lowered using some refrigerant as a coolant in the condenser. The 
corresponding vacuum will be still higher, and to maintain such high vacuum in 
the condenser is a big problem. 

It is the low temperature of heat rejection which 1$ of real interest. The 
necessity for vacuum is a disagreeable characteristic of steam. 

The saturated vapour line in the 7-s diagram of steam is sufficiently 
inclined, so that when steam is expanded to lower pressures (for higher turbine 
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output as well as cycle efficiency), it involves more moisture content, which is 
not desired from the consideration of the erosion of turbine blades in later 
stages. 


3.2 CHARACTERISTICS OF IDEAL WORKING 
FLUID FOR VAPOUR POWER CYCLE 


The desirable characteristics of the working fluid in a vapour power cycle to 
obtain the best thermal efficiency are given below: 


(a) The fluid should have a high critical temperature so that the saturation 
pressure at the maximum permissible temperature (metallurgical limit) 
is relatively low. It should have a large enthalpy of vaporization at that 
pressure. 

(b) The saturation pressure at the temperature of heat rejection should be 
above the atmospheric pressure so as to avoid the necessity of 
maintaining vacuum in the condenser. 

(c) The specific heat of liquid should be small so that little heat transfer 1s 
required to raise the liquid to the boiling point. 

(d) The saturated vapour line of T-s diagram should be steep, very close to 
the turbine expansion process so that excessive moisture does not appear 
during expansion, 

(e) The freezing point of the fluid should be below the room temperature, so 
that it does not get solidified while flowing through the pipelines. 

(f) The fluid should be chemically stable and should not contaminate the 
materials of construction at any temperature. 

(g) The fluid should be non-toxic, non-corrosive, not excessively viscous, 
and low in cost. 

The characteristics of such a hypothetical working fluid are approximated in 
the 7-5 diagram as shown in Fig. 3.1. Some superheat is desired to reduce piping 
losses and improve turbine efficiency. The bounded area of the cycle is almost a 
rectangle, and its thermal efficiency is very close to the Carnot efficiency. 


620 ^C 


600 "C |-- 


x 
Fig. 3.1 T-s diagram of an ideal working fluid for a vapour 
power cycle 
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3.3] BINARY VAPOUR CYCLES 


No single fluid can meet all the requirements as mentioned above, Although in the 
overall evaluation, water is better than any other working fluid, at high 
temperatures, however, there are a few better fluids, and notable among them are: 
(a) diphenyl ether. (C,H; );0, (b) aluminium bromide AlBr; and (c) liquid metals 
like mercury, sodium, potassium and so on. Among these, only mercury has 
actually been used in practice. Diphenyl ether could be considered but it has not 
yet been used because like most organic substances, it decomposes gradually at 
high temperatures. Aluminium bromide is a possibility and yet to be considered. 

As at pressure of 12 bar, the saturation temperatures for water, aluminium 
bromide, and mercury are 187°C, 482.5°C and 560°C, respectively. The 
highest cyclic temperature consistent with the best available material for use in 
power plant is about 560°C. Therefore, mercury is a better working fluid in the 
high temperature range because at 560°C, its vaporization pressure 15 relatively 
low. Its critical pressure and temperature are 1080 bar and 1460 °C, 
respectively. 

But in the low temperature range, mercury is unsuitable because its saturation 
pressure becomes exceedingly low, and it would be impractical to maintain such 
a high vacuum in the condenser. At 30 °C, the saturation pressure of mercury 15 
only 2.7 x 10 сті Ig. Its specific volume at such a low pressure is very large, and 
it would be difficult to accommodate such a large volume flow. 

For this reason, to take advantage of the beneficial features of mercury in the 
high temperature range and to get rid of its deleterious effects ın the low 
temperature range, mercury vapour leaving the mercury turbine is condensed at 
a higher temperature and pressure, and the heat released during the condensation 
of mercury is utilized in evaporating water to form steam to operate on a 
conventional turbine. 

Thus, in the binary (or two fluid) cycle, two cycles with different working 
fluids are coupled in series, the heat rejected by one being utilized in the other. 

The flow diagram of mercury-steam binary cycle and the corresponding T-s 
diagram are given in Figs 3.2 and 3.3 respectively. The mercury cycle a-b-c-d 
is a simple Rankine cycle using saturated vapour. The heat rejected by mercury 
during condensation (process б—с) is transferred to boil water and form 
saturated vapour (process 5-6). The saturated vapour is heated from the external 
source (furnace) in the superheater (process 6-1). Superheated steam expands 
in the turbine and is then condensed. The condensate is then pumped to the 
economiser where it is heated till it becomes saturated liquid by the outgoing 
flue gases (process 4-5). The saturated liquid then goes to the mercury 
condenser-steam boiler, where the latent heat is absorbed. In an actual plant, 
the steam cycle is always a regenerative cycle with feedwater heating, but for 
the sake of simplicity, this complication has been omitted. 

Let m represent the flow rate of mercury in the mercury cycle per kg of 
steam circulating in the steam cycle. Then, for 1 kg of steam, 
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Fig. 3.2 Flow diagram of mercury-steam binary cycle 


Fig. 3.3 T-s diagram of mercury-steam binary cycle 


and steam rate (s.s.c) = v kek Wh 


Г Р 
The energy balance of the mercury condenser-steam boiler gives 


тд = й) = (lg — Ag) 
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т = безеу kg Hg/kg H,O (3.2) 
It = h 
To vaporize one kg of water, 7 to 8 kg of mercury must condense. 

The mercury-steam cycle first proposed by Emmet in 1925 [1] was in actual 
commercial use for more than four decades. A series of such plants were 
developed by the General Electric of the USA in the forties culminating in the 
installation of the Schiller 40 MW plant at Portsmouth. New Hampshire, which 
went on load in 1950. The thermal efficiencies of these plants are high (above 
50%) and mercury makes up the necessary thermodynamic constraints. 
However, such plants have never attained wide commercial acceptance 
because there has always been the possibility of improving steam cycles by 
increasing pressure and temperature, and by using reheat and regeneration. Over 
and above, mercury is expensive, limited in supply and highly toxic. Because of 
the low latent heat of mercury, high mercury flow rates (about & times the steam 
flow rate) are needed. Special precautions are necessary to prevent leakage of 
mercury. Thus, the capital costs are high. Although the New Hampshire plant 
has now been dismantled due to higher overall cost per unit of electricity 
generated, it was the first major combined cycle plant and represented a great 
engineering achievement. 


3.4] COUPLED CYCLES 


The mercury steam cycle represents the two-fluid cycles where two Rankine 
cycles have been coupled in series. The mercury cycle is called the topping 
cycle and the steam cycle is called the bottoming cycle. If a sulphur dioxide 
cycle is added to it in the low temperature range, so that the heat released during 
the condensation of steam is utilized in forming sulphur dioxide vapour which 
expands in another turbine, then the mercury-steam-sulphur dioxide cycle is a 
ihree fluid or tertiary cycle. Similarly, other liquid metals, apart from mercury, 
like sodium or potassium, may be considered for a working fluid in the topping 
cycle. Apart from 50., other refrigerants (ammonia, freons etc.) may be 
considered as working fluids for the bottoming cycle. Figure 3.4 shows a 
sodium-mercury-steam tertiary cycle on 7—s coordinates, having thus three 
cycles coupled in series. 


3.4.1 Thermodynamics of Rankine-Rankine 
Coupled Cycles 


If two Rankine cycles with two different working fluids are coupled in series, 
the heat lost by one is absorbed by the other (Fig. 3.5), as in the mercury-steam 
binary cycle. Let 1, and 1, be the efficiencies of the topping and bottom cycles, 
respectively, and 7] be the overall efficiency of the combined cycle. 
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Fig. 3.4 Sodium-mercury-steam tertiary cycle 
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For n cycles coupled in series, the overall efficiency would be given by 
I-2-7(1-79)9( — 75) .. il - A) 
т 
Or | n= Hl a (3.5) 
[B 


^. Total loss = product of losses in all the cycles in series 
For two-cycles coupled in series, from Eq. (3.3), 
n= lll nj Ah + Mn 

= n= + Th TU (9) 
Thus, the overall efficiency of two cycles coupled in series equals the sum of 
the individual efficiencies minus their product. 

By combining two cycles in series, even if individual efficiencies are low, it 
is possible to achieve a fairly high combined efficiency, which cannot be 
attained by a single cycle. For example, if 7, = 0.50 and 7, = 0.40, 


w= 0.5 +0.4 = 0,5 x 0.4 = 0.70 


It is almost impossible to achieve such a high efficiency in a single cycle. 
For sodium—mercury—steam tertiary cycle, if 77; = 0.5. 7; = 0.4 and г, = 0.4, 
from Eq. (3.3), 
ge 1-01 mO- m)(l— n) = 1 — 0.5 x 0.6 x 0.6 = 0.82 


Of course, there are other losses which have not been considered. 

There is thus great scope of improving cycle efficiency and achieving fuel 
economy using multifluid coupled cycles and utilizing the favourable 
characteristics of the working fluids in different temperature ranges for bulk 
power generation. 


3.5 | COMBINED CYCLE PLANTS 


The maximum steam temperature in a power cycle does not exceed 600 °C, 
although the temperature in a dry bottom pulverized coal furnace is about 
1300 °С. Therefore, there is a great thermal irreversibility and a decrease of 
availability because of heat transfer from combustion gases to steam through 
such a large temperature difference. By superposing a high temperature power 
plant as a topping unit to the steam plant, a higher energy conversion efficiency 
from fuel to electricity can be achieved, since the combined plant operates 
through a higher temperature range. Combined plants may be of the following 
types: 

(1) Gas turbine-steam turbine plant 

ü) MHD-steam plant 

(11) Thermionic-steam plant 

(iv) Thermoelectric-steam plant 
MHD-steam, thermionic-steam and thermoelectric-steam power plants have 
been discussed in Chapter 13. 
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GAS TURBINE—STEAM TURBINE POWER 


2 PLANT 


The air standard cycle for a gas turbine power plant is the Brayton cycle which, 
like Rankine cycle, also consists of two reversible adiabatics and two reversible 
isobars, but unlike Rankine cycle the working fluid does not undergo phase 
change. The efficiency of the cycle is given by, 


| 
N Brayton 7 l EL (3.7) 
р 


where r, is the pressure ratio and 7 is the specific heat ratio, 

A gas turbine plant can be either open or closed. Simple, open gas turbine 
plant is shown in Fig. 3.6, Since the product of combustion 1s the working fluid 
which produces power by doing work on the blades of the gas turbine, it is an 
internal combustion plant. However, unlike the reciprocating internal 
combustion engine, the gas turbine is a steady flow device and the blades are 
always subjected to the highest gas temperature. To limit the maximum gas 
temperature to about 1200 K at inlet to the turbine consistent with the material 
used, a high air-fuel ratio is used. The disadvantages of a gas turbine power 
plant in a utility system are the following: 


Fuel 


Exhaust (4) 


Air С = Compressor pases 
GT = Gas turbine 
CC = Combustion chamber 5 
(a) (b) 


Fig. 3.6 Open cycle gas turbine plant 


1. Large compressor work input, since the power required to drive the 
compressor is considerably higher than that required by a pump for the 
same pressure rise. The compressor thus consumes a large part of the 
work produced by the turbine. 

2. Large exhaust loss, since the exhaust gas temperature is quite high and 
also the mass flow rate of gas is large due to high air-fuel ratio used. 

3. Machine inefficiencies, since with the decrease in compressor efficiency 
(Т) the work input to the compressor increases and with the decrease in 
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turbine efficiency (Пт) the work output from the turbine decreases. At 
certain values of 1}, and Пт, a situation may arise when the compressor 
consumes more power than what the turbine develops. So, the machine 
efficiencies of the compressor and the turbine have to be high enough to 
yield justifiable net work output. 
4. Low cycle efficiency, due to the large exhaust loss, large compressor 
work and machine inefficiencies. 
5. Costly fuel, since the cost of kerosene and other fuels used is much 
higher than that of coal. Its availability is also not always guaranteed, 
Due to the above factors, the cost of power generated by a stationary gas 
turbine plant for a utility system is high. However, a gas turbine plant offers 
certain advantages also, as given below: 
1. Less installation cost 
2. Less installation time 
3. Quick starting and stopping 
4. Fast response to load changes 
So, a gas turbine plant is often used as a peaking unit for certain hours of the 
day when the energy demand is high. A large steam plant designed to meet peak 
loads would operate at an uneconomical load factor during most of the year. 
To overcome its low cycle efficiency, a gas turbine may be used in 
conjunction with a steam turbine plant in an utility base load station, to offer the 
utilities the gas turbine advantages of quick starting and stopping and permit 
flexible operation of the combined plant over a wide range of loads. 


3.6.1 Thermodynamics of Brayton-Rankine 
Combined Cycle Plant 


Let us consider two cyclic power plants coupled in series, the topping plant 
operating on Brayton cycle and the bottoming one operating on Rankine cycle 
(Fig. 3.7). Helium gas may be the working fluid in the topping plant and water 
in the bottoming plant. As shown in Section 3.4.1, the overall efficiency of the 
combined plant is given by Eq. (3.6) 


N= 0 * - hh 
where 7, and m- are the thermal efficiencies of the Brayton cycle and the 
Rankine cycle, respectively. 


1. Heat loss between two plants in series In the previous 
section, it was assumed that all the heat rejected bv the topping plant is absorbed 
by the bottoming one. However, there is always some heat loss and the heat 
absorbed is always less than the heat rejected. 

Let О, be the heat loss between the two plants (Fig. 3.8). The overall plant 
efficiency is 


W, +, 


О 
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Wy = Wy – Wp 


Brayton 
cycle 


Н He 
Now, m= =, D=, 
о О, 
О = 0. - Ор =A т) О 
Therefore, 
y= Th TS О, M T h 


[(1— m)- QU/Q] 

-n*rm-"m-7mchx (38) 

where x, is the fraction of the heat supplied 

which is lost (0/0). The overall efficiency 
can also be expressed in a different way. The Fig. 3.8 Heat loss in 
ratio of Q,/Q, is the efficiency of the boiler in between two 

the bottoming plant, so that plants in series 
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n = ==> z | =- == 
"о Q 
Wi +H- П 2 
Now, y= а an + an enn De 


= п + Mel] = A= n + Me MN 
= ду + Gs — hys 
where (1],); = Mg 77; 15 the overall efficiency of the bottoming plant. 
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(3.9) 


2. Two eyclic plants operating in parallel Let us consider two 
cyclic plants operating in parallel, one on Brayton cycle and the other on 
Rankine cycle (Fig. 3.9). The total heat supplied Q, is divided between the two 
plants О. and Q,, so that x, = 0/0 = Q3/(Q;+ Q4) is the fraction of the total 
heat taken by the plant operating on Brayton cycle. The net works done by the 


two plants are 
И’, = nd; and у= 120s 
The overall efficiency of the combined plant is 


_ + Е М +, m +120. 


о О, +0, О, +O, 


Fig. 3.9 Two cyclic plants operating in parallel 


= mx, + Mall — xj) 
= Hy 05 TG 
= Ma tx = 12) 
If х. = С апа 1-х = ©: 
0, +0, 0. + Q, 
then = ntl X) + Ty Aa 


= Fy — хь + Mir 


= тх — M2) 


(3.10) 


(3.11) 
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fr, > Ny then from Eq. (3.10), 7 > 45, but from Eq. (3.11), 7 € 1. 
Therefore, 7] lies between 1], and 1a. There is, thus, no advantage to the parallel 
system. Ifthe cyclic plant | operating on Brayton cycle could absorb more heat, 
say, equal to (О. + 0}, then it would be advantageous to use that plant alone. 


3. Series-parallel plants with two cyclic plants in series 
having supplementary firing Let the fraction of the total heat 
supplied that is used for supplementary heating (Fig. 3.10) be 


‚= & so that ge ИЕ: M 
a Q*Q, 
abs P=»  Q-ü-n)Q.  W,-mO; 


Therefore, the overall plant efficiency is given by 


WW _ 10, +10, 
Q, ©, + Q 

О, +0; 

= mil — x5) n, == 

| O, +0, 


О 
= 1101-х) + Е +(i-n) о | 


i 
= m(l-x)*mlx + (1 ~ mt -2x9)] 
= M +M- Л ХУТ (| — 5) (3.12) 
Therefore, the overall efficiency of a series—parallel plant is less than that of 
two coupled cycles in series since the last term in Eq. (3.12) is positive. In 


absence of supplementary heating, i.e. when x; = 0, the overall efficiency 
reduces to that of an ideal series plant. 


4. Series-parallel plants with two plants in series having 
supplementary heat supply and heat loss in between the 
two plants Let x, and x, be the fractions of heat supply (Qj) which 
represent supplementary heat supply (Q,) and heat loss to the surroundings 
(Qi ), respectively (Fig. 3.10). 


лаа ES "NC „_ 
"1^0 О. + 0, La arg "| О, И, = mes 


F = 50. Ort. О,=(1—х„)(1—1))0О, 


50, the overall effictency of the combined plant becomes 


_ М + W А _ МС tn. 
О h + 0, 


= mil -x,) +n, BESS 
© +0, 
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Fig. 3.10 Brayton/ Rankine cyclic plants with supplementary 
heating 


= (Бие 
= (1) I et | 
i 2 0, +0, 1. 
= ml — x2) + mix + (1 — CL — x2) ~ x] 
= + Ay — Ms — XN — 501 — na) 
If X; = 0, П= Пт + 1 0 хр 
which is the same as Ед. (3.8) derived earlier. It can also be expressed in a 
different way by defining the boiler efficiency 
M= eres 44 _ 
о. + Q ©; +@ © +6 -@ +06 


(3.13) 
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= HERDER lee 
X + {l= xl =) 
or хү = (1 = fn) [xy + (1 = x4) (1 = nl (3.14) 


Therefore, from Eq. (3.13) the overall plant efficiency of the combined plant 
becomes 


n 0 75-70-10 — Ne) [xs * (1 x9 (1 — 0] — Пр - 75) 
= m(-—2x3 + (По) [xi * И —26 0 — 0] (3.15) 


where (115). = 16175 is the overall efficiency of the bottom cycle. In absence of 
supplementary heating, x; = 0 and 


n= т + od (d - M= m + (s - mil 
which 1s the same as Eq. (3.9) derived earlier. 


3.6.2 Effect of Supplementary Heating on the 
Overall Efficiency of the Combined Gas 
Turbine-Steam Turbine Power Plant 


Some thermodynamic concepts of different arrangements of combined cycles 
have been discussed above. We would now consider a practical gas turbine- 
steam turbine (GT-ST} power plant where the exhaust from the gas turbine is 
utilized to generate steam and operate a conventional steam power plant. We 
will examine how the supplementary heating, 1.е. burning additional fuel into 
the oxygen rich exhaust of the gas turbine, affects the overall efficiency of the 
combined plant. 

Fuel is burnt partially first in the combustion chamber (CC) of the gas 
turbine plant (Q,) and then heat recovery steam generator (HRSG) (Q.). If the 
net work outputs of the GT and the ST plants be И, and Ж, respectively, and 
ij, and rj, are their corresponding efficiencies, then the overall efficiency is 


= Е + nl — 030 + 
Q + 0, Q tQ 
Now, 
du. i E 9; dn; 
a оаа прод] 
- ime + 7210 — п), + ОН 
dn; dn, 
1— + + 
ER ELTERN TERN 

O + Q, (о + Q.Y 


Additional firing of fuel in the HRSG improves the overall efficiency if 


dn/dg, > 0, 
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2 on = TQ +12 [@ - п) 0, + ©,] 
ao c (О, +0) 


Since the right hand € is the overall efficiency of the plant, 


or (0-000) + Oo} 


tQ — m) +95} — on > (П- Na) 


Now, the left hand expression inside the bracket represents the total heat input 
to the HRSG, which is equal to W‚/n,, and the inequality becomes 


W, dn, 
n, 90, 
ог Ihm „п-т (3.16) 


dQ, ША 
With additional firing of the fuel in the HRSG, the power output of the steam 
cycle (F), as well as its efficiency (1];) increase and so the increase in the 
overall efficiency diminishes. This was also confirmed in Section 3.6.1 for a 
coupled Brayton-Rankine cycle plant, Therefore, supplementary firing is 
becoming less and less attractive. Generally it is more profitable to burn the fuel 
in the combustor of the gas turbine plant itself since the heat is supplied to the 
system at a temperature higher than that in the steam cycle. 
For the compression process of air, (Fig. 3.11), 


iy -IWY 
Ee) where y = 1.4 
[A Pi 

For the expansion of combustion gases in the gas turbine 


> (1 — Ts) 


T (y - INF 

— = (22) where у= 1.3 (may be assumed) 

1, P 

W, = (War = Ws [egg (T. = Ta) ~ e (7 Т) (3.17) 


neglecting the mass of fuel (for a high air-fuel ratio), and w, being the mass 
flow of air. 

Wer = wall, = Ay) (3.18) 
where w, is the steam flow rate, 
By energy balance, 


мас, (T, — Тр = walh — Ay) (3.19) 
Now, 
Qi = Wa Cog Ue — Ty + fe- 14) (3.20) 


and the overall efficiency is 


n= Wooo + Wer 
Q 


neglecting the pump work. 
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(b) 


Fig. 3.11 GT-ST combined plant with supplementary combustion 
of fuel 


As inlet temperatures to gas turbine keep increasing (due to the use of better 
material and blade cooling), the importance of supplementary firing diminishes 
further. However, supplementary firing may provide increased operating and 
fuel flexibilities in CC plants, which may fall into the following two categories. 


1. Combined cycle plants with limited supplementary 
firing Supplementary firing raises the temperature of the exhaust gas to 800 
to 900 °C, Relatively high flue gas temperature raises the condition of steam 
(84 bar, 525 °C), thereby improving the efficiency of the steam cycle. 
Following is given an example (Kehlhoffer 1991): 
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Fuel : Natural gas 
GT output : 69.1 MW 
ST output : 78.3 MW 
Station service power : 2.1 MW 
Heat input to GT (LHV) : 230.0 MW 


Heat input to the supplementary firing unit (LHV) : 79.6 MW 
Efficiency of the GT cycle : 30.0% 
Energy in the exhausts : 159.3 MW 
Efficiency of the steam cycle : 32.9% 
Net efficiency of the plant : 46.9% 


2. CC plants with maximum supplementary firing 


Maximum supplementary firing refers to the maximum fuel that can be fired 
with the oxygen available in the GT exhaust. The steam cycle is conventional 
with reheat and regeneration. Hot GT exhaust is used as the combustion air. 
Regenerative air preheater is not required, However, a fresh air fan, which 
makes it possible to operate the steam plant even when the GT is not in 
operation, increases the availability of the unit. 

The use of large supplementary firing in CC systems with high GT inlet 
temperatures causes the efficiency to drop. For this reason, CC plants with 
maximum supplementary firing are only of minimal importance today, in 
comparison to simple CC installations. They have, however, two advantages: 
(a) Coal can be bumt in the steam generator as supplementary fuel, (b) It has 
very good part-load efficiency. 


3.6.3 Advantages of Combined Cycle Power 
Generation 


The worldwide demand for combined cycle power plants is growing 
dramatically, with some experts forecasting explosive growth over the next 
decade [2]. In its basic form, a gas turbine exhausting into a heat recovery steam 
generator (HRSG) that supplies steam to a steam turbine cycle is the most 
efficient system of generating electricity today. Thanks to defence and aircraft 
research and development programs, the gas turbine technology has forged 
ahead considerably during the last two decades with unit plant efficiencies of 30 
to 35%, comparable to the state-of-the-art fossil-fired power stations. The 
advantages of combined gas-steam cycles may be summarized as follows: 


1. High overall plant efficiency Efficiencies exceeding 50% can 
be attained. | 


2. Low investment costs Because 2/3 of the output is produced in a 
GT and only 1/3 in the simple ST, the investment costs required are 
approximately 30% less than those for a conventional steam power plant. 
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3. Small amount of water required The amount of cooling water 
required is only about 40 to 50% as much as for a steam plant. 


4. Great operating flexibility The simple steam cycle makes it 
possible to start-up and shut-down the plants quickly, which also affects 
efficiency in a positive direction (reducing start-up losses). 


5. Phased installation Because the gas turbines can go into operation 
much sooner than the steam plant, installation in stages is possible. The gas 
turbine plant can keep on generating power as the steam plant is under 
construction. This makes it possible to adjust the growth in demand for energy 
in a grid. Later, a coal gasification unit can be installed if there is too sharp an 
increase in the price of oil or gas. 


6. Simplicity of operation It is simpler to run than a conventional 
steam power plant. Moreover, because combined cycle plants are generally 
operated fully automatically, they are especially suitable for use where 
operating staff is less experienced. 


7. Low environmental impact Gas burning combined cycle (CC) 
plants in particular are ideally suitable for use in heavily populated regions 
because of their high efficiency and low emission levels of pollutants. In 
particular, very low NOx levels of clean CC plants are one of their most 
attractive features. Furthermore, gas-fired CC plants produce per kWh only 
40% of the CO, produced by a coal-fired plant [25]. 


8. Advantages for cogeneration of heat and electricity 


The good thermodynamic properties of CC plants are highly suitable for 
cogeneration of heat and electricity. Electrical yields of more than 40% are quite 
common in heating or industrial power plants with a back pressure turbine. 

Large output combined with high eycle efficiency, low emission level and 
low investment cost are the main attractive features ofthe CC power generation. 

By dividing the expansion process into two temperature ranges, 1100— 
550 °C in the gas turbine and 550°C to ambient temperature in the steam 
turbine, high overall efficiencies exceeding 50% are achieved. 


3.6.4 Dual Pressure Steam Cycle 


Rankine cycle is required to be split in order to decrease the irreversibility 
involved in the heat transfer between the hot exhaust gas source and the water! 
steam. Figure 3.12(a) shows a г, q diagram indicating heat flow from the flue 
gas to the water steam cycle. It can be seen that more heat can be extracted from 
the exhaust gas if the steam pressure is lower (p,). The integral fa — T/T) dg 
describes the maximum exergy, where the ratio T,/T is a measure of the exergy 
loss. In Fig. 3.12(b). 7,/T is plotted as a function of д. И is seen that at high 
steam pressure, the temperature difference or the irreversibility 15 reduced in the 
high temperature region (area C), and the losses are dominant in the low 
temperature region (area 4). At low steam pressure, the losses in the high 
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temperature range (area С) prevail. Thus, there is an optimum steam pressure 
when the sum of areas 4 + B + C is at a minimum, thus minimizing the exergy 
loss. 


— Low steam pressure 


500 А, — — High steam pressure 


= 


Temperature #, °C 
г 
© 


Temperature ratio л 


Low steam pressure 


= 


High steam pressure 


Q 0 
0 100 200 300 400 500 kl/kg О 100 200 300 400 500 kl/kg 
(a) Exhaust heat flow, g, kJ/kg (b) Exhaust heat flow, q, kJ/kg 


Fig. 3.12 Effect of live steam pressure on energy utilization and 
overall energy loss 


In Fig. 3.12(a), the temperature of the exhaust gases cools from d to a as the 
temperature of the water-steam rises from 4 to 1. The smallest temperature 
differences between the two streams occur at the “pinch points” x-5 and 2—1, 
sometimes called “the temperature approach”. Normally, the minimum allowable 
value of the temperature approach is 20 K (°C) for reasons of satisfactory 
control, more commonly 30 К. 

Figure 3.13 shows a schematic diagram of a dual pressure steam generator 
which is used to supply a two-stage steam turbine (HP and LP stages). There are 
two separate boilers, within the boiler casing, namely, the high pressure (HP) 
boiler which supplies the HP turbine, the exhaust steam from the HP stage of 
the turbine is then directed to the LP turbine. Steam from the low pressure (LP) 
boiler is directed to the LP stage of the turbine. Each boiler comprises the usual 
economiser, evaporator and superheater sections. Figure 3.13(c) is a repetition 
of Fig. 3.12(a) but is applied to a dual pressure steam cycle. By comparing 
Figs 3.12(a) and 3.13(c), it will be seen that the temperature difference between 
the gas side and steam side in the dual pressure cycle is considerably smaller 
than in the single pressure cycle. This gives the dual pressure cycle a 
considerable thermodynamic advantage since the smaller the temperature 
difference between the two streams for a given heat trasfer rate, the smaller the 
degree of irreversibility external to the steam cycle, hence the greater the 
amount of work which may be able to be produced. However, the smaller the 
mean temperature difference, the larger the amount of heat transfer surface that 
would be required to effect the heat transfer rate. 
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Fig. 3.13 Contd 


3.6.5 Example of GT-ST Combined Cycle Plant 


For simplicity, let us consider a modern gas turbine burning natural gas whose 
exhaust gases are used to raise steam, which 18 then used to drive a suitable 
turbine which drives an alternator. The relevant data for the gas turbine [6] is 
given in Table 3.1. 

If the fuel gas has a calorific value of 48 MJ/kg, the fuel-to-electricity 
efficiency of the gas turbine is about 3355. 

Figures 3.14.1(a) and 3.14.2(a) show the panoramic views of Doswell and 
Teesside combined cycle power plants, while Figs. 3.14.1(b) and 3.14.2(b) give 
the details of their respective steam generators (HRSG). 
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r — Heat transfer 


(с) 


(d) 


Fig. 3.13 Dual pressure steam cycle (a) HRSG, (b) H.P. and L.P. 
turbines, (c) T-q diagram, (d) T-s diagram 


Table 3.1 Basic parameters for gas turbine of combined cycle 
plant 


. Gas inlet temperature to turbine 1060 *C 


. Pressure ratio 10.7 
. Mass flow of air 495 kg/s 


. Mass flow of fuel/gas 9.2 kg/s 
. Gas outlet temperature from turbine 533 °C 


. Electrical power output 144 MW 
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Single pressure cycle (Fig. 3.12} Assuming с, of the exhaust gases 
from the gas turbine to be 1.114 kJ/kg К and that the gases are cooled to 107 °C 
(to give a sufficient working margin above dew point temperature), the 
allowable temperature drop of the exhaust gases is (553—107) or 446 K, and the 
rate of heat transfer from the exhaust gases to the steam generator. 


QO, = we (Г, - T;) = (495 + 9.2) x 1.114 x 446 = 25] KW 


Assuming a temperature approach (at pinch point) as 20 K, the temperature 
of the emerging steam at point 1 is thus limited to 553-20 = 533°C. The 
problem then is to estimate the largest pressure and mass flow rate of steam 
which gives a sufficiently large temperature approach at the pinch point x — 5 
(Fig. 3.12(a)]. 

Now 


wt, — ha) = Wy сы (Та Ту (3.21) 


и (Йй — hg) = Wa ong > T,) (3.22) 

By trial-and-error estimation from the above two Eq. (3.21) and (3.22) and 

from steam properties, we find 7, = 522 °C. The feedwater temperature, 

Г; = 38°C, which shows that at a pressure as low as 5 bar the temperature 

approach, T, — Ts, is less than 20 К and the corresponding mass flow rate of 
steam is 74 kg/s, 


Dual pressure cycle The HP and LP steam(Fig.3.13) are to be 
calculated by trial-and-error as before, but with added complexity. The detailed 
treatment is given by Horlock [11]. Employing some regenerative feedheating, 
the steam conditions yielded are: 6.5 bar, 200 °C and a flow of about 13.5 kg/s 
for the LP boiler and 80 bar, 520 "C and a flow of about 66 kg/s for the HP 
boiler. 

Assuming a condenser pressure of 0.068 bar, the specific enthalpy drops in 
the HP and LP turbines are 670 and 570 kJ/kg, respectively. Therefore, the steam 
turbine power output 


W = (13.5 + 66) x 570 + 66 x 670 
= 45.3 + 44.2 = 89.5 MW 


Thus we have approximately equal power output from both LP and НР 
stages and sufficient for an alternator output of 85 MW. Since the heat input to 
steam plant from the gas turbine exhaust gases has been shown to be 251 MW, 
the thermal efficiency of the steam cycle is thus 89.5/25] = 0.357 or 35.7%. 

Since the power output of the gas turbine was about 144 MW, the output 
from the combined plant is about 144 + 85 = 229 MW electrical. If the calorific 
value of fuel is about 48 MJ/kg and the mass flow of fuel consumption is 
9.2 kg/s, the fuel-to-electricity efficiency of the combined plant is 229/ 
(9.2 х 48) = 0.496 or 49.6%. 
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Combined Cycle Power Generation 
3.6.6 Exergy Analysis of Combined Cycles 


The exergy of a system is the maximum work obtamable as the system comes to 
equilibrium with the surroundings (Bejan, 1992). The higher the value of 
exergy, more is the work obtainable from the system. The First Law of 
Thermodynamics makes only an energy balance of a system or a control 
volume. It does not make any distinction of different forms of energy, 
particularly between work and heat, or heat (internal energy) available at 
different temperatures. It is the Second Law which asserts that from engineering 
viewpoint, all forms of energy are not of the same quality. Energies of two 
systems may be quantitatively equal, but qualitatively they may be different. 
When steam is adiabatically throttled, its energy does not change, but its quality 
degrades. Exergy is a measure of energy quality and exergetic (or second law) 
efficiency is a measure of the perfectness of a thermal system. While energy of 
a system in any process remains constant, a part of its exergy is always 
destroyed. 

For dry solid fossil fuels the ratio ($) of chemical exergy £, to the net 
calorific value (NCV), with a mass ratio of oxvgen to carbon (o/c) less than 
0.667 1s given by Kotas, 1985, p.267. 


—s = д= 1.0437 + 0.1882 (4) + 0.0610 (2) + 0.0404 (2) (3.23) 
(МСУ), C € с 
where c, А, о and n are the mass fractions of carbon, hydrogen, oxygen and 
nitrogen, respectively. 
For solid fuels with the mass ratio 2.67 > o/c > 0.667, 


1.0438 + o1s82[® | а 0250941 + 0256 | + оз" 
дезе == == ee (3.24) 
1-030352) 
C 


For liquid fuels the effect of sulphur was included in the correlation 
h о 5 h 

ø= 1.0401 +0.1728| — | +0.0432| =| +0.2169| = | 1-2.0628| — |} (3.25) 
c е c © 


For gaseous fuels of a given composition, the chemical exergy can be calculated 
from 


о о 


En == Ah, + Т.А, + RT, is In Ze Ex, „А. (3.26) 
р, 


where the subscript refers to the components of the products of composition. 
Typical values of @ for some industrial fuels are given in Table 3.2. 
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= 
ome industrial fuels 


Table 3.2 Typical values of ø fors 


a 


: hs Mens: EST 
Coke 1.05 

Coal 1.06 - 1.10 

Wood 1.15 - 1.30 

Fuel oils and petrol 1.04 - 1.08 
Natural gas 1.04 + 0.5% 

Coal gas 1.00 + 1% 

Blast furnace gas 0.98 + 1% 
Hydrogen 0.985 

Carbon monoxide 0.973 


T 


1. 
2. 
3. 
4. 
5. 
6. 
Т. 
8. 
9. 


Now, for а chemically reactive system 
Е, = — Ag, = the change in the standard Gibbs function change (КУК mol) 
and Ah = (МСУ), = the change in the enthalpy of formation (kJ/k mol). Now, 
from Eq. (3.23) 


-AG 
= == 3.27 
тул (3.27) 
and АН, = — wp X (МСУ), (kW) (3.28) 


where wy is the fuel burning rate (kg/s). 
Therefore, А С, can be estimated. 


Again, 
AG, = åH,- TAS, 
7 ТАЗ, = rate of exergy loss in combustion or reaction 
= — мех (МСУ), + ø [wrx (NCV),] 
= wex (МСУ), (d— 1) (3.29) 


Various amounts of lost work or exergy loss due to irreversibility can be 
estimated for each component in the plant as given below. The combined cycle 
can be assumed as given in Fig. 3.15. 

Compressor: Rate of energy dissipation or irreversibility in the compressor, 


P somo = Wa Ta (82 7 5) 


comp 
=w, T, en In = - R, In 4 (3.30) 
[ Р\ 
т, (р (r- Diem.) | | | | 
where Т, = (2) ‚ 7. being the isentropic efficiency of the compressor. 


Combustor: The rate of energy dissi pation due to combustion, 
Той = In Sp h = (Sr X] (3.3 1) 
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Fig. 3.15 Combined GT-ST cycle for exergy analysis 
where (55), = (54); + (Sp; and the subscripts P, R, A and F represent products, 
reactants, air and fuel, respectively. 


^ Тоть = Тор); = (5р) + (Sp), = СА) (Ste 


Now, 
AS, = (Sp Jo — [Sp Jo + (Sa Jol 
Iva = Ty Ар) — (Sp Jol — (Sa h- Sa Jol + 45,3 


Т, Pi 
| Ту. Py 
= Wy Cp, nor — м, А, n2t as, } (3.32) 


D Po 


where T, А 5, is given in Eq. (3.29). 
Gas turbine: Rate of exergy loss in the gas turbine, 


lor = Wa T; (54 = 53) 


Т, Pa | 
=wT,|e — — R In — (3.33) 
E i P, n R; р, 
{Ү-1\г 
T, _ | #3 ү i : å . 
where т" x and 7), is the isentropic efficiency of the 
3 4 


gas turbine. 
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HRSG: Rate of exergy loss in the heat recovery steam generator, 


Jurse = Ta [wasse] + Wal sg sa)l 


= Т, E -5.) + [, mR 3 (3.34) 
4 4 


Exhaust loss: Rate of exergy loss due to exhaust flue gases. 


T 
To 
mm = | | 2 t do 


T. T 
UE F- 
=w ĉa Uc) n (3.35) 
Steam turbine: Rate of exergy loss in the steam turbine, 
der = WT, (Sp — Sa) (3.36) 
Condenser: Rate of exergy loss in the condenser, 
Г 
Геи = № Ta esp) + т О, +0, (3.37) 
2 


where Q; is the rate of heat rejection from the condenser at temperature 75, and 


О, is the rate of heat loss to the environment. 
Feed pump: Rate of exergy loss in the feedpump, 
Тєр = Wa Ty (54 — Fe) (3.38) 


Rate of exergy losses in the feedwater heaters, cooling towers and so on can 
similarly be estimated. Total rate of exergy losses in the plant, 


= damp * toons * ict + нас T Lexhanst 
+ ler + Joos + irp + (3.39) 
Total rate of exergy input = ~ AG, =- AH, x @ 
Total rate of power generation = Ист + Ист 
“. Total rate of exergy output (power output) + total rate of exergy loss 


= total rate of exergy input 
Exergetic or second law efficiency 


_ total rate of exergy output _ We, + WE (3.40) 


total rate of exergy input AG, 

The advantage of exergy analysis is that it provides the locations where the 
exergy losses or irreversibilities are more. Ways and means can then be 
explored, say, by thermodynamically optimizing the operating or geometrical 
parameters, во as to reduce these losses to the practical minimum values. 
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One example illustrating the method of using exergy analysis in such a plant 
has been given later (Example 3.4). It is seen that the maximum exergy loss 
occurs in the combustion of fuel. 


3.6.7 Choice of Gas Turbine 


Figure 3.16 shows that as the pressure ratio ғ, - 3 increases the efficiency 


P 
of the Brayton cycle increases, till the maximum or Carnot efficiency is reached, 
for which 


(а) (b) 


Fig. 3.16 Effect of pressure ratio on specific output and 
efficiency of Brayton cycle 


T yy -1) 


min 


where Т. х is the maximum practicable inlet temperature fixed by the material 
and Tmin 15 the ambient temperature. However, as r, increases, the turbine 
exhaust temperature (7T,) decreases, which will in turn decrease the output and 
efficiency of the bottoming steam cycle. 

Again, there is an optimum pressure ratio at which the net work output 


becomes a maximum (Nag, 1981), which is given by 


T y'!zr-n 
rop = 2.) (3.42) 
and ( ur" Jiii = En [( Гы” T Кат" Г (3.43) 


Due to economic considerations, present day gas turbines are generally 
optimized with respect to not efficieney but maximum power density. 
Fortunately, this optimum coincides fairly accurately with the optimum 
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efficiency of the combined cycle plant (r, = 10.5 to 12). As a result, most of 
today’s gas turbines are optimally suited for combined cycle installations. 

Gas turbines of a more complicated design, i.e. with intercooling in the 
compressor and reheating in the turbine, are less suitable for combined cycles. 
The gas turbine with the highest efficiency (with intercooling, reheating and 
regeneration) does not necessarily produce the best overall efficiency of the 
combined cycle plant. The turbine inlet temperature is a far more important 
factor. 

Gas turbines are standardized. One given machine is used even for widely 
different ambient conditions. The exhaust heat available for the steam cycle is 
thus a given quantity and the problem lies in its maximum conversion to 
mechanical energy. The exhaust gases cannot be cooled down below a certain 
temperature, the sulphuric acid dewpoint, to avoid low temperature corrosion, 


3.6.8 Choice of Steam Plant 


The simplest arrangement of a CC plant is a single-pressure system without any 
special equipment added (Fig. 3.17). The Figure shows that the exhaust gases of 
а 70 MW gas turbine are used to generate 35 kg/s steam at 34 bar, 475°C. The 
steam then drives a steam turbine with an output of 34 MW. Because of the 
good river-water cooling system the pressure in the condenser is 0.04 bar, 
resulting in a gross efficiency of 45%, The rest of fuel energy is removed in the 
condenser (28.3%), in the stack (25.2%) or is lost elsewhere (1.5%). The main 
technical data of the plant (Kehlhoffer, 1991) are given below: 


2,7 bar, 130 °C 
1.013 bar 
205 °C, 287 kg/s 


Eco 


38.8 bar, 248,6 "C 


37 bar, 480 °C 
34.9 kg/s 


68.6 MW 1.035 bar, 
525 °C, 288,5 kg/s 


по = 45% 


Air 
1.013 bar. 
15 °C, 283 kg/s 


Fig. 3.17 Combined cycle plant with single pressure steam cycle 
№ 


е 
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Gas turbine output 

Steam turbine output 

Station service power required 

Net power output of plant 

Thermal energy supplied (Diesel fuel) 
Efficiency of gas turbine plant 


Energy contained in exhaust gases 
Utilization rate for waste energy 
Efficiency of the steam cycle 

Gross efficiency of the plant 

Net efficiency of the plant 


The temperature profiles and the heat absorption rates are plotted in 
Fig. 3.18. 


Temperature, ^C 


0 50 100 150 MW 
Heat transfer, MW 


Fig. 3.18 Temperature profiles of exhaust gas and water-steam 
along with heat absorption rates 


Figures 3.19 and 3.20 show the energy flow and exergy flow diagrams, 
respectively. The heat removed in the condenser is only about half that of a 
conventional steam power plant ofthe same size. The cooling water requirement 
is also halved. 

A simplified flow diagram for a two-pressure stéam cycle system for fuels 
containing sulphur is shown in Fig. 3.21. Two-pressure or dual cycle steam 
plant reduces the thermal irreversibility in heat transfer from exhaust gas to 
steam. 
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30.1% 


25.2% 


28.3% 


Fig. 3.19 Energy flow diagram of the combined cycle plant with 
GT and ST together converting 45% of the input enerqy 


(Q,) into electricity 


38.8% 30.1% 


0.175 
14.9% 
6.9% 


6.2% 


1.4% 


Fig. 3.20 Exergy flow diagram of a typical combined cycle power 
plant 


In Fig. 3.19, the symbols used are being explained below: 
Q, = energy input 
V, = energy loss in condenser 
Г. = energy loss in stack 
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V, = energy loss due to radiation in HRSG 

V4 = energy loss in flue gas bypass 

V. = energy loss in generator and radiation, gas turbine 

Г, = energy loss in generator and radiation, steam turbine 
The symbols used in Fig. 3.20 are explained below: 

Е = exergy input 

V, = exergy loss in condenser 

Г, = exergy loss in stack 

Г, = exergy loss in HRSG 

V, = exergy loss in flue gas bypass 

V. = exergy loss in gas turbine 

F; = exergy loss in steam turbine 

E, = exergy supplied in the HRSG 


3.6.9 Coal-based Combined Cycle Plants 


Coal is a lower grade fuel compared to oil and natural gas, but reserves of it are 
very large and much effort has been devoted to developing clean coal 
technologies. Successful utilisation. of coals for combined cycle power 
generation has necessitated the development of firing systems whose products 
of combustion have 


vn 


131133,5 93 39,9 


Pr, = 106,2 MW 30'39, 9 


Fig. 3.21 A simplified flow diagram for a combined cycle 
plant with two-pressure steam cycle 
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(a) sufficiently low concentrations of particulates to reduce erosion and 
ensure a satisfactory life of the gas turbine. 

(b) sufficiently low concentrations of pollutant gases and particulates in the 
exhaust to satisfy environmental legislation relating to discharges from 
power plants. 


To reduce the concentration of particulates in products of combustion before 
entering the gas turbine, hot gas clean-up systems like multi-cyclones, ceramic 
filters and so on have been developed. For control of emission of oxides of 
sulphur and nitrogen, different techniques like low NO, burners, staged 
combustion, flue gas scrubbing, etc. are being put into use, 

Following are the two dominant coal-based technologies. 


1. Pressurized Fluidized Bed Combustion (PFBC) System, which may be 
either a bubbling fluidized bed or a circulating fluidized bed. 
2. Integrated Gasification Combined Cycle (IGCC). 


1. PFBC-based combined cycle Figure 3.22 shows a schematic of a 
system using a pressurized fluidized bed combustor (PF BC) to supply hot gas at 
elevated pressure to a gas turbine via a hot gas clean-up system. Coal and 
limestone are supplied to the pressurized combustor. The limestone used as the 
bed material absorbs sulphur (see Chapter 6). Cooling tubes immersed in the 
fluidized bed are used to generate steam which is supplied to the steam turbine. 
The combustion products leaving the combustor are passed through a clean-up 
system before being expanded in the gas turbine. The exhaust gases are then 
passed through a heat exchanger (economiser) which heats the feedwater before 
being discharged. 


Gas 


clean up Steam turbine 


Heat recovery 


Fig. 3.22 A PFBC combined cycle 
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Some typical data of a PFBC-based combined cycle plant (Pillai, 1991) is 


Steam conditions : 180 bar, 540 °C 

Combustor exit temperature : 850 °C 

Heat transfer from GT exhaust to steam plant i 10-15% of 
the total 


Ratio of GT power to ST power i - 0.25 
Net efficiency - 42-44% 
Combustor pressure i 10=16 bar 


The exit temperature of the exhaust gases may be estimated from (Nag, 
1995), 


1 
FH тт FL [ Aw (3.44) 


where 
Г. = gas temperature at inlet to the gas turbine. 
T, = gas exit temperature, 
Nr = isentropic efficiency of the gas expansion, 
г = pressure ratio of the expansion, and 
y= ratio of specific heats of gas. 


Taking y= 1.3, Ny = 0.85 and T, = 850 °C = 1123 К; for r = 10, Ty = 705 К 
(432 °C); and for г = 16, 7, = 646 К (373 °C). Thus, as the pressure ratio is 
raised, there is less energy available in the exhaust gases from the gas turbine as 
a result of which the output of the steam cycle decreases. The gas turbine 
efficiency 15, however, raised when the pressure ratio is increased. 

The temperature in the PFBC is limited to about 850 °C because this is the 
most favourable temperature of sulphur retention and is below the ash fusion 
temperature of most coals. 


2. Integrated gasification combined cycle (IGCC) Coal is 
gasified, either partially or wholly, and the synthetic gas produced after clean- 
up is burnt in the combustion chamber of the gas turbine. It is called an 
integrated gasification combined cycle (IGCC). The main features of the cycle 
are shown in Fig. 3.23. Coal and limestone are fed to a pressure vessel, the coal 
being gasified by oxygen and steam. The ash and limestone form a molten slag 
which is discharged and the synthetic gas produced is cooled. The use of air 
instead of oxygen produces a gas of lower calorific value. The exhaust gases 
from the GT raise steam in the HRSG. Several different forms of gasifier have 
been developed, e.g. Texaco, Shell, Dow, Lurgi and so on. The Texaco process 
has been used in the Cool Water demonstration plant in California as given in 
Table 3.3 (Plumley, 1985). 

The thermodynamic performance of an IGCC power plant studied by Nag 
and De (1998) shows that there is an optimum pressure ratio for the gas cycle at 
a given temperature ratio (7 ,/7,) for maximum overall cycle efficiency. 
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Fig. 3.23 Gasifer combined plant (IGCC) 


Table 3.3 Cool Water IGCC Plant 
Design operating conditions 


. Gasifier pressure 4.137 MN/m? 
Gasifier temperature 1200 °C = 1500 °C 

. HCV of syngas 9700-10,400 kJ/m? 

. Gas turbine power output 65 MW 

. Steam turbine inlet pressure 9,3 MN/m? 


Steam turbine inlet temperature 510°C 
Steam turbine output 55 MW 
. Coal supply 100 t/d 
. Gross efficiency 0.38 
. Net output 92 MW 
. Net heat rate 12,112 kJ/kWh 
. Net efficiency 0.297 


я? 


The system shown in Fig. 3.24 is known as the British Coal “Topping Cycle 
and it allows the gas turbine inlet temperature to be raised considerably higher 
than 850 °C by burning fuel gas produced by partial gasification of the coal. 
Char from the gasifier is burnt in the PFBC to raise hot gas and generate steam. 
A gas turbine inlet temperature of 1200 °C yields a significant increase in the 
efficiency of the combined cycle. The temperature of exhaust gases from the 
gas turbine can be estimated as before. 


For Г. = 1200 °С = 1473 К and r= 16, 


0,25 
1473 — T, = 0.85 x 1473 | i m | = 626 


or T= 847 К or 574°С. 
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Coal plus 


limestone (тав turbine 


Flue gas 
to stack 


Steam turbine 
Condenser 


Fig. 3.24 Outline of PFBC topping cycle (single shaft gas turbine) 


Compared with 373 °C as found earlier, for Г. = 800°C. The higher gas 
turbine exit temperature (574 ^C) allows more heat recovery from the exhaust 
gases and hence greater heat supply to the steam cycle. 

Figure 3.25 shows a circulating fluidized bed (CFB) being used for burning 
char and fines from the pressurized gasifier to generate steam. The low pressure 
turbine exhaust gases as well as the gases exiting the CFBC are used for raising 
steam in the clean gas boiler (Dawes et al, 1991). 


Gas turbine 
Flue gas 


to stack 
Air 


Coal plus 
limestone 
Limestone 


Ash Turbine exhaust gas 


Fig. 3.25 Outline of circulating fluidized bed combustion [CFEC] 
topping cycle 


An interesting development of the bottoming cycle is the one as proposed by 
Kalina (1994) in which a mixture of ammonia and water is used as the working 
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fluid. When the binary aqua-ammonia mixture is heated, the ammonia begins to 
boil first, since its boiling point is lower. As it boils off, the concentration of 
ammonia in the mixture decreases and the boiling point of the mixture increases, 
This leads to a better match for the temperature profiles of the exhaust of the 
topping GT plant and the boiling binary mixture їп the bottoming cycle, thus 
reducing thermal irreversibility, An exergy analysis of the Kalina cycle was made 
by Nag and Gupta (1998) to find the optimum ammonia concentration at the 
turbine inlet. 

Using the latest technology, future 500 MWe IGCC stations could be 
designed to operate with an efficiency of 46% (LHV). This is the result of 
optimal integration of ASEA Brown Boveri (Sweden) type 13E gas turbine with 
the Shell Coal Gasification Process (USA) and an elevated pressure air 
separation unit (for oxygen) from Air Products (USA) (Demkolec, 1990). 

Based on studies made by Westinghouse (USA), conceptual designs and 
planning for development of a direct coal-fired advanced combined cycle have 
been completed, which will burn unbeneficiated low-cost utility-grade coal and 
meet environmental standards, using a pressurized (14 bar) slagging combustor, 
hot gas clean-up and a modified gas turbine exhausting into a HRSG (Bannister 
et al., 1992). 

Just as combined cycles have already replaced steam cycles when noble 
fuels (1.e. natural gas or distillate oils) are utilized to generate electricity, they 
are likely ta become predominant also when coal is the fuel because integrated 
gasification into a combined cycle yields higher operating efficiency as well as 
the most environmentally benign conversion of coal to electricity. 


3.6.10 Steam Injection into Gas Turbine (STIG) 


Steam injection into gas turbines for power augmentation represents a combined 
Brayton and Rankine cycle in which steam generated in the HRSG by the 
exhaust gases from the gas turbine is injected into the combustion chamber of 
the gas turbine (Fig. 3.26). Conceptually, it is equivalent to a combined cycle 
except that the steam is expanded together with the gas in the same turbine 
instead of a separate steam turbine. 


Fuel Steam 


C—Compressor T— Turbine FP—Feed pump 
HRSG—-Heat recovery steam generator 
CC—Combustion chamber 


Fig. 3.26 Basic steam injection gas turbine (STIG) 
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One way to reduce NO, formation during combustion is by lowering the 
temperature of the flame, since the speed of reaction producing NO, isnoticeably 
rapid only at very high temperatures. Injecting water or steam into the combustor 
can produce the temperature reduction desired. However, it has been observed 
that there is a drop in temperature of more than 2% with steam injection and 
almost 5% with water injection (Kehlhoffer, 1991), The status of steam injected 
gas turbines (STIG) has been discussed by Tuzson (1992). A recent EPRI (USA) 
study reports that there is no special economic advantage of STIG (Finckh and 
Pfost, 1992), 


3.6.11 Repowering 


The conversion of older power plants into combined cycle units—known as 
repowering—is one interesting way to continue using at least parts of older steam 
power plants which have become uneconomical. In this procedure, the boilers 
are normally replaced with high output modern gas turbines and waste heat 
boilers. Steam turbines of older power stations with relatively low steam inlet 
pressure and temperature are well adapted for combined cycle operation. These 
20-25 years old steam turbines still have a considerable service life left, but 
their boilers are often ready for scrapping. 

Figures 3.27 and 3.28 show the example of a conventional steam turbine 
plant, before and after such a conversion (repowering). It was possible to reuse 
the following components: 
building 
steam turbine and generator 
condenser 
main cooling system 
main transformer 
high voltage equipment 


ош ьш bo 


Fig. 3.27 Steam Power plant before conversion to a combined 
cycle plant 


Power Plant Engineering 


1. Steam generator 5. Condensor 

2. Steam turbine 6. Feed pump 

3. Feedwater tank, deaerator 7. Condensate pump 
4, Low pressure preheater 


The following components were dısmantled: 


I, boiler 2. piping and fittings 
3. feedwater heaters 4. condensate pumps 
5. boiler feed pumps 6. control equipment 


The list may vary from one case to another. Feedwater preheating system for 
a CC plant is different in design from that for a conventional steam power plant 
because of thermodynamic considerations. In most cases, no extraction points 
are needed any more on the steam turbine (Fig. 3.28), which increases the power 
output from the turbine. 


1. Gas Turbine 9, Condenser 

2. Compressor 10. Steam bypass 

3. Flue gas bypass 11. Feedwater tank/deaerator 
4, Superheater 12. HP Feedwater pump 

5. Evaporator 13. Condensate pump 

6. Economizer 14. LP evaporator 

7. Drum 15. LP feedwater pump 

8. Steam turbine 1б. LP drum 


Table 3.4 shows the significant gain in efficiency that can be attained with 
repowering. The power output of the plant has actually been tripled. Since the 
design of the gas turbine is standardized, there are fixed limits on the amount of 
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steam that can be produced, and these do not necessarily lie close to the design 
values for the steam turbine. One advantage of supplementary firing in 
repowering 1$ the possibility of closely adapting the steam condition according 
to the requirement of the steam turbine. 


Table 3.4 Comparison of steam power plant before and after 
repowering to a combined cycle plant 


Before repowering After repowering 


Net output from power plant 102.2 MW 
Power output from ST 35.0 MW 


Power output from GT 68.4 MW 
Station service power 1.2 MW 
Heat input 228 MW 
Net efficiency 44.8% 


3.6.12 Combined Cycle Plants for Cogeneration 


Thermodynamic superiority of the combined cycle plant over a conventional 
power plant is even more pronounced in cogeneration plants than it is in plants 
used only to generate electricity, Whenever both electrical power and process 
steam are needed, it is thermodynamically and economically better to produce 
both products in a single plant. 

Figure 3.29 shows a combined cycle cogeneration plant where a back 
pressure steam turbine has been used. Table 3.5 gives the relevant operating 
data for such a plant (Kehlhoffer, 1991). 


‚ Waste heat boiler 

‚ Gas turbine 

. Steam user 

. Feedwater tank deacrator 

. Steam reducing valve 

. Supplementary firing 

‚ Flue gas bypass 

. Backpressure steam turbine 
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Fig. 3.29 Diagram af the principle of a combined-cycle plant used 
for cogeneration 
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The pressure of process steam and the power coefficient. defined as the ratio 
of electricity generated to the process heat supplied, are important for design. 
The higher is the pressure of process steam, the less is the electricity produced. 
If it is very high, the use of a steam turbine becomes questionable since the 
pressure difference is then too small. In that case, the steam process reduces to a 
waste heat boiler. 

Supplementary firing makes it possible to lower the power coefficient. 
However, this capability is limited because lowering it too much would reduce 
the thermodynamic advantage of the combined cycle plant. Combined cycle 
plants should be employed only where the power coefficient is high. 


Table 3.5 Operating data of a combined cycle cogeneration 
plant 


Gas turbine power output 69.1 MW 
Back pressure steam turbine output 44.7 MW 
Station service power 1.4 MW 
Net power output of the plant 112.4 MW 
Heat input to the gas turbine (LHV) 230.0 MW 
Heat input in supplementary firing (LHV) 79.6 MW 
Process steam flow 65.3 kg/s 
Process steam pressure 3.5 bar 
Thermal energy of process steam 152 MW 
Rate of fuel utilization 85.4% 


electricity generated 
process heat supplied 


Electrical yield 36.8% 
Efficiency of power production 79.9% 


0.74 


Power coefficient | 


An extraction or pass-but steam turbine offers considerable design and 
operating flexibility to achieve high power coefficients for combined cycle 
cogeneration plants for district heating, desalination of sea-water and so on. 


3.6.13 Environmental Impact 


Very efficient desulphurization and clean-up of the coal gas in the gas clean-up 
system in a combined cycle plant produce a very low environmental impact. 
Because of the low combustion temperature, only small amounts of NO, are 
formed. Due to the long residence time and low combustion temperature the 
amount of CO formed is not significant. The overall efficiency of a combined 
cycle plant is high and so the amount of CO, discharged into the atmosphere per 
unit mass of fuel burnt is less, thus mitigating the green-house effect, 


Combined Cycle Power Generation [143] 


3.6.14 Scope of GT-ST Combined Cycle 


Coal gasification combined cycle technology found niche markets in areas 
where coal is readily available. Several large scale [GCC plants are now being 
developed worldwide. Three similar PFBC facilities are now operating in Spain, 
Sweden and the USA (Collins, 1993). The Sweden plant commissioned in 1990 
delivers 135 MW to the electric grid and 225 MW to the district heating system. 

Of the 113 GW (i.e. 113,000 MW) new generating capacity to be installed in 
the USA during the 90s, it has been estimated that 51.9 GW will be combined 
cycle based facilities (Collins, 1993). 

A significant number of more than 3500 utilities of 20 GW capacity in the 
USA completing 30 years service would be candidates for repowering, where 
the aging steam generator is likely to be replaced by a gas turbine/generator and 
an HRSG (Collins, 1993). The giant combined cycle power station at 
Seoinchon, South Korea, commissioned in 1993 and fuelled by natural gas has 
a total electric generating capacity of 1887 MW and an efficiency exceeding 
55% which is the world’s top overall efficiency (Power, 1993). 

In India, natural gas-based combined cycle power plants under the NTPC 
are operating at (1) Auraiya (near Kanpur, 652 MW), (ii) Anta (Rajasthan, 430 
MW), (їп) Kawas (M.P., 650 MW), (iv) Dadri (near Delhi, 817 MW) and 
(v) Gandhar (Surat, 650 MW). 

The technology of combined cycle power generation: 

(a) is well validated, even as a base-load power station, 

(b) is more efficient compared to highly developed coal fired steam power 
plants, 

(c) has low levels of pollutant emission, 

(d) can be built quickly and relatively cheaply, and 

(е) can be profitably employed for repowering an old steam power plant. 

It bids fair to become the dominant technology for power production in the 
twenty-first century. 


BENE A mercury cycle is superposed on the steam cycle operating 
between the boiler outlet condition at 40 Баг, 400°C and the condenser 
temperature of 40°C. The heat released by mercury condensing at 0.2 bar is used 
to impart the latent heat of vaporization to the water in the steam cycle. Mercury 
enters the mercury «turbine. as -saturated vapour at 10 bar. Compute 
(a) kg of mercury circulated per kg of water, and (b) the efficiency of the combined 
cycle. 
The property values of saturated mercury are given below: 


pibar] | 1("C] hy h, 
(КЈУ kg) 


72.23 363.0 0.1478 0.5167 80.9 x 10^ 0.0333] 
38.35 336.55 0.0967 0.6385 77.4 x 10” 1.163 
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Solution With reference to Fig. E3.1 for the steam cycle, 


№, = 3213.6 kl/kg 
s, = 6.7690 kJ/kg K= s, = 0.5725 + x,(8.2570 — 0.5725) 
x; = 0.8064 


hy = 167.57 + 0.8064 x 2406.7 = 2074.8 kJ/kg 
A, = 167.57 kJ/kg 
hy = 167.57 + 40 x 100 x 1.008 x 107° = 171.6 kJ/kg 
h; = 1087.31, A, = 2801.4 kJ/kg 
For the mercury cycle, 
h, = 363 kJ/kg 
5, = 0.5167 kJ/kg К. = 5, = 0.0967 + x, (0.6385 — 0.0967) 
x, = 0.775] 
hy = 38.35 + 0.7751 (336.55 — 38.35) = 269.48 kJ/kg 
й. = 38.35 = hj 
Let m = mass of mercury circulated per kg of steam. Then, from energy 
balance, 


he -№ _ 2801.4 —1087.31 


"Th, 26948 — 38.35 


= 7.4159 kg Hg/kg H,O 
Ans. (а) 
О, = m(h, = Ag) + VS — hg) + ds = 4) 


= 7,4159(363 — 38.35) + (3213.6 — 2801.4) + (1087.31 — 171.6) 
= 3733.01 kJ/kg 
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О, = hy— hy = 2074,8 — 167.57 = 1907.23 kJ/kg 


Q 1907.23 
Я ambi =|- =| - = 0.489 ar, 48.9% Ans. 


Еггед In а cogeneration binary cycle, superheated steam enters the 
turbine with a mass flow rate of 5 kg/s at 40 bar, 440°C and expands isentropically 
to 1.5 bar. Half of the flow is extracted at 1.5 bar and used for industrial process 
heating. The remaining steam passes through a heat exchanger which serves as the 
boiler of the Refrigerant-12 cycle and the condenser for the steam cycle. The 
condensate leaves the heat exchanger as saturated liquid at | bar, where it is 
combined with the return flow from the industrial process at 60 °C and I bar, 
before being pumped isentropically to the steam generator. The Refrigerant-12 
cycle is an ideal Rankine cycle with refrigerant entering the turbine at 16 bar, 100 
*C and saturated liquid leaving the condenser at © bar. Determine (a) the rate of 
heat transfer in the steam generator, (b) the net power output of the binary cycle, 
(с) the rate of heat transfer to the industrial process. 


Solution For the steam cycle (Fig. E3.2), 
А, = 3307.1 kJ/kg, s, = 6.9041 kJ/kg К = s; 


„= 2570.8 kJ/kg, А; = 417.46 kJ/kg 
T, = 60°C, compressed liquid 
hig = А; (60) + v; (60) (p — p,.60*C) 
= 251.13 + (1.0172 x 107) (1 — 0.1994) x 100 = 251.2 kJ/kg 


40 bar 440 °C 


Fig. E3.2 


Energy balance for adiabatic mixing of the streams 3 and 6 gives 
ту, + тй, = (ть + ть) 
where ту = m, = 2.5 kg/s 
_ 2.5 x 417.46 +25 х 2512 


à г = 334.33 kJ/kg 
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Г. = 80°C, А = А + vps- ра) 

or Ai; = 334.33 + (1.0291 x 107) (40 — 1) 100 = 338,34 kJ/kg 
For the R-12 cycle, 
At 16 bar, 100 °C, A, = 241.58 kJ/kg 

5, = 0.7656 kJ/kg K = 5, 

hy = 229.43 kJ/kg 

h,— 71.93 kJ/kg 

h,7 71.93 + 0.7914 x 10? (16 — 9) 100 = 72.48 kJ/kg 

О, = rit, (hj hs) = 5(3307.1 — 338.34) = 14.844 KW 

Ans. (a) 


(Woe ream = Wre- Wri = 51(3307.1 — 2570.8) — (338.34 — 334.33)] = 3661 KW 


His (f — №) = mg 45 (h,— hy) 
2.5(2570.8 — 417.46) = mg 17 (241.58 — 72.48) 
SO Bg; = 3183 kg/s 
(ак 12 = rg -i2 КИ, — №) — (ham АО] 
= 31.83 [(241.58 - 229.43) — (72.48 — 71.93)| = 368.9 kW 
Total power output = 3661 + 368.9 = 4030 kW Ans. (b) 
For the industrial process, 
О = Трикев Utz — 16) = 2.5 (2570.8 — 251.2) = 5799 KW Ans. (c) 


Renee In а combined gas turbine-steam turbine power plant, the exhaust 
gas from the open cycle gas turbine 13 the supply gas to the steam generator of the 
steam cycle at which additional fuel is burned in the gas. The pressure ratio for the 
gas turbine is 7.5, the air inlet temperature is 15 °C and the maximum cycle 
temperature is 750°C, 

Combustion of additional fuel raises the gas temperature to 750 °С and the gas 
leaves the steam generator at 100°C. The steam is supplied to the turbine at 50 bar, 
600 °C and the condenser pressure is 0.1 bar. The total power output of the plant is 
200 MW. The calorific value of the fuel burned is 43.3 MJ/kg. Neglecting the 
effect of the mass flow rate of fuel on the air flow, determine (a) the flow rates of 
air and steam required, (b) the power outputs of the gas turbine and steam turbine, 
(с) the thermal efficiency of the combined plant, (d) the air fuel ratio. Take c, = 
1.11 kJ/kg К and y= 1.33 for combustion gases, and c, = 1.005 kJ/kg K and y= 1.4 
for air. Neglect pump work. 


Solution For the gas turbine cycle (Fig. E3.3) 
rlr 
Hi 2) = (7,5, 4 
Т Py 
T, = 288 x (7.57 = 512.165 К 
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Fuel 


Mal Air 


(6) 100° 
(Stack) 


VÆ 50 bar 
1,1 Баг 


Fig. E3.3 


ГУТ 
1023 
B = 620.52 К 


ES = 590307133 


P 
For the steam cycle, from Mollier chart, 
h, = 3670, №, = 2305, h, = hy = 192 kJ/kg 
(Ж gr^ т, Cp, (TT) т, Ср, (T; Т) 
= т, 1.11 (1023 - 620.52) — m, 1.005 (512.65 — 288) 
- 221.47 m, 
(Wer = т, (А, – Ay) = mh (3670 — 2305) = 1365 т, 
1365 m, + 221.47 m, = 200 x 10° (1) 
Now, tit, c, (Ts — Tg) = №, ha- ha) 
m, 1.11 (1023 — 373) = ri, (3670 — 192) 


т, 715 _ 62056 2 
т, ud e 


Substituting in Eq. (1), 
1365 x 0.2056 m, + 221.47 m, = 200 x 10° 
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200 x 10? 
z т, = 50026. = 398.34 kg/s 
т, = 0.2056 x 398,34 = 81.9 Ка Ans. (a) 
(Weer = 221.47 x 398.34 x 10? = 88.22 MW 
Hiper = 200 = 88.22 = 111.78 MW Ans. (b) 


О; = т, En Tt Ts T4) 
= 398.34 x:1.11[1023 — 512.165 + 1023 - 620.52] 
= 400.19 MW 


W. 200 


mel 


Pma = P TI 40019 
О, = rip X 43:3 x 10° kI/kg 
where m, is the fuel burning rate. 
тү Xx 43.3 x 105 = m, x1.11x 913.31 
т... 43300 54 


= 50% Ans. (с) 


—— = Ans. (d) 
m, 1013.77 
Amr The following data refer to a combined cycle power plant: 
Inlet condition of air to the compressor toI bar, 25 °C 
Pressure ratio of the compressor : 8 
Maximum gas temperature at inlet to the gas turbine : 900 °C 
Pressure drop in the combustion chamber 2. 390 
Efficiency of the compressor : 0.88 
Efficiency of the gas turbine : 0.88 
Calorific value of liquid octane (СУН |) used as fuel : 44.43 MJ/kg 
Specific heat of air >. E006 ККЕ К 
Specific heat of gas : 1148 ККЕ K 
Specific heat ratio of gas "1.333 
Specific heat ratio of air : 14 
Condition of steam at inlet to the steam turbine : 40 bar, 425 °C 
Condenser pressure : 0.04 bar 
Feed water temperature to the HRSG i 170.4°С 
Efficiency of the steam turbine 1. 0,82 
Pressure drop of gas in the HRSG |. 5 kPa 
Steam flow rate : 29.235 kg/s 


Assume = (АСАН) = 1.0401 + 0.1728 (4) 


c 
where (h/c) is the mass ratio of hydrogen to carbon in the fuel. 
(a) Determine the total power output and the overall efficiency of the combined 
cycle plant and estimate the “lost heat" coefficient x, . (b) Give an energy balance of 
the plant and estimate the exergetic efficiency. 
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0.04 bar 


Solution Gas turbine plant: 


p, = 1 Баг, p, = 8 bar, T, = 298 К, m, = 0.88 


(у= Пут) 
Т, = (2) i = ROMA 0,88) — 90225 _ 1 965 
Т P 


Г, = 298 х 1.965 = 586 К = 313 °C 
Combustor: 
Pressure loss = 0.03 x 8 = 0.24 bar 
p= 8 — 0.24 = 7,76 bar 
Let the flow rate of combustion gas be 1 kg/s and that of fuel f kg/s. 
*. The flow of air = (1 — f) kg/s 
Therefore, 


fxCF- Le (fy - Ty (fle, h- 71) 


fx 44,430 = 1 x 1.148 (900 — 25) - (1 —7) (1.006) (313 — 25) 
= 1004.5 — 289.7 (1— f) 
RL... = 0.0162 К 
441407 ^^ gis 
1— 0.9838 
Air fuel ratio = 1-7 _ 0.9838 = 


f 00162 
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Now, СЕН + 12.50, = 8CO, + 9H,O 
125 x 32 


Air fuel ratio for stoichiometric combustion = 02333 114 ^ 15.12 
60.73 — 15.12 
Excess air = — 7277277 = 3.02 ог 302% 
15.12 
Gas turbine: p, = | + 0.05 = 1.05 bar, Г, = 1173 К 
Су Пи /y (0.333 x 0% 1,333) 
Т (р 1.05 
= (7.39)? = 1.553 
1173 
68 = 482 °С 
T, 1553 755 К. = 482 °C 
This is the turbine exhaust gas temperature. 


HRSG: 
Let the pinch point temperature difference (7, — Г) be 30 °С, 


T= (Тиз bar = 250.4 °C 
. T, = 250.4 + 30 = 280 °C 
Now, from steam tables, й, = 3272 kJ/kg and A, = 1087 kJ/kg. Ву energy 
balance, 
Wa Cn, (74— Т5) = wt, — fi) 
1х 1.148(482 — 280) = (3272 — 1087.31) 
& w, = 0.106 kg/s 
The total heat transfer in the HRSG yields the stack temperature Tg. 
At 170.4 °C, A, = 721.1 kl/kg 
1.148 (482 Т.) = 0.106(3272 — 721) 
Г; = 247 °C 
Power output: 
A, = 3272 ККЕ 
5, = 6.853 kJ/kg = Syg = 0.4226 + x,, x 8.052 
хы = 0.7986 


hy, = 121.46 + 0.7986 x 2432,9 = 2064.37 
Neglecting pump work, the steam turbine output is 
Her = мА, – Аъ.) = 29.235(3272 — 2064.37) x 0.82 = 28,863 kW 


Mass flow rate of gas in gas turbine 


29.235 
= —— =275.8 kg 
"22 0106 ES 
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Air flow rate entering the compressor 
w, (1 —/)275.8 = 0.9838 x 275.8 = 271.3 kg/s 


Power output from the gas turbine 
War = 275.8 х 1.148(900 — 482) — 271.3 x 1.006(313 — 25) 


= 132,346.5 — 78,603.2 = 53,744 kW 
г. Total power output = Wer + Wor = 28,863 + 53,744 
= 82,607 kW Ans. 
Fuel mass flow rate, wp= 0.0162 x 275.8 = 4.466 kg/s 
The overall efficiency of the combined plant 
82,607 
T 4466 x 44,430 


Efficiency of the steam plant = fig = by = kde ed Med 


= 0.4163, or 41.63% Ans, 


Er 3272 - 721 
= 990.6 =O) 388 
2551 
53,744 
The effici f the GT plant = ————— ——— = 0.2709 
Е ELICIENCY o Е plan 4,466 x 44,430 


"Lost heat" coefficient in the exhaust stack 
Е 275.8 х 1148 (247 — 25) 
4.466 x 44,430 
From Eq. (3.8), the overall efficiency is 
No = M +- Пу — По 
= 0.271 + 0.388 —0.271 x 0.388 — 0.388 x 0.354 
= 0.659 — 0.105 — 0.137 = 0.417 


Thus, it is close to the value of 0.4163 obtained earlier. 
Exergy fluxes and irreversibilities: 


_ -AG, 


= 0.354 


^L 


Given = 1.0401 + 0.1728 ($) 


а c 


where (h/c) is the mass ratio of hydrogen to carbon in the fuel. 
18 x 1 
For octane (СН), w= 1.0401 + 0.1729 fa = 1.0725 
AH, = мух (CV), = 4.466 x 44,430 = 198,424 kW 
AG, = wx AH, = 1.0725 x 198,424 = 212,810 kW 


^ T, AS, = AG, — AH, = 212.810 — 198,424 = 14,386 kW 
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Various amounts of lost work or exergy destruction due to irreversibility: 
Compressor: Lost work or rate of energy dissipation or irreversibility 


„= w, Г. - 5) 


where $47 447 Cy In Б -R In P where R,= e (y — 1) I) 
"d Р Y 
- 10061, 313+273 _ 0.4 x L006 |. g 
298 1.4 


= 0.6795 — 0.5977 = 0.0818 kI/kg К 
e |. = 271.3 х 298 x 0.0818 = 6613 kW 
Combustor: Rate of energy dissipation or lost work in the combustor is 
Lomo = Ty [Sh — (Sal 


where (5), = (5, Ъ + ESN and the subscripts P.R.A and F represent products, 
reactants, air and fuel respectively. 


or Lamb = Ty [Sh -h + (5), ++ 
Now, AS, = (9, - [55 +S) 
ne Толь = RUH WS — (Sp), } + + {50h — (S4 + AS] 


| fas, n WR In? 2l- fus, TEIL 


ü 


= 275.8 x 298 | 1148 In EN Lm 7.76 
298 4 


298 35 
= 80,947 — 6672 + 14,386 = 88,661 kW 
Gas turbine: Rate of energy dissipation in the gas turbine or lost work, 


la = w, Л, (64 — 53) 


586 1.006 
— 271.4 x 298 LI — — zl 


T, 
where, $,-5, 7 c, ln = - R, In Ht 
3 Ру 
1148 105 
= — 1.148 In (1 553) № — 


7.76 
= — 0.5053 + 0.5740 = 0.0687 kJ/kg К 
[сл = 275.8 x 298(0.0687) = 5646 kW 


HRSG: Rate of energy dissipation or lost work in the heat recovery steam 
generator, 


bursa” Т„ AS = Tu (5, — я) + м (56 — 54)] 
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where 5—5. = 6.853 — 2.046 = 4,807 kJ/kg K 
I; Pi 
$6754, c, n#-Rin 
Won SN Т, R Pa 


Ш 
520 4 100 


= - 0.428 + 0.014 = - 0.414 kJ/kg К 
^ lags; = 298 x 29.235 x 4.807 — 275.8 x 298 x 0.414 
= 41,879 — 34,026 = 7853 kW 


Steam turbine: Rate of energy dissipation in the steam turbine or lost work 


Igy = w (5ь— 5T, 
Now, 8,7 6.853 kl/kg К, A, = 3272 kl/kg, A, = 2064,37 kJ/kg 
h, — h, = The (h, — hu) = 0.82 х 1207.63 = 990.26 kJ/kg 
hy = 2281.74 kJ/kg 
fy, = 121.46 + x, x 2432,9 = 2281.74 kJ/kg 


Я x, = 0.89 
= Sp = 0.4226 + 0.89 x 8.052 = 7.589 kJ/kg K 
E her = 29.235 (7.589 — 6.853) x 298 = 6412 kW 


Exhaust loss: Rate of exergy loss due to exhaust flue gases, 


Г 
Is f(i- «o = Ws Cn, %-тә-г; 21 


T 


= 275.8 x 1.148 [ — 25) — 298 In Е = 17,760 kW 


Exergy balance: 


Exergy input (kW) Power output (kW) Exergy losses (kW) 


-AG, = 212,810 War = 53,744 Compressor : 6613 
Wer = 28,863 Combustor : 88661 
Gas turbine : 55646 


HESG : 7853 
Steam turbine : 6412 
Exhaust gases : 17760 
Input = 212,810 kW Total output = 82607 kW Total losses = 1,32,945 kW 


Exergy output + exergy destruction = 82,607 + 132945 = 215,552 kW which is 
1.3% greater than the exergy input. 


82607 


= 0.388 EL 
212810 388 or 38.8% 


Exergetic or second law efficiency = 


154 Power Plant Engineering 


Belle For а mercury-steam-sulphur dioxide cycle, the heat rejected in the 
mercury cycle is given to the steam cycle and the heat rejected in the steam cycle is 
utilized in the SO, cycle. [f the efficiencies of the mercury, steam and SO, cycles 
are 0.5, 0.4 and 0.25, respectively, find the overall efficiency of the composite 
cycle. 

Solution For 3 cycles coupled in series the overall efficiency of the combined 
cycle is given by 


m= 1—(1— noU — 92) (1 — 7) 
= | — (1 — 0.50) (1 — 0.40) (1 — 0.25) 
=1-05x0.6x 0.75 
= 0.775 or 77.596 
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5 SHORT-ANSWER QUESTIONS 


3.1 What are the flaws of steam as the working fluid in a power cycle? 
3.2 Explain the characteristics of an ideal working fluid in a power cycle. 
3.3 What are the advantages of liquid metals as the working fluid in a topping 
cycle? 
3.4 What are the drawbacks of liquid metals as the working fluid in the low 
temperature region of power cycle? 
3.5 Why was the mercury-steam cycle abandoned commercially? 
3.6 What is a tertiary cycle? What are the probable working fluids in such a 
cycle? 
3.7 Show that the overall efficiency of a two-fluid coupled cycle is equal to the 
sum of the individual efficiencies of the two cycles minus their product. 
3.8 What are the merits of multifluid coupled cycles? 
3.9 What are the various types of combined cycle plants? What are the inherent 
advantages of a such a plant? 
3.10 Explain the drawbacks of a stationary gas turbine power plant for generation 
of electricity? 
3.11 What are the advantages of a stationary gas turbine fora utility system? 
3.12 What do you understand by a peaking unit? How does a gas turbine adapt to 
the need of a peaking unit? 
3.13 When there 15 heat loss between two cyclic plants coupled in series, how 15 
the overall efficiency of the plant affected? 
3.14 Show that when two cyclic plants operate in parallel, the overall efficiency 
lies between the efficiencies of these plants. 
3.15 Show that the overall efficiency of a series-parallel plant is less than that of 
two cycles coupled in series. 
3.16 Derive an expression for the overall efficiency of series-parallel plants with 
two plants in series having supplementary heat supply and heat loss in 
between the two plants. 
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3.17 Discuss the effect of supplementary heat supply on the overall efficiency of a 
combined cycle plant. 

3.18 What do you understand by limited supplementary firing and maximum 
supplementary firing in a combined cycle plant? 

3.19 Discuss the advantages of combined cycle power generation. Why is it so 
important in the present day energy scenario? 

3.20 Explain the dual-pressure steam cycle in a combined cycle plant. What is its 
thermodynamic advantage? 

3.21 What is the need of an exergy analysis for a combined plant? Give briefly an 
exergy analysis of a simple GT-ST combined plant. 

3.22 What do you understand by exergetic efficiency? 

3.23 Show that the optimum pressure ratio of a gas turbine plant for maximum 


specific work is 
20у -i)i 
| I- 
Ur pJopt = T. | 
miim 


3.24 Give the energy flow diagram (Sankey diagram) of a combined cycle plant. 

3.25 Give the exergy flow diagram (Grassmann diagram) of a combined cycle 
plant. How does it differ from the energy flow diagram? 

3.26 Explain the use of coal in a combined cycle plant, 

3.27 What is integrated gasification combined cycle? 

3.28 What is a gas-cleanup system? Why is it needed? 

3.29 What is a PFBC? Explain its operation. 

3.30 What is a PCFB? Explain its operation. 

3.31 What is a STIG? Explain its merits and demerits. 

3.32 What do you understand by repowering? Explain its importance. 

3.33 Give an example with sketches of a conventional steam power plant before 
and after repowering. 

3.34 How can a combined cycle plant be used for cogeneration? What is its 
thermodynamic advantage? 

3.35 What is power coefficient? How does it affect the performance of a 
cogeneration plant? 

3.36 What is the environmental impact of a combined cycle plant? 

3.37 Discuss the scope of GT-ST combined cycle plant in the coming decades. 
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3.1 А binary vapour cycle operates оп mercury and steam. Saturated mercury 
vapour at 4.5 bar is supplied to the mercury turbine, from which it exhausts 
at 0.04 bar. The mercury condenser generates saturated steam at 15 bar which 
is expanded in a steam turbine to 0.04 bar. (a) Find the overall efficiency of 
the cycle. (b) If 50,000 kg/h of steam flows through the steam turbine, what 
is the flow through the mercury turbine? (c) Assuming that all processes are 
reversible, what is the useful work done in the binary vapour cycle for the 
specified steam flow? (d) If the steam leaving the mercury condenser is 
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superheated to a temperature of 300 °C in a superheater located in the 
mercury boiler, and if the internal efficiencies of the mercury and steam 
turbines are 0,85 and 0.87, respectively, calculate the overall efficiency of 
the cycle. The properties of satursted mercury are given below: 


ра" t[*C) 


(К/ kg К] 


4.5 450 62.93 355.98 0.1352 0.5397 79.9 x 10° 
0.04 216.9 29.98 329.85 0.0808 0.6925 76.5 ° 10° 


[Ans. (a) 53%, (b) 59.35 x 10° kg/h, (c) 28.5 MW, (d) 46.2%] 


3.2 Show that the efficiency of Brayton cycle can be expressed as 


r —] 
| = ІС =r) 
(8 - Ine -(r- D) 


7l — 

where Ө= TT, = T. Tmin К = (ry) and r, = pressure ratio. 

Also, show that the optimum pressure ratio for maximum work output is 
given by 
(ry nm no ^ 

3.3 Inanelectric generating station, using a binary vapour cycle with mercury in 
the upper cycle and steam in the lower, the ratio of mercury flow to steam 
flow is 10: 1 on a mass basis. At an evaporation rate of 10,00,000 kg/h for 
the mercury, its specific enthalpy rises by 356 kJ/kg while passing through 
the boiler. Superheating steam in the boiler furnace adds 586 kJ to the steam 
specific enthalpy. Mercury gives up 251.2 kl/kg during condensation, and 
steam gives up 2003 kJ/kg in its condenser. The overall boiler efficiency is 
85%. The combined turbine mechanical and generator efficiencies are each 
95% for the mercury and steam units. The steam auxiliaries need 5% of the 
energy generated by the units. Find the overall efficiency of the plant. 

3.4 А sodium-mercury-steam cycle operates between 1000 °C and 40 °C, 
Sodium rejects heat at 670 °C to mercury. Mercury boils at 24,6 bar and 
rejects heat at 0.141 bar. Both sodium and mercury cycles are saturated. 
Steam is formed at 30 bar and is superheated in the sodium boiler to 350 °С. 
It rejects heat at 0.08 bar. Assume isentropic expansions, no heat losses, no 
regeneration and neglect pumping work. Find (a) the amounts of sodium and 
mercury used per kg of steam, (b) the heat added and rejected in the 
composite cycle per kg steam, (c) the total work done per kg steam, (d) the 
efficiency of the composite cycle, (e) the efficiency of the corresponding 
Carnot cycle, and (f) the worx, heat added, and efficiency of a supercritical 
steam (single fluid) cycle operating at 250 bar and between the same 
temperature limits. 

For mercury, at 24.6 bar, A, = 366.78 kJ/kg, s, = 0.48 kJ/kg К, and at 0.0141 
bar, ғ; = 0.09 and 5, = 0.64 kJ/kg К, А; = 36.01 and A, = 330.77 kJ/kg. 
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For sodium, at 1000 °C, A, = 4982.53 kJ/kg 
At turbine exhaust, й = 3914.85 kI/kg 
At 670 °C, Ay = 745.29 ККЕ 
For à supercritical steam cycle, the specific enthalpy and entropy at the 
turbine inlet may be computed by linear extrapolation from the steam tables. 
3.5 Ina combined gas turbine-steam turbine plant, the exhaust gas from the GT 
being the supply gas to the steam generator at which a further supply of fuel 
is burned in the gas. The pressure ratio for the GT is 8, the inlet air 
temperature is 15 °С and the maximum cycle temperature is 800 °С. 
Combustion in the steam generator raises the inlet temperature of the exhaust 
gas from the GT to 800 °C and the gas leaves the steam generator at 100°С. 
The condition of steam at ST inlet is 60 bar, 600 °С and the condenser 
pressure is 0.05 bar, Calculate the flow rates of air and steam required for the 
total power output of 190 MW and the overall efficiency of the combined 
plant. Assume ideal processes, What would be the overall air fuel ratio? Take 
Cp of combustion gases and air as 1.11 and 1.005 kJ/kg K, and yfor gases and 
air as 1.33 and 1.4, respectively. Neglect the effect of mass flow rate of fuel 
on the air flow. Take the calorific value of the fuel as 43.3 M/kg. 


Ans. 4.54, 0.54 and 39.6] 


3.6 A combined power plant consisting of a closed cycle GT unit (Brayton 

cycle), using air as the working fluid and a ST unit (Rankine cycle) is to be 
designed such that the heat rejected at the GT unit 15 to be utilized to produce 
steam at the generator for the ST. The air leaving the generator is at 200 °C 
and it is cooled to the compressor inlet temperature by a second cooler which 
rejects the heat to waste. 
Draw the flow and 7-s diagram of the plant and calculate on the basis of ideal 
cycles, neglecting the feed pump work of the Rankine cycle, (a) the mass 
flow rate of steam per kg/s of air flow, (b) the total power output per kg/s of 
air flow, and (c) the overall efficiency of the plant. Take c, of air as 1.005 КМ 
kg K and y= 1.4. The particulars of each cycle are as follows: 


GT cycle (Brayton) ST cycle (Rankine) 


Pressure (bar) 


Temperature (°C) 


[Ans. (a) 0.0762 kg/s, (b) 314.78 kJ/kg, (c) 49%] 


3.7 А combined cycle power plant has a total power output of 300 MW. The gas 
turbine operates with a pressure ratio of 10, air inlet temperature of 30 °C 
and the maximum gas temperature of 1000 °C. There is the provision for 
supplementary firing in which the combustion of additional fuel raises the 
gas temperature to 900 °С. The exhaust gas from the GT flows to a HRSG 
from which the gas leaves at 110 °C. In the hottoming steam plant the steam 
is supplied to the turbine at 80 bar, 500 °C and the condenser pressure is 0.1 
bar. The calorific value of fuel burned is 43.2 MJ/kg. Neglect the effect of 
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the mass flow rate of fuel on the air flow and take c, = 1.11 kJ/kg К and 
у= 1.33 for combustion gases and c, = 1.005 kJ/kg К and y= 1.4 for air. 
Neglect pump work. Determine (a) the flow rates of air and steam required, 
(b) the power outputs of the gas turbine and steam turbine, (c) the overall 
efficiency of the combined plant, and (d) the air-fuel ratio. Draw the flow 
and T-s diagrams. 
[4ns. (a) 442.62 kg/s, 121.056 kg/s, (b) 146.47 MW, 153.53 MW, 
(c) 53.5%, (d) 34.1] 
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The primary fuels which are burned to release heat and generate steam in boilers 
are the fossil fuels in the form of coal, fuel oil and natural gas, which represent 
the remains of plant and animal life that are preserved in the sedimentary rocks. 
Besides these, industrial wastes like blast furnace gas, coke oven gas, refinery 
gas, sugar factory refuse (bagasse), saw mill woad dust, rice husk, etc. are also 
used as boiler fuels, often to boost one of the primary fossil fuels. When more 
than one type of fuel is simultaneously burned to meet the total heating 
requirement, the boiler is said to have a combination firing. 


4.1] COAL 


Coal is the principal energy source, particularly in India because of its large 
deposits and availability. Coal originated from vegetable matter which grew 
millions of years ago. Trees and plants falling into water decayed and later 
produced peat bogs. Huge geological upheavals buried these bogs under layers 
of silt. Subterranean heat, soil pressure and movement of earth’s crust distilled 
off some of the bog’s motsture and hardened it to form brown coal or lignite. 
Continuing subterranean activity and metamorphosis produced higher grades 
of coal. According to geological order of formation, coal may be of the 
following types: (1) Peat, (2) Lignite, (3) Subbituminous, (4) Bituminous, (5) 
Subanthracite, and (6) Anthracite, with increasing percentages of carbon. After 
anthracite, graphite is formed. Anthracite contains more than 86% fixed carbon 
(in amorphous form) and less volatile matter. Volatile matter helps in the ignition 
of coal. So, it is often difficult to burn anthracite. Bituminous coal is the largest 
group containing 46-86% of fixed carbon and 20-40% of volatile matter. It can 
be low-volatile, medium-volatile and high-volatile. The lower the volatility, the 
higher the heating value. Lignite is the lowest grade of coal containing motsture 
as high as 30% and high volatile matter. According to ASTM (American Society 
of Testing and Materials), peat is not regarded as a rank of coal. Peat contains up 
to 90% moisture and is not attractive as a utility fuel. Rank carries the meaning 
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of degree of maturation (carbonisation) and is a measure of carbon content in 
coal. Lignite is considered to be low rank and anthracite to be high rank. 


4.2 | COAL ANALYSIS 


There are two types of coal analysis: proximate and ultimate, both done on a 
mass per cent basis. Both these types may be based on: (а) as-received basis, 
useful for combustion calculations, (b) dry or moisture free basis, (с) dry 
mineral-matter-free or combustible basis. 


4.2.1 Proximate Analysis 


The proximate analysis indicates the behaviour of coal when it is heated, When 
| g sample of coal is subjected to a temperature of about 105 °C for a period of 
| hour, the loss in weight of the sample gives the moisture content of the coal. 

When 1 g sample of coal is placed in a covered platinum crucible and heated 
to 950 °C and maintained at that temperature for about 7 min, there is a loss in 
weight due to the elimination of moisture and volatile matter. The latter may 
now be determined since moisture has been calculated from the previous test. 
Volatile matter consists of hydrogen and certain hydrogen-carbon compounds 
which can be removed from the coal simply by heating it. 

By subjecting | g sample of coal in an uncovered crucible to a temperature 
of about 720°C until the coal is completely burned, a constant weight is 
reached, which indicates that there is only ash remaining in the crucible. 
Complete combustion of coal is determined by repeated weighing of the sample. 

Fixed carbon is the difference between 100% and the sum of the percentages 
of moisture, ash and volatile matter. However, this difference does not represent 
all the carbon that was in the coal. Some of the carbon may have been in the 
form of hydrocarbons which may have been distilled off while determining the 
volatile matter. It is also possible that some of this fixed carbon may include 
sulphur, nitrogen and oxygen. So, the proximate analysis of coal gives 


FC + VM + M + A= 100% by mass (4.1) 


The amount of VM indicates whether the coal will burn with a short or long 
flame and whether it will tend to produce smoke. The more volatile the coal, the 
more it will smoke. 

Figure 4.1 shows the trend in moisture, violatile matter and fixed carbon 
when expressed on a dry ash-free basis. The general trend with increasing rank 
is an increase in the heating value and fixed carbon and a corresponding 
decrease in moisture and VM. This trend is so pronounced that a classification 
system based on the fuel ratio (ratio of fixed carbon to volatile matter) has been 
used as a rough indicator of a coal’s rank. 

Lower rank coals (lower fuel ratio) are characterised by a greater oxygen 
content, that aids ignition and enhances combustibility and flame stability. High 
combustibility improves carbon burnout (reduces carbon carryover) and hence 
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boiler efficiency and for pulverized coal-fired units, this allows the coal to be 
ground to a coarser size. Low rank coals (high moisture content) produce a 
"self-pulverization" of the coal particles during combustion. As the inherent 
moisture in the pore structure of the coal is heated and expands rapidly, its 
volume increases (as water flashes to steam at atmospheric pressure, the volume 
expansion is 1600 to 1), thus fragmenting the coal particles. This exposes more 
surface area for combustion. 


4.2.2 Ultimate Analysis 


The ultimate analysis gives the chemical elements that comprise the coal 
substance, together with ash and moisture. The coal substance consists of 
organic compounds of carbon, hydrogen, and oxygen derived from the original 
vegetable matter. The analysis shows the following components on mass basis: 
carbon (С), hydrogen (Н), oxygen (О), nitrogen (N), sulphur (5), moisture (М) 
and ash (A). Therefore, 


C+H+O+N+S+M+A = 100% by mass (4.2) 
The dry and ash free analysis on combustible basis is obtained on dividing С, Н, 
О,М and S by the fraction t E чта | 


4.2.3 Coal Properties 


There are certain properties of coal which are important in power plant 
applications. They are swelling index, grindability, weatherability, sulphur 
content, heating value and ash softening temperature. 


Swelling index Some types of coal during and after release of volatile 
matter become soft and pasty and form agglomerates. These are called caking 
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coal. In a fixed bed, such as a travelling grate stoker, the coal must not cake as it 
burns. The consequent agglomeration disturbs greatly the availability of air and 
so the coal does not completely burn yielding low combustion efficiency. Coal 
that does not cake is called free-burning coal. It breaks apart during combustion 
exposing large surface area to the air, thus enhancing the combustion process. 
Caking coals are used to produce coke by heating in a coke oven in the absence 
of air, with the volatile matter driven off. Coal devoid of volatile matter is called 
coke, which is largely needed in steel plants. A qualitative evaluation method, 
called the swelling index, has been devised to determine the extent of caking of 
a coal. A free-burning coal has a high value of swelling index, which indicates 
that it somewhat expands in volume during combustion. When modern 
pulverized coal burners are used, the swelling property of coal is, however, of 
less importance. 


Grindability  Grindability is often an important criterion for selecting a 
coal. This property of coal is measured by the standard grindability index, which 
is inversely proportional to the power required to grind the coal to a specified 
particle size for burning. Grindability of a standard coal 1s defined as 100. If the 
coal selected for use at a power plant has a grindability index of 50, it would 
require twice the grinding power of the standard coal to produce a specified 
particle size. 


Weatherability It is a measure of how well coal can be stockpiled for 
long periods of time without crumbling to pieces. Modern power plants 
normally stockpile 60 to 90 days’ supply of coal in a large pile near the power 
plant. The coal unloaded from wagons is packed in a long trapezoidal pile. 
Excessive crumbling or weathering of the coal due to climatic conditions may 
result in small particles of coal which can be dispersed by wind or rain. 


Sulphur content Sulphur content in coal is combustible and generates 
some energy by its oxidation to 50.. Sulphur dioxide is a major source of 
atmospheric pollution. Their is an environmental regulation on SO, emission. 
The operating cost of SO, removal equipment need be considered while 
selecting a coal with high sulphur content. 


Heating value The heating value or calorific value of coal is a property 
of fundamental importance. It may be determined on as-received, dry, or dry- 
and-ash-free basis. It 15 the heat transferred when the products of complete 
combustion of a sample of coal (or other fuel) are cooled to the initial 
temperature of air and fuel. It is normally determined in a standard test in a 
bomb calorimeter, where a coal sample of known mass is burnt with pure 
oxygen supply completely in a stainless steel bomb or vessel surrounded by a 
known mass of water, and the rise in water temperature 1s noted. Two different 
heating values are cited for coal. The higher heating value (HHV) assumes that 
the water vapour in the products condenses and thus includes the latent heat of 
vaporization of the water vapour formed by combustion. The lower heating 
value (LHV) assumes that the water vapour formed by combustion leaves as 
vapour itself. Therefore, 
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LHV = HHV —m, hg (4.3) 


where m,, is the mass of water vapour formed given by 
m,= M+9H+ у Wa (4.4) 


where M and Н are the mass fractions of moisture and hydrogen in the coal, 74 
is the specific humidity of atmospheric air and W, is the actual amount of air 
supplied per kg of coal. For energy balance and efficiency calculations of steam 
generators, HHV of fuel is considered in the USA, whereas LHV is the standard 
used in European practice. 

If the ultimate analysis is known, the HHV of anthracite and bituminous 
coals can be determined approximately by using Dulong and Petit formula as 
given below: 


HHV = 33.83 C + 144.45 (н = 2) + 9.385, in MJ/kg (4.5) 


where С, Н, О and $ are mass fractions of carbon, hydrogen, oxygen and 
sulphur in coal. Assuming the latent heat of vaporization Ay at the partial 
pressure of water vapour in the combustion products as 2.395 MJ/kg, the lower 
heating value of coal from Eq. (4.3) is given by 


LHV = HHV -2.395 m,, in MJ/kg (4.6) 
For lower-rank fuels, Eq. (4.5) usually underestimates the HHV, 


Ash softening temperature The ash softening temperature is the 
temperature at which the ash softens and becomes plastic. This is somewhat 
below the melting point of ash. The design of the steam generator greatly 
depends on the ash soflening temperature (a.s.t.) of the coal. If the furnace 
temperature is higher than the a.s.t., all the ash will melt and would come out of 
the furnace bottom continuously as molten slag. For a furnace that would 
discharge ash in the solid form, a high ash softening temperature would be 
required. A stoker furnace must use coal with a high a.s.t., otherwise clinkers 
would be formed. Clinkers, which are large masses of fused ash, cause troubles 
in discharge and also make combustion inefficient. 


Spontaneous combustion Combustion (oxidation) of coal can take 
place rapidly as in a furnace or slowly on a stockpile. If it takes place slowly, 
there is a degradation or loss of energy content and hence in the value of fuel. 
The factors which influence spontaneous combustion and which can lead to a 
big fire, are the following. 


(a) Rank of coal, low rank coals are more susceptible because of their higher 
porosity. 

(b) Amount of surface area exposed to air. 

(c) Ambient temperature, with high solar insolation aiding it. 

(d) Oxygen content of coal. 

(e) Free moisture in coal 

(f) Configuration of the coal stockpile: steep conical piles with coarse coal 
at the edges and fines near the top are more susceptible because they 
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promote natural convection (chimney effect) and good air flow through 
the pile to support combustion as it develops. 

To prevent spontaneous combustion, it is important to maintain a dry 
pile and compaction at regular intervals. 


4.3 | FUEL OIL 


Petroleum is believed to have been formed during past geological ages trom 
decayed marine life, both vegetable and animal. Dead marine animals and 
vegetable matter accumulated for millions of years ultimately got transformed 
into oil, mainly in sedimentary rocks, by pressure and heat. Oil deposits 
accumulated in the rocks and sands below the earth’s crust. Oil generally has a 
body of water below and pressurized natural gas above. Fairly thick and dense 
earth strata (caprock) cover most deposits preventing seepage (Fig. 4.1a). Oil 
wells drilled through this layer penetrate the deposits. The pressure forces the 
gas and oil to the surface. After the pressure has diminished, the oil must be 


pumped. 
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Fig. 4.1(a) An oil deposit 


Liquid fuels are an excellent energy source. They are easy to handle, easy to 
store and easy to burn. They have nearly constant heating values. They are 
primarily a mixture of hydrocarbon compounds, which may also contain 
nitrogen, oxygen and sulphur. The bulk of the hydrocarbons belong to the 
paraffin series, C,H, „2, like methane (CH,), ethane (C,H,), propane (C4H,) 
and butane (СН) which are gaseous, and pentane (C.H,.), hexane (СН |) 
and octane (C,H,,) which are liquid at STP, In addition, there can be 
isoparaffins, cycloparaffins and aromatic compounds. The proportion of various 
hydrocarbon groups varies widely with geographic location. The ultimate 
analysis of oil indicates the mass fractions of carbon, hydrogen, oxygen, 
nitrogen and sulphur. Regardless of the crude oil source, its composition is fairly 
uniform within close limits, as given below 


Carbon 83-87%, Hydrogen 11—16%, 
Oxygen + Nitrogen 0—7%, Sulphur 0-4% 


There can also be some moisture and sediment. 
Crude oil is seldom used as such. In the refining process it is distilled into a 
number of fractions. The lighter fractions (having lower boiling point) like 
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gasoline, aviation fuel, kerosene, light diesel oil, heavy diesel oil, lubrication oil 
and so on are principally transportation and machine fuels. The heavier fractions 
are used for boiler fuels and chemical production. 

The required physical properties of fuel oil are specific gravity, viscosity, 
pour point, flash point and heating value. The powr point is the lowest 
temperature at which the oil will flow under standard pressure conditions. The 
flash point is the minimum temperature at which the oil may be ignited. 


4.4 | NATURAL AND PETROLEUM GAS 


Natural gas was formed millions of years ago from decaying vegetable matter 
generally along with petroleum. Oil wells drilled into the geologic formation 
containing the gas and trapped oil release gas predominantly. In some fields, the 
natural gas is flared or burned at the wellhead because of lack of facilities to 
transport the gas. In regions close to the source, natural gas has been used as a 
power plant fuel. 

Transportation of natural gas is made through pipelines. In India there is the 
НВ] (Hazira-Bijaipur-Jagdishpur) pipeline which transports natural gas from 
Hazira in Gujarat to Jagdishpur in U.P. Natural gas is the cleanest of all fossil 
fuels. It is free from ash and mixes well with air to undergo complete 
combustion producing very little smoke. It consists of a mixture of the most 
volatile paraffins-methane to pentane. It has a high hydrogen content and 
produces a considerable amount of water vapour when burned. The heat of 
combustion varies from 33.5 to 40 M/m”. The specific gravity is 0.63 relative 
to air. 

since the major constituent of all natural gases is methane (critical 
temperature — 83 *C), cryogenic temperatures are required to maintain the gas 
as a liquid at moderate pressures (e.g. — 100 *C at 36 bar). Liquid natural gas 
(LNG) is transported by special tankers and stored in spherical pressure vessels 
to be used when needed, particularly during peak load. 

Compressed natural gas (CNG) is now being considered as the alternative 
fuel for automobiles. Liquid petroleum gas (LPG) refers to hydrocarbons, such 
as propane, propylene, butane, butylene and so on, which are liquefied under 
moderate pressures and at normal temperatures. It is used widely as domestic 
fuel and also to supplement natural gas flow. 


«5| EMULSION FIRING 


A suspension of a finely divided fluid in another 15 called an emulsion. An 
emulsion of water in heavy oil has been tried for boiler firing. When atomized, 
the drops of such an emulsion undergo microexplosions of the entrained water 
as they enter the hot combustion chamber. This causes additional atomization 
and enhances fuel surface-to-volume ratio. This promotes combustion, reduces 
carbon loss by way of soot etc. It also reduces excess air requirement and 
improves combustion efficiency, It can help conserve fuel oil. 
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4.6| COAL-OIL AND COAL-WATER MIXTURES 


Liquid fuels using mixtures of fine coal in oil have been known as colloidal fuel, 
eoal-in-oil and more recently, coal-oil mixtures (COM). This technology has 
been of interest since the late nineteenth century and tried on a limited scale 
since 1930, with promising results. In the fifties and sixties, oil and natural gas 
became progressively cheaper so that economic balance was shifted decidedly 
in favour of oil and gas—fired plants. After 1973, the price of oil and gas rose 
sufficiently and the interest in the use of COM was revived again. The main 
aspects of its preparation and burning are: (1) Grinding of coal to the desired 
size, (2) Mixing of coal in oil, (3) Flow of COM in pipes, (4) Stability of the 
colloidal fuel in storage, (5) Combustion of the colloidal fuel, and (6) 
Economics of its manufacture and use. For coal weight concentrations up to 
40% the colloidal mixture obeys the fundamental law for viscous fluid flow in 
laminar range. It may be transported in pipes without clogging and fed through 
oil burner nozzles for combustion. For stabilizing the mixture, aluminium 
stearate and spent alkylation acid could be used (Lord et al., 1982). It has been 
found that combustion of colloidal fuels up to 40% coal concentration with 99% 
of the coal powder passing through a 230 mesh (61 дт) was better than, or 
equ?! to that of coal or oil alone. 

Advantages of COM — (1) It is cheaper than oil. (2) It can be handled like oil in 
pipes and by pumps. (3) It has a combustion efficiency that equals or exceeds 
that of oil. (4) It enables better utilization of storage space than does coal. (5) It 
assists in conservation of petroleum resources. (6) It eliminates the danger of 
spontaneous combustion in stored coal. (7) It is heavier than water, so fires are 
extinguished more easily. (8) It has an ash and moisture content less than that 
of coal. (9) It better utilizes low-rank coals. (10) It can be burned in present 
oil-burning equipment with efficiencies exceeding 80%. 

Coal-water mixtures (CWM) having greater ability than COM to replace oil 
are often preferred. The CWM contains 70-80% coal mass, the rest water, plus 
a fraction of a percent of a stabilizer. Fine coal is suspended in the water and 
with the injection of a suitable stabilizer it is agitated to form a uniform slurry. 
The slurry can be handled. stored, transported, and fired like oil. There is a 
reduction in the heating value, since the water evaportating absorbs the latent 
heat from the energy released by combustion. So, the steam generator may 
require to be de-rated. 


4.7| INDUSTRIAL WASTES AND BYPRODUCTS 


Industrial wastes which are combustible are receiving increased attention as 
fuels for steam generators. They, thus, serve the twin objective, one is to dispose 
of them and the other is to reduce the use of oil. 

Gaseous byproducts are very attractive, particularly the refinery gas and the 
coke oven gas. Refinery gas 1s generated during the conversion of crude oil to 
gasoline and other refinery products. И has a high heating value and is often 
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blended with lower heating value gas byproducts from the refinery prior to 
combustion. Coke-oven gas is generated during the production of coke from 
raw coal in a coke oven where the volatile matter is distilled off and the coke- 
oven gas is separated from the volatile matter by cooling and extraction. It 
consists of about 50% hydrogen, 33% methane and the remaining 17% of 
various other gases (by volume). Its heating valuc varies from 14.2 to 21.3 
M/m”. 

Regenerator gas produced in refinery by catalytic-cracking processes has 
about 10% CO and high inert gas and solid contents available at a high 
temperature of more than 540 °C, and can be burned at the site, Blast furnace 
gas generated during r-duction processes of iron oxide to iron in the blast 
furnace contains about 30% CO, but has a high dust loading. It requires cleaning 
prior to burning, otherwise, it would cause plugging of burners and fouling of 
heat transfer surfaces. 

The liquid wastes include solvents, waste oil and oil sludges, oil-water 
emulsions, polymers, resins, chlorinated hydrocarbons, phenols, tars, 
combustible chemicals, greases and fats. The main disadvantage of such liquids 
is that they vary considerably in heating value, flash and fire points, viscosity 
and moisture content. 

There are some solid wastes which are available as fuels, the notable ones 
being wood waste and sugar factory refuse. Hood waste 15 found in saw mills 
and in paper, pulp, furniture, plywood and similar industries. Most woods have 
about the same chemical composition having a proximate analysis: fixed carbon 
25%, volatile matter 70-75%, and ash 0.5-5%, on a dry basis. They vary in 
density and moisture content. Their heating value ranges between 19,3 to 21.0 
MJ/kg. To burn wood efficiently, it must be cut down to chip size to permit 
continuous feeding and should not have a moisture content exceeding 60 
percent. Wood burns more cleanly than oil or coal and causes much less 
pollution. A few wood-burning power plants are operating in the USA. 

Sugarcane waste, also called bagasse, 1s that portion of sugarcane which 
remains after the sugar juice 1s extracted. Consisting mainly of cellulose fibres, 
its proximate analysis is about 12.5% fixed carbon, 84% volatile matter and 
3.5% ash, on a dry basis. It contains more thatn 50% moisture. To burn it, it is 
cut to short fibres and fines. Its heating value ranges between 8.4 to 9.77 MI/kg. 
Sugar mills generate enough bagasse to meet the demand for cogeneration of 
both process steam and electricity. Numerous bagasse fired steam and electricity 
generating plants are in operation near sugar mills throughout the world for 
decades. 

Solid wastes generated by industrial and domestic processes as garbage are 
often used as boiler fuel in incinerators, particularly in cities, for generation of 
electricity or process steam. 

Apart from municipal wastes and refuse-derived fuels (RDF), another waste 
that has become popular in recent years is used tyres because of its high heating 
value (about 32 MJ/kg). Some power plants in the USA burn automobile and 
truck tyres as their sole fuel. Used tyres are also being burned at coal-fired 
stations as supplemental fuel similar to municipal refuse. 
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Synthetic fuels, also called synfuels, are gaseous and liquid fuels produced 
largely from coal in an economical and environmentally acceptable manner. 
These fuels cannot only be used for steam generation in power plants but also 
for domestic, industrial and transportation purposes. 


4.8.1 Coal Gasification 


In the ninteenth century and the first part of the twentieth century there was 
widespread use of coal gas produced by destructive distillation of coal for 
illuminating and cooking purposes. On heating coal in absence of air, coal was 
carbonized to coke by removing its volatiles and using them as a byproduct gas. 
This gas was distributed in urban areas as town gas. The coke thus produced 
was burned in big beds with less than the stoichiometric quantity of air to yield 
the producer gas: 


2C + (О, + 3.76N,) —9 2CO + 3.76 N, (4.7) 
Coke Aur Producer gas 


For each mole of oxygen in air there are 3.76 moles of nitrogen. When the 
bed was heated to a high temperature, the flow of air was replaced by a flow of 
steam and water gas was produced: 


C+H,0 — CO + H, (4.8) 
Coke Steam Water gas 


Water gas reaction is endothermic and the bed gets cooled. The steam flow 
is then replaced by air flow and exothermic partial combustion, Eq. (4.7), 
reheated the bed. Air flow is again replaced by steam flow. The alternate 
production of water gas and producer gas continued till the coke bed was 
exhausted. 

Modem gasification techniques are based on the producer and water gas 
reactions. However, they are more efficient and the production processes are 
continuous, 

The basic process involves several steps. The coal is first ground into a sand- 
like powder and then preheated and dried to reduce caking during conversion. 
For a caking coal a high-temperature pretreatment is often used to give the coal 
particles a thin coating of oxygen to prevent sticking. Figure 4.2 illustrates the 
basic steps in the gasification process. 

Coal gasification results in three gas mixtures, classified according to their 
heating value. They are called low-heating value, medium-heating value, and 
high-heating value gas. The process illustrated by the lower flow sheet 
(Fig. 4.2) yields a low-heating value gas (which is a mixture of water gas and 
producer gas), called synthesis gas. The process illustrated by the upper flow 
sheet yields а high-heating value gas, called pipeline gas, with properties close 
to that of natural gas. 
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Fig. 4.2 Coal gasification processes 


1. The feedstock is reacted with air and steam. The air quantity 18 less than 
stoichiometric. 
C+0,+3.76 N, — CO, + 3.76 №, (4.9) 
СО, from this reaction reacts further with additional carbon in the rich 
mixture to give 
C + CO, + 3.76 N, — 2CO + 3.76 №, (4.10) 
In steam, C + HO — CO +H, (4.11) 
The result is low-heating value syngas containing CO, Н„, N, and some 
CO. It may also contain some CH4. 
2. To obtain medium-heating value gas, a shift reaction is used to produce 
additional hydrogen, and nitrogen is removed. 
CO + H,O — CO, +H, (4.12) 
3. To produce pipeline gas, a catalytic methanation is carried out in which 
the products of water gas reaction are reacted over a nickel catalyst ata . 
temperature of about 1100°C and a pressure of 6.8 bar. 
CO - 3H, — CH, + H,O (4.13) 


The product gas is high-quality gas having a heating value of about 38 MJ/m? 
and can directly substitute for natural gas. 

There is another method of classification, called hydrogasification in which 
fluidized coal is gasified directly with hydrogen-rich steam to a methane-rich 
gas that requires very little additional shifting. The overall reaction is of the 
form 


CH, + 0.55H,0 + 1.15Н, —> 0.575СН, + 0.425 СО, (4.14) 


The overall efficiency of conversion by this method is higher than the earlier 
method. 
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An attractive application of low-heating value gas in electric generation is 
as a fuel for a combined cycle power plant employing gas turbine and steam 
turbine as discussed in Chapter 3. 

Notable commercial gasification systems are the Lurgi process, Winkler 
gasifier and Koppers-Totzek process. In the synthane process developed by US 
Burease of Mines, dry crushed coal is fed from a pressurized hopper into a 
pretreater (Fig. 4.3). The coal is reacted with oxygen and steam at 400 °C, 
7 MPa to devolatilize it and prevent caking. The coal mixture flows to the 
gasifier where it is partially gasified in a dense phase at 800 °C, and later at 
1000°C, 7 MPa. Unreacted char and ash are removed from the bottom of the 
vessel. The synthesis gas passes through a cyclone separator which removes 
dust and tar. After further cleaning and sulphur removal, the gas can be used as 
a low-heating value gas. It can be further reacted through a catalytic 
methanation process to produce pipeline quality gas. Some other commercial 
gasifiers have been discussed in Chapter 5. 


Treated coal 
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Methanation 
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Fig. 4.3 Synthane coal gasification process 


4.8.2 Underground Coal Gasification 


Deposits of coal that could not be mined competitively by other processes might 
be economically utilized by underground gasification. Coal is gasified in situ 
and the gas produced is conveyed to the surface and utilized to meet various 
needs. /n situ coal gasification became attractive due to the following 
advantages: 
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1. It can extract energy from inaccessible reserves of coal that cannot be 
mined by conventional techniques, e.g. steeply inclined seams. 

2. When the mines become very deep, it becomes uneconomical to raise 
coal from such deep mines. /n situ gasification can help raise energy 
from such abandoned mines. 

3. It reduces mining personnel and equipment and needs less coal-handling 

and transportation facilities. 

It is much safer and minimizes occupational hazards. 

Fuel gas produced by im situ gasification is cheaper than other energy 

forms. 

6. When coal seams are thin, a higher recovery of the coal via im situ 
gasification is possible. 

7. From the environmental standpoint, hydrogen sulphide (H,S) rather than 
SO, ts the predominant form of sulphur produced in underground coal 
gasification. It can be economically treated by hat carbonate scrubbing 
(Lamb, 1977). 


Two deep drilled holes are made, one for air and the other for product gas 
(Fig. 4.4). After initial ignition, combustion takes place at the bottom of the air 
hole and the combustion zone proceeds toward the product gas hole. In the 
combustion zone, carbon dioxide is formed in the reaction: 


Mh 


irati gas al 
Air inlet ow heating value 
| Gas outlet (Со. СО», CHa, Н») 


XS 
EEK 
FIR: E: fee E a 1 D^ Coal seam 
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Combustion area Pyrolysis area 


i 


Reduction area 
Fig. 4.4 In-situ coal gasification 


C - 0, — CO, (4.15) 


Ahead of the combustion zone 1% a reduction zone where carbon monoxide 
is formed. 


CO, + C — 2CO (4.16) 
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From moisture in the coal, water gas reaction can take place 
C +H,0 — CO +H; (4.17) 


Volatile matter is also released from the coal as the process proceeds. The 
product gases are very similar to the coal gas or water gas, as described earlier. 
Thus the heating value is low, about 5.5 MJ/m“. The reaction is difficult to 
control. Considerable development work is required before this method is 
commercialized. 


4.8.3 Coal Liquefaction 


The growing shortage of world petroleum supplies and the rapidly increasing 
cost of the oil has revived interest in producing a liquid fuel from coal. Coal 
liquefaction technology was stimulated in both Germany and Japan by the 
World War-IL Japan produced aviation gasoline in a large plant in North Korea 
(it was under Japan during that time) which converted coke made from coal 
into calcium carbide in electric furnaces, then to acetylene, acetaldehyde, 
butyraldehide, octanol, and finally octane. In a plant in Taiwan (also under 
Japanese occupation), the Japanese used starch from root vegetables which 
they fermented to butanol, which was then converted to butyraldehyde, octanol 
and octane. The most important German process was the Fischer-Tropsch 
process, which is still used commercially by the SASOL plant in South Africa. 
South Africa has no indigenous oil of its own but has considerable coal deposit. 
By coal liquefaction it meets all its oil requirement and is thus independent of 
foreign oil. 

The conversion of coal into a liquid fuel requires the addition ofhydrogen to 
the coal. Coal has a ratio of hydrogen atoms to carbon atoms of only 0.8 to 1, 
while in petroleum this ratio is 1.75 to 1. There are three basic modes that have 
been used to liquefy coal. These are: (1) hydrogenation, (2) catalytic conversion, 
and (3) hydropyrolysis. 

In the hydrogenation process, coal and catalyst are suspended as a slurry, 
which 1s reacted with hydrogen at high pressure and moderate temperature to 
form liquid hydrocarbons. In the catalytic conversion process, a synthesis gas 
is produced from the coal as described earlier. The hydrogen and carbon 
monoxide in the gas are then combined in the presence of a catalyst to form a 
liquid hydrocarbon fuel. In hydropyrolysis, coal is heated beyond 450 ?C, the 
fraction of coal volatilized greatly exceeds the volatile matter in coal. The 
hydrogen entrained pulverized coal is flash pyrolyzed. Up to 50% of the coal 
can thus be liquefied. 

The Fischer-Tropsch process first produces a mixture of CO and H, from 
coal and steam. This is followed by catalytic reactions at about 150 °C and 150 
bar, which yield a range of hydrocarbons from gaseous methane to higher liquid 
hydrocarbons. These are then separated with methane going as pipeline gas and 
the rest going to different liquid fuels. 
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BIOMASS 


Biomass is organic matter produced by plants. both in land and water. It includes 
forest crops, the crops which are grown in energy farms, and animal manure. 
While fossil fuels take millions of years to form, the biomass is an alternate fuel, 
the source of which may be considered renewable, since plant life renews and 
adds to itself every year. It is the solar energy stored by way of photosynthesis, 
Sunlight 
Chlorophyll 
alr soil {glucose ejected by alr 
or starch) transpiration 

The products of photosynthesis (or biomass), also called biofuels, are bulky 
and contain large amounts of water. 50, it is not economical to transport them 
over long distances. The stored energy in them must be utilized by direct 
burning in regions close to the source. The biomass can also be converted to a 
variety of gaseous, liquid or solid fuels—all biomass-derived and therefore all 
biofuels. 
Land crops may be ofthe following types: 


6CO, + 12H40 C,H 1,0; + 6H,0 + 60, (4.18) 


1. Sugar crops, such as sugarcane refuse or bagasse 

2. Herbaceous crops, such as non-woody plants 

3. Forest crops, such as cultured hybrid poplar, eucalyptus, sycamore, 
sweetgum, alder and other hard woods. 


Animal and human wastes are an indirect land crop from which methane 
and ethylene can be produced while retaining the fertilizer value of the manure. 

Aquatic crops grown in fresh, sea and brackish waters include seaweeds, 
marine algae and various kelps. 

There are three forms of bioconversion routes: 


1. Direct combustion, such as wood waste and bagasse 
2, Thermochemical conversion 
3. Biochemical conversion 


Thermochemical conversion can take two routes, viz., gasification and 
liquefaction. Gasification is done by heating the biomass with limited oxygen 
to produce low heating value gas or by making the biomass react with steam 
and oxygen at a high pressure and temperature to produce medium heating 
value gas. The latter may also be subjected to liquefaction by converting it to 
methanol and ethanol. 

Biachemical conversion can take two routes: anaerobic digestion and 
fermentation. Anaerobic digestion is the bacterial decomposition of organic 
matter (biomass) in the absence of air or oxygen to ultimately produce a 
gaseous mixture (biogas) of methane and carbon dioxide in a roughly 2:1 
volume ratio. An anaerobe is a micro-organism that can live and grow without 
air or oxygen. It gets its oxygen by the decomposition of matter containing it. 
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The CO, gas produced by anaerobic digestion can be removed to produce 
synthetic natural gas (SNG) of pipeline quality, while the remaining sludge 
retains its nitrogen to produce a good fertilizer. 

Fermentation is the breakdown of complex molecules in organic compounds 
with the help of a ferment such as yeast, bacteria, enzymes, etc. Grains and 
sugar crops are converted by fermentation into ethanol. Ethanol thus produced 
can be mixed with gasoline to produce gasohol (90% gasoline, 10% ethanol), 
which can be used as an automobile fuel. 

In areas not suitable for food production, large rapidly growing trees are 
being cultivated for the production of biofuels. Sycamore and eucalyptus are 
such promising trees that yield up to 16 tonnes/acre per year. It is estimated that 
an energy farm of area about 900 km* could produce 400 MW of electricity. 
Aquatic farms growing algae, tropical grasses, floating kelp, water hyacinth 
and so on can yield several hundred tonnes/acre in a year. One interesting 
concept is to use the warm condenser cooling water from power plants to grow 
large quantities of algae, kelps etc. Research is in progress to increase the 
photosynthetic efficiency in the conversion of solar energy to biocrops from 
the present low value of about 5% to’around 10%. 

Table 4.1 shows the various bioconversion routes for the production of 
biofuels, and Table 4,2 gives the heating value of some waste bioproducts. 


Table 4.1 Bioconversion process and products 
Initial product Final product 


1. Anaerobic Biogas—CH,:CO, 1. Methane (38 MJ/ m?) 
digestion =2: 1 (by vol} 2, Ethanol (19 MJ/ 1) 
Aqueous 2. Alcoholic (22.28 MJ / m^) 3. Oils (35-40 MJ/kg) 
fermentation 
3. Chemical 
reduction 


Pyrolytic oils 
(23-30 MJ/kg) 
Pyrolysis Gas (8-15 MJ/m} 


Char (19-32 MJ/kg) 
Dry Thermos ne 
chemical Hydrogasification Low and medium Methane [38 MJ/ m?) 
energy gas Methanol (16.9 MJ/I) 
(7-15 MJ / m?) 
Ammonia, Electricity 
(3.6 MJ/kWh) 
Ethane (70.5 MJ/m?) 
Char (19-32 MJ/kg) 


Biophotolysis Hydrogen (12.7 MJ/?) 
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Table 4.2 Heating value of some waste bioproducts 


Waste bioproducts Heating value 


Wood chips 18.6-20.9 MJ/kg dry weight 


Sugarcane bagasse 9.5 MJ/kg 
Cereal straw 16-17 MJ/kg 
Organic refuse 13.2 MJ/kg 


4.10] THERMODYNAMIC VIEW 


The steam generator system comprises the fuel preparation and firing system, 
the steam generator itself and the air heaters. Figure 4.5 illustrates how a 
thermodynamic control volume can be drawn around this equipment. Heat 
released by the burning of fuel is transferred to the two steam circuits for main 
steam and reheat steam. Any energy remaining in the flue gas at the exit of the 
air heater is lost. 

Ап important measure of performance for a power plant is its net plant heat 
rate (NPHR) defined as the amount of fuel energy or boiler heat input required 
to generate one kWh and deliver it to the transmission lines, For a coal-fueled 
steam electric generating unit, the net plant heat rate is given by 


Steam 
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Fig. 4.5 Thermodynanic control volume drawn around equipment 
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On mM, x HHV 
NPHR = 7" = 23 ua (4.19) 
(Wace ЖЕ Wr = Wp — AP 

where Qp = heat input to boiler from fuel (kW), @ = fuel burning rate (kg/s), Ит. 
= turbine output (KW), Fp = pump input (KW), АР = auxiliary power (kW), 

ННУ = higher heating value (kJ/kg). 

h- 
The boiler efficiency, 5g = o, (h №) 
ақ x HHV 


The turbine heat rate (NTHR) = a (ij A) zee 


Ит = М Пуск 
NTHR x NT 
&j X HHV = SELL аЬ, 
"в 
ШШ Ut 
IN, 
ue а га 
eem NNI 
En E13 
= L | Legend 
= be 
| Hi A Superheater platens 
i zi B Superheater pendents 
C Finishing superheater 
z = ur 


D Finishing reheater 
E Secondary reheater 


F Support tubes 
RS SA G Primary reheater 

H Primary superheater 

J Economizer 


Fig. 4.6 Example of steam generator surface arrangement 


where NTO = net turbine output = Wy — W, and (А — hy) enthalpy rise of water 
in the boiler. 
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NTHR x N 
am (4.20) 


1 
в NTO 


Equation 4.20 may be used to estimate the net plant heat rate (kJ/kWh), The 


overall efficiency 7, of the plant is then 


3600 
No NPHR (4.21) 

Рог a typical net plant heat rate of approximately 10.542 MJ/kWh, the 
overall plant efficiency would be 34.13 per cent. 

Heat transferred within the steam generator must meet three discrete turbine 
cycle requirements: heat must convert feedwater to steam, superheat this steam 
and reheat the steam returning from the h.p. turbine. Therefore, the design of a 
steam generator must focus on arranging appropriate heat transfer surfaces 
throughout the unit to ensure that the correct quantity of heat is transferred for 
each requirement. Waterwall surface within the furnace collects heat to boil the 
feedwater. Economizer surface located at the exit of the convective pass is used 
to preheat the feedwater prior to feeding it into the waterwalls. Superheater 
surface is normally located above the furnace and in the backpass. Suspended 
reheat surface is located in a similar manner; radiant reheat may also be located 
on front or side walls ofthe upper furnace. The actual location of surface varies 
depending on boiler manufacturer, type of fuel and steam pressure. Figure 4.6 
illustrates a potential surface arrangement. 


4.11] COMBUSTION REACTIONS 


Combustion is the high temperature oxidation of the combustible elements of a 
fuel with heat release. The combustible elements in coal and fuel oil are carbon, 
hydrogen and sulphur. The basic chemical equations for complete combustion are 
C O0, — СО, 
2H, + О, — 2H,0 (4. 19) 
5+0, — 50, 
When insufficient oxygen is present, the carbon will be burned incompletely 
with the formation of carbon monoxide. 
2C +0, — 2 CO (4.20) 
In order to burn a fuel completely, four basic conditions must be fulfilled: 
1. Supply enough air for complete combustion of fuel. 
2. Secure enough turbulence for thorough mixing of fuel and air. 
3. Maintain a furnace temperature high enough to ignite the incoming fuel 
air mixture. 
4. Provide a furnace volume large enough to allow time for combustion to 
be completed. 


Apart from adequate air supply, the three T's, viz., fime, temperature and 
turbulence have to be kept in mind while designing a furnace. Combustion may 
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be said to hinge upon the word МАТТ—М is for mixture (turbulence), so that 
the fuel molecules meet the oxygen molecules, A is for the proper air-fuel ratio 
in order to support combustion, one T is for temperature, and the other T ıs for 
time. Since the complete mixing of the fuel and air is virtually impossible, 
excess air must be supplied to ensure complete combustion. The greater is the 
rate of mixing or turbulence, the lower would be the excess air required. 


4.11.1 Stoichiometric Air 


The ultimate analysis of the fuel is given by 
C+H+O+N+5+M+A=10 
Oxygen needed for the oxidation processes can be calculated as follows: 


С + О, = CO, 
12 kg 32 kg 44 kg 
1 kg 2.67 kg 3.67 kg 
C kg 2.67C kg 3.67C kg 
2H, + О, = 2H,0 
4ke 32 kg 36 kg 
l kg 8kg 9 kg (4.21) 
H kg 8 H kg 9H kg 
$ + О, = 50, 
32 kg 32 Кр 64 kg 
I kg 1 kg 2kg 
5 kg S kg 28 kg 


Oxygen required for complete combustion of 1 kg fuel is 
Wa = 3.67С + ЕН +%-О 


where О is the oxygen in the fuel. 
Air contains 23.2% oxygen by mass. Therefore, theoretically air required for 
complete combustion of 1 kg fuel is 


И, 
о, 267, 8 (n 2). | 


"= 0332 onm 0232. 8] 0232 
ak W, = 11.5C + 34.5 {н Е 3 1438 (4.22) 


where C, H, O and S are the mass fractions of carbon, hydrogen, oxvgen and 
sulphur in the fuel as given by the ultimate analysis. 

As stated earlier, complete combustion of fuel cannot be achieved if only the 
theoretical or stoichiometric air is supplied. Excess air is always needed for 
complete combustion. It is expressed as a percentage or by the use of a dilution 
coefficient. The per cent excess air supplied is 
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W, -Wr 
Ww, 
where H^, is the actual amount of air supplied for complete combustion of 1 kg 

fuel. The dilution coefficient, d, is given by, 


бл excess AIT = x 100 (4.2%) 


Wa 
w, 
The percentage of excess air varies between 15 and 30% for most large utility 
boilers. 
In the combustion of methane, 
CH, + 20, — СО, + 2H,0 (4.25) 
reactants products 


d= (4.24) 


Atmospheric air contains 21% oxygen, 78% nitrogen, and 1% argon by 
volume. In combustion calculations, however, the argon is usually neglected, 
and air is assumed to consist of 21% oxygen and 79% nitrogen by volume (or 
molar basis). On a mass basis, air containes 23.2% oxygen and 76.8% nitrogen. 

For each mole of oxygen taking part in a combustion reaction, there are 
0.79/0.21 or 3.76 moles of nitrogen. So, for the combustion of methane, the 
reaction can be written as 


CH, + 20, + 2(3.76)N, —— CO, + 2H,0 + 7.52М. (4.26) 


With 150% theoretical air or 50% excess air, the methane combustion reaction 
can be written as 


CH, + 2(1.5)0, + 2(3.76) (1.5)N, — СО, + 2H,O+0,+11.28N, (4.27) 


With less than needed excess air there may be a small amount of CO present in 
the products, called the flue gases, depending on mixing and turbulence during 
combustion, e.g. with 15% excess air, 


CH, + 2(1.15)0, + 2(1.15) (3.76)N, — 0.95CO, + 0.,05CO + 2H,0 + 0.3250, 
+ 8.65N, (4.28) 


4.11.2 Actual Air-Fuel Ratio 


The actual amount of air suppled per kg fuel can be ascertained from the 
measured volumetric composition of combustion products. There are several 
methods to perform these measurements: (a) Orsat analyser, (b) Haldane 
apparatus, (с) Infra-red gas analyzer, and (d) Gas chromatograph. Of these, 
Orsat gas analyzer is very simple, portable and most frequently used. It 
measures the volume or mole fractions of CO,, СО and О, in the dry flue gas. 

Samples of flue gas are first collected by suction in sampling bottles, An 
Orsat analyzer contains three pipettes containing chemical solutions (Fig. 4.7). 
The reagents normally used are a KOH solution to absorb the CO, gas, 
pyrogallol solution to absorb the О, gas, and a cuprous chloride mixture (CuCl,) 
to absorb the CO gas. By opening the stop valve and lowering the levelling 
bottle which contains water, 100 cm? of flue gas sample is collected over water 
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Fig. 4.7 Orsat analyzer 


in the graduated measuring burette. The valve of pipette 1 is opened and the 
levelling bottle is raised, so that all the gas is passed into the pipette 1. The CO, 
content in the flue gas sample is absorbed in the KOH solution. The levelling 
bottle is lowered and the volume of gas is measured, say, it is 89 cm’. That 
means 11% of the dry gas is CO; by volume. In the same manner, volumetric 
percentages of O, and CO in the flue gas are measured by opening successively 
the pipettes 2 and 3. The remaining unabsorbed gas is nitrogen. Since the sample 
is collected over water, any water vapour in the flue gas would have condensed 
during the collection process. The SO, gas will react with water in the container. 
50 the flue gas analysis thus measured is on the dry basis: 


CO, + СО + О, + М. = 100%, by volume (4.29) 
Let us assume that the dry flue gas (dfg) analysis of a gas sample is: | 2% CO, 
3% CO, 5% О, and 80% N,. by volume. Therefore, 1 mole of dfg contains 0.12 
mol of CO, 0.03 mol of CO, 0.05 mole of О, and 0.80 mole of N,. The 
molecular weight of the dfg then becomes equal to (0.12 x 44 + 0.03 x 28 + 0.05 
x 32+ 0.80 x 28), or 30,12 kg/kg mol. Thus, in general, the molecular weight of 
dfg is given by 
Map = 44CO, + 28CO + 320, + 28N; (4.30) 


where CO, CO, О, and N, are the volumetric percentages in dfg as measured, 
Therefore, 
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44 
% CO, by mass = ба X100 
44CO, +28CO +320, + 28N, 
320 
н 4400, + 28CO + 320, + 28N, d 
28N, 
"GN TE 
o No by mass = 7760, + 28CO + 320, + 28N, 
% CO by mass = en 100 


4400, + 28CO + 320, + 28N, ^ 


This 15 the gravimetric composition of the dry flue gas. From Eq. (4.21), it is 
seen that 44 kg of CO, gas has 12 kg carbon in it. So, (44C0,) kg of CO, has 
(12 CO) kg of carbon. Similarly, from Eq. (4.20), (28 CO) kg of CO has (12 
CO) kg of carbon. So, | kg mol of dfg has 12 (CO, + CO) kg of carbon. 


12(CO, + CO) 
44CO, + 28CO + 320, + 28N, 
Let C,, be the mass fraction of carbon C in the fuel which has been oxidized 
either to CO, or CO. Then (C — Cin) is the mass fraction of unburnt carbon in the 
refuse. For 1 kg fuel burnt, there should be C,, kg of carbon in the dfg. 


Therefore, 
Mass of dfg produced per kg fuel 


_ C, (44CO, + 28CO + 320, + 28N,) 


Mass of carbon per kg of dfg = (4.32) 


(4.33) 
12(CO, + CO) 
From Eqs ((4.31) and (4.33). 
Mass of N, in dfg per kg fuel 
_ Сь(94СО, + 28СО + 320, + 28М,) 
12(СО„ + CO) 
x 28N. 
44C0, + 28CO + 320, + 28N, 
= Nm (4.34) 


(СО, + CO) 
This nitrogen in dfg comes from fuel as well as air. So, nitrogen coming with air 
28N.C,, 
12(CO, + CO) 

fuel. The actual amount of air supplied per kg fuel is 
_ 28N,C, M | | 


nn 


^ 12(CO, +CO) 0.768 0.768 


per kg fuel = ~ №, where N is the mass fraction of nitrogen in 
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Since N in fuel is small, 
a ee 
CO, + CO 
This is the actual air-fuel ratio used for combustion of the fuel, where Cap is the 
fraction of carbon in fuel which has been burnt to CO, and CO. If W, is 
measured by an air flow meter, the degree of burnout of carbon, C,,, can be 
estimated from the relation 
_ (CO, +CO)W, 
d 304N, 


W, (4.35) 


(4.36) 


4.11.3 Combustion Equation 


Let us consider a coal having the following ultimate analysis: 

C - 60%, Н - 4%, S — 3.2%, О — 4.8%, N – 2%, M — 5%, and A — 21%. 
The exhaust gas has the following volumetric analysis: 

CO, + SO, = 12%, СО = 2%, О, = 4% and N, = 82% 
Let a moles of oxygen be supplied for 100 kg fuel. Then, the combustion 
equation can be written as 


4 3.2 48 
—C+—H, + — S4 —O, + a0, + 3.76 aN, 
2 32 32 E 


—— БСО, + dCO + eSO, + ГО, + gN, + hH,O 
By equating the coefficients, 


Carbon: b + d= = =5 Hydrogen: h=2 Sulphur: е = = =0.1 


Oxygen: b + Et ee Nitrogen: g = 3.764 
2 2 32 
From the dfg analysis, 
h+tdte+f+g — b+d+e+r/f+g | 
3 g 
Te arr FPS bratra "> 


By solving these equations, the coefficients a, 5, d, e, Г, g and h are determined 
and given to be d = 0.73, = 4.27, f= 1.46, а = 7.045 and g = 26.49. 
32a 
0.232 x 100 
Let us now consider the combustion of propane gas (С-Н) with 80% theoretical 
atr. 
C,H, + 50, + 5(3.76)N, — ЗСО, + 4H,O + 18.8N, 


Actual air supplied per kg coal = = 9.72 kg 
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With 80% theoretical air, the combustion equation becomes 
С.Н; + 5(0.8))0; + 5(3.76)0.8)М, —— aCO + bCO, + 4H,O + 15.04М, 


Carbon balance : 3 = а + b 

Oxygen balance: 8 = a + 2b + 4 

By solvng:a=2,5=1 

The combustion equation can thus be written as: 


C,H, + 40, + 15.04N, —» 200 + CO, + 4H,O + 15.04N, 


4.11.4 Dew Point Temperature 


From the combustion equation, the mole fraction of water vapour (хи,о) formed 
can be estimated, 


Hijo "n.o 
хно= = 


- 


у= —————— (4.37) 
: Mott Moo, t Aco t По, + Aso, + Ay, t Apo 


where п represents the number of moles. 
The partial pressure of water vapour in the mixture of gases constituting the 
flue gas is given by 
Pio = Хн,0р = Хн,о х 1 atm = x, atm (4.38) 


where p is the total pressure of the exhaust gas mixture which is 1 atm in all 
utility boilers. The saturation temperature at the partial pressure of water vapour 
is called the dew point temperature (d.p.t.). The flue gases are cooled in heat 
exchangers like economiser and air preheater so as to minimize the exhaust 
losses through chimney. These gases, however, should never be cooled below 
the dew point temperature (Fig. 4.8), as read from the steam tables. If cooled 
below the d.p.t., the water vapour condenses into liquid droplets which react 
with SO, or SO, to form acid. This acid corrodes the metal surfaces of the ducts 
through which the flue gas flows. 


| 


Ean 


Г 


Fig. 4.8 Dew point temperature of the exhaust flue gases 


4.11.5 Heating Value of a Fuel 


Heats af reaction of coal constituents are given in Table 4.3. 
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Table 4,3 Heats of reaction of coal constituents 


Formula Product of combustion Heat of reaction 
and state and state 


Carbon (coke) - 407,000 
Carbon 397,000 


Carbon monoxide - 283,000 
Hydrogen - 286,000 
sulphur - 291,000 


For 1 kg of coal containing C kg carbon, the heat released by the carbon 
combustion (taking carbon to have heat of reaction of coke) at standard 
conditions 15 

Heat released by carbon combustion 


kJ kg-mol . kJ 
= х = 33917 — 
C kg x 407,000 TEE 12 kg = 
Similarly, heat released by sulphur = E = 9094$ kJ/kg 


The available hydrogen is that hydrogen which is available for combustion, and 
is the total hydrogen less than that required to combine with the oxygen in the 


coal, (n 3) 


Heat released by hydrogen combustion 


Hoe 
8 


Therefore, the total heat released by complete combustion of | kg coal is 


6000 0 
= | | = = 143,000 (n -2) kJ/kg 


0 
HHV = 33.917C + 143 |н = 2) + 9.0948 MJ/kg (4.39) 


The equation is very close to Dulong’s formula, as given by Eq. (4.5). 


4.11.6 Control of Excess Air 


Proper control of the right amount of excess air maintains optimum combustion 
efficiency. Amounts of CO, and О, in combustion gases are indexes of excess 
air. The desirable СО, level depends on the fuel and the optimum excess air for 
the furnace (Fig. 4.9). Desirable O, values depend much less on the type of fuel 
(Fig. 4.10). This makes O, measurement the preferred method for combustion 
control. If the measured О, content is more than that desired, the air supply is to 
be reduced. If the О, measured is less than that desired, air supply is to be 
increased. 
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Fig. 4.9 CO, vanation in flue gas with fuels and excess air 


Os in flue gas 
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Fig. 4.10 ©, variation in flue gas with excess air 


Boiler losses are estimated as outlined in Section 4.13 for different steam 
outputs. The excess air is then adjusted by controlling air supply to show the 
optimum value of CO, or O.. The optimum value of excess air for best 
combustion efficiency is then ascertained (Fig. 4.11). The excess air can also be 
determined using the following relation (Skrotzki and Vopat, 1960). 


Incomplete 
combustion lass 
Opt. zone of 
o> excess air 
EE 
ka Fi 
zu. 
= 5 А 
B. е Exhaust loss 
me 
| Exhaust Loss due to 


gas loss exhaust gas 


—— Excess air 


Fig. 4.11 Optimum excess air for maximum combustion efficiency 
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О, - 05CO 
0.264N, - (О, – 05CO) 


where O,, CO and N, are the volumetric percentages in the dry flue gas. An 
approximate formula for the excess air is 


"T (СО, Jo Sach: О. -05CO 
Sb excess аш = 100 Ru + CO) I ER ~0, | 


where (CO), = % CO, in the stoichiometric dry products, CO, СО, О, = % in 
the actual products. Instruments are used to regulate the air flow, gas flow and 
steam flow. It aids combustion control. 


со excess air = 


x 100 (4.40) 


4.12| MASS BALANCE OF A STEAM 
GENERATOR 


Analyses of fuel, refuse from ash pit, and flue gas, and the dry bulb and wet bulb 
temperatures of entering air are recorded. On the basis of | kg coal, Fig. 4.12 
gives the material balance for a boiler furnace, where И, is the amount of air 
supplied. 


I kg coal = 
С+Н+О+5+М+М+А Wary = COy +СО + Оз + М; + 50 
Refuse = A + C — Cap 
Fig. 4.12 Material balance for a boiler furnace 
WyatC+H+O+S+N+M+A=Wy, +9Н+М+А+С- Су 
W,- War +8 (n-$) -C,-N-5 (4.41) 


Mass of dfg produced per kg coal, 
_ Cy (MCO, + 28СО + 28N, + 3205) 


ane 12(CO, + CO) 


_ C,[11CO, +7CO +80, + 71100 - CO, - CO - 0,J] 
MCO, + CO) 
C,,(4CO, + О, + 700) 


wu ah (4.42) 
3(CO, + CO) 
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Volume of flue gases (wet) produced per kg coal 


т? (4.43) 


W. и t, + 273 
y, - | we, zo ках „+273 101325 


[Ma 18 273 " 


where the pressure of gas p, 15 in kPa and Мак, is the molecular weight of dfg. 
The dry refuse analysis by mass gives Ар + Ср = 1.00, where subscript R 
represents the refuse. 
In I kg coal, 4 = HW, x Ap, where И’, is the amount of refuse per kg coal and 
Ap is the mass fraction of ash in the refuse. 


m- 
Ав 
Mass of unbumt carbon in refuse per kg coal = C,H’) = Ср £ 
R 
Carbon burnout in dry gas 
A 
Cp? C- Ср ra (4.44) 


ENERGY BALANCE OF A STEAM 


oe GENERATOR 


The fuel supplied to a furnace when completely burned releases its heating 
value. This energy converts the feedwater pumped to the boiler into steam 
(Fig. 4.13). 


| kg fuel = 
С+Н+О+5 + МУМ +А Wa, = СО» +CO + Os + № 
"нуп = 9Н + M + va А 
HR=A+U-Ch 
(05 + №) 


Feed water 
Wis Wp 


Fig. 4.13 Energy balance of a steam generator 


Basis: I kg fuel 
1. Useful energy 


и kJ 
О = P - hj) ]+ (0 — m) — А) m (4.45) 
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where — w, = steam generation rate, kg/s 
мү = fuel burning rate, kg/s 
m, = mass fraction of inlet steam bled from the h.p. turbine before 
reheating 
2. Energy loss due to dry exhaust gas 


О, = Ил. Cp, (t, — 1), kJ kg (4.46) 
where Ware = mass of dfg produced per kg fuel, 
Ep — average specific heat of dfg, kJ/kg K 
I, = exhaust gas temperature, °C 
t, = ambient temperature, °C 
3. Energy loss due to unburnt carbon 
О, = mass of unburnt carbon x its heating value 


= (C- Cy) 407000 = 33917 (C — с) kJkg (4.47) 
12 


4. Energy loss due to incomplete combustion 
Loss of energy per kg of C oxidized to CO (from Table 4.3) 


. a kJ/kg carbon = 2358.3 kJ/kg carbon 
Loss of energy per kg fuel 
kJ kg df 
О, = 2358.3 TE 


— + =. 
kgcarbon “= kg fuel 
е 28 CO kg СО „ 12 kg carbon 
MCO, +28CO +320, +28N, kg dfg 28 kg CO 
= 10100 War, _ BO N 
44CO, + 28CO +320, +28М, kg 


5. Energy loss due to moisture т fuel 


(4.48) 


О, = M [4.187(100 — t) + 2256.8 + 2.09 (1, — 100)] = (4.49) 
g 


where t; = temperature of fuel entering the furnace. 
6. Energy loss due to hydrogen in fuel 
О, = 9H [4.187(100 — tp) + 2256.8 + 2.09 (1, — 100) = (4.50) 
E 
7. Energy loss due to moisture coming with air supplied 
Q= ya Wa X Cp (1, — 1, klikg (4.51) 


where у, = specific humidity of air, (kg moisture) (kg dry air) 
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Ср = specific heat of superheated water vapour 
8. Energy loss due to ash and slag 
Os = С Съ) +4] (thy — h) КУКЕ (4.52) 
where Cp = the average specific heat of ash, kJ/kg К 
ty, = the temperature of the furnace, °C 
9. Energy loss due to convection and radiation from the boiler surface. 
Oy = (hi, + hj) A N wr (4.53) 


where h, = convective heat transfer coefficient, Wim? К 
в, = radiative heat transfer coefficient, W/m? К 
А = total surface area exposed to the ambient air, m^ 
Г, = temperature of the wall surface of the boiler, °C 
i, = ambient temperature, °С 
Energy released by complete combustion of 1 kg fuel = HHV. 
Energy utilized in the heating of the working fluid, 
О, = HHV - E energy losses = HHV — (О, + 0, + — + Qs) 


Therefore, efficiency of the steam generator, 


energy utilized _ HHV — X energy losses 


MEC сове (4.54) 


energy released i HHV 
_ м — A) e (1 m) Uu - А] 
w, x HHV (255) 


All energy losses at a particular load can be measured, and from Eq. (4.54) the 
efficiency of the steam generator can be estimated. Then, with the help of 
Eg. (4.55), the fuel consumption rate of the boiler can be determined. 


4.14| DRAUGHT (OR DRAFT) SYSTEM 


Large amounts of air are needed for combustion of the fuel. The gaseous 
combustion products in huge quantity have also to be removed continuously - 
from the boiler furnace. To produce the required flow of either air or combustion 
gas, a pressure differential is needed. The term “draught” or “draft” is used to 
define the static pressure in the furnace, in the various ducts, and the stack. The 
function of the draught system is basically two-fold: 


1. To supply to the furnace the required quantity of air for complete 
combustion of fuel. 

2. To remove the gaseous products of combustion from the furnace and 
throw these through chimney or stack to the atmosphere. 


There are two ways of producing draught: (a) natural draught and (b) mecha- 
nical draught. 
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4.14.1 Natural Draught 


The natural draught 1$ produced by a chimney ar a stack. It is caused by the 
density difference between the atmospheric air and the hot gas in the stack. For 
a chimney of height H metres (Fig. 4.14) the draught or pressure difference 
(Мт?) produced is given by 


Ap = gH (p,- Py) (4.56) 


Gas to atmosphere 


——- Exhaust 
flue gas 


Fig. 4.14 Draught produced by a chimney 


where р, density of atmospheric air, kg/m? 
р, = average gas density in the chimney, kg/m? 
g = acceleration due to gravity, 9.81 m/s? 


Let us assume that the volume of the products of combustion 1s equal to the 
volume of air supplied for combustion, both volumes being measured at the 
same temperature. Thus, the volume of | kg of flue gas at NTP 


„= 0.287 x 273 
101.325 
The volume of m kg of air per kg fuel at temperature 7, 


= 0.7733 m’/kg 


р = 0.7733 mx 2 
273 


p= pri cja 2 Калт? 
0.7733 Т Т, 


The mass of flue gas will be (m + 1) kg and its temperature is 7,. 
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т+1 
0.7733 mx 7, 213 


_ 1.293 273 ee) 
7, т Т, т 


Draught produced (from Eq. 4.56) 


Density of flue gas, p, = 


+ 


| | 
Ap = 1.293 х 273 | ~-= — lon 
T т 1, 


І | I 
eg (4.57) 
n тт 
If the draught is measured in terms of water column and the value is h mm, 
НЕЕ En | ml 1 
Ap = 10° gh х 10-3 = 353 gH | — – = 
E 84 
l 11 
^ ha3533H|—-—— — (4.58) 
nom 


where / is in mm and # is in m. 

For given M and T, the natural draught depends on the average gas 
temperature 7,. Higher is the 7, higher is the draught produced. But a high 
7, means a large exhaust loss through chimney resulting in a lower boiler 
efficiency. With an optimum 7,, the amount of draught produced by density 
difference is thus limited. 

Tall and conspicuous from a distance, chimneys or stacks are used in all 
power plants. In early steam generators, all the needed draught used to be 
produced by stacks alone to overcome all the pressure losses at the required gas 
flow rates. In modern boilers, the fuel burning rate is high, and so the rate of air 
supply as well as the rate of flue gas removal is high. There are also various heat 
exchangers like superheaters, reheater, economizer, and air preheater on the way 
to cause large pressure losses for which stacks alone are insufficient, and fans 
are added for producing mechanical draught, Stacks have thus two functions: 


1. To assist the fans in overcoming pressure losses. 
2. To help disperse the gas effluent into the atmosphere at a sutficient height 
to cause minimum atmospheric pollution. 


Stacks introduce pressure losses of their own. These pressure losses are 
caused by wall friction and the pressure equivalent to the kinetic energy of the 
gases leaving the stack. Therefore, the actual draught produced is less than the 
theoretical value Ap given by Eq. (4.58), so that 
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p? fH 
A Baa = Áp- p, +) (4.59) 
where {= friction factor, dimensionless 


Н = stack height, m 
D = stack inside diameter, m 
V — stack exit velocity, m/s 
p, = average gas density in the stack, kg/m? 

Dispersion of the flue gases into the atmosphere is defined as the movement 
of the flue gases horizontally as well as vertically and their dilution by the 
atmosphere. Existing wind causes the horizontal motion of the flue gases. The 
vertical motion of flue gases results from the upward motion of high-velocity 
warm stack-exit gases to much higher elevations. The exit velocity of flue gases 
at stack exit results in a plume rise AH above the actual stack (Fig. 4.15). The 
gases bend in the direction of wind flow. The plume height AH is the height of a 
virtual point source above the stack obtained by extending the lines of 
dispersion backward. The effective stack height A, is, thus, given by 


H,=H+AH (4.60) 


Virtual source 


EP LI 


Wind 
velocity 


Concentration 
profile 


Fig. 4.15 Dispersion of flue gases at stack exit 


Higher is the velocity of flue gases at stack exit, higher will be the plume 
rise AH and greater will be the dilution of exiting gases. There are several 
analytical methods of estimating AH. Most of these utilize a momentum term 
that accounts for the vertical momentum of the gas caused by the stack exit 
velocity and a buoyancy term that accounts for the difference between stack gas 
and atmospheric densities, pertinent to the prevailing situation of mixed 
convection in the stack. 
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t i 
V.D 
AH = 2.62 =— - 0,029 (4.61) 
Vw Vy 


where, ‘Г, = stack gas exit velocity, m/s 
D= stack diameter, m 
р, = wind velocity at stack exit, m/s 
О, = heat emission, J/s = me, (T, — T.) 
m = gas mass flow rate, kg/s 
ср = specific heat of gas = 1005 J/kg К for dry air at low temperature 
T, = gas temperature at stack exit, К 


Г, = air temperature at stack exit, К 


Correlation of Briggs 


114СЕ!? 
ВНЕ (4.62) 
Fy 
where C= dimensionless temperature gradient parameter 
AB 
= 1.58 — 41.4 — 
A8 AZ 
rods air temperature gradient, K/m which is zero for neutral 
а atmospheric stability conditions 
РГ - T, 
F= buoyancy flux = 8.0 =) 14/52 


AT. 
g= acceleration due to gravity = 9.81 m/s? 


4.14.2 Condition for Maximum Discharge 
through the Chimney 


Mass of hot gases flowing through the chimney 

т„ = p, AV, 
Since the density of hot gases is inversely proportional to its temperature, 
p, = CUT, where C, is constant and the velocity of gases F, = C.J2gH, , we 
have 


C, 
т, = 7 XAXC 2gH, 


К 


where Н„ = hot gas column in m. 


Power Plant Enginecring 


For a given height of the chimney, Н, we can write 


Thus the maximum discharge is a function of T, 


dm, m | 2 
ат, m+l 7,7; Т, 
T, 1 
T, - 27, 21 and 2 =2 Е | (4.63) 
Ht I, m 
I ml] 
Now, Ap p, gH, = 353 gH | — — — 
= T, In I: 
353 т+1 


Since p, = —— ‚on substitution 


m+ | т 


Thus the height of the hot gas column is equal to the chimney height for 
maximum discharge. 
The draught in mm of water column 


3 
" SE miu R fe т | 


T, т Г, Г m 2(т +1) 
3537 176.54 
in 4.64 
er (4.64) 


4.14.3 Mechanical Draught 


Mechanical draught is produced by fans. There are two types of fans in use 
today: forced draught (FD) and induced draught (ID) fans. When either one is 
used alone, it should overcome the total air and gas pressure losses within the 
steam generator. 

Forced draught fans are installed at inlet to the air preheater. They handle 
cold air. So they have less maintenance problems, consume less power (since 
cold air has low specific volume, and work input per unit mass flow rate is 
given by Jvdp) and therefore, their capital and operating costs are lower. If a, is 
the fuel burning rate, v is the specific volume of inlet air and Appp is the pressure 
head developed by the fan to overcome all the pressure losses, then the power 
required to drive the FD fan is given by 


Fuels and Combustion 


H; x a X vx Ap 
Power input = LS (4.65) 
Ет 
where A/F is the air—fuel гапо and тер is the efficiency of the forced draught 
fan. For good reliability two forced draught fans operating in parallel are 
normally used, each capable of undertaking at least 60% of full load air flaw 
when the other is out of service. 

The forced draught fan if used alone, as in many large steam generators and 
almost all marine applications, maintains the entire system up to the stack 
entrance under positive gauge pressure. The furnace is then said to be 
pressurized, Utmost care is taken so that noxious gases do not leak out to the 
atmosphere. It thus needs a gas-tight furnace construction and properly designed 
ignition openings and inspection doors. The stack in such a situation is shorter 
and meant only for disposal of flue gases. 

Induced draught fans are normally located at the foot of the stack. They 
handle hot combustion gases. Their power requirements are, therefore, greater 
than forced draught fans. In addition, they must cope with corrosive combustion 
products and fly ash. Induced draught fans are seldom used alone. They 
discharge essentially at atmospheric pressure and place the system upstream 
under negative gauge pressure. If v, is the specific volume of flue gases handled 
by the ID fan and А рр is the pressure head developed, then the power needed 
to drive the ID fan is given by 


и h * JE v, X Ару, 
Power input = ———————————— (4.66) 
То 

When both forced and induced draught fans are used in а steam generator, 
the FD fans push atmospheric air through the air preheater, dampers, various air 
ducts, and burners into the furnace, and the ID fan sucks out the flue gases 
through the heat transfer surfaces in the superheaters, reheaters, economiser, 
gas-side air preheater and dust collectors and discharge into the stack 
(Fig. 4.16). The stack because of its height, adds a natural driving pressure of its 
own. In such a case the furnace is said to operate with balanced draught, 
meaning that the pressure in it is approximately atmospheric. Actually, it is 
maintained at a slightly negative gauge pressure to ensure that any leakage 
would he inward. Modern boilers are mostly designed with balanced draught 
firing. 

A typical large power plant (600 MWe) may require two 1320 kW forced 
draught fans and two 3000 kW induced draught fans. 


4.14.3 Pressure and Flow Measurement 


The total pressure at a point in the system is the sum of static and dynamic 
pressures: 
P= Р. + Pa (4.67) 
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Fig. 4.16 Balanced draught system in a modern boiler 


where p, = total pressure, N/m* 
р. = static pressure, N/M* 


ZR 


V 
Ра = dynamic pressure = p, 2 
р, = gas density, kg/m? 


Nm? 


V = velocity of gas, m/s 


Although the SI units of pressure are pascals (N/m*), it is still customary to state 
the static and dynamic pressures in mm of water since measurements are 
commonly made using a simple, standard U-tube with water as the manometer 
fluid, 

One metre head of water produces a pressure of 

p= реН = 1000 SE х 9.81 5 х1т= 9810 Nim? 
m 5 

In terms of mm of water, the dynamic pressure head, pa, which would be 

measured by a pitot tube connected to a water filled manometer, becomes 


2 y? 


py Pr 
= ———— x 1000 = H 
Ра" ох ^ 19,53 mm H,O 
where p, is in kg/m? and V is in m/s. Then the volume flow rate of gas in a duct 
is given by 


[+ 
р. = А [1962-24 | mis 
Ps 


where A is the duct cross-sectional area in т^. 
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443A РГР.) ms (4.68) 


where p, is in mm of water and p, is in kg/m’ 

The flue gas density depends on the moisture content and temperature. For 
5% moisture and at 560 К, flue gas density is approximately 0.649 kg/m". 
Combustion air density at 560 К, is 0,636 kg/m’, 


4.15] FANS 


FD and ID fans operate continuously for long periods, up to | or 15 years. So, 


these must be well designed, ruggedly constructed, well balanced, and highly 
efficient over a wide range of outputs. Typical fans have capacities of 700 m?/s 
of volume flow producing 152 mm water static pressures (about 0.15 bar). 

There are two types of fans, viz., centrifugal and axial. In the centrifugal fan, 
the gases are accelerated radially through curved or flat impeller blades from 
rotor to a spiral or volute casing. In the axial fan, gases are accelerated parallel 
to the rotor axis. This is similar to a table fan, but here the fan is housed in a 
casing to develop static pressure. Axial fans have higher capital costs. 

Centrifugal fans can have forward-curved, flat or backward curved impeller 
blades (Fig. 4.17). The velocity triangles at exit from the tip of the blades are 
shown, where the absolute velocity of gas Fis the same in all the three cases. It 
is seen that for the same Г the blade tip velocity И, is the highest for the 
backward-curved blades (с) and the lowest for the forward-curved blades (а). 
Since V, = (zDN V60, for the same tip diameter D, the rpm М is the highest for 
the backward-curved and the lowest for the forward-curved blades. The FD 
fans should have high Г, so as to rotate at high speeds and handle large volume 
flow of air. Therefore, centrifugal fans with backward-curved blading are 
normally used for FD fans. The ID fans handle dust-laden flue gases and so the 
blades are subject to erosion by the fly ash. The erosion rate of blades 15 lower 
if the blade tip speed Fp is less and the fan rotates at lower speeds. Therefore, 
centrifugal fans having forward-curved or flat blading are used for ID fans. 
Low-speed fans with flat blades are used for particularly dirty or corrosive 
gases. 

There are two common methods of controlling the output of fans: damper 
control and variable-speed control. 

In damper control, a damper (butterfly valve) is used to control the flow of 
gas by regulating the flow area according to the load. It has the advantage of 
low capital cost since it needs a simple canstant-speed induction ac motor. It , 
however, offers additional flow resistance which is overcome by increasing 
the power input. Dampers are usually put on the outlet side of the fan, although 
dampers at inlet to the fan are sometimes used. Inlet dampers consume less 
power than outlet dampers but are only effective for moderate load changes 
near full load. When used with FD fans, they are normally used in combination 
with outlet dampers. The use of a two-speed ac drive motor in conjuction with 
damper control can also reduce power consumption, since two-speed motors 
are less expensive than variable-speed ac drives. 


7 
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Fig. 4.17 Centrifugal blading: (а) forward-curved, (b) flat, and fe) 
backward-curved. Vector diagrams show blade tip 
velocity V,, gas velocity relative to blade V., and absolute 
velocity of gas leaving blade V. In all cases, V is the 
same 


Variable-speed control has the advantage of less power consumption and 15 
the most efficient method for fan control. The effect of speed on fan 
performance 1s 

Volume flow = М 
Pressure head = № 
Power input = № 
where № is the rpm of the fan. Thus, reducing speed, say by 70%, reduces the 
capacity to 70%, the pressure to about 50%, and the power input to about 35%. 
The types of drives are 


. variable-speed steam turbine 
hydraulic coupling 
variable-speed de motor 
multiple speed ac motor 
. electronically adjustable motor drive 
The major disadvantage of variable speed control is the higher capital costs 
than damper control. 


м рә 
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Two other types of fans are used in power plants: primary air fans and gas 
recirculation fans. Primary air fans supply air to dry and transport pulverized 
coal to the furnace. Gas recirculation fans are used to recirculate gas from a 
point between the economizer and air preheater back to the bottom of the 
furnace as part of a steam temperature control system. 

Fans are a major source of noise in power plants. To reduce this noise, they 
are often housed in thick masonry acoustical enclosures or equipped with 
silencers, or both. 


14.16 HEAT OF COMBUSTION 


The first law ofthermodynamics was treated so far ignoring such energy terms 
as chemical, electrical, and magnetic, in the energy balance for a system. When 
dealing with combustion systems, however, the chemical energy term cannot be 
ignored. 


4.16.1 Open System 


For a chemically reactive system (Fig. 4.18), the steady state steady flow energy 
equation can be written as 


Products 


Fig. 4.18 A steady-state steady flaw chemically reactive system 


Ay + Oey = Hp + Woy (4.69) 


ignoring the changes in kinetic and potential energies. Here, A, and H, are 
the enthalpies of the reactants and products, respectively, evaluated for their 
constituents at their respective pressures and temperatures; Осу is the net heat 
added to the system from the surroundings (which ts usually negative, since in 
combustion heat is usually rejected to the surroundings); and Foy is the net 
work done by the system. 

Both the reactants and products are usually composed of several 
constituents. Therefore, Eq. (4.69) is written in the form 


E(mh) *-.- Y(mh) + Hs (4.70) 


where m is the mass and А is the specific enthalpy of each constituent. Let us 
consider the combustion of ethane. 


C,H; + 3.50, + (3.5) (3.76) М, — 2CO, + 3H,0 + (3.5) (3.76) Ns (4.71) 
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The enthalpies of the various reactants and products are those that start at the 
same datum of composition, temperature and pressure, which are arbitrarily 
chosen as the elemental substances at 25°C and 1 atm, respectively. For 
example, C,H, is formed from elemental carbon С and hydrogen Н, (Fig. 4.19). 
When the reactants carbon and hydrogen enter the reactor at 25 °C, 1 atm and 
the product C,H, is cooled back to 25 °C, | atm, 2817.3 kJ/kg C,H, of heat is 
rejected. The reaction may be written as 


2С + 3H,—— CH, + 2817.3 kJ/kg C,H, 
Similarly, for CO,, 
C +0, — CO, + 8946.8 kJ/kg CO, 


CV 
Е Кз. 


I 
г 25°C 1 atm 


С-Н 


—— 


Осу =~ 2817.3 Јр CoH, = (hp) cong 
Fig. 4.19 Formation of ethane 


Table 4.4 Enthalpy of formation hj at 25 "C, 1 atm 
Substance Formula Molecular weight State 


Carbon 12.011 

Oxygen 32.000 

Hydrogen 2.016 

Nitrogen 28.016 

Sulphur 32.060 О 

Carbon monoxide 28.011 - 3948.3 

Carbon dioxide 44.011 - 8946.8 

Water 18.016 liquid - 15875.5 
vapour —13430.8 

Methane 16.043 gas - 4669.8 

Ethane 30.070 gas - 2817.3 

Propane z 44.097 gas - 2356.3 

Butane СН 58.124 gas ~ 2171.6 

Octane Сън в 114.230 liquid - 2189.5 
vapour — 1826.0 

Nitric oxide NO 30.008 gas - 3020.8 

Nitrogen dioxide NO, 46.008 gas - 733.3 

Sulphur dioxide 50, 64.060 gas - 4632.8 


Fuels and Combustion 


The quantities 2817.3 and 8946.8 leave the system and hence are negative. They 
are called enthalpies of formation (h^;). Table 4.4 gives values of h^, for various 
substances at 25 °C, 1 atm. The enthalpy of all elements at the standard 
reference state (25 °C, | atm) is assigned the value of zero. It may be noted that 
if the combustion equation involves a liquid, such as octane or water, there will 
be two enthalpies of formation, depending upon whether they start or end in a 
liquid or vapour state. 

Because chemical reactions, such as Eq. (4.70) are balanced in terms of 
moles and not masses, and because m = яд, where n = number of moles and 
и = molecular weight, Eq. (4.70) may be written as 


En + Ory = Enh, + Wey (4.72) 


where Å is in kJ/kg mol, Table 4.5 gives the values of the enthalpy of formation 
(А9) of a number of substances in kJ/kg mol at 25 °C, | atm. 

In most cases, however, the reactants and products are not at 25 °C, I atm. 
Therefore, the change of enthalpy (in a constant pressure of SSSF process) 
between 25 °C, 1 atm and the given state must be known. Thus the enthalpy at 
any temperature and pressure, А т, , is 


htp” (Ay )зовк. 1 um + (АЁ) zoek, тив — Tp 
For convenience, the subscripts are usually dropped, and 
һту= Apt Ah (4.73) 


Table 4.5 Enthalpy of formation, Gibbs function of formation, 
and absolute entropy of various substances at 
25 °C, 1 atm pressure 


Substance Molecular he Fy 5 


55 
Weight, M _kl/kgmol  kJ/kq mol. . kJ/kg mol К 


CO(g) 28.001 - 119529 - 137150 197.653 
CO,(g) 44.001 - 393522 - 394374 213.795 
H,Ofg) 18.015 - 241827 - 228583 188.883 
H,0(1) 18.015 - 285838 - 237178 70.049 
СН, (е) 16.043 - 74873 - 50751 186.256 
C2H2(8) 26.038 + 226731 + 209234 200.958 
С.Н, (в) 28.054 + 52283 + 68207 219.548 
С.Н. (в) 30.070 - 84667 - 32777 229.602 
C3H,(e) 44.097 - 103847 - 23316 270.019 
C4H;olg) 58.124 - 126148 * 16914 310.227 
CH; alg) 114.23 - 208447 +16859 466.835 
C4H,4(1) 114.23 – 249952 + 6940 360.896 


where Ah represents the difference in enthalpy between any given state and the 
enthalpy at 298 К, I atm. 
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Table A.4 in the appendix gives the values of Ah = h" — h „og in kJ/kg mol 
for various substances at different temperatures. 


4.16.2 Closed System 


Combustion equations for fuels burning in a closed system, such as a cylinder or 
bomb, may be obtained by writing the energy balance for the closed system. 
Thus, 
U,+ O=U,+ W (4.74) 
where His the non-flow work. For gases, 
H=U+pF=U+nRT 
where R is the universal gas constant. 


Pec HEATING VALUES: ENTHALPY OF 
gx COMBUSTION 


The enthalpy of combustion is defined as the difference between the enthalpy of 
products and the enthalpy of the reactants when complete combustion occurs at 
a given temperature and pressure. Therefore, 


h ap = Hp- Hg 
or аре Хи, ("+ Ah), — En (he + Ah), (4.75) 
where h pp is the enthalpy of combustion of the fuel. The values of the enthalpy 
of combustion of different hydrocarbon fuels at 25 °C, 1 atm are given in 


Table 4.6. 
The internal energy of combustion, и pp is defined in a similar way. 


И рр = U,- Un 
= En, СЕТТЕ рӯ), -En (K + Ah - ps) (4.76) 
If all the gaseous constituents are considered ideal gases and the volume of 
liquid and solid considered 15 assumed to be negligible compared to gaseous 
volume, 
и RP App -RT (Fi ascous products — п gaseous — | (4.77) 
In the case of a constant pressure or steady flow process, the negative of the 
enthalpy of combustion is frequently called the heating value at constant 
pressure, which represents the heat transferred from the chamber during 
combustion at constant pressure. 
The internal energy of combustion, # рр is defined in a similar way. 


вр = Un- Ug 


= En) +Ah- pv) -Enh + АЙ – руу (4.76) 
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Table 4.6 Enthalpy of combustion of some hydrocarbons at 


25"C 
| Liquid H,O in Vapour HO in 
| Products Products 
(Negative of (Negative of 
Higher Heating Lower Heating 
| Value) Value} 
| = 
| Liquid Gaseous Liquid (seus 
Hydrocarbon Hydrocarbon Hydrocarbon Hydrocarbon 
kJ/ kg kl? kg К kg kJ/ kg 
Hydrocarbon Formula fuel fuel fuel fuel 
Paraffin family 
Methane CH, - 55496 - 50010 
Ethane C,H, - 51875 — 47484 
Propane C,H, - 49975 - 50345 - 45983 - 46353 
Butane CH on - 49130 - 49500 - 45344 - 45714 
Pentane C.H,, - 48643 - 49011 - 44983 -45351 
Hexane C,H, -48308 - 48676 - 44033 - 45101 
Heptane С.Н -48071 — 48436 - 44557 - 44922 
Octane СН -47893 - 48256 - 44425 -44788 
Decane СН  -47641 - 48000 - 44239 - 44598 
Dodecane СН -47470 - 47828 -44110 - 44467 
Olefin family 
Ethene CH, - 50296 - 47158 
Propene CH, =- 48917 - 45780 
Butene C4Hg - 48453 - 45316 
Pentene С-Н - 48134 - 44996 
Нехепе C,Hıs - 47937 - 44800 
Heptene C4H,4 - 47800 - 44662 
Octene Сане - 47693 - 44556 
Nonene СоН1в - 47612 — 44475 
Decene CigHag — 47547 -44410 
Alkylbenzene 
family 
Benzene Geis | -41831 - 42266 — 40141 - 40576 
Methylbenzene С.Н,  -42473 - 42847 - 40527 - 40937 
Ethylbenzene ЄН  - 42997 - 43395 - 40924 -41322 
Propylbenzene C,H, -43416 - 43800 -41219 - 41603 
Butylbenzene C,,H,,  -43748 -44123 -41453 -41828 


If all the gaseous constituents are considered 1deal gases and the volume of 
liquid and solid considered 1s assumed to be negligible compared to gaseous 
volume, 


u RE = hgp -R T (M gaseous products — " 


(4.77) 


In the case of a constant pressure or steady flow process, the negative of the 
enthalpy of combustion is frequently called the heating value at constant 


реа rectus) 
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pressure, which represents the heat transferred from the chamber during 
combustion at constant pressure. 

Similarly, the negative of the internal energy of combustion is sometimes 
designated as the heating value at constant volume in the case of combustion 
because it represents the amount of heat transfer in the constant volume process. 

The higher heating value (HHV) or higher calorific value (HCV) is the heat 
transferred when H,O in the products is in the liquid state (see Section 4.2.3). 
The lower heating value (LHV) or lower calorific value (LCV) is the heat 
transferred in the reaction when H,O in the products is in the vapour state. 


4. 18] THEORETICAL FLAME TEMPERATURE 


If a combustion process occurs adiabatically in the absence of work transfer or 
changes in KE and PE, then the steady flow energy equation becomes 


Њњ= н or En = E nj. 


or En [hp + as ) En, (a? + AR | (4.78) 

For such a process, the temperature of the products is called the adiabatic or 
theoretical flame temperature, which is the maximum temperature achteved for 
the given reactants, The maximum theoretical flame temperature of a fuel 
corresponds to complete combustion with just the theoretically required quantity 
of pure oxygen. Similarly, the maximum flame temperature using air 
corresponds to complete combustion with the stoichiometric quantity of air. This 
temperature is lower than the maximum flame temperature in pure oxygen 
because of the dilution effect of nitrogen. In actual combustion chambers, flame 
temperature is further reduced due to incomplete combustion, excess air 
requirements, heat losses to the surrounding walls, and by heat loss to ash 
particles suspended in the combustion products. 

The adiabatic flame temperature can be controlled by the amount of excess 
air supplied. The maximum permissible temperature in a gas turbine is fixed 
from metallurgical considerations (i.e, the material used for gas turbine blades). 
So, close control of the temperature of the products is achieved by controlling 
the excess air. For a given reaction, the adiabatic flame temperature can be 
theoretically computed by trial and error. The energy of the reactants Hg being 
known, a suitable temperature is chosen for the products so that the energy of 
the products. Hp at that temperature becomes equal to the energy of the reactants 
Hy. This helps in the selection of material for the combustor. 

Figure 4.20 shows the variation of adiabatic flame temperature with excess 
air. Combustion temperatures so calculated are higher than actual because 
dissociation of some of the products takes place at high temperatures. For 


example, some CO, may dissociate to form CO and $ О„, which is an 


endothermic reaction that lowers the temperature. Chemical equilibrium occurs 
at a certain temperature when the reaction rate is the same in both directions, 
1.e., when 
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pr Maximum theoretical 
flame temperature 


Adiabatic flame 
— * temperature 


— — Excess air 


Fig. 4.20 Variation of adiabatic flame temperature with 
excess air 


| 
СО+ 0, CO, and H+ 50; — 10 


The higher is the temperature, more is the dissociation. However, the effect 
of dissociation is lower for lean mixtures because the excess oxygen tends to 
drive the reactions toward completion, and for higher furnace pressure, Thus, 
the effect of dissociation is not significant in steam generator furnace 
combustion, which occurs with excess air at about 1500 °C. 

It may be noted that all combustion calculations can be done if there 15 heat 
transfer to or from the environment, work done by or on the system, or even 
changes in kinetic or potential energy between products and reactants by 
including the appropriate terms in the steady state steady flow energy equation. 


4.19 | FREE ENERGY OF FORMATION 


The thermodynamic potential which controls equilibrium in a system depends 
on the particular constraints imposed on the system. If the constraints are 
constant temperature and pressure, for any process 


dGp<0 (4.79) 


where Gis the Gibbs function defined as С = H — TS, which is also called the 
free energy. For a process at constant Tand P, G always decreases and becomes 
a minimum at the state of equilibrium. It is the free energy, G, which determines 
whether a chemical reaction will occur spontaneously, The driving force in a 
chemical reaction is the difference in free energy between the initial and final 
states, AG, where at constant temperature 


AG = АН - TAS (4.80) 


The free energy of the chemical elements at Ì atm. 25°С is arbitrarily 
assumed to be zero. The standard free energy of formation of a compound, рї, is 
the free energy change when one mole of the compound is formed directly from 
its constituent elements, both the reactants and the products being at 
298 K and partial pressures of | atm. If the reaction takes place at some higher 
temperature, the free energy of formation gi will have a different value. In actual 
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situations, the partial pressures of the reactants and products will not be 1 atm. 
The effect of such pressure changes on the free energy of a substance can be 
evaluated from the relation at constant temperature 


dg = v dp 
where v is the molal specific volume. For an ideal gas in an isothermal process 
from the standard pressure p, to the operating pressure ру, 


AF = | vdp = RT In ^+ (4.81) 
Ра Po 
where R is the universal gas constant. The free energy change 
АС = g'eAg-g!RTIn - (4.82) 
Po 
If p is expressed in atmospheres and ру = 1 atm. 
AG= gb RTInp (4.83) 


If the substance is not an ideal gas, we define a quantity f; called the fugacity 
such that 


її. ed (4.84) 
pol р 
and AG= Er + йл (4.85) 
i 0 


4,20] EQUILIBRIUM CONSTANT Къ 


Let us consider a reaction 

C,Hg(g) + 3.5 Оз(в) —> 2СО,(а) + 3H,0(g) 
taking place at temperature T. The initial state is defined by a partial pressure of 
ethane, рс n, and the partial pressure of oxygen, po, In the final state, CO, and 
H,O have partial pressures of poo, and py o. Usin g the free energies of 
formation, the free energy change for the system Ag can be expressed as 


АС = 2(Дедсо, + XAggu o – Agdeans + 3.5 (Agro (4.86) 
where from Eq. (4.83) 
HAgdoo, = 2 (со, + RT In p'co, 
3 (Леђно 3(E Duo + R Ti pno 
(Agden, = (Е день + R Tin pon, 
3.5 (Agpo, = 3.5 (E Do, + R Тар, 
Substituting in Eq. (4.86), the free energy change becomes 
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AG = UE "Doo, + 3 (2 Dio IE сн, + 3-5 (B Do] 
+ R T (In p'co, + In pio - In pen, — In po) (4.87) 
The first four terms of the above equation represent AG", the change in the 
free energy for the reaction when the products and the reactants all have partial 
pressures of 1 atm, while the remaining terms represent the effect of partial 
pressures on the free energy change. Making the standard free energy change 


Agf as 

AG" = пуд; + пя: — та, — ng 
where л`5 are the stoichiometric coefficients and g's are the free energy of 
formation, Eq. (4.87) can be written as 


2 3 

= Peo, Pt 
AG=AG°+ R T In ik (4.88) 

Pc.n, Po, 
In generalized notations, 

_ Wy QUA 
AG — AG - R T In BF (4.89) 

m p 


where р; and p, are the partial pressures of the products, and p, and p- are those 
af the reactants for the reaction 
Hyd, + nod, —— mA, + n4 d, 

For exothermic readings, AG" is negative and for endothermic reactions it is 
positive. In Eq. (4.89), AG" is normally much higher than the second term 
representing the effect of partial pressures. In a chemical reaction, as the 
reactants are consumed and the products are formed, the partial pressures of the 
reactants decrease and those of the products increase, which make AG less 
negative and thus, decrease the net driving force for the reaction. In the reverse 
reaction, A, may react with 4, to form A, and A-. The free energy change for 
this reverse reaction 


nada + пайд —3 HET T nada 


AG = (AG?) * R T In 


none M Va 


3 Pa 


(4.90) 


As the forward reaction proceeds the driving force for the reverse reaction 
increases, Because of the competing reactions, the reactive system tends to 
reach an equilibrium condition in which the two driving forces are equal. When 
this occurs, we have 

RUE, * 70583 7 7383 1484 
so that AG = 0 at equilibrium and from Eq. (4.87), 


AG --R Tin £P (4.91) 
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In an isothermal process, AG” and T are constant, and so the logarithm of the 
quotient on the r.h.s. of Eq. (4.91) is constant for equilibrium at a given 
temperature. This constant is called the equilibrium constant K, expressed in 
terms of partial pressures. Therefore, Eq. (4.91) can be expressed as 


AG'—--R T ШК, (4.92) 
pi ра 
= à P4 
where Kp = p^ ph (4.93) 


When any of the reactants is not an ideal gas, the appropriate partial pressure 
must be replaced by a fugacity ratio. If 4, is nat an ideal gas, then 


"op GG! fO 
If one of the compounds is a solid, the fugacity ratio for that compound is 
unity. If A, is a solid, 


Vy „Fa 
к = RS M. (4.94) 


pi р 
K,= mn (4.95) 
Pi 
From Eq. (4.90), the equilibrium constant at a given temperature T is given 


by 
К р = exp C (4.96) 


With data of AG" as a function of T being available, the values of log A, for 
typical reactions relevant to combustion are computed and plotted in Fig. 421. 

In the combustion of coal, there are several competing reactions which 
determine the degree of carbon combustion: 


C(S)+ Ов) — CO,(g) (4.97a) 
OS) + > O(g) — COL) (4.97) 
C(S) + СО, (в) = 2СО(д) (4.97c) 
CO(g) + Ole) — COO (4.970) 


The hydrogen and sulphur present are burned to H,O and SO. 
The equilibrium constant for the reaction (4.97a) is given by 


K, = Pon (4.98) 
Po, 


and for the reaction (4.97c), it is 


z 
K,- (Peo) (4.99) 
Poo, 
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Temperature (K) 
Fig. 4.21 Equilibrium constants for selected chemical reactions 


In modern coal burning plants, the gases leaving the flame are above 450 °C 
and the equilibrium constant K, is very large for reactions (4.97a), (4.97(b) and 
(4.97d). It is, therefore, normally assumed that these reactions are completed. 
Reaction (4.95c) is a slower reaction with the relative amounts of CO, and CO 
given by Eq. (4.98). The temperature dependent value of the equilibrium 
constant is obtained from Fig. 4.21. 


4.21] EFFECT OF DISSOCIATION 


It was mentioned in Section 4.16 that the effect of dissociation is to reduce the 
flame or products temperature since heat is absorbed (endothermic process) in 
the dissociation. At high temperatures of combustion, dissociation of the 
products becomes significant. For example, in the combustion of carbon 
monoxide: 


CO + 5 О, — СО, 


The reaction proceeds in both directions, and a fraction, a, of CO, produced 
is dissociated into CO and O;: 


аСО, эа (со + 10] 
In the equilibrium condition, the products consist of 


(1-а) CO, +аС0+ ао, 
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The degree of dissociation, a, can be determined from the total pressure of 
the products mixture, p, and the equilibrium constant A, (which is a function of 
temperature). For the above reaction, 


_ Poo, 
Peo (Po, үг. 


Under appropnate conditions carbon can reduce water vapour to produce 
CO and H,, which is an important reaction for coal gasification. However, in 
the presence of oxygen, CO and H, produced will again get oxidized, and the 
reduction of steam need not be considered in normal combustion calculations. 

In case of incomplete combustion, the amount of heat released depends upon 
the relative amounts of CO, and CO formed, which in turn depend on the 
chemical equilibrium achieved as given by 


K, (4.100) 


? 


Pco 
Pco, 
Let us consider the combustion process as given by the overall equation, 


Кр = 


IC + IH +655 + (= +b+ 4) (О, + 3.76М„) == (1-х-›С 
+УСО, +2CO + 7 HO + 550, + (d+ e b) (3.76 М.) (4.101) 
Ву oxygen balance, | 


ау 2+2 +h 
4 2 4 


X 
+ — = 
á 2 
ог, x=2(d-y) 
The partial pressure of CO ts then given by 
_ X X 
EN EDS PE HR mE" 
x ved eos deb 376 
7 Z 4 
Md — y) 
Poo > Te 


a 
where p, represents the partial pressure of a component x. 
Hence: 
u l- 1-а 
ro +. Im | 
| -а+а+-а 1+—а 
2 2 


р (4.102) 
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1/2 
l-a | a+2 
Ет = т | (4.103) 


БОША In an oil fired boiler the fuel had an analysis by mass: carbon 84%, 
ydrogen 10% sulphur 3.2%, oxygen 1.6%, remainder incombustible. The analysis 
of dry flue gas by volume gave: combined CO, + SO, 15.72%, O, 1%, there being 
no CO or SO,. Calculate per kg of fuel (a) mass of air supplied, (b) percentage 
excess air supplied, (c) mass of dry flue gas formed, and (c) mass of water vapour 
formed. 

Solution Let us consider 100 kg of fuel oil. Let x moles of oxygen are "s 
for combustion. The combustion equation can be written 45° = 

"e + E ELT En + xO, + 3.76 xN, 

12 2 32 32 


Equating coefficients: 


Carb = b-7 
arbon 15 = i - 
10 
Hydrogen => A o ges 
Oxygen eenen 
32 2 
‚2 
Sulphur РЕ ^ 9=0.1 
32 
Nitrogen 3.76х = f 
Volumetric analysis: 
b+d е 
— = 01572, rr Dl 
b+d+e+f | btdtetf 
+ 
On dividing, DTE = 15.72 
e 
OT e= 7.1/15.72 = 0.452 


Substituting in O, — balance, 
0.05 +х=7+0.1 + 0.452 + 2.5 or х = 10.002 


Mass of oxygen supplied = 10.002 x 32 = 320.1 kg 


320.1 
*. Mass of lied for 100 kg fuel = ——— = 1380 К 
ss of air supplied for g fue 0232 g 


A Mass of air supplied per kg fuel, Fa = 13.80 kg Ans.(a) 
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Theoretical air required per kg fuel 


И’, = 11.5С-+ 34.5 (1-2) + 4.35 


= 11.5 х 0.84 + 34.5 CE + 4.3 x 0.032 


= 9.66 + 3.38 + 0.14 = 13.18 kg 


Wa -Wm og _ 13.80 —1348 
W.. 1318 


Percentage excess air = x 100 


= 47% 
Ans.(b) 


Mass of dry flue gas formed for 100 kg fuel 
= рСО, + 450, +e0, + N, 
= 7х 44 +0.1х 64 + 0.452 x 32 + 3.76 x 10.002 x 28 
= 308 + 6.4 + 14.46 + 1053.01 = 1381.87 kg 


Mass of dfg formed per kg fuel = 13.82 kg Ans.(c) 
Mass of water vapour formed per kg fuel 
= gH,O= 218 = 0,90 kg 
AÁns.(d) 


BEE Propane gas is reacted wlith air in such a ratio that an analysis of 
the dry products of combustion gives CO, 11.5%, О, 2.7%, and CO 0.7%. What is 
the percentage excess air used? 
Solution — Let x moles of propane are reacted by a moles of oxygen supplied. The 
combustion equation 15 thus, 

хС+Н +20, + 3.7баМ, — 11.5CO, + 0.7СО + 2.70, + 85.1N, + bH,O 
Equating males for 


Nitrogen - :3.76a =85.1 or — a-22.65 
Carbon : 3x =11.5 + 0.7 = 122 or х = 4.07 
0.7 b 


Oxygen ; 22.65 =11.5 + T + 2.7 + 2 b= 16.2 
Hydrogen : 8(4.07) =2(16.2) 
Therefore, the combustion equation becomes 


4.07C;H, + 22.650, + 85.14, — 11.5CO, + 0.7CO 
+2,70,+85.1 N, + 16.2 H,O 
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For | mole of C4H,, 


C,H, + 5.570, + 20.91N, —> 2.83CO, + 0.17СО + 0.660, 
+ 20.91N, + 3.98 H,O 


Stoichiometric combustion equation is 


С.Н» + 50, + 5(3.76)N, — ЗСО, + 4Н.О + 18.8N, 


Theoretically, 5 moles of oxygen are required. But in the actual case 5.57 males of 
О, are supplied. Therefore, the excess air supplied is 


5.57 — 5.00 " 
5.00 


100 or 11.4% 


Ans. 


KELE An unknown hydrocarbon fuel, CH, was allowed to react with gir. 
An Orsat analysis was made of a representative sample of the product gases with 
the following result: СО, 12.1%, О, 3.8% and CO 0.9%. Determine (a) the 
chemical equation for the actual reaction, (b) the composition of the fuel, (c) the air 
fuel ratio during the test, and (d) the excess or deficiency of air used. 
Solution The combustion equation can be written as 

С.Н, + 40; + 3.76 aN, 12.1CQ, + 3.80, + 0.9СО + 83.2N, + HJO 


Equating moles for 


Nitrogen: 3.76a = 83.2 or a= 22.1 

Oxygen: 2x12.1=2x121+2x38+09+5 Б= 11,5 
Сагһоп: x= 12.1+0.9= 13.0 

Hydrogen: yuzb=2™ 11.5 = 23 


The combustion equation becomes 
С.Н, + 22.10, + 83.2М, > 12.1C0, + 3.80, + 0.9СО 
+ $3.2N, + 11,5H,0 Ans.(a) 
The composition of the fuel is C,,H,,. Ans.(b) 
Stoichiometric equation is 
СН» + 18.750. + 3.76 (18.75); — 13СО,  1.5H50 + (18.75)3.76N, 


_ 221-1875 


ТЕГ x 100 = 18% Ans.(c) 


Ea excess ат 


Actual air supplied per mole of C,H), 


_ 22432 


0232 ^" 3048.276 kg 
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Ышш A steam generator operates under the following conditions: 
Coal analysis: carbon 61.0, hydrogen 4.0, oxygen 3.0, nitrogen 2.0, sulphur 1.0 
moisture 4.0 and ash 25.0 
HHV of coal = 24.3 MJ/kg. 
Dry flue gas analysis: СО, 12.0%, CO 1.5%, О, 7.0% and М„79.5% 
Unburnt carbon = nil 
Exhaust gas temperature = 170 °C 
Energy loss other than dry exhaust loss and incomplete combustion = 3% of HHV 
Steam generation rate = 150 t/h 
Steam condition at boiler outlet = 100 bar, 500 °C 
Feedwater inlet temperature = 160 °C 
Determine (a) the amount of dry flue gas produced per kg fuel, (b) the dry 
exhaust loss and incomplete combustion loss per kg fuel, (c) the boiler efficiency, 
(4) the fuel burning rate, (е) the percentage of excess air used, and (f) the 
percentage of energy absorbed in the superheater. Given: heat of reaction of 


C+ 50, — CO, is 33.083 MJ/kg carbon and that of C + 50, — CO is 9.5 


= 17.03 Ans.(d) 


i Air-fuel ratio = 


MJ/kg carbon, €, of dfg is 1.05 kJ/kg К, and the ambient air temperature is 30 °C. 
Solution Mass of dry flue gas produced per kg fuel 
_ Cb HCO, + 28СО + 320, + 28М, ) 
12(CO, + CO) 


0.61(44 x 0.12 +28 x 0.015 +32 x 0.07 + 28 x 0.795) 
12(012 + 0.015) 


0.61 x 30.2 
s  7ll37kg Ans.(a) 


Energy loss due to dry exhaust gases 
= Wa Ep ty — f,) = 11.37 x 1.05 (170 — 30) 


= 1671.39 kJ/kg fuel Ans.(h) 
Energy loss due to incomplete combustion 


28CO 


TERME ico. RR ri 
* 44CO, + 28CO + 320, + 28N, 28 


28 x 0.015 
= 11,37 ————————————————————————— x 10107 
44x 0.12 + 28 x 0.0015 + 32 x 0.07 + 28 х 0,795 
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_ 1137 x 042 x 10107 


302 = 1598.18 kJ/kg fuel Ans.(c) 


Energy loss other than dry exhaust loss and incomplete combustion loss = 0.03 x 
24.3 = 0.729 MJ/ke fuel 


Total energy loss = 1,671 + 1.598 + 0.729 = 3.998 MJ/kg fuel 
HHV — Elosses 24.3 — 3.998 
i i == x 100 
Boiler efficiency TET 00 PE 
= @3.54% Ans.(c) 
i Ww, (A, — Ay) 
Again, iler ” 
i = и; x HHV 
At 100 bar, 500 °C, fr = 3373.7 kI/kg 
At 160 °C, h,= 675.55 Kl/kg 
150,000 (3373.7 — 675.55 
On substitution, 0.8354 = en. оош 
и, x 24300 
ЕЗ м’; = 19937 kg/h = 19.937 t/h = 5.538 kg/s Апз. (4) 
Theoretical air required per kg fuel, 
Wy = 11.5С + 34.5 (н = 2) +438 


11.5 х 0.61 + 34.5 (0.04 - Ud + 4,3 х 0.01 


= 7.015 + 1.25 + 0.043 = 8,31 kg 
Actual air supplied per kg fuel 


304N,C, 1 
A" an a N 
CO, +CO 0.768 


_ 3.04 х 0.795 x 0.61 А | 
012 + 0.015 0.768 


х 0.02 = 10.89 kg 


Hu — В: 10.89 — 8.31 
Percentage excess air used = —“—— x 100 = ————— x 100 
Wr, 8.31 
= 31.05% Ans.(e) 
At 100 bar, A, = 2724.7 kJ/kg 
Percentage of energy absorbed in the superheater 
h — h, 3373,7 — 27247 
= x 100 = 24.05% Ans.(f) 


hh ^ 33737-67555 
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ПОЧЕ ЕЙ The ultimate analysis of a fuel oil is given to be: carbon 83.7%, 
hydrogen 12.7, sulphur 0.7, nitrogen 1.7 and oxygen 1.2. The combustion air has a 
dry bulb temperature of 27 °C and a wet bulb temperature of 21°С. With 30% 
excess air and assuming complete combustion, find (а) the total volume of 
combustion products at 200 ^C and 1.013 bar, and (b) the dry flue gas analysis 
based on CO, О, and М... 

Solution Theoretical air required per kg fuel, 


И. = 11.5 х 0.837 + 34.5 (0127- E 


) + 4.3 x 0.007 


= 13.98 kg 


W,- 1.3 x 13.98 = 18.174 kg/kg fuel 


From the psychrometric chart, at DBT = 27 °C and WBT = 21°C, specific humidity 
= 0,0132 kg moisture/kg dry air. 
Water vapour entering with air per kg fuel 


= 18.174 x 0.0132 — 0.24 kg vap/kg fuel 
Total water vapour formed per kg fuel = ЭН + M + у, 

= 9х 0.127 + 0 + 0.24 

= 1,383 kg 
Mass of combustion gases per kg fuel: 

44 
CQ, = 15 х 0.837 = 3.07; СО = 0 (complete combustion) 
О, = 0.232 х 0.30 x 13.98 = 0.97 


N, = 0,768 (1 + 0.3) x 13.98 + 0.017 = 13.99 


SO, = = х 0.007 = 0.02; Н,О = 1.383 


Moles of combustion gases formed per kg fuel 


3.07 0.97 1399 0.02 1383 
= + + -== 


44 32 28 64 18 


= 0.0698 + 0.0303 + 0.4992 + 0.0003 + 0.0769 = 0.6765 
Volume of flue gases at 200 °C, 1.013 bar per kg fuel 


273 + 200 1.013 


Кы = 0.6765 x 224 x 373 1013 


= 26.26 т" Ans.(a) 
Composition of dry flue gas by volume: 


0.0698 


2006988 _ 
0.0698 + 0.0303 +04992 164 or 11.64% 


CO, 
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0,= SOO - 0.0505 or 5.08% 

it Ml DES 
4992 

„= eve = 0.8331 or 83.31% Апх ДЫ) 
0.5993 


кер The volumetric analysis of a fuel gas is given ав: C,H, 22.6%, CH, 
73.6%, CO, 2.4% and N; 1.4%, Assuming combustion air to be dry and in 25% 
excess, find (a) the molecular weight of the combustion products, (b) the total gas 
volume for complete combustion at 260°C, 1,013 bar, and (c) the dry flue gas 


analysis based on CO, О, and М.. 
Solution Assuming 100 moles of fuel gas, the combustion equation can be 
written as 
22.6C,H, + 73.6CH, + 2.4CO, + 1.4N, + 226.3 (О, + 3.76N,) x 1.25 
= 121.2CO, + 215.0H,0 + 56.60, + 1065.4N, 


Molecular weight of fuel gas 
= 0.226 x 30 + 0.736 x 16 + 0.024 x 44 + 0.014-х 28 = 20 kg/kg mol 


226.332 + 3.76 x 28) x 1.25 
28.96 


Total reaction moles = 100 moles of fuel gas + 1340 moles of air 


Moles of air supplied = = 1340 


1440 moles of combustion gas 
Molecular weight of combustion gas 


. 12L2x 44+ 215 Xx 18 + 56.6 x 32+ 1065.4 x 28 


1440 
_ 408452 | 
1440 28.36 kg/kg mol Ans.(a) 


Total number of moles of combustion gas per kg fuel gas 


_ 1440 kg mol kg mol of fuel gas 
100 kg mol fuel gas 20 kg 


Volume of combustion products per kg fuel gas 


= 0.72 


Из = 0.72 22.4 273 + 260 _ 31 40m kgfuel  Ans.(b) 


273 
Gas analysis by volume: 
121.2 
СО. = e = ji go 
2" 1з121+566+10654 те 
О, = en = 0.046 or 4.6% 


1243.2 


Pawer Plant Engineering 


1065.4 


h= 15435 =0.856 or 85.6% Апх.(с) 


Example 4.7 | Test data show the following gas analyses before and after the aır 
preheater. 


Entering 


9.7 
4.0 
85.3 


The coal used shows a carbon percentage of 72% by mass. Estimate the air leakage 
into the lair preheater per kg of coal fired. 
Solution Before air preheater: 


poe S Cus e SOE QM 0771 
$ CO, + CO 0.097 


= 19.42 kg air/kg fuel 
After air preheater: 


_ 3.04 x 0.859 x 0.72 
0.092 


Air leakage = И, — И", = 1 kg air/kg fuel 


BE А textile factory has a battery of 6 Lancashire boilers, each 
supplying 6 t/h of steam at 16 bar, 250 °C from feedwater at 30 °C, The boilers 
burn fuel oil of calorific value 43.96 MJ/kg with an overall efficiency of 75%. For 
efficient combustion 16 kg of air per kg fuel is required for which a draught 
of 20 mm of water gauge is required at the base of the chimney. The flue gases 
leave the boilers at 320 °C. The average temperature of the gases in the stack 
may be taken to be 300 °С. The atmosphere is at 30 °C, 

Assuming the velocity of gases at stack exit to be negligible, determine the height 
af the stack and the diameter at its base. 


Fw = 20.42 kg air/kg fuel 


Solution The draught produced is given by 


| ЕУ К 
Dp- gH (p-p) = gH =| —-— 
p= ail a,-p)~2t Bl L) 


a Ё 
] kg m LOI3x100 / 1 l 
20x10 mxgx 10° —— = хик (sms 95) 
1 ui 0.287 (303 573. 
20х0.287х 303 x 573 
Ww Ha т 36.44 m Ans. 


101.3 x 270 


Fuels and Combustion 


мА — Аы) 
М ine = 
ow айт" Wi «CV 
0.75 = 6000 x 6(2919.2 — 125.8) 


нү x 43,960 


| 36000 x 2793.4 
ы = ——— 905012: = (1.847 
М 0.75 x 43960 gh kg/s 


м’, = 16 x 0.847 kg/s 
wg = 17 х 0.847 = 14.4 kg/s 
Again, wa 7 Pp AV, ZE E р? gr? 


R T, 4 


101.3 а 
44= ————— 44 
14.4 55875 205 q Qx981x36 ) 
£ 14.4 х 0.287 x 503 x 4 
101.3 x ar x 26.74 


or D= 1.073 m Ans. 


= 1,152 


ЕЧЕН Е Compute the required motor capacity needed for the FD fan under 
the following conditions: 


Coal rate : 10 tonnes/h 
Coal analysis : C 78.0, H 3.0, О 3.0, 5 1.0, 7.0, A 8.0 
Excess air : 30% 
Plenum chamber pressure : 180 mm water gauge 
Mechanical efficiency of the fan : 60% 
Room temperature : 30°C 
Solution 
О 
Ит = 11.5С + 34.5 [н = 2) +435 
= 11.5 x 0.78 + 34.5 (0.03 = сы + 4.3 x 0.01 
= 9,907 kg air/kg fuel 
W, = 9,907 x 1.3 = 12.9 kg air/kg fuel 
_ RT 0.287 x 303 = 0.858 m"/kg 


V —À — 
"^ p — 101325 


Fa хи; Ху, Ар 


FD fan mator capacity = 
Mean 


Power Plant Engineering 


_ 129 x 10000 x 0.858 x 180 x 10° x 981 x 10° 
3600 x 0.6 


= 9048 W = 90.48 kW Ans. 


For the above boiler (Example 4.9), if the draught produced hy 


the ID fan is 250 mm water gauge, the gas temperature is 180 "C and the fan 
efficiency is 52%, find the motor capacity of the ID fan. 


Solution 
Wig = We tw, = 10x 10° + 12.9 x 10 x 10° 
= 139 х 10 kg/h = 38.61 kg/s 


i, +273 453 
= = 0.858 mec 1.283 m"/kg 
303 


у = OM denn 
Е gem. 


а 


[D fan motor capacity 


_ 3861 х 1.283 x 250x107 «981 x 10° в 
5 |. 052 
= 233632 W = 233.63 kW 


During a boiler trial a partial analysis of dry flue gas showed 
13.2% СО; and 3.2% О, by volume. Some CO was probably present but its 
percentage was not measured. The analysis of the coal burnt was 88% carbon, 
4.4% hydrogen and 7.6% ash. The moisture in the fuel was nil. Assuming that 
all the carbon and hydrogen have been burnt, estimate (a) the complete 
volumetric composition of the dry flue gas, (b) the actual amount of air supplied 
per kg coal, (c) mass of water vapour formed per kg coal, and (d) the dew point 
temperature of the flue gas. 


Solution For 100 kg of coal, let a moles of oxygen are supplied. 


Se + E Н, + aO, + 3.76aN, —— БСО, + dCO + eO, +N, + gH,O 
Carbon balance: = = 7333=b+d (1) 
Hydrogen balance: 2.2 = р 

Oxygen balance: а= b © ees febr +04 1. (2) 
Nitrogen balance: 3.76a = f (3) 
From dfg analysis, 0.132 — 0. (4) 


р+а+е+ f 
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e 


0.032 = — (5) 
bd tet f 


b 
Dividing (4) by (5), — = 4.125 (6) 
e 


From Eqs (1), (2) and (6), 


РИ 


+ 1.1 = 10.21 — 0.742 d 
4,125 


{= 38.39 — 2.794 
From Eq. (4), 


T 7333 - d __1333-d 


7333 -d+d+ a MI ОЕ 


de 1772 
а= 10.21 -- 0.742 x 1.772 = 8.895 
b= 7.333 ~ 1.772 = 5.561 

_ 5,561 


e = 
4.125 


= 1.348 


f= 3.76 x 8.895 = 33.45 


i | 8.895 x 32 
Mass of air supplied for 100 kg coal = ————— = 1227 Кр 
0,232 
… Mass of air supplied per kg coal = 12.27 kg Ans.(b) 
Total number of moles of dfg = b + d + e+ f— 42.131 
% CO, by volume = aan" x 100 = 13.20% 
42.131 
1.348 
Uo О, by vol = x 100 = 3.20% 
ав s ° 
1.772 
% CO by volume = —— x 100 = 4.20% 
42.131 
ü k = e = й 
Yo N, by volume 12131 x 100 = 79.40% Ans(a) 


x IE 


2.2 
Mass of water vapour formed per kg coal = = 0.396 kg Ans.(b) 


Mole fraction of water vapour in flue gas 
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g 2.2 


ве a = 00496 
b+d+e+f +g 4213142 
2. Partial pressure of water vapour 


= XH,0 Жыш = 0.0496 x 101.325 = 5.026 kPa 
„ Dew point temperature (from steam tables) = 32,9 °C Ans Ad) 


BELT mee A 200 m high 4 m dia stack emits 1000 kg/s of 100 °C gases into 
5 "C air, The prevailing wind velocity is 50 km/h. The atmosphere is in a condition 
of neutral stability. Calculate the height of the gas plume. 


Solution Using the correlation of Carson and Moses, 


(Q.)* V.D 
AH = 7 2 — — Ål: JG 
6 у. 0.0 A 


where, Г, = stack gas exit velocity, m/s 
D= stack dia, m 
К = wind velocity, m/s 
= heat emission from plume, watts = m c, (7, — Ta) 


n= gas flow rate, kg/s 


„= ambient air temperature, А 
= 1060 x 1.005 (100 — 5) 
= 95475 kW = 95.475 x 10° W 
Fa = 50000460 x 60) = 13.89 m/s 
р, = m/pA, where p= (101.325)/(0.287 x 373) 


О. 
mI 
T,= stack exit gas temperature, K 
T, 
О. 


= 0.9465 kg/m’ 
1000 
tan ш 
0.9465 x х 4? 
4 
122 3 
АН = 1.62 (95.475) x 10 - 0.029 84x4 
13.89 13.89 
= 1843 — 0.7015 = 1842.3 m Ans. 


A gas turbine is supplied with a fuel of calorific value of 
20 MJ/kg and gravimetric analysis 65% C, 25% H5, 10% O. The compressor takes 
in air at 1 bar, 27 °С and compresses it isentropically to a pressure of 4 bar. The 
exhaust gases heat the air leaving the compressor, before it enters the combustion 
chamber. 
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Assuming that the regenerator effectiveness is 78%, the expansion in the turbine 
is isentropic, and the analysis of the dry exhaust gas is 6% CO,, 1.5% CO, 
determine the maximum temperature in the cycle, thermal efficiency of the plant, 
and specific fuel consumption. For air, c, = 1.005 kJ/kg К, g = 1.4 and for 
combustion products, c, = 1.15 kJ/kg К, g = 1.33. 

Solution Let us consider | kg fuel and let x kg mol of air is supplied. Then the 
combustion equation can be written as 
0.65 0.25 0.10 
——C+—H, + ——0,+ 0.21 x O4 + 0.79 x N 
12 2 wu су се : i 


| 65 
А carbon balance gives, p = д + h=0.0542 
0. 
А hydrogn balance gives, = = е = 0.125 


Ап oxygen balance gives 010 at koet 
YE Ё " 32 b 2 7 


А nitrogen balance gives 0.79х = d 


Alsa, 
% CO, = —  — —. = 0.06 
"HH ë atbtetd ` 
% СО = en — = 0.015 
Е athb+c+d `” 
" Bee E ess 
d 0. 4 
а+Ь=а+025 a= 1.25g = 0.0542 
or a= 0.0434 and 4=0.0108 
0.10 


UO aDixtdeatzicca sd 
32 2 2 


Also, 0.0031 + 0.21х + 0,79х = (a+b+c+d)- x P 
0.0108 0.125 
2 


ы 
2 


= (1.7233 — + ——- 


2 


= (0.7804 
х= 0.7773 k mol. 


Hence, air supplied = 0.7773 x 28.96 = 22.54 kg/kg fuel 
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(у-у 
T. & = 40414 = | 486 
T, Pi 
Т, = 446 К 
Ап energy balance оп the combustion chamber gives 
Wa Cpa (T; — T,) + w(CV) = (w, + wp Cog (7; — To) 
22.54 (1.005) (446 — 288) + 1.0 (20,000) = (22.54 + 1) (1.15) (T, — 288) 


Г, = datum temperature = 15 °C assumed 


Г, 1159 К = maximum temperature of the cycle Ans. 
Т. 
£3 = (40331133 
4 
xs T, = 820 K 


Regenerator effectiveness, e is 
"T T; ~ T, En Т, — 446 
T, -T, 820 – 446 
Т, = 738 К 
W. = wey (7; Т) = 22.54 x 1.005 (446 — 300) = 3307.3 kW 
И’. = 23.54 х 1.15 (1159 — 820) = 9177.1 KW 
QO, = 23.54 (1.15) (11.59 — 738) = 11396.9 kW 
_ 91771 — 3307.3 
Пее 11396.90 


= 0.78 


= 0.515, or 51.5% Ans. 


| 3600 3600 
Specific fuel consumption = ——————__ = 
91797,1 3307.3 5869.8 
= 0,613 kg/kWh Ans. 


LEEN A boiler uses 2000 kg/h of coal. The temperature of air supplied 
15 300 К, and the average temperature of the flue gas leaving the chimney is 650 К. 
The 33-m high steel chimney produces a draught of 20 mm of water column. 
Determine the (a) quantity of air supplied per kg of coal, (b) the draught in terms of 
column of hot gases, and (c) the base diameter of the chimney, assuming that 10% 
of the theoretical draught is used for creating the flow velocity of gases through the 
chimney. 


Solution 


ee | = т 
n т Т, 
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ne |с th 
300 m 650 
= m = 19.727 kg air/kg coal Ans. (a) 


(b) Let H, be the height of the hot gas column producing the draught, Then 


= p gH, = 353 gH | — -——— — 
Ap = p, gH, м: zd 


11 20.727 1 
where р,= 353 0 — — =353 x x—L. = 0.5706 & 
m T, 19.727 650 m’ 
Т, 19.73 650 | 
m E 
H,= Н | ——— -1|=33) —— x — -1|=35m 
‚ Fr | E: 300 
Ans. (b) 


(c) Mass flow of flue gas = mass of coal + mass of air 
= 2000 (1  19.727y3600 


11.515 kg/s 


11.515 
0.5706 


Flue gas velocity, Г, = J22H, = \/2х 9.18 х0.1х 35 


= 8.29 m/s 


il 


= 20.18 m?/s 


„Volume flow of flue gas 


П ху. = 20.18 
4 Е 


® ы 20.18 
4 8.29 
d = base diameter of chimney 
= 1.76 m Ans. (c) 


LEIEN A forced draught fan supplies air at 10 m/s against a draught of 20 
mm of water across the fuel bed. Estimate the power required to run the fan if 2500 
kg/h of coal is consumed and 16 kg of air is supplied per kg of coal bumed. The 
temperature of the flue gas and the ambient air may be taken as 600 К and 300 К 


respectively. 
If the forced draught fan is replaced by an induced draught fan, what will be the 


power required to drive the fan’? 
Solution 


р__ 1013 


Density of air, 2, = RT 0287х300 ^ 1.176 kg/m? 
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› 100 4 
Velocity head = pV^/2 = 1.176 x = = 58.83 Nim? 


Static pressure head = 20 mm of water 
= 0.02 x 10° x 9.81 = 196.2 N/m? 
Total pressure head to be produced by the fan 
Ap = 196.2 + 58.83 = 255.03 N/m? 
Volume of air to be handled 
y 2500 х16х1 


- = 9.45 m’/ 
3600 x 1.176 T 


Power required by the FD fan = хар 


_ 9.45 x 255.03 
1000 
[fan ID fan replaces the FD fan, since the ID fan handles flue gases, 


35 
Density of flue gas, p, = na x 332 


Hi T. 


u 


= 2.41 kW Ans. 


= — x — = 0.625 kg/m” 


› 100 4 
Velocity head = 0,625 x DE 31.25 N/m 


= 


Draught to be produced 
Ap = 196.2 + 31.25 = 227.45 Nin? 


Volume flow rate of flue gas, у, 


7 
3600 0.625 


Power required by the ID fan 
= 18.88 x 227.45 x 107 = 4.29 kW Ans. 


" wee — rt am^ up 1 ey Se раен ч 


nn SHORT-ANSWER QUEST 


4.1 What are the fuels used for generation of steam? 

42 How was coal formed? 

4.3 What is rank of coal? What are the different ranks of coal? 
4.4 What are the types of coal analysis? 

4,5 What is proximate analysis of coal? 
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What do you understand by ultimate analysis of coal’ 

What are the important coal properties relevant to boilers? 

What ts the difference between a caking coal and a free-burning coal? 
What is swelling index? 

Define grindability index of a coal. 

What do you understand by weatherability of coal? 

What is a bomb calorimeter? 

How is lower heating value of coal different from the higher heating value? 
What is ash softening temperature? What is its effect on boiler performance? 
How is fuel oil formed? 

How is oil brought out from the oil-well? 

What are the main constituents of fuel oil? 

What is the ultimate analysis of fuel oil? 

What are the required properties of fuel oil for boiler firing? 

What is pour point? 

What is flash point? 

How ts the natural gas formed? 

What ıs the approximate heating value of natural gas? 

What are the major constituents of natural gas? 

What is compressed natural gas? What is its probable application? 
What is LPG? What are its constituents? Where is И used? 

What is an emulsion? 

How does an emulsion of water in heavy oil promote combustion? 
What is a coal-oil mixture (COM)? 

How is COM prepared? 

What are the merits of COM as a boiler fuel? 

What is the stabilizer used for COM? 

Explain the merits and demerits of the coal-water mixture as a boiler fuel. 
What are the industrial wastes and byproducts used as boiler fuels? 
Evaluate wood waste as a boiler fuel. 

What is an incinerator? Where is 1t used? 

What are synfuels? 

How is coal gasified? 

What is a town gas? 

What is water gas reaction? 

How are gases classified according to heating value? 

What is synthesis gas? 

What is pipeline gas? 

What is hydrogasification? 

What 15 underground gasification of coal? 

What are the attractive features of underground gasification of coal? 
How is coal liquefied? What are the different products? 

What is Fischer— Tropsch process? 

What is Sasol plant in South Africa famous for? 

What are the basic modes of liquefying coal? 

What is hydrogenation process? 
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What do you understand by catalytic conversion process” 

What is hydropyrolysis? 

What is biomass? How is it formed? 

What are biofuels? How can these be produced? 

What are the routes of bioconversion? 

What is thermochemical conversion? 

Explain what you understand by biohemical conversion? 

What is anaerobic digestion? 

What is fermentation? 

How is gasohol produced? 

What is an energy farm? 

Explain the scope of an aquatic farm. 

What is combustion? 

What are the four basic conditions to be fulfilled to burn a fuel efficiently? 
What is MATT? 

Why is excess air always required to be supplied for combustion? What is 
dilution coefficient? 

What are the different methods of measuring the amount of excess air 
supplied? 

Why is the flue gas analysis said to be measured on the dry basis? 

How can the degree of burnout of carbon in a fuel be determined? 

What do you understand by the dew point temperature of flue gases? Why is 
it important in boiler design? 

What is Dulong’s formula? How is it arrived at? 

How does the proper control of the right amount of excess air maintain 
optimum combustion efficiency? 

Why is the oxygen measurement considered the preferred method for 
combustion control? 

Give the mass balance of a steam generator. 

Give the dry refuse analysis by mass. 

Enlist the various energy losses taking place in a steam generator. 

Define the efficiency of a steam generator. 

What is draught? What are the functions of the draught system? 

How is draught produced in a steam generator? 

What is natural draught? How is it caused? 

What is the function of stack in a boiler? 

What do you understand by (a) dispersion, (b) plume height with reference 
to a stack? 

What is mechanical (or artificial) draught? 

What 15 the function of the FD fan? Where is it located? 

What is the function of the ID fan? Where is it located? 

Explain what you understand by balanced draught. 

What is a pressurized furnace? What are its characteristic features? 

How are pressure and volume flow of flue gases measured? 

What are the different types of fans used for producing draught? 
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Why are centrifugal fans with backward-curved blading normally used for 
FD fans? 

Why are centrifugal fans with forward-curved blading normally used for ID 
fans? 

Explain the two common methods of controlling the output of fans, 
Explain the characteristic features of damper control. 

What are the advantages of the variable speed control of fans? What is the 
effect of speed on fan performance? What are the types of drives for the fan? 
What i5 (a) a primary air fan, (b) a gas recirculation fan? 

How is the noise of fans reduced? 

Define (a) enthalpy of formation, (b) internal energy of combustion, and (c) 
enthalpy of combustion. 

What do you understand by (a) heating value at constant pressure, and (b) 
heating value at constant volume? 

Explain what you understand by adiabatic flame temperature. What is its 
importance in the design of a combustor? How is it controlled? 

Explain the effect of dissociation on the combustion temperature, 

What is free energy of formation? What is the standard free energy change? 
Define the equilibrium constant of a chemical reaction. How is it related to 
the free energy change? 


PROBLEMS 


A bituminous coal has the following composition: carbon 71.6, hydrogen 
4.8, oxygen 6.3, nitorgen 1.3, sulphur 3.4, moisture 3.5 an! ash 9.1. 
Calculate for complete combustion per kg of coal (a) theoretical weight of 
air per kg of coal, (b) actual weight of air required with 60% excess air, (c) 
actual volume of air at 1.013 bar, 25 *C, and (d) HHV of coal. Write the 
complete combustion equation and estimate the LHV of coal avd the dew 
point temperature, 
The analysis of fuel oil is as follows; carbon 83.9, hydrogen 13.9, sulphur 
2.2, oxygen 0.0, nitrogen 0.0. Calculate for complete combustion with 20% 
excess air (a) the flue gas volume in m°/kg of oil at 200 °C and 1.013 bar, 
and (b) drv gas volumetric analysis. 
A fuel gas consists of 85% methane and 15% ethane by volume. What should 
be the CO; meter reading if the above fuel is burnt with 10% excess air? 
[Ans. 10.9%] 
The wet products of combustion from an oil-fired steam generator furnace 
pass through a tubular air preheater. The entering temperature is 320 °C, the 
exit temperature is 130 °C and the mean с, is 1.09 kJ/kg К. The oil has a 
percentage composition by weight: carbon 87.6, hydrogen 9.0, oxygen 2.0, 
moisture 1.4. The dry volumetric analysis of the products: CO, 14.6% and 
О, 2.92%, the remainder being nitrogen. The temperature rise of preheated 


4.5 


4.6 
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4.8 
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air is 180°C, Calculate (a) the air-fuel ratio, and (5) the heat exchanger 
effectiveness, 
[Ans. (a) 15, (b) 0,82] 
The following data refer to a certain steam generator with pulverized coal 
system: 
Evaporation rate: 150 t/h 
Design pressure: 150 bar 
Superheater outlet temperature: 500 °C 
Economiser inlet temperature of feedwater: 180 *C 
Overall boiler efficiency: 90% 
Calorifie value of coal: 23.1 MI/kg 
Heat release rate in furnace: 186.5 kW/m? 
Width: Length: height of furnace = 1:2: 3 
Determine (a) the dimensions of the furnace, (b) the fuel bs rate, (c) the 
percentage of total heat that each of the surface (economiser, evaporator and 
superheater) contributes. 
The coal supplied to a furnace had the following composition: carbon 85.5, 
hydrogen 5.0, oxygen 4.0 and incombustibles 5.5. During a test it was found 
that the ashes discharged from the furnace contained 0.015 kg of unburnt 
carbon per kg of coal supplied to the furnace. The analysis ofthe dry flue gas 
showed СО. 14.5% and CO 1.3% by volume. Calculate the mass of air 
supplied and the complete volumetric composition of the flue gas. 
[Ans. 13 kg/kg coal, CO, 13.76, CO 1.24, O, 3.0, N, 76.65 
and H,O 5.35% by volume] 
The percentage analysis by mass of the coal used in à boiler was: Carbon 83, 
hydrogen 6, oxygen 5 and ash 6. The dry flue gas contained CO, 10.50, CO 
1.30, О, 7.67 and N, 80.53, % by volume. The temperatures of the air and 
flue gas were 15 "C and 215 *C respectively. Find (a) the total mass of air 
supplied per kg coal, (b) the partial pressure of the steam in the hot flue gas, 
if the pressure of the flue gas is 1 bar, (c) the heat carried away by the moist 
flue gas per kg of coal fired including that due to the CO present. 
[4ns. (a) 17.13 kg/kg coal, (b) 0.05 bar, (c) (1624 x 4.187 ) kl/kg coal] 
A coal analysis by mass is 73% C , 12% ash, 15% H,O. When burned in a 
boiler the residue contains 18% C by mass, The analysis of the dry flue gas, 
by volume, is CO, 11.8%, CO 1,3%, О, 5.5%. Calculate the % C in the coal 
which undergoes combustion and the actual air used. 
[4ns. 97%, 13.47] 
The analysis of a coal hy mass is 82% С, 6% Н, 6% ash, 2% О and 4% H,O. 
Calculate the stoichiometric air-fuel ratio. The actual air supplied is 18 kg/kg 
fuel. Given that 80% of the carbon is completely burnt and all the hydrogen, 
calculate the volumetric analysis of the dry products. 
[4ns. 11.42 kg/kg; 9.1% CO., 2.3% CO, 7.2% O,, 81.4% №] 
A boiler is supplied with duel-fuel burners, using natural gas and fuel oil. 
Analysis of natural gas, by volume, is 94% CHa, 2% C,H,, and 4% CO, 
Analysis of fuel oil, by mass, is 87% C, 13% H4. The analysis of dry 
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combustion product is CO, 10%, CO 0.64%, О, 4.56%, N, 84.80%. 
Calculate the m? gas used/kg oil. 
[4ns. 2.26] 
A circular tank 10 m long and 1.5 m diameter is used for oil storage. 
Calculate the number of days’ oil supply the tank can hold for continuous 
operation at the following conditions: 
Steam flow, 2000 kg/h; Steam condition, 15 bar, dry saturated; Feedwater 
temperature, 110°C; Boiler efficiency, 75%, Specific gravity of fuel oil, 
0.82; Calorific value of fuel oil, 42 ME/kg. 
(Ars. 4.08 days] 
The following readings, representing percentage volume of the dry flue gas, 
were noted on a boiler instrument panel: О, meter 1.97% and CO, meter 
16,52% 
However, the CO, analyzer also absorbs SO. Therefore, the CO, meter 
reading includes а percentage of SO, as well as a percentage of CO, If the 
fuel used has an analysis by mass: carbon, 84%, hydrogen 6%, sulphur 4%, 
oxygen 4% and ash 2%, and assuming that no CO or SO, was 
formed,determine the correct complete dry flue gas analysis by volume and 
state the percentage excess air that was supplied. 
[Ans. CO, 15.80, SO, 0.28, О, 1.92 and N, 82.0%, by vol; 9.2%] 
Coal with composition by weight: carbon 75%, hydrogen 5%, oxygen 5%, 
moisture 8% and ash 7%, is burnt with excess air. The Orsat analysis of the 
resulting flue gas shows CO, 9.09%, О, 10.55%, CO nil and the balance 
nitrogen. Determine the weight of air used per kg of coal and the percentage 
of carbon which is not burnt. | 
[Ars. 19 kg air/kg coal, 0.048 kg unburnt carbon/kg coal] 
The following stack gas was obtained from a furnace burning bituminous 
coal: CO, = 12.6, СО = 0.2, N, = 80.7, О, = 6.5 
The ashpit refuse contains 8.5% combustable matter, and the coal used has 
the following analysis: ' 


C 73.4 N 1.5 А 7.6 
H 5.0 3 3.0 M 3.5 
О 6.0 


Calculate (a) the mass of dry gas produced per kg coal, and (b) the mass of 
flue gas produced per kg coal, assuming dry combustion air. 

Test data from a boiler are as follows: Coal analysis: С 75.0, H 5.0, О 7.0, N 
2.0, 5 1.0, М 1.0 and A 9.0 

Dry gas analysis : CO, 12.3, О, 6.6, N, 80.8 and CO 0.3 

Refuse analysis : ash 92,0, carbon 8.0 

Air has 1.7% moisture 

Calculate per kg coal (a) actual air used, (b) air theoretically needed with 
given moisture and (c) percentage of excess alr. 

Data from a boiler test are as follows: 

Coal analysis: С 57.6, H 3.73, 05.83, М 1.07, $ 3.29, M 12.00, А 16.50 
HHV of coal as fired: 25 MI/ke 

Refuse analysis: C 20.0, A 80.0 
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Dry flue gas analysis: CO, 13.0, О, 7.0, СО 0.0, N, 80.0 
Flue gas temperature, 180 °C 
Air data: dry bulb, 20 °C, wet bulb, 15 °C 
Make an energy balance of the boiler assuming an “unaccounted and 
radiation loss” as 3.7%, 
A steam generator operates under the following conditions: Coal analysis: 
carbon 60.0, hydrogen 4.0, nitrogen 2.0, sulphur 1.5, oxygen 3.0, moisture 
4.5 and ash 25.0. Dry flue gas analysis: CO, 12.0, CO 1.5, O, 7.0 and N, 
79.5%. 
Steam condition at boiler outlet: 100 bar, 500 °C 
Feedwater inlet temperature: 170 °C 
Steam generation rate: 160 tonnes per hour 
Steam generator efficiency: 85% 
HHV of coal: 21 MJ/kg 
Room temperature: 30 °С, С = 1.08 kl/kgK 
Determine (a) the excess air coefficient, (b) the fuel burning rate, (c) the 
amount of dry flue gas produced per kg coal, and (d) the dry exhaust loss per 
kg coal. If the pressure losses before and after the furnace are 500 mm and 
800 mm of w.g. respectively, and the exhaust gas temperature is 160 °C , find 
(е) the total power consumed by the FD and the ID fans having efficiencies 
70% and 60% respectively. 
[Ans. (a) 0.3075 or 30.7595 excess air, (b) 6.622 kg/s or 23.84 t/h, 
(c) 11.185 kg/kg coal, (d) 1614 kJ/kg coal, (е) 427.45 KW by 
FD fan and 1246.4 kW by ID fan] 
Liquid octane (C,H,,) enters the combustion chamber of a gas turbine at 
25 "C and air enters from the compressor at 227 ^C. It is determined that 
98% of the carbon in the fuel burns to form CO, and the remaining 2% burns 
to form CO. What amount of excess air will be required if the temperature of 
the products is to be limited to 827 °C? Given: (1) values Az of C,H), (I). 
CO,, CO and H,O (р) are — 249952, — 393522, — 110529 and — 241817 kJ/kg 
mol, respectively. (2) Values of (fio — Ао) for О, and N, are 6088 and 5912 
kJ/kg mol, respectively. (3) Values of (A oog — Ag) for CO, CO, H-0 (g), О, 
and N, are 33405. 21686, 25978, 22707 and 21406 kJ/kg mol, respectively. 
[Ans. Eqn. 100C,H,, + aO; + 3.76 aN, ® 784 CO, + 16CO + bO, + 
900H,0 + 3.76aN, Actual A/F = 66, Theoretical A/F 
= 15.05, % Excess air = 338% 
The products of combustion of an unknown hydrocarbon fuel C,H, have the 
following composition as measured by an Orsat apparatus: CO, 8.0%, CO 
0.9%, О, 8.8% ап N, 82,3%. Determine (a) the values of x and у, (b) the air 
fuel ratio, (c) the composition of the fuel, and (d) the percentage excess air 
used. 
[Ans (a) Cy 4 Hyg 5, (b) 24, (c) C 85.23%, H14.77%, (d) 61.6%] 
For the chemical reaction, 


СО, +H, == CO + HO 
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the equilibrium value of the degree of reaction at 1200 K is 0.55. Determine 
the equilibrium constant and the Gibbs function change. 

[Ans. 1.495, — 4005 J/g mol] 
A fuel oil composed only of carbon, hydrogen, and sulphur is used in a steam 
generator. The dry flue gas analysis gives CO, 11.7%, CO 0.44%, О, 
4.002%, SO, 0.176% and N, 83.682%. Find (a) the fuel mass composition, 
(b) the air-fuel ratio by mass, (c) the excess air used, in per cent, and (d) the 
dew point temperature of the flue gases if their pressure is 2 bar. 
А desulphurized coal has the ultimate analysis on dry combustible basis: C 
81.1%, Н 4.4%, 0 2.7%, and М 1.8%, by mass. It burns in 120% air. The 
reactants were at 25 °С. Find the adiabatic flame temperature. 

[4ns. 2186 K] 

A power plant is situated at sea level. 1650 kg/s of flue gases enter a 5 m dia 
stack at 140 °C and leave at 110 °С. The outside air temperature is 10 °С. 
The stack is designed for a driving pressure of 0.007 bar. Using the Carson 
and Moses correlation, calculate the flue gas plume height if the prevailing 
winds are at 80 km/h. 
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Combustion Mechanism, 
Combustion Equipment and 
Firing Methods 


The rate of a chemical reaction, as in the combustion process, is greatly 
influenced by the temperature, concentration, preparation, and distribution of 
the reactants and mechanical turbulence. All these factors tend to increase 
contact between molecules of the reactants. 

Higher temperature, for example, increases the velocity of molecular 
movement, permitting more frequent contacts between molecules. The 
concentration and distribution of the reactants in a given volume are directly 
related to the contact between interacting molecules. It assumes greater 
importance as the reaction nears completion. Mechanical turbulence induced by 
a properly designed burner system permits greater opportunity for the molecular 
contact. 

In the process of generating steam, the furnaces or burner systems provide 
controlled, efficient conversion of the chemical energy of fuel to heat energy 
which, in turn, is transferred to the heat-absorbing surfaces of the steam 
generator. To do this, the firing systems introduce the fuel and air for 
combustion, mix these reactants, ignite the combustible mixture, and distribute 
the flame envelope and the products of combustion, 

Furnaces can be broadly divided into two types: 

(1) Grate-fired furnaces 

(2) Chamber-type or flame furnaces 


Fig. 5.1 Grate-fired furnace 
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Grate-fired furnaces are suitable for burning solid fuels like coal, wood 
chips, bagasse, urban waste and so on, The schematic of a grate-fired furnace in 
which fuel is burned in a bed is shown in Fig. 5.1.Combustion of volatiles, fine 
carbon particles, and carbon monoxide occurs in the space above the fuel bed. 
In a chamber type or flame furnace (Fig. 5.2), which is used for firing pulverized 
coal, fuel oil and gas, a mixture of fuel and air is delivered into the furnace 
chamber. The fuel ignites and burns as it flows in the furnace space. 
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Fig. 5.2 Chamber-type or flame furnace 
5.1 | KINETICS OF COMBUSTION REACTIONS 


The combustion of fuel in a furnace is determined by a number of physical and 
chemical factors. The physical factors include the process of mixing of fuel and 
air, the size of fuel particles and the surface area exposed for reaction. The 
chemical factors are related to the temperature and concentration of the 
reactants. The complex fields af velacities, temperatures and concentrations 
together determine the kinetics of chemical reactions. 

Reactions involved in combustion of fuel proceed with evolution of heat, 1.е. 
they are exothermic. These include the burning of carbon, hydrogen and sulphur 
in atmospheric air. At high temperatures, some reactions may occur with heat 
absorption, Le. they are endothermic, 


N,+0,=2NO  - 180 kJ/mol 
CO,+C=2CO -7.25Mlikg 


These chemical reactions can proceed in either a forward or reverse direction 
and are called reversible. During combustion of fuel in furnaces, the rate of a 
direct process, say С + 0,—— CO,, is extremely higher than that of the reverse 
process, Le. CO, —— С + 04. The equilibrium of these reactions is shifted 
towards the formation of the final products and therefore, these processes are 
irreversible. 
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The intensity of combustion is characterized by the rate of reaction involved. 
The homogeneous single phase reaction rate 1s measured in terms of the 
variation of the concentration of one of the reacting substances, Aca, mol/m‘ 
(or gm ), in a given time interval AT, or 


pcm Aca (mol/m?s) (5.1) 
AT 
The rate of a heterogeneous reaction, r,, is expressed as the quantity of 
substance m, in kg, that has reacted on the solid particle surface, 5, m^, during a 
time interval Ат, $ 


r= c (kg/m?s) (5.2) 
SAT 
Reaction rates obey the /aw of mass action, according to which the rate of a 
reaction in a homogeneous medium at a constant temperature is proportional at 
amy instant to the product of the concentrations of the reactants: 


к= КС" cg (5.3) 


where c, and сд are the concentrations of the reactants 4 and В in the gas 
mixture, m and п are the number of moles of 4 and B respectively, and & is the 
reaction rate constant which depends on the temperature and the nature of the 
reactants. 

Since the partial pressures of the components in a gas mixture at a certain 
temperature are proportional to their concentrations, Eq. (5.3) can be written in 
the form 


r= Кр" рв (5.4) 
In heterogeneous combustion, the concentration of the combustible 


substance (solid fuel) is constant and therefore, the rate of reaction depends 
only on the concentration of oxygen on the surface of solid fuel (c,), 


r=ke, | (5.5) 


If the concentrations of the reactants do not vary with time, the reaction rate is 
determined by the reaction rate constant k which depends on the temperature 
and nature of the reactants, as given by Arrhenius equation, 


k=k,e FRT | (5.6) 


where k, is a constant, E is the activation energy, kJ/kg mol, К is the universal 
gas constant, 8.3143 kJ/(kg mol К) and Tis the absolute temperature. 

Figure 5.3 shows the dependence of reaction rate on (a) temperature, (b) 
activation energy, and (c) concentration of combustible matter. The rate of 
reaction increases rapidly with temperature. A chemical reaction occurs due 
to the collisions of the molecules of reacting substances. If all collisions 
resulted in a reaction, combustion would occur at an enormous rate and А 
would be equal to k, The energy that is sufficient to destroy the molecular 
bonds of the starting substances is called the activation energy, E. If the 
activation energy is high, it is difficult to destroy the molecular bonds of the 
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original molecules, and so the reaction rate is low. Therefore, as E increases, 
r decreases. The activation energy of the reaction С + О, = СО, is Erg, = 140 
kJ/mol and that of the reaction С + ТО, = CO, Eco = 60 kJ/mol. Thus, it 
follows that the rate of formation of CO in carbon oxidation is substantially 
higher than that of CO, and CO will be formed predominantly at the surface 
of burning carbon particles. 


(a) (h) (c) 


Fig. 5.3 Effect of (a) temperature, (b) activation energy and (c) 
concentration of combustible matter, on the reaction 
rate, LL = lower limit, UL = upper limit 


Combustion cannot take place at any arbitrary concentration of fuel in the 
mixture, but only in a definite range of its concentrations in the air. There is a 
lower concentration limit below which combustion is impossible, and an upper 
concentration limit when any further increase of the concentration of the fuel 
prevents combustion. Thus, combustion is possible only in the concentration 
range between these two limits, 


5.2 | MECHANISM OF SOLID FUEL COMBUSTION 


Upon heating, solid fuel particles first undergo a stage of thermal preparation, 
which consists in the evaporation of residual moisture and distillation of 
volatiles. Fuel particles are heated to a temperature at which volatiles are 
evolved rapidly (400—600 °C) in a few tenths of a second. The volatiles are 
then ignited, so that the temperature around a coke particle increases sharply 
and its heating is accelerated. The combustion of volatiles occurs in 0.2—0.5s. 
A high yield of volatiles produces enough heat to ignite coke particles. When 
the yield of volatiles is low, the coke particles must be heated additionally 
from an external source like a radiant furnace wall. The final stage is the 
combustion of coke particles at a temperature above 800—1000 °C. This is a 
heterogeneous reaction (gas-solid), the rate of which depends on the oxygen 
supply to the reacting surface. The burning of a coke particle takes up 1/2 to 
2/3 of the total combustion time which 1s about 1-2.5 s (for pulverized coal). 

In carbon-oxygen reaction, oxygen is first adsorbed from the gas volume on 
the surface of particles and reacts chemically with carbon to form complex 
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carbon-oxygen compounds of the type C,O,, which then dissociate to form CO, 
and CO. The resulting reaction at about 1200 °C can be written as 


4C + 30, = 2CO + 2CO, (5.7) 


The ratio of the primary products, CO/CO,, increases sharply with the 
increasing temperature of burning particles. At 1700 °C, the resulting reaction 
becomes 

3C + 20, = 2CO + СО, (5.8) 


where the CO/CO, ratio is equal to 2. 

The primary reaction products are continuously removed from the surface of 
particles to the environment. In this process, CO diffusing out encounters the 
oxygen diffusing into the reacting surface and reacts with it within the boundary 
layer of gas to form CO. Consequently, the concentration of oxygen decreases 
sharply as it approaches the reacting surface, while the concentration of СО, 
increases (Fig. 5.4a). At a high temperature, CO can consume all the oxygen 
supplied, which, consequently, will not reach the reacting solid surface 
(Fig. 5.4b) and the endothermic reduction of CO, to CO will occur, with the 
high combustion temperature maintained due to high heat release (Fig. 5.4). 


Carbon surface 
Carbon surface 


mers 
— 5 — 

(a) (b) 
Fig. 5.4 Variation of concentration of gases near the burning 


carbon surface (a) at moderate temperature, (b) at high 
temperature; à, = thickness of boundary layer of gases 


5,8 | KINETIC AND DIFFUSION CONTROL 


The rate of combustion of carbon particles is determined not only by the rate af 
chemical reaction on the carbon surface but also by the rate of oxygen supply to 
the reaction zone by molecular and turbulent diffusion. Ash is distributed 
uniformly throughout the coal substance. With the progress of combustion the 
reaction surface of the coke particle moves inward leaving behind a layer of 
porous inert ash, through which also oxygen diffuses for reaction (Fig. 5.5). The 
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ash layer will be assumed to shed off the particles due to turbulence. The 
burning particle is surrounded by a boundary layer or gas film across which 
there is a gradient of oxygen gas concentration (or partial pressure) and in which 
CO is oxidized to CO, while diffusing out from the reacting surface. Outside 
this gas film, in the main flow, there is no gradient in concentration of any gas or 
temperature due to turbulent mixing. It may be assumed that the oxygen 
concentration in the bulk flow, c, is equal to the oxygen concentration at the 
film surface, сү. 
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Fig. 5.5 Burning of a coke particle 


The rate of diffusion of oxygen per unit surface area of particle is given by 
Fick's law: 

= hy (os c) (5.9) 

where i dm D/ó is the mass transfer coefficient, m/s, D is diffusion coefficient, 


m/s, and ó is the boundary layer thickness, т. 
The diffusion rate of oxygen will be maximum when c, — 0, 


Co „ "o ^—— (510) 


Let us assume that all the oxygen supplied by diffusion reacts on the particle 
surface. Then the rate of reaction is given by the Eq. (5.5). 


rå = ke, (5.11) 
The maximum reaction rate will occur at c, = c. 
(t). - ta 61 


Now, the oxygen consumption in the surface reaction must be equal to the 
oxygen supply through the boundary film, i.e. m. =r/=r, From Eqs (5.9) and 
(5.11). 
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or r= % = тт % (5.13) 
k К, 

Temperature has only a weak effect on mass transfer by diffusion (X, = 75). 
but it considerably influences the surface reaction rate which increases 
exponentially with temperature (k = е7), The nature of variation of the 
maximum rates of oxygen diffusion to the surface and oxygen consumption by 
that surface (Fig. 5.6) suggests two principal regions of combustion of coke 
particles. At temperatures less than 1000 °C, the surface reaction proceeds at a 


slow rate and oxygen consumption is only a small fraction of the quantity of 
oxygen supplied to the surface, i.e. k «« А, and c =c, Then Eq. (5.13) reduces to 


Fig. 5.6 Variation of oxygen concentration near the burning 
coke particle surface. I = kinetic region, П = transition 
zone, Ш = diffusion region of burning 


„ke, (5.14) 


Thus, the total reaction rate is controlled by the kinetics of the chemical 
reaction on the surface. This temperature region (1) of reactions 15 called the 
kinetic combustion zone, and the reaction is said to be Kinetically controlled 
(which depends on the temperature of the reaction surface). 

At high temperatures, above 1400 °C, the rate constant of the reaction on the 
surface increases rapidly and exceeds the maximum rate of oxygen supplied to 
the surface, which varies only slightly with temperature. Then & >> k, and from 
Eq. (5.13), 


„= ka, (5.15) 


In this zone, the reaction rate varies slowly inspite of increasing temperature. 
Oxygen supplied to the surface by diffusion reacts instantaneously (at high 
temperature) and its concentration. at the surface becomes zero. This 
temperature region is called the diffusion combustion zone (III). With oxygen 
deficiency at the surface, the reduction of CO, to CO occurs at the incandescent 
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coke surface, while the diffusing oxygen is completely consumed in the gas film 
in oxidizing CO to CO. In this zone, the rate of combustion increases with the 
increasing rate of diffusion of gases, i.e. turbulence, and with the decreasing 
size of solid particles. 

At intermediate temperatures (1000-1400 °C) the rate of reaction at the 
surface commensurates with the rate of oxygen supplied to the surface, and the 
total rate of the reaction is determined by both the processes. This 18 called the 
transition zone of combustion (1). 

It can thus be inferred that when the reaction surface is incandescent and its 
temperature is very high, the chemical resistance at the surface is small and the 
reaction is almost instantaneous. Solid fuel combustion is most often diffusion 
controlled. It depends on the rate at which oxygen diffuses into the reaction 
surface. If the gas film resistance is reduced by inducing turbulence, the rate of 
diffusion of oxygen and hence the rate of reaction get enhanced. When the air- 
fuel mixing is very high, as in fluidized beds, the diffusional resistance becomes 
negligible and the combustion is then Ainetically controlled with the combustion 
rate depending on the surface temperature. 

Ignition of any fuel begins relatively at a low temperature with ample oxygen 
supply and it is essentially in the kinetic zone. As the temperature rises, oxygen 
consumption in the reaction zone rapidly increases and the process passes 
through the transition zone into the diffusion zone. 

The end of combustion is usually well in the diffusion zone where the 
residual oxygen concentration becomes low, thus retarding the combustion of 
the remaining fuel. 


5.4 | COMBUSTION EQUIPMENT FOR BURNING 
COAL 


Coal may be fed into the furnace for combustion tn lump pieces or in powder 
form. Combustion of coal may occur in 

(a) Fuel bed furnaces (coarse particles) 

(b) Pulverized coal furnaces (fine particles) 

(c) Cyclone furnaces (crushed particles) 

(d) Fluidized bed furnaces (crushed small particles) 


5.5 | FUEL BED COMBUSTION 


А grate is used at furnace bottom to hold a bed of fuel (Fig. 5.1). There are two 
ways of feeding coal on to the grate: 

(a) overfeeding 

(b) underfeeding 

An overfed fuel bed section receives fresh coal on its top surface. It is 
characterized by the following distinct zones from top to the bottom (Fig. 5.7). 
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СО. + 9. + №; + H-0 
Secondary air + H;O 
УМ + CO + COs + № + Ha 


Flame 
Green coal 


CO + CO, + Ns + Ha 
Incandescent coke 


T 
Ы a 
ан Primary air + НзО 
Fig. 5.7 Overfeed fuel bed section receives fresh coal on top 
surface; ignition plane lies between green coal and 
incandescent coke 


|. A layer of fresh or green coal 

2. A layer of coal losing moisture—drying zone 

3. А coking layer of coal losing its volatile content-distillation zone 

4. A layer of incandescent coke, where the fixed carbon is consumed— 

combustion zone 

5. A layer of ash progressively getting cooler. 

From zone 4 where heat is released by combustion, heat transfer occurs 
upward and downward by conduction, while the air flow from below will tend 
to carry away the heat upward by convection. 

Primary air (М5, О», H-0) gets. warmed up as it flows through the ash layer. 
As it passes through the incandescent coke layer (at about 1200 °C), the reaction 
taking place initially is C + О, = CO,. This is an exothermic reaction and 
provides the heat release for continuing the combustion process. It continues till 
all the oxygen is consumed. If the incandescent layer ts thick, CO, may be partly 
or fully reduced to CO: CO, +C=2C0. A slight water gas reaction may also 
take place with the moisture from air: H-O + C = Н, + CO. These аге 
endothermic reactions and may bring down the temperature ofthe bed and gas 
stream considerably. 

The stream then passes through the distillation zone where the volatile matter 
is added, and then through the drying zone where the moisture is picked up, and 
finally emerges above the fuel bed. Its contents are nitrogen, carbon dioxide, 
carbon monoxide, hydrogen, volatile matter and water vapour. 

If the combustion of carbon monoxide, hydrogen and volatile matter is to be 
completed before the gases leave the furnace, the following have to be provided: 

(a) A hot ignition point—in the range 1000-1300 °С. This takes the form of a 
fire brick-lined arch which stores up the heat and remains at a high 
temperature. 

(b) Sufficient fresh ai overfire air. 

(с) Turbulence—secondary air is fed at right angles to the upflowing gas stream 
from the fuel bed so as to penetrate the gas mass and secure thorough mixing 
of air and gases. 
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It does not help if secondary air is supplied along with primary air, since 
more primary air produces only more carbon monoxide. 

The fixed carbon in coal leaves the fuel bed in the form of CO, or CO, both 
of which are colourless. But carbon combined with hydrogen in the volatile 
matter leaves the fuel bed as part of the hydrocarbon gases, the molecules of 
which break down or disintegrate at high temperature of the furnace releasing 
some free carbon in the form of finely divided particles suspended in the gas 
stream. Ifthe coal feeding apparatus and the furnace are not properly designed, 
or if a well-designed coal burning unit is not properly operated, these fine 
carbon particles may not bum, in which case these will appear at the chimney 
top as black smoke, which is a certain indication of inefficient combustion and 
energy wastage. 

In under-feeding, coal is fed from below the grate by a screw-conveyor or 
ram (Fig. 5.8). Primary air passing through holes in the tuyeres diffuses through 
spaces in the raw or green coal picking up moisture and then through the 
distillation zone where volatile matter is added. When the gas stream passes 
next through the incandescent coke region, the volatile matter breaks up and 
readily burns with secondary air fed at the top. In overfeeding, burning the 
volatile matter will be somewhatcoolerandsoneed longer time to ignite and burn. 


| CO; + 02 + N; + H20 
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Fig. 5.8 (а) Underfeed fuel bed section receives fresh coal from 
retort underneath between two tuyeres 
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Fig. 5.8 (b) Single-retort stoker showing contour of fuel bed and 
ash dumps 
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5.6 | MECHANICAL STOKERS 


In small boilers, the grate 13 stationary and coal is fed manually by shovels. But 
for more uniform operating condition, higher burning rate and greater 
efficiency, moving grates or stokers are employed. Stokers may be of the 
following types: 

(a) Travelling grate stoker 

(b) Chain grate stoker 

(c) Spreader stoker 

(d) Vibrating grate stoker 

(e) Underfeed stoker 


5.6.1 Travelling Grate Stoker 


The grate surface is made up of a series of cast-iron bars joined together by links 
to form an endless belt running over two sets of sprocket wheels with a surface 
as wide as needed (Fig. 5.9). A coal gate at the rear of the coal hopper regulates 
the depth of the fuel bed. The gate can be raised or lowered as needed. 
Simultaneous adjustment of grate speed, fuel bed thickness, and air flow 
controls the burning rate so that nothing but ash remains on the grate by the time 
it reaches the furnace rear. The ash falls into the ash pit as the grate turns on the 
rear sproket to make the return trip. 
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Fig. 5.9 (a) Travelling grate stoker moving like an endless belt 
carrying the fuel bed from right to the left 
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As the raw or green coal on the grate enters the furnace, the surface coal gets 
ignited from heat of the furnace flame and from radiant heat rays reflected by 
the ignition arch. The fuel bed becomes thinner toward the furnace rear as the 
combustible matter burns off. Undergrate air pressures are varied by dampers 
from front to rear of the stoker to admit gradually reduced quantity of primary - 
air fed by the FD fan. The secondary air aids in mixing the gases and supplies 
oxygen to complete combustion. 
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Fig. 5.9 (b) A chain grate stoker 


5.6.2 Chain Grate Stoker 


It is similar to the travelling grate stoker except that it ıs made up ofa series of 
CI links connected by bars or pins to form an endless chain, the principle of its 
operation being the same. 

Overfeed stakers are suited for industrial power plants having steady 
demand. The grate heat release rate should be limited to a maximum of 1340 
kW/m” of active grate area. A relatively wide range of coals can be burned on 
overfeed stokers, the size varying from 19 to 38 mm with the amount of fines 
limited to 50% passing through a 6 mm sereen. Non-caking or free-burning coal 
is preferred. Coal having more than 20% ash is difficult to burn efficiently, 
incurring considerable unburnt carbon loss. 
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5.6.3 Spreader Stoker 


Coal from the hopper is fed by a rotating feeder, a drum fitted with short blades 
on its surface, to the spreader or distributor below, which projects the coal 
particles in a continuous stream on to the grate holding an ignited fuel bed 
(Fig. 5.10). The finer particles burn in suspension and the coarser particles are 
consumed on the grate. The speed of the feeder varies directly with the steam 
output of the boiler. 
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Fig. 5.10 Spreader stoer hurling coal particles into furnace 


Secondary or overfire air promotes turbulence and completes combustion. 
High capacity boiler may have a travelling grate in addition to the spreader. 

The grate consists of CI bars, Links underneath the grate connect all the bars 
to a lever. Moving the lever back and forth makes the bars rock about their 
pivots, which makes the ash fall through to the ash pit below. 

The solid fuels burned on spreader stokers include bituminous coal, 
subbituminous coal, lignite, wood waste from the forest products industry, 
bagasse from the sugar cane industry, peat from peat bogs, peanut shells, 
hydrocarbon from agricultural wastes, and refuse-derived fuels (RDF) of 
municipal solid waste. 

It is necessary to size the fuel properly for spreader stokers. Coal should 
have 95% less than 32 mm. Waste fuels can have top sizes up to 102 mm. 
Spreader stokers can be applied to a wide range of boiler sizes which can go up 
to 155 MW for coal and 264 MW for certain waste fuels with steaming rates of 
50 kg/s and 75 kg/s respectively. 
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5.6.4 Vibrating Grate Stoker 


The stoker shakes the fuel bed intermittently, the frequency and amplitude of 
vibration depending on boiler load. The fuel bed is inclined so that the fuel 
moves towards the rear of the boiler by gravity with the progress of combustion 
and then falls into the ash pit. The grate 18 water-cooled to prevent slagging. 


5.6.5 Underfeed Stoker 


Underfeed stokers, either single or multiple retort, consist essentially of a trough 
or troughs into which coal is pushed by rams or screws. Part of the combustion 
air is introduced into the fuel bed through tuyers. Movement of the fuel particles 
discourages the formation of large coke masses. Volatile matter is distilled off 
the coal and burns above the incandenscent fuel bed. Coal forms a thick sloping 
pile (15 to 25°) over the whole surface of the grate and carbonization proceeds 
from above downward. The coal particles are pushed forward by the ram till the 
refuse is discharged to the ashpit (Fig. 5.11). Retorts may be set side by side 
according to width of furnace, up to 18 retorts being used in a furnace 9.6 m 
wide. Fuel bed is quite thick, which may be up to 0.6 m at the front of the grate. 
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Fig. 5.11 Principle of retort-type stoker 


In all mechanical stokers forced draught fans are used both for undergrate 
primary air and overfire secondary air. Zoned primary air admission is used to 
control excess air. Stoker firing is limited to relatively low capacities (up to 
50 kg/s of steam) due to low efficiency and the physical size of the stoker. 
However, in their size range, stokers remain important in steam generator systems. 

Beyond a certain size of boiler, stokers become impracticable and 
uneconomical due to increased floor area and boiler house cost. Modern high 
pressure boilers tend to grow vertically upward rather than horizontally, 
adopting pulverized coal firing through burners. 
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5.7 | PULVERIZED COAL FIRING SYSTEM 


The first commercial application of pulverized coal firing for steam generation 
was made in the early 1920s. Since then it has become almost universal in 
central utility stations using coal as fuel. Coal is first ground to dustlike size and 
powdered coal is then carried in a stream of air to be fed through burners into 
the furnace. As the entering coal particles get heated їп high temperature flames 
in the furnace, the volatile matter 15 distilled off and this reduces the coal 
particles to minute sponge-like masses of fixed carbon and ash. The volatile 
gases mix with the oxygen of the air, get ignited and burn quickly. Oxygen of 
the hot air reacts with the carbon surface to release energy. The combustion 
products form a blanket on carbon particles, which is stripped off by turbulent 
mixing of these particles and air. Proper burning of fuel needs the supply of 
correct proportion ofair, mixing of fuel and air, high temperature, and adequate 
time to complete combustion reactions. The ash resulting from combustion (1) 
partly falls to the furnace bottom and (11) the rest is carried in gas stream as fly 
ash to flue-gas outlet, or (111) is deposited on the boiler heating surfaces. Modern 
central station boiler furnaces have water-cooled walls that form part of the 
heat-absorbing surfaces in steam generation. 

To burn pulverized coal successfully, the following two conditions must be 
satisfied: 


l. Large quantities of very fine particles of coal, usually those that would 
pass а 200-mesh sieve must exist to ensure ready ignition because of 
their large surface-to-volume ratio. 

2. Minimum quantity of coarser particles should be present since these 
coarser particles cause slagging and reduce combustion efficiency. 

A typical screen analysis of a high volatile bituminous coal sample, 

pulverized to 80% 200 mesh (0.074 mm opening). 
99.595—30 mesh 
96.5%-100 mesh 
80.096—200 mesh 
This represents a surface area of roughly 150,000 mm”/g with 97% of the 
surface in the — 200 mesh portion. By overgrinding and poor classification, it 
would be possible to have a sample of the fallowing analysis: 
95%-50 mesh 
9095— LOO. mesh 
8095—200 mesh 
This is not a satisfactory grind because of the high percentage retained on 
the 50 mesh, even though the surface area remains the same. Thus classification 
plays a major role in matching the particle size to the reactivity of the fuel. 

Greater surface area per unit mass of coal allows faster combustion reactions 

because more carbon becomes exposed to heat and oxygen. This reduces the 
excess air needed to complete combustion. This also reduces the dry exhaust 
loss through chimney and raises the steam generator efficiency. However, the 
extra cost of the pulverizing equipment and grinding energy partly offset these 
advantages. 
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Advantages of pulverized coal firing 


Low excess air requirement 
Less fan power 
Ability to use highly preheated air reducing exhaust losses 
Higher boiler efficiency 
Ability to burn a wide variety of coals 
Fast response to load changes 
Ease of burning alternately with, or in combination with gas and oil 
Ability to release large amounts of heat enabling it to generate about 
2000 t/h of steam or more in one boiler 
9. Ability to use fly ash for making bricks etc. 
10. Less pressure losses and draught need. 


Disadvantages 


1. Added investment in coal preparation unit 

2. Added power needed for pulverizing coal 

3. Investment needed to remove fly ash before ID fan 

4. Large volume of furnaces needed to permit desired heat release and to 
withstand high gas temperature. 


However, the advantages far outweigh the disadvantages in large utility 
central stations, and the net gain has led to the wide use of pulverized coal firing 
in such systems. 

In modern plants the hot air for drying coal in the pulverizer is supplied from 
the forced draught fan and the air preheater, as shown schematically in Fig. 5.12. 
Most of the air (about 70%) leaving the air preheater goes directly to the burner 
windbox on the boiler and is known as secondary air. The remaining air, called 
the primary air, is used to dry the coal in the pulverizer and convey the powdered 
coal from the pulverizer to the burners (or storage bins). Burners make the 
mixing of coal, primary air, and secondary air. 

In some instances, the temperature of the air leaving the air preheater is not 
high enough to dry the coal properly. Then, a primary air heater using steam 
coils may be used to raise the air temperature, or very hot flue gases from the 
steam generator may be mixed with the air to raise its temperature. The flue 
gases must be taken from a point of the steam generator where the concentration 
of CO, is low and must be well diluted with air in the mixing chamber. 
Otherwise, the presence of the CO, will be detrimental to the combustion 
process. 

An advantage of coal pulverizers over stakers 15 the ability of pulverizers to 
use hot air at temperatures ranging from 260 °C to 420 °C, depending on the 
kind of coal. These high air temperatures promote good combustion and permit 
lower flue gas exit temperatures. 
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Fig. 5.12 Primary and secondary air т a pulverizer coal firing 
system 


In order to maintain the desired air temperature leaving the pulverizer with 
variation in coal moisture and varying air temperature with boiler load (Table 
5.1), tempering air from the boiler room or forced-draught fan exit is mixed 
with primary air at the pulverizer inlet to maintain the necessary outlet 
temperature. Again, if the temperature of the hot primary air is very high then in 
addition to moisture, some volatile matter may also be distilled off from the coal 
releasing heat, which may lead to a fire hazard in a cumulative effect. Tempering 
air may be used to offset this tendency. 


Table 5.1 Allowable pulverizer outlet temperatures 
system Semidirect 
PC 


. High-rank high-volatile bituminous 


Ё 

2, Low-rank high volatile bituminous i 71 71 
. High-rank low volatile bituminous 57 32 82 

. Lignite i 49-60 
2. Anthracite 9; do 95 


Combustion Mechanism, Combustion Equipment and Firing Methods 


5.7.1 Crushers 


Coal carried in conveyor belt passes through a magnetic separator to remove 
tramp iron pieces. Then coal is taken to crusher for being broken into the 
required feed size which in pulverizing mills is 30 mm or below. Two types of 
erushers are common: the ring crushers and the hammer mill (Figs 5.13 and 
5.14). The coal is fed at the top and is crushed by the action of rings that pivot 
off centre on a rotor or by swinging hammers attached to it. Adjustable screen 
bars determine the maximum size of the discharged coal. 

There is another type of crusher, called the Bradford breaker (Fig. 5.15) 
which is used for large capacity work, It consists ofa large cylinder made up of 
perforated steel plates to which lifting shelves are attached on the inside, The 
cylinder rotating slowly at about 20 rpm receives coal at one end, The shelves 
lift the coal up and then the coal drops down by gravity. 


Adjustable Screen (bars) 
plate 


Fig. 5.13 А ring-type coal crusher 


Fig. 5.14 A hammer-mill coal crusher 
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plate 


Fig. 5.15 A Bradford breaker 


Repeated lifting and dropping crushes the coal until its size becomes small 
enough to pass through the performation (roughly 32 to 38 mm). 


5,7.2 Pulverizers 


There are three stages in the pulverizing process of coal: (a) feeding, (b) drying, 
and (c) grinding. The feeding system controls the fuel feed rate according to the 
boiler demand and the required air rate (primary air) for drying, and then 
transporting the pulverized fuel and primary air stream to the burner. Since coals 
have varying quantities of moisture and in order that lower-rank coals can be 
used, dryers are an integral part of the pulverizing equipment. Part of the hot air 
from the air preheater (primary air) is forced into the pulverizer at about 
350 °C by the primary air fan. There it is mixed with the coal as it is being 
circulated and ground. The heart of the equipment is, however, the pulverizer or 
the tube mill. Grinding is performed by impact, attrition, crushing, or 
combinations of these. Pulverizers, commonly used, are classified by speed: (a) 
low speed (below 75 rpm), the ball tube mill; (b) medium speed (75 to 225 rpm), 
the ball-and-race mill and bow! mill; and (c) high speed (above 225 rpm), the 
impact or hammer mill. 

The ball tube mill is a hollow horizontal cylinder with conical ends and 
wear-resistant liners revolving slowly at about 20 rpm with 20-35% of its 
volume being filled with forged steel balls of mixed size 30-60 mm (Fig. 5.16). 
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Fig. 5.16 Ball mill 
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Coal is pulverized by attrition and impact as the balls and coal rise up and fall 
down with cylinder rotation. Primary air is blown over the charge to carry the 
pulverized coal to classifiers, which feed back the coarser particles for 
regrinding. The ball mill is reliable and requires low maintenance, but it is bulky 
and heavy in construction, consumes more power (about 22 kWh per tonne) and 
because of poor air circulation works less efficiently with wet coals. 

The ball-and-race mill (Fig. 5.17) crushes coal between two moving 
surfaces, balls and races, by attrition. An upper stationary race and a lower 
rotating race, driven by a worm and gear, hold the balls between them. Coal 
enters the mill through the rotating table feeder to fall on the inner races. The 
moving balls and races catch coal between them to crush it to a powder. Springs 
hold the upper stationary race and adjust the force needed for crushing. Hot air 
from Е.Ю. fan enters the mill and carries the coal dust to the classifier above. 
Mill, feeder and fan need about 14 kWh per tonne of coal pulverized. 
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Fig. 5.17  Ball-race mill (a) B and W type, (b) Principle of working 


The bowl mill is widely used for grinding coal. Coal is fed to a rotating bowl 
and thrown outward by centrifugal force to the rotating ring where it is 
pulverized by rolling under spring-loaded rollers (Fig. 5.18). Air sweeps by the 
bowl and removes the product to the classifier, from which large particles are 
returned for further grinding. This is an intermediate speed pulverizer (vertical 
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Fig. 5.18 (a) KRoller-type ring-rong mill, (b) Bowl mill, (c) Reymond 
bowl mill 
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shaft speed about 65-100 rpm) which, with its quiet, vibrationless operation, 
combines satisfactorily the desirable characteristics of low power consumption 
and low maimenance cost, 

High speed pulverizers use hammer beaters that revolve in a chamber with 
wear-resistant liners. They are mostly used with low-rank coals with high 
moisture content and often use flue gas for drying. 


5.7.3 Performance of Pulverizer 


The power consumption of the pulverizer should be low to minimize operatirig 
costs. The main factor of performance depends on (a) the grindability of the 
coal, (b) the surface moisture on the coal, and (c) the fineness of the grind 
needed. 

Hardgrove index is most often used to measure the grindability of a coal, 
Properly prepared and measured coal samples are ground in a small laboratory 
mill for 60 revolutions and then the amount of fines that passes through a 200- 
mesh sieve indicates the Hardgrove index, which normally varies from less 
than 26 to over 112. A low index number designates coals hard and difficult to 
grind, while a high index applies to coals soft and easy to grind. 

The fineness of the powdered coal needed for successful burning depends 
largely on the ratio of volatile matter (VM) to fixed carbon. Since the carbon 
burns slower than the volatile matter, low-VM coals must be ground finer to 
expose more surface to permit burning more coal in a given residence time 1n 
the furnace. Thus, for anthracite (low VM) about 85% of the powdered coal 
should pass through a 200-mesh sieve, with less than 2% being retained on a 
50-mesh screen, whereas only about 60% need pass through a 200-mesh sieve 
for a high-VM coal like lignite. The finer the grind, the greater the power input 
needed. Overgrinding is expensive in energy and maintenance incurred by extra 
wear. Moisture makes fine coal particles adhere to each other, defeating the 
purpose of grinding to expose more surface. Heated primary air evaporates this 
moisture in the mill and carries the vapour to the furnace with the coal. 


5.7.4 Feeding Systems 


A pulverized coal system comprises pulverizing, delivery, and burning 
equipment. It must be capable of continuous operation as well as rapid change 
as required by load demands. There are three main feeding systems: 


1. Bin or storage system 
2. Direct firing system 
3. Semidirect firing system 


Indirect firing or storage system In һе early pulverized coal fired 
installations, pulverizers did not discharge directly to the furnace, and were 
often housed in a separate hall outside the botler house. The coal was usually 
dried externally, then fed to the pulverizers, and the pulverized product 
conveyed to bunkers above the pulverized fuel feeders through which it was fed 
to the burners. 
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This direct or storage system has the advantage that the coal-feed and coal- 
air ratios to individual burners are under the direct control of the operator, and 
less mill capacity is needed for a given load since the mills always operate at full 
load. The mills may not be operated during peak load periods if auxiliary power 
saving is important, depending on the load factor and the pulverizer size 
selection. 

Among its disadvantages are duplication of bunkers, conveying and feeding 
equipment and so on, which necessitate large capital expenditure, higher 
auxiliary power requirement, space for cyclone, disposal of dusty air from mill 
vents and safeguarding against fire hazard. 


Direct firing system Indirect firing or storage system has mostly been 
replaced by direct firing system in modern power plants. It continuously 
processes the coal from the storage receiver bunker through a feeder, pulverizer, 
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Fig. 5.19  Pulverized coal direct firing system 
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and primary aar fan to the furnace burners (Fig. 5.19). Fuel flow is suited to load 
demand by a combination of controls on the feeder and on the primary air fan in 
order to give air-fuel ratios suitable for various steam-generator loads. Large 
steam generators are provided with more than one pulverizer system, each feeding 
a number of burners, so that a wide control range 15 possible by varying the 
number of pulverizers and the load on each. This system has greater simplicity 
and hence greater safety, lower space requirements, lower capital and operating 
costs, and greater plant cleanliness. 

Semidirect firing system A cyclone separator between the pulverizer 
and furnace separates the conveying medium from the coal. The hot primary air 
separated in the cyclone is used by the exhauster or primary air fan to push the 
coal particles, falling by gravity from the cyclone, through the burners into the 
furnace (Fig.5.20). 


5.7.5 Pulverized Coal Fired Furnaces 


Pulverized coal burns in suspension in the furnace space. Heat released by 
combustion 15 transferred to the water wall tubes around the furnace by radiation. 
The combustion gases leave the furnace at a safe temperature which will not 
cause clinkering to the subsequent heating surfaces. Water walls consist of 
vertical tubes arranged mostly in tangent connected with the boiler drum at the 
top and headers at the bottom. These tubes receive water from the drum via 
downcomer tubes and discharge the water-steam mixture to the drum. 

A furnace can be characterized geometrically by its linear dimensions: front 
width a, depth 5, and height fr, (Fig. 5.21) which are estimated according to the 
rated fuel consumption and the thermal, physical and chemical properties of the 
fuel to be used. The hot furnace gases pass through the cross-sectional area of the 
furnace (a, = ab) at a rather high speed (7-12 m/s). The heating power of the 
furnace (kW) is given by 


Flame length 


Flame core 


Fig. 5.21 Main dimensions of a furnace 
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О; = му x HHY 
where w; is the fuel consumption rate, kg/s and HH is the heating value, kJ/kg. 
The heat release rate per unit bed cross-section, 

и, x HHV А 
= kW (5.16) 
Чү 

is an important characteristic of a furnace. The highest permissible value of ge 
depends on the kind of fuel and the method of burning (arrangement and type of 
burners), and it may vary from 3500 kW/m? for brown coals to 6400 kW/m". An 
increase in gy results in an increase in w‚and temperatures of gases as well as heat 
absorption by the furnace walls. The rated value of heat release gris taken to be 
somewhat lower than this highest permissible limit. If this 15 known, then for a 
certain heating power of a furnace (Qp) its cross-sectional area can be obtained 
from 


a, е (5.17) 


The depth b of a furnace is chosen in the range of 6 m to 10,5 m so that the 
flame does not impinge the waterwall on the opposite side, which depends on the 
steaming or fuel rate of the boiler. The depth can be increased to 8—10,5 m when 
using burners of larger ports in several tiers on the furnace walls. 


The front width of the furnace “a” varies from 9.5 m to 31 m depending on the 
steaming capacity of the boiler, which can be approximately estimated from 


а= 067 LD (5.18) 


where D 1$ the steaming capacity in tonnes per hour. 
The height А; of the furnace is taken to be in the range 15-65 m to ensure 
complete combustion of fuel along the flame length and allow space for arranging 
the water tubes on the furnace walls to cool the combustion gases to the specified 
temperature and to ensure the desired natural circulation of water-steam mixture. 
If V. is the average velocity of gases in the furnace cross-section, m/s and Tis the 
time a unit volume of gas is present in the furnace, s, then the furnace height 
required to ensure complete combustion 13 given by 
= V.r (5.19) 
The furnace is also characterized by the allowable volumetric heat release rate, 
i.e. energy release per unit volume, kW/m’, given by 
_ 9: мұННУ 


5.20 
Wo PH pe 


qv 
where Fris the volume of the furnace (a x b x Aj). The value of gy varies from 120 
to 210 kW/m’, the magnitude of which determines the average time 
the gases are present in the furnace space, т. Ав q, increases, T decreases 


(Fig. 5.22). 


Power Plant Engineering 


[ET] 


100 200 300 400 kW/m? 
Fig. 5.22 Relation between heat release rate per unit volume (ду) 
and the time of residence in furnace(t) 


The surface areas provided inside the furnace, i.e. the water walls and 
secondary superheater, absorb heat by radiation, whereas the surface areas of the 
primary superheater, reheater, economiser and air preheater absorb heat by 
convection. To obtain the best ratio between the radiant and convective heat 
transfer in boiler surfaces, it 15 advisable to maintain the temperature of gases at 
the furnace exit in the range 1100-1200 °C. 

Depending upon the condition of ash coming out from the furnace bottom, 
pulverized coal furnaces may be of two types: 

(a) Dry-bottom furnaces 

(b) Wet-bottom or slag-tap furnaces 
(a) Dry-bottom furnace Ina dry-bottom furnace ash or slag is removed 
in the solid or dry state. The exit temperature of gases leaving the furnaces must 
be below the ash fusion temperature. Due to suction of the ID fan, about 8576 of 
the ash in coal, known as “fly ash" flows with the flue gases and 15 collected in the 
dust collectors and electrostatic precipitator (ESP) before the ID fan. The 
remaining ash (about 15%) falls through furnace bottom to the clinker-grinder 
and then to the hydraulic sluice to which also falls the ash collected in the dust 
collectors and ESP. The furnace has a hopper at the bottom which has its walls 
inclined at an angle of 50—60° (angle of repose) so that ash does not stay on the 
walls and falls by gravity. The minimum gap ^ is about 1.0 to 1.2 m (Fig. 5.23). 
The dry-bottom hopper intensively cools the furnace gases in the furnace bottom, 
so that molten slag particles which enter this zone are cooled quickly, solidify and 
fall along the hopper sides into a slag pit containing water. Granulated slag 
particles are continuously removed from the bath by a screw mechanism. The 
water bath also serves as the hydraulic seal preventing the suction of cold air 
from beneath into the furnace. 
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Fig. 5.23 Dry bottom furnace: 1-dry bottom hopper; 2-slag bath 
with water; 3-hydraulic ash disposal channel; 
4-burner; 5-water walls; 6-flame core; 7-slag removing 
screw mechanism; 8-electric motor 


et-bottom furnace |, а wet-bottom furnace, 40-60% of the ash in 
coal moves with the flue 225es due to ID fan suction, and the rest falls through > 
furnace bottom in 2 continuous molten stream (Fig. 5.24). The temperature of 
gases at the walls in the lower portion of the furnace should be higher than the 
melting temperature of ash to increase its fluidity by making the flame core closer 
to the furnace bottom. The molten ash is discharged into a slag tank containing 
water, quenched and shattered into a granular form. Water wall tubes at the 
furnace bottom are often studded and refractory coated to prevent molten ash 
from eating into the tubes. Coals having high ash content and low ash fusion 
temperature are only consumed in wet-bottom furnaces. 


5.7.6 Pulverized Coal Burners 


The efficient utilization of pulverized coal largely depends upon the ability of the 
burners to produce uniform mixing of coal and air. The air which carries the 
pulverized coal through the burner ts primary air and the remaining secondary air 
required for complete combustion ts admitted separately around the burner or 
elsewhere in the furnace. The pulverized coal burners should satisfy the following 
requirements: 


1. It should prepare two individual flows, a coal dust air mixture and 
secondary air, for ignition and active burning in the furnace space, creating 
a turbulent environment for thorough mixing and sucking hot furnace 
gases for preheating. 
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2. It should not only maintain stable ignition of the fuel-air mix but also 
control the flame shape and travel in the furnace, since ignition depends on 
the rate of flame propagation. 


Fram ECO 
To CSH 


Downcomer 
Drum 
t 4 


Ul 


— 


ECO 


| 
= 


сен FH 
B 


Molten slag 


Slag tank 


==> —— Hydraulic sluice 


Fig. 5.24  Wet-bottom furnace 


3. To prevent flash back into the burner, the coal-air mixture must move away 
from the burner at a rate equal to flame-front travel. 

4, Secondary air quantity is to be controlled since too much air supply can 
cool the mixture and prevent its heating to ignition temperature. 


Pulverized coal burners can be divided into two main groups: circular and slot 
type burners, as shown in Fig. 5.25, The simplest circular burner consists of a 
cylindrical tube through which the pulverized coal and primary air mixture is 
blown into the furnace, the secondary air being delivered through a separate tube. 
The simplest slot-type burner differs from the circular burner only in the shape of 
its cross-section. 
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Fig. 5.25  Pulverized coal burners: (a) circular cross-section, 
(b) rectangular cross-section 


(a) Circular (b) Slotted 
burners burners 


Depending on the kind of flow of the two streams, air-fuel mixture and 
secondary air, within the burner and its method of mixing, burners can be of two 
types: 

1. Straight-flow burner (external mixing of air-fuel mixture and secondary 

air in the furnace space). 

2. Turbulent or vortex burner (internal mixing of air-fuel mixture and 

secondary air before entering the furnace). 

In straight-flow burners, air-fuel mixture and secondary air are blown in as 
parallel jets. They may be either circular or rectangular in cross-section. Their 
intermixing takes place in the furnace space, not in the burners, by properly 
arranging the burners on the furnace walls. Efficient combustion is achieved by 
making the jets from various burners interact with one another in the furnace 
space. These burners can be either fixed or tilted, which assists combustion 
control. A typical straight flow burner with tilting nozzle is shown in Fig. 5.26. 
These burners are usually of a relatively low throughput capacity. In high- 
capacity boilers, a number of such burners are combined in a burner assembly 
(Fig. 5.27). They are suitable for high-reactive fuels like high-volatile coals. The 
velocity of pulverized coal-primary air mixture at the burner outlet is taken as 
20-28 m/s to ensure keeping the powdered coal in suspension, and the optimal 
velocity of secondary air is 35—45 m/s. 
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Fig. 5.26  Straight-flow burners for pulverized coal: (a) with tilting 
nozzle at the exit of fuel-air mixture; (b) with central 
channel for hot air; I- supply of fuel-air mixture; 
2-supply of hot air; 3-fuel-air mixture outlet; 4-hot air 
outlet; 5-suction of furnace gases 


Fig. 5.27 An assembly of three straight-flow pulverized coal 
burners; l-supply of fuel-air mixture to burner; 
2-secondary air supply; 3-pipe for mounting the fuel-oil 
burner with electric gas igniter; 4-tilting air pipes 


In turbulent or vortex burners, a whirling rotary motion is imparted to the 
coal-air mixture by entering it tangentially to a central nozzle and also to the 
secondary air that flows through the annular space surrounding the nozzle 
(Fig. 5.28). This mixes the two streams as they enter the furnace to distribute the 
coal dust uniformly throughout the total air available for combustion, This is 
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what is called a two-scroll burner, where two scrolls are provided for whirling 
the dust air mixture and secondary air, In a straight scroll burner the dust air 
mixture is supplied through a central straight flow nozzle and spread by a 
deflector, and the secondary air is whirled in a scroll (Fig. 5.29). There are also 
vane-type burners in which whirling of the dust-air mixture and the secondary air 
is effected by axial and tangential vanes. A burner for horizontal firing of coal is 
also shown. 


Fig. 5.28 Two scroll turbulent burner. 1-Scroll for fuel-air mixture; 
2-secondary air scroll; 3-annular channel for dischar- 
ging fuel-air mixture into furnace; 4-ditto, for secon-dary 
air; 5-main fuel oil burner; 6-furnace lining; AB- 
boundary of fuel-air mixture ignition; C-suction of gases 
to flame root 


Turbulent burners have a throughput capacity of the range 1-3.8 kg/s. The 
completeness of fuel burning depends on the ratio of axial velocities of the 
primary and secondary air flows in a burner. The velocity of primary flow (dust- 
air mixture) is usually 16—25 m/s, while that of secondary air is 1.3 to 1.4 times 
the primary flow velocity. 
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Fig. 5.29 (a) Straight-scroll burner; 1-channel for primary air and 
coal; 2-scroll for secondary air; 3-mixing zone and 
ignition; C-suction of gases to the flames 
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Fig. 5.29(b) Burner for horizontal firing of coal 
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Fig. 5.30(a) Distributed mixing burner (DMB) 


Distributed mixing burner (DMB) In this type of burner, the total air 
supplied is distributed in such a way that complete combustion of fuel is achieved 
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with minimum excess air (Fig 5.30a). This is a very efficient burner with the 
sequential stages of fuel-air mixing as shown in Fig 5.306. Conceptually, there 
are three zones into which the total input is divided, In the first zone, the 
stoichiometry is maintained at a very rich condition when the devolatilization 
starts. Supplementary secondary air is then added to the rich products so as to 
decay the volatilized fuel-nitrogen compounds. Tertiary air provides the oxygen 
necessary for complete combustion. This oxidizing zone around the rich primary 
zone prevents corrosion due to a reducing atmosphere in the furnace and limits 
the interactions between adjacent burners. 
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Fig. 5.30 (b) Distributed burner mixing concept 


Low NO, burners NO, is produced within the furnace combustion system 
by the oxidation of both atmospheric nitrogen (thermal NO,) and the nitrogen 
chemically combined with the fuel (fuel NO,). In order to limit the NO, output, it 
is necessary to reduce the oxygen available to the nitrogen in the primary 
combustion process (by fuel-rich operation) and subsequently to control the 
overall gas temperature to limit the further oxidation of nitrogen while completing 
combustion (fuel-lean operation). Thus, the main NO, reducing parameters are 
met by the following measures in a corner-fired unit: (1) Reduction of secondary 
air quantity injected through the fuel nozzles. (2) Diversion of the secondary air 
injected through the auxiliary secondary air nozzles towards the furnace walls. 
(3) Injection of the remaining secondary air through ports above the top fuel 
nozzles on the original firing circle (overfire air). Figure 5.31(a) Pow the effect 
on NO, production of varying quantities of overfire air. 

A CEGB 500 MW corner-fired boiler has been converted to this system and 
NO, reduction of up to 40% obtained without increase in carbon-in-ash losses 
and an improvement in the slagging characteristics of the boiler (Modern Power 
Station Practice, Vol. B, 1991). 
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Fig. 5.31 [а] Effect of overfire air on NO, production 
(b) Babcock and Wilcox two-stage venturi furnace (for 
low NO, production) 


Figure 5.3 1(b) shows a two-stage venturi furnace for reducing NO, emissions. 
Coal is burned in two separate chambers. In the initial chamber coal is burned at 
substoichiometric conditions, resulting in incomplete combustion. This partial 
burning also allows the desired N, producing reactions to occur. Secondary air is 
added at the entrance to the second chamber in order to achieve oxidizing 
conditions during transport through the second combustion chamber. 

NO, emissions can also be reduced by flue gas recirculation where bulk flame 
temperature and flame oxygen concentration are reduced. 
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Fig. 5.32 (a) Multifuel burner for pulverized coal, oil and gas 
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Combined burners Power stations may have to operate simultaneously 
or alternatively ona variety of fuels. Combined burners which can burn efficiently 
each kind of fuel are then employed. Figure 5.32 shows a combined burner in a 
high capacity boiler which can operate on three kinds of fuel: pulverized coal 
(basic), fuel oil and natural gas. The burner has an enlarged diameter in the 
central channel in which the main fuel oil burner and a whirling device for 
turbulizing the axial air flow are arranged. Natural gas is fed through feeder 
tubes in thin jets between the axial and secondary air flows ensuring thorough 
intermixing and stable burning of fuel. 
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Fig. 5.32 (b) Multifuel burner: Numbering as in Fig. 5.28 and 
8-tertiary air inlet; 2¢-secondary air inlet; 7-swirl 
vanes for sec. air; 10-Sunrler for axial air; 5¢-firing 
fuel oil burner; 13-natural gas inlet; 14-pipes for 
gas inlet; 15-gas to furnace; 16-electric gas igniter. 


Burner arrangement Burners are arranged on the furnace walls so as to 
ensure almost complete combustion of fuel in the flame core itself. Care must be 
taken for the removal of slag from the furnace (in either dry or molten state) and 
prevention of clinker formation on the furnace walls. Burners are optimally 
arranged depending on their type and characteristics. 


1. Turbulent burners: These burners give a shorter and wider flame than do 
- the straight-flow type. The primary and secondary air flows are intensively 
intermixed due to the energy of turbulent motion, which secures a thorough 
burning off of fuel in the flame cope. 
Turbulent burners can be positioned for 

(a) front firing 

(b) double-front or opposed firing 

(c) side firing 

(d) double-side firing 


These arrangements are shown in Figure 5.33. 
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Fig. 5.33 Arrangement of turbulent burners on furnace walls: 


(a) front firing; (b) opposed firing; (c) opposed firing on 
side walls 


The important parameter of tubulent burners is the diameter of their ports, D,- 
Burners are arranged (2.2 to 3) D, from one another and at a distance of (1.6 to 2) 
D, from the side walls of the furnace, which helps to prevent the flames from 
interacting prematurely and touching the walls. With a single wall firing (either 
front or side), the opposite water wall of the furnace has a high heat absorption 
(10-20% above the average value), so that the furnace depth in a dry-bottom 
furnace must not be less than 5 — (6 to 7) D, so as to prevent clinkering on this 
wall. The opposed firing, either front or side, is employed in high-capacity steam 
boilers where the required number of burners cannot be arranged on a single wall. 
With the opposite arrangement of burners, heat absorption by water walls in the 
furnace is much more uniform. 


2. Straight-flow burners: Burners of this type secure complete combustion of 
fuel by the huge mixing ofthe flames from individual burners upon their collision 
in the furnace space. Typical arrangements of these burners are 

(a) opposite displaced (offset) firing 
(b) corner firing with encountering flame jets 
(c) corner firing with tangential jets 
(d) vertical firing 
These are shown in Fig. 5.34. 

With opposite displaced jets (a) peat and brown coal can be efficiently burnt 
as a result of the intensive turbulization of the flame in the main combustion 
zones, as a result of large velocity gradients between adjacent jets moving in 
opposite directions. 

With corner burners and encountering jets (b), the flame core is highly 
turbulized. However, if the flame moves away from the furnace centre to both 
sides of the wall, clinkering of the walls may occur due to intense thermal loading 
near those walls. 

The tangentially fired system (c) with corner burners and flame jets directed 
tangentially to an imaginary circle 1—2.5 m in diameter in the furnace centre has 
found wide application in pulverized coal fired boilers. Both fuel and air are 
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projected horizontally from the corners of the furnace along lines tangent to a 
vertical cylinder at the centre of the furnace. Intensive mixing occurs where the 
streams meet. A rotating motion, similar to that of a cyclone, is imparted to the 
flame body, which spreads out and fills the furnace area. Dampers control the air 
to each compartment according to the need. The vertical arrangement of fuel 
nozzles permits great fuel flexibility for multifuel burning. Fuel and air nozzles 
most commonly tilt in unison to raise and lower the flame in the furnace, to control 
furnace heat absorption and thus heat absorption in the superheater and reheater 
sections. 

A tangential burner arrangement can, however, be employed in furnaces with 
a nearly square cross-section, i.e. with a/b ratio equal to 1-1.2. This ensures 
good aerodynamics in the furnace space. 
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Fig. 5.34 (i) Arrangement of straight flow burners on furnace 
walls: (a) opposed displaced firing, (b) corner firing 
with encountering jets; (c) corner firing with tangen- 
tial jets; (d) vertical firing 
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Fig. 5.34 (ii) Patterns of flame motion in dry-bottom furnaces: (a) 
straight-flow S-shaped flame; (b) opposite straight- 
flow flame; (c) vertically turbulized flame; (d) combin- 
ation of straight-flow and horizontally turbulized 
flame; (е) flow pattern of horizontal (wall) firing 


Vertically fired systems (d) are used only to fire solid fuels which are difficult 
to ignite, like anthracite and low volatile coals. Pulverized coal and primary air 
mixture 1$ discharged through vertical nozzles. Heated combustion air is 
introduced around the fuel nozzles and through auxiliary ports. High pressure jets 
help avoid short-circulating the fuel air streams to the furnace discharge. Tertiary 
air from the front and rear rows provides needed turbulence. Long travel (and so 
long residence time) in the combustion chamber helps in complete combustion. 

Figure 5.34(1i) shows the flow pattern of flame in dry-bottom furnaces which 
can be straight, vertically turbulized or horizontally turbulized. The flow pattern 
of horizontal firing 1s shown in Fig. 5.34(e). 


5.8 | CYCLONE FURNACE 


Cyclone furnace firing, developed in the 19408, represents one of the mast 
significant steps in coal firing since the introduction of pulverized coal firing in 
the 1920s, It is now widely used to burn poorer grades of coal having high ash and 
moisture content. Biofuels like rice husks can also be successfully burned in 
cyclone furnaces for steam generation. 

The cyclone is essentially a water-cooled horizontal cylinder (Fig. 5.35) 
located outside the main boiler furnace, in which crushed coal (60 mm size or 
less) is fed and fired with very high rates of heat release. The cyclone is made 
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Fig. 5.35 Cyclone furnace 


to a diameter of 1.8—4 m and its length is 1.2—1.3 times its diameter. The crushed 
coal is fed into the cyclone from the left along with primary air, which is about 20 
per cent of combustion or secondary air. The coal air mixture is entered 
tangentially, thus imparting a centrifugal motion to the coal particles. The 
secondary air is also admitted tangentially at the top of the cyclone at high speed 
(80—120 m/s) imparting further centrifugal motion. A small quantity of air, called 
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tertiary air, is admitted at the centre, Combustion of the coal is completed before 
the resulting hot gases enter the boiler furnace. The whirling motion of coal and 
air results in large volumetric heat release rates ranging from 4.7 to 8.3 MW/m 
and high combustion temperatures, more than 1650 °С. These high temperatures 
melt the ash into a liquid slag that covers the surface of the cyclone and-eventually 
drains through the slag-tap opening to a slag tank at the furnace bottom, where it 
is solidified and fragmented for removal. 

The main advantage of cyclone firing is the removal of ash, about 60 per 
cent, as molten slag through the slag tank. Thus only 40 per cent ash leaves with 
flue gases, compared with 85 per cent ash for dry-bottom pulverized coal 
furnaces, this reduces erosion and fouling of boiler surfaces as well as the size of 
dust-removal precipitators or bag houses at boiler exit. Another advantage is that 
only crushed coal is used and no pulverization equipment is needed and that the 
boiler size is reduced. The disadvantages are higher forced draught fan pressures 
and therefore, higher power requirement, and formation of relatively more oxides 
of nitrogen, NO, which are air pollutants. 


5.9 | FLUIDIZED BED COMBUSTION 


When air is passed through a fixed or packed bed of particles, air simply 
percolates through the interstitial gaps between the particles. As the air flow rate 
through the bed is steadily increased, a point is eventually reached at which the 
pressure drop across the bed becomes equal to the weight of the particles per unit 
cross-sectional area of the bed. This critical velocity is called the minimum 
fluidization velocity, Up at which the bed is said to be incipiently fluidized. As 
the air velocity is increased further, the particles are buoyed up and imparted a 
violently turbulent fluidlike motion, with the drag forces exerted by the fluid on 
the particles exceeding their weight. There is a high degree of particle mixing and 
equilibrium between gas and particles is rapidly established. This 15 called a 
fluidized bed. | 

In Fig 5.36 (a), air supplied by a centrifugal blower 1s passed through a 
perforated ог porous plate, called the distributor, and then a bed of particles of 
wide size distribution. A few distributors are shown in Fig. 5.36(b). The air flow 
rate 1s regulated by a bypass valve along with a control valve, and it is measured 
by a rotameter. Dividing the mass flow rate, so measured, by the product of the 
bed cross-sectional area and density of air, the superficial velocity of air, U, is 
estimated. For each mass flow rate or superficial velocity, which is gradually 
increased, the pressure drop across the bed is measured. Figure 5.37(а) 
demonstrates the variation of bed pressure drop with superficial velocity. The 
pressure drop Ap varies with the superficial velocity linearly along AB till it 
approaches F/A, where IF is the weight of particles in the bed and 4, is the bed 
cross-sectional area. This is the fixed bed regime, With further increase in air 
flow, the particles are buoyed up by the drag force only to fall back into the bed 
yielding high turbulence, with Ap = W/ 4, remaining constant. This continues till 
there is considerable pressure fluctuation and finally the superficial velocity 
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reaches the state C when the particles start getting entrained in the air stream. The 
superficial velocity of air at which particle entrainment starts is called the 
terminal velocity, U, of the particles. The state of bed in the range of superficial 
velocity from B to C, i.e. between Ur and U, is the fluidized bed regime. With 
further increase in velocity, the entrained particles are carried away, the weight of 
particles in the bed and so Ap decrease till it reaches the state D when all the 
particles are carried away by the airstream, the bed becomes empty and Ap is zero. 
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Fig. 5.36 (а) Measurement of U ‚and U, of a fluidized bed 
(b) Few types of distributors; (i) sandwiching perforated 
plates, (ii) staggered perforated plates; (iii) grate bars, 
бш) bubble cap type, (v) water-cooled type 


At incipient fluidization, a small "hump" may be recorded. This arises 
because extra pressure is required to unlock the particles from their pattern of 
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packing. Once the particles have been released from this pattern, the voidage 
increases, and the pressure drop falls back to a value sufficient to support the 
weight of particles of the bed. 
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Fig. 5.37 (a) Variation of bed pressure drop with superficial 
velocity 


5.9.1 Regimes of Fluidization 


Fluidization, as explained above, is an operation by which fine solids are 
transformed into a fluid like state through contact with a gas (or a liquid). A 
fluidized bed displays characteristics similar to those of a liquid, e.g. (a) the static 
pressure at any height is approximately equal to the weight of bed solids per unit 
cross-section above that height, (b) the bed surface maintains a horizontal level, 
irrespective of how the bed is tilted, (c) the solids from the bed may be drained 
like a liquid through an orifice at the bottom or on the side, and (d) an object 
denser than the bulk of the bed (steel ball) will sink, while one lighter than the bed 
(wood piece) will float, 

With an increase in gas velocity through a bed of granular solids, the bed 
moves from one regime to another. Table 5.2 gives a comparison of some: 
characteristic features of different gas solid processes in various types of boilers. 

Different commercial combustion systems operate under different gas—solid 
flow regimes, as shown in Fig, 5.37(b). A stoker-fired boiler burns coal in a fixed 
bed (£) having the highest density and lowest gas velocity. It is followed by a 
bubbling fluidized bed (4) boiler, an Ignifluid boiler, where the bed is in turbulent 


Combustion Mechanism, Combustion Equipment and Firing Methods 277) 


fluidization (В); а СЕВ boiler, where parts of the combustor are in fast 
fluidization (С); and pulverized coal firing where coal burns under entrained or 
pneumatic transport condition (D) (Basu and Fraser, 1991). 


Table 5.2 Comparison of characteristic features of gas-solid 


processes in various boilers* 


Application in 

boilers 

Mean particle 
diameter (mm) 

Gas velocity through 
combustor zone (m/s) 
Typical U/Ut 

Gas motion 

Gas mixing 


Solids motion 
Solid-solids mixing 
Overall voidage 


Temperature 
gradient 


Typical bed-to-surface. 
heat transfer coefficieiit, 


[W / m*K) 
Attrition 
| Agglomeration 


Stoker 
fired 
<300 


1-3 


0.01 

Up 

Near plug 
flow 
Static 


Negligible 


0.4—0.5 
Large 


50-150 
Little 


Fluidized 
bed 
Bubbling 


fluidized 
0.03-3 


0.5-3 
0.3 


Up 
Complex 


two phases 
Up & down 


Usually near 


perfect 
mixing 
0.5—0.85 
Very 
small 


200-550 
Same 


Considerable Some 


Fast 
bed 


Circulating 


fluidized 
0.05-0.5 


3-12 


2 

Up 
Dispersed 
plug flow 
Mostly up, 


some down 


Near 
perfect 
mixing 
0.85-0.99 
Small 


100-250 
Some 


Pneumatic 
transport 


Pulverized 
coal fired 
0.02-0.08 


15-30 


40 
Up 
Near plug 


Up 


Near 
plug flow 


0.98-0.998 
May be 
significant 


50-100 


Considerable 


No problem No problem 


* Р. Basu and 5. Fraser, Circulating Fluidized Bed Boiler: Design and Operations, 
Butterworth - Heineman, 1991. 


1. Packed bed A packed or fixed bed consists of a bed of stationary 


particles on a perforated grid through which a gas is flowing (Fig. 5.38a). The 

pressure drop per unit height of a packed bed of uniformly sized particles, Ap/L, 

is given by Ergun's equation 

am ag HU l-E PU" 

= M +; _— —— 
L e (фа) = od, 

where Lis the superficial velocity, 215 the void fraction in the bed (volume of gas 


or voids divided by total volume of bed), d; and dare the diameter and sphericity 
of particles respectively. 4 is viscosity and р, is the density of the gas. The voidage 


(5.21) 
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of a bed of particles, е, is the fraction of the bed volume which is occupied by the 
space between the solid particles. So, 
volume of bed — volume of solids 
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Fig. 5.37 (b) Different commercial combustion systems 
operating under different gas-solid flow 
regimes 


volume of solids т, „Pe 
volume of bed p, т 
where m, and my are the masses of solids and bed respectively and p, and py are 
their corresponding densities. Since the voids may be regarded as empty spaces, 
m, = my. Therefore, 


== 1- 5.22 
P, (5.22) 
where 9, is the bulk density of the bed which is equal to the mass of solids in the 
bed divided by the bed volume. 
The sphericity, d, of a particle is defined as 


surface area of a sphere of the same volume as the particle 
surface area of the particle 
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In a moving packed bed, the solids move with respect to the wall, but not with 
respect to one another. 


2. Bubbling fluidized bed Whenthe superficial velocity of gas flowing 
through a fixed bed reaches the minimum fluidization. velocity, Us the fixed bed 


af "n 4 Distributor 


a Gas plate 


(a) Fixed 


i . Slugs 

' ' Г Dilute 

e 22 Dense 
on (Gas 

(c) Slugging (d) Turbulent 


Fig. 5.38 Gas-solid contacting mode changing from one regime 
to another unth the increase of gas velocity 


transforms into an incipiently fluidized bed and the bed starts behaving as a liquid 
(Fig. 58b). Since the pressure drop across the bed is equal to the weight of the 
bed, the fluid drag Fp is given as 


Fp = АрА = AL (1-Е) (р.-Р,) 2 
where 4 and L are the cross-section and height of the bed, respectively, and р, is 
the density of solids. 
Ар, = (1 — Em) Ф,-Р £ (5.23) 
The minimum superficial velocity.: Up may- be obtained by solving 


Eqs. (5.21) and (5.23) simultaneously, as given below; in terms of Reynolds 
number Ке: 


ШЕ n | 
Res Tele GAT -G (5.24) 
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р, (р, = Pgd} 
ш: 
C, = 27.2 and С, = 0.0408 (Grace, 1982) 


As increase in gas flow beyond minimum fluidization can cause the extra gas 
to flow in the form of bubbles. The section of the bed outside the bubbles 15 called 
the emulsion phase. Bubbles are gas voids with very little or no solids. Due to the 
buoyancy force a bubble rises through the emulsion phase and its size increases 
with particle diameter d, excess gas velocity U-C/,,, and bed height. A bubble 
carrying some solid particles in its wake erupts at the bed surface throwing 
particles into the space above the bed, called the freeboard. The particles 
entrained travel upwards due to their momentum and local drag of gas. Some of 
the particles may disengage from the gas and fall to the dense bed due to gravity. 
Beyond a certain height, called the transport disengaging height (ТОН), particle 
disengagement is negligible, and the flux rate of particles carried away is known 
as the elutriation rate. 

The velocity ©, at which a single isolated bubble rises in a large diameter 
vessel is given hy 


Ar = Archimedes number = (5.25) 


U, = 0.71 (g Б) (5.26) 
where D, is the bubble diameter, taken as the diameter of a sphere having the 
same volume as the bubble. 

In most practical situations, the fluidizing velocity is sufficiently greater than 
U nr for bubbles to form continuously. However, the bubbles are not isolated, but 
they are in close proximity. They influence particle mixing, gas to particle 
contacting, bed expansion, gas bypass, elutriation and so on. In a bubbling bed, 
the bubble rise velocity may be obtained from 

h= k(U- Шы) + 0.71 (g рь)? (5.27) 

where the value of constant & is approximately 1. 
3. Slugging If the bed is small in cross-section and deep, the bubble may 
increase to a size comparable to the diameter or width of the bed. The bubble then 
passes through the bed as a slug (Fig. 5.38c). This is known as slugging and there 
is a large fluctuation of pressure drop across the bed which is unstable. 
4. Turbulent bed As the velocity of gas through a bubbling fluidized bed 
Is increased, the bed expands, and a point is eventually reached when the emulsion 
walls become very thin, the bubbles constantly collapse and re-form, resulting in 
a violently active bed. The bed surface is highly diffused and particles are thrown 
into the freeboard above. Such a bed i5 called a turbulent bed (Fig. 5.384). The 
pressure drop across the bed fluctuates rapidly. The amplitude of pressure 
fluctuation reaches a peak at the velocity L^, and reduces to a steady value at the 
velocity U, (Fig. 5.39). Grace (1982) gave the following correlations 
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Fig. 5.39 Transition from bubbling to turbulent bed 


U, = Xp, d,)'^ — 0.17 m/s (5.28) 
U, = Up, d) ^ — 0.77 m/s (5.29) 
where (p, d,) is in the range 0.05-0.7 kg/m”. Finer particles become turbulently 
fluidized at U> U, where coarser particles undergo this transition at U « U. The 
gas-solid contact in this regime is very good. 
In the regimes discussed so far, solids are generally retained within the bed 
and there 1s no large scale migration of particles from the bed, except for some 
entrainment. These regimes are said to be in the captive stage. 


5. Fast fluidized bed  ltisarcgime lying between the turbulent fluidized 
bed and pneumatic transport. Following Basu and Fraser (1991), a fast fluidized 
bed may be defined as a high-velocity gas-solid suspension where particles, 
elutriated by the fluidizing gas above the terminal velocity of single particles, are 
recovered and returned to the base of the furnace at a rate sufficiently high as to 
cause a degree of solid refluxing that will ensure a minimum level of temperature 
uniformity in the furnace. The term “fast bed" has become synonymous with the 
criculating fluidized bed (Fig. 5.40). High slip velocity (U, — U,) between gas 
and solid, formation and disintegration of particle agglomerates, and a very good 
gas-solid mixing are the characteristic features of this regime. The cross-sectional 
average suspension density A15 given from 


Clusters 


Fig. 5.40 A fast fluidized bed in which solid agglomerates move 
up and down in a very dilute dispersion of solids 
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m= m, m, 
Pas = pi V — А + РР, 
Pas = (1-2) p, + ED, (5.30) 


where F, represents the volume of the voids and Г the volume of the bed. 

The main difference between bubbling beds and fast or circulating beds lies in 
the gas velocity used. While bubbling beds normally operate at gas velocities of 
around |—3 m/s (depending on particle size), the circulating fluidized bed (CFB) 
is typically run at 5—10 m/s. 

The circulating fluidized bed may be divided into a dense bottom region and a 
dilute upper region. The bottom region operates either in bubbling or turbulent 
mode of fluidization depending on the superficial velocity used. Above the bottom 
bed is the splash zone and then the upper dilute zone where the solids volumetric 
concentration is very low, typically about 0.3%. 

The cross-section average suspension density above the entry level of the 
secondary air in a commercial CFB boiler generally decays exponentially along 
the height of the furnace, as it does in the freeboard region of a bubbling fluidized 
bed. The local gas-voidage at a particular height decreases towards the wall in 
the same way the local gas velocity through a tube decreases towards it. 

The structure of the fast bed is better explained by the core-annulus model 
which divides it into two vertical zones, a relatively dilute up-flowing core in 
which solid particles are entrained upward by a high velocity gas stream, and a 
much denser annular layer near the column wall in which solid particles 
congregate and fall as dense structures similar to waves of strands or streamers 
(Fig. 5.41). In the core area the gas velocity is more and the particles are entrained 
in the up-flowing gas stream. Near the wall the gas velocity is less and the 
particles cohering to form clusters or streamers fall by gravity. After falling a 
certain distance along the wall the clusters disintegrate only to reform again. The 
solids concentration in the wall region is found to be 2-3 times the cross-sectional 
average solids concentration. The thickness of the annulus decrease towards the 
top of the bed, which may vary from a few mm in laboratory scale units to several 
decimeters in commercial units. The clusters are slender in shape and may have a 
voidage of the range 0.6-0.8. They move upwards in the core of the furnace, and 
when swept towards the low velocity region near the wall, start falling along the 
wall at the velocity of 1-2 m/s. 

The axial voidage distribution in a CFB furnace (Fig. 5.416) is found to be 
S-shaped. There is a point of inflection which separates the lean and dense regions 
of a fast bed and is a function of the solid circulation rate and the solids inventory 
in the system. 

Figure 5.42 gives a pressure balance around a CFB loop. The lower section of 
the fast bed is denser and therefore it results in higher pressure drops per unit 
height of the bed than the upper leaner section. For stable operation the pressure 
balance around the loop may be written as 


Apra + Apa в + Apg c + Apo 5 = App p + Аре в 
This pressure balance depends on different operating parameters. 
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5.9.2 Terminal Velocity of Particles and 
Elutriation 


[fa single particle falls freely under gravity in the atmosphere, it will accelerate 
until its velocity is such that the drag exerted by the surrounding air is equal to the 
gravitational force. This velocity is called the “terminal velocity", СЛ, which for a 


sphere of diameter d, is given by 


$ 5-curv 
ы 
E 
Streamer 
or cluster | 
u 
Velocity 
profile 
0 0.5 1.0 
—- p —— Voidage 


Fig. 5.41 (a) Core-annulus structure of a СЕВ: (a) upflowing core 
(dilute suspension of gas solid mixture) and down- 
flowing annulus (dense phase of gas and solids), 
(b) voidage variation along height 


Pressure 


Fig. 5.42 Pressure balance around a CFB loop. The dotted lines 
indicate the pressure profile at a higher circulation rate 
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md, 1 р : 
(2,7 Pag E = 50:0 SCH (5.31) 


where 5 is the frontal area of a sphere, 2d; ‚Cp is the experimentally determined 


drag coefficient, p, and p, are the densities of solids and gas, respectively. 


TT = 1/2 
[= E (5.32) 
3p,Ch 
The drag coefficient Cp depends upon the Reynolds number Re, defined as 
R En = Тыш; 
Hg 


No simple relationship expresses the variation of drag coefficient with Reynolds 
number. Two relationships often quoted are 


24 
Ср = Re, for Re, < 0.4 
10 
and Св = T for 0.4 « Re, « 500 
(Re, ) 


Substituting these expressions into Eq. (5.30) yields 


(p, ~ Pa )gd; 


= ви, far Re, < 0.4 (5.33) 
4(p, - о„)°в°] ` 
and (ee -d, for 04 < Ке, < 500 (5.34) 
225, p, 


The terminal velocity of the smallest particle in the bed is important 
conceptually in that it constitutes the maximum velocity of the gas at which a 
bubbling fluidized bed should be operated, if entrainment of particles 15 to be 
avoided. Fluidized beds, however, commonly operate at significantly higher gas 
velocities. Particulate solids are composed of a range of particle sizes and, 
perhaps densities, while many solid materials undergo attrition when fluidized, or 
fragmentation due to thermal stresses when put into a hot fluidized bed. Attrition 
and fragmentation lead to the production of fines. These fines become entrained 
in the gas leaving the bed. 


5.9.3 Fluidized Bed Combustion of Solid Fuels 


In its simplest arrangement, the fluidized bed consists of inert particles such as 
sand, through which fluidizing air can be passed via a distributor plate at the 
bottom (Fig. 5.43). The bed normally contains only a small percentage of burning 
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fuel, about 1 or 2%, so that the inert particles carry the heat away from the burning 
particles, thus keeping their temperature below that at which ash melts, The 
temperature of the bed when burning solid fuels is commonly controlled to about 
850 °C. So, heat is required to be removed from the bed by installing cooling 
tubes. The bed temperature during start-up should be raised to the solid fuel 
ignition temperature, which may vary from 450 °C to 500 °C depending on the 
type of fuel by burning fuel gas or oil in the bed (Fig. 5.44). The initiated input to 
the bed by burning gas or oil is gradually reduced till the main fuel starts to 
deliver heat and self-sustaining combustion is established. 


cleaning 
equipment 


' Fluidized bed, 
‚ ‚reactor : 
A 0-4-4 i 

а LJ " Lj Жы 


шош шош GE GE шш щы 


Coolant discharge 
Fluidizing gas 
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(b) 
Fig. 5.43  Fluidized bed combustor with immersed cooling surfaces 
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Fig. 5.44 Start-up transient of a fluidized bed combustor 


Flue gas desulphurization is achieved by adding a sorbent such as limestone 
or dolomite to the fluidized bed, where sulphur is absorbed in a solid form. This 
sorbent is used as the bed material into which fuel is fed. A combustion 
temperature of 850 °C is about the optimum for absorption of sulphur oxides by 
the lime, and the residence time of lime in the bed is long. The amount of sorbent 
required to absorb about 90% of the sulphur in the fuel needs a calcium-sulphur 
molar ratio of about 3 (Howard, 1989). 

Fluidized bed systems are generally smaller for a given thermal output than 
conventional equipment. The firing rate (MW/m^) of a bubbling fluidized bed 
boiler having cooling tubes in the bed can be up to 50% larger. Fluidized beds can 
burn a wide variety of fuels quite efficiently. Indeed, with some low-grade fuels 
and wastes, c.g. colliery tailings, fluidized bed combustion is the only way they 
can be burned satisfactorily. The relatively good mixing of particles and gas 
promoted by bubbling action provides good conditions for both combustion and 
heat transfer. 


5.9.4 Combustion of Fuel Particles in a 
Fluidized Bed 


The sequence of events and temperature history of a single burning particle of 
solid fuel in a fluidized bed at 850 °C is shown in Fig. 5.48. Initially, the moisture 
is given off and the temperature of the solid fuel particle rises as it is heated by 
inter particle convection, gas convection and radiation. The temperature of the 
fuel particle soon reaches a value at which volatile matter is released. The residue 
left after devolatilization is char, which is essentially porous carbon with some 
ash bound to it, with the degree of porosity depending on the type of fuel. Once 
the ignition temperature 15 reached, the char begins to burn. As seen in Fig. 5.45, 
the time required to burn the particle out is much longer than the time required to 
devolatilize. The mass and size of the char particle diminishes with the progress 
of combustion, as well as by attrition and fragmentation till the particle becomes 
small enough to be elutriated from the bed. 
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Fig. 5.45 Temperature history of a single fuel particle introduced 
into a fluidized bed combustor 


5.9.5 Mechanism of Combustion of Char 
Particles 


The general principle of coal combustion has been discussed earlier in Section 
5.2. The rate of loss of mass of the burning particle per unit surface area is termed 
“specific burning rate”, r, (kg/m’s). The faster the burning rate, the shorter the 
time required for the char particle to burn out, 

A char particle whose surface is at sufficiently high temperature will burn 
rapidly if there is a large mass flow rate of oxygen towards it. There are two 
resistances which.impede the rate at which the char reacts, viz., the diffusional 
resistance to mass transfer of oxygen, R,, and the chemical resistance, Re 
depending on the surface temperature or the chemical kinetics, as we have 
discussed in Section 5.3. To speed-up the burning rate of char, these resistances 
must be reduced. 


Mass transfer rate of oxygen The mass transfer rate of oxygen towards the 
fuel surface may be characterized by Sherwood number, Sh, given by 


Sh = Kad 
D, 


where k, is the mass transfer coefficient, d, is the diameter of the char particle and 
D, ts the diffusivity of oxygen. Chakraborty and Howard (1981) suggested the 
following expansion 


Sh = 2e + 0.69 Re’? Sc!” (5.35) 
where Re is the carbon particle Reynolds number 
_ Pe Ud. 
Hg 


Re 
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and Sc is the Schmidt number 


Sc= EL 
p.d. 
The specific burning rate of carbon may be written as 
„= Ak, (ey — c.) (5.36) 


where A depends upon which particular reaction occurs at the surface, c, is the 
oxygen concentration in the bulk particulate phase of the bed and c, is the oxygen 
concentration at the particle surface. For the reaction, 

C40, == со, 


Я = 3/8, and for the reaction, 
C+ 502 == CO 


A= 3/4. The mass transfer coefficient, m is the inverse of the resistance, R p to 
mass flow of oxygen: 


The diffusional resistance R, can be reduced by increasing the Reynolds 
number or the velocity of the gas. 
Chemical kinetic rate For a first order reaction, the specific burning rate r, 
may be expressed as 

r, ke, (5.37) 
where К is the reaction rate coefficient and c, 15 the oxygen concentration at the 
carbon surface. 
The reaction rate coefficient & is given by Arrhenius equation, 

k=k 6e" 
The inverse relationship between the reaction rate coefficient k and the surface 
kinetic resistance A, is 

R.= lk, 
If the chemical kinetics controls the rate of reaction, the burning rate may be 
increased by increasing the surface temperature of carbon. 


Combustion control by combined influence of mass transfer and chemical 
kinetics The oxygen concentration at the char surface, c,, is not known directly, 
so if it is eliminated between Eqs (5.36) and (5.37), the resulting expression for 
specific burning rate is 


г, = Ke, (5.38) 
(5.39) 


which is similar to Eq. (5.13). 
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During the residence time of burning carbon particle within a fluidized bed, 
both chemical kinetic and diffusional resistances influence the burning rate. 
However, it has been observed that for particles of size 1-3 mm, combustion is 
mainly controlled by diffusion of oxygen to the carbon surface, whereas for - 
particles smaller than | mm, combustion is controlled primarily by chemical 
kinetics (Ross and Davidson, 1981). Larger char particles glow more brightly 
than the bulk of the bed with higher surface temperature and diffusion controlling 
the reaction. Finer particles are seen to glow with almost the same brightness as 
the bed with their temperature only slightly above that of the bed. Thus, the only 
way to speed up the burning rate of the fines is to raise the bed temperature. 


5.9.6 Circulating Fluidized Bed Combustion 
System 


The furnace is divided into three distinct zones: (1) Lower zone (below the 
secondary air entry). 2. Upper zone (above the secondary air entry), and (3) Hot 
gas/solid separator (Fig. 5.46). 

The lower zone in the furnace is fluidized by primary combustion air, which 
constitutes about 40-80% of the stoichiometric air required for the coal feed: 
coal and sorbent (limestone or dolomite) as well as the unburnt char from the 
hot cyclone are received in this section. Devolatilization and partial combustion 
of char occur in this zone, which is oxygen deficient. So, to protect the boiler 
tubes from corrosion, this zone is refractory lined. 
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Fig. 5.46 Fast or circulating fluidized bed combustion systyem 
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As mentioned earlier, the lower zone of a CFB furnace is much denser than 
the upper zone. Thus, it serves also as an insulated storage of hot solids, providing 
the CFB boiler with a thermal “flywheel”. When the boiler load increases, the 
proportion of primary to secondary air is increased. As a result, a greater amount 
of hot solids is transported to the upper zone of the furnace and the solid 
circulation rate increases. When the boiler load decreases, the reverse happens 
and the solid circulation rate decreases. 

Char particles transported to the upper zone are exposed to an oxygen rich 
environment, where most of the combustion occurs. The upper zone is much taller 
than the lower zone. Unburned char particles that are entrained out of the furnace 
go around the refractory-lined cyclone. The residence time of char particles within 
the cyclone is short and the oxygen concentration is the lowest there. So the extent 
of combustion inside the cyclone is small compared to the rest of the combustion 
loop. However, carbon monoxide and the volatiles often burn in the cyclone. 

Basu and Halder (1989) presented a model for estimation of the burning rate 
of a single char particle in a fast bed. The ratio of fixed carbon to volatile matter 
in fuel, the attrition rate, the intrinsic reactivity of char, the particle size and 
temperature, swelling and fragmentation, and finally, the temperatures of coal 
ignition and ash agglomeration affect the combustion characteristics in а CFB. 


5.9.7 Pressurized Fluidized Bed Combustion 
(PFBC) 


If a coal-fired fluidized bed combustor is operated at elevated pressure, the 
products of combustion can be expanded through a gas turbine to produce 
electricity. The producis of combustion have to be sufficiently clean for a gas 
turbine to accept without excessive erosion, corrosion or fouling of the turbine. 
Pressurized fluidized bed combustion (PFBC) has been under extensive research 
and development, not only because of tts potential as a coal fired gas turbine but 
also when used in conjunction with a steam plant (Fig. 5.47), a significantly 
higher efficiency of electricity generation is possible than that from either a gas 
turbine or steam turbine plant alone. The thermodynamic aspects of combined 
cycle power generation have been discussed in great details in Chapter 3. 

The first PFBC plants with an electrical power of about 80 MW were almost 
simultaneously installed by ABB Carbon at Vartan (2 units) in Sweden, Escarton 
in Spain and TIDD in the USA. Their details are as follows. 


Värtan Escarton TIDD 
Put into operation 1991 1991 1991 
Electrical power 2 х 220 MW (th) 79 71 
Gas turbine inlet 830°C, 12 bar 840°C, 12 bar 830°C, 12 bar 
Steam condition 137 bar, 530°C 94 Баг, 513°С 90 bar, 496°C 
Coal Bituminous Lignite Bituminous 


Operational success of these demonstration units gave an increased 
confidence in this technology. The Vartan PFBC plant in Stockholm is a 


Fig. 5.47 A combined eycle plant with a pressurized fluidized 
bed combustor (PFBC) 


cogeneration unit, which consists of two modules, each containing one boiler 
with gas turbine and associated fuel and ash systems (Fig. 5.48). The fuel is 
a mixture of coal, sorbent and water supplied as a paste by means of six piston 
pumps. Coal is crushed to 0—6 mm size and the sorbent (dolomite) to 0-3 mm 
size, before they are mixed in water to form the paste. 

Figure 5.50 shows a simplified flow diagram of the TIDD plant at Ohio, USA, 
where the PFBC operates at 12 bar increasing the gas density and reducing the 
bed area for a given heat release. To further improve the overall cycle efficiency, 
there is a growing interest in combining PFBC with partial or mild gasification of 
coal to take advantage of a higher gas turbine inlet temperature. This is known as 
the second generation PFBC, or the Topping Cycle. Mild gasification is a 
devolatilization process designed to produce a series of alternate. fuels by 
decomposing coal into simpler components at relatively mild temperatures 
(540°C-650°C) and pressure (1—2 bar). The coal heated by limited air gets 
pyrolyzed to yield a solid carbon char (20-40% of feed), a complex of 
hydrocarbon liquids and hydrocarbon gas. The char is combusted in a 
conventional fluidized bed boiler to raise steam and hence electricity. The gaseous 
and liquid hydrocarbon products are cleaned and then combusted in a gas turbine, 
also producing electricity. The plant (Fig. 5.50) is similar to the British Coal 
Topping Cycle (Fig. 3.24) and the CFBC topping cycle (Fig. 3.25). The 
significant advantage of partial gasification over total gasification is that 
devolatilization and gasification of coal are achieved relatively easily, whereas 
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Fig. 5.50 Outline of the Topping Cycle 


the total gasification of the char requires mare energy and time. Consequently, by 
partially gasifying and then combusting the char in a fluid bed combustor to raise 
steam, an optimum can be achieved between the gasifier and the combustor sizing 
as well as the steam and gas turbines. Also, advantage can be made of higher GT 
inlet temperatures. 


Table 5.3 shows the PFBC projects in Japan and Fig. 5.51 gives the flow 
diagram of the Wakamatsu plant, where the PFBC boiler is housed inside a thick 
pressure vessel and the combustion gases are de-dusted by cyclone and ceramic 
filter. The outline of the 85 М Ме Tomatoh-Azuma ( Atsuma-Cho) PFBC plant 15 
given in Fig. 5.52. Coal fed together with limestone 1s burnt at an elevated 
pressure. Desulphurization of the flue gas takes place along with combustion. 
After being de-dusted in cyclones and ceramic filters, the flue gas, still at high 
pressure, expands in the gas turbine, generating electricity. The exhaust gas at 
about atmospheric pressure flows through SCR (Selective Catalytic Reduction), 
where NO, is removed and SGC (Stack gas cooler), where heat is removed, 
before leaving through the stack. The boiler is of bubbling fluidized bed drum- 
type with membrane water wall. The steam turbine is a single casing 
configuration which accommodates HP/IP and LP turbines within one cylinder. 
Gas and steam turbines generate electrical power in a ratio of 15 per cent and 85 
per cent respectively. 
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Fig. 5.51 Simplified Cycle of Wakamatsu Plant, Japan 
Table 5.3 PFBC Projects in Japan 


Commissioning Manufacturer 


Wakamatsu 1994 Nov IHI/ABB 
Tomatoh-Azuma 1996 Oct MHI 
Karita 1997 July IHI/ABB 
Ohsaki 1999 Mar Hitachi 


The schematic diagram of the 250 MWe PFBC system at Ohsaki, Japan 15 
shown in Fig. 5.52, while Table 5.4 gives its principal features. 


Table 5.4 Principal Specifications of PFBC Plant at Ohsaki,Japan 


Gross electrical output : 250 MW mty x 2 
(ST : 210 MWe, GT : 40 MWe) x 2 


Pressurized bubbling fluidized bed combustion 
regenerative once-through type 
Steam output at MCR : 920 t/h x 2 
Bed temperature ; 865°C 
Combustion pressure : 10 bar 
Coal and limestone feed : Wet paste feed 
system 
Gas turbine : Single shaft simple open cycle 
Steam turbine : Tandem compound regenerative condensing type 
Steam condition : 166 bar, 566/593°C 
Emission control : 50, : In-site limestone desulfuri- 
zation 
NO, : NH,-injection SNCR and 
SCR 
Particulate : Cyclones and Ceramic 
filters 
Height 200 m. 
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Fig. 5.52 Schematic diagram of the 250 MWe PFBC 
system at Ohsaki, Japan 


Fuel is fed into the bed as paste. Raw coal is crushed and screened to less 
than 6 mm and fed into a mixer with limestone of 3 mm top size. With water 
added, the mixer makes a coal-water paste (CWP), which is then pumped into 
the pressurized fluidized bed through fuel nozzles using piston pumps. Hot 
flue gas leaving the bed is cleaned by cyclones and ceramic filters and is 
then delivered to the gas turbine. The heat recovery heat exchanger (HRHE) 
recovers heat from the GT exhaust of about 430°C and heats up the boiler 
feedwater. 

The 350 MW Karita Unit I (Fig. 5.53) at Fukuoka, Japan 15 the largest PFBC 
power plant in the world. The schematic PFBC hot loop is shown in Fig. 5.54 and 
an advanced PFBC process diagram 15 shown in Fig. 5.55. 
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Fig. 5.54 Schematic PFBC hot loop 
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Fig. 5.55 Advanced PFBC system 


5. 10] COAL GASIFIERS 


The gasification of coal is a very old technology. Before natural gas was 
introduced in the market, coal gasification was used to produce fuel gas 
(town gas) for distribution in urban areas, The basic principles of coal gasification 
have been discussed in section 4.8.1. 

In auto thermal coal gasification, partial combustion of coal takes place to 
generate the heat required for the gasification process, the overall reaction of 
which 18 endothermic. The oxygen required for combustion is supplied to the 
gasifier by injecting air or oxygen into it. 

Gasification process can, therefore, be classified as: 

(1) Air-blown gasifiers, which produce a gas with a low calorific value, 
typically 5000-6000 kJ/kg. 

(2) Oxygen-blown gasifiers, which produce a gas with a medium calorific 
value, typically 15,000 kJ/kg, approximately one-third of the calorific 
value of natural gas. 

The typical gas composition, relative heating value and adiabatic flame 
temperature of natural and coal-derived gases are given in Table 5.5. 
Depending on the flow pattern in the gasifier itself, there are three main types of 
gasifiers: 
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Table 5.5 Typical gas composition, in % volume 


Coal gasification 
Natural gas Oxygen Down Air-biown 


co 60 25 
H,O 30 18 
CO. ü3 Oy 


N, 10 02 49 
CH, eu 05 01 
Relative heating 1 (reference) 1/3 1/9 
value 

Adiabatic flame 2100 °C 2300 °C 1900 °C 
temperature 


1. Fixed bed gasifiers with counter-current flow 
2. Fluidized bed gasifiers with bubbling or circulating bed 
3. Entrained bed gasifiers with co-current flow 


The gasifiers which are closer to large-scale commercial application 
for combined cycle power generation are either the fixed bed type (British 
Gas/Lurgi slagging gasifier) or the entrained type (Texaco, Shell. Dow, 
Prenflow), both oxygen-blown. Table 5.6 and Fig. 3.56 to 5.55 show the above 
types of gasifiers. 

Table 5.6 Different types of gasifiers 


British Texaco Shell — Prenflow Dou KRW 
gas, Lurgi IKelioog 
Rust 
Westng Winkler 


Oxidant Oxygen Oxygen Oxygen Oxygen Oxygen Oxygen/ Oxygen/ 
air air 
Medium Medium Medium Medium Medium Medium,‘ Medium/ 
low 
Fixed Entrain- Entrain- Entrain- Entrain- i Fluid- 
bed ed bed ed bed ed bed ed bed i ized 
bed 
Count- Cocurr- Cocurr- Cocurr- Cocurr- Bubbl- Bubbl- 
er ent flow ent flow ent flow ent flow ing ог ing or 
curre- j 
ent flow 


500- 1400- 1400- 1400- 1400- 
600 1700 1700 1700 1700 


Gasifier Compatible with gas turbine requirement 
pressure 

Rawgas No Yes Yes Yes Yes 
cooling 
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Fig. 5.56 Fixed bed counterflow gasifier 
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Fig. 5.57 Entrained parallel flow gasifier 


Gasifiers can also be classified according to whether they operate at 


|. atmospheric pressure, or 
2. pressure above atmospheric. 


Pressurized gasifiers are of interest for combined cycle plants since the gas 
pressure at inlet to the gas turbine must be at least 20 bar. So the gasifiers for 
combined cycle plants operate at a pressure between 20 to 30 bar. 

By contacting coal, oxygen or air, and steam in a reactor at elevated 
temperatures and pressures, a product gas comprising CO, Н,, СН., СО,, H,O 
(8), Na, H,S and other trace gases (HCN, НСТ) is liberated. The reactions within 
the gasifier are complex (see Section 4.8.1) and the basic ones are: 
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Fig. 5.58 Fluidized bed gasifier 


— 


= Hot ; О, — CO (partial combustion) — 124 kJ/mole (exothermic) 


. C* O, — CO, (complete combustion) — 406 kJ/mole (exothermic) 

. C* H0 — CO + Н, (gasification) + 119 kJ/mole (endothermic) 

. C* CO, — 2СО + 162 kJ/mole (endothermic) 

. CO +H,0 — CO, + H, (water-gas shift) — 42 kJ/mole (exothermic) 
. C* 2H; — CH, (methanation) — 87 kJ/mole (exothermic) 


Carbon in the coal reacts with oxygen, steam and carbon dioxide as shown in 
the above equations. The products of these reactions then react with one another. 

Fixed bed (sometimes also called moving bed) gasifiers operate at 
500—600 °C, while the entrained bed gasifiers operate at 1500 °C. Therefore, the 
latter are equipped with gas coolers to generate saturated or superheated steam, 
which is used in a combined cycle plant to generate more power. 

The gas produced in a fixed bed gasifier contains tars and phenol which must 
be separated out and recycled to the gasifier. This is not true with an entrained 
. bed gasifier because of the much higher process temperature which cracks the 
heavy hydrocarbon (tars and phenols). 

Coal gasification is particularly interesting from the point of view of emission 
control. It is far easier to obtain a very clean fuel by cleaning fuel gas than by 
cleaning the combustion gas from a coal-fired boiler because: 


1. The volume flow rate of coal gas is less than 1% of that of the exhaust gas 
from the boiler. 

2. It is much easier to remove H,S than 50, 

3. Most other pollutants, i.e. heavy metals, chlorides and so on are also 
removed in the gasification process. 


CM ыз qm ns BRI 
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4. The major byproduct of the desulphurization process is elemental sulphur, 
which is easy to transport and sell. 
5. Most oxygen-blown gasifiers produce unleachable slag. Waste disposal is 
thus easier. 
Coal gasification is the most promising method to produce a truly clean coal 
burning plant. Table 5.6 gives the characteristics of different types of 
gasifiers. 


5.10.1 IGCC 


The integrated gasification combined cycle (IGCC) has been discussed in 
Chapter 3. The synthetic gas (syngas) exiting a typical gasifier is cooled by 
generating high pressure steam which 15 subsequently expanded in a steam turbine 
generator to produce electricity. The syngas is then cleaned of particulates, by 
cyclones, filters, and/or water scrubbing, followed by heat exchange to cool the 
gas to near ambient temperature (Fig. 5.59). Sulphur compounds in the gas, 
primarily, H,5 and some carbonyl sulphide (COS), are removed, which is 
ultimately converted to elemental sulphur for sale. The cleaned fuel is finally sent 
to the combined cycle where it is combusted and expanded in the gas turbine to 
produce electricity. Hot exhaust gases from the gas turbine are also used to 
generate steam for power generation. 
Typical gasification plant (Fig. 5.59) includes the following blocks: 


l. Coal preparation to prepare coal to meet gasifier specification. 


Nitrogen off gas 


Oxygen 
supply 


Sulphur 


recovery Water 


disposal/ 
recycle 


Waste 
water 
treatment 


Gasifier 


Gas production 


Combined cycle power production 


Fig. 5.59 Basic IGCC plant arrangement 
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2. Airseparation—to generate 95% pure oxygen for feeding the gasifier, and 
to generate gaseous nitrogen for injection into the gas turbine and for plant 
inert gas uses. 

3. Coal gasification—to convert the coal to gas by partial oxidation. 

4. Ash/slag removal—includes the removal of ash/slag from the gasifier, 
dewatering and disposal. 

5. Syngas cooling—to remove sensible heat from the gasifier effluent gas 
and to facilitate gas cleaning. 

6. Particulate removal—to remove fine particulates in the raw gas stream. 

7. Acid gas removal—to remove sulphur bearing gases in the syngas. 

8. Sulphur recovery—to convert the sulphur bearing gases to elemental 
sulphur. 


The system incorporates one advanced gas turbine-generator similar to a 
General Electric MS 7001F gas turbine (inlet temperature 1260 °C), which, apart 
from the engine, includes auxiliaries such as fuel system, lube oil system and 
control system. The unit also includes one heat recovery steam generator (HRSG) 
having superheaters, reheater and economiser, one steam turbine—generator, a 
surface condenser, an integral deaerator, boiler feedwater pumps, and a stack, 

The steam turbine normally produces 30-40% of the total energy output of an 
IGCC plant. Typical steam conditions and approach temperature differences are 
given below (Blamire, 1994). 


HP steam pressure 101 bar 
HP steam superheat temperature 540 °С 
ЇР steam pressure 22 bar 
Reheat temperature 540 °C 
LP steam pressure 4 bar 
Boiler pinch temperature difference 14 °C 
Economiser approach 25°С. 
Deaerator pressure 1.25 bar 
Condenser pressure 0.047 bar 
Stack temperature 120 °C 


The gas turbine exhaust flows successively through the superheater, reheater, 
boiler and economiser sections. 

A unique characteristic of an IGCC plant is its ability to take advantage of 
phased construction. Peaking turbines and/or a combined cycle plant of required 
capacities initially fuelled with fuel oil or natural gas may first be installed. It 
may then be followed by the addition of a coal gasification plant to refuel the 
combined cycle with coal-derived fuel gas. It has a higher overall efficiency and 
is more friendly with environment. 


5.11| COMBUSTION OF FUEL OIL 


Highly volatile petroleum fuels are too expensive for boiler firing. The heavy fuel 
oils, the residue left after refining of crude petroleum, are used. An oil burning 
installation is shown in Fig. 5.60. 
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Fig. 5.60 Schematic of an oil burning installation 


Because of the high viscosity of fuel oil, steam heating coils are installed in 
‘the oil tank to facilitate pumping. Oil pumps, mostly of the reciprocating type, 
receive oil from the strainers and discharge it to the burners through heaters 
and a meter. Oil is required to be heated, either by steam or electricity, to further 
reduce viscosity and improve atomisation. Oil temperature should vary 
between 65 °C to 115 °C. It should not exceed 115 °С because then the oil may 
vaporize and may even decompose or crack. Recirculation of oil is necessary 
initially to purge the line so that heavy ой does not collect and plug anywhere in 
the pipeline. Usually a light oil is used for half-an-hour or so when starting and 
stopping the boiler to wash the pipes clean of the heavy oil. 


5.11.1 Mechanism of Fuel Oil Combustion 


The sequential steps of spray combustion of fuel oil are: 


1. Atomization 

2. Evaporation 

3. Mixing of evaporated spray with air 
4. Combustion of spray 


O5 
Vapour film 


Gas film 


Flame front 


Oxygen diffusing Oil droplet 


Fig. 5.61 Combustion of an oil droplet 
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Immediately on being atomized, the oil vaporizes and a film of vapour 
surrounds the oil droplet (Fig. 5.61). Around the vapour film there is a gas layer 
through which oxygen diffuses. Reaction occurs at the flame front where the 
concentration or partial pressure of oxygen is zero. The combustion products 
diffuse out from the flame front to the bulk fluid. The flame front is an area of 
very rapid chemical reaction and is a boundary between burned and unburned 
gas. The more rapid the combustion, the thinner the flame front. 


5.11.2 Oil Burners 


The major parts of an oil burner are the atomizer, air register, and necessary oil 
lines with strainers and valves. Atomization of the liquid exposes more surface 
area per unit mass, and thus promotes ignition and completes combustion. It is 
accomplished mechanically or with steam or air. In twin-fluid burners, high 
pressure steam or air is used to break up oil drops into fine droplets, enabling 
better mixing with the air for combustion (Fig. 5.62). 


Steam or air 
| [ЖЕЛАЛ EÀ Ё. je 
И, ой == wan ce. 
Steam X Steam —- ar 
or 
air = en ^ 
(а) (b) (с) Dil 
ой = | *'I- ой 
ой —- m 
үг” Steam -w 
Ste or 
S Steam or compressed air Oil 
air (ду (с) (f) 


Fig. 5.62 Steam- or air-atomised oil burners 


For large boilers, oi] burners with pressure atomisation are suitable, in which 
oil is supplied under pressure (6-20 bar) and atomised by ejecting the oil 
through a small hole after passing through a swirl chamber (Fig. 5.63). A fine 
oil mist in the shape of a funnel forms in front of the nozzle outlet. The control 
of fuel oil consumption in pressure atomisers with load variation is done either 
by oil recirculation, part of the oil being returned to the oil tank from the swirl 
chamber through the return pipeline, or by means of a control piston which 
closes the tangential slots in the burner (Fig. 5.64). 


Rotary cup atomisers are also important for the furnaces of large boilers 
(Morse, 1953). The oil flows through a hollow shaft into a rapidly rotating cup 
at the edge of which it is atomised under centrifugal force. The primary air is 
introduced by a fan around the outside of the cup and assists oil atomisation 
since it possesses swirl in the opposite direction of the rotation of the cup. 
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Fig. 5.64 Methods of output control in pressure atomisers 


5.12] COMBUSTION OF GAS 


Burning of gas is easy and clean. No atomization is required. Combustion of 
1 m? of natural gas requires roughly 20 т? of hot air. Proper mixing of gas and 
air can be ensured by introducing the gas into the air flow in the form of thin 
jets of high penetrability (Fig. 5.65). Because of good mixing excess air 
required for combustion is less. 


5.13] COMBINED GAS FUEL OIL BURNERS 


One advantage of combined gas-fuel oil burners is that the change from one 
fuel to the other can be done quite easily. In addition, both fuels can be burned 
under almost optimal conditions. Natural gas flows from the central annular 
header through two rows of holes (Fig. 3.66). Air is supplied through a tangential 
vane register and controlled by disc valve. Fuel oil is atomized in a mechanical 
burner mounted in the central channel. The mixture is ignited by electric means. 
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Fig. 5.65 Gas burner with central gas supply 


Men me A bed of solid particles has a mass of 2500 kg. The density of solid 
is 2650 kg/m’. The mean particle size is 800 mm and the sphericity of particles is 
0.84. Estimate the total surface area of the particles in the bed. 


Air 


1 Annular gas channel 

2 Fuel oil burner 

3 Tangential vanes 

4 Air control gate valve 

5 Flame-protecting disc of 
gas head 

6 Air box 

7 Air supply to cool the head 
and disc 

8 Conical port 

9 Igniter channel 


Fig. 5.60 Coaxial gas-fuel oil burner with central gas supply 


Solution Surface-to-volume ratio of particles, 


where N, is the number and d, is the diameter of particles. For non-spherical 
particles, the surface-area of particles is 


where Г, is the volume and ф is the sphericity of the particles. 
6 x 2500 


A= = 8423 m’ Ans. 
=” 2650x 084 x 800 x 10% ial 
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eee A bed of particles of mean size 427 um is fluidized by air under 
the ambient conditions, where the air density is 1.21 kg/m and the viscosity is 
1.82 x 10° kg/m-s. The density of the loosely packed bed is 1620 kg/m’. If the 
density of solids is 2780 kg/m’, find (a) the voidage of the bed, and (b) the 
minimum fluidization velocity. 

Solution (a) Bulk density of bed, p, = 1620 kg/m? 


Density of solids, p, = 2780 kg/m? 


1 
Eo. ЧЕ ыйа Апз 
p, 2780 


PP, -P) E d; 
[К 
1.21(2780 — 121) x 9.81x (427 1077 
" (L82 x 105? 


(b) Archimedes number, Ar = 


= 7753 


From Eq. (5.24), 
Ren” [СР + C5 Ar]? a C 
= [27,27 + 0.0408 x 7753] — 27.2 = 5.299 


Ue XP, ха 
Now, Reu = mt Y Py 0р 
He 
5.299 x 182 x 107 
Up L == (0,185 m/s Ans. 


"C 121x427 x10 


For the above bed (Ex. 5.2), taking Ur = 0.14 m/s, estimate the 
sphericity of particles. 
Solution Using Ergun's equation, 
Ар _ 150 im O- Enr)” My Umt Ё +175 d- (1 — Еще) Pg Umt 
L (Eur) (Ф ay & (Фф 45 
= [I = En) (Pa~ ру) 
Multiplying each side by Pa m ?(1- Emr) gives 


Аг = 150 mt Lm Rer + = Rez, 
d Е 


mf 


Unt Pa dp _014x121x427x10° 


Now, Кел = = 3.974 
zs и, 182 x 1075 
Ar = 7153 
150(1— 0.417 17 
^ 7753 = se EN ARMY 2 z х (3.974) 
$^ 0.417 7 
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7753 f - 381.1 f- 4793 = 0 
f=081 or -078 
Sphericity = 0.811 Ans. 


SES A fluidized bed combustion system having an output of 
35 MW at 80% efficiency when using a coal of heating value 26 MJ/kg with a 
sulphur content of 3.6% requires a particular limestone to be fed to it at a calcium- 
sulphur ratio of 3.0, so as to limit emissions of SO, adequately. The limestone 
used contains 85% CaCO,. Determine the required flow rate of limestone. 


= 1.683 kg/s = 6057.7 kg/h 


i 'oal i o= onu 44 
Solution Coal burning rate 0.80 x 26 


6057.7 x 0.036 
32 

For a Ca: $ molar ratio of 3.0, the flow rate of calcium is = 6.81 x 3.0 = 20.44 

kmol/h 

^ Mass flow rate of CaCO, required — 20.44 x 100 


= 2044 kg/h (since molecular weight of CaCO; is 100) 


^ Mass flow of limestone = 2044/0.85 = 2404.7 kg/h which is about 40% of the 
coal burning rate. 


г. Flow rate of sulphur = — 6.81 kmol/h 


Ехатріе 5.5 A fluidized bed combustor burns a solid fuel of high volatile 
matter with a calorific value of 24 MJ/kg. The combustion conditions are such 
that 65% of the calorific value is released in the bed and the remainder in the 
above-bed zone from which the products leave at 850°C. The air ше 
temperature is 30 °C, the bed temperature is 850 °С and the air fuel ratio by mass 
is 13.5 : 1. The specific heat of the products leaving the bed surface is 1.035 kJ/kg 
K. If the burning rate of coal is 7000 kg/h, estimate the rate of heat removal (a) 
from the bed, and (b) from the above-bed zone. 
Solution (a) Heat removal from the bed per kg fuel 

— heat released — heat carried away by the products 

= 0.65 x 24000 — 14,5 x 1.035 x (850 — 30) 


= 3294 kJ/kg fuel 
ih Rate of heat removal from the bed = 3294 x т 
= 6405 kW Ans. 
(b) Rate of heat removal from the above bed zone 
en x 0.35 x 24000 = 16333 kW Ans. 


3600 
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EET Fluidized bed is required to operate at atmospheric pressure and a 
bed temperature of 850 °C. The fuel has a calorific value of 25 MJ/kg. The 
stoichiometric air fuel ratio is 9.5 by mass and 20% excess air is used, The total 
fueling rate is 4.8 MW. The density of air at 850 °C is 0. 3145 kg/m’. Find the 
planform area required if (a) the firing rate is 2 MWiim*, and (b) the fluidizing 
velocity is 2.7 m/s, 

Soluiion (a) Planform area = 4.8/2 = 2.4 m? Ans. 


| : 48 x 1000 
Fuel burning rate, m. = —————— = 0,192 kg/s 
(b) ng f 25000 kg/ 
Air flow rate, m. = 9,5 x 1,2 х 0.192 = 2.1888 kg/s 
. 21888 А 
5 Planform area = m /{r, U) = 03145x28 ^ 248m Ans. 


EE Crushed coal particles, with diameters varying from 6 mm to 20 
mm, average density of 1250 kg/m’, are used in a fluidized bed combustor. 
The coefficient of drag is 0,6 under fluidized conditions. Calculate (a) the 
minimum gas velocity that fluidizes all the coal particles if the gas is at 850°C 
and 9 bar pressure, and (b) the pressure drop in the bed assuming that the coal in 
the collapsed state (€, = 0.35) has a height HO of 30 cm and voidage fraction 
(Е = 0.50) and the gas density is approximated by pure air. 

Solution Minimum fluid velocity required for fluidization is calculated by 
equating the drag force on a particle to the weight of the particle, or 

Cp prAV 7/27 p X qsX 8 
where А = projected area, F = velocity of flow, p, = fluid EN Ps solid 


density. If yis the radius of the spherical particle, А = лу? and V, = 5 En 


For minimum г = 3 mm = 3 x 107 m, 


9x 10? 


RETE e PRICING 7. nn ан 3 
PF AT Вт 387 x(850+ 273) 7792 kg/m 
l2 
5 F= | : 250 osn” | 
3x0.6 2.792 
= 7.65 m/s Ans. (а) 
Height of fluidized bed, H 
1-& 1 — 0.35 
а 
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<. Pressure drop in the bed 


Ap = (1 - &Ħ p,g 
= (1-—0.5) x 0.39 x 1250 x 9,81 
= 250 kPa dns. 


nn SHORT-ANSWER QUESTIONS 
On what factors does a chemical reaction depend? 

What are the two broad types of furnaces? 

Explain the physical and chemical factors determining the combustion rate 
of a fuel. 

What are reversible and irreversible chemical reactions? 

What ts the law of mass action? 

What is Arrhenius equation’? 

Explain what you understand by activation energy. 

Explain why carbon monoxide is formed predominantly on the surface of 
burning carbon particles. 

What is the average burning time of a pulverized coal particle? 

Why does the ratio of CO/CO, increase with temperature? 

Explain briefly the mechanism of burning of a carbon particle. 

Explain what you understand by kinetically controlled reaction. 

What is diffusion controlled reaction? 

What do you mean by transition zone of combustion? 

Explain diffusion zone and kinetic zone of combustion. 

What are the different types of furnaces in which coal may be burnt? 
What are the characteristics of an overfed fuel bed furnace? 

Explain the characteristics of an underfed fuel bed furnace. 

What is a stoker? What are the different types of stokers? 

Explain the operation of a travelling grate stoker with the help of neat 
sketch. 

Explain the operation of a spreader stoker with the help of a neat sketch. 
What are the two conditions to be satisfied to burn pulverized coal 
successfully? 

What are the advantages and disadvantages of pulverized coal firing? 
What is the function of hot primary air? 

What is the function of secondary air? 

What is tempering air? When is it required? 

What is the function of the coal crusher? 

What are the three stages of pulverization process? 

How are pulverizers classified? 

Explain the characteristic features of a ball mill. 

What is a bowl mill? What are its advantages? 

On what factors does the performance of a pulverizer depend? 
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5.33 
5.34 
5.35 
5.36 


5.37 
5.38 
5.39 
5.40 


5.41 
5.42 
3.43 
5.44 
5.45 


5.46 
5,47 


5.48 
5.49 
5.50 
5.51 
5.52 
5,53 
5,54 
5.99 
5.56 
5.57 
5.58 
5.59 
5.60 
5.61 
5.62 
5.63 


2.64 
5.65 


5.66 
5.67 


5.68 
5.69 
5.70 


What is Hardgrove index? 

What is the effect of ratio of VM/FC on the fineness of powdered coal? 
What are the feeding systems of pulverized coal into the furnace? 

Explain with a sketch the direct firing system? What are its merits and 
demerits? 

What is the heat release rate of a p.f. - fired furnace? 

Explain how the linear dimensions of a p.f. furnace are ascertained. 
Explain the characteristics of a dry bottom furnace. 

What is a wet bottom furnace? Where is it used? How is slag removed 
continuously? 

What are the conditions to be satisfied by pulverized coal burners? 

What are the different types of pulverized coal burners? 

Distinguish straight flow and vortex burners. 

Explain the distributed mixing burner. 

Discuss the different arrangements of burners in a pulverized coal fired 
furnace. 

What is tangential or corner firing? What are its merits and demerits? 
What is a cyclone furnace? Where 15 it used? Mention its advantages and 
disadvantages. 

Why is tertiary air required in à cyclone furnace? Where is it admitted? 
What is a fluidized bed? What is minimum fluidization velocity? 

What is a distributor? Why is it needed in a fluidized bed? 

How is superficial velocity estimated’? 

What are the various regimes of fluidization? 

Define (a) Voidage, (b) Sphericity of a particle. 

How would you estimate U 7 

What are particulate and emulsion phases? 

What is transport disengaging height (TDH)? 

What do you mean by elutriation rate? 

What is slugging? How is it to be avoided? 

Explain a turbulent fluidized bed. 

What is the captive stage of a fluidized bed? 

What is fast fluidization? On what factors does it depend? 

Explain with a sketch a circulating fluidized bed (CFB). 

Explain the variation of voidage, both radially and axially, in the riser 
column of a CFB. 

Explain the core—annulus model of the structure of a CFB riser. 

What is a cluster? What is its average voidage? With what velocity does it 
fall along the wall’ 

Explain the pressure balance along a CFB loop. 

What do you understand by terminal velocity of particles? How does it 
depend on particle Reynolds number’? 

What ts drag coefficient? On what does it depend? 

What do you understand by attrition and fragmentation? 

How is the fluidized bed combustion in a furnace started? 
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What is the advantage of using limestone or dolomite as the bed material in 
a fluidized bed? Why are they called “sorbents”? 

What are the optimum combustion temperature and the approximate 
calcium-sulphur molar ratio for maximum absorption of sulphur oxides? 
What is a PFBC? Discuss its scope, advantages and disadvantages. 

Briefly explain the sequence of events of burning of a fuel particle in a 
fluidized bed. 

What are the two resistances which impede the reaction of a char particle? 
What is Sherwood number? What is Schmidt number? How are they related 
in diffusional mass transfer of oxygen? 

On what factors does the specific burning rate depend? 

Explain the influence of mass transfer by diffusion and chemical kinetics in 
controlling combustion rate in a fluidized bed. 

What are the three distinct zones of combustion in à CFB furnace? 

How does the lower zone of a CFB furnace act as a thermal flywheel with re- 
spect to boiler load vartation? 

What are the different factors which influence the combustion characteristics of 
coal in a CFB? 

What is the distinction between air-blown and oxygen-blown gasifiers? 

What are the different types of gasifiers? Briefly explain their characteristics. 
What are the basic reactions taking place in coal gasifiers? 

Why does an entrained bed gasifier require gas coolers? 

How is coal gasification important from emission viewpoint? 

Explain the [GCC plant with the help of certain relevant blocks. 

What is the unique characteristic of an IGCC plant? 

Explain with a schematic diagram the oil-burning installation of a steam genera- 
tor. 

Why is fuel oil required to be heated? Is there any restriction to its heating? 
Explain the mechanism of combustion of a drop of fuel oil. 

Discuss the different types of oil burners. 

How is the fuel consumption in a pressure atomiser-cum-burner controlled? 
What are the advantages of using combined gas-oil burners? 
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PROBLEMS 


The pressure drop (N/m^) across the distributor when fluidized at ambient 
pressure and temperature is related to the superficial velocity U (m/s) by the 
equation 

Ap = 0.13 U+0.03 U? 
Silica sand particles are loosely packed in a bed to a depth of 0.3 т. The 
bulk density of the bed is 1600 kg/m” and the bed diameter is 1.7 m. 
Determine the pressure drop across the bed and distributor, when the bed ıs 


incipiently fluidized. Take U, = 0.19 m/s. Also find the pumping power 
required by the system when fluidized with ambient air at 0.5 m/s. 
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5.2 


5.3 


5.4 
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A fluidized bed is operating at a velocity 2.8 times the minimum fluidizing 
velocity. Visual observation suggests that the largest bubbles formed are of 
10 mm diameter. Estimate the residence time of a single, isolated bubble if 
the bed depth when fluidized is 650 mm. Take L= 0.15 m/s. 

A bed of particles of mean size 483 mm is fluidized by air under the ambient 
conditions, where the air density is 1.22 kg/m? and the viscosity 18 
1.87 x 10° kg/ms. The bulk density of the loosely packed bed is 1680 
kg/m”. If the density of solids is 2650 kg/m’, estimate (a) the voidage of the 
bed, (b) the minimum fluidization velocity, and (c) the sphericity of 
particles. 

A fluidized bed combustion system having an output of 40 MW operating at 
78% efficiency with a coal of heating value of 25 MJ/kg with a sulphur 
content of 3.8% requires a particular limestone to be fed to it at a calcium- 
sulphur ratio of 3.1, so as to limit emissions of SO, adequately. The 
limestone used contains 85% CaCO,. Determine the consumption rate of 
limestone. 

A fluidized bed furnace operating at ambient conditions produces a stream 
of hot combustion products at a bed temperature of 850 °C. The mass flow 
rate of combustion products is to be 7.5 kg/s and the heat losses from the 
system are such that the air fuel ratio by mass is 25: 1. Estimate the 
planform area required for the bed if the fluidizing velocity is 1.2 m/s. At 
850 °C, take the density of air as 0.3145 kg/m”. What is the firing rate in 
uWim*? 


„BIBLIOGRAPHY 


. P. Basu and РК. Halder, “Combustion of Single Carbon Particles in a Fast 


Fluidized Bed of Fine Solids", Fuel, 68. 1989, pp. 1056-1063, 

P. Basu and S.A. Fraser, Circulating Fluidized Bed Boiler: Design and 
Operations, Butterworth-Heinemann, 1991, 

D.K. Blamire, "Integrated Gasification Combined Cycle", Lecture in Short 
Course on Combined Cycle Power Plants, Jan. 4-5 1994, pp. 130-205, 
Calcutta, Organized jointly by IIT, Kharagpur and TUNS, Halifax, Canada. 
R. Dolezal, Large Boiler Furnaces, Elsevier, Amsterdam, 1967. 

Thomas C. Elliott, Standard Handbook of Powerplant Engineering, 
MeGraw-Hill, New York, 1989. 

F.T. Morse, Power Plant Engineering, D. Van Nostrand, 1953. 

R. Kehlhofer, Combined Cycle Gas and Steam Turbine Power Plants, 
Fairmont Press, Lilburn, 1991, 

J.R, Howard, F/uidized Bed Technology: Principles and Applications, 
Adam Hilger, 1989. 

S.P. Sharma and C. Mohan, Fuels and Combustion, Tata McGraw-Hill, 
New Delhi, 1984. 

B.G.A. Skrokzki and W.A. Vopat Power Station Engineering and 
Economy, McGraw-Hill, 1960. 


Power Plant Engineering 


11. I. Reznikov and Y.M. Lipov, Steam Boilers of Thermal Power Stations, Mir 
Publishers, Moscow, 1985. 

12. М.М. El Wakil, Powerplant Technology, McGraw-Hill, New York, 1985, 

13. J. Weisman and R. Eckart, Modern Power Plant Engineering, Prentice-Hall 
of India, 1985. 

14. P.I. Potter, Power Plant Theory and Design, Ronald Press, 1959. 

15. M. Radvovanovic, (Ed), Fluidized Bed Combustion, Hemisphere and 
Springer Verlag, 1986. 

16. J.R. Grace, “Fluidized Bed Hydrodynamics” in Handbook of Multiphase 
Systems, G. Hetsroni, (Ed.), Hemisphere, Washington, Chapter, 8.1, 1982. 

17. Babcock and Wilcox, “Steam: Its Generation and Use, В & W, N.Y.. 1960. 

18. Otto de Lorenzi, Ed., Combustion Engineering, C.E., 1947. 

19. British Electricity International, Modern Power Station Practice, Vol. B. 
Pergamon Press, 1991, 

20. LB. Ross and J.F. Davidson, "Trhe Combustion of Carbon Particles in a Fluid- 
ized Bed", Trans. Inst. Chem. Eng., Vol. 59, 1981, рр. 108-114, 

21. International Clean Coal Technology Symposium on PFBC, July 26-28, 1994, 
Japan. 


Steam Generators 


A steam generator generates steam at the desired rate at the desired pressure 
and temperature by burning fuel in its furnace, Steam generators are used in 
both fossil-fuel and nuclear-fuel electric generating power stations. This chapter 
will, however, cover only fossil-fuel steam generators. Nuclear fuel steam 
generators are of very different design and will be covered in Chapter 9. 

А steam generator is a complex integration of furnace, superheater, reheater, 
boiler or evaporator, economiser, and air preheater along with various auxiliaries 
such as pulverizers, burners, fans, stokers, dust collectors and precipitators, 
ash-handling equipment, and chimney or stack. The boiler (or evaporator) is 
that part of the steam generator where phase change (or boiling) occurs from 
liquid (water) to vapour (steam), essentially at constant pressure and 
temperature. However, the term “boiler” is traditionally used to mean the whole 
steam generator, 


6.1 | BASIC TYPES OF STEAM GENERATORS 


Classification of steam generators or boilers can be made in different ways. 
From the point of view of applications, they can be 

(a) utility steam generators 

(b) industrial steam generators 

(с) marine steam generators 


Utility steam generators are those used by utilities for electric-power 
generating plants. Depending on whether the pressure of steam is below or 
above the critical pressure (221.2 bar), they can be either subcritical or super- 
critical units. The subcritical steam generators are water tube-drum type and 
they usually operate at between 130 and 180 bar steam pressure. The super- 
critical steam generators are drumless once-through type and operate at 240 bar 
pressure or higher. Majority of the utility steam generators are of the 170-180 
bar water tube-drum variety, which produce superheated steam at about 540— 
560 °C with one or two stages of reheating. The steam capacities of modem 
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utility steam generators range from 120 to 1300 kg/s with power plant unit 
output ranging from 125 to 1300 MW. Pulverized coal is mainly the fuel used. 
Some circulating fluidized bed steam generators have also been installed recently 
in some utilities. 

Industrial steam generators are those used in process industries like sugar, 
paper, jute and во on, and institutions like hospitals, commercial and residential 
building complexes. They are smaller in size. They can be pulverized coal fired, 
fluidized bed or stoker fired units, with coal mostly as the fuel. They can also be 
heat recovery types which use waste heat from various industrial processes, 
and are termed waste heat steam generators. They operate at pressures ranging 
from 5 to 105 bar with steam capacities upto 125 kg/s. Normally, they do not 
produce superheated steam. They supply wet or saturated steam, and 
sometimes even only hot water, 

Marine steam generators are used in many marine ships and ocean liners 
driven by steam turbines. They are usually oil-fired. They produce superheated 
steam at about 60-65 bar and 540 °C. 

Steam generators or boilers can also be classified according to the relative 
flows of products of combustion or flue gases and water. In one type of boiler, 
called the fire-tube boiler, the hot flue gases flow through tubes surrounded by 
water in a shell. In another type of boiler, called the water-tube boiler, water 
from a drum flows through the tubes and hot flue gases flow over them. 


6.2 | FIRE-TUBE BOILERS 


Since the late eighteenth century, fire-tube boilers have been used in various 
forms to produce steam for industrial purposes and also for hauling railway 
locomotives and river launches, They are no longer used in utility power plants 
and steam locomotives have also mostly disappeared. However, they are still 
often used in industrial plants to produce saturated steam at the upper limits of 
about 18 bar pressure and 6,2 kg/s steaming capacity. 

For small steam requirements, fire-tube boilers are suitable, They have 
certain inherent advantages like (1) low first cost, (2) reliability in operation, 
(3) need of only unskilled labour, (4) less draught required, and (5) quick 
response to load changes. 

A fire-tube boiler is so named because the products of combustion pass 
through its tubes or flues, which are surrounded by water. They may be either: 


(a) Externally fired (e.g. locomotive type boilers, Lancashire boilers, 
horizontal return tubular (HRT) boiler etc.), or 
(b) Internally fired (e.g. Scotch-marine boilers, package boilers etc). 


Figure 6.1 shows a typical externally fired fire-tube boiler in which the 
furnace is outside the boiler shell. Coal is entered manually by shovels on to the 
grate by opening the fire-door. The products of combustion flow through the 
tubes which are immersed in the shell containing water. A fusible plug made up 
of a low melting point alloy (lead-based) is installed on the roof of the crown in 
the furnace. If the water-level in the shell falls below a certain level, the fusible 
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plug melts due to overheating and water pours down through the hole formed 
and puts out the fire. There is a spring-loaded safety-valve provided to keep the 
boiler pressure within the safety limit. The spring is set in such a way that the 
upward thrust of steam against the lid is balanced by the downward thrust of 
the spring. If the operating steam pressure exceeds this value, the upward thrust 
of steam will then be greater than the downward spring thrust and the difference 
will force open the lid upward, as a result of which steam will be released with 
a hissing sound, the steam pressure inside the shell will go down till the lid is 
forced down to be back on its seat. 
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Fig. 6.1 Atypical fire-tube boiler 


As the hot flue gases flow through the tubes, heat is transferred from gas to 
water all along the length. The gas is cooled and the water is heated till there is 
nucleate boiling around the tubes and steam is formed. Steam is taken out at the 
required rate by opening the main stop valve. Auxiliary steam may also be taken 
to operate a steam jet water injector to feed water into the shell. The shell is 
insulated all around by asbestos and 85% magnesia to reduce heat loss to the 
surroundings. Air flow from below the grate is regulated by operating dampers 
according to the requirement of combustion. An elliptic manhole is provided for 
aman to go in to do cleaning or repair as the need arises. 
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Ап oil-fired pressurized package type boiler is shown in Fig. 6.2. It is an 
internally fired fire-tube boiler, since the furnace is within the cylindrical shell. 
Oil is filtered, adequately heated either by electricity or steam, and is then fed 
through the burner. Air is supplied by an FD fan, Excess oil is returned to the 
main feedline. Combustion occurs in a horizontal corrugated flue, and the 
combustion gases flow through the tubes in two passes till they are let out 
through a chimney to atmosphere. The corrugations of the flue increase 
strength and help in allowing thermal expansion and contraction, and also in 
cracking and removing the soots deposited. The gases get cooled as they flow 
through the tubes and water is heated enough to form steam, The wet steam 
taken from the top flows through a bank of coils for superheating and the 
superheated steam is taken out as desired, Since the pressure inside the furnace 
is above atmospheric, caution is required to make the casing sealed against 
leakage. If it is not tightly sealed, hot gases will exfiltrate causing energy losses 
and polluting the atmosphere. 
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Fig. 6.2 An oil-fired package boiler 


The package-type boiler has certain inherent advantages: (1) It is highly 
compact. A large surface area of heat transfer is provided in a small volume. 
The furnace volume is less since it is pressurized. (2) No ID fan is required. A 
short chimney 1s provided just for disposal of flue gases. (3) The entire unit is 
mostly fabricated in the factory itself. It is transported to the site and installed 
there with relative ease. (4) It occupies less space, (5) It is easy to operate, 
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Because of these advantages, package boilers were favoured in process 
industries. But the paucity of oil supply has reduced its demand giving way to 
the use of fluidized bed boilers mostly based on coal. 

As stated earlier, fire-tube boilers are relatively inexpensive. They have large 
water storage capacity and can thus meet relatively large and sudden load 
demands with only small pressure changes. Reduction in pressure leaves the 
stored water superheated and causes part of it to flash into steam. However, the 
large water storage increases the explosion hazard of the unit, and also because 
of it, a longer period of time is required to bring the unit to steaming from a cold 
condition. 

The major shortcoming of a fire-tube boiler is that definite size and pressure 
limitations are inherent in its basic design, 1.е. the maximum size of the unit and 
the maximum operating pressure are limited. The tensile stress on the drum wall 
is a function of the drum diameter and the internal pressure given by 


86 (6.1) 


where g= tensile stress, N/m* 
p = gauge pressure, Nim 
а = internal diameter of shell, m 
t =thickness of wall, m 


The growing needs for increased quantities of steam at higher and higher 
pressures could not be met by fire-tube boilers, for as Eq. (6.1) shows, both 
higher pressures and larger sizes mean larger wall thicknesses. Thus, high 
pressures and large diameters lead to prohibitively thick shells, and the thicker 
the shell, the higher the cost. 


6.3 | WATER-TUBE BOILERS 


Water-tube boilers were developed to permit increases in boiler pressure and 
capacity with reasonable metal stresses. As mentioned above, with higher steam 
pressures and capacities, fire-tube boilers would need large-diameter shells, and 
with such large diameters, the shells would have to operate under such extreme 
pressure and temperature stresses that the thicknesses would become very 
large. They are also subjected to large scale deposit and susceptible to boiler 
explosions, and become very costly. 

The water-tube boiler, where water flows through the tubes and flue gases 
flow outside them, puts the pressure in the tubes and the relatively small- 
diameter drums, which are capable of withstanding extreme pressures of the 
modern steam generator. 


6.3.1 Straight-Tube Boiler 


The water-tube boiler went through several stages of development. The earliest 
design employed straight tubes rolled into headers at each end, since straight 
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tubes could be made, installed and replaced easily. The tubes were of 
75 to 100 mm O.D., inclined upward at about 15° to the horizontal and 
staggered. Nearly saturated water leaving the drum flowed through one header, 
called the downcomer, into the tubes. While flowing upward in the tubes some 
of this water on being heated by flue gases flowing outside get transformed to 
vapour and the two-phase water-steam mixture went back to the drum through 
the other header, called the riser. The density of nearly saturated water in the 
downcomer was larger than the density of the two-phase mixture in the riser, 
and this density difference caused natural circulation. The drum was arranged 
either parallel to the tubes (the longitudinal drum, Fig. 6.3a) or pependicular to 
them (the cross drum, Fig. 6.3b). The feedwater from the feedwater heater 
flowed through an economiser to the drum, which supplied saturated steam to 
the superheater. The lower end of the downcomer was connected to a mud 
drum, which collected sediments from the circulating water and discharged 
through blowdown. 


Superhealer 


Riser —| 


Fig. 6.3 Early water-tube bailer: (a) longitudinal drum 


A single longitudinal drum, about 1.2 m in diameter, could accommodate 
only a limited number of tubes and hence a limiting heating surface. Depending 
on capacity, more than one drum could be installed in parallel. Longitudinal 
drum boilers were limited to low pressures (12-23 bar) and steam capacities 
(0.63-10 kg/s), having heating surfaces of 93-930 m’. 
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Fig. 6.3 Early water-tube boiler: {b} Cross drum 


Cross-drum boilers could accommodate many more tubes than longitudinal 
drum boilers because of their geometry and were built with heating surfaces of 
93-2200 m^, pressures 12-100 bar and steam capacities of 0.63-63 kg/s. 

To ensure maximum exposure of tubes to the hot flue gases, baffles were 
installed across the tubes in both kinds of boilers to permit up to three gas 
passes. 


6.3.2 Bent-tube Boilers 


Straight-tube boilers had many disadvantages, like: 


|. They had less accessibility and poorer inspection capability. Considerable 
time, labour and expense were required to open up or close the bolts in 
the headers, and to remove or replace the gaskets and handhole caps for 
tube inspection and replacement. 

2. Inadequate design and imperfect fabrication of handhole caps resulted in 
much leakage. which was a continuous source of annoyance to the 
operators, 

3. Circulation was sluggish due to law head, and limited steam disengaging 
surface made inadequate separation of steam and water reducing 
steaming rate. 
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Bent-tube boilers introduced in the 1880's offered many advantages over the 
straight-tube ones, the notable among them being greater accessibility for 
inspection, cleaning, and maintenance, and ability to operate at higher steaming 
rates and to deliver drier steam. 

In a bent-tube boiler, the tubes were so bent that they entered and left the 
drums radially. As an example, a four-drum Stirling boiler is shown in Fig. 6.4. 
There was easy access to every tube. The combustion gases flowed upward 
from the furnace through the first bank of tubes connecting the front steam 
drum and the mud drum, through the superheater, and by proper baffling 
through the second and third tube banks connecting to the second and rear 
steam drums. The gases then flowed past an economiser in counterflow 
arrangement. Feedwater from the economiser entered the rear steam drum. 
Water circulated from the rear to the lower drum through the rear bank of tubes 
(downcomers) and then up through both the centre and front banks of tubes 
(risers) to the centre and front drums. All three drums had their steam and 
water regions interconnected at top and bottom. The tubes were typically 75- 
77 mm in OD and spaced 125-175 mm on centres, for easy replacement of 
defective tubes without removing neighbouring tubes. 
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Fig. 6.4 A four-drum bent tube boiler 
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More recent designs of Stirling boilers used water cooled furnace walls by 
lining the interior of the walls with tubes carrying the same boiler water, where 
partial boiling of water occurs. Fig. 6.5 shows a schematic of a natural 
circulation four-drum Stirling boiler. Water flows downwards from the mud 
drum to headers feeding the tubes lining the walls of the radiant furnace. The 
low-density steam-water mixture rises up to the steam drum at the upper right. 
The steam is separated and flows to the central drum, where it is removed. 
Feedwater enters the drum at the left and mixes with the sturated liquid in the 
left and central drum. The cooled liquid flows down to the mud drum. 


1, Steam delivery drum 4, Superheater tubes 
2, Saturated steam transfer tubes 5, First-pass tubes 
3. Superheater inlet header 6. Second-pass tubes 


Fig. 6.5 Natural circulation four-drum Stirling boiler 
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The four-drum Stirling boiler was superseded by a simpler two-drum design 
in which the steam drum was directly above the water drum with one bank of 
bent tubes to the front and another to the rear. Later designs of the two-drum 
boiler had a single gas-path. The Stirling boiler was generally capable of 
meeting conditions of rapidly varying loads and was adaptable to various fuels. 
It was employed in both stationary and marine applications. 

Modern pulverized coal-fired boilers stand up vertically with a furnace, a 
steam drum, downcomers, risers, superheaters, reheaters, economiser, air 
preheater, tube mills, FD and ID fans, coal feeders and burners, windbox, 
various control systems, ductwork and all accessories and mountings. The 
penthouse encloses the drum, high-pressure headers and connecting links on 
top of the steam generator. The floor of the penthouse is formed by the roof 
tubes of the boiler. The principal structural members consist of vertical 
structural steel columns, a top support grid and beams (buckstays) which 
provide stiffness to the furnace, combustion air and flue gas flow enclosures. 
Igniters and warmup burners ignite and stabilize the coal flame. A ductwork 
system directs the flow of combustion air and flue gas. Soot blowers are 
devices that direct a high pressure fluid (steam or water) onto heat transfer 
surfaces to remove ash or slag deposits. Selected components of modern steam 
generators are shown in Figs б.б (a) and (b). 


, Steam drum 
‚ Penthouse 
‚ Superheater outlet 
, Reheater outlet 
, Steam-cooled roof 
, Pendant convection 
superheater or reheater 
Furnuce nose 
, Furnace arch 
. Steam-cooled walls 
. Horizontal convection 

superheater or reheater 
‚ Economizer 
‚ Superheater 

junction header 
13. Economizer inlet header 
14. Economizer ash hopper 
14. Rear wall 
16. Buckstays 
17. Furnace knuckle 
18. Boiler circulating pumps 
19. Downcomer 
20. Front wall 
21. Furnace water-cooled walls 
22. Reheataer inlet header 
23, Platen type superheater 

ar reheater 

24. Panel type superheater 
25, Radiant wall reheater 
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Fig. 6.6 (а) Boiler Nomenclature 
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Fig. 6.6 (b) Typical wall-fired boiler cross-section with divided 
convection pass 


6.3.3 Heat Absorption in Water-Tube Boilers 


In a water-tube boiler, feedwater is heated in three kinds of heat exchangers, 
viz., economizer, evaporator (downcomer-riser circuit) and superheaters 
(Fig. 6.6). Feedwater from the h.p. heater enters the economiser where it 
is heated by the outgoing flue gases till it is saturated liquid at that pressure 
and then it is fed to the drum. Saturated water falls through the downcomer 
into the bottom header and moves up through the riser where water is 
partially boiled back into the drum (Fig. 6.7(a)). Saturated steam from the 
drum goes to the superheaters for being heated to the desired temperature. 
If the pressure drop during the entire heating process and any external heat 
loss are neglected, the line 1-4 represents the heating process in 7—s 
diagram (Fig. 6.7(b)). For each kg of steam formed, the heats absorbed in 
the economiser (in the liquid phase), in the evaporator (liquid to vapour 
transition or the latent heat of vaporization), and in the superheater (in the 
vapour or gas phase) are given by 
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Fig. 6.7(a) Heat absorption in a water-tube boiler 
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Fig. 6.7(b) Heat absorption in different heat exchangers of a water- 
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The percentage of total heat absorbed in the economiser, evaporator and 
superheater are: 


% economiser = I 5 100 = ———- а= x 100 
Geen + On + Он hy р“ hy 
% evaporator = — бы _ х 100 = йу = х 100 
LEE + Dus * Он А, = h, 
Qai hy Az 
% superheater = —————— -————— * 100 = ———— x 100 6.3) 
P Qus + О + Gon hy —hy 


lf a reheater is used, the fraction of the total heat absorbed in the reheater 
can similarly be estimated. The use of a large number of feedwater heaters (up 
to seven or eight) means a smaller economiser, and a high pressure means a 
smaller boiler surface (risers) because the latent heat of vaporization decreases 
rapidly with pressure. Thus, a modern high pressure steam generator requires 
more superheating and reheating surfaces and less boiler surface than older 
units. The fraction of total heat absorbed in superheaters alone may be as high 
as 60% in a modern boiler. 


6.3.4 Circulation 


The flow of water and steam within the boiler circuit is called circulation. 
Adequate circulation must be provided to carry away the heat from the furnace. 
If circulation is caused by density difference, the boiler is said to have natural 
circulation. If it is caused by a pump, it has forced or controlled circulation. 

А simple downcomer-riser circuit connecting a drum and a header is shown 
in Fig. 6.8. The downcomer, which is insulated, is outside the furnace, and the 
riser is inside it. 
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Fig. 6.8 Natural circulation in a downcomer-riser circuit 
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Nearly saturated water falls by gravity from the drum through the 
downcomer into the bottom header. From the header water flows up along the 
riser where it partially boils with the formation of bubbles and then back into the 
steam drum. The density of steam-water mixture in the riser is less than that of 
saturated water in the downcomer, and as a result of this density difference a 
circlation current is set up within the downcomer-riser circuit. The feedwater 
fram the economiser enters the drum and saturated steam is taken out of the 
drum to the superheater. 

The pressure head available for natural circulation is given by 

Ap =g H (Po-Pa) (64) 
where H is the height of the riser (~ furnace), pp is the density of saturated 
water in the downcomer, and p,, is the mean density of steam-water mixture in 
the riser. For simplicity, the mean density, p,, may be taken as the arithmetic 
mean of the densities at the bottom and top of the riser, or 


P bonam * Pip 
EUH isi ER б. 
2 (6.5) 


Now, Prottom = Pp айй Pop = МО» Diop = Up + Krap Ug, where x, is the 
quality of the mixture at the top of the riser and is often referred to as the top 
dryness fraction (TDF). 

The maximum height of the furnace (H) is fixed by the rate of burning of 
fuel and the heat release rate. For a certain H, 


A p &(pp Pm) (6.6) 

Higher is the density difference, more will be the pressure head available for 
natural circulation. However, the density differential decreases as pressure 
increases (Fig. 6.9). It is observed in the figure that the difference in specific 
volume (0, — 2р) or the difference in density (ру — p,) of saturated liquid and 
saturated vapour decreases with increase in pressure. At the critical pressure, 


v, = v; and p, = p; and there can be no natural circulation. 


Pon 


(a) (b) 


Fig. 6.9 Differentials in specific volume and density varying with 


pressure 
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Risers installed all around the four walls of the furnace act as cooling tubes 
or a water wall and carry away the heat from the furnace at the same rate at 
which heat is released in it by the burning of fuel. For this reason, adequate 
circulation must be provided in the circuit. If the circulation is not adequate, the 
rate at which heat is carried away will be less than the rate of heat release, and 
the difference will be stored in the metal of the riser tubes leading to their 
overheating and ultimately rupturing when the tube temperature exceeds the 
melting point of the metal. 

If the boiler pressure is greater than 30 bar, the downcomers are placed 
outside the furnace so as to secure more density difference for natural 
circulation. If both downcomers and risers are placed inside the furnace and 
heated, the density difference will be less. However, for pressures less than 30 
bar, both are placed inside, with the risers installed in the hotter zone. The tubes 
which are heated more will act as risers and the tubes which are heated less act 
as downcomers. 

If the pressure of steam exceeds 180 bar, the density difference (py — p,) 
becomes so small (Fig. 6.9) that natural circulation cannot be relied upon and 
then forced circulation is used where a pump circulates saturated water through 
all the risers around the furnace walls (Fig. 6.10). 
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Fig. 6.10 Forced circulation system 


There is a term called “circulation ratio” (CR) used in this connection. It is 
defined as 


Flow rate of saturated water in downcomers 
Flow rate of steam released from the drum 


It refers to the amount of saturated water to be circulated through the 
downcomer-riser circuit per kg of steam released from the drum. Therefore, 


Circlation ratio — 
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вт тт а | 
* m, m, m, /(m, +m) TDF (6.7) 


where т = mass of saturated water flowing through the downcomer-riser 
circuit during a certain time, 
m, = mass of steam released from the drum during the same time, 
m; =m — m, = mass of liquid water (saturated) at the riser exit 
TDF = top dryness fraction, i.e. the quality of liquid vapour mixture 
discharged from the riser into t 

The circulation ratio in a natural circulation bollera varies from one riser tube 
to another. The riser tubes located opposite to the burners have more thermal 
loading and generate more steam. So, these will have less circulation ratio. 
While the risers located in the corners of the furnace are relatively cooler, and 
so these will have more circulation ratio. However, the circulation ratio in any 
tube should not be less than 6, i.e. at least six kg of saturated water must 
circulate in the downcomer-riser circuit for each kg of steam released. 
Otherwise, the tube will get overheated and fail prematurely. The circulation 
ratio should again not be higher than 25 for effective utilization of the tube in 
steam generation. 

Too much steaming (or steam formation) is not desired in a riser tube and 
circulation ratio needs to be maintained above 6, From heat transfer 
consideration a wetted surface is always desired and nucleate boiling should 
always persist. Bubbles originate on the heated surface. If there is a high rate of 
heat transfer to the riser, there will be too much bubble formation with the result 
that the bubbles may coalesce and first form an unstable vapour film which 
continually collapses and reforms. With a still higher heat transfer, the vapour 
film may be stable. Since a vapour film has a much lower thermal conductivity 
than a liquid film, it will offer a large thermal resistance, almost blanketing the 
surface where it forms, as a result of which heat absorbed and carried away 
(Q5) will be much less than the heat transferred to the wall (Q,). The difference 
(Q,—Q.) will be stored in the metal of the tube with the increase in its internal 
energy (Fig. 6.11). Consequently, the temperature of the metal may exceed the 
melting point and the tube may rupture allowing tube leakage. 
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Fig. 6.11  Nucleate and film boiling in a riser tube 
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Downcomers are fewer in number and bigger in diameter, whereas risers 
are more in number and smaller in diameter. Downcomers are meant to make 
the water fall by gravity. Bigger the diameter, less the pressure drop due to 
friction, since pressure drop is inversely proportional to the tube diameter. 

LLL 
(6.8) 

So, the downcomers are made bigger in diameter, which may vary from 150 

to 200 mm or even higher, Now, 


m = (22D?) pr (6.9) 


where m, = mass flow rate of saturated water in the downcomers, kg/s 
п = number of tubes 
D = diameter of downcomer, m 
p, = density of saturated water at the boiler drum pressure, kg/m" 
V = average velocity of water in downcomers, m/s 


The circulation velocity Г depends on the circulation ratio in the tube, and 
may vary from 0.4 to 1.4 m/s depending on capacity. Thus, the number of 
downcomers required can be estimated from Eq. (6.9). It can be 6, 8 or as high 
as 20, again depending on the capacity of the steam generator. 

Risers absorb heat from the furnace. For the same total cross-sectional 
area, the smaller the diameter, the larger the surface area exposed to hot gas for 
heat transfer. Therefore, the risers are of smaller diameter, 62.5 to 76.5 mm, 
and larger in number compared to downcomers. 

It is required that nucleate boiling should occur in each riser tube and film 
boiling is avoided. Too much steaming and less circulation ratio in a riser may 
cause a departure from nucleate boiling (DNB) and an onset of film boiling. 
Recently, the water tubes in high heat absorbing areas of the furnace are 
provided with internal twisters and springs which break the vapour film and 
retard the onset of DNB. Tubes ribbed helically on their inside surface are often 
used now. The ribbing creates a centrifugal action that directs the water droplets 
to the vapour film clinging to the surface and to wash it away. 

The void fraction (a) of a two-phase mixture, often called volumetric 
quality, 1s defined as 


DE volume of vapour 
volume of liquid + volume of vapour 


Thus, & is the volume fraction of vapour in a liquid vapour mixture, The 
quality (x) is the mass fraction of vapour in the two-phase mixture. While the 


specific volume of a mixture of quality x is given by 
Uz(l-XWpRExU,—UptXxU, 
the density of the mixture of voidage a is given by 


p=(l-0P; + ор, = py + а Py 


Power Plant Engineeri 


Let us consider the two-phase flow in a riser (Fig. 6.12). Let 4; = cross- 
section occupied by saturated liquid 


Fig. 6.12 Two phase flow in a riser 
A, = eross-section occupied by vapour bubbles 


A à 
Then, б = E and l-r= fi 
Ay + A, Ar + A 
Ж a (6.10) 


A, @ 


When a twa-phase mixture is moving, the vapour, because of its buoyancy, 
has a tendency to slip past the liquid, i.e. move at a higher velocity than a liquid. 
The slip ratio 5 is defined as 


A _ velocity of vapour 
V. velocity of liquid 
at any cross-section of the riser, and it is greater than unity. Now, the quality x 
is given by 


(6.11) 
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ii 
= 
3 
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V === (6.12) 
Similarly, 


(6.13) 


(6.14) 
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x p 
Therefore, $ = хой TE 
1-х 4 % 
Substituting 4,/4, from Eq. (6.10), 
= U 
den (6.15) 


l- а Ue 


The slip ratio has been measured experimentally and found to vary between 
I and 10, approaching 1 at high pressures (where the liquid and vapour densities 
approach each other). As pressure increases, the slip ratio decreases. 

From Eq. (6.15), by re-arranging 


xD, | 
= ———— — а 
xv, +(l—x) 0, S Вы hae 
x v 
E 
po (6.16) 
Or, m . 
| —— y 
X 
„ Ur 
where y= —5 (6.17) 
U 
Ё 
Similarly, x= "E 079 (6.18) 
1-2 | 
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The axial heat flux distribution to the riser can be used to determine the 
quality distribution. Using a reasonable value of 5 (between 1 and 2), a void 
fraction (о) distribution along the height can be obtained. The mixture density 
distribution p is now found from 

p=(1~a)p;+ ap, (6.19) 
The average mixture density in the riser is now obtained from 


H 
ms 
== рс а (6.20) 


where т is the axial distance from the bottom of the riser. 
In the case of uniform axial heating, the above equation has been solved 
(EIWakil, 1985) to yield 


o Lace en) 
=De l- -1|In (6.21) 
Pa P y | la» J 1-@@-у) 
where a, is the void fraction at the riser exit. 


The total pressure head produced due to density difference, Eq. (6.4), is 
balanced by the pressure losses in the loop. 


Ap = gH(Pp~ Pm) = App + Apr + Арь + APheader (6.22) 
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where Арту = pressure loss in the downcomer, Ра 
App = pressure loss in the riser, Ра 
Арьс» = pressure loss in the bends ete., Pa 
AP header = pressure loss in the header, Pa 


provided there is no conversion of pressure to kinetic energy, as the fluid is 
discharged from the riser into the drum. 

Figure 6.13 shows three downcomers, a lower (collecting) drum or header 
from which water enters the riser tubes, nine heated risers, an upper collecting 
drum or header, and four pipes for delivery of the steam. Each circulation 
circuit, operating at the designed boiler pressure, has a definite circulation rate 
associated with it, and this depends on the thermal loading of that circuit. 
Variation of this loading causes automatic variation in the circulation and it is 
impossible to alter it by any external means. The resistance to fluid motion along 
a pipe is proportional to the square of the velocity, to the configuration (vertical 
or horizontal) and dimensions of the pipe, and on the density of the fluid, With a 
given system, the configuration and dimensions are given and so is the density 
of water and steam, and for a given thermal load, the steam formation rate 15 
known. The circulation rate and the velocity of steam—water mixture are 
unknown for each circuit. However, there exist definite circulation rates for 
which the expression, Eq. 6.22, applies. 
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Fig. 6.13 Circulation circuit in a natural circulation boiler 
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Risers discharge into the drum a mixture of water, steam, foam and sludge. 
Steam must be separated from the mixture before it leaves the drum. Any 
moisture carried with steam to the superheater tubes contains dissolved salts. In 
the superheater, water evaporates and the salts remain deposited on the inside 
surface of the tubes to form a scale, which is difficult to remove. This scale 
reduces the rate of heat absorption, ultimately leading to the failure of the 
superheater tubes by overheating and rupture. The superheater tubes are 
exposed to the highest steam pressure and temperature on the inside and the 
maximum gas temperature on the outside. They are made of the costliest 
material. So, utmost care is taken so that no damage is done to it by the 
excessive carryover of moisture with steam. Some of the impurities in the steam 
may be vaporized silica, which may cause turbine blade deposits. 

No vapour bubble should flow along with saturated water from the drum to 
the downcomers. This will reduce the density difference and the pressure head 
for natural circulation. The bubbles tending to flow upward may also impede 
the flow in the downcomer and thus affect circulation. The drum has to secure 
moisturc-free steam going to the superheater and bubble-free water going to the 
downcomer (Fig. 6.14). 


6.3.5 Steam Drum 
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Fig. 6.14 Separation of two-phase mixture in the drum 


Water is adequately treated prior to feeding it to the boiler as make-up. Still, 
it has some impurities in the form of total dissolved solids (TDS). These solids 
are expressed in ppm (parts per million). One ppm has one part impurity in 
million parts of water, by mass. Saturated water from the economiser is 
continuously entering the drum. Steam is separated in the drum and is taken to 
the superheater. So the solid content of water (TDS) in the drum goes on 
increasing. To maintain a certain ppm in the drum, blowdown is necessary. 
Blowdown may be intermittent or continuous. In utility boilers, continuous 
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blowdown is preferred for proper control of solid concentration and for energy 
recovery from it, if possible. Solids precipitate at the drum bottom and are 
removed along with some hot pressurized water by opening the blowdown 
valve at the drum bottom. Trisodium phosphate or tannin is injected into the 
drum periodically in suitable doses to help precipitate salts at the drum bottom. 
If the steam generator is viewed as a steady flow device, continuity of mass 
requires that the total solids entering be equal to the total solids leaving. 
Therefore, at steady state for continuous blowdown, 
Impurities in = Impurities out 
Oy X рриц,, = BD(ppm)au, + (1 7x) (PPM) er (6.23) 
where 
@ = rate of feedwater entering the drum, kg/s 
BD = rate of blowdown necessary, kg/s 
(9, = rate of steam flow from the drum, kg/s 
x = quality of steam leaving the drum 


The ppm of drum water depends on the pressure and varies from 1000 to 
2000. The ppm of moisture carryover is maintained at 1—3 ppm. 
The functions of the drum in a water-tube boiler can then be summarized as 
follows: 
1. To store water and steam sufficiently to meet varying load requirement. 
2. To aid in circulation, 
3. To separate vapour or steam from water-steam mixture, discharged by 
the risers. 
4. To provide enough surface area for liquid-vapour disengagement. 
5. To maintain a certain desired ppm in the drum water by phosphate 
injection and blowdown. 


Separation of steam from steam—water mixture discharged by the risers is 
one of the important functions of the drum. At low pressures (up to 20 bar) 
gravity separation is simply used, if sufficient disengaging surface is provided 
(Fig. 6.15a). Water being heavier separates out by gravity and steam moves up 
(pr >> p,). But at high pressures, separating force due to gravity is low. As 
pressure increases, the density difference (р; — p,) decreases and so the 
separating force also decreases. At 100 bar, e.g. the separating force is only 
35% of that at 20 bar, and it is difficult to achieve adequate separation and there 
is considerable moisture carried with steam. An improvement of the situation by 
increasing the drum size to provide greater disengaging area definitely is not 
economical in view of the large cost of high pressure drums. Therefore, a 
positive mechanical means of steam-water separation is required. 

Mechanical separators like baffles, screens and cyclones which are housed 
inside the drum for separation of steam-water mixture are known as drum 
internals. Baffle plates (Fig. 6.1 5b) act as primary separators. They change or 
reverse the steam flow direction, thus assisting gravity separation, and act as 
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Fig. 6.15 Steam drum separation (a) gravity, (b) baffle and screen, 
(с) cyclone and scrubber 


impact plates that cause water to drain off. Screens made of wire mesh act as 
secondary separators where the individual wires attract and intercept the fine 
droplets, just as fabric filters attract dust from gases. The accumulating water 
drops then fall by gravity back to the main body of water. 

At high pressures, where the density differential between water and steam 
diminishes, centrifugal forces, much greater than the gravity forces, are used. 
Cyclone separators (Fig. 6.15c) utilize the centrifugal forces for separation of 
two-phase mixture, which is entered tangentially to direct the water downward 
and to make the steam flow upward. The steam then goes through the zig-zag 
path in corrugated plates, called the scrubber or dryer, on the way out to help 
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remove the last traces of moisture. Finally, perforated plates or screens under 
the drum exit provide the final drying action. Drum internals of a controlled 
circulation boiler are shown in Fig. 6.15(d). 

Figure 6.15(е) shows the drum of a CEGB boiler (UK) where water from 
the economiser is supplied to the drum via a feedpipe along its length. A 
small pipe with a number of small holes along its length is used to distribute 
chemicals into the drum at intervals. The bottom of the cyclone discharges 
below the water level to prevent bubbles from going along with saturated 
water into the downcomers. Steam, while flowing through the scrubbers gets 
completely dried by a number of sharp changes in direction along its flow 
path. 
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Fig. 6.15 (d) Drum internals of a controlled circulation boiler 


Sometimes, the separation process involves a “washing” of the steam by 
passing it through a rain of the relatively pure feedwater before passing through 
the scrubber. Water of very low ppm is injected to reduce the ppm of the 
moisture carry-over, The steady state impurity balance gives 

@ (PPM); + Geo (PPM) aram = (e + Weg) (PPM cn . (6.24) 


where @, = rate of low-ppm water injection, kg/s 
@со = rate of moisture carry-over, kg/s 
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with the suffices "1" and “CO” denoting injection and carry-over respectively. 
The moisture carry-over will have the same ppm as the drum water. Steam 
washing also helps in reducing silica concentration in steam. The silica vapour 
is absorbed in the feedwater and so silica content in steam is reduced to 
acceptable levels. 

A boiler drum is said to be “priming” if there is too much moisture carry- 
over because of a high water level or a high steaming rate, Erratic feedwater 
control and rapid changes in steaming rate can induce priming. A certain water 
level in the drum should be maintained to give adequate steam space and reduce 
priming. 

Another phenomenon encountered in the delivery of impure steam is 
foaming. Foaming is a condition resulting from the formation of bubbles on the 
water surface. It is caused by the presence of saponification agents in the boiler 
water, like oil, certain dissolved salts and high alkalinity. Frequently, a surface 
blowdown connection is located on the drum at about the normal water level to 
allow some of the foam to be drawn off the water surface and wasted. 

Steam drums in utility boilers have diameters as high as 5 m, lengths more 
than 30 m and weigh a few hundred tonnes. They are made in cylindrical 
sections, called courses, which are welded together, and two nearly 
hemispherical heads which are welded to the ends. Drum size largely depends 
on the space requirements of all the internals to perform the steps of 
purification. 


6.3.6 Modern Water Tube Boilers 


It is now usual in public utilities to have only one boiler per turbine. This has 
made it possible to build even the largest power plant in unit design thus 
simplifying the piping systems and facilitating boiler and turbine control, 
especially in plants using steam reheating. 

The appearance of water-cooled furnace walls, called water walls, 
eventually led to the integration of furnace, economiser, boiler, superheater, 
reheater, and air preheater into the modern steam generator. Water cooling is 
also used for superheater and economiser compartment walls and various other 
components, such as screens, dividing walls, etc. 

Three design concepts of water tube boilers are illustrated in Fig. 6.16. Type 
A is a boiler with natural circulation as is type (a). Heat transfer to the water 
tubes around the walls is mostly bv radiation from the fuel flame and less hy 
convection from flue gases. Natural circulation is used up to steam pressures of 
approximately 180 bar, with separation of the steam from the water taking place 
in the boiler drum. Boilers with forced circulation by a special pump, originally 
known as La Mont boilers, are shown schematically as type B and also (b) in 
Fig. 6.16. They offer a certain amount of freedom in the arrangement of 
evaporator tubes and the boiler drum. Such boilers can be adapted to limitations 
in height and space. They are suitable for steam pressures up to 200 bar. Boilers 
operating at subcritical pressures («221.2 bar) which rely on a drum and 
recirculation, either natural or forced, are commonly known as drum boilers. 
Circulation in the boiler is often controlled by orifices, usually located at the 
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Fig. 6.16 Types of boiler circulation: А, (a) Natural circulation; 
B, (b) Forced circulation; C, (c) Once-through; D, (d) Once- 
through with recirculation (forced) 
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bottom of the tubes. They ensure even distribution of flow through the tubes in 
the waterwalls. 

Boilers can be designed to operate at pressures above the critical pressure 
(221.2 bar). No drum is necessary in such boilers since no separation of the 
water and steam occurs, the two being at the same density. Thus, there is no 
recirculation. The water enters the bottom of the tubes and is completely 
transformed to steam by the time it reaches the top, passing through the tubes 
only once. For this reason it is known as a once-through boiler, often referred 
to as drumless boiler. It is illustrated in type C as well as (c) and (d) of Fig. 6.16. 

Figure 6.17 shows a schematic flow diagram of a common natural 
circulation steam generator. Water at 170-260°C (depending on boiler pressure) 
from the high pressure feedwater heater enters the economiser and leaves 
saturated or as a two-phase mixture of low quality. It then enters the steam 
drum at midpoint (lengthwise). Water from the steam drum flows through 
insulated downcomers, which are situated outside the furnace, to headers. The 
headers are connected to the water tubes that line the furnace walls and act as 
risers. The water in the riser tubes receives heat mainly by radiation from the 
combustion gases and boils. The density differential between the water in the 
downcomers and that in the nsers helps circulation. Steam is separated from 
the bubbling water in the drum and goes to the convective or primary 
superheater (CSH) where heat is absorbed by convective mode. From the 
convective superheater steam goes to the radiant superheater (RSH) installed at 
the top of the furnace, where heat is absorbed by radiation. Steam leaving the 
radiant superheater goes to the desuperheater where water of high purity ts 
sprayed on to the steam to bring down the steam temperature to its desired 
value, if it exceeds the latter. From the desuperheater, steam finally goes to the 
pendent superheater (PSH) for further superheating before it leaves through the 
main stop valve to the high pressure (HP) turbine. Both RSH and PSH are often 
termed as secondary superheaters. Steam exiting the HP turbine goes back to 
the furnace for being re-superheated to the desired temperature in the reheater. 
Steam after being reheated flows to the intermediate pressure (IP) turbine for 
further expansion. 

Atmospheric air fed by a forced draught (FD) fan is preheated by the 
outgoing flue gases in a heat exchanger called air preheater (APH). Air heated to 
the desired temperature, which varies from 250 °C to 400 °C depending on the 
type of coal burnt, is split into two streams, primary and secondary. Hot 
primary air (15—30% of total air) flows to the pulverizer to dry the coal for 
better grinding and also to help push the coal particles through the burners into 
the furnace. The hot secondary air flows into the windbox and gets distributed 
to the burners to help combustion, Fuel burns in the furnace with great intensity 
to some 1350°C or even higher, depending on the quality of coal. The 
combustion gases impart portions of their energy to the water tubes (risers) and 
then to the superheaters, reheater, and economiser, and leave the latter at about 
450 °C. From there they preheat the atmospheric air in the APH, leaving it at 
about 160°C. Dust collectors and electrostatic precipitators (ESP) collect the 
entrained solid particles (mostly ash) from the flue gas stream. An induced 
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draught (ID) fan draws the flue gases from the furnace and sends them through 
the stack to the atmosphere. The exiting gas temperature (160 °C) represents 
an availability loss to the plant but it is accepted because of the following 
reasons. 

(1) The gas temperature should be kept well above the dew point 
temperature of the water vapour in the gases (equal to saturation 
temperature at the partial pressure of water vapour) to prevent 
condensation which would form acids (with SO, or SO4) that would 
corrode metal components in its path. 

(2) The flue gases must have enough buoyancy to rise in a high plume above 
the stack for proper atmospheric dispersion. 

From the dry bottom furnace the clinkers fall to the clinker grinder to be 
broken to pieces and then carried by water in a hydraulic sluice whereto also 
falls the ash from the dust collectors and the precipitator. 

Another modern natural circulation two-drum boiler is shown in Fig. 6.18, 
where bulk of the steam is generated in the radiant boiler tubes along the furnace 
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Fig. 6.18 Atwo drum natural circulation steam generator 


walls. The steam water mixture flows upward to the main steam drum (upper 
drum), where a centrifugal separator separates the steam and water. After 
passing through a dryer, the steam proceeds to the two convective superheaters. 
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In the superheater, the hot gases leaving the furnace superheat the steam to the 
desired temperature, Feedwater is fed to the drum from which water flows 
downward through the tubes at the far left to the lower drum. This drum feeds 
liquid to the radiant tubes all around the furnace, where it is partially vaporized. 
The left hand tube bank acts as an economiser. The exiting gases then proceed 
to an air heater, where they preheat the combustion air. 

Figure 6.19 shows another typical single drum water tube boiler with natural 
circulation. For this type of boiler the capacity varies from 136 to 3200 t/h. The 
steam conditions are usually subcritical with throttle pressure 126-175 bar and 
the temperature around 540 °C. The boiler can use coal, lignites, oil and natural 
gas as the fuel. 
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Fig. 6.19 Radiant boiler for puliverized coal 


The general arrangement of a modern water-tube steam generator showing 
all the essential components is shown in Fig. 6.20 (a). Figure 6.20(b) shows the 
cross-section of the 210 MW Babcock downfired boiler installed in Bokaro "B" 
thermal power station (DV C), which burns low volatile high ash coal. The back 
pass is divided into two parallel sections: one consisting of horizontal reheater 
tubes and the other horizontal primary superheaters. The economiser is located 
below both the banks across the flow path. 
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The 500 MW NTPC units have single drum natural circulation reheat units 
with steam condition at 170 bar, 540 °C/540 °C, while the 210 MW units have 
steam condition at 135 bar, 540 °C/540 °C. The CEGB (UK) has 660 MWe 
boilers operating at 165 bar outlet pressure with superheater and reheater 
temperatures of 568 °C, and designs are now being offered of 900 MWe 
capacity with steam conditions of 182 bar, 568 °С/568 °C. The superheater 
outlet pressure of these latter boilers represents the upper limit of drum-type 
natural circulation boilers. Figure 6.20(c) shows the schematic of a 660 MWe 
CEGB boiler, while Fig. 6.20(d) shows the gas and steam/water flow paths 
between the boiler components. The back pass is divided into two parallel gas 
paths, one containing primary superheater and the other convective reheater 
with an economiser across both. Figure 6.20(е) gives a comparison of fossil- 
fired boilers over about 25 years, from 1952 to 1974, with evaporation capacity 
increasing from 55 to 560 kg/s and the furnace height from 32 to 61.4 m. 
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Fig. 6.20 (a) General arrangement of a modern water-tube steam 
generator 
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Fig. 6.20 (b) Cross-section of a 210 MW Babcock down-fired steam 
generator (Bokaro 'B' thermal power plant, DVC) 
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© |. Feed water inlet 
2. Economisers 
3. Bottom bank 
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7. Primary superheater outlet legs 
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Fig. 6.20 (с) Section through a 660 MW CEGE steam generator 
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Fig. 6.20 (d) Block diagram showing boiler elements and 
flowpaths in the 660 MW CEGB steam generator 


Boiler water wall The water wall consists of a number of water or 
evaporation tubes (risers) spaced all around the walls of the furnace and carries 
away the heat released in the furnace by the burning of fuel. The water tubes 
could be installed in various ways as shown in Fig. 6.21 such as (a) tangent 
tubes touching the refractory wall, (b) tubes embedded in the refractory, (c) 
studded tubes, and (d) membrane tubes. The membrane water wall is now 
more common. It consists of tubes spaced on centres having centre-to-centre 
distance varying from 1.2 to 1.3 times the tube diameter. The tubes are 
connected by bars or membranes welded to them at their centre lines. The 
membranes act as fins to increase the heat trasfer as well as to strengthen the 
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furnace construction. Insulation 13 provided on the outer side of the wall, and 
then a metal lagging is given to protect the insulation. The tube diameter varıes 
from 68 to 76.2 mm. 


Evaporatıon 55 kg/s 
(about 1952) 


61.4 m 


Evaporation 560 ka/s 
(about 1974) 


(a) 


Fig. 6.20 (e) Comparison of fossil fuel-fired steam generators over 
25 years 


The water wall absorbs heat mainly by radiation. Heavier triatomic gases like 
CO,, H,O vapour, SO, etc. are selective radiators emitting and absorbing 
radiation in certain ranges of wavelengths, mostly outside the visible range. The 
radiant energy absorbed by the water wall depends on the (Т; - Т), T, and Ty 
being the gas and wall temperature (K) respectively, the partial pressures of the 
gases (Рис. Poo, etc.) and the shape and size of the gases (view factor). This 
heat is conducted through the membranes and tube walls and is then convected 
to the two-phase mixture inside the tubes by nucleate boiling heat transfer. The 
heat transfer resistance of the latter is much smaller than the others and is often 
neglected in design calculations. 


Forced circulation and once-through boilers ^ number of 
modern boilers use forced circulation. rather than natural circulation. One 
scheme (La Mont type) is illustrated in Fig. 6.22. The operation is basically 
similar to a natural circulation unit, with a pump being used below the down- 
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Fig. 6.21 Different types of water-wall: (a) tangent tubes touching 
the refractory wall, (b) tangent tubes embedded in the 
refractory, (c) studded tubes, (d) membrane tubes 
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Fig. 6.22 Modern forced circulation steam generator of La Mont 
type 
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comer for circulating water through the risers. These are used at very high 
pressures (often above 160 bar), where the reduced density difference between 
liquid and vapour limits the natural circulation. They are often called pump- 
assisted circulation units since the natural circulation head is still significant. 
Assisted circulation boilers can supply between 130 to 3000 t/h of steam, 
depending on the design, at pressures ranging from 115 to 165 Баг. 

Both natural circulation and assisted circulation steam generators are 
designated as recirculating units, since only a fraction of water is evaporated in 
the riser tubes, and the steam separated in the drum proceeds to the superheater 
(Fig. 6.23а). In an once-through (OT) boiler, the feedwater goes through the 
economiser, furnace walls, and superheater sections, changing sequentially to 
saturated water, saturated steam, and superheated steam in one continuous pass 
(Fig. 6.23b). No steam drum is required to separate saturated steam from boiling 
water and no water recirculation takes place. Reheating of steam after it is 
expanded in the h.p. turbine is performed in a reheater in the usual manner. 
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Fig. 6.23 Schematic flow diagram of (a) drum type and (Б) 
once-through steam generators. SU = superheater, 
EC = economiser 


The once-through boiler is the only type suited to supercritical pressure 
operation (above 221.2 bar) because there is no latent heat of vaporization 
involved, and water on being heated at constant (assumed) supercritical pressure 
suddenly flashes into vapour, there being no saturation temperature as such, and 
the vapour is further heated to the desired temperature in the superheaters. 
Although there is no drum, but there should be a transition section where @те 
water is likely to flash in order to accommodate the large increase in volume. 
Water enters the boilers at one end of a number of parallel paths and emerges at 
the outlet as superheated steam. Movement of the water is forced by the boiler 
feed pump. 
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A large number of pioneering super-critical pressure once-through boilers 
were built for the utility industry, many with double reheat, with steam pressures 
of the range 310-345 bar and steam temperatures 620-650 °C and cross 
compound (two-shaft) turbines. To reduce operational complexity and improve 
equipment reliability, moderate steam conditions of 240 bar and 540-565 °C 
were used. However, the use of higher steam conditions lowers the heat rate. 
Figure 6.24 shows a simplified view of a C.E. Sulzer Monotube Steam 
Generator with a triflux reheater where steam is reheated partly by steam and 
partly by the gas. The name derives from the feature of using continuous tubes 
from the inlet to the outlet of the evaporating section. This avoids the 
distribution problem inherent in a design employing intermediate headers. 
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Fig. 6.24 Simplified diagram of a sulzer monotube steam 
generator with triflux reheater 


Subcritical boilers may also use the once-through design, incorporating steam 
and water separation and removal of a small amount (about 595) of the water to 
permit blowdown of concentrated solids. The economical range of pressure varies 
from 138 to 276 bar and the steam output varies from 3.8 to 1260 kg/s. 

A principal advantage of the once-through boiler is that it does not require 
circulating pumps or drums. Energy required for circulation is provided by the 
feed pump. The design is well suited to quick starts and rapid load changes, and 
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since it utilizes small diameter tubes, it has no drum, and provides positive 
circulation under all operating conditions. The prime disadvantage is the 
requirement of extremely pure boiler water, about 0.1 ppm TDS in the 
supercritical design, since all solids present are deposited in the tubes or carried 
along with steam to turbine. In the subcritical pressure range, the limitation ts 
slightly less severe since there is some blowdown of boiler water. The capital 
costs for a supercritical steam generator are а few per cent higher than those of 
a drum type subcritical one of the same capacity, but because of the increased 
efficiency of the power plant the capital costs of the turbogenerator, as well as 
other components (condenser, cooling towers, feedwater heaters, etc.) are 
lower. The net effect is that the total production costs of electricity are lower 
for the supercritical cycle with double reheat. 

Forced circulation is often adopted in low pressure waste heat boiler 
(HRSG) to enhance heat transfer (absorption) from waste gases since the heat 
transfer coefficient in forced circulation riser is more than that in natural 
circulation. 


6.4 | ECONOMISERS 


An economiser is a heat exchanger which raises the temperature of the feedwater 
leaving the highest pressure feedwater heater to about the saturation temperature 
corresponding to the boiler pressure. This is done by the hot flue gases exiting the 
last superheater or reheater at a temperature varying from 370 °C to 540 °C. The 
term *economiser" was used historically because the throwing away of such high 
temperature gases involved a great deal of energy loss. By utilizing these gases in 
heating feedwater, higher efficiency and better economy were achieved, and 
hence the heat exchanger was called "economiser". 

Modern economisers are often designed to allow some boiling of the 
feedwater in the outlet sections, up to 20 per cent quality at full power, less at 
part loads. They are often termed as “steaming economisers”, 

Economiser tubes are commonly 45-70 mm in outside diameter and are 
made in vertical coils of continuous tubes connected between inlet and outlet 
headers with each section formed into several horizontal paths connected by 
180° vertical bends. The coils are installed at a pitch of 45 to 50 mm spacings, 
which depends on the type of fuel and ash characteristics. 

Figure 6.25 shows an economiser coil and the temperature profiles of flue 
gas and water heated to saturation temperature. 

The rate of heat transfer from the flue gases to feedwater is given by 
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where Ar, „ = log-mean temperature difference 
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where U, = overall heat transfer coefficient, h., = heat transfer coefficient due 
to scale formed on the inside of the tubes, Л, = inside heat transfer coefficient 
(water side), К = thermal conductivity of wall material, A=nnd i, A, =n 
d, I, I = length of one coil, n = number of coils, A, m = the log-mean area 
= (A, - A; V(In АА), Xy = thickness of tube wall, Ap = heat transfer coefficient 
due to solids (ash and soot) on the outside surface of tubes, and A, = heat 
transfer coefficient of the outside film (gas-side). If the resistanaces due to 
scale (1//.. 4,) and fouling (1l/h;,4,) are neglected (considering them to be 
clean), and if the wall thickness is small, then the overall heat transfer 
coefficient 1s 


eee (6.27) 


The gas-side heat transfer coefficient is much less than the water-side heat 
transfer coefficient, i.e. A, << h To compensate this, the outer surface of the 
tubes may be finned to increase the surface area of heat transfer. Both gas and 
liquid flow under forced convection, for which 


Nu =ЯБе, Pr) 


where, Nu = Nusselt number = Ad/k,, Re = Reynolds number = V div, у, = 
kinematic viscosity of fluid, Pr = Prandtl number = (с, Heke Mp = dynamic 
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viscosity of fluid, and k; = thermal conductivity of fluid film. If the flows are 
turbulent, Dittus-Boelter equation can be used to evaluate heat transfer 
coefficient as given below 


Nu =0.023 Re pr" (6.28) 


where n= 0.4 if the fluid is heated and м = 0,3, if the fluid is cooled. 
With the help of Eqs (6.27) and (6.28), U, can be estimated, and from 
Eq. (6.25) the surface area A, needed can be ascertained, where 4, — n m d, г. 
Since feedwater is flowing through the tubes, at exit from the economiser, 
with water being saturated, 


бы = (n= d? ) e (6.29) 
4 U; 
where Fa, = velocity of fluid at exit and v; specific volume of saturated water. 

Higher is the fluid velocity (or Reynolds number), less will be the film 
thickness and more will be the heat transfer coefficient. But higher velocity 
means more pumping power required, i.e. more power is required to be 
imparted to the fluid (F Ap), where F is the volume flow of fluid (= py Up = А, 
Fiw) the power required is thus proportional to the cube of fluid velocity (since 
Ap a F E These two conflicting considerations of higher heat transfer and 
more pumping power lead to the optimization of fluid velocity. On the gas-side, 
the velocity of flue gas is about 10-12 m/s and on the water-side, the water 
velocity is limited to 1—1.2 m/s. If the water velocity Fe, 1s prescribed, from 
Eq. (6.29), the number of parallel coil paths required to accommodate the given 
flow can be estimated, and since A, has already been computed, the length of 
one coil (/) can be determined. 

If the clearance C is given on two sides of the gas duct of width В 
(Fig. 6.25), then the number of turns, м, of one coil can be estimated from 
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Again, if the vertical pitch or the centre-to-centre distance of the consecutive 
horizontal tubes forming the coil, р, (Fig. 6.26) is assumed, then the height of 
duct occupied by the economiser is equal to 
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Fig. 6.26 Section x-y in Fig. 6.25[a): height of the economiser duct 


heco =" ХР (6.31) 
The economiser is generally placed between the convective superheater and 
the air preheater. 
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The superheater is a heat exchanger in which heat is transferred to the saturated 
steam to increase its temperature, It raises the overall cycle efficiency. In 
addition, it reduces the moisture content in the last stages of the turbine and 
thus increases the turbine internal efficiency. 

In modern utility high pressure boilers, more than 40% of the total heat 
absorbed in the generation of steam takes place in the superheaters. So, large 
surface area Is required to be provided for superheating of steam. 

Superheaters are commonly classified as either convective superheaters, 
radiant superheaters or combined superheaters, depending on how heat is 
transferred from the gases to steam. Convective superheaters are located in the 
convective zone of the furnace, usually ahead of the economiser. Earlier designs 
screened the convective superheater from the furnace radiation by a bank of 
water filled tubes which not only protected them from combustion flames and 
high temperature, but also intercepted the slag particles and reduced slagging 
problems. The convective superheaters are often termed as primary 
superheaters where saturated steam from the drum is admitted. Although the 
disposition of heating surface varies widely with the design of the steam 
generator, a typical arrangement is shown in Fig. 6.17. After convective 
superheater (CSH), the steam proceeds to the radiant superheater (RSH) which 
is placed in the radiant zone of the furnace near the water-wall to absorb heat by 
radiation. Steam leaving the radiant superheater goes to the desuperheater where 
highly pure water ts directly sprayed on to steam in such a quantity that the 
temperature of steam after the last stage of superheating in the pendant 
superheater (PSH) does not exceed the rated value. The pendant superheater 15 
a combined superheater in the sense that it receives heat partly by convection 
and partly by radiation. The radiant and combined superheaters together are 
often termed secondary superheaters. 

Figure 6.27 shows the heat absorption in the three kinds of superheaters. 

The energy balance of the convective superheater (Fig. 6.28) gives 

Осн = п Сре (ty, — te) = @ (hy - hy) 
=U, A AAD top man (6.32) 
3 Eye Anadl {= length of one coil 
Us h k d = 
and n = number of coils. Since it is a gas-to-gas heat exchanger with low 
h; (steam) and ^, (gas), the overall heat transfer coefficient U, is also low, Now, 
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Fig. 6.28 Convective superheater coil and the temperature profiles 


where Г, is the average velocity of steam in the superheater. For intermediate 
pressure boilers, the steam velocity may be about 22 m/s, for high pressure 
boilers it is about 12 m/s and for very high pressure boilers it is 10 m/s 
(approximate). 

Superheaters and reheaters are made of tubes 50 to 75 mm OD in utility 
boilers. The smaller diameters have lower pressure stresses and withstand them 
better. The larger diameters have lower steam-flow pressure drops and are 
easier to align. The number of coils (лт) needed for the flow is estimated from 
Eq. (6.33) and the length of one coil (/) is determined after 4, is computed from 
Eq. (6.32). 

Higher is the gas velocity (F,), higher will be the heat transfer coefficient on 
the gas side (Л) and higher also will be the pressure drop of gas (a V.) and 
hence, the pumping power (a V7). Calculations involving the cost of heating 
surfaces, electrical power and so on in driving fans have given a figure of 
20 m/s as an economic gas velocity (Kholodovskii, 1965). However, this 
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economic gas velocity is not achieved in boiler plant because damage to heating 
surfaces by erosion from the fly ash in the flue gas increases as the cube of gas 
velocity, i.e., 

Erosion rate a V (6.34) 

Thus, the greater the ash content of the fuel, the less is the allowable gas 
velocity in the system. For low-ash coals, the gas velocity in the superheaters 
and economisers should not exceed 12 m/s, while in tubular air preheaters it 
should be below 16 m/s. For high-ash coals, the gas velocity should be limited 
to 8 m/s in superheaters and economisers, and in air preheaters it should be 
limited to 13 m/s. 

As demand for steam increases with increase in load, fuel and air flow and 
hence, combustion gas flow are increased. The convective heat transfer 
coefficients (A, and A) increase both inside and outside the tubes, increasing the 
overall heat transfer coefficient (U) between gas and steam faster than the 
increase in mass flow rate of steam alone. The combustion temperatures do not 
materially change with load. Thus, the steam receives greater heat transfer per 
unit mass flow rate, and its temperature increases with load (Fig. 6.29). 


steam-outlet temperature 


Steam flow, per cent 


Fig. 6.29 Steam-outlet temperature response of convective, 
radiant, and combined (їп series) superheater 


The radiant superheater located in the radiant zone of the furnace permits 
greater heat absorption (Fig. 6.27) by the radiative mode of heat transfer. 

Орен = бАтЁ (Te — To) = with) (6.35) 

where, c = Stefan-Boltzmann constant = 5.67 x 10° W/m°K*, Ат = total 

surface area of superheater exposed to the flame, m’, Кы = view factor with | 

respect to flame and wall, 7; = flame absolute temperature, К, and 7, = wall ' 

absolute temperature, А. Now, ty = fa + 50 to 75°C. 
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Since 7,7» T, , Орен ЕТ} 

Now, 7; is not strongly dependent on load. As the steam flow increases with 
load, the heat transfer per unit mass flow decreases. Thus, an increase in steam 
flow due to an increased load demand would result in a reduction in exit steam 
temperature, the opposite effect of a convection superheater (Fig. 6.29). The 
combination of convective and radiative superheaters in series gives a relatively 
flat curve for steam outlet temperature and is thus insensitive to load change. 

The steam velocity in radiant superheater 18 approximately 7.5 m/s, 
coefficient of heat transfer is about 3140 W/m? К and heat flux 116.28 kW/m”. 

Pendant type superheaters (PSH) are hung or suspended from above 
(Fig. 6.30). They have the advantage of firm structural support but the 
disadvantage of flow blockage by condensed steam after a cold shut down. И 
needs a slow restart to purge the water that accumulates in the bottom of each 
coil (by condensation, from previous run). 
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Fig. 6.30 Pendant (mixed flow) superheater 


In a PSH, about 3/4th of the heating surface is made counter flow, while the 
remaining l/4th acts in parallel flow (Fig. 6.30). If the entire coil were in 
counter flow, the exit end of the superheater coil will be subjected on the inside 
to the maximum steam temperature (say, 560 °C) and on the outside to the 
maximum gas temperature which may be about 1100 °C. This departure from 
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the most economical arrangement (counter flow) is done by making a few turns 
act in parallel flow so as to avoid the exit end of the superheater being damaged 
by metal failure. The velocity of steam in the tubes must range from 15 to 
25 m/s depending on the permissible pressure drop. 

Radiant and pendant superheaters (RSH and PSH) can be in the form of 
coils or platens. Figure 6.31 shows different types of superheater coils. The 
bank of tubes becomes most compact when double-coiling is used (b and c). 
Platens are also hung from above and can be in various forms (Fig. 6.32). They 
are also compact heat exchangers, providing large surface area per unit volume. 


(a) (b) (с) 


Fig. 6.31 Types of superheater coils: (a) single coil, (b) double coil 
one tube, (c) double coil two-tube 


(a) (b) 
Fig. 6.32 Types of platens (SH): (a) triangular, (b) rectangular 
Essentially, the modern boiler is designed with two parallel gas flow paths at 


the rear of the boiler prior to the air preheater (Fig. 6.20b). One gas path 
contains convective superheater surface, while the other contains convective 
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reheater surface. A gas-tight baffle separates the two flow-paths. A common 
economiser is usually situated across both the two flow paths. The quantity of 
gas flowing down each of the two parallel flow paths is regulated by the gas 
dampers usually situated below the economiser surfaces. The reheat steam 
temperature control system is linked to control the damper position regulating 
the gas flow down the reheat gas pass. 


6.6 | REHEATERS 


The design considerations for reheaters are similar to those for superheaters. 
Although the steam outlet temperatures are about the same, the overall 
temperatures are lower and the steam pressures are about 20-25% of those in 
the superheaters (Fig. 6.33). The pressure stresses are, therefore, lower and a 
lower grade steel alloy 18 tolerated. In addition, larger tube diameter with higher 
stresses may be used to reduce the pressure losses in the reheater. 
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Fig. 6.33 Convective reheater 


The rate of heat absorption in the reheater (Fig. 6.33) is 
Орн = o, — hy) = mes y — ty) 
=U A, Atm (6.36) 
where 4, =n zt d, і, n = number of coils, / = length of one coil, and 


1 l xx. dl 
U, h; Ihr h, 
' = Л 2 5 
Again, ü, = С d; ) => (6.37) 
| 4 U 


where F, is the steam velocity, say, at inlet, and v, is the specific volume at that 
section (inlet). 
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The reheater is usually located above the primary or convective superheater 
in the convective zone (Fig. 6.17) of utility boilers. It consists of a number of 
vertical coils of horizontal tubes connected between two headers, similar to the 
economiser and CSH. Steam comes from the h.p. turbine and after being 
reheated it goes to the 1.p. turbine for further expansion. 

In modern high pressure boilers, reheaters are normally in two sections. The 
primary section is placed in the convective zone of the backpass and the 
secondary section is placed just at the furnace exit hanging from the top, known 
as pendant reheater. 


6.7 | STEAM GENERATOR CONTROL 


The object of steam generator control is to provide the steam flow required by 
the turbine at design pressure and temperature. The variables that are controlled 
are fuel firing rate, air flow, gas flow distribution, feedwater flow and turbine 
valve-setting. The key measurements that describe the plant performance are 
steam flow rate, steam pressure, steam temperature, primary and secondary air 
flow rates, fuel firing rate, feedwater flow rate and steam drum level, and 
electrical power output. The control system must act on the measurement of 
these plant parameters so as to maintain plant operation at the desired conditions. 

Most modern control instrumentation employs closed loop control. In this 
mode, the actual output of the system is measured and compared to some 
demand signal (set point). The difference between the measurement and 
demand, called the error signal, is then used to reduce the difference between 
measurement and set point to zero. Proportional control is the simplest type of 
closed loop control. In this mode, the controller output is proportional to the 
error signal. The control signal will be either directly or inversely proportional to 
the error signal, depending on the control action required. 

Only a few basic control systems related to feedwater and drum level, steam 
pressure and steam temperature are discussed below. 


6.7.1 Feedwater and Drum Level Control 


Feedwater and, therefore, steam flow is controlled to meet load demand by the 
turbine and at the same time maintain the level of water in the steam drum within 
relatively narrow limits. Normally, the water level in the drum is maintained 
half-full up to the diametral plane. A high steam consumption by the turbine, 
combined with low feedwater supply would lower the water level in the drum. 
A three-element automatic control system, of which the drum level is one 
element, is shown in Fig. 6.34. The drum level sensor responds to the error 
between actual drum level and its set point, such as in the case of high steam 
consumption and low feedwater supply, and acts on the controller to increase 
the feedwater valve opening to meet the steam flow demand. This action may 
‚be too slow and is supplemented by sensors for feedwater and steam flow. The 
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difference between the signals from these two sensors anticipates changes in 
drum level and sends a signal to the controller to actuate the valve in the desired 
direction. 
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Fig. 6.34 Schematic of a three-element feedwater control system 


6.7.2 Steam Pressure Control 


The steam pressure control system, sometimes called the “boiler master”, 
maintains steam pressure by adjusting fuel and combustion air flows to meet the 
desired pressure (Fig. 6.35). When pressure drops, the flows are increased. A 
steam pressure sensor acts directly on the fuel flow and air flow controls, such 
as the pulverized coal power drives and forced draught fan, to affect the desired 
changes. А trimming signal from fuel flow and air flow sensors maintains the 
proper fuel-air ratio. Since it is often difficult to obtain accurate fuel flows, à 
steam flow sensor is sometimes substituted for the fuel flow sensor. Usually, 
about a 5 — s delay is allowed when changing coal flow and air flow to ensure 
the prevention of a momentary rich mixture with high fuel-air ratio and thus 
assure smoke-free combustion. 


6.7.3 Steam Temperature Control 


An accurate control of superheat temperature is important for efficient power 
plant operation. The principal variables affecting superheat temperature are: (1) 
furnace temperature, (2) cleanliness of radiant and pendant superheaters, (3) 
temperature of gases entering the convective superheater, (4) cleanliness of 
convective superheater, (5) mass flow rate of gases through the convective 
superheater, (6) feedwater temperaure, and (7) variation of load on the unit. 
These variables are not unrelated but the inter-relationships among them are not 
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simple. The last one, i.e. the effect of load variation on superheat temperature 
is, however, the most important. 
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Fig. 6.35 Schematic of a steam pressure control system 


A reduction in steam temperature results in loss in plantefficiency, e.g.,adrop 
of about 20 °C in steam temperature results in about 1% increase in heat rate. On 
the other hand, a rise in steam temperature above design value may result in 
overheating and failure of superheater and reheater tubes and turbine blades. 

The temperature of the saturated steam leaving the drum corresponds to the 
boiler pressure and remains constant if the steam-pressure controls are in 
working order. It 15 the superheater-reheater responses to load changes which 
need to be corrected. There are several ways of doing this as given below. 


1. Combined radiant-convective superheaters Radiant and 
convectives superheaters are arranged in series to yield a relatively flat final 
steam temperature over a wide load range (Fig. 6.29), by taking advantage of 
their opposite steam temperature responses to load variation, as explained in 
Section 6.5. 


2. Desuperheating and attemperation Control by attemp- 
eration means that the steam temperature is reduced by removing energy from 
the steam. In a tubular type, a portion of steam (уи) taken out through tubes 
from a point between the primary and secondary superheaters by an automatic 
valve diverted to a shell-and-tube heat exchanger where boiled water from the 
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drum may be circulated. The steam gives up some of its energy to that water 
and re-mixes with the primary steam (м) before entering the secondary 
superheater (Fig. 6.36). 


Fig. 6.36 Control of steam temperature by attemperation 


А spray type attemperator, also called desuperheater (Fig. 6.37) reduces the 
steam temperature by spraying low temperature water from the boiler drum or 
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Fig. 6.37 A spray attemperator for steam temperature control 
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economizer exit into the line between the primary and secondary superheaters 
(Fig. 6.38) or the radiant and pendant superheaters (Fig. 6.17). The spray nozzle 
injects water into the throat of a mixing venturi, where the water mixes with 
high velocity steam in the throat, vaporizes and cools the steam. The venturi and 
a thermal sleeve (a high chrome steel) protect the main steam pipe from thermal 
shock caused by any unvaporized water droplets that otherwise might impact 
оп the pipe. The water used for spray must be of high purity so that no deposits 
(scale) are added on the superheater tubes, pipes, and turbine blades. The spray- 
type desuperheater or attemperator has been quite satisfactory in its service. It 
provides a rapid and sensitive means for temperature control, By regulating the 
amount of spray water, steam temperature is controlled to produce a flat 
temperature curve beyond point a (Fig. 6.39). Steam is heated from m to n in 
the primary superheater, cooled from n to o in the desuperheater by spray water, 
and again heated from о юр in the secondary superheater. 
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Fig. 6.39 Regulation of spray water results in a flat 
temperature curve 
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By energy balance at steady state (Fig. 6.38), 
ha + 0, А, =(@,+ 0) А, (6.38) 
where, 
0) and œ, = mass flow rates of steam and water, respectively, kg/s 
А. and #, = specific enthalpies of steam and water, kJ/kg. 


If the desuperheater is located after the last stage superheater, the steam 
temperature exceeds the maximum desired temperature before attemperation 
which is harmful. For example, if the maximum permissible steam temperature is 
560 °C and the desuperheater is after the last stage superheater, then at a reduced 
load the steam temperature may shoot up to 570 °C, which is brought down by 
water spray to 560 °С, However, the temperature has to be limited to 560 °C and 
cannot be allowed to exceed it. On the other hand, the desuperheater is located 
before the last stage superheater, then at rated load with no attemperation the 
steam temperature at the location should be, say, 510°C, which increases to 
560°C Бу absorption of heat in the last stage superheater. If at a reduced load the 
steam temperature af this location shoots up to 520 °C, then water will be sprayed 
to bring the temperature down to 510 °C, by which heat absorption in the last 
superheater rises to 560 °C before exiting to the steam turbine. The control is 
done one stage ahead and it 1$ the preferred practice. 


З. Gas by-pass or damper control If at any time the flow of gases 
through a convective superheater is reduced without changing the steam flow, 
then the final steam temperature will be reduced. Gas by-passing of the 
superheater or damper control utilizes this principle. If it is desired to have 
constant steam temperature for 3/4th steam flow and higher, then the 
superheater is designed to give the proper steam temperature at 3/4th steam 
flow. At greater steam flows, some of the flue gases arc by passed around the 
superheater to maintain the desired steam temperature by partial closing of the 
dampers under the superheater (Fig. 6.40). 


Flue gas 


PIER 


С Же 
DE 


Economiser 
pre Vn 
= 


И 
TEE О 


(ases 


Fig. 6.40 Steam superheat by gas by-pass or damper control 
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4. Gas recirculation In this system, gas from some point downstream 
of the superheater-reheaters, mostly from the economiser outlet, but sometimes 
from the air preheater outlet, is recirculated back to the furnace by means of a 
gas recirculation fan (Fig. 6.41). The function of the recirculated gas is 
to reduce furnace heat absorption by diluting the furnace gas and lowering the 
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Fig. 6.41 Gas recirculation for steam temperature control 


furnace zone temperature (radiant zone). The total gas enthalpy leaving the 
furnace tends to be increased, however, because of the greater gas mass. Thus 
the gas velocity and the heat transfer rate in the covective superheater are 
increased by recirculation. As load falls, a greater gas mass is recirculated to 
maintain full superheat. Figure 6.42 shows how the gas recirculation amount 
influences the heat absorption in the economiser, primary and secondary super- 
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Fig. 6.42 Effect ofgas recirculation on the heat absorption pattern 
at a constant firing rate 
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heaters, reheater and the furnace. The range of control possible with 
recirculation is, however, limited largely by the power consumption of the 
recirculation fans. In some gas recirculation systems, recirculated gas is 
admitted near the furnace exit. This is called gas tempering. The furnace exit 
temperature is here reduced without affecting the furnace heat absorption. 
Gas recirculation is sometimes used in series with desuperheating or 
attemperation for effective steam temperature control (Fig. 6.43). 


With gas 
recirculation 


Controlled 
superheater 


Steam temperature 


With 
attemperation 


Uncontrolled 
superheater 


0 Load, per cent 100 


Fig. 6.43 Gas recirculation and attemperation in series 


5. Excess air Increased excess combustion air has the effect of lowering 
furnace temperature. Since radıant heat transfer is a function of the difference 
ın the fourth power of the temperatures, furnace heat absorption will be 
materially reduced when furnace temperatures are lowered by the use of excess 
air. Thus, the gas temperature entering the superheater is actually increased. 
This increase in gas temperature along with the increase in mass flow raises the 
steam temperature. 

Although increased excess air 15 a means for steam temperature control, the 
increased mass of stack gas materially lowers the boiler efficiency. 


6. Tilting burners Tilting or vertically adjustable burners (Fig. 6.44) 
change the gas temperature entering the superheater section by changing the 
elevation of the fireball within the furnace. At low loads (steam flow), the 
burners are tilted upward (the usual range + 20°) so that the lower portion of 
the furnace becomes less effective in absorbing energy. Thus, the gases enter 
the superheater at a higher temperature than if the burners were fixed, and the 
steam temperature leaving the convection superheater can be maintained 
constant from less than one-half (50%) load to full load (100%). This is a 
satisfactory and economical method of temperature control. 


7. Burner selection Large steam generators have several burners that 
are arranged in horizontal rows. Since only some of the burners are needed at 
partial load, use of the upper row of burners will increase steam temperature in 
the same way as when the burners are tilted upward. 
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The effective furnace volume is reduced by not firing the upper burners at 
low loads (or by tilting the burners downward). The heat absorption at low 
loads is reduced and the gas temperature entering the convective superheater is 
kept near the desired level. 


8. Separately fired superheater Separately fired furnaces for 
superheat regulation give a good degree of control over a wide range. The rate 
of firing is adjusted to yield a flat steam temperature load curve. This system is 
not generally economical for large utility boilers and is usually used in the 
chemical process industry. 

Reheater outlet steam temperature is required to be controlled for the same 
reasons as those for regulating superheater outlet temperature, and the methods 
used are generally the same. 


6.8 | AIR PREHEATER 


The temperature of feedwater in present day's power plants with five or more 
feedwater heaters goes up to 170-280 °C, It means that the temperature of flue 
gases leaving the economiser cannot be below 270-480 °C (because for gas-to- 
gas heat exchange, the temperature difference between gas and air is, say, of 
the order of 100 °C). At such a high temperature of exit gases, the loss of 
energy with stack exhaust is high, and so the efficiency of the boiler will be low. 

It is possible to cool the exit gases in the heating of air supplied for the 
combustion of fuel. The use of hot air makes the combustion process more 
efficient by making it more stable and lessening the energy losses due to 
incomplete combustion and unburnt carbon. 

The application of hot air also leads to the increase of theoretical flame 
temperature and to the intensification of radiant heat transfer in the furnace, As 
a result of the increased furnace exit temperature, gas temperatures throughout 
the steam generator are raised above the levels which would prevail in the 
absence of an air preheater. This also enhances convective heat transfer in 
downstream heat exchangers. The gas temperatures exiting the air preheater 
vary from 135 to 180 °C, not only for the prevention of acid corrosion problems 
(to remain above dew point temperature) but also for proper dispersion of 
exhaust gases from the stack to the atmosphere. 

While flue gases enter the air preheater at temperatures varying between 315 
to 450°C and are cooled to 135-180°C, air is heated from FD fan outlet 
temperature (40-60 °C) to 280-400 °C and sometimes still higher. For the same 
energy input to the furnace, the preheating of air saves fuel. This saving in fuel 
and the consequent increase in boiler efficiency are approximately proportional 
to the air temperature rise in the air preheater. Typical fuel savings are 4% Гога 
110 °C rise in air temperature and above 11% for a 280 °C rise in air temperture 
in the preheater, 

Preheated air 15 also required for the operation of pulverized coal furnaces. 
Air (primary) of the temperature range 150 — 420 °C is needed for drying coal in 
the pulverizer. Air is also used for transporting pulverized coal to the furnace 
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and burning it there, Small stoker fired units do not need preheated air. However, 
it is beneficial to use preheated air in large stoker fired boilers, but the air 
temperature should not exceed 180 °C to prevent damage to the stoker moving 
parts. 

Air preheaters are in general divided into two types: the recuperative and 
regenerative, In recuperative air preheaters, heat is directly transferred trom the 
hot gases to the air across the heat exchanging surface. They are commonly 
tubular, although some plate types are still in use. Tubular units are essentially 
counter-flow shell-and-tube heat exchangers in which the hot gases flow inside 
the vertical straight tubes and the air flows outside (Fig. 6.45 (a) and (b)). 
Baffles are provided to maximize air contact with the hot tubes. The tubes are 
mechanically expanded into top and bottom tube sheets. The rate of heat 
transfer from gas to air is given by 


Flue gas а, ty 


Fig. 6.45 (a) Tubular air preheater 
Олюн 7 0X Cn, (i fg) T Ah Cp, Wa, fa) 
E UA, (Айы, meum (6.39) 


l 
е + TUM +—"— + = (6.40) 
U, A, А; А h; А, к А n A, A, 
and A, = heat transfer coefficient due to deposits on the inside heating surface, 
W/m” К. The temperature profiles of gas and air are shown in Fig. 6.46. 
Since the gas is flowing through the tubes. 


where 
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Fig. 6.45 (b) Air heater arrangement 


where 
n= number of tubes, 
d, = inside diameter of tubes, about 50 mm 
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p, = density of gas at inlet to the air preheater (may be approximately 


obtained from р, = P 
Rg (T,), 
К, = characteristic gas constant = 0.287 kJ/kg К 
p= 1.03 bar 


(Ty = inlet gas temperature (K) 
(К), = inlet gas velocity, which is about 12-14 m/s. 
From Eq. (6.41), n can be determined. 


If the fouling of the heating surface (inside) is not considered and the 
thickness of the tubes is small, 
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Fig. 6.46 Temperature profiles of gas and air in APH 


Both h; and h, being small, the overall heat transfer coefficient U, is low, 
ranging between 30 and 60 W/m” K. From Eq. 6.39, 4, can be estimated and 
since A, = nnd, l, d, being the outside tube diameter, the length of the tubes, Z, 
can be computed. 

Cost, cleaning requirements and fuel type determine the diameter of the 
tubes used. Modern steam generators use 50-65 mm OD heater tubes. 

Regenerative air preheaters, known as storage type heat exchangers, have 
an energy storage medium, called the matrix, which is alternately exposed to the 
hot and cold fluids. When the hot flue gases flow through the matrix in the first 
half of the cycle, the matrix gets heated and the gas is cooled. In the next half of 
the cycle when air flows through the matrix, air gets heated and the matrix is 
cooled. The cycle repeats itself. The heat transfer from gas to air is thus 
periodic, the amount depending on the number of heating-cooling cycles 
executed per second. The most common type is the rotary air preheater, known 
as Liungstrom air phreheater, which consists of a rotor driven by an electric 
motor through reduction gearing at a low speed with 2-4 rpm. The rotor is 
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divided into a number of radial sectors, 12 to 24 in number, each sector being 
filled with steel sheets, either flat or corrugated (Fig. 6.47). These sheets form 
the heat transfer surfaces. Two blank opposite sectors act as seals to prevent 
leakage of air to the gas path and vice-versa. As the rotating sectors enter the 
hat gas zone, they are progressively heated by the gas storing energy as sensible 
heat. When they enter the air zone, they progressively give up this heat to 
the air. 
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Fig. 6.47 (a) Details of a regenerative air preheater (Ljungstrom 
APH) (b) Another view of a regenerative air preheater 


Steam Generators 


Rotary air preheaters are compact heat exchangers with a large heat transfer 
surface being accommodated in a small volume. They are relatively cheap and 
have good heat transfer characteristics, They are almast as popular as tubular 
air preheaters in power station practice. However, there are certain drawbacks, 
viz., (a) flow openings being plugged by fly ash, (b) sealing of gas to air path 
and vice-versa, and (c) large pressure drops for both gas and air. 

If air is required to be heated to 400°C or above, two stages of air 
preheating are used with the economiser installed in between the two air 
preheaters. The first air preheater (from the gas side) may be tubular, while the 
second one may be rotary. 


6.9 | FLUIDIZED BED BOILERS 


Fluidized bed boilers produce steam from fossil and waste fuels by using a 
technique called fluidized bed combustion which has been discussed in the last 
chapter. These can be of two types: 


1. Bubbling fluidized bed (BFB) boilers 

2. Circulating fluichzed bed (CFB) boilers 

In BFB boilers, crushed coal (6-20 mm) is injected into the fluidized bed of 
limestone just above an air-distribution grid at the bottom of the bed (Fig. 6,48). 
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Fig.6.48 Schematic of bubbling fluidized bed boiler 


The air flows upwards through the grid from the air plenum into the bed, 
where combustion of coal occurs. The products of combustion leaving the bed 
contain a large proportion of unburnt carbon particles which are collected in 
cyclone separator and fed back to the bed. The boiler water tubes are located in 
the furnace. 
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Since most ofthe sulphur in coal is retained in the bed by the bed material 
used (limestone), the gases can be cooled to a lower temperature before leaving 
the stack with less formation of acid (H,SO,). As a result of low combustion 
temperatures (800—900 °C), inferior grades of coal can be used without 
slagging problems and there is less formation of NO,. Cheaper alloy materials 
can also be used, resulting in economy of construction. Further economies are 
achieved since no pulverizer is required. The volumetric heat release rates are 
10 to 15 times higher and the surface heat transfer rates are 2 to 3 times higher 
than a conventional boiler. This makes the boiler more compact. 

Figure 6.49 shows a bubbling fluid bed boiler system operating at 
atmospheric pressure, similar to the one of 160 MWe Tennessee Valley Authority 
(TVA) project at Shawnee, USA, recently installed (1993). 
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Fig. 6.49 An atmospheric bubbling fluid bed boiler system 


The CFB boiler is said to be the second generation fluidized bed boiler 
(Fig. 6.50 (a)). It is divided into two sections. The first section consists of (a) 
furnace or fast fluidized bed, (b) gas-solid separator (cyclone). (c) solid recycle 
device (loop seal or L-valve), and (d) external heat exchanger (optional). These 
components form a solid circulation loop in which fuel is burned. The furnace 
enclosure of a CFB boiler is generally made of water tubes as in pulverized coal- 
fired (PC) boilers. A fraction of the generated heat is absorbed by these heat 
transferring tubes. The second section is the back-pass, where the remaining 
heat from the flue gas is absorbed by the reheater, superheater, economiser, and 
air preheater surfaces (as in a conventional PC boiler). 

The lower part of the first section (furnace) 1s often tapered. Its walls are 
lined with refractory up to the level of secondary air entry. Beyond this 
the furnace walls are generally cooled by evaporative, superheater, or reheater 


Steam Generators 


Steam 
drum 
Platen {- у 
tubes n | С = == 
Cross — | 
tubes : | Super 
| Cyclone heater/reheater 


3 
LN dust | 


Water “| 
walls 


ri 
FT 
mi 
i— 
п 
El 
= 
E 
* 
I.E 


Convective pass 
heating sufaces 


. To ID fans 
Economizer and siack 


air 
| = i) control 
Refractory -— 7 | х 


к | | — 
М ES | : H TEE ES i L | 
ET | | сани " E А — Вар = 
Coal! pa sufaces H — | 
limestone | Н i | heater house 
= ar. Sr 
| | 1 EEE е Grid ASH 
= ^ EFBHE 
Fluidizing 
air 


Classifier 


Fig. 6.50 (a) Schematic of a circulating fluidized bed boiler 


surfaces. The gas-solid separator and the non-mechanical valve are also lined 
with refractory. In some designs, a part of the hot solids recycling between the 
cyclone and the furnace is diverted through an external heat exchanger, which 
is a bubbling fluidized bed with heat transfer surfaces immersed in it to remove 
heat from the hot solids. 

Coal is generally injected into the lower section of the furnace. It is 
sometimes fed into the loop-seal, from which it enters the furnace along with 
returned hot solids. Limestone is fed into the bed in a similar manner. Coal burns 
when mixed with hot bed solids. 

The primary combustion air enters the furnace through an air distributor or 
grate at the furnace floor. The secondary air is injected at some height above the 
grate to complete the combustion. Bed solids are well mixed throughout the 
height of the furnace. Thus, the bed temperature is nearly uniform in the range 
800—900 °C, though heat is extracted along its height. Relatively coarse particles 
of sorbent (limestone) and unburned char, larger than the cyclone cut-off size, 
are captured in the cyclone and are recycled back near the base of the furnace. 
Finer solid residues (ash and spent sorbents) generated during combustion and 
desulphurization leave the furnace, escaping through the cyclones, but they are 
collected by a bag-house or electrostatic precipitator located further 
downstream. 

Figure 6,50 (b) shows the CFB boiler of the 165 MWe Pt. Aconi Power 
Plant at Nova Scotia, Canada. 
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A schematic diagram of a CFB alang with the flow regimes is shown in 
Fig. 6.51. 


Cyclone | 
——- | Reheater 
lo 
| | | —| Superheater 
® шей рза 
| i pipe — | Economiser 
MO 


To bag 
Air —* house 
heater 
E 


HL EL Grid 

| Air External heat 
Primary air exchanger 

Fig. 6.51 Flow regimes in a CFB boiler: 1. Turbulent/ bubbling 
fluidized bed, 2. Fast fluidized bed 3. Swirl flow, 


4. Moving packed bed, 5. Bubbling fluidized bed, 
6. Pneumatic transport 


Furnace (below secondary air level)— turbulent/bubbling fluidized bed 
Furnace (above secondary air level)— fast fluidized bed 

Cyclone— Swirl flow 

Return leg (stand pipe}— moving packed bed 

Loop seal/external heat exchanger— bubbling fluidized bed 

Back pass— pneumatic transport 
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6.9,1 Non-mechanical Valves 


Non-mechanical valves are devices that allow the flow of solids between the 
return leg (stand pipe) and the furnace without any external mechanical force. 
Some of such valves (Fig. 6.52) are: (1) L-valve, (2) J-valve, (3) reverse seal 
valve, (4) loop seal, and (5) seal pot. 

Solids т non-mechanical valves are moved by air. The air is added at a short 
height above the exit of the valve. The L-valve consists of a right-angled, bent 
(L-shaped) pipe connecting the two vessels between which the solids аге to be 
transferred. It has a moving packed bed in the return leg and a less dense bed in 
the furnace into which the solid 15 fed. А small amount of air injected into the 
dense leg moves solids to the dilute bed. The L-valve can be designed from a 
pressure balance across the CFB loop. 


Power Plant Engineering 


Aeration 


Aeration 
gas 
— 
Fluidizi 
№ Reverse 
L- valve seal J-valve 
Stand pipe | 
Aeration 
gas Aeration 
gas 
A 
Fluidizing Fluidizing 
gas gas 
Saal Loop seal 
epe (uoseal) 
(5) 


Fig. 6.52 Non-mechanical valves: (a) controllable, (b) automatic 


The operation of J-valve and reverse seal is similar to the L-valve. The solid 
flow rate 15 controlled by changing the aeration rate. 

A seal pot consists of a bubbling fluidized bed with an overflow pipe and the 
standpipe of the cyclone, Higher pressure in the seal pot prevents furnace air 
from entering the standpipe. 

The loop seal is very similar to the seal pot, except that it is smaller and here 
solids move horizontally around a vertical partition separating the standpipe and 
the overflow part of the seal pot. It also requires less air than that in the seal pot. 


6.9.2 Cyclone Separators 


Cyclone separators are gas cleaning devices that utilize the centrifugal force 
created by a spinning gas stream to separate particles from a gas. A standard 
tangential inlet vertical cyclone separator is shown in Fig. 6.53. The gas flow 
is forced to follow the curved geometry of the cyclone, while the inertia of 
particles in the flow causes them to move toward the outer wall, where they 
collide and are collected. A particle of mass m, moving in a circular path of 
radius r with a tangential velocity v4 is acted upon by a centrifugal force, 


ma 


r.c 


whereas the gravity force Р, = myg = 9.81 my Thus, the centrifugal force is 
20.4 times the gravity force on the same particle. 


. At a typical velocity of vg = 10 m/s, r = 0.5 m, А, = 200 m,, 
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Fig. 6.53 А tangential inlet vertical cyclone separator 


In a cyclone, the particles in the spinning gas stream move progressively 
closer to the outer wall as they flow through the device, The gas stream may 
execute several complete turns as it flows from one end of the device to the 
other. 

The particle-laden gas is entered tangentially to the cyclone. The particies 
are forced to the wall by centrifugal force and then fall down the wall by gravity. 
At the bottom of the cyclone the gas flow reverses to form the inner core that 
leaves at the top of the unit, | 

Ош of m kg of particles entering the cyclone with the gas stream, if m, kg 
(fines) leave with the gas at the top and is collected, say, in a bag filter, then 
(m — m) kg of particles are separated by the cyclone from the gas-solid mixture, 


m-m, 


and the expression ( x 100 | is called the collection efficiency of the 


cyclone. The cyclone collection efficiency increases with increasing (a) particle 
size, (b) particle density, (c) inlet gas velocity, (d) cyclone body length, 
(e) number of gas revolutions, and (f) smoothness of cyclone walls, The 
collection efficiency decreases with increasing (a) cyclone diameter, (b) gas 
outlet duct diameter, and (с) gas inlet area. 

For any specific cyclone whose ratio of dimensions is fixed, the collection 
efficiency increases as the cyclone diameter is decreased. The design of a 
cyclone separator represents a compromise among collection efficiency, 
pressure drop, and size. Higher efficiency requires higher pressure drops 
(i.e. inlet gas velocity) and larger sizes (i.e. body length). 


Pawer Plant Engineering 


Shepherd and Lapple determined optimum dimensions for cyclones 
(Fig. 6.54) (Perry and Chilton, 1973). All dimensions were related to the body 
diameter 2). 


В. = DyA 
De =D? 
He = DJ2 
Le= 2D, 

5,7 D,/8 
Z.=2D, 

J. = D,A 


(Perry and 
Chilton, 1973) 


Dust 
Fig. 6.54 Optimum dimensions for cyclones 


The cyclone in CFB boilers handles a large volume of gas at high 
temperatures. Small diameter cyclones have higher collection efficiencies. 
Multiple numbers of cyclones of smaller size and higher efficiency can be used 
in parallel instead of a large cyclone of lower efficiency. 

Cyclones used in CFB boilers often contain a large mass of retractory, which 
takes a long time to heat up and cool down. As a result, CFB boilers take a 
much longer time to start up, which is a drawback. 

The outer skin temperature of the cyclone is relatively high, entailing high 
energy losses by natural convection and radiation. To overcome this problem, 
some cyclones are being made water or steam cooled. Typical performance 


parameters of a cyclone in a CFB boiler are given below: 


Inlet gas velocity : 25-43 m/s 

Solid concentration at inlet : 0.5-5 kg/m? gas 
Particles size range : € 1-1000 um 
Gas throughput : < 250,000 Мт? 


Cut-off particle diameter for 50% efficiency : ~ 10 um 
Pressure drop : 100-200 mm water gauge 
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6.9.3 Advantages of CFB Boilers 


Circulating fluidized bed boilers have a number of unique features that make 
them more attractive than other solid fuel fired boilers as given below, 


1. Fuel Flexibility This is one of the most attractive features of CFB 
boilers. Fuel particles constitute less than 1-3% by weight of all bed solids in 
the furnace of a typical CFB boiler. The rest of the solids are non-combustible: 
sorbents (limestone or dolomite) and fuel-ash. The special hydrodynamic 
condition in the CFB furnace allows an excellent gas-solid and solid-solid 
mixing. Thus fuel particles fed to the furnace are quickly dispersed into the 
large mass of bed solids, which rapidly heat the fuel paticles above their ignition 
temperature without any significant drop in the temperature of bed solids. This 
feature of a CFB furnace allows it to burn any fuel without the support of an 
auxiliary fuel. It can thus burn a wide variety of fuels very efficiently in the 
same boiler, either simultaneously or separately, High ash bituminous coals, 
anthracite, coal washery rejects, peat, wood chips, petroleum coke, oil shale 
and so on have been fired in CFB units. 

To maintain the combustion temperature within an optimum range 
(800—900 °C), a certain portion of the generated heat is required to be absorbed 
from the combustion zone. This fraction varies from one fuel to another, It is 
controlled by adjusting the heat extraction from the recirculating solids outside 
the furnace by means of an external heat exchanger. If the external heat 
exchanger is absent, the hydrodynamic condition in the furnace is adjusted (say, 
by regulating the solid recirculation rate and superficial air velocity) so as to 
change the solid concentration (or suspension density) in the furnace, which in 
turn, alters the heat absorption in the furnace. The solid circulation rate can be 
adjusted by regulating the ratio of primary and secondary air. By increasing the 
primary air the solid circulation rate can be increased. 

2. High combustion efficiency Superior mixing in the CFB, large 
reaction space (combustion zone extending up to the top of the furnace, about 
40 m and above in large utility boilers, and further beyond into the hot cyclone) 
and consequently long residence time of combustion afford high combustion 
efficiencies, which can be as high as 99%, for a wide variety of fuels under 
different operating conditions. 
3. Efficient sulphur removal When coal bums, sulphur is oxidized 
primarily to sulphur dioxide 

S-- O0, - 80, +9260 kJ/kg 
Some part of SO, may be converted to SO, 


| 


This SO, and SO, if thrown out to atmosphere undergo chemical reactions 
with moisture, catalyzed by sunlight, to form acids. These acids are precipitated 
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on the earth through rain as acid rain. This is lethal to aquatic life, trees and 
plants and destroys the nutrients in soil. 

Limestone (CaCO) and dolomite (CaCO,, MgCO) are two principal sorbents 
used for the absorption of SO, in fluidized bed combustors. For limestone directly 
fed into the CFB furnace as bed material, there is calcination when the limestone is 
decomposed into CaO and CO, through an endothermic reaction 

СаСО, = СаО + CO, — 180 kJ/kg CaCO, 
In a sufficiently oxidizing environment, the porous calcined limestone reacts as 


СаО +50, + 20, = CaSO, + 15,141 kJ 


CaSO, retains the sulphur in the bed in the solid form, rather than allowing it 
to escape as gaseous SO. 

Thermodynamically, the formation of CaSO, is favoured at lower tempe- 
ratures. The rate of formation is maximized at about 850 °C, At temperatures 
exceeding 900 °C, the sulphur capture is greatly reduced. This is one of the 
reasons why fluidized bed combustion processes are constrained to the 800— 
900 °C temperature range. 

Good contact between the gas and solid and the long residence time in the 
CFB combustor afford better sulphur capture at a given Ca/S ratio than in a 
bubbling fluidized bed. Industrial CFB boilers show 90% sulphur capture at 
Ca/S ratio of 1.5 to 2.0. 

Limestone particles below 3 mm size are typically used. The SO, capture 
efficiency is a function of temperature, Ca/S ratio, stone structure and 
composition, FBC design and pressure. Representative results of the effects of 
Ca/S ratio and temperature for atmospheric bubbling beds are shown in 
Fig. 6.55 (a). 

The effect to pressure on sulphur retention for limestone and dolomite is 
shown in Fig. 6.55 (b) Unlike atmospheric FBCS, the sulphur capture 
efficiency does not pass through a maximum, but continues to increase with 
combustor temperature. 


4. Low NO, emission Owing to low combustion temperature and the 
staged combustion process, NO, emission in a CFB boiler can be kept low, in the 
range 50-150 ppm. Figure 6.55(c) shows the combustion zones together with the 
entry points of primary and secondary air. Primary air fed from below through the 
distributor contains 50-60% of the stoichiometric requirements. Thus, the fuel 
nitrogen, when released, does not find oxygen in the immediate vicinity to produce 
oxides. This strategy of low NO, formation is more effective when the fuel 
contains a high level of volatile organic compounds. Secondary air is added above 
the reducing zone, Since the fuel nitrogen is already transformed into moleculer 
nitrogen, there is limited opportunity for the formation of NO, above this zone. 
The nitrogen in the combustion air is not normally oxidized to NO, at the relatively 
low temperatures (800-900 °C) of CFB combustors. 
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Fig. 6.55 (a) Sulphur capture in atmospheric BFBC at various Ca/ S 
molar ratios as a function of bed temperature 
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Fig. 6.55 (с) Staged combustion in a СЕВ 


5. Simpler fuel handling and feed system In contrast to the 
conventional pulverized coal fired boiler, CFB boilers receive solid fuels in fairly 
coarse sizes. This simplifies the upstream feed preparation. But the most 
Important advantage is the need for only one (industrial boiler) or few (utility 
boiler) feedpoints. The high degree of lateral solid mixing in turbulent zone at 
the bottom ensures uniform feed distribution within the bed. Besides, the large 
height corrects any maldistribution. 


6. Small furnace cross-section A high heat release rate per unit 
furnace cross-section (about 5 MW/m^) is a major advantage of the CFB boiler. It 
results in less floor area. A high superficial velocity (4-7 m/s) along with an 
intense gas—solid mixing promotes a high heat release and heat dispersion in 
the bed. 


7. Good turndown and load following capability The 
relatively high fluidizing gas velocity and the use of staged combustion permit a 
fairly good turndown ratio by simply reducing the proportionate amounts of 
fuel and air. The turndown ratio of 5 : 1 has been achieved (20% load). 

CFB boilers respond quickly to load changes. The given load can be readily 
adjusted by changing the ratio of primary and secondary air, and by controlling 
the solid circulation rate. 


8. High availability The availability records of CFB boilers are highly 
impressive. It is more than 90%. 

The major disadvantages of CFB boilers are, however, (1) erosion of reactor 
walls, (ii) attrition of particles, (111) difficulty of immersing internals due to 
possible erosion, and (iv) complexities of the hydrodynamics. 
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6.9.4 Status of CFB Boilers 


The world’s first commercial CFB boiler went into service at Pihlava, Finland in 
1979, The pioneering company was Ahlstrom and the aim was to convert an 
oil-fired unit into a CFB boiler producing 20 t/h of steam from wood waste. 
Successful operation of this unit led to the start-up in 1981 of a 90t/h (steam) 
CFB boiler at Kauttua, Finland, that was designed to burn coal, wood waste and 
peat. 

Lurgi built up in 1982 a 84 MW (thermal) CFB boiler at Leunen, Germany, 
burning coal washery rejects with ash content of up to 55%, In the relatively 
short span of its commercial life, the CFB boiler along with its “bubbling” 
counterpart, has established itself as a reliable and attractive option for industrial 
boilers to supply process steam. A few СЕВ utility boilers in the 100-165 MWe 
range are already in operation and some are in various stages of construction. 
The 165 MWe Point Acom Power Station at Cape Breton in Nova Scotia, 
Canada, has now the largest CFB boiler in operation. The biggest CFB boiler in 
the erection stage is for a 250 MWe power unit at Lyon in France. 

Table 6.1 gives a comparison of circulating fluidized bed boilers with other 
types of boilers (Basu and Fraser, 1991). 


Table 6.1 Comparison of boilers 
Stoker Bubbling Circulating Pulverized 


Height of bed 

or fuel burning 

zone (m) 

superficial 1.2 

velocity (m/s] 

Excess air (9%) 20-30 

Grate heat release 0.5-1.5 

rate (MW / m^) 

Coal size (mm) 

Turndown ratio : 3:1 

Combustion 90-96 

efficiency (2%) 

NO, emission (ppm) 400-600 300-400 400-600 
SO. capture in none 30-90 small 


furnacef*%) 


6.9.5 Pressurized Fluidized Bed Boiler 


The combustion process takes place in a pressurized environment resulting in a 
compact furnace and improved combustion efficiency. There is in situ sulphur 
capture and low NO, generation with the bed operating at about 850 °C like an 
atmospheric fluidized bed combustion (AFBC) furnace. The process allows the 
use of a gas turbine, driven by pressurized hot combustion gases. Thus, in 


Power Plant Engineering 


addition to having the ability to burn high sulphur and low grade coal in an 
environmentally acceptable manner and the compactness of the steam 
generator, PFBC also results in the ability to power a gas turbine by combusting 
Inexpensive coal, 

Table 6.2 lists the representative conditions in four major classes of fluidized 
bed combustors. 


Table 6.2 Representative conditions in major classes of FBCS 


Atmospheric Pressurized! = Ir atm; 


CFBC HP BC CFD 


. Gas velocity [m/s] vrd. = ] ~ 5 

2. Bed height (mj l, - 35 3.5-4.0 40 
3. Coal feed points m” 0.5-1. D.06-0.08 0.2526 0.2—-0.3 
4. Bed residence time i m. - 4 -B 


Figure 6,56 shows three schemes of turbo-charged, combined and hybrid 
advanced cycles, each equipped with a PFBC unit. 


Combustion gases 


чау We i 

i FÅ м © 

Тм! тачи 
ar ^s X at 

N | a Hot. gas NT 25 
‘| ‘cleaning unit, 1 Coal 
>, 
T s | t 2 Limestone 
|Air 3 Cyclone 


A 
| 
r ef | 4 Ash 
\ == | 3 5 Hot gases 


al pn 
i 5] = $ 
(12) n en! l (2) 6 Compressor 
zu e 7 Boiler 
rT j aD | 
| f | | Ul | | 10 Steam turbine 
| | Ш DE 11 Steam 
(7) Ков ER T 7 Air 12 Stack 
Combustion, + —— | 
Edu (a) 


Like AFBC units, there are two types of pressurized combustors: 


1. Pressurized bubbling fluidized bed combustor (PBFBC). 
2. Pressurized circulating fluidized bed combustor (PCFBC). 


In a pressurized bubbling fluidized bed combustor (PFBC), the granular 
solids are fluidized in bubbling fluidrzed mode. Here, the superficial gas velocity 
generally lies between the minimum bubbling velocity of coarser particles and 
terminal velocity of finer particles. A part of the heat generated in the fluidized 
bed is extracted by water carrying tubes in the bed. The hot gas is cleaned and 
then expanded through the gas turbine (Fig. 6.57 ). The steam produced in the 
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produces further power by expanding through a steam turbine. 
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Fig. 6.56 PFBC units т (a) combined cycle, (b) turbocharged 
cycles, and (с) hybrid advanced cycle 
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Fig. 6.57 Schematic of a pressurized bubbling fluidized bed 


combustor 


The advantages of PBFBC are as follows: 


1. 


mm 


There is an increase in its specific power output and hence, a potential 
reduction in capital cost. At a typical fluidizing velocity of 2 m/s the bed 
area of AFBC at 1 bar is 2 m'/MW, while it is 0.2 m’/MW at 10 bar. 


. By combining a gas turbine with a steam turbine, the overall efficiency 


of power generation system can be increased from 33% for conventional 
power plants to more than 40% in PBFBC plants. 

The emission of nitrogen oxides can be substantially reduced. 

The PBFBC has a higher combustion efficiency than an AFBC. 

The gas residence time in an AFBC is about 0.5 $, whereas it is about 5 5 
in a PBFBC (due to low fluidizing velocity of about 1 m/s for a higher gas 
density). Therefore, the sulphur capture is more. 


The solids in a pressurized circulating fluidized bed (PCFB) are kept in “fast 
fluidized" condition (Fig. 6.58). A major feature of PCFB is that it approaches 
a condition where solids are fully mixed throughout the combustor, but there 
is very little mixing of gas in the axial direction. The gas flows upward with 
negligible back mixing. Primary air, less than stoichiometric amount, enters the 
combustor through the grid at the bottom of the combustor. The secondary air 
enters at some distance above the grid. Due to the absence of back mixing of 
the air, a substoichiometric condition prevails in the lower section of the bed. 
The boiler tubes are generally located above this zone. This staging of air 
reduces NO, emission and also the chance of corrosion of the tubes. 

As compared to PBFB, PCFB offers the following advantages. 


Reduced space requirement: PCFB has a higher velocity, higher heat 
release per unit area and fewer components inside the pressure vessel. 
So, the pressure vessel diameter is smaller. 
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Fig. 6.58 A pressurized circulating fluidized bed combustor 


. Less erosion and more accessibility: PCFB has a low particle density 
fluidized bed with fine particles distributed throughout the furnace. In 
PBFB, submerged heat transfer surfaces are used. So in PCFB (a) the 
potential for erosion is greatly reduced with no immersed surfaces, 
(b) platens for superheating are more accessible for inspection and 
maintenance. 

‚ PCFB has more vigorous mixing in the furnace which results in fewer 
feedpoints and results in a simpler, more reliable system, 

. PCFB does not require a bed material handling system to control the bed 
temperature, 

‚ The exit gas temperature of PCFB is higher since there is no freeboard 
where the flue gas may be cooled down. This is favourable to the gas 
turbine. 

. PCFB has lower NO, emission due to enhanced staged combustion, 

. Load following is more effectively accomplished by varying the fuel and 
air flow and the proportion of primary and secondary air. 
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8. РСЕВ has less bed inventory and less total metal and refractory. This 
results in a shorter start-up and cool-down period and a quicker response 
to load changes. 

9. At higher pressures, the partial pressure of carbon dioxide, Pep» in a 
bubbling bed is higher, which requires higher temperature for calcination 
of CaCO,. One has te use dolomite instead of limestone in PBFBC. 

In PCFB air is added in stages. In substoichiometric zone Pog, is lower. So, 
CaCO, in limestone is easily calcined increasing pore volumes for sulfation 
reaction. So, PCFB units can use more readily available limestone than РВЕВС. 

The boiler, which is integral with combustor could use either of the three 
types of circulation (Fig. 6.59). 

(a) Once-through circulation: The feed pump forces water through the entire 
steam-water circuit. It 15 suitable at high load. When water-flow rate decreases, 
the evaporator surface can perform superheater duty. This increases the metal 
temperature, which, in turn, reduces the heat absorption—a requirement at low 
load. A vertical steam-water separator feeds saturated water to a circulation 
pump below, which maintains sufficient flow through the boiler. 


To steam 
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boiler boiler 


Fig. 6.59 Different steam-water circulation systems in PFBC boilers 


(b) Natural circulation: This is caused by density difference, as explained 
earlier. It is convenient at low load. The steam drum is installed outside to 
provide adequate hydrostatic head for natural circulation. 

(c) Forced circulation: Water from the economiser is fed by the boiler feed 
pump into the boiler drum. A forced circulation pump circulates the water from 
the drum through the downcomer-riser circuits back to the drum. Superheater 
and reheater steams flow under their own pressure. 

Two-stage cyclones are used to clean the hot flue gas adequately for 
expansion through commercial gas turbines. The entry velocities of gas at entry 
to the first and second stage cyclones are less than 30 m/s and 42 m/s 
respectively. The dust loading in the cleaned gas is about 250 ppm. The gas 
requires to be further cleaned by passing it through ceramic filters. 
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6.10 | ELECTROSTATIC PRECIPITATOR 


In 1905, Dr. F.G. Cottrell, Professor of Physical Chemistry at the University of 
California, conducted a series of laboratory experiments that resulted in the 
development of the first commercial electrostatic precipitator. It was an 
immediate success and the precipitator soon came to be widely used in power 
plants, smelters, steel plants, paper mills and many other industries. 

The principal components of an electrostatic precipitator (ESP) are two sets 
of electrodes insulated from each other. The first set is composed of rows of 
electrically grounded vertical parallel plates, called the collection electrodes. 
between which the dust-laden gas flows. The second set of electrodes consists 
of wires, called the discharge or emitting electrodes that are centrally located 
between each pair of parallel plates (Fig. 6.60). The wires carry a unidirectional 
negatively charged high-voltage (between 20 and 100 kV) current from an 
external de source. The applied high voltage generates a unidirectional, non- 
uniform electrical field whose magnitude is greatest near the discharge 
electrodes. When that voltage is high enough, a blue luminous glow, called a 
corona, is produced around them. Electrical forces in the corona accelerate the 
free electrons present in the gas so that they ionize the gas molecules, thus 
forming more electrons and positive gas ions. The new electrons create again 
more free electrons and ions, which result in a chain reaction. 
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Fig. 6.60 Basic elements of an electrostatic precipitator 


The positive ions travel to the negatively charged wire electrodes. The 
electrons follow the electrical field toward the grounded electrodes, but their 
velocity decreases as they move away from the corona region around the wire 
electrodes toward the grounded plates. Gas molecules capture the low velocity 
electrons and become negative ions. As these ions move to the collecting 
electrode, they collide with the fly ash particles in the gas stream and give them 
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negative charge. The negatively charged fly ash particles are driven to the 
collecting plate by the force which is proportional to the product ofthis charge 
and the strength of the electric field (Fig. 6.61). 
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Fig. 6.61 Vertical electrodes and grounded plates in an ESP 
showing four basic operations 


When the particles collect on the grounded plates, they lose their charge on 
the ground. The electrical resistivity of the particles, however, cause only partial 
discharging, and the retained charge tends to hold the particles to the plates. 
High resistivity causes retention of most of the charge, which increases the 
forces holding the particles to the plates and makes removal more difficult. This 
can be rectified either by operating at high gas temperatures (before APH) or by 
superimposing a high voltage pulse on the base voltage to enhance ESP 
performance during operation under high-resistivity conditions. 

Collected particulate matter must be removed from the collecting plates on a 
regular schedule to ensure efficient collector operation. Removal is usually 
accomplished by a mechanical hammer scrapping system. The vibration knocks 
the particulate matter offthe collecting plates and into a hopper at the bottom of 
the precipitator (Fig. 6.62). 
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Fig. 6.62 Arrangement of an electrostatic precipitator 


An electrostatic precipitator, like a cyclone separator, has an overall 
collection efficiency, y, defined by 


_ mass of all particles retained by collector (ESP) 


m mass of all particles entering collector 


К is easier to collect large particles than smaller particles, It can be approxi- 
mately estimated by the Deutsch equation as given below 


По= 1—exp(— AP mw O) (7-39) 
where 4 = area of the collector plate, m^, 
Vas = effective migration velocity of particles, m/s, 


О = flue gas volume flow rate for each plate, m/s. 
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6.11] FABRIC FILTERS AND BAGHOUSES 


Fabric filters are used in power plants to remove dust particles from a gas 
stream. They are made of porous material which retains particulate matter while 
the carrier gas flows out through the voids. 

A fabric filter element is usually made in the form of a long, hollow 
cylindrical tube that provides a large surface area per unit of gas volumetric 
flow rate (m^/m? gas flow). The reciprocal of this parameter, called the air-to- 
cloth ratio (A/C value). It is a fundamental fabric filter descriptor denoting the 
ratio of the flue gas flow to the amount of fabric, or filtering surface area. It 
ranges typically between 5 to 40 mm/s. 


A fabric filter system usually contains a large number of fabric filter 
elements arranged in parallel rows. It is called a baghouse (Fig. 6.63). A power 
plant baghouse might contain several thousand vertical hollow cylinders, each 
ranging in diameter from 125 to 350 mm and up to 12.5 m in height. The 
elements have, in general, an open bottom and closed top. They rest on a tube 
sheet above a dirty air plenum. 


En 
ҮН 


Clean air + | Clean air side 
outlet Г | | | 
Dirty air =, | Filter bags 
inlet IN 
в Cell plate 


Collection 
hopper 


Fig.6.63 Typical baghouse with mechanical shakers 
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Fabric filters come in three basic types: reverse-air, shake-deflate, and pulse- 
jet units (Fig. 6.64). Reverse air fabric filters are characterized by low A/C 
values and by the flow in which dirty gas flows from inside the bags to outside. 
Clean air is then forced through the filter elements in a reverse direction, from 
outside into the bag, which collapses the bag and fractures the dust cake. When 
the bag 15 brought back on line with dirty gas flowing in to out, it re-inflates and 
removes the broken dust cake into the hopper below (Fig. 6.64(a)). This type of 
baghouse is found to be economical for large power plants. 
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Fig. 6.64 (a) Operating Schematic Reverse Air Fabric Filter 


A shake-deflate unit is also of low A/C value and collects dust on the inside 
of the bags as in the reverse-air design. To clean the bags, the top end is shaken 
by a drive linkage. 

In pulse-jet units, gas flow is from outside the bags inward. Usually A/C 
ratios are much higher than the previous two types, Cleaning is accomplished 
with a high-pressure burst of air into the open end of the bag at the top. Because 
of compactness, these are preferred for industrial boilers (Fig. 6.64(b)). 

Pressure drop and bag life are the criteria for selecting the bag filter material, 
which can fail as a result of high temperature burning, caking, erosion, chemical 
attack and aging. Fabrics considered include wool, cotton, nylon, glass fibre, 
polyester and aromatic polyamides, Wool and cotton can be used only up to about 
80 or 95 °С. Over 90% of the bags in the USA utility service are the woven 
fibreglass variety. Bag performance is rated in terms of permeability, cleanability 
and durability, A baghouse is normally placed after the air preheater. 
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Fig. 6.64 (6) Operating schematic pulse jet fabric filter 
6.12 | ASH HANDLING SYSTEM 


Boilers burning pulverized coal (PC) have dry bottom furnaces. The large ash 
particles are collected under the furnace in a water- filled ash hopper. Fly ash is 
collected in dust collectors with either an electrostatic precipitator or a 
baghouse. A PC boiler generates approximately 80% fly ash and 20% bottom 
ash. Ash must be collected and transported from various points of the plants as 
shown in Fig. 6.65. Pyrites, which are the rejects from the pulverizers, are 
disposed with the bottom ash system. Three major factors should be considered 
for ash disposal systems. 

1. Plant site 

2. Fuel source 

3. Environmental regulation 

Needs for water and land are important considerations for many ash 
handling systems. Ash quantities to be disposed depend on the kind of fuel 
source. Ash storage and disposal sites are guided by environmental regulations. 
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Fig. 6.65 Ash collection and transportation 
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The sluice conveyor system (Fig. 6.66a) is the most widely used for bottom 
ash handling, while the hydraulic vacuum conveyor (Fig. 6.66b) is the most 
frequently used for fly ash systems. 
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Fig. 6.66 (a) Bottom ash sluice conveyor, (b) Fly ash hydraulic 
vacuum conveyor 


Bottom ash and slag may be used as filling material for road construction. 
Fly ash can partly replace cement for making concrete. Bricks can be made 
with fly ash. These are durable and strong. 


6.13] FEEDWATER TREATMENT 


Boiler make-up water to the extent of 1.5—2 per cent of the total flow rate is 
required to replenish the losses of water through leakage from fittings and 
bearings, boiler blowdown, escape with non-condensable gases in the deaerator, 
turbine glands, and other causes. This make-up water needs to be treated prior 
to feeding it to the boiler for 

1. Prevention of hard scale formation on the heating surfaces 

2. Elimination of corrosion, 

3. Control of carry-over to eliminate deposition on superheater tubes, and 

4. Prevention of silica deposition and corrosion damage to turbine blades. 
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Raw water is, therefore, first pre-treated and then demineralized. For once- 
through boilers and boiling water nuclear reactors, which require high water- 
purity, a condensate polishing system is used to further polish the water. Raw 
water contains a variety of impurities, such as (a) suspended solids and 
turbidity, (b) organics, (с) hardness (salts of calcium and magnesium), 
(d) alkalinity (bicarbonates, carbonates, hydrates), (e) other dissolved ions 
(sodium, sulphate, chloride, etc.), (f) silica, and (g) dissolved gas (О„, CO,). 
The extent of pre-treatment depends on the source of raw water. 


6.13.1 External Treatment 


The first step of pre-treatment of boiler feedwater is clarification, in which the 
water is chlorinated to prevent biofouling of the equipment. The suspended 
solids and turbidity are coagulated by adding special chemicals (like aluminium 
sulphate, Al.(SO,),) and agitated, The coagulated matter settles at the bottom of 
the clarifier and is removed. 

If the turbidity of clarified effluent is high, positive filtration is needed. Both 
gravity filters and pressure-type filters are used, but the latter is preferred. A 
granular medium like sand is commonly used for filtration. The pressure 
difference across the filtering medium 1s an indication of solid accumulation. 
When it reaches a given limit, the solids are removed from the bed by 
backwashing. Further filtration by activated carbon can absorb organics and 
remove residual chlorine from the chlorination process. 

The dissolved salts of calcium and magnesium give to water a quality called 
hardness. Hardness is characterized by the formation of insoluble precipitates 
or curds with soaps, and is usually measured with a standard soap test, 
All natural waters are hard and contain scale-forming impurities which are 
mainly the salts of calcium and magnesium in the form of carbonates, 
bicarbonates, chlorides and sulphates. The hardness is expressed in ppm of 
dissolved salts. Softening of water, i.e. removal of hardness from water, can be 
‚ done by lime-soda process, phosphate process, zeolite process and deminera- 
lization. 


6.13.2 Lime-Soda Process 


In lime-soda softening, calcium and magnesium salts are removed using lime 
(calcium hydroxide) and soda ash (sodium carbonate). When this process 15 
carried out at normal raw-water temperature, ıt is called a "cold process" 
softening; and when carried out at or near the boiling point, it is referred to as a 
"hot process" softening. Since heating greatly accelerates the necessary 
reactions, the hot process is preferred for boiler water treatment, where most 
of the energy used in heating the water may be retained in the cycle. The 
representative reactions are given below: 


Ca(HCO,), + Ca(OH), = 2CaCO, + 2H,0 
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MgCl, + Са(ОН), = Mg(OH), + CaCl, 
MgSO, + Са(ОН), = Mg(OH), + CaSO, 
CaSO, + NaCO, = CaCO, + Na,SO, 
CaCl, + Na,C0, = CaCO, +2NaCl 
The products, calcium carbonate and magnesium hydroxide are insoluble in 


water and settle to the bottom of the vessel. The softened effluent is then passed 
through sand or charcoal filters before usage. 


6.13.3 Hot Phosphate Softening 


In the hot phosphate softening process, calcium and magnesium hardness is 
removed using phosphate and caustic soda, Tricalcium phosphate (Ca,(PO4),) 
and magnesium hydroxide are precipitated. The process is carried out at a 
temperature of 100 °C or above. Since the hot phosphate process requires more 
expensive chemicals than the lime—soda process, it is used where the initial 
water hardness is 60 ppm or less. Where hardness is greater than this, a lime- 
soda process may be used first, followed by a phosphate clean-up. The 
representative reactions are given below: 
3Ca(HCO,), + 6NaOH = 2CaCO, + 2Na,CO, + 6H,O 
CaCO, + 2Na, PO, = Са, (PO, h + 2Ма.СО, 
Me(HCO,), +4МаОН = Mg(OH), + 2Na,CO, +2Н.О 
3CaSO,+2Na,PO,= Ca(PO + 3Na;SO, 


6.13.4 Sodium Zeolite Softening 


Water can be softened by passing it through a bed of sodium zeolite, which may 
be natural compounds of sodium aluminium silicate, with the cations of calcium 
and magnesium removed in the process, 
CaCO, + Na,Z- CaZ+Na,CO, 
MgSO, + Na,Z = MgZ + Na,SO, 
Ca(HCO,), + Na,Z= Сай + Na,(HCO,)- 
The softening capacity of the bed gets exhausted in course of time, and the 
bed can be regenerated by flushing it with brine (NaCl), 
Сай + 2NaCl = Na,Z + CaCl, 
Мед + 2NaCl = Май + MgCl. 
Zeolite softening is not ideal for the following reasons: (1) Water of high or 
low pH have a deleterious effect on zeolites, (11) high temperatures also have a 


bad effect, (iii) turbid waters coat the zeolite material, reducing its efficiency, 
(iv) there is no reduction in alkalinity or total solids, (v) there can be silica gain 
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in water from the zeolite, (vi) with low content of calcium, the water can be 
corrosive. Sodium zeolite softening in conjunction with the use of evaporators 
may be more effective. 


6.13.5 Hydrogen Zeolite Softening 


When water containing calcium, magnesium, and sodium ions is passed through 
a hydrogen zeolite, these ions are exchanged for hydrogen and the bicarbonate, 
sulphate, chloride and nitrate radicals are converted to their respective acids. 
Typical reactions are: 


(Ca) (Ca) 

(Mg) (HCO,), + Н.Я. = (Mg) Z + 2Н„СО, 
(Nas) (Nas) i 
(Ca) (Ca) 

(Mg) SO, + HZ = (Mg) А + H;SO, 
(Na) (Na) 


When the hydrogen zeolite becomes exhausted, it is backwashed and 
regenerated with acid. After being rinsed, it is ready for use again. Sulphuric 
acid is generally used for regeneration because of its relatively low cost. 

Мей +H,S0O,= HZ + MgSO, 


Cad + H,50, - HZ + CaSO, 


6.13.6 Anion Exchangers 


Anion exchangers can remove the anions like chlorides, sulphates and nitrates 
(acid forms) present in hydrogen zeolite effluent by resinous matenals which 
adsorb them, Typical reactions are: 


2HCI+ RCO,- ВС1„+Н„СО, 
H,SO,+RCO,= RSO,+H,CO, 
2HNO, +RCO,= R(NO,), +H,CO, 
Carbonic acid is removed by aeration. When the acidic water is sprayed in a 
shower to expose large surface area, the carbon dioxide gas is released. 
HCO, СО, + H,O 
When the anion exchanger is exhausted, it is regenerated by backwashing 
with soda ash 
RCI, + Na;CO; = RCO,+2NaCl 
RSO, + Ма,СО, = RCO, + Na,SO, 


6.13.7 Demineralizing Plant 


The process of removing dissolved solids in water by ion exchange is called 
demineralization. Two types of resins, cation and anion, are used, The cation 
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resin is the hydrogen zeolite where the hydrogen ion 15 exchanged for the 
cations calcium, magnesium and sodium, and the anion resin adsorbs the anions 
chlorides, nitrates and sulphates, as discussed above. Bath ion-exchange 
processes are reversible, and the resins are restored to their original form by 
regeneration, 

А typical dimineralizing plant consisting of a cation exchanger, an anion 
exchanger, a degasifier and a silica adsorber in series 1s shown in Fig. 6.67. In 
the degasifier, carbon dioxide gas is removed by aeration. Silica in water is 
very detrimental at high pressure. It vaporizes at high pressure and flows with 
steam, condenses on turbine blades in the form of hard glassy scales which 
are difficult to remove. Magnesium hydroxide is often used to adsorb silica 
from water. 

The membrane treatment for removing the total dissolved solids from 
make-up water is also an energy efficient process and is gradually gaining 
more acceptance. [t uses the principle of either reverse osmosis or 
electrodialysis. The driving force for reverse osmosis is the application of 
counter pressure to normal osmotic pressure, driving water molecules through 
the membranes in preference to dissolved salts. The basis of electrodialysis is 
the reverse of that of reverse osmosis in that it moves dissolved salts away 
from the water accruing a practical advantage because the quantity of salts is 
far less than the water volume. The membranes used in either process are 
expensive, and coagulation, settling and filtration are used first to protect them. 


6.13.8 Condensate Polishing 


A high quality make-up water can be produced for the plant by using 
demineralizing systems as discussed above. However, this treated water while 
flowing through the cycle can pick up impurities due to condenser leakage from 
the circulating water through the tubes as well as metallic ions, such as iron and 
copper, from pipelines. Condensate polishing is accomplished by passing the 
condensate through large demineralizing vessels, called mixed bed units, which 
contain both cation and anion resins. The resins not only remove dissolved salts 
in the above manner, but also act as filters for impurities or suspended solids. 
Power plants using once-through boilers and nuclear reactors generally require 
high quality water and use condensate polishing systems. 


6. 14| DEAERATION 


Deaeration (degasification) is one of the most important steps in boiler water 
treatment. It depends on the decrease in solubility of dissolved gases, notably 
О, and CO, as the water temperature 1s increased. The deaerator is a direct 
contact feedwater heater which has been described in Section 2.14. 


Power Plant Engineering 


dn-axetu se лоро 
от рм роет] 


(HO 914] 
Jagsospe 
ENIS 


тию Бытлүүмәшшәр padi у ло‘ "Я 


Jaipisedag] 


sadueyaxs 
пошу 


mE 

RLS 
КХХ 
RLS 
PRS 
tt 
RSS 


p NP 


ladumetaxa 
tore) 


NEN 
00000000 
КОХ 
RR 
ХХХ 
ООХ 
ER 
OK 


IMEMA Ax 


Steam Generators 
6.15] EVAPORATION 


Evaporation of pre-treated feedwater (и) by motive steam (т) bled from the 
turbine is often used where the boiler make-up water requirement is not large. 
Both evaporated water (t) and condensed steam (c) exiting the evaporator are 
fed back as make-up into the plant, normally the deaerator (Fig. 6.68). Prior to 
the evaporator, the boiler feedwater 18 softened by passing it through a sodium 
zeolite bed or by lime-soda process. 


vapour to plant 


Pretreated 
raw water 


Steam chest 
Condensate 


to plant 


Fig. 6.68 Schematic of a single-effect submerged evaporator 


6.16 | INTERNAL TREATMENT 


The dissociation and recombination of water go on till equilibrium is reached, 
НОН = Н -*(OH) 


The presence of excess hydrogen ions makes the water acidic and hence 
corrosive. The pH is the logarithm of the reciprocal of the hydrogen ion 
concentration. If the hydrogen ion concentration in water is 10 7 the pH value 


of water would be log (==) ar 7. The pH of the water varies with temperature 


(Fig. 6.69). At 15 °C, the pH of neutral water is 7. If pH > 7, water is alkaline 
and if pH < 7, it is acidic. Trisodium phosphate, Na, PO,, is injected to water in 
suitable doses to increase alkalinity, Monosodium phosphate, NaH,PO,, is used 
to decrease alkalinity. A pH meter can be used to measure the pH of water. 
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The essential factors required for corrosion are hydrogen ions (low pH) 
and dissolved oxygen. Scale formation and corrosion are reciprocal 
phenomena: conditions for one preclude the other, and the pH value of water 
determines it. A pH 10.5 is usually maintained for boiler water in order to 
minimize corrosion. It will, however, cause scale formation. Two principal 
steps in scale prevention are (1) periodic or continuous blowdown, and (и) 
external or internal treatment to eliminate the scale producers by chemical 
means. The external treatments have already been discussed. 

Internal treatment to prevent scale deposition is usually carried out with some 
form of sodium phosphate (trisodium, disodium or monosodium). Once in the 
boiler, all these phosphates react with the calcium salts to form tricalcium 
phosphate, which is rather a flocculent precipitate. The magnesium salts are also 
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Fig. 6.69 pH of water varying with temperature 


readily precipitated due to alkalinity of boiler water. Tannins or starches are 
sometimes used to prevent the precipitates from adhering to the boiler surfaces. 


6.17 | BOILER BLOWDOWN 


Concentrated solid precipitates at drum bottom (by internal treatment) are 
removed through blowdown, which may be either intermittent or continuous 
(see section 6.3.5), the amount of blowdown being governed by the allowable 
solids concentration and the purity of feedwater. It is usually expressed as a 
percentage. Thus, 


_ quantity of water blown down 
quantity of feed water 


5 blowdown x 100 
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For instance, 3% blowdown means that 3 per cent of the total amount of 
feedwater supplied is removed as liquid by blowdown of the drum. The 
continuous blowdown has the advantage of closer control of concentration and 
the recovery of part of the energy of the blowdown. 

Since water purity is controlled by blowdown in drum type boilers, 
condensate polishing is not required in such boilers. 


6,18 | STEAM PURITY 


The purity of steam is determined by the quality of the steam delivered by the 
boiler and the boiler salt concentration. Solids in the steam tend to cause scale 
deposits on superheater tubes or on turbine blades. Scrubbers and steam 
washers in the drum (see Section 6.3.5) help achieving the desired steam purity. 
By measuring the electrical conductivity of condensed steam samples, the 
steam purity can be determined. Pure water has a high electrical resistance, 
Presence of solids in water decreases the resistance. So the electrical 
conductivity is proportional to the solids in the water. 

Foaming and priming often cause excessive carry-over of water with steam 
leaving the drum. Foaming is the condition that results from the formation of 
bubbles on the drum water surface by the saponification agents like oil, high 
alkalinity and so on. Priming is a violent, spasmodic action which results in the 
throwing of slugs of water with steam. It is caused by too high a water level, 
uneven water circulation and rapid changes in steaming rate. For the desired 
steam purity, both foaming and priming have to be adequately controlled. 


Te A furnace wall riser, 18 m long, 76.2 mm OD and 6.1 mm thick receives 
saturated water at 80 bar and 1.5 m/s velocity. Assuming a circulation ratio of 12.5 
and a slip ratio of 1.2, determine (а) the pressure head developed, (b) the void 
fraction at riser exit, and (c) the heat transfer rate per unit projected area of the riser 
tube. 


Solution The pressure head developed due to natural circulation (Fig. E6.1), 


Ap = Hg(pr- pa) 
where p,, = average density of liquid-vapour mixture in the riser tube 


The quality of steam at the top of the riser is 8%. 
At 80 bar, v= 0.001384 m’/kg 


Dg = 002214 m kg 
p= Vo= 722.543 kg/m? 
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H 


Sat, water 


Fig. E6.1 


Drop = Det Krop Ug = 0.00138 + 0.08 x 0.02214 
= 0.0031552 mr kg 


Pap = D = 316.937 kg/m’ 
top 
= Pian * Pr B 316.937 + 722.543 


zx 2 2 
(a) Ар = Hgipr- Pm) 


= 18m x 9.806 E (722.54 — 519.74) kg/m? 
5 


=: 519.74 kg/m? 


= 35,8 kPa Ans. 
Vr _ 0.001384 


b zip ou x 1.2- 0.0706 
©) "Ту, 0.02352 
ТЕБЕ. u -05519 Ans 
1-х ,, 092 Ee | 
+, 14925400706 
x ^ '*008 
(с) h,- 1441.3kJkg аа — dj-762-122- 640mm 


Mass flow rate of saturated water entering the riser, 


w= pA; "= 722.543 x 2 x (0.064) x 1.5 


= 3.4866 kg/s 
Rate of steam formation in the riser tube, 
£0, = 0.08 x 3.4866 = 0.2789 kg/s 
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Heat transfer rate per unit projected area 


_ she _ 0.2789 x 14413 
D,H 00762 х18 


= 293.1 kW/m" Ans. 


MEURS A spray type desuperheater is supplied with water at 60 °C. It is 
connected in a steam line carrying 200 t/h of steam at 35 bar. Calculate the amount of 
water that must be sprayed per hour to maintain steam at 400 °C when the boiler load 
causes steam to leave at 450 °С. 
Solution Let œ be the rate of water spray required to bring down the steam 
temperature from 450 °C to 400 °C at 35 bar. We would neglect any pressure drop due 
to mixing and heat loss to the surroundings. By energy balance of the control 
volume containing the disuperheater (Fig. E6.2), 
e, hi, + a i = (00, + Oh, 

CALI =й.) = cu ih; a ha) 

ТАТТЫ; 
gs 3 1) 


or 
ћ, s h, 
Naw, A, = 3337.2 kl/kg, A, = 252 kJ/kg and A, = 3222.3 kJ/kg 
60 "C. | Water, 
(2) 


—— — === 1 


| Steam, 35 bar 
| @4% С 


Е о 


-— — "-— a 


. Steam 200 t/h | | gt 
35 bar 450 "C LL — 
CV, 
Fig. E6.2 


. 200(3337,2 — 3222.3) _ 200 x 114.3 |. ми 


3222.3 — 252 2970.3 
= 2.148 kg/s Ans. 


WETIRE A 13 т high downcomer-riser circuit operates at 160 bar. The riser 
receives uniform heat flux and saturated water. The exit quality is 50 per cent. 
Calculate the pressure head developed due to natural circulation, Take the slip 
factor as 1.2. 
Solution Using Eq. (6.17), 

v, , 0.001711 


v. 0.009306 


Ё 


x 1.2=0.2206 
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Using Eq. (6.16), 


| | 
y= TTE = 0.8193 
Lt Oy 142% x 02206 
Х 0.5 


Е 


Using Eq. (6.21) for uniform axial heating, 


Pr — Po | | l | | 
mi = E l |а шу | н 1-0, (1- y) 
р Py l-y a, (lr) 1 - a. (1—w) 
584.45 — 107.45 l 
риа aes ze He ern 
584.45 1 — 0.2206 | RT - 0.2206) | 


l 
Ша —oe————— 
" WE] 


= 584.45 -612 (1—0.566x 1.0178] 
= 325 kg/m 
Pressure head developed due to natural circulation, 
A P= gíp,— p,)H = 9.806 (584.45 —325)15 


= 38162 N/m’=38.162kPa Ап. 


KETEN A power plant producing 120 MW of electricity has steam condition 
at boiler outlet as 100 bar, 500 °С and the condenser pressure 15 0.1 bar. The boiler 
efficiency is 90%. The boiler consumes coal of calorific value 25.7 MJ/kg. The 
feedwater temperature at boiler inlet is 160 °C. The steam generator has risers in the 
furnace wall 40 m high and unheated downcomers. The quality at the top of the riser 
is 8% and a minimum exit velocity of mixture leaving the riser and entering the drum 
18 required to be 2 m/s. The risers have 60 mm o.d. and 3 mm wall thickness. 
Neglecting any pressure drop and heat loss, as well as the pump work, estimate (a) 
the steam generation rate, (b) the fuel burning rate, (c) the evaporation factor, (d) the 
pressure head available for natural circulation, (е) the circulation ratio, (f) the 
number of risers required, and (g) the heat absorption rate per unit projected area of 
the riser. 

Solution With reference to Fig. E6.4, 
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hy = 3374.8klikg 
5, = 6.6011 kJ/kg К = 0.6479 + x, (7.5055) 
x, = 0.7932 


Ау = 191.46 +0.7932 x 2393.29 = 2089.82 kl/kg 
hy = 191.46 kJ/kg = Ay, й; = 675.5 ККЕ 
c(h, — hy) = 120х 10° KW 


120 x 10° 
DE m 93.385 kos Ans.(a) 
SENTIT 2 ( 
93.385 x (3374.8 — 675.5) 
an == 0, 90) = a ee ral c MEN PES 
Tat gen @; x 25700 
mr 10.898 kg/s Aris b) 


Evaporation factor = 00,/00,= 93.385/10.898 = 8.57 Ans.(c) 
Pressure head available for natural circulation, 
Ap= g HCpr- Pm) 
Diop = 0.0014523 +0.08 x 0.0165884= 0.002779 m'/kg 
Prop = 359.8 Кот”, рут 170; 688 kg/m? 


m 


+ 
QE Pep ae = 523.9 kg/m’ 


Ар = 40 9.81 (688 — 523,9) = 64.327 kPa 
= 0.6433 bar Ans {d} 
Circulation гапо (СК) = 1/x,,,= 1/0.08 = 12.5 Апе Хе) 
а, = 60—6= 54mm 
Rate of steam formation in а riser, 


= T og Р EE! 32 
w= (E d os | Xap = E (54 x 10 y! x 2x 359,8 x 0,08 


= 0,131 kg/s 
Number of risers = 93.385/0.131 = 712 Ans.(f) 
Heat absorption rate per unit projected area of the riser 
_ МА,  0131x13198 


= = 7247kWim?  Ans.(g) 
DH 006x40 


ЖЕЧИ Steam leaves the drum of a boiler at the rate of 64 kg/s at 
60 bar, with 2% moisture. The feedwater from the economiser enters the drum 
at the rate of 62 kg/s and has 3 ppm. The makeup water at the rate of 2 kg/s is 
fed into the drum and it has 50 ppm. Effective steam washing reduces the solids 
in the moisture, leaving the drum with steam, to 5 ppm. If the solid 
concentration in the drum water is to be maintained at 1000 ppm, find (a) the 
blowdown required in kg/s, (b) heat loss in blowdown as a percentage of total heat 
released in the furnace, if blowdown heat recovery is not used, when the 
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fuel burning rate is 7 kg/s and its heating value 23 MJ/kg, and (c) the deposition of 
scale in superheater tube in kg/day. Take the room temperature as 30 °C, 
Solution Making an impurity balance of the drum at steady state 


(Fig. E6.5). 


FW from To superheater 
economiser 


Blowdown 


Fig. E6.5 


(Impurities entering with feedwater + impurities entering with make-up = impurities 

leaving with blowdown + impurities leaving with moisture carry-over with steam) 
62x 3x 10°+2x50x 10°=BDx 1000 х 10°+0.02x64x5x 10° 

The rate of blowdown is 

| 62х3+2х50 - 0.02 x64 x5 

i 1000 

The energy loss in blowdown as a percentage of total heat released in furnace 


BD -02706kg/s Ansa) 


ER BOCA ona — ыен) * LOO 
e, x HHV 
2 0.2796(1213.35 — 125.79) 


а x 100=0.19% Алғ. (Б) 
Scale deposition in superheater tubes 

= 0.02 x 64 5x 10 °х 3600™ 24 

= 0.553 kg/day Anse) 


Belang Feedwater from the high pressure heater enters the inlet header of the 
economuser at the rate of 600 kg/s and at 140 bar, 170 °C, It is heated by flue gases till 
it becomes saturated liquid at that pressure and leaves the outlet header to flow into 
the drum. Flue gases flow over the economiser coils at the rate of 1250 kg/s and 
leave at 450 °С. To restrict the erosion rate by fly ash, the flue gas velocity should 
not exceed 12 m/s, while the optimum water velocity leaving the coils is 1.2 m/s. The 
tubes are of 70 mm od and 60 mm id. The overall heat transfer coefficient may be 
taken as 70 W/m’K. Determine the number of coils needed in the economiser and the 
length of one coil. Take c, of flue gases as 1.12 kJ/kg К. Ifthe vertical pitch of the coil 
is 80 mm, and the clearance on the two sides of the duct of width 4.8 m is 5 mm. find 
the vertical height of the economiser coils. 


Solution — At 140 bar, h;— 1571.1 Ко, 
Lan = 336.75 °C, 0; = 0.001611 пр 
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At 170°C, h, 719.21 kJ/kg 

v= 04001114 m" kg 
The rate of heat transfer in the economiser (Fig. E6.6) 

O= (he hisce) = 9, Cpg Ugi 7 tea = US do A tim, 
or 600(1571.1—719.21) = 1250 x 1.12 (1, —450) 


OT 511134= 14002. — 450) 
„= 815°С 
_ 47825- 280. : 
Ato ng =37032°С 
ln == 
280 
J 11134 kW 
А, # $11134 К 


U, Аы 70х10? х 37032 kW/m 
= 19.72% 105 т? 


0,= COE = 600 kg/s 


Vr 
x 5 x (60 x 104)? x -—n 
H pm p= 
3 0.001611 
Outlet 
header р 
Е] 
z mmi ta, 
g 
f. 
CEE Sat 
= To drum 
en 
——— 
НЕМ 
PEES 
[ecd s 
ert 
H E Inlet 
tp, = 4507C пе 
Bl ^ 
ОЕ =478,25°С — L Di, = 280 °C 
From h.p. heater, | е 
(а) дүү” 170°C (b) 


Fig. E6.6 


600 х 4х 0.001611 _ 4х1611 
хх3600х10°х12 лхбх1.2 
A= пла,1= 19.72 x10 т? 


= 285 Ans. 
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19.72 x 10° 
к 5314.6 м Ans. 
285xz X 70x10^ 


Number of turns of one coil, 

-l , 346 _ 
t B-2C 48-2x0.005 
The vertical height of the duct occupied by the economiser coils 

= х 0.08 = 5 28 т Ans. 


= 65.6= 66 


я 


И For the above steam generator there is a tubular type air preheater 
following the economiser, where the flue gases flow through the 
tubes and are cooled to 160 °C and air entering at 35°C flows outside the tubes 
at the rate of 1167 kes. The inlet velocity of flue gases is 13 m/s and the tubes 
are of 60/65 mm. Ifthe overall heat transfer coefficient is 30 W/nr К, find the length 
and the number of tubes. Assume that the flue gases behave as an ideal 
gas having c, = 1.10 and А = 0.287 kI/ kg К. 
Solution For the air preheater (Fig. E6.7), the given particulars are: 

a= 1250 kg/s, 7 =450°С, „= 160°С, ft, = 35 °С, 

„„= 375°С, U,-30W/m*K, V‚=13 тив 
_ ВТ, 0.287 x (450+ 273) _ 

р 101.325 | 

Q= t, Cog ty, 7 tg) U, Cpa (a, — fs.) = А M 


Uy, 
Flue gas, ip = 450°C 


Heated air = — 
c 375 °С 


Fig. E6.7 
1250 x 1.1 (450— 160) = 1167 x 1.005 (12—35) 
= 375°C. 
i 75 — 125 
=97.5° 
M 75 > С 
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1250х 1.1х290= 0.03x4,x 97,5 ог A,=136325m? 
7 Fa 
(9, = (5 a?) — = 1250 kg/s 
Vg, 
Й 1250 х 4х 2.048 B 
ax (0.06) x13 
A, = пла, 1= 69647 x t х 0.065 x [= 136325 


i 136325 
— 69.647 x m x 0.065 


69.647 Ans. 


= 9.59 m Ans. 


Find the number and length of superheater coils of 50 mm id and 5 mm 
thickness to be provided if steam at exit is at 60 bar, 500 °C and flows with a velocity 
of 10 m/s and mass flow of 80 kg/s. Due to restriction by materials, the heat flux in the 
superheater coils 1s to be limited to 140 КМ, 

Solution From steam tables, at state points shown in Fig. E6.8, 
hy, = А, = 2784.3 ККЕ 
hy = 34222 kJ/kg, 2, = 0.05665 m'kg 
Heat absorption rate in superheater coils 
: (0. (Л — ht) = 80 (3422.2 — 2784.3) 2 51032 KW 


51032 


Surface area required = = 364.5 nr 


Now, „= p, Ay И = Pa 45 И, = СЕ = 80 kg/s 
n 


— Super 
heater ЖЕ 


sut. мар. 
from drum 


(a) (b) 
Fig. E6.8 
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„_ 80х 4х0.05665 _ 


Number of coils, = = 23] Ans. 
T х (0.05) x 10 

Now, A, 264.5 т= пла, 1 

Length ofonecoil, / 364.5 =8.37m Ans. 


" 23ixz x 0.06 


BETTS A boiler plant incorporates an economiser and air preheater and 
generates steam at 40 bar and 300°C with fuel of heating value 33,000 kl/ke burned 
at a rate of 500 kg/h. The temperature of feed water is raised from 40°C to 125°C in the 
economiser and the flue gases are cooled at the same time from 395°C to 225°C, The 
flue gases then enter the air preheater in which the temperature of combustion air is 
raised by 75°C. A forced draught fan delivers the air to the air preheater at a pressure 
of 1.02 bar and a temperature of 16°C with a pressure rise across the fan of 180 mm of 
water. The power input to the fan is 5 kW and it has a mechanical efficiency of 78%. 
Neglecting heat losses and taking C, as 1.01 kJ/kg К for flue gases, calculate (a) the 
mass flow rate of air, (b) the temperature of flue gases leaving the plant, (c) the mass 
flow rate of steam and (d) the efficiency of the boiler. 


Solution Power input ta the FD fan, P= 2E 
Пас 
3 
f= PX Inch _ 35x10 x078 _ 2l m/s 
PER 1000 x 9,8] x 0.180 
5 
Density of air, p, = B С. 23 kg/m? 


RT 287x(273416) — 


Mass flow rate of air, m, = p,* р =1.23х2.21 
= 2.72 kgs Ans. (а) 
Assuming complete combustion of fuel, the mass flow rate of flue gases, 


| | 500 
Ma = Ma bm, =2,72+ — = 2,855 К 
y 7222 3600 55 kg/s 


Е 
Energy lost by flue gas = energy gained Бу air in air preheater 
2.855 x 101 x АТ= 2.72x 1.005 x 75 
AT = temperature drop of flue gases 


= TIC 
< Temperature of flue gases leaving the plant 
= 225—71=154°С Ans. (б) 


Making an energy balance for the economiser 
ti, с„(125—40)= т, Cp, X (395 - 225) 


_ 2.855 x 1.01 x 170 


| = 1.379 kg "T 
^ 4.182 x 85 ЁЗ is) 


m 
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Water enters the boiler as feedwater at 40°С 


h,= 167.4kl/kg 


Steam leaves the boiler at 40 Баг. 300°C, 


Raum ua рела сс Um ‚ш 


rr he Года 


6.24 
6.25 
6.26 
6.27 


й = 2962.3 kI/kg 
(2962.3 —167.4) x 1.379 


= 0.84 ог, 84% Ans. (d 
33000 x 500/3600 ip НЕ 


Boiler efficiency = 


-SHORT-ANSWER QUESTIONS — = 
ша tr ed en, ge en lt rg a st 
What ıs the function of a steam generator? Enlist its basic components. 
How does an industrial steam generator differ from a utility boiler? 
Explain the characteristic features of a fire tube boiler. How is it different from 
a water-tube boiler. 
What is a fusible plug? Why is it used? 
How does a spring-loaded safety valve operate? 
What are the characteristic features of a package boiler? 
Mention the ments and demerits of fire-tube boilers. 
How does a cross-drum straight tube boiler differ from a longitudinal drum 
boiler? 
What are the shortcomings of straight tube boilers? 
What is a Stirling boiler? What are its main features? 
What is circulation? What is the difference between natural circulation and 
forced circulation? 
What is the pressure head developed for natural circulation? 
Why and when are downcomers placed outside the furnace? 
Under what situation is natural circulation not relied upon and forced 
circulation adopted? 
What is circulation ratio? Mention the range in which the circulation ratio 
should vary. 
What is TDF? 
Why is too much steaming not desired in a riser tube? 
When does a riser tube become vulnerable to rupture? 
Why are downcomers fewer in number and bigger in diameter, while risers are 
more in number and smaller in diameter”? 
What is DNB? Why is it avoided? 
What is void fraction? What is slip ratio? How are these two related to quality 
of a liquid—vapour mixture? 
Why should no moisture flow along with steam from the drum to the 
superheater? 
Why is no vapour bubble desired to flow along with saturated water from the 
drum to the downcomers? 
What is blowdown? Why is it needed? 
Why is trisodium phosphate injected into the drum? 
What are the functions of the steam drum in a water tube boiler? 
What are drum internals? Why are they required? 


6.28 
6.29 
6.30 
631 
6.32 
6.33 
6.34 
6.35 
636 
6.37 
6.38 


6.39 
640 
641 
642 
643 


6.44 
6,45 


6.46 


647 
6.48 
649 
6.50 
6,51 
6.52 


6.53 
6.54 
6.55 


6.56 
6.57 
6.58 


6.59 
6.60 
6.61 
6.62 


6,63 
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What are primary and secondary separators inside the drum? 

What is steam-washing? 

What do you mean by priming and foaming? 

What are "courses"? 

What is a water wall? What do you mean by a membrane water wall? 

What are once-through boilers? How do they differ from drum boilers? 
Explain the functions of primary air and secondary air. 

What is an assisted circulation steam generator? 

What is a La Mont boiler? 

What is a supercritical boiler? What are its merits and demerits? 

What is the function of an economiser? What are steaming and non-steaming 
economisers? 

Why are the economiser tubes often finned or gilled on the gas-side? 

How is the water velocity inside the economiser tube optimised? 

What are primary and secondary superheaters? 

What is a pendant superheater? 

How are the gas velocity on the outside and steam velocity on the inside of a 
superheater coil decided? | 

How 15 the erosion rate of fly ash related to gas velocity”? 

Why does the exit steam temperature increase with the increase in load in a 
convective superheater? 

Why does the exit steam temperature decrease with the increase in load in a 
radiant superheater? 

What are platens? Where are they used? 

Where is reheater located? 

What is a closed loop control? What is proportional control? 

How is the water level in steam drum controlled? 

What is a "boiler master"? How is steam pressure controlled? 

What are the different methods of controlling the superheat (and reheat) 
temperature of steam? 

Explain the operation of a spray-type desuperheater. 

Why is the desuperheater located before the last stage of superheating? 
Explain the steam temperature control by gas recirculation. What is gas 
tempering? 

What are tilting burners? 

What is the function of air preheater? How does air preheating save fuel? 
What are recuperative air preheaters? Why are baffles provided? Why is the 
overall heat transfer coefficient in APH low? 

Explain the operation of Ljungstrom (regenerative) air preheaters. What are 
their advantages and disadvantages? 

When are two stages of air-preheating required? 

What is a bubbling fluidized bed combustor? What are its merits? 

Explain the characteristics of a circulating fludized bed boiler. What is the 
backpass? 

What is the function of the external fluid bed heat exchanger? 

What is a non-mechanical valve? Name some such valves. 
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How does the L-valve operate? 

What is a loop seal? How is it different from a seal pot? 

What are cyclone separators’? Explain the principle of gas solid separation in 
a cyclone. 

Define the collection efficiency of a cyclone. What is the cut-off size? 

On what factors does the collection efficiency of a cyclone depend? 

Enlist the advantages and disadvantages of CFB boilers, 

Explain the aspect of fuel flexibility in а CFB boiler. How is the combustion 
temperature (800—900 °C) maintained in the furnace at varying loads? 

What is acid rain? How is sulphur removed in a fluidized bed combustor? At 
what temperature is sulphur capture maximized? What should be the Ca/S 
ratio for high sulphur capture? 

How 15 low NO, emission possible in a CFB combustor? Explain the staged 
combustion process. 

What do you mean by turndown ratio? What is the turndown ratio achieved 
ina CFB boiler? 

Which is the world's first CFB boiler? Which is now the biggest CFB boiler in 
operation? Which is the biggest boiler in the erection stage? 

What is a pressurized fluidized bed boiler? What are its merits and demerits? 
How does a PFBC differ from a PCFB? 

Explain briefly the characteristic features of a PCFB boiler. How does it fit into 
the combined cycle power generation? 

What are the circulation systems in a CFB boiler? 

Explain the operation of an electrostatic precipitator. 

What ıs a fabric filter? What do you mean by the term 'air-to-cloth ratio"? 
What are the different types of fabric filters? 

What is a baghouse? 

What are the factors to be considered for an ash disposal system. 

What are the fractions of fly ash and bottom ash in a pc boiler? 

What are the uses of fly ash? 

What are the basic objectives of feedwater treatment? 

What are the Impurities m raw water? 

What do you mean by clarification? 

How are gravity filters different from pressure filters? 

What are the basic processes of water softening? 

Explain the lime-soda process for softening of feedwater. 

What do you understand by hot phosphate softening? 

Explain how a bed of sodium zeolite softens feedwater. How is the bed 
regenerated? 

What are the basic components of a demineralization plant? 

What do you mean by ion exchange? 

What is the harmful effect of silica in water? How is it removed? 

What is reverse osmosis? What is electrodialysis? 

What do you understand by condensate polishing? Where is it required? 
What is pH value? How is it controlled in water? 

What is internal treatment of feedwater? How is it done? 

What do you mean by steam purity? 
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А boiler plant comprises a boiler, superheater, economiser and air preheater. 
The feedwater enters the economiser at 45 °С, Air is preheated from a 
temperature of 15 °C to 150 °C. The steam is generated in the boiler at a 
pressure of 35 bar, 0.98 dry and leaves the superheater at 350 °C, When using 
oil of calorific value 42 MJ/kg, the evaporation rate is 10 kg steam per kg fuel 
and the air to fuel ratio is 20 : 1 by mass. Neglecting heat losses and pressure 
drops, estimate the heat transfer per kg fuel in each component and the plant 
efficiency. Assume c, for air and flue gas as 1.005 and 1.045 kJ/ kg К, 
respectively. (Ans. Myton = 0.696] 
A boiler drum has a concentration of 1250 ppm. What percentage of water in 
the boiler must be wasted through the blowdown to reduce the concentration 
to 1000 ppm when the feedwater concentration is 11 ppm? If it is desired to 
have not more than | ppm in the steam from the boiler having a concentration 
of 1000 ppm, what will be the maximum moisture in the steam? 

(Ans. 20.2%, 0.1%] 
The following data apply to a steam generator with economiser and air 
preheater. Steam output; 100 t/h: blowdown 3%; gas flow: 130 t/h; gas 
temperature to economiser: 410°C; gas temperature leaving air preheater: 

150 °C; air flow 100 t/h; water temperature to economiser: 210 °C; water 
temperature from economiser: 225 °C; air temperature to air preheater: 44 °C; 
heat transfer surface area of economiser: 380 m”; heat transfer surface area of 
air preheater: 5000 m^. Calculate, making needed assumptions, (a) the gas 
temperature leaving economiser, (b) the air temperature leaving air preheater, 
(с) the overall heat transfer coefficients for both economiser and air preheater. 
Take c, for air, gas and feedwater as 1.005, 1.05 and 4.2 kJ/kg К, Е. 

[Ans. (а) 362.5 °С, (b) 332.62 °C, (c) 0.1015, 0.0965 kW/m” К] 
А drum type steam generator operates at 160 Баг. Water from the drum, 
subcooled at 7.3 °C flows down the downcomer at the rate of 1250 kg/s. The 
downcomers and risers are all 15 m high. The average density of water-steam 
mixture in the risers is 350 kg/m‘. The pressure losses in the downcomer and 
risers is 0.52 bar. Calculate the power needed to drive a forced circulation 
pump of 70% efficiency. 
А 15 m long, 75 mm diameter riser tube receives saturated water at 160 bar and 
at a velocity of 0.7 m/s. Heat is added to it uniformly. The slip ratio is 1.7. 
Estimate the maximum heat added to the tube in kJ/m if the exit void fraction is 
not to exceed 0.80. 
Saturated steam at 160 bar enters a convective superheater. Ata given load it 
leaves at 480 °С. The convective heat transfer coefficients A; and Ah, are 
proportional to a” and e^. respectively, where о), and œw, аге the mass 
flow rates of steam and gas. Find the exit temperature of steam if both steam 
and gas flows are doubled. The gas temperature 7, remains constant at 

1500 °C. Assume for simplicity that the heat transferred © is proportional to L 
(T, = T,), where T, is the average of the exit and inlet steam temperature. 
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Steam enters a radiant superheater in a dry saturated state at 160 bar. The 
convective heat transfer coefficient inside the tubes is proportional to «^5, 
where œ, is the steam flow rate. The radiative heat transfer between the 
combustion gases and the tube surface is proportional to (Т*,— T^), where T, 
and 7, are the flame and tube wall temperatures, respectively. Ata given load, 
the superheater outlet temperature is 560 °C, and А, is 5-times A. Neglecting 
the conductive resistance of the wall, calculate the exit temperature of steam, 
if the steam mass flow is doubled. 

А 24-section Ljungstrom air preheater contains 1.6 mm thick corrugated steel 
sheet and rotates at 2 rpm. The hot gases enter at 315 °C and leave at 175 °C. 
The air enters at 25 °С, For simplicity, assume that both gases and air have 
equal mass flow rates of 12.8 kg/s and the same specific heat of 1.008 kJ/kg К. 
The preheater has an effectiveness of 0.8 (ratio of actual to maximum 
temperature rise of air). Steel has a density of 7850 kg/m? and a specific heat of 
0.418 kF kg К. Calculate (a) the air exit temperature, and (b) the total area 
provided by the steel sheets, 

A certain steam generator, operated at 40 bar, has a horizontal 1.5 m id steam 
drum which is 6.2 m long. The normal water level is at the mid-point. If the 
water level falls more than 0.30 m below this point, serious “starvation” of 
some of the downcomers will result. When the steaming rate is 12 kg/s, how 
long an interruption in feedwater supply could be tolerated? 

A forced circulation boiler delivering 36 kg/s at 130 bar is operated with a 
circulation ratio of 5 : 1. The circulation pumps impart a head rise of 2.8 bar, 
with suction conditions of 350 °C and 140 bar. What would the ideal pump 
work amount to per kg of steam delivered? 

A certain steam generator is to deliver 84 kg/s at 500 °C and 100 bar. The 
condition of steam after the primary superheater is expected to be 495 °C and 
101 bar. It will be necessary to reduce the temperature to 450 °C prior to 
entering the secondary superheater if the desired final temperature is to result. 
What quantity of desuperheater water at 115 bar, 175 °C must be supplied per 
second to the desuperheater spray nozzles? 

Calculate the efficiency of a marine boiler operating under the following 
conditions: feedwater at 50 bar and 120 ?C is supplied to the boiler at the rate 
of 30 kg/s. Of this, 25 kg/s leaves the superheater outlet at 40 bar and 450 °C 
and the remainder leaves the steam drum as dry saturated steam at 42 bar for 
auxiliary purposes. The fuel used is oil having a calorific value of 40,414 MJ/ 
т? and it is supplied at the rate of 7.2 т Љ. 

The boiler in Prob. 6.12 has an integral non-steaming economiser from which 
water leaves at a temperature of 175 °C. Of all the heat absorbed by the water 
and steam, determined (a) the percentage absorbed in the economiser, (b) the 
percentage absorbed in the evaporator, and (c) the percentage absorbed in 
the superheater. 

It is proposed to install an economiser on a steam generator which at present 
generates saturated steam at 20 bar while consuming 3 tonnes of coal per 
hour. The coal has a HHV of 31.4 MJ/kg and contains a total of 5% Н, as fired. 
Addition of the proposed economiser surface would result in a final gas 
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temperature of 195 °C entering the stack compared to the present temperature 
of 260 °C. There is no reason to believe that addition of the economiser would 
change appreciably the losses due to unbumt carbon, CO or radiation. At 
present, these losses total 6.5% of the HHV. Combustion air is supplied at 
30 °С and may be considered to be dry. There are 14 kg of dry flue gas per kg 
offuel. (a) Calculate the new steam generator efficiency (after addition ofthe 
economiser). (b) Calculate the reduction in fuel consumption due to this 
addition. 
A boiler plant incorporates an economiser and an air preheater, and generates 
steam at 40 bar, 300 °C with fuel of calorific value 33 MJ/kg burned at a rate of 
0.111 kg/s. In the economiser, the feedwater is heated from 40 °C to 125 °C by 
cooling flue gases from 395 °C to 225 °C. The flue gases then enter the air 
preheater in which air ts heated and its temperature rises by 75 °С. An FD fan 
delivers air at 1.02 bar and 16 ^C producing a pressure head of 180 mm of water. 
The power input to the fan is 5 kW and it has a mechanical efficiency of 76%. 
Estimate (a) the mass flow rate of air, (b) the temperature of flue gases leaving 
the plant, (c) the mass flow rate of steam, and (d) the efficiency of the boiler 
plant. Neglect heat losses and take c, = 1.01 kJ/kg K for the flue gases. 

[Ans. (a) 2.72 kg/s, (b) 150.4 °C, (c) 1.25 kg/s, (d) 83%] 
A 210 MW power plant has steam condition at boiler outlet as 150 bar, 550*C 
and the condenser pressure is 0.1 bar. The boiler efficiency is 90 per cent. The 
boiler consumes coal of calorific value 25 MJ/kg. The feedwater temperature 
at boiler inlet is 170°C. The steam generator has risers in the furnace wall 43 m 
high and unheated downcomers. The boiler operates on natural circulation 
and to ensure wetted surface on the riser tubes it has a circulation ratio of 16. 
А minimum exit velocity of water-steam mixture leaving a riser and entering 
the drum is required to be 1.8 m/s. The risers have 60 mm outer diameter and 
3 mm thickness, Taking Noe, = 0.94 and 7] = 0.92 and neglecting any heat loss 
and pressure drop, as well as the pump work, estimate (a) the steam generation 
rate, (b) the fuel burning rate, (c) the evaporation factor, (d) the pressure head 
developed due to natural circulation, (e) the quality of steam at the top of the 
riser, (f) the void fraction of steam at the riser exit, if slip ratio is 1.2, (g) the 
number of risers required, (h) the heat absorption rate per unit projected area 
of a riser, (1) the overall plant efficiency, if 5 per cent of the total power is used 
to drive the auxiliaries. 
In continuation of the above problem, feedwater enters the economiser inlet 
header at 150 bar, 170°C and leaves in the saturated vapour state. The 
economiser consists of tubes 70 mm outer diameter and 60 mm inner diameter 
made in the form of vertical coils. To restrict the erosion relate by flyash, the 
flue gas velocity should not exceed 12 m/s, while the velocity of water leaving 
the outlet header is 1.2 m/s. The ash content of coal is 30 per cent by mass and 
9.8 kg air is supplied per kg of coal. Flue gases leave the economiser coils at 
450°С. Taking the overall heat transfer coefficient as 80 W/m’K, estimate the 
number of coils needed in the economiser and the length of a coil. If the 
vertical pitch of the coils is 80 mm and the clearance on the two sides of the 
duct having width 4.8 m, is 5 mm, find the vertical height of the economiser. 
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6.18 For the above steam generator there is a tubular type air preheater following 


16. 


the economiser, where the flue gases flow through the tubes and are cooled to 
150°C. Air entering at 35°C flows outside the tubes. The outlet velocity of flue 
gases is 14 m/s and the tubes are of 60/65 mm. If U, = 30 W/m’K, find the 
number of tubes of the air preheater and the length of tubes. Assume that the 
flue gases behave as an ideal gas having c, = 1.10 and R = 0,286 kJ/kgK. 
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Steam Turbines 


7.1 | INTRODUCTION 


А steam turbine 18 а prime mover which continuously converts the energy of 
high-pressure, high temperature steam supplied by a steam generator into shaft 
work with the low temperature steam exhausted to a condenser. This energy 
conversion essentially occurs in two steps: 


1. The high-pressure, high-temperature steam first expands in nozzles and 
comes out at a high velocity. 

2, The high velocity jets of steam coming out of the nozzles, impinge on the 
blades mounted on a wheel, get deflected by an angle and suffer a loss of 
momentum which is absorbed by the rotating wheel in producing torque. 


A steam turbine is basically an assemblage of nozzles and blades. 

The Greek inventor Hero of Alexandria built the first prototype of a steam 
turbine in 120 BC which operated on the reaction principles. A simple closed 
spherical vessel, mounted on bearings, carrying steam from a cauldron or boiler 
with four tangential pipes discharging steam 1s driven around by the reaction of 
the steam jets (Fig. 7.1 a). Many centuries later, Giovanni Branca made the 
prototype of the impulse steam turbine in 1629, which is often referred to as the 
Branca's wheel. 

In 1878, a Swedish engineer, Carl Gustav Patrik de Laval (1845-1913), 
developed a simple impulse turbine to separate cream from milk, using a 
convergent-divergent (supersonic) nozzle which ran the turbine to a maximum 
speed of 100,000 rpm. He constructed in 1897 a velocity-compounded impulse 
turbine (a two-row axial turbine with a row of guide vane stators between them, 
all fed by a single set of high velocity nozzles). 

In France, Auguste Rateau (1863-1930) experimented with a de Laval 
turbine in 1894, and developed the pressure compounded impulse turbine by 
1900. 
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Fig. 7.1 (a) Hero's turbine 


In the USA, Charles G. Curtis (1860-1953) patented in 1896 the velocity- 
compounded turbine similar to a two-stage de Laval turbine, but after further 
development he sold all his rights to General Electric in 1901. 

In England, Charles A, Parsons (1854-1931) made in 1884 a multi-stage 
axial flow reaction turbine using brass blades on a steel wheel. Berger 
Ljungstrom (Sweden) became famous for his development of a double flow 
radial reaction turbine in 1912. 

Steam turbines are not only employed to operate electric generators in 
thermal and nuclear power plants to produce electricity, but they are also used 
(a) to propel large ships, ocean liners, submarines and so on, and (b) to drive 
power absorbing machines like large compressors, blowers, fans and pumps. 

Turbines can be condensing or non-condensing, depending of whether the 
back pressure is below or equal to the atmospheric pressure. Figure 7.1(b) shows 
different types of turbines, in regard to steam flow through the units. 

For small units without reheat, the steam turbine may consist of a single 
turbine when the steam expanding through the turbine exhausts to a condenser 
or to a process line. This is a straight-flow turbine as shown in Fig. 7.1 (b) (A) 
and (B). For a large unit without reheat, the steam may expand through an initial 
section and then exhaust to another turbine. This later turbine may then exhaust 
to a condenser or to a process. The initial turbine is designated as the high- 
pressure (HP) turbine and the second turbine the low-pressure (LP) turbine, as 
shown in Fig. 7.1(b) (C). 

For a single reheat cycle, the steam from the boiler flaws to the HP turbine 
where it expands and is exhausted back to the boiler for reheating. The reheat 
steam coming from the boiler flows to the intermediate-pressure (IP) or reheat 
turbine where it expands and exhausts into a crossover line that supplies steam 
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to the double-flow LP turbine. The steam expands through the LP turbine and 
exhausts to а condenser as shown in Fig. 7.1(b) (D). 

Figure 7.1(b) (Е) shows double-reheat cycle where steam is reheated twice, 
having four turbine sections, viz. HP, IP, reheat and double-flow LP. Flow 
designations of triple-flow, four-flow, six-flow and eight-flow are also used. A 
triple-flow designation indicates the use of one double-flow LP turbine and a 
single-flow LP turbine, as shown in Fig. 7.1(b) (F). Four-flow designation 
indicates the use of two double-flow LP turbines (Fig. 7.1(b)(G)). 

Turbines are also designated by the type of extraction involved, if any. Steam 
extracted for feedwater heating varies in pressure and flow as a function of load. 
This variation is acceptable and so no effort is made to regulate the pressure. 
This is called uncontrolled, simple or nonautomatic extraction, as shown in 
Fig. 7.1(b)(H). However, turbines supplying steam for process applications must 
supply steam at a constant pressure. Since the pressure varies with load, 
regulating valve is used to control the pressure. This is called a controlled or 
automatic extraction turbine, as shown in Fig. 7.1(bXl). 

The overall steam turbine generator arrangement of a power plant ts 
designated as fandem-compound or cross-compound on the basis of shaft 
orientation, as shown in Fig. 7.1 (c). The tandem-compound unit has all turbines 
and the generator in-line, connected to the same shaft and thus operate at the 
same speed. The cross-compound arrangement typically consists of HP and IP 
turbines operating at 3600 rpm (for frequency of 60 Hz and a bipolar generator, 
rpm = (120 x 60)/2 = 3600 rpm as in the USA, while in India with 50 Hz 
frequency, it is 3000 rpm) driving a generator. The exhaust steam from the IP 
turbine crosses over to a LP turbine that operates at 1800 rpm (1500 rpm for 
50 Hz and 4 poles), driving a separate generator. The LP turbine operating at 
slower speed allows the use of longer last-stage turbine blades with expansion 
to higher moisture percentages and less exhaust losses, resulting in higher 
turbine efficiencies. 

Large cross-compound units in the 1300 MW range with both shaft 
orientations operating at 3600 rpm have been built. The dual-shaft arrangement 
was used to minimize shaft length and any single generator size. 

Power plant steam turbines are thus typically designated by shaft orientation, 
number of LP turbine steam flow paths and the last stage blade length of the LP 
turbine, A turbine designated as TC4F30, for example, indicates a unit that is 
tandem-compound (TC) having two double-flow (4F) LP turbines with 30 in. 
(76.2 cm) last stage blade length. A CC2F23 indicates a unit that is cross- 
compound (CC) having one double-flow (2F) LP turbine with 23 in. (58.4 cm) 
last stage blade length. 


1:2 | FLOW THROUGH NOZZLES 


A nozzle is a duct by flowing through which the velocity of a fluid increases at 
the expense of pressure drop. A duct which decreases the velocity of a fluid and 
causes a corresponding increase in pressure is called a diffuser. The same duct 
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To condenser 
(A) Straight flow condensing (B) Straight flow noncondensing 
Single flow LP Double flaw LP 


Crossover 


To condenser To condenser 
(C) Two section condensing (D) Single reheat cycle 
Reheat 
"Ba Double flow LP 


(E) Double reheat cycle 


2 Double flow LP 
Single flow LP Crossover 


To condenser To condenser 


(F) Triple flow low pressure tubine cycle 
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Double flaw LP Double flow LP 
Crossover 


To condenser To condenser 


(G) Four flow low pressure turbine cycle 
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To condenser To condenser 
(Н) Single nonautomatic (I) Triple automatic extraction 
extraction condensing condensing 


Fig. 7.1 (6) Turbine Types 
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Double flow LP Double flow LP 


(A) Tandem compound unit 


Crossover 


Double flow LP 


Generator 
(3600 rpm) 


(B) Cross compound unit 


Fig. 7.1 (с) Turbine shaft orientations 
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may be either a nozzle or a diffuser depending upon the end conditions across it. 
If the cross-section of a duct decreases continuously from inlet to exit, the duct 
is said to be convergent, and if it increases from inlet to exit, the duct is said to 
be divergent. If the cross-section initially decreases and then increases, the duct 
is called convergent-divergent. The minimum crosssection of this duct is 
referred to as throat. A fluid is said to be compressible if its density changes 
with a change in pressure (or temperature). If the density does not changes or 
changes very little, the fluid is said to be incompressible. Gases and vapours are 
compressible, whereas liquids are incompressible. 


7.2.1 Velocity of Pressure Pulse in a Fluid 


Let us consider an infinitesimal pressure wave initiated by a slight movement of 
a piston to the right (Fig. 7.2) in a pipe of uniform cross-section. The pressure 
wave front propagates steadily with a velocity c, which is known as the velocity 
of sound, sonic velocity or acoustic velocity. The fluid near the piston will have 
aslightly increased pressure and will be slightly more dense than the fluid, away 
from the piston. 


Wave front 


(b) 


Fig. 7.2 Diagram illustrating sonic velocity: (a) stationary 
observer, (b) observer travelling with wave-front 


To simplify the analysis, let an observer be assumed to travel with the wave 
front to the right with the velocity c. Fluid flows steadily from right to left as it 
passes through the wave front, the velocity is reduced from c to e — dF. At the 
same time, the pressure rises from p to p + dp and the density from p to p + dp. 
The continuity equation for the control volume gives 


pAc — (p dp) A (c - dV ) 
or ре = ре- pd F +edp-dp dF 
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Neglecting the product dp. dF , both being very small, 


pdF =edp (7.1) 
The momentum equation for the control volume gives 
[p -(p + р) = p4c [(c- dV ) – с] (7.2) 


From Eqs (7.1) and (7.2). 
1/2 
OP m «e [$2] 
c 


Since the variations in pressure and temperature are negligibly small and the 
change of state is so fast as to he essentially adiabatic, and in the absence of any 
internal friction or viscosity, the process 15 reversible and isentropic. Hence, the 
sonic velocity is given, by 


TS EU. 
c FA (7.3) 


No fluid is truly incompressible, although liquids show little change in 
density. The velocity of sound in common liquids is of the order of 1650 m/s. 


7.2.2 Velocity of Sound in Ideal Gas 
For an ideal gas, in an isentropic process 


pv? — constant ог = constant 


Bes 


By logarithmic differentiation (1.е., first taking logarithm and then 
differentia-ting), 


dp ар 
-y— 
p р 
4р 

ss. d у? 

dp р 

: dp . 
Since c= "m and p — pRT for an ideal gas, 


e= Jy RT) (7.4) 


where R is the characteristic gas constant, which is equal to the universal gas 
constant divided by the molecular weight of the gas. 

The Mach number, M is defined as the ratio of the actual velocity F to the 
sonic velocity c 


M = Fic 
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When M > 1, the flow is supersonic, When M < 1, the flow is subsonic, and 
when M= 1, the flow is sonic. 


7.2.3 Stagnation Properties 


The isentropic stagnation state 1s defined as the state a fluid in motion would 
reach if it were brought to rest isentropically in steady flow, adiabatic, zero 
work output device. This 1s a reference state in compressible fluid flow and is 
commonly designated with the subscript zero. The stagnation enthalpy А, 
(Fig. 7.3) is related to the enthalpy and velocity- of the moving fluid by 


Fig. 7.3 Stagnation state 


2 


hy = A+ 3 


2 
For an ideal gas, c, (T, - T) = Е 


The properties without subnseript denote static properties. 


ete ли гд 
Since c= "ET QTJT 06 y RT 
Using Eq. (7.4) and the Mach number, 
Berti (7.5) 
Г 2 


The stagnation pressure p, is related to the Mach number and static pressure 
in the case of an ideal gas by the following equation: 


pi A 
Po = (rr) (7.6) 
р Г 2 
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7.2.4 Subsonic and Supersonic Nozzles 


For isentropic flow through a nozzle, 


— 9 


ho =h+ 3 
Since stangnation enthalpy does not change, 
dh =-F dV (7.7) 
From the property relation 
T ds = dh - v dp 
For isentropic flow, 
dh = dp (7.8) 
p 
From Eqs (7.7) and (7.8) 
de=-pF ЧР (7.9) 
dp 
or — < 0 7.10 
av (7.10) 


Therefore, as pressure decreases for flow through a nozzle, the velocity 
increases, and vice versa. The continuity equation gives 


w= pak 
By logarithmic differentiation, 
de + = + = =0 
p A F 
" ал df dp 
A р р 


Substituting from Eq. (7.9), 


dd dp dp dp =, dp 
stant 


A pr p pr dp 

or HB (1 MS) (7.11) 
А pF 
E ot сар 

Also, Е (Ie 7.12 
rin, ) T (7.12) 


When M = 1, i.e. the inlet velocity is subsonic, as flow area 4 decreases, the 
pressure decreases and the velocity increases. So, for subsonic flow, a 
convergent passage becomes a nozzle (Fig. 7.4a) and a divergent passage 
becomes а diffusor (Fig. 7.4b), When M > 1, i.e. when the inlet velocity is 
supersonic, as flow area 4 decreases, pressure increases and velocity decreases, 
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and as flow area A increases; pressure decreases and velocity increases. So, for 
supersonic flow, a convergent passage is a diffusor (Fig. 7.4c) and a divergent 
passage Is a nozzle (Fig. 7.4d). 


Fig. 7.4 Effect of area change on subsonic and Supersonic flow: 
(a) subsonic nozzle, (b) subsonic diffuser (с) supersonic 
diffuser, (d) supersoncic nozzle 


7.2.5 Critical Pressure ratio and Choked Flow 


Let us consider the isentropic flow of an ideal gas through a convergent- 
divergent nozzle (Fig. 7.5). 
The mass flow rate per unit area is given by 


o O 


Throat 


М < | М > I 


Fig 7.5 Choked flow in a convergent-divergent nozzle 
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@ _ n "PER MTS (7.13) 
f _ (rar =} : 


Since py Т y and А are constant, the discharge per unit area, a/d, is a 
function of Mach number only. There is a particular value of M when w/a is 
maximum. Differentiating Eq. (7.13) with respect to M and equating it to zero. 


9(@/4) _ ВЕ 1 
dM Т, h Р m. wy *1y tty = 0] 


R 


ү +1 
Y\poM[__y+! | y-i JE J- 
Akal Ten Sara Ba iz, 
М? (y +1) 
or l- О 
rl 

2(1+ 3 м?) 

ог M(y+ 1) = 2 + (y- ПМ 


M=1 or M=1 

So, the discharge 0/4 is maximum when M = 1. 

Since F =cM = (YRT) M, by logarithmic differentiation, 
аў dM ‚тат 


Y M'2T ш 
=| 

Again, Ta ( JI 

Т, 2 
Ву logarithmic differentiation, 

(y-l)M* ам 

d ud a 

= = 14m? M (7.15) 
From Eqs (7.14) and (7.15), 

dF 1 dM 

Е х — 7.16 

F 1+? -l M ( 


From Egs (7.12) and (7.16), 
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2 _ 
d4 (M’-NdM (17) 


A (i 


By substituting M = 1 in any of the Eqs (7. 11), (7.12) and (7.17), d4 = 0, or 
A — constant, So M — 1 occurs only at the throat and nowhere else, and this 
happens only when the discharge is the maximum. 

If the convergent-divergent duct (Fig. 7.5) acts as a nozzle, in the divergent 
part also, the pressure will fall continuously to yield a continuous rise in 


velocity. In other words, since Г = w/pÅ, for a certain mass flow rate @ with 
the decrease of pressure, density decreases at a rate faster than the rate at which 
area increases, as a result of which velocity continues to increase. This is true 
only for a compressible fluid. The velocity of the gas 1s subsonic before the 
throat, becomes sonic at the throat, and then supersonic till its exit, provided the 
exhaust pressure is low enough. The reverse situation prevails when the inlet 
velocity is supersonic. The whole duct then becomes a diffuser For an 
incompressible fluid, the convergent-divergent duct acts as a venturi, with the 
convergent part acting as the nozzle and the divergent part acting as the diffuser 
The maximum limiting speed of such a fluid is the sonic velocity. 

When М = 1 occurs at the throat, the discharge is maximum and the nozzle is 
said to be choked. It is incapable of allowing more dischasge even with further 
decrease in exhaust pressure (Fig. 7.6). This discharge is known as critical 
discharge and the properties at the throat under this conditien are called critical 
properties designated by superscript asterisks (*). 


ГА 


1.0 


—= pipa 
Fig. 7.6 Choking of nozzle 


In a converging nozzle, the velocity at exit from the nozzle 15 sonic when the 
discharge through it is maximum, and the exit properties are critical properties. 
Substituting M = | in Eq. (7.5), 
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io - žl- rH 
T 2 2 
ч 2 
m Ten (7.18) 
h y+l 


The ratio of the temperature at the throat where the velocity 15 sonic (T) to 
the inlet temperature (То) is called the critical temperature ratio. 

The critical pressure ratio, реро. defined as the ratio of the pressure at the 
throat to the inlet pressure, for choked flow when M = 1 occurs at the throat, is 


given by, 

r yity-D 

2 = | : | (7.19) 
Po y +1! 

Egs (7.18) and (7.19) hold good only for an ideal gas. It is thus seen that the 

critical pressure ratio for an ideal gas depends only on the specific heat ratio 7. 


For air, у = 1.4, and 
а L4/0.4 
P = fred = 0.528 
Po 4+1 


Hence, for air at 10 bar, a convergent nozzle requires a back pressure of 5.28 
bar so that the flow is sonic at exit, For a correctly designed convergent- 
divergent nozzle with inlet pressure of 10 bar, the pressure at the throat is 5.28 
bar for the maximum discharge. For helium, y= 1.67 and 


p 2 L67/0.67 
г = = 0.487 
Po fr: + ) 


Hence, for helium at 10 bar, a convergent nozzle requires a back pressure of 
4.87 bar for sonic flow at exit, and the pressure at the throat of a convergent- 
divergent nozzle with inlet pressure of 10 bar is 4.87 bar. 

The eritical velocity at the throat of a convergent-divergent nozzle or at exit 
of convergent nozzle is given from Eq. (7.4), 


Pe -(yRT*)* (7.20) 


For steam, Eqs (7.18), (7.19) and (7.20) are not strictly valid. However, а 
close approximation is obtained if it is assumed that steam expands 
isentropically in the nozzle following the law ри" = constant, where k is the 
isentropic index and it is not a ratio of specific heats as 1s x For steam initially 
dry, saturated, А = 1.135; for steam initially superheated, А = 1.3. 

Eq. (7.19) can then be written as 


* 2 krik —1) 
£ = [Б] (7.21) 
Fa k+l 


The proof of this equation in a steam nozzle is shown in the next Section. 
Therefore, when the steam entering a nozzle is dry, saturated, 
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* 2 113870135 
= = 0.577 
fr 35 + ) 


and when the steam entering а nozzle is superheated, 


* 1.3/0.3 
2 
fs Foe = 0.546 


v 
| 


рь 341 
For wet steam, Zeuner’s relation 
k = 1.035 + 0.1 x, 


where x is the quality of steam, may be used. When x = 1, becomes 1.135, as 
given earlier for dry, saturated steam. 


7.2.6 Flow in Steam Nozzle 


Let us consider the flow of steam through a convergent-divergent nozzle 
(Fig. 7.7). If the flow is adiabatic, О = 0, and since there is no work interaction 
involved, W = 0, and neglecting the potential energy change, the steady flow 
energy equation for the nozzle (Fig. 7.7 a) reduces to 


fig + — = h + | (7.22) 


If the velocity of approach, i.c. the inlet velocity F, is small, the velocity at exit 
from the nozzle is given by, 
й = [205-7 hy) x 1077"? = 44.7208, – А)? m/s (7.23) 


where (A, — й) is the enthalpy drop across the nozzle in kJ/kg. 
For isentropic flow in a nozzle. 


Тах = dh – vdp = 0 
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о, Јал = f vap 
0 ù 


hy—h,=-[ vdp (7.24) 


From Eq. (7.22), 


E s 


I 
ho - hy = = -Í оф 
ü 


Assuming that the pressure and volume of steam during expansion obey the 
law ро" = constant, where & is the isentropic index, and neglecting the inlet 
velocity Fy- 


А _ -| (me^) Uk р-р = E (p, J^» кдр 


ü ü 


i T {k = Dirk 
= — рт, | | —| ^1 
| Е | 
ik - yk ] 12 
_ | 2k 
or F = | ^^ pnl- ad (7.25) 
kl Po 


The rate of flow of steam is given by 


= (k-1yk | T? 
p= Аа 4 |25 Ао [А 
Ui '[&-1 ve Po 
Nk к+кү!'* 
o 2€ ља (a) ' (7.26) 
А [A1 [Ро Po | 


Ву analogy, changing A, to A and p, to p, 


; эрү 
o i 2k po p En Lyk 
A E 0, (2) Po ER 


Equation (7.27) shows that for given values of py and v,, the mass flow rate of 
steam depends upon the pressure ratio p/p). There is a certain pressure ratio for 
which discharge (0/4) is maximum. Therefore, by differentiating the term in 
square brackets and equating it to zero, 
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2’k (Е +1 k 
od (2) (2j zi 
iid Po Po 


(2—kyk ИК 
or (2) 2) = () 
K\ po k \ po 


This is the same equation as given in Eq. (7.21). This is the critical pressure 
ratio. 

If Pap © p* a convergent-divergent nozzle is used, and if р, > p*, a 
convergent nozzle is used. 

The velocity of steam at the throat or the critical velocity is given by 

V* = 44.72 (hy — hey!” (7.28) 
where (А, — h*) is the enthalpy drop of steam in the converging portion of the 
nozzle. The enthalpy drops (A, — Ау) and (Ay — h*) are read from the Mollier 
(or /i—s) chart. 

If the nozzle is only convergent, the minimum pressure to which steam can 
expand is the critical pressure when the discharge is maximum and the exit 
velocity of steam is the sonic velocity, which is given by Eq. (7.28). 

The critical velocity can also be obtained from Eq. (7.25) on substituting the 
critical pressure ratio, 


1/2 
- E 23 (7.29) 
For superheated steam А = 1.3, 
V* = 1.06 (py) ^ (7.30) 
For dry, saturated steam, & — 1.135 
V* = 1,03 (роо)? (7.31) 
where py is in the N/m? and v is in m'/kg. (7.31) 


7.2.7 Nozzle Efficiency 


Due to friction between the fluid and walls of the nozzle, the expansion process 
is irreversible, although still approximately adiabatic. In nozzle design, the usual 
practice is to base all calculations on isentropic flow and then to make an 
allowance for friction using a coefficient or efficiency. 
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The nozzle efficiency, 1, is defined as the ratio of the actual enthalpy drop 
to the isentropic enthalpy drop (Fig. 7.8), 


m= DÅ (7.32) 
18 


For an ideal gas, 


= Cy (®-П) _ Ig — f 


E Co (To -7,) I — diy 


(7.33) 


Fig. 7.8 Nozzle efficiency 


If the actual velocity at exit from the nozzle is F, and the velocity at exit when 


the flow is isentropic is И, , then 


ъ= Jt (7.34) 


N= = (7.35) 


sometimes, a velocity coefficient ф is defined as the ratio of actual exit velocity 
to the exit velocity when the flow is isentropic between the same pressures, 

ф= (7.36) 
Therefore, ф = (т)! 

Another coefficient which 15 frequently used is the ratio of the actual mass 
flow through the nozzle, w, to the mass flow which would be passed if the flow 
were isentropic, @,. This is called the coefficient of discharge, C, 

0) 
C; = — 7.37 
a (7.37) 


5 
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The convergent part of a nozzle 15 usually sharp, while the divergent part is 
gradual. Most of the friction loss occurs in the divergent portion of the nozzle. If 
the semi-divergence angle « is large (Fig. 7.9), there will be flow separation 
from the wall with the formation of eddies, which entails energy loss. If the 
angle @ is small, the length of nozzle becomes large to provide the desired exit 
flow area, causing more energy loss due to friction. Usually, & varies from 5° 
to 8°, 


FI 


Eddies 
0 | 


Fig. 7.9 Semi-divergence angle а 


7.2.8 Nozzle Types 


Probably the most common physical conception of the nozzle is the converging- 
diverging type, although its application in the turbine design is somewhat 
limited. More generally, the converging or subsonic nozzles are used. There are 
two types of nozzles: 


1. Reamed or round nozzles 

2. Foil nozzles 

Reamed nozzles are used principally in the high pressure impulse stages of 
steam turbines. The principal advantages of the reamed nozzle are low cost, 
ease of manufacture, and adaptability to standardization. The principal 
disadvantages are lower efficiency, somewhat greater length, and an inability to 
utilize effectively for flow purposes the arca of a given flow annulus. The angle 
of divergence in reamed nozzles, as mentioned earlier, is usually about 12° and 
rarely over 15°, in order to avoid flow separation with its attendant loss. The 
converging part is normally sharp and a good fillet or rounded entrance is 
provided. 

The foil nozzle is formed by curved airfoil sections, The nozzle is short with 
well-rounded entrance edges and sharp exit edges affording a good issuing jet. 
These nozzles have high efficiency and are costlier. A foil nozzle block is made 
by welding the individual foils between sections of concentric rings. The block 
is then welded in place between the outer and inner shrouds. The foil nozzle 
finds wide application in large steam turbines. 


7.2.9 Flow Area of Nozzle 


If the condition of steam at inlet to the nozzle is known, the critical pressure p* 
can be estimated by multiplying the inlet pressure р, by 0.546 or 0.577 


Power Plant Engineering 


depending on whether the inlet steam is superheated or dry saturated, 
respectively, If the exit pressure is given and the nozzle efficiency is known, the 
exit velocity of steam, as well as the critical velocity of steam at the throat can 
be estimated from 


V, = 44.72 [Ug - dal” 


and V* = 44.72 [ho - An}? 


where the enthalpy drops are read from the Mollier chart (kJ/kg). With the actual 
states of steam at exit and the throat being fixed on the Mollier diagram, the 
specific volumes can be obtained from it. Knowing the mass flow rate of steam 
(a), the flow areas required at the nozzle exit, as well as at the throat can be 
estimated from 


RL! (7.38) 
v м 

А* = = and A, ee 
7 7 


А А А T . 
If the nozzles are circular in cross-section, A, — n 4 x dein where л is the 


number of nozzles and d... is the exit diameter of the nozzles. The cross-section 


exit 


may be rectangular or square also. Foil type nozzles are mounted in a nozzle 
diaphragm which is horizontally split into two halves and joined by vertical 
flange bolts (Fig. 7.10a). The top halves of the diaphragms, which form the 
stator, can be lifted by cranes thus exposing the rotor for inspection and repair, if 
needed. 


— Fitch circle | 


diameter of flange bolts 
(a) Split casing (b) Foil type nozzles 


Fig. 7.10  Horizontally split diaphragm with nozzles 
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If Da = mean diameter of the nozzle diaphragm, 
Ah, = height of nozzles, 
р = pitch of nozzles on the mean diameter, 
о = minimum opening for flow, 
t = thickness of nozzles, 
n = number of nozzles, 
and o= nozzle angle, the angle subtended by the nozzle axis with the plane 
of rotation of the wheel (Fig. 7. 10b), then the minimum area of nozzle open for 
steam flow, 


A, 70-h,- n (7.39) 
. лр 
Now, o=psing-t and n=—4, 
Р 
D 
web maaie | | 
р \ p sin a 
= ED, А sin x А, (7.40) 


where k,, 15 the nozzle thickness factor. 


7.2.10 Nozzles Operating in the Off-Design Condition 


Let us consider a convergent nozzle as shown in Fig. 7.11, which also shows the 
pressure ratio p/p, varying along the length of the nozzle. The inlet condition of 
the fluid is the stagnation state at py, Ту, which is assumed to be constant. The 
pressure at the exit plane of the nozzle is denoted by р and the back pressure is 
Pp. which can be varied by a valve. As the back pressure pg is varied, the mass 
flow rate œ and the exit plane pressure pp, also vary, as shown in Fig. 7.12. 


Fig. 7.11 Pressure distribution in a convergent nozzle 
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Fig. 7.12 Mass flow rate and exit pressure as a function of back 
pressure in a convergent nozzle 


When рь/ру = 1, there is no flow and pp; = 1, as designated by point 1. If the 
back pressure is now decreased to 2, such that py/p; > рро. рь = pg and 
My 1. Now, the back pressure is lowered to the critical pressure, point 3, when 
M, = 1 and pr = pg. When pg is decreased below the critical pressure, point 4, 
there is no increase in the mass flow rate, and py = p*, Mp = 1. The drop in 
pressure from p, to p, occurs outside the nozzle exit. This is the choking limit 
which means that for given stagnation conditions the nozzle is passing the 
maximum possible mass flow. 


Fig. 7.13 Pressure distribution in a convergent-divergent nozzle 


Let us next consider a convergent-divergent nozzle, as shown in Fig. 7.13. 
Point | designates the condition when рр = pp and there is no flow. When pg 15 
lowered to the pressure denoted by 2, so that p/p, = 1, but py/ps > p*/p the 
velocity increases in the convergent section, but M < 1 occurs at the throat. The 
divergent section acts as the subsonic diffuser in which pressure increases and 
velocity decreases. Point 3 indicates the back pressure at which М = | occurs 
at the throat but the diverging section acts as a subsonic diffuser. Point 4 
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indicates one other back pressure for which the flow 15 isentropic throughout 
and the diverging section acts as a supersonic nozzle with a continuous decrease 
in pressure and a continuous increase in velocity, and pg, = Pp, This condition 
of supersonic flow indicates the design pressure ratio of the nozzle. If the 
pressure ratio is lowered to 5, no further decrease in exit pressure occurs and the 
drop of pressure from рр to pp occurs outside the nozzle. 

Between the back pressure between 3 and 4, flow is not isentropic in the 
diverging part, and it is accompanied by an irreversible phenomenon known as 
shocks. Shocks occur only when the flow is supersonic, and after the shock the 
flow becomes subsonic and the rest of the duct acts as a diffusor. Properties vary 
discontinuously across the shock. When the back pressure is as indicated by 
point 5, the flow throughout the nozzle is isentropic, with pressure continuously 
decreasing the velocity increasing, but a shock appears just at the exist of the 
nozzle. When the back pressure is increased from 5 to a, the shock moves 
upstream as indicted. When the back pressure 1s further increased, the shock 
moves upstream and disappears at the nozzle throat where the back pressure 
corresponds to 3. Since the flow throughout is subsonic, no shock is possible. 


7.2.11 Supersaturated Flow 


When a superheated vapour expands slowly and isentropically, condensation 
within the vapour begins to form when the saturated vapour line is reached. As 
the expansion continues below this line into the wet region, condensation 
proceeds gradually with the progressive decrease of quality (x) and increase in 
the degree of wetness. Point В represents the point at which condensation within 
the vapour just begins (Fig. 7.14). 


Fig. 7.14 Slow and isentropic expansion of steam from the 
superheated into the two phase region 


However, when steam expands from superheated state to the two-phase wet 
region in a nozzle, the expansion occurs so rapidly that the vapour does not 
condense immediately as it crosses the dry saturated line, but somewhat later 
(at x = 0.96 to 0.97), when all the vapour suddenly condenses into liquid. 
Beyond the dry saturation line till the state when the vapour condenses, the flow 
is said to be supersaturated and the system is in metastable equilibrium, which 
means that it is stable to small disturbances but unstable to large disturbances. 
Wilson line (x = 0.96 to 0.97) is the locus of states below the dry saturation line 
where condensation within the vapour occurs at different pressures (Fig. 7.15). 
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Supersaturated 


5 


Fig. 7.15 Wilson line 


In Fig. 7.16 (a and b), line 0—1 represents insentropic expansion (slow) with 
equilibrium at every stage of the expansion path. Line O-R represents 
supersaturated expansion in which the vapour expands as if the saturated 
vapour line does not exist. Ît can be seen that the temperature of the 
supersaturated vapour at p, is tp, which is less than the saturation temperature f, 
corresponding the pressure p,. The vapour is said to be supercooled, where the 
degree of supercooling = t, — 1р. Sometimes a degree of supersaturation is 
defined as the ratio of the actual pressure p, to the saturation pressure at fp 


(i.e. Py/PR) 


Г 


Fig. 7.16  Supersaturated flow on (a) p-v, (b) T-s and (c] h-s diagrams 
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The exit velocity for insentropic flow is И = 44.72 (hy — h,) ^, whereas the 
exit velocity for supersaturated flow is Heup = 44.72 (ho — hg)”, which is less 


but not to a great extent since the difference in enthalpy drop is small. 

If the expansion from 0 to В obeys the law ру? = constant, and that from 
B to 1 obeys the law pv? = constant, the isentropic and supersaturated 
expansion lines are shown on a p-v diagram in Fig. 7.16 (a). It is seen that the 
specific volume at exit with supersaturated flow, vp, is considerably less than 
the specific volume at exit with isentropic flow, v,. Now, the mass flow of steam 


through a given exit area 4, is given by: 


(a) For isentropic flow, © = АР 
© 
AV sup 
(b) For supersaturated flow, Quy = E 
R 
И Kmp and Dj > Up 


Since и =й 

f OS Dan 

The mass flow with supersaturated flow is greater than the mass flow with 
isentropic flow. This fact, proved experimentally, led to the discovery of the 
phenomenon of supersaturation. 


7.3| TURBINE BLADING 


Depending upon the types of blades used and the method of energy transfer 
from the fluid to the rotor wheel, the turbines may be of two types: 


(a) Impulse turbines 
(b) Reaction turbines 


7.3.1 Impulse Turbines 


In impulse turbines, all pressure drops of steam occur in the nozzles and there is 
no pressure drop as steam flows through the passage between two blades. In 


Fig. 7.17(a), steam enters the nozzles at pressure ру with velocity V, undergoes 
expansion to pressure p, with velocity increased to W. High velocity jets of 
steam impinge upon the blades with velocity F, get deflected by an angle, and 


come out at a lower velocity И, impressing a torque on the blades. The pressure 
of steam p, remains essentially constant as steam flows through the blades. 
From the principle of conservation of momentum, 
Momentum of steam jets at inlet to the blades — momentum of jets at exit from 
the blades (both resolved in the direction of motion of the wheel) - momentum 
(angular) absorbed by the wheel in producing shaft work. 
In Figs 7.17 (b) to 7.17 (d), it is seen that the wheel rotates only due to the 
impulsive effect of the jets (i.e., the difference of momenta of the jets deflected 
by the blades). The blades of such a wheel are called impulse blades. 
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Fig. 7.17 Flow through impulse blades 
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The mean peripheral velocity of the blades, also called the mean blade 
velocity, Й,, is given by 
i = iD М 
60 


where D,, is the mean diameter of the wheel and N is its rpm. The area of flow or 
blade annulus (Fig. 7.17(e)), A, is given to be 


where D, is the root diameter, D, is the tip diameter, and А, is the height of the 
blades. 


l. Velocity diagrams, diagram work and diagram 
efficiency Steam coming out from the nozzles at absolute velocity ў, strikes 


the blades with relative velocity А while the blades rotate with mean peripheral 


velocity F, . Steam leaves the blades with relative velocity Й, while its absolute 


velocity is К. As shown in Fig. 7.18(a), & is the nozzle angle subtended by the 
nozzle axis with the direction of rotation of the wheel, B, is the inlet blade angle 
and ß, is the exit blade angle. The inlet and exit velocity triangles of Fig. 7. 18(a) 
have been superposed on a common И, in Fig. 7.18(b). If all the angles are 
measured clockwise, then yis the exit blade angle (у = 180 — f.) and б is the 
angle made by absolute exit velocity of steam leaving the blades with the plane 
of rotation of the wheel. 


(a) (b) 67 90° (c) 6= 90° 
Fig. 7.18 Velocity diagrams for impulse blading 


It is the difference of the cosine components of the velocities of steam which 
drives the wheel and produces the torque. It is called the change in the velocity 


of whirl, АЙ, , which is given by 
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AV, = velocity of whirl at inlet-velocity of whirl at outlet 


= Vy - Va, = Й cos a- V, cos ё (7.42) 


If Ö> 90°, И, and Г, become additive in estimating A F, (Fig. 7.18(b)). 


If ó « 90°, А is to be substracted from A to determine АР, (Fig. 7.18(c)). 
From the inlet velocity triangle ABC (Fig. 7.18 (bj). 


V, cos g- V, = Ё, cos В, 
V, sina=F sin fj, 


Therefore, on division, 


tan f, = коок (7.43) 
From the exit velocity triangle DBC (Fig. 7.18 (bj) 
V, cos (180 — 8) + И, = Ӯ, cos (180 — y) 
й, -¥, cos ĝ=- Й, cos y 
V, cos d= №, +F, cos y (7.44) 
The same result can also be obtained from Fig. (7.18 (c)). 
E -P,cosó- E cos (180 — y) = — к. cos ¥ 
F, cos d= И + A cos y (7.45) 


The ratio of relative velocity at exit to that at inlet is called “the blade friction 
factor”, А, 


ALA (7.46) 
The energy loss due to friction in the blades is equal to 


72 m 
А Е А 


2 
Now, from Egs (7.42) and (7.45) 


AF, = F, cos о V; cos ó— ИЙ cosa- F -k A cos y 


(7.47) 
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Since y= 180— Ву; cos y =—cos |, | 
AF, =(Ё cos a— V,) (1 ky) 
Also, AV, = e cos fl, + a cos fi. = G cos В, +k. У, cos В] 
= У, cos B, (l + kp = (Г, cos a- V) (Lt KK). (7.48) 


Blades are said to be symmetrical if blade angles are equal, i.e. if B, = В. 
Impulse turbines mostly have symmetrical blades. 
The tangential thrust impressed by the jets on the blades, Pp 15 


P, — о, : АЙ, (7.49) 


where œ is the steam flow rate. 
The axial thrust, i.e. the thrust produced by the difference in the axial 
components of the velocities (along the axis of the shaft), 


Р„= 0,- AF, (7.50) 


where АЙ, = И, sin B, — И, sin В, (7.51) 


The rate at which work is done by the Jets on the blades is called the blading 
work or diagram work, Wy, which is given by 


Wo -P,x Й = ш, АЙ, Ӯ, (7.52) 
The energy input to the blades is the kinetic energy of jets issuing out from the 
nozzles = a, - (7/2). 
Therefore, the blading or diagram efficiency 


_ Fate of work done on the blades _ @,& йш 
"n rate of energy input to the blades 1, pe 
7 sl 
2AV. V, 
or In = = (7.93) 
| 


It is the fraction of kinetic energy of jets of steam issuing from nozzles which is 
converted to shaft work. 


2. Optimum velocity ratio Substituting АЙ, from Eq. (7.48) in 
Eq. (7.53), the diagram efficiency is given by 


= 7 PE d es 
_ 200 сова Й) +) ^^ 4 


W А 


[^2 Fee) +k) 
No 


Defining the velocity ratio p as V,,/¥,, the ratio of mean blade velocity F, to the 
jet velocity И, 
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Np = 2p |2221) (1 + А) = 2(p cos а- PN +k) (7.54) 


There is a certain value of p which makes 7), the maximum. Differentiating np 
with respect to p and making it equal to zero. 


dn 
do = 2(соѕ a —2p) (1 +) = 0 
Therefore, the optimum velocity ratio for impulse blading is 
Pot = == (7.55) 


Substituting this optimum value of p in Eq. (7.54), the maximum blading 
efficiency is 


2 2 
(Пола = jee 1 (1*&)- CEN, cos a (7.56) 
2 4 2 
If the energy loss due to friction in blades is small, k, = 1, then 
(поь = cos’ a (7.57) 


where a is the nozzle angle. The lower is the nozzle angle, higher is the blading 
efficiency. However, too low a nozzle angle may cause energy loss at blade 
inlet. Therefore, the nozzle angle has to be maintained within a certain range, 
which varies from 16° to 22°, 


3. Graphical method The diagram work and the diagram efficiency 
under a certain operating condition can also Бе estimated graphically by drawing 
to scale the inlet and exit velocity triangles. If the state of steam at inlet to the 
nozzles, the exit pressure and nozzle efficiency are known, then 


й = 44,72 [Un - ks) Te] 
can be estimated. Knowing О, апа №, И, is found out from 


> DN 
60 

With @ and А, being given and with the blades being symmetrical (B, = B),a 
scale for the diagram is chosen, say, | ст = 50 m/s. A horizontal line AB is 
drawn, the length of which is proportional to И, (Fig. 7.19). А straight line is 
drawn from В making an angle c and a length ВС proportional to И is cut off. 
СА is joined. The angle ZCAD is measured. This is the inlet blade angle B,. CA 
is measured, which represents E ‚ Again, a straight line AE is drawn from A 
making an angle B, (= 6) and a length AF is cut off proportional to А (= А, AL 
EB is joined. The velocity diagram is thus completed. From this diagram, Al. 
А and E are measured. Then the desired particulars, 


r 
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Scale: 
1 cm = … m/s 
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Fig. 7.19 Construction of velocity diagram 


Р. = OAV, i Pa = @, (A =); Wp =F PDT Пр = (ZAT, AR аге 
estimated. 


4. Alternative way of drawing velocity diagrams The 
velocity diagrams with symmetrical impulse blading can also be drawn in a 
different way as shown in Fig. 7.20, The inlet velocity triangle ABC is drawn 


first as before. A length CD equal to (A, A is cut off from C to represent A 
since B, = B. ED is drawn from D, the length being proportional to Ӯ,. CE is 


joined. The absolute exit velocity Г, is the vector sum of F, and A ‚as shown. 


Then, FaFa Pa and й, are measured from the diagram to estimate the 
different output parmis. 

If the blade friction factor А, is unity, i.e. there is no energy loss due to 
friction as steam flows through the blades, and the discharge is axial, i.e. parallel 
to the axis of the shaft, for which б= 90°, the resultant velocity diagram becomes 
as shown in Fig. 7.21. The horizontal line AB (= 2 F, ) is drawn such that AC = 
СВ = И, . From А, a perpendicular is drawn to AB and from B, a straight line is 
drawn making an angle c, which cuts the perpendicular at D. Then ADCA is the 
exit velocity triangle. 


5. Compounding of steam turbines One row of nozzles followed 
by one row of blades is called a stage of a turbine. If steam is allowed to expand 
from boiler condition down to condenser vacuum in a single row of nozzles, due 


to a large enthalpy drop, the velocity at exit from the nozzles (¥,) is very large 
(Fig. 7.22). Since Й„/Й = cos 0/2, the blade velocity (F) also becomes very 
large. Again i, is equal to xD, N/60. Therefore, if Dp is fixed at some economic 


value, N becomes very large. Thus single-stage impulse turbines, also called de 
Laval turbines, have inherently very high rotative speeds (N). 


Power Plant Engineering 


А 
B» By a 
Fig. 7.20 Velocity diagram with symmetrical impulse blading 


Fig. 7.21 Velocity diagram for frictionless symmetrical impulse 
blading with axial discharge. 


Fig. 7.22 Single stage expansion of steam 


Such high rotational speeds cannot be properly utilized. It entails large 
friction losses. The centrifugal stresses also become very large. Alternatively, if 
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N is fixed, the diameter of the wheel becomes too large, Moreover, with a single 
stage, the velocity of steam at exit is sufficiently high and there is a considerable 
loss of kinetic energy with exiting steam. To obviate these difficulties the 
turbines are compounded or staged, where steam instead of expanding in a 
single stage is made to expand in a number of stages, whereby the turbine speed 
is reduced while securing the same enthalpy drop of steam. 

Basically, there are two ways of compounding steam turbines: 


1. Pressure compounding or Rateau staging 
2. Velocity compounding or Curtis staging 


6. Pressure compounding or Rateau staging The pressure 
compounding or Rateau staging corresponds to putting a number of simple 
impulse stages in series (Fig. 7.23). The total enthalpy drop is divided equally 
among the stages (Fig. 7.24). The pressure drops only in the nozzles. There is no 
pressure drop (theoretically) while steam flows through the blades. The kinetic 
energy of steam increases in the nozzles at the expense of the pressure drop and 
and it is absorbed (partially) by the blades in each stage, in producing torque. In 
Fig. 7.24, the total isentropic enthalpy drop of steam (A — А) is divided equally 
among the four stages of the turbine. In Mollier diagram, the enthalpy drop 
(ло — Ag) is measured, then the enthalpy drop, hj — A, = А = = А = Аз = А =й 
= (hj — h,y4 are computed and inserted on the insentropic line. The interstage 
pressures noted from the diagram are ру, p, and ps, i.e. the pressure after first 
stage 15 ру, the pressure after second stage is p, and so on. 
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Fig. 7.23 (a) Pressure-compounded impulse turbine 
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Fig. 7.23 (b) Three pressure (or Rateau) stages in series 


Fig. 7.24  Enthalpy drop per stage in a 4-stage turbine 


The velocity of steam at exit from the first row of nozzles is 
V, = 44.72 (hy — hj) = 44.72 [Chg - Ay)“ 


or, й = 6472) Lho- hy)" (7.58) 


If the KE of steam at inlet to each subsequent row of nozzles is small and 
neglected, then the velocity of steam leaving the nozzles in each row will be the 
same as given in Eq. (7.58). For a single-stage turbine the jet velocity would 
have been 
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V, = 44.72 [hy - ha] (7.59) 


Therefore, for a 4-stage turbine, the velocity of steam leaving the nozzles in 
each stage is half of that for a single-stage turbine. For a 9-stage turbine, it will 
be one-third. 

For each impulse stage operating at its maximum blading efficiency, the 
blade velocity is given by 


n = 27 (7.60) 
Therefore, along with й, P, also gets halved for a 4-stage turbine, and for a 


given Dw N gets halved or for a given М, Dn gets halved. With more stages, 
Nor D,, would further decrease. 

If there are п stages in series in the turbine, the isentropic enthalpy drop per 
stage would be 


A 
(AP) nage = oc (7.61) 
From Eq. (7.60), and for an impulse stage, 
E 2 2 12 
и = ——— И =44.72 [АЛ 
| cos (X b [ TEN 
(Ah) ace = P " ] =4 me | (7.62) 
sage | 44.72 cos a 44.72 cos & | 


From Egs (7.61) and (7.62), the number of impulse stages required for a 

certain enthalpy drop (Ал), из, can thus be estimated under ideal condition, i.e., 
Е (АЙ, ы 

(Ah) 


stage 

7. Velocity compounding or Curtis staging In velocity 
compounding or Curtis staging, all the pressure drop and hence, enthalpy 
drop of steam take place in a single row of nozzles and the resultant kinetic 
energy of steam is absorbed by the wheel in a number of rows of moving 
blades with guide blades in between two such rows. As shown in Fig. 7.25, 
steam expands in the single row of nozzles from p; to p, with velocity increasing 


from Й, to V. The pressure p, remains essentially constant thereafter. The KE 
of steam jets 5 ü, a at nozzle exit is partially converted to shaft work in the 
first row of moving blades with velocity decreasing from Й, to F. The exiting 
steam jets are then deflected by the stationary guide blades to the next row of 


moving blades where part of the remaining kinetic energy (> aw, p is converted 


to shaft work. It is a two-row Curtis or velocity stage having two rows of moving 
blades with one row of guide blades in between. In a three row Curtis stage, the 
two-row stage is followed by a second row of guide blades and then a third row 
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or moving blades, so that the energy conversion from fluid to rotor takes place 
in three stages. Steam with high KE exiting the nozzles works on the first row of 
moving blades, gets deflected by the first row of guide blades, works on the 
second row of moving blades, again gets deflected by the second row of guide 
blades and finally does work on the third row of moving blades. 

The velocity diagrams for the first row of moving blades and the second row 
of moving blades are shown respectively in (a) and (b) of Fig. 7.26. The blade 
friction factor k, may be assumed the same for both moving and guide blades. 


Here, = = === =k, 


a, = exit angle of the guide blades 
В,. B; = inlet and exit angles of the first row of moving blades 
B. B, = inlet and exit angles of the second row of moving blades 


= 


АЙ, ‚АГ, = changes in the velocity of whirl in the first and second rows of 
moving blades 


АГ, AV; = changes in the axial components of velocity in the first and second 
rows of moving blades. 
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Fig. 7.25 (a) А two-row Curtis stage, (b) Pressure and velocity 
variationin a two-row Curtis stage 
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Fig. 7.25 jc) Nozzles and blades in a two-row Curtis stage 


| iha 


(a) (b) 


Fig. 7.26 Velocity diagrams for a 2-row Curtis stage: (a) first row 
of moving blades, (b) second row of moving blades 


The tangential thrust, 


The axial thrust, 

P, = о, EAV, = ө, (AV, AF, ) 
Blading or diagram work, Wp = P, * F, 
Blading or diagram efficiency, 


These parameters can be estimated either graphically by drawing to scale the 
velocity diagrams or trigonometrically. 
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For symmetrical blades (B, = B; and B; = pa), the velocity triangles can also 
be drawn as shown in Fig. 7.27. 


Fig. 7.27 Two-raw Curtis stage with symmetrical blades: (a) first 
row of moving blades, (b) second row of moving blades 


8. Effectiveness of moving rows in a Curtis stage Let us 
consider a two-row Curtis stage. Let us assume for simplicity symmetrical 
blading (B, = В, B; = Ba), the blade friction factor as unity and axial discharge 
(ô= 90°). The velocity diagrams of the first and second rows of moving blades 


can be combined into one diagram (Fig. 7.28). The horizontal line АВ (= 4F, ) is 
drawn such that AC = CD = DE = EB (= ў). At A, a perpendicular is drawn, 
and from B a line is drawn making an angle & with АВ, which cuts the 
perpendicular at point F. FC, FD and FE are joined. The directions of velocities 
are shown in the diagram. 
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Fig. 7.28 Velocity diagram of a two-row Curtis stage having 
frictionless symmetrical blading with axial discharge 
of steam 


Since, — 6,7 90^, AV, = V, cos a+ Г, cos 01 
= 4р +2ЁЙ, = GF, 
Now, AV, = V, cos a, — Г, cos d= 24, 
Work done by the steam jets on the first row of moving blades, 
Wy, = 0, АЙ, V, = 0,6 Ё,. V, = 60, Fy 
Work done by the steam jets on the second row of moving blades, 


ШУ ee ee ER 
Wy, = OA Fo, И, = 02 20, И, 


Steam Turbines 


Thus 
Wo: Ир, =6:2=3:1 (7.63) 
It means that three-fourth of the total work is done by the steam jets on the first 
row of moving blades and one-fourth of the total work is done on the second 
row of moving blades. 
In a 3-row Curtis stage, it can similarly be shown that 

Wo, : Wy :Wp-5:3:1 (7.64) 
Only one-ninth of the total work in the stage is done in the 3rd row of moving 
blades. Therefore, as the number of rows of moving blades in a Curtis stage 
increases, the effectiveness of the later rows decreases. In conventional designs 
only two rows of moving blades are used in a Curtis stage. It is not justifiable to 
use more than two rows. 


9. Optimum velocity ratio for a Curtis stage Let us again 
consider a two-row Curtis stage having symmetrical blading but with discharge 
not being axial. The velocity diagram is shown in Fig. 7.29. 


Bi = В» 


Fig. 7.29 Velocity diagram of a two-row Curtis stage with 
frictionless symmetrical blading and non-axial 
discharge 


АЙ, = Й cos a+ V, cos a, = Й cos a+ Й cos a- 2 V, 
=2(И cos a- F) 
AV, 


и, ^ V3 cos a + Г, cos a 


- F cos a — ZH, + ГА cos a- dbi 
=2(И cosa@-3#,) 
EA Fa = АЙ, +АЙ„ =ЖИ cosa-2#,) 
The rate of energy transfer from fluid to rotor, 


Fp = д). AFF, 
and the diagram efficiency (fraction of fluid energy converted to shaft work), 
=. " БРЕ (ige) 
_25АЙЙ, _ 2х4(Й сва-2И,) И, _ "i RM 


Йй Hn Za 
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= gp! EE) = R(p cos a — 2p") 


T = B(cos @— 4p) = 0 
Page ST (7.65) 


For a three-row Curtis stage, it can similarly be shown that 


Cos (E 


6 
Therefore, for a Curtis stage having Z-rows of moving blades 


Рам = 


cos Qt 
Pos 57 (7.66) 
А А p COS (© 4 А 
If Z= 1, i.e. for a simple impulse stage, р, = as obtained earlier. 


For a two-row Curtis stage, Z = 2, 


Ра р а "n b a 


Therefore, in a 2-row Curtis stage, the blade velocity is half of the value for a 
single-stage turbine. For a certain Dw N gets halved. Substituting in Eq. (7.64). 


И, _ cosa Р (er) 


gut m 
(поь = Б --= d = соз” о (7.67) 
4 8 

This holds good for the conditions as specified before, i.e. there is no friction 
and blades are symmetrical, and the discharge is axial. The same efficiency 
(Le. cos” a) was also obtained for symmetrical and frictionless simple impulse 
blading (Eq. (7.57)). However, had friction been taken into account the blading 
efficiency of the Curtis stage would have been considerably lower than the 
efficiency of the simple impulse blading. 


- AN 


Vi - COS a = 44.72 [Ай сиы] 
Й 
(Mi curtis = 16 dp 2 (7.68) 


This is the isentropic enthalpy drop in the 2-row Curtis stage. 


7.3.2 Reaction Turbines 


In these turbines, pressure drop occurs both in the nozzles or the fixed row of 
blades, as well as in the moving row of blades (Fig. 7.30), since the moving 
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Fig. 7.30 Variation of pressure and velocity in (a) two reaction 
reaction stages 
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blade channels are also of the nozzle shape. Due to the expansion of steam 
while flowing through the blades, there is an increase in kinetic energy, which 
gives rise to reaction in the opposite direction (by Newton's third law of 
motion). Blades rotate due to both the impulse effect of the jets (due to change 
in their momentum) and the reaction force of the exiting jets impressed on the 
blades in the opposite direction. Such turbines are called impulse-reaction 
turbines, or to distinguish them from impulse turbines, simply reaction turbines. 
The degree of reaction (R) of these turbines is defined as 


Remb 
Ahr, + Ah 


where the subscripts "mb" and “fb” represent moving blades and fixed blades, 
respectively. 

If (Al), = 0, А = 0, which is the case of pure impulse turbines where there 
is no enthalpy drop of steam in the moving blades, and all the enthalpy drop of 
the stage take place only in nozzles. 

If Aha, = 0, R= I, which is the case of a pure reaction (R = 100%) turbine, 
e.g. Hero's turbine. 

If equal enthalpy drops occur in the fixed and moving blades, i.e. if Ah4,— 
Minty = (Aage) 2, К = 1/2 or 50%, Sometimes, 50% reaction turbines are also 
called Parsons turbines. 

The velocity diagrams for the moving blades of a 50% reaction turbine are 
shown in Fig. 7.31. With a simple impulse type the value of Fa (= 4, У, ) would 
be given by BE, but in the reaction turbine this velocity is increased to BC by 
further expansion of the steam in the nozzle-shape blade channels. 


Rise in vel. in 
moving blades 


(7.69) 


AV, = 0 


DZ ISS 


B 
By f2 a 
Fig. 7.31 Velocity diagram of a 50% reaction turbine 


For manufacturing advantage, both fixed blades and moving blades are made 
similar in shape so that they can be extruded from the same set of dies. 
since Alta, = Ahne Fi = Fa 
Again, for similar geometry, 0 = В. = 180° — y 
The triangle 48D and D&C are similar. 
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LEA and В, = 180° -ô 
Since 2, # р, the blades are unsymmetrical. Again, since AF, = 0, there is no 
axial thrust imposed on the blades due to change in axial velocity in a 50% 
reaction turbine. However, there will be considerable axial thrust produced due 
to the pressure difference across the blades in each rotor disc since there 1s 
pressure drop of steam across the moving blades. 


AF, = Г, cos g- Г, cos 9= V, cos @ + Va, cos - Fh Ce б> 90°) 


=2F, cos @— Г, 
Also, АГ, = И, cos B, + Vj; cos В; = И, cos a Р + И, cos at 
-2V,cos a — V, (7.70) 
The diagram work per kg of steam, 
Wy, = AF, V, = (21, cos a- ГИ, (7.71) 


Energy input to blades per kg of steam 


he 
2 2 2 2 
Now, yo = i+ ИТ 2р И, cos a 


V? +? -2W V, cosa 


Energy input = V4 — = 


2р2 +24, cosa 


3 (7,72) 


Diagram efficiency of the blades, 


V, 
2p isse. | 
_, .2QHhewm-W)W И J 
"p = = ya уз +200, cosa И? [17 (V/V?) +20, 4) cosa] 
Putting FF, = р, the velocity ratio, 

cos OF 

2р? [ 

= р 


Пр = 


-1| i 
| „гео р ) (7.73) 
l-p+2ipcosa l-p’+2pcosa 


There is a particular value of p for which 7, is a maximum. Differentiating Пу 
with respect to p and equating it zero, 
di _ (1 - р? +2 pcos @) 2 (соза - 2p) - 2p (2 cosa - p) (-2р+ 2cosa@) = 
dp (1— p! +2p cosa) 
4(1 ~ p° + 2р cos a) (cos a — p) - Ap (2 cos œ- р) (cos p-p) = 0 
4(cos a - p) (1 — p + 2p cos æ- 2p cos a+ X) - 0 
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Pop = COS Of (7.74) 
or И, = И, cos g 
Substituting the value of Pyp in Eq. (7.73), 
2 cos’ a 


= ZI 7.75 
(Ip max [+ сов? " ( ) 


From Eqs (7.71) and (7.74), the specific blading work corresponding to 
maximum blading efficiency. 

Ир = Q9, - VW = VÀ, (7.76) 
The velocity diagrams for a 50% reaction turbine operating with maximum 
blading efficiency are shown in Fig. 7.32. 


Fig. 7.32 Velocity diagram of a 50% reaction turbine operating 
with maximum blading efficiency 


AF, = И со; a= Г, 
^ Ws - AV, V, V^, 
It is no longer convenient to talk of nozzles and blades, since in the reaction 
turbine both fixed and moving blades act as nozzles. It is usual to refer to the 
two sets of blades as the stator or fixed blades and the rotor or moving blades. 


Since the isentropic enthalpy drop of the stage is equally divided between 
the fixed blades and moving blades (Fig. 7.33), 


Fig. 7.33 Enthalpy drop in a 5096 reaction stage 
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(Mia, = Ay — fz, = HW" 
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(Alt) = Aa, Ay = —° 3 nk 5 А 
(AR Ja, = (АЛ, ) as 

(Aft, stage = hi — Ay, = Mt, — Ay.) = HAR ah 

DELE | 
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1. Carry-over efficiency For symmetrical staging (А = 50%), the 
isentropic enthalpy drop across the stage is evenly distributed between the 
stationary and moving rows of blades (Fig. 7.33) so that 


(Ah) 
(Afi ga, = (AR) ts = — = (АЙ) а 


Assuming the same nozzle efficiency for both fixed and moving rows, the 

kinetic energy of fluid gained per row, fixed as well as moving, is 
| (АЛ, rape 
" 2 

Now, the kinetic energy associated with the leaving velocity of the preceding 
stage is available to do work in the following stage. Of course, some loss is 
involved in the journey from one stage to the next and is taken into consideration 
by what is known as carry-over efficiency. Hence, the kinetic energy leaving 
one stage and available to the next is given by neo 75/2, where Псо is the carry- 
over efficiency. 

The energy balance for the fixed row of blades gives 


ra 


(V4/2} + А, = По sijn h, 


2 
V - rco Vi (AA) 
— =hy— hy = П, = 
к^ nn Fe 
T (Ah, stage = ME um (7.77) 
fi 


This is the energy available for conversion in one stage. The energy output or 
diagram work per kg of steam is given by Eq. (7.71). Therefore, the combined 
nozzle and blade efficiency Myn is given by 


_ @И cosa - P.) И, 
Wi — Neo V; Ma 


Nin 
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or Ne = 1, ы a (7,78) 
о 
o р? 
Арап, Vi-yieyi-2V4VQcosq 
INE _ 
yi = | +p- 2р сов а, where p= V/V, 
| 
Substituting in Eq. (7.78), 
+ Ё Cos С | 
p| =LI 
- "1-7 neo (1+ p? - 2p cosa) 
2p cosa — р 
or Ts =n NT (7.79) 


S l— mo l+ 9^ —2p cos (x ) 


When Nog = 1, Пьь = Mp: i.e. the losses are confined to the nozzle friction only. 
When Псо = 0, there is no carry-over of kinetic energy to the next stage 
(velocity of approach is zero), and 


Nob = Ma (2p cos a = p^) (7.80) 
which is the efficiency of a single row of blades. 
If 5, = 1, 
Nan = Thi = Np = 2p cos a p? (7.81) 
For maximum blading efficiency, 
Ps = 2 cos X— 2p = 0) 
Рон = COS O 


which is the same as Ед. (7.74). 
Substituting in Eq. (7.81) 


(тъъ = соз” a (7.82) 


which is somewhat less than that obtained from Eq. (7.75). 

А comparison of Egs (7.57), (7.67) and (7.82) reveals that the optimum 
efficiencies for simple impulse, Curtis and reaction blading are all equal. 
However, when friction is taken into account, the reaction stage is found to be 
the most efficient, followed by Rateau and Curtis staging in that order. The 
friction losses are less significant in the reaction stage since the flow velocities 
are lower. 
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2. Comparison of enthalpy drops in various stages Assuming 
the blades operating at maximum efficiency, for asymmetric (50% R) reaction 
stage, 

Pop = cos @= ГЫР 
- F,- velocity of steam exiting the nozzles or fixed blades 


2 
= lycos a= 44.72 ee 


E Fr, i 
(Айа 7 2 P ss] u 


This is the isentropic enthalpy drop in a 50% reaction stage. If we compare this 
with the isentropic enthalpy drop for a simple impulse stage, Eq. (7.59) and that 
for a 2-row Curtis stage, Eq. (7.68), 


2 
Fi 
(AN mpulse stage ~ | 


а 


T 2 
and (Mio cow Curtis stage = toss 


we find for the same values of F, and о 


(АА, aa; reaction stage : (Ah, simple impulse stage" 

(Ал, ) row curtis stage =1:2:8 (7.84) 
Therefore, а 2-row Curtis stage is equivalent (ideally) to four simpie impulse 
stages and eight 50% reaction stages. 

Since the number of stages required for a certain total isentropic enthalpy 
drop is 


(Afis hotat 


"(AND ы 


the lower is the enthalpy drop per stage, the T is the number of stages 
required for the same output. 
For И, = 320 m/s and a = 16°, 
(Ah impulse stage = 221.64 kJ/kg 
(At. son, reaction stage = 110.82 kJ/kg 


CAA Jo cow Curtis stage = 886.56 kJ/kg 
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Thus, for the same output of a turbine the number of reaction (50%) stages 
required will be about twice the number ofimpulse or pressure (Rateau) stages 
and about 8 times the number of 2-row Curtis stages, So, reaction turbines are 
costlier than impulse turbines for the same output, 

Again, for the same mean blade speed Fy 


V, = Fy/cos œ for a 50% reaction stage 
V, =2V/cos a for a simple impulse stage, and 
V, = AF ycos a for a 2-row Curtis stage. 


The energy loss due to friction is proportional to the square of the velocity of 
a fluid (steam). Since the fluid velocity is the highest for a 2-row Curtis stage 
and lowest in the 50% reaction stage, so the energy loss due to friction in the 
reaction stage is the least while that in the Curtis stage is the highest. The energy 
loss in the impulse stage will be in between these two values. Therefore, the 
efficiency of the reaction stage will be the highest and that of the Curtis stage 
will be the lowest, while that of impulse stage will lie in between. 


TH reaction (5085) stage = Nzimple impulse stage e T]2.raw Curtis 
Figure 7.34 gives a comparison of diagram efficiencies with respect to the 
velocity ratio. Reaction turbines are more efficient but are more costly. 
In modern turbines, a 2-row Curtis stage is generally used as the first stage. 

It is followed by a series of reaction stages. Sometimes impulse stages are also 
used after the Curtis stage. The use of the initial Curtis stage reduces the length 
of the rotor. i.e. the number of stages reauired (since a 2-row Curtis stage can. 
VERRES ишесин, a TE GENT reser „air Duane ENGE zegd баии = 
ерше Meyer: EREN аЙ 

RDE ES Ин че СВЕ: Веник " Ab nl in JE 


I on 
II IN! 


LEDE: Are inr I AN ТЇ 
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are simplified and the overall length of the rotor is reduced. Thus, it is a good 
compromise to use one 2-row Curtis stage initially, sacrificing some loss in 
efficiency. A large drop in enthalpy occurs in this Curtis stage, The remaining 
enthalpy drop occurs in the subsequent stages, the number of which can be 
estimated from 


DE (ДА, ы m (Ah, Эз Curtis заре (7.85) 
(АА, cape 


where Ал, represents the isentropic enthalpy drop. 
The arrangement of stages for a 15-stage turbine is given below: 


2-row Curtis stage 1 2 3 4 13 14 


N ME GE MBE FB MB FB MB FB МВ ЕВ МВ "FB MB FB MB’ 
where N : nozzle; MB moving blades, GB guide blades, and FB fixed blades. 


These stages are distributed in a number of cylinders or casings, as discussed 
later. Simple layouts of an impulse and a reaction turbine are shown in Fig. 7.35. 
Figure 7.36 shows typical single cylinder designs of impulse and reaction 
turbines. In practice, the number of impulse and reaction turbines in operation 
are approximately equal, the choice being dependent on the preference of the 
turbine manufacturer. In some designs the stage may have some degree of 
reaction, 10% or less to produce a small pressure drop across the bucket. This 
small drop can be very useful in keeping the buckets running full of steam, with 
the shaft thrust positive in one direction. 


7.3.3 Variation of Blade Velocity Along Blade Height 


In the low pressure region, the blade heights are quite large. The velocity at the 
blade root (х2, Ny 60] will be much smaller than that at the mid-point, and 
still smaller than that at the tip [(7D,;,, №)/60]. Hence, for a good efficiency, the 
blade angles should vary with the diameter (Fig. 7.37). For this reason, twisted 
(or warped) blades are used in the later stages of the turbine. The vertical line 
in Fig. 7.37 represents the radius of the wheel. The vertical distance between the 
tip and the root radii is the blade height. Steam enters and leaves the blades with 
velocities V, and F5, respectively. Since Г, is proportional to the radius, angle 
B, will vary accordingly. It is seen that the vector diagram at the root looks like 
one for an impulse blade, while the diagram at the tip looks like one for a 
reaction blade. The blade work, FAV, is constant. 
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(b) Reaction turbine 


Fig. 7.36 Typical designs of impulse and reaction steam turbines 


АВ ы pri a 


€. of rotor 


Fig. 7.37 Variation in low-pressure blade angles as influenced 
by vector diagrams for root and tip velocity 
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7.3.4 Nozzle and Blade Heights 


Nozzle or blade height depends on the total annular area required to pass the 
desired flow of fluid. From Fig. 7.38, it can be seen that the area available for 
flow at exit of one nozzle passage is approximately. 
А = Oh, 
where О = width of flow passage at exit at mean nozzle height, and Л, = nozzle 
height. 
It was already discussed in section, 7.2.9 how to estimate the nozzle annular 
area and its height. For coherence, it is being done here too. 
From Fig. 7.38(c), 
psina-0-r 
where p= pitch of nozzles at mean nozzle height, and t = nozzle wall thickness, 
as shown. 
А = (p sin a — t), 
Assuming full peripheral admission, i.e. the nozzle diaphragm is completely 
occupied by nozzles, the number of nozzles, z, is given by 


Fig. 7.38 Flow through a nozzle passage 


z— (t D, p 
Total nozzle area 18 
A," psina[1- | Ja 228 
pang В 
or A, = pD,, h, К sina (7.86) 


where k, is the nozzle thickness factor. 
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Similarly, it can be shown that the area available for flow at the entrance to the 
blades is 


A, = AD, fy ky, sin B, (7.87) 
where £,, is the edge thickness factor for blades, 
From the continuity equation, it follows that 


a = bh AM 
0 vI 
or xD, hok sin a V, = xD, hka sin | Fa (7.88) 
For all practical purposes, it can be assumed that An = X, so that 
hy/h, = (V, sin од, sin Bi) = 1 (7.89) 


Although Eq. (7.89) indicates that the blade height at entrance is egual to the 
nozzle height at exit, it is customary to increase the blade entrance height 
slightly. This is done in order to avoid spilling of the fluid issuing from the 
nozzles. This increase ш the blade entrance height 1$ called “over lap” and ıs 
given equally at root and tip of the blade. This A, exceeds A, by 1.6 mm in high 
pressure stages and by about 20 mm in low pressure stages of large turbines, i.e. 
the over lap varies from 1.6 mm to 20 mm. 


1. First stage nozzles and blades From the continuity equation, 
the nozzle area required for a given flow rate á, is given by 
RU 
a 
At high pressure of steam, Г, is small and Г, = M,/cos a for 50% reaction 
blading, and V, = 21,/с05 a for impulse blading if the blades are assumed to 
operate at the maximum efficiency. Thus, at the initial stage of turbine, the flow 
area (4,) required is small. Now, 
A, = AD My, sin ex К 

where D,, is estimated from the given value of Fp = (zD,,Ny60. Since A, is 
small and for given values of a and К, the estimated value of h, is often found 
to be too small to manufacture. If the nozzles are conical, the diameter of each 
nozzle also is found to be very small. It has been experimentally found that 
small diameter nozzles are less efficient than nozzles of larger diameter. 

Furthermore, the blades following the nozzles are thus very short, which is 
difficult to fabricate. Such short blades are also less efficient. It is advisable to 
use a minimum height of 20 mm for the initial blades. Therefore, the nozzle 
height in the first stage cannot be much less than 20 mm, or 


(ль) а = min = 20 mm 
The required nozzle height А, for a given flow is much less than this. Thus, 
A, 7 xz D, (hy nin Sin Of Key (7.90) 
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where x is the fraction of the total arc of nozzles which 15 open for steam flow. 
This is called partial admission of steam. Some nozzles in the arc are blocked 
by steel plates (Fig. 7.39). Thus, by increasing the estimated A, to its minimum 
practicable value (~ 20 mm) and simultaneously blocking part of the periphery 
of the nozzle diaphragm, the required flow area (A,) for a certain mass flow of 
steam at the given condition is obtained. For full admission, the entire arc or 
periphery of the nozzle diaphragm (ЛЮ) is open for steam flow. For partial 
admission, the arc or periphery open for steam flow 15 (xD), where x is less 
than unity. 


Nozzle 
diaphragm 


Nozzle arc 
blocked by 
steel plate 


Fig. 7.39 Partial admission of steam in the initial stage 


With partial admission, a given blade passage will not receive flow from 
the nozzles at all times, Thus exposed to alternate flows of high velocity 
steam, blades are subjected to vibrations which may prove dangerous in long 
blades. 


2. Last stage blade height The last stage is very important in steam 
turbine design. Ав the pressure of steam decreases during expansion, the 
specific volume increases. The volume flow of steam increases necessitating an 
increased flow area. Consequently, A, and D, increase with decrease of 
pressure. At the last stage, the pressure is the minimum, and so A, and D,, should 
have maximum values. 

Blades are held at one end with the rotor while the other end is free. So they 
act as cantilevers with distributed load of steam on them. They are subjected to 
bending stresses. Since they are rotating at a high rpm, so they are subjected to 
centrifugal stresses also. As the blade height increases, both bending and 
centrifugal stresses increase. Due to these stresses, both blade height and blade 
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diameter get restricted. The maximum blade velocity is also limited depending 
on the material of the blades, which is about 350-400 m/s. 


HD Jana № 


(рая = 350 m/s (say) = 60 


The rpm of the rotor is fixed from the generator side. For a 2-pole, 50 Hz 
alternator, 


ya BOZ _120%50 _ 5599 sen 
р 2 
350 x 60 
" = =2.23 
Onda = 13000 u 


For straight blades, the maximum blade height is about 20% of the mean blade 
ring diameter, or 


C Dade = 0.20 


Where it is necessary to exceed this ratio because of flow requirements, the 
blades may be tapered or twisted (Fig. 7.40), thereby reducing both bending and 
centrifugal stresses. With these modifications, the blade height may approach 
about 30% of the mean blade ring diameter. Therefore, for twisted or tapered 
blades, 


(Dramas = 0.3 
^ (Мы. = 2.23 х 0.3 = 0.67 m 


The flow area (A,) could also be increased by increasing the blade angles, 
which would, in turn, increase the nozzle angle œ. This would, however, 
decrease the blade efficiency. By reducing the rpm, both A, and Dn can be 
increased. But, this will also increase the weight and bulk of the rotor along with 
the cost. So, this is not justified, 

When the blade height becomes a significant part of the total stage 
diameter, the ratio of steam to blade speed changes over the height of the 
blade. Figure 7.41 shows velocity diagrams at the root and tip of the twisted 
blade that receives a steam jet moving in a vortex flow (Vir, = V;r,). The 
blade root has been designed for impulse flow, when the tip is exposed to a 
pure reaction force. 


3. Parallel exhausts: number of last stages The maximum 
flow area is provided in the last stage where the volume flow is maximum. 


(АЫ max = TD My max: sin B kin 
The maximum volume flow that the last stage can accommodate 
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(a) Tapered blade (b) Twisted blades 
Fig. 7.40 Tapered and twisted blades 
= RD А) ах Sin By Kg, V 


= TD, At) nan ka, V, sin 0 [since Fy sin B, = И, sin a] (7.91) 
If impulse blading is used, 


b aa ^. V, = 700/cos а 


From Eq. (7.91), for о = 20° and &, = 0.9 (assumed), 


sin 20° x 0.9 = 1075 m/s 


! | 700 
Maximum volume flow = mx 2.23 x 0.67 x E 


20? 


The maximum mass flow of steam that the last stage can accommodate 
(Fig. 7.42). 


_ 1075 


kels 


(9) max 
2 


For the turbine exhaust condition at 0.075 bar, 0.88 quality, 
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v, = 0.001 + 0.88 x 19.24 = 16.93 m’/kg 


1075 
й) = —— = 03,5 ke} 
(Oman = 1693 E 
Relative Steam 
steam speed 


speed 


Relative Relative 
steam steem 
speed speed 

Steam 
, speed 


at tip 


Fig. 7.42 Specific volume at turbine exhaust 


The number of parallel exhausts or last stages required for a give steam flow 
rate of e, is 
£u e 


ue (7.92) 
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4, Casing arrangement Ifthe number of parallel exhausts is estimated 
to be 4, i.e. п = 4, the casing arrangement of the turbine may be as shown in 
Fig. 7.43. 

Steam first expands in the HP (high pressure) turbine (1-2), the exhaust 
from which is taken back to the steam generator for reheating (2-3). The 
reheated steam (3) chen expands in the IP (intermediate pressure) turbine (3—4). 


Reheater 


Condenser 


Fig. 7.43 Casing arrangement of a steam turbine having four 
parallel exhausts 


The steam exiting the IP turbine (4) is split inte four equal streams expanding in 
two DFLP (double flow low pressure) turbine (4-5). The four parallel exhaust 
streams from the LP turbines (5) then enter the condenser. 

A double flow low pressure turbine (DFLPT) not only provides two parallel 
exhausts, but also helps the turbine contain the axial thrust. Equal and opposite 
axial thrusts operating in the two similar turbines of the DFLPT neutralize each 
other. 

The HP and IP turbines are installed in the way as showti in order to reduce 
the axial thrust. Steam at states 1 and 3 is more or less at the same temperature. 
This will cause no thermal stress at H.F. and I.P turbine inlets. If the IP turbine is 
oriented in the opposite way, there will be a thermal gradient along the shaft, 
which would cause considerable thermal stresses. 

The HP turbine outer casing is often made of double shell construction, with 
intermediate pressure steam filling the annular space so that the pressure 
difference across the casing wall is reduced. 

To reduce the temperature gradient around and periphery and hence, the 
thermal stress at turbine entrance, steam is admitted at two or three feed points 
in both HP and IP turbines, instead of having single entry. 

If п = 3, one DFLP turbine and one single flow LP turbine will be used to 
accommodate the required flow rate of steam (Fig. 7.44). 

Figures 7,43 and 7.44 are called tandem compounded steam turbines with all 
turbine cylinders mounted on the same shaft. If the number of cylinders are 
large, or the cylinders are of heavy weights, then the cylinders may be mounted 
on two shafts, each coupled to a separate electric generator (Fig. 7.45). Such an 
arrangement of turbine cylinders on two shafts 18 called a cross-compounded 
steam turbine. 


Hidden page 


Power Plant Engineering 


1. Internal losses, which are connected with the flow of steam. 
2. External losses, which occur outside the turbine casing. 
The internal losses may be enumerated as follows: 

(a) Losses in regulating valves 

(b) Nozzle friction losses 

(c) Blade friction losses 

(d) Disc friction losses 

(e) Partial admission losses 

(D Gland leakage losses 

(g) Residual velocity losses 

(h) Carry-over losses 


Table 7.1 Turbine-Generator Configurations 


Fossil Fossil Nuclear 

TC-2F LSB 26, 30 TC-6F LSB 26, 30 TC-4F LSB 38 and 
and 33.5 in Two and 33.5 in Five 43 in Three casings 
casings 3600 r/min casings 3600 r/min 1800 r/min 

М | dx diel map ре 
HI-IP ‚LP НР IP {LP || LPji LP НР | LP ; | LP 
125-400 MW 550-1000 MW 450-1000 MW 
TC-4F LSB 26, 30 TC-6F LSB 30 and 33.5 in TC-6F LSB 38 and 
and 33.5 in Three Five casings 3600 r/min 43 in Four casings 
casings 3600 r/min {double reheat) 1800 r/min 

Dd eq Dad вах] g 
HI-IP| LP || LP HP-IP IP {LP ДІР || LP HP ‚LP jj LP|{ LP 
250-650 MW 450-723 MW 600-1100 MW 
TC-4F LSB 26, 30 CC-4F LSB 38 and 43 in 
and 33.5 in Four Four casings 
casings 3600 r/min 3600/1800 r/min 


| T | G 3600 r/min 
Dd slap Is 
HP x< LP | LP HP IP 
550-850 MW | G | 1800 r/min 
LP LP G LP LP T 


600 - 1250 MW 
Data provided Бу General Electric Company, TC = tandem compound, СС = Cross 
Compound, F = number of flow ducts to condenser, LSB = last-stage blade (1 in = 
25.4 mm). 
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1. Losses in regulating valves Steam, before entering the turbine, 
passes through the main valve and the regulating valves, the flow through these 
being accompanied by pressure losses. Steam gets throttled adiabatically with 
constant enthalpy. However, the enthalpy drop in the turbine decreases yielding 
less specific output. Thus, some available energy of steam is lost due to the 
irreversible process of throttling. The pressure drop varies from 3 to 5% of the 
inlet steam pressure p,. 


2. Nozzle friction losses The friction losses in nozzles were 
mentioned earlier. The effect of friction is taken care of by the nozzle efficiency. 
Losses are due to the growth of boundary layer and the formation of eddies in 
the wake, apart from the frictional resistance of walls, which varies with the 
height and length of passage. Losses are higher in a turbulent boundary layer 
than in a laminar one. In reaction turbine where pressure or enthalpy drop per 
stage is less due to lower velocity, the laminar condition persists over a greater 
length of passage. So, the friction loss is less than the impulse stage. However, 
due to the large number of stages, the total surface area exposed to flow is more, 
which increases the friction loss. Thus, the nozzle loss depends on its size, 
surface roughness, its length, roundness of entrance, divergence angle, space 
between nozzles, moisture and trailing edge. 


3. Blade friction losses Losses in moving blades are caused by 
various factors as enumerated below: 

(a) Impingement losses: Steam issuing out from the nozzles meets the 
leading edges of the blades and energy may be lost if the entry is not 
smooth enough and eddies are formed. 

(b) Frictional losses: Steam encounters these losses in the blade passages, 
which depends on the roughness of the blade surface. 

(c) Turning losses: These occur as the steam turns in the blade passage. 

(d) Wake losses: These occur at blade exit, depending on its shape and tip 
thickness. 

The moving blade losses are taken care of by the blade friction coefficient 

(А, = V/V, ) representing the reduction of relative velocity of steam from F, to 
Fp due to friction. 


4. Disc friction losses When the turbine disc rotates in the viscous 
steam, there is surface friction loss due to relative motion between the disc and 
steam particles. Due to centrifugal force, steam is thrown radially outward. The 
moving disc surface exerts a drag on the steam, sets it in motion from root to tip, 
and produces a definite circulation. Some part of the kinetic energy of steam is 
lost due to this friction. 


5. Partial admission loss An impulse stage operating with partial 
admission, or an early stage in such a turbine with nozzles provided only over a 
part of the blade periphery, will have blades idle during part of the revolution. 
Some portion of kinetic energy of the incoming steam is spent in clearing away 
the steam existing within the blade passage. These are called "scavenging 
losses" which together with disc friction losses are often referred to as ^windage 
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losses” in which some kinetic energy ts imparted to the fluid at the expense of 
the kinetic energy of the blades. Since reaction turbines are designed for full 
peripheral admission, the windage loss, as well as disc friction can be neglected. 


6. Gland leakage losses Leakage of steam can occur between stages 
and along the shaft at inlet and exit ends of the casing. Diaphragm leakage takes 
place in both impulse and reaction stages through the radial clearance between 
the stationary nozzle diaphragm and the shaft or drum. Tip leakage occurs in 
reaction stages through the clearance between the outer periphery of the moving 
blades and the casing because of the pressure difference existing across the 
blades. Shaft leakage occurs through the radial clearance between the shaft and 
casing at bot high and low pressure ends of turbines. At the HP end, steam leaks 
out to the atmosphere, while at the LP end, the pressure being less than 
atmospheric, air leaks into the shell. 

Since the leaked steam does not work on the blades, it represents energy 
lass. Both diaphragm and tip leakages can be minimized by reducing the radial 
clearances, but it must avoid rubbing or metal-to-metal contact. The clearance 
may be as low as 0.5 mm. However, proper balancing of the rotor, both static 
and dynamic, is a must to avoid any such rubbing. It is necessary to use seals or 
packing to further reduce the leakage flow. These seals may be labyrinths, 
carbon rings, water or steam seals, or gland leak-off. To prevent shaft leakage, 
labyrinths may be used with carbon rings and gland leak-off. Labyrinth seals 
consist of a series of thin strips fixed with the casing which maintain the smallest 
possible clearance with the shaft (Fig. 7.46). The small constrictions make the 
steam throttle to lower pressures many times, till only a very little quantity leaks 
out. Carbon ring seals, which consist of a ring of carbon divided into segments, 
have the rings fit snugly to the shaft by springs so as to prevent leakage, and may 
be used along with labyrinth glands in series in large turbines. 


Fig 7.46  Stepped labyrinth seals 


7. Residual velocity loss Steam leaving the last stage of the turbine 
has a certain velocity which represents an amount of kinetic energy that cannot 
be imparted to the turbine shaft and 1s thus wasted. 


8. Carry-over losses Some energy loss takes place as steam flows from 
one stage to the next. The kinetic energy leaving one stage and available to the 
next is given by rj 4(F5/2), where tep is the carry-over efficiency. 

In addition, there are some losses of energy due to wetness of steam (where 
the water particles are dragged along with steam at the expense of some K.E. of 
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steam). If the quality of steam is less than 0.88, erosion and also corrosion can 
take place. Since the velocity of steam leaving the last stage of turbine is quite 
large (100-120 m/s), there will be energy losses due to friction in the exhaust 
hood of the turbine. Exhaust hoods to the condenser gradually increase in arca 
like a diffusor and thus, there is a further decrease in velocity of steam and an 
increase in pressure as steam enters the condenser. Such hoods allow the turbine 
to operate down to a slightly lower pressure than that required by the condenser 
(depending on temperature and flow of cooling water, and air extraction from 
its shell), thus increasing the turbine work. 


9, External losses There are some energy losses in the bearings and 
governing mechanisms which can be reduced by improving the lubrication 
systems. Some energy is consumed by oil pumps. Since the turbines are 
adequately insulated the surface heat loss by radiation and convection is small. 
Modern large electric generators are hydrogen cooled, well designed, and very 
efficient, where the energy losses are within 2 to 3 per cent. 


7.3.6 Reheat Factor and Condition Line 


Figure 7.47 shows the typical stage efficiencies of simple impulse, Curtis and 
reaction stages in contrast to Fig. 7.34 which demonstrates the variation of 
blading efficiency. As discussed in the earlier article, there are various losses in 
the stage and the portion of the available energy not converted to work and 
remaining in the fluid is termed as “reheat”. A single-stage expansion with 
reheat is shown in Fig. 7.48. 


Reaction 


Impulse 


2-row Curtis 


— р 


Fig. 7.47 Typical stage efficiencies 
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Fig. 7.48 Expansion in a single stage with reheat 
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Ah, = йу —A,, = isentropic enthalpy drop 
Ah = h; — Ву = actual enthalpy drop 
Reheat = hs = it... 


Figure 7.49 shows the expansion in a 4-stage turbine, taking into account the 
effects of reheat. The following conclusions are drawn: 


1 In 


Condition line 


Fig. 7.49 Condition line for a four-stage turbine 


l. Reheat takes place with increase in entrapy. 

2. The reheat in à given stage is available to do work in the succeeding 
stage except the last stage where the reheat is a loss. 

3. The constant pressure lines diverge from one another, thereby increasing 
the enthalpy drop for the same pressure drop. 

4. Because of (2) and (3) the sum of the available energies (isentropic 
enthalpy drops) for each stage 1s greater than the available energy 
(isentropic enthalpy drop) for the whole turbine. 

5. The condition representing the actual expansion in the turbine is 
approximately the locus of points indicating the actual conditions of 
steam at the exit of each stage. 

The effect of item 4 may be expressed, assuming equal available energy per 
stage, by a term called "reheat factor" (RF). The total isentropic enthalpy drop, 
(A, — he), is divided equally into four parts in the four stages (Fig. 7.49) in the 
Mollier diagram, from which the interstage pressures p,, p, and p, are noted, ру 
and p, being the boiler and condenser pressures, respectively. The isentropic 
enthalpy drop (A, ~ й.) in the first stage is multiplied by the stage efficiency to 
obtain the actual enthalpy drop (A, —4,), which is cut-off from | on the isobar at 
p, in the Mollier diagram. From 2, a vertical line is drawn which cuts the isobar 
агр, at state 3s. The isentropic enthalpy drop (4, — A,,) is noted and the actual 
drop (A; — h) is estimated by multiplying it with stage efficiency. In the same 
way, the enthalpy drops (A; ~ h,,) and (h,— h,,) are obtained from the Mollier 
diagram, and the state 5 ıs fixed. The states 2, 3, 4 and 5 record the actual 
conditions of steam at exit from each stage and the locus through these states is 
called the “condition line”. The reheat factor is defined as 
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(A, hal -h,)ti(h — hu) +(h, — ha) (7.93) 
Ay = ha 
If the stage efficiency is assumed to be the same in all stages, 


n = h = ћ., h h-h л А А, _ hs hj — № 
nA, A hy- hy 
By substituting A, — Й, = (hj — h;y na, fy Aas = (В, — hal, and so on in 


Eq. (7.93), 


RF = 


(7.94) 


А mi a hy — h — hy hoh hah 


= Па Па Mar Па 
RF = — > E 
h Е hes 
l А-А | 
or RF = = rj eral (7.95) 
П h 7 hes Па = 
where the internal (or isentropic) efficiency of the turbine, 
h = й 
Паста — en (7.96) 
Thus, from Eq. (7.95) 
кетй REGES. (7.97) 


Due to divergence of constant pressure lines, the reheat factor is greater than 
unity. The value of RF lies between 1.04 to 1.08. Therefore, 

internal 2 N tage 
In other words, due to reheat, the expression (A, — Ao) + (А5 — Аз.) + (hy — ha) + 
(hi, — hrs) is greater than (hs — he). 


7.3.7 Design of Multi-Stage Turbines 


The design of a steam turbine involves a judicious combination af theory with the 
results of experience, governed to a great extent by cost. The method of design 
outlined below is only illustrative of the theories discussed above. The following 
are specified to the designer: initial steam conditions, exhaust pressure, and the 
capacity in MW or kW. The turbine requires many stages which increase in 
diameter from inlet to the exit end. All wheels tum at the same speed (rpm), but 
Кы. Г, Аъ Kine & В, у, leakage efficiency, disc friction and windage loss may all 
vary from stage to stage. The condition line, which is the logical starting point, 
can only be approximated until all the stage efficiencies are known. 

The calculation for the casing arrangement of a multi-stage impulse turbine 
is made according to the Section 7.3.4. 

The first stage is most often a two-row Curtis stage. In order to increase the 
height of the nozzles, the stage is usually given a partial admission. In large 
condensing steam turbines, where the specific volume at the end of expansion in 
the turbine becomes very large, long blades of special design are selected. The 
design of multi-stage turbines is usually started with initial design considerations 
of first, second and last stages, while the intermediate stages are designed later. 
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The ratio of axial components V,,/V,, and so on can be determined from the 
velocity diagrams. A constant blade diameter, D» has been assumed for the 
Curtis stage. 


2. Second stage For impulse stages, the optimum velocity ratio 

Pop = cos 0/2 = FF, 
where ais the nozzle angle. For the actual stage, a value somewhat less than this 
optimum value may be assumed. If the average blade velocity is assumed, then 
the average nozzle exit velocity can be estimated. 
Now V, = 44.72 [т„ (АА), 
Assuming suitable value of n,, the average drop of enthalpy per stage can be 
computed. 


(Ah, Drove 
(AM, age 
The absolute velocity of steam leaving the second row of moving blades (F4) of 
the Curtis stage is known. From the energy balance across the nozzles of the 
second stage (impulse), the absolute velocity of steam (V) entering the blades 
can be estimated. By assuming suitable values of relevant parameters, the 
velocity diagrams can be plotted, from which r],, can be estimated, and 

Паре = Na х Пы X (1 ~ ар) 
сап similarly be determined. 


Number of stages required = 


In the stage, Afi = шше X (А hi}stage 
D, hy, x kV sin 
Now, a, = лП x КЁ sina 
" 


Assuming a suitable value of (Ay Da) A, and D,, can be estimated. The nozzle 
height will then be 
ha = Я, = 1.60 mm 


3. Last stage Assuming the maximum blade velocity consistent with the 
blade material (350—420 m/s), the last stage blade diameter is estimated. From 
stress consideration, the maximum height to diameter ratio for twisted or tapered 
blades can be assumed to be 0.3. If the blades are assumed to operate close to 
the maximum efficiency, the jet velocity of steam and hence, (Ah) can be 
determined. The velocity diagrams can be drawn from which Пь, can be 
estimated. 

_ wD, А, X КЁ, sina 


Now, | 


м 
from which both Я, and D,, are estimated. 
The procedure has also been illustrated while discussing the casing 
arrangements earlier. 
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4. Intermediate stages The isentropic enthalpy drops that would take 
place in HP, ЇР and LP cylinders are known. Since the enthalpy drop per stage 
(Ah,) is also known, the number of stages in each cylinder can be determined. 
The blade and nozzle dimensions can similarly be estimated. 

By knowing the stage efficiencies of all the stages, the condition line can be 
drawn on the Mollier diagram from which the final condition (x, v) of steam can 
be noted. The turbine internal efficiency is then determined, and the steam flow 
rate (Œœ) is estimated. If this о), does not tally with the value used earlier, 
calculations have to be repeated. 


7.3.8 Turbine Governing and Control 


The function of a governor 1s to maintain the shaft speed constant as the load 
varies. 

The simplest type of governor is the centrifugal flyball type (Fig. 7.50). The 
power available at the shaft is equal to 277/60, where T is torque and № 1s the 
rpm. As load (or torque) decreases, speed increases. Consequently, with the 
increase of centrifugal force, the flyballs fly apart and raise the sleeve which, 
operating through a lever and a fulcrum, actuates the main valve to close and 
reduce the mass flow of steam admitted to the turbine. 


Flyballs 


Fulcrum 
"3 


Exhaust 


Fig. 7.50  Centrifugal flyball governor 
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An oil-operated servo system in addition may be used to enhance the 
sensitivity of the governor (Fig. 7.51). The governor force is amplified to move 
a light and almost frictionless pilot valve which controls the flow of high 
pressure oil to a piston. The piston powered by the oil can thus operate the 
governor valve as desired. The steady-state speed regulation А, is given by 

hu BEN; 


5 


100 (7.98) 
T 
where №, = speed at no load, 
N — speed at rated load, and 
N, — rated speed. 


Pilot valve 


Piston 


Steam 


Fig. 7.51 Centrifugal governor with hydraulic power amplifier 


Usually, the speed change from full load to no load is limited to 3—4% of the 
speed at rated load. If the rated speed is 3000 rpm, the speed at full load would 
be 3060 rpm and that at no load would be 2940 rpm. Therefore, in this case 
R= 3060 — 2940 100 =4% 
3000 

1. Throttle governing It was mentioned in the earlier Section that as 
the load decreases and shaft speed increases, the stop valve is partially closed to 
admit less steam to the turbine and to produce less power according to the 
demand. Due to restriction of passage in the valve, steam is throttled, say, from 
Po © Parone (Fig. 7.52). The specific ideal output of turbine thus reduces from 
(A, — А.) to (A, — ha). With further closure of the valve, Роше Will still be less 
to produce a still lower output. 
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Oil supply from 


Fig. 7.52 Throttling of steam 


The steam consumption plotted against the turbine load shows a linear 
relationship, which is called the Willan 5 line (Fig. 7.53), and given by 


0 — ——- Load, kW 
Fig. 7.53  Willan's line 


a, = a+ bL (7.99) 


where а = по load steam consumption, kg/s; 

b = steam rate (or specific steam consumption), kg/k Ws; and 

L= load, kW. 
The throttle and stop valves are located in the steam supply line to the turbine. 
The stop valve is a hydraulically operated quick opening and shutting valve 
designed to be either fully open or shut. For small turbines, the stop valve may 
be manually operated. The throttle valve is used to regulate steam flow during 
starting or stopping. 


2. Nozzle governing If throttle governing is done at low loads, the 
turbine efficiency is considerably reduced. The nozzle control may then be a 
better method of governing. The nozzles are made up in sets, each set being 
controlled by a separate valve (Fig. 7.54). With the decrease of load, the required 
number of nozzles may be shut off. 
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Steam inlet 


Fig. 7.54 Nozzle governing 


3. By-pass governing To produce more power (when on overload), 
additional steam may be admitted through a by-pass valve to the later stages of 
the turbine (Fig. 7.55). By-pass regulation operates in a turbine which is throttle 


governed. 


By-pass Nozzl 
valve By-pass steam "a disci ed 


Rotor discs 


Fig. 7.55  Hy-pass governing 


4. Emergency governor Every turbine is provided with some form of 
an emergency governor which trips the turbine (closes the stop valve and stops 
the steam supply) when 

(a) shaft exceeds 110% of its rates value, i.e. 3300 rpm 

(b) lubrication system fails 

(c) balancing (static as well as dynamic) of turbine 15 not proper 
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(4) condenser becomes hot (due to inadequate cooling water circulation) or 


vacuum is less. 


One common type of overspeed trip employs а pin or weight on the turbine 
shaft. Centrifugal force acting on the pin is opposed by a spring until about 10% 
overspeed is reached, whereupon, the centrifugal force overcomes the spring 
force and the pin flies out and strikes a trigger which, in turn, releases a spring 
to close the stop valve immediately. 


7.3.9 Control and Supervisory Instruments 


Certain control and supervisory instruments are provided for the safe and 
effective operation of a turbine given as follows. 


b. 


10. 


11. 


Pressure gauges are provided to record the p-essure of main steam at the 
stop valve, in the steam chest, at the first stage and the exhaust, the oil 
pressure to the bearings, the governor mechanism and the pressure of 
steam or water to the gland seals, For a condensing turbine, a vacuum 
gauge and a barometer are installed. 


. Thermometers are provided to record steam temperatures at the stop 


valve, in the steam chest, at the first stage, and at the gland. The oil 
temperatures entering and leaving the bearings аге noted. 


. A speed and cam-shaft position recorder is required to record the turbine 


speed in rpm. During operation, the turbine speed 1s obtained from the 
generator frequency recorder. Thus, the speed recorder is used to record 
the cam-shaft position, which determines the opening of the valve and 
the load on the turbine. 


. Án eccentricity recorder is provided to indicate and record the 


eccentricity of the shaft at the high pressure end of the turbine. 


. А vibration amplitude recorder is provided to record vibration of the 


TOLOT. 


. An expansion indicator is provided on the turbine control board to show 


the axial expansion of the turbine casing. 


. A noise meter on the control board is used to pick up and amplify the 


noise made by the moving parts of the turbine. 


. Flow meters are mounted on the turbine control board to indicate, record 


and integrate the mass rate of flow to the turbine, the steam bled at 
various points, and the flow to the condenser. 


. Wattmeters, voltmeters and ammeters are also provided on the turbine 


control board, which along with the flowmeters are used to determine the 
steam and heat rates of the unit. 

Handwheels to operate the various drain valves are located at the turbine 
or on the turbine board. 

Governor controls are located at the turbine or on the turbine control 
board for proper regulation of valves. 


. A trip lock lever for testing the overspeed trip is usually mounted on the 


turbine control board. 


Steam Turbines 


7.3.10 Dummy or Balance piston 


In a pure impulse turbine the axial thrust on the blades is entirely due to the 
change in momentum of the steam in the axial direction and is usually very 
small. In the reaction turbine, however, there is a pressure drop across the blades 
of each ring, and so there can be a large force exerted on the blades in the axial 
direction, If it is not contained, the entire rotor may come out of the shaft and 
Cause a serious accident. 

As shown in Fig. 7.56 , the axial thrust produced is 

Tip - pM — a V, Р) (7.100) 

where A is the annular area of the blade ring. Similarly, for all the rings of the 
rotor, the thrusts 77, 77, ... can be estimated, the total thrust will be the sum of all 
these thrusts. 

Normally, the change in axial velocity components (V, — Fa) in Eq. (7.100) 
is usually small and it is zero for 50% reaction blading. Therefore, the total 
thrust will be 


Т= У [(ру- Py) А, + (po —p3) Ay + (py ру) Ау +... ] (7.101) 


Fig. 7.56 Axial thrust on blades of reaction turbines 


To balance this thrust, a few stages are provided on the other side of the cylinder 
(like a double-flow LP cylinder), which are designed in such a way that an equal 
and opposite thrust is produced. These stages which are used to balance the 
axial thrust constitute what is called a dummy or balance piston (Fig. 7.57). 


Ps — T 


Fig. 7.57 Dummy or balance piston for reaction turbine 
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7.3.11 Blade Stresses 


The determination of blade stresses is a critical factor їп the design of blades. 
The severest stresses are imposed by the centrifugal forces due to high rotative 
speeds. Bending stresses are also imposed by centrifugal forces, fluid-pressure 
differences, and vibration. 

Centrifugal stresses are a function of the mass of material in the blade, blade 
length and speed. The component of centrifugal force acting radially outward 
exerts a tensile stress at the root, Sufficient cross-sectional area must be 
provided in the blade at the root and a material capable of withstanding the 
stress without fatigue must also be provided, 

The centrifugal force on an element dr at radius r (Fig. 7.58) is given by 

dF = (ya dr) wir (7.102) 


where y= specific weight of blade material, kg/m’: 
а = blade cross-sectional area, m^; and 
w = angular velocity, rad/s 

Total centrifugal force exerted at the blade root 15 


Fig. 7.58  Centrifugal and bending forces on the turbine blade 


Е. = уа dr ar = == {г - ri) (7.103) 
where r, = tip radius, and r, = root radius, 
F 4 
yaw ы 
О F.- A= —— 7.104 
i a 2m 60 en 


where А = annular area = Л (r? - =] 
The centrifugal or the tensile stress at the blade root is thus 


N 3 
en te 7.105 
a: (э) КЕНӘ) 


[Г the blade is tapered, the mass of material is reduced, thereby reducing the 
centrifugal stress. Since the stress exerted at any section of the blading decreases 
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radially, reaching a minimum near the tip, a constant cross-sectional area is not 
required for strength. Hence, where the centrifugal stresses are severe the blade 
is tapered by decreasing both its thickness and width. 

Impulse blades are subject to bending from centrifugal stress and the 
tangential force exerted by the fluid. Reaction blades have an additional bending 
stress due to large axial thrust because of the pressure drop which occurs in the 
blades. All turbine blades may be subjected to bending because of vibration. 
The total stress at a given point on a turbine blade may be found by adding the 
centrifugal stress at that point to the bending stress. 


7.3.12 Blade Fastenings 


There are a number of methods for fixing turbine blades to the disc or drum. The 
selected type of fastening must be able to resist the centrifugal and bending 
forces to which the blades may be subjected. Blades which are loosely fastened 
to the disc or drum will amplify any vibrations induced in the blades, causing 
fatigue failure. The failure of one blade may lead to the destruction of the entire 
turbine. 


Wedges 


n 


WS 


Pi 
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Fig. 7.59 Bulb and shank fastening 


Figure 7.59 shows the bulb and shank type of fastening suitable for low 
pressure impulse steam turbines. Figure 7.60 illustrates a type of fastening 
known as straddle-T which is widely used on low pressure'impulse turbines. Its 
modification, simply a straddle fastening (Fig. 7.61) is used for the long low- 
pressure blades of large steam turbines. The straddle fastening 1$ slipped radially 
into the slot provided on the disc or drum at a point widened for this purpose, 
The blades are then pushed along in the slot until the last blade is inserted, 
whereupon a special stop piece is put in place. 


Fig. 7.60 T-shaped attachment 
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Fig. 7.61 Straddle fastening 
A T-shaped attachment is used in the high pressure impulse stages of large 


turbines (Fig. 7.62). Figure 7.63 shows a fir-tree or Christmas tree attachment 
which is inserted on the disc axially. 


" 


Fig. 7.62  Stradle-T fastening 


T 


Fig. 7.63  Fir-tree attachment 
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7.3.15 Critical Speeds 


Inspite of all the care taken in the construction and balancing of the turbine shaft 
and discs, due to some reason or other, the mass centre of the rotor does not 
coincide with the geometrical axis of the shaft and the distance between the two 
is known as eccentricity. During the shaft rotation even a small eccentricity 
gives rise to a transverse force that increases with shaft rpm and tends to deflect 
the shaft. 


5 5 
Pape € peg 


(à) N=0 (b) МАМ. с) N=Na (d) N> Na (е) Маю 


Fig. 7.66 Position of centre of gravity of shaft depending on 
its rpm 


Let us consider a slightly out of balance shaft with an eccentricity д 
(Fig. 7.66). The mass centre of the shaft is at a distance б from the geometrical 
axis of the shaft. We shall consider the shaft to be supported in the vertical 
direction to avoid the shaft deflection due to its own weight, 

The centrifugal force due to rotation is given by 


Е. = mar(y + à) (7.106) 
where у= deflection of rotor, mm; 
m = mass of rotor, kg; and 
@= angular velocity, rad/s. 
If F is the stiffness of shaft, т.е. the force that causes the shaft to deflect by 
1 mm, then by force balance. 
Е, = Fy (7.107) 
д 
F (ma) -l 
From Eq. (7.108) it follows that each value of @ conforms to a definite 


deflection y, e.g., at Кто? = 1, y = e». The angular velocity of the shaft at mar 
= F, when y = =, is known as the critical velocity. 


Fr=ma(y+6) or у= (7.108) 
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142 
= H | (7.109) 
т 
| лм. ГЕ? 
А = or Bel 
gain tu... ^60 A 

1/2 

or Na, = 9.55 H (7.110) 
IH 


where m 1s the mass of the rotor in kg. 

The rpm which numerically coincides with the natural frequency of 
transverse vibrations of the shaft is known as critical speed. Theoretically, at the 
critical speed the deflection of the shaft tends to infinity. Thus, operation of 
turbines at the critical speeds is to be avoided. The normal speed of rotation 
must not coincide with the critical speed of the shaft, i.e. with its natural 
frequency. For safe working of the turbine the critical speed should not differ 
from the normal speed by more than 20%. 

Turbine shafts having critical speeds less than normal operating speed are 
known as flexible shafts, and those with critical speeds higher than the normal 
operating speed are known as rigid shafts. Rotors of impulse turbines are of 
both these types, flexible and rigid. If the critical speed is less than the operating 
speed, then while starting the turbine this speed must be passed over quickly so 
that there will be hardly any time for the deflection to grow, which, if allowed, 
could result in a bent shaft and damaged bearings. 

At critical speed, the centre of gravity 5 coincides with the geometrical axis 
of the bent shaft (Fig. 7.66c). It is found from theoretical as well as practical 
considerations that when N > АМ, the c.g. 5 would be between the vertical axis 
and the bent shaft (Fig. 7.66d). In this case, the equilibrium conditions for the 
forces will be expressed as 

mor (y ~ 6) - Fy - 0 


(7.111) 


From Eq. (7.109), a? = 


_ à 
1 (о /e»" ) 
From this equation it is seen that with increase in œw, у has a value less than 
what it has at the critical speed, i.e., as œ increases, y decreases. When @= @ 


у = œ and when @ = ce, y = 6, Therefore, at infinite speed of rotation, the c.g. of 
the shaft $ (Fig. 7.66e) coincides with the axis of rotation. 


y (7.112) 
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It is also seen from Eqs (7.108) and (7.112) that the deflection of the shaft у 
is a function of eccentricity and hence, while balancing the rotor it is advisable 
to reduce the eccentricity ò to the minimum possible. 

If the shaft is in horizontal supports (Fig. 7.67), even under static conditions 
there will be some amount of deflection A caused by the weight of the shaft and 
the discs mounted on it. Thus, the shaft will always be slightly bent. 
Consequently, while in rotation there will be an additional amount of deflection 
y and the shaft begins to vibrate relative to static geometric axis (Fig. 7.67). The 
static deflection is given from 


е 


Fig. 7.67 Position of c.g. of shaft т horizontal supports 


F-A= И = weight of the rotor or shaft 
where F is the stiffness of the shaft (N/mm deflection) 


W 
А = — 7.113 
г (7.113) 
The static deflection depends on the stiffness of the shaft, the distance 
between the two supports and the load distribution. For simply supported shafts 


loaded at the centre, the deflection will be 


_ ИР 
48 ET] 
and for shafts with fixed ends and loaded at the centre 
3 
A= Wi 
192 EI 


where /- distance between the two supports 
E = modulus of elasticity of the material of the shaft 
I = moment of inertia of the shaft section, md*/64 
d — shaft diameter. 
We may rewrite the expression for shaft deflection as 
3 
A= ша (7.114) 
El 
where с 1s а coefficient depending upon the type of support and the point at 
which the load is applied (in the cases referred above, с = 1/48 and 1/192). 
Having determined the deflection A the critical speed can be easily 
determined from Egs (7.110) and (7.113). 
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055 
N = = 7.115 
cr (Ay? ( ) 
The diameter of the shaft is determined from the critical speed 
considerations and then checked for mechanical strength. From Eqs (7.114) and 
(7.115). 


T OM (Na) Eu 
955 


1/4 
WP 2 
n ge ЕКЕ Ne (7.116) 
zE (9.55 


The critical speed may be assumed for the calculation of shaft diameter. The 
coefficient с is obtained from the equations of strength of materials for various 
types of loading. 


I. Other critical speeds At speeds higher than the first critical speed 
as shown in Fig. 7.68(a), Eq. (7.115), the shaft settles down until the second 
critical speed 1s approached when it commences to bend in the curve shown in 
Fig. 7.68(b) with a nodal point at the centre of its length. Half the length of the 
shaft is now under the same conditions as the whole shaft when passing through 
its first critical speed (Fig. 7.68а). 


Since deflection y = /* and №, = | ч Jr 


Neree 1/ F 
For second critical Mat the length of shaft is #2. 
Nr: Np = 4:1 
Similarly. for the third critical speed, the shaft length is //3. 
Nog? Ney = 921 
Hence, 
AS UN SEN SEN el 9,3 ee 


= E 
pe So OS Oe 
BT ау | HO ара 
(а) Neri (b) Mery (с) Nera (d) Ner, 


Fig. 7.68 Form of whirling shaft at second, third and 
fourth critical speeds 
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For further details of critical speed, the book by Kearton (1958) may be 
consulted. 


7.3.16 Turning Gear 


During shut-down or when the turbine is tripped, there is no steam supply to the 
turbine. If the turbine which was rotating at 3000 rpm is suddenly stopped, due 
to the inertia of motion, the rotor may get bent and distorted. There will also be 
thermal stresses developed due to non-uniform cooling, The reverse happens 
when the turbine is started. The turbine requires to be heated slowly and its 
rated speed is reached gradually in several steps. 

The turning gear or the barring gear is a mechanism which keeps the turbine 
shaft rotating at about 1 to 20 rpm to avoid springing the shaft because of 
unequal expansions and contractions when warming or cooling the turbine. It 
consists of a gear integral with the turbine shaft which 15 driven by an electric 
motor through the necessary speed reduction equipment (Fig. 7.69). 


Reduction 
gears 


Fig. 7.69 Turning gear operation during start-up and shut-down 


During shut-down or when tripped, the turbine is put on turning gear 
automatically and it keeps on rotating for about two days to cool down gradually 
and absorb the inertia of motion. Similarly, while starting the turbine, it is put on 
turning gear first to keep it in rotation at low rpm and then steam 15 admitted 
slowly by opening the stop valve till the rated speed is reached. When the first 
critical speed is approached, steam is admitted quickly to avoid this speed. 


7.4 | ELECTRICAL ENERGY GENERATION 


The rotational mechanical energy of the turbine is converted to electrical energy 
in the generator by the rotation of the rotor's magnetic field, 

The rotation of the turbine turns the rotor of the generator, producing 
electrical energy in the stator of the generator. The generator rotor consists of a 
steel forging with slots for conductors that are called the field windings. An 
electrical direct current is passed through the windings, causing a magnetic field 
to be formed in the roror, as shown in Fig. 7.70. This magnetic field is rotated by 
the turbine. The rotor is surrounded by the stator that includes copper 
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The power factor of a generator is defined as the ratio of kW to kVA and is 
the cosine of the angle describing the angular difference between phase current 
and phase voltage. 

Heat is produced in a generator as a result of resistive losses caused by 
current flow in the stator and field windings, stator core magnetic losses and 
windage losses. This heating effect which depends on the load and power factor, 
is the limiting factor in generator rating. By providing forced cooling of the 
rotating and stationary components, the generator rating may be increased and 
the physical size ofthe components may be made smaller. 

Large generators are cooled with hydrogen. The thermal properties of 
hydrogen (like specific heat and thermal conductivity) are superior to those of 
air and allow for reduced windage and better cooling. Windage and ventilating 
losses are lower because of the low density of hydrogen. 

The generator losses may be reduced by using hydrogen at higher pressures, 
say 2 bar. The specific heat ofhydrogen is the highest, since its molecular weight 
is the least, 


= IR 
RT 
Since hydrogen is a diatomic gas, у= 1.4. The characteristic gas constant 
iversal 314 
R= univ hie L 52 3 4157 kJ/kg К 
molecular weight 2 
14x 4157 
0.4 


It is 3.47 times the c, of water. 

The rate of heat removal from the armature = a, c, (t, — 1) kW 

where @, is the mass flow rate of hydrogen, and f, and & are the exit and inlet 
temperature of hydrogen, respectively. The warm exiting hydrogen is cooled by 
water in a heat exchanger. 

Since hydrogen gas explodes if it comes in contact with air, CO, gas, being 
heavier, is first used to purge the armature, i.e., drive away the air. When all the 
air has been removed, then only hydrogen gas is fed into the armature to take 
away the heat generated (IR). 


(сн, = =1455 kJ/kg K 


BELUGAS Steam is expanded in a set of nozzles from 10 bar. 300 °C to 2 bar. 


Are the nozzles convergent or convergent-divergent? Neglecting the initial 
velocity, find the minimum area of the nozzles to flow | kg/s of steam. Assume 
isentropic expansion. 
Solution 

Po = 10 bar, 4, = 300°C 


Since the state of steam at nozzle inlet is in the superheated state, so the critical 
pressure p* = 0.546 x 10 = 5.46 bar. 
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hy, = 2605 kJ/kg 
V, = 44.72 [(A; — ha) + 0.85(h,, — А.) 


Fig. E7.2 


= 44.72 [136 + 0.85(311)]? = 894.79 m/s 

51 = 53, = 7.1276 kJ/kg К = 1.3025 + x, х 6.0579 

x4, = 0.962 

hy, = 417.46 + 0.962 x 2258.01 = 2589.67 kJ/kg 
hy, — h = 0.85(2916.2 — 2589.67) = 277.53 kJ/kg 

h, = 2638.67 kJ/kg = 417.46 + x, 2258.01 

хз = 0.984 

v, = 0.001043 + 0.984 x 1.694 = 1.688 m’/kg 

By interpolation (at 5.46 bar, 226 °С), 

vt = v,, = 0,416 п Кд 

и’, = 1 kp/s =(A*P* Yo" = (4* x 521.52y0.416 

А* = 7.98 cm? (minimum area) Ans. 


A, х 894,79 
Also, | kg/s = A; Viva = mm 


A, = 18.64 ст? 9 nx zes 


n= 3,797 = 4 Ans. 


ELI Air at 7.8 bar and 180 °C expands through a convergent- divergent 
nozzle into a space at 1.03 bar. The flow rate of air is 3.6 kg/s. Assuming isentropic 
flow throughout and neglecting the inlet velocity, calculate the throat and exit areas 
of the nozzles. 


Solution The critical pressure ratio (Fig. E7.3) for air (y= 1.4) 15 
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ty - 1 1.4/0,4 
"A Be oe aa 2) " 
| ) (5 0.528 


0 1 


Fig. E7.3 
^ p* = 0.528 x 7.8 = 4.12 bar 
* 
ly 7+1 12 
180 4- 273 
e res ———— =3715K 
12 
* 
ut = KT _ 287 x 377.5 = 0.263 m’/kg 


р* 412x10 
2. V* -(yRT*)'^ = (1.4 х 287 х 377.5)? = 389.46 m/s 
[Also, V* = 44.72 (hy - h*)'7 = 44.72 x [ep (Ty — T*)] ^ 
= 44.72 x [1.005 (75.5)]'? = 390.5 m/s] 
wo* 36x0.263 


= = —————— = 0.002431 m 
V* 38046 
Area of throat = 2431 mm? Ans. 
Now, 
Ty _ TM EC ы 
т (PP) ME 1.784 
453 
T,= —— =2539К 
1.784 
RT, 287x2539 
p= A 20075 пе 
p, 103х10 
V, = 44.72 x [1.005 (453 — 253.9)]'? = 634.17 m/s 
6x 0.707 
^ A, = M LÀO XD 1075. 0.004016 m? 


и 63417 


SÅ Exit area = 4016 mm? Ans. 
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— = 511.84 А 


_ @-1) _ 723-П_ 
(Т, Т.) 723—51784 
Т, = 53220 


= 0,93 


Fig. E7.4 


n 277 22 
v= ш ое ог =1А8тп°/Кр 
Pi 10° 


р, = 44.72 [1.11(723 — 532.2)" = 650.8 m/s 


Qv, 16327x148 


- = 0.0371 m* 
V, 650.8 


A= 


Exit area = 0.0371 m^ 4л. 


ELT Steam at 20 bar and 300 °C enters a convergent—divergent nozzle at 
the rate of 0.3 kg/s with negligible inlet velocity and expands into a space at 3 bar. 
(a) Assuming that the steam expands isentropicallly according to a law ро? = 


constant, estimate the throat and exit areas of the nozzles without using 
h-s chart. 


(b) Re-calculate the throat and exit areas of the nozzle using the 4-5 chart and 
taking a coefficient of discharge of 0.98 and a coefficient of velocity as 
0.92, 
Solution At 20 bar, 300 °C, vg = 0.1255 m’/kg 
Since the steam 1$ er p*ipy = 0.546.. 


= 0.546 x 20 = 10.92 bar 
(a) pt v = poto 


Lik 171.3 
pt = (B 05> es) x 0.1255 = 0.2 m kg 
р - 
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Иж = (рожу? = (1.3 x 10.92 x 10° x 0.2)"? = 532.8 m/s 


+ 
даа EE reiten 
V* 5328 
20 171,3 
Uus (рур)! = 9 = 4.309 
v, = 0.54 пке 
V = XM, Г. — uU) 
5 Eel Роб — PH 
5 
= = (20 x 0.1255 — 3 x 0.54) = 3.857 x 10° 
V, = 878.25 m/s 
: ov, 003x054 3 
= Exit area, 4, = —! =———— = 0,0001844 m 
ar е = 87825 


= 184.4 mm? Ану. 
From МоШег chart, (Fig. E7.5), 


Fig. E7.5 


hy = 3050 kJ/kg, h* = 2920 kJ/kg, hy, = 2650 kJ/kg 
са = GH, = 0.98 = 0.3/0, 
^ Ф, = 0.3061 kg/s 


v,*, as before, is 0.2 m’/kg 


V.* = 44.72 (3050 — 2920)! = 510 m/s 
F = 44.72 (3050 — 2650)'* = 894.4 m/s 
Coefficient of velocity, ф = РГ, = V,/894.4 = 0.92 


V, = 822.8 m/s 
V, = 44.72 (hg h,) = 822.8 m/s 
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8228Y 
й-й}= | ——| = 338.52 kI/k 
(My — hi) Ez] g 


A, = 3050 — 338.52 = 2711.48 kJ/kg 


Now, hy = het xhg 
2711.48 = 56147 x x, x 2163.8 
x = 0.9936 


v, = 0.001073 + 0.9936 x 0.6047 = 0.6019 m’/kg 
The exit area of nozzles 18 
A = —= =0.000224 m! 
V 822.8 
= 22.4 mm? Ans. 
Taking the same velocity coefficient up to the throat 
ф= V*/V,* = 0.92 
V* = 510 x 0.92 = 469.2 m/s = 44.72 (A — h*)!? 
hy — h* = (469.2/44.72Y. = 110.0 
й* = 3050 — 110 = 2940 kJ/kg 
From Mollier chart, v* = 0.22 m?/kg 
The throat area is 
_ @,0* 03061х 0.22 
re 469.2 
= 0.0001435 m^ = 143.5mm* Ans. 
LEGE Dry saturated steam at 5 bar enters a convergent-divergent nozzle 
at a velocity of 100 m/s. The exit pressure is 1.5 bar. The throat and exit areas are 
1280 mm? and 1600 mm, respectively. Assuming isentropic flow up to the throat 


and taking the critical pressure ratio as 0.58, estimate the mass flow rate and nozzle 
efficiency. 


Solution In Fig. E7.6, 


A* 
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Ло = 2749 kJ/kg, sy = 6.822 kI/kg К, p* = 0.58 x 5 = 2.9 bar 
50 = 5* = 6.822 = 1.660 + 5.344 x* 

х* = 0.966 

h* = 556 + 0.966 (2168) = 2650 kJ/kg 


The energy equation gives 
+ 
fig + Vo = ht" + E 
2 І 


ve 
2749 + or х 107° = 26504 EE x 10? 


pe = 456 m/s 
v* = 0.966 (0.6253) = 0.6040 m’/kg 


_ А*Ү* _1280х10°° x 456 


= 0.966 kg/s Ans. 


"TN 0.6040 
Now, = {* =з, = 6.822 = 1.434 + х, (5.789) 
Et 
hy, = 467 + 0,931(2226) = 2539 kJ/kg 
| р? ye 
Again, АА = ——+h* 
И 2 4 73 
yt 456? 
10? x Th - =» x 107 +2650 = 2754 kJ/kg (1) 
V, хи 
б = AW, 1600x10 xh, = 0,966 kg/s 
Dy U 
V/v, = 603.8 (2) 


The exit pressure is 1.5 bar. The solution of Eqs (1) and (2) has to be obtained by an 
iteration scheme, by assuming ху. Let x, = 0.94, v, = vp + x, vg (at 1.5 bar) 
= 1.0895 m/kg, hj = Apt x, fi, = 2559 kJ/kg, V, = 657. Я m/s, 


+ (#270) x 10? = 2559 + ‚SZ x 10? 
= 2775.35 kJ/kg (2754 kJ/kg) 
Assuming x, = 0.92, v, = 0.92 (1.1583) + 0.001 = 1.067 пе 
hy, = 467.11 + 0,92 x 2226.5 = 2515.5 kJ/kg 
ү = 644.3 m/s 
h, + (#70) x 10° = 2723.1 kJ/kg (2754 kJ/kg) 
Finally, when x, = 0.932, v, = 1.080 m /kg, hr, = 2542 kJ/kg 


= 6522 m/s, A, + (Vj 2/2) x 10° 
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= 2754.7 kJ/kg (2754 kJ/kg) 


* = 
Каде = h* -h „2650-2542 108 (1973 Ans. 
h*-h, 2650-2539 11] 


Arr TIME A convergent-divergent nozzle receives steam at 5 bar, 200 °C and 
expands isentropically into a space at 2 bar. Neglecting the inlet velocity, calculate 
the exit area required for a mass flow of 0.3 kg/s in the following cases. 

(a) when the flow is in equilibrium throughout, 

(b) when the flow is supersaturated with ро’? = constant. Calculate also for 

part (b): 
(1) the degree of supercooling 
(ii) the degree of supersaturation. 


Solution (а) From steam tables, with reference to Fig. E7.7. 


0 200 °C 


— fi 


5 


Fig. E7.7 


v, = 0.4249 m'/kg, hy = 2855.4 kJ/kg 

Sp = 7.0592 kJ/kg К = s, = 1.4336 + x, (5.79) 

x, = 0.972, hj = 504.7 + 0.972(2201.9) = 2645 kJ/kg 
v, = 0.972 x 0.8857 = 0.86 m’/kg 

V, = 44.72 (hy — Ay)!” = 44.72 (2855.4 — 2645)" 


= 648.67 m/s 
AV, _ A x 64867 
“. Tm ={43% kg 
^ n 0.86 di 


The exit area is 


A, = 0.000398 m^ = 398 mm? Ans. (а) 
(b) di = Tds + 0 dp = y dp (1) 
Р. 
hy = h+ En = constant 


dh=-Fdr (2) 
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Equating (1) and (2), 
FdF- -vdp 
From pv"? = рүрү = constant = C = ро", п = 1.3 
H 
| var 


л f 
1-0) Е - (C*)p "ар 
Fa Fa Р Pa 


Ve A 2 chalet ру") 


и 


2 n-1l 
Since Р, = 0, 
ү? n 
T = Pwo — pyvg ) 
Ln 1/13 0.769 
Now, UR = (ze) -(5] zB = 2.023 
Dy n 2 2 


5 Dp = 2.023 x 0.4249 = 0.86 m’/kg 


2 
Ye — 13 1500 x 0.4249 — 200 x 0.86] 
203 
= 175.28 kJ/kg x 1000 J/kJ 
Г = 592 m/s 
A, = exit area = (Ug  0.3x 0.86 
Vr 592 


= (1,0004358 m’ = 435.8 mm” Ans. 


{л = Гун 0,3/1.3 
D- (ze) =(3) = (2.5? = 1.2346 
m Fi 2 


Ty = 473/1 72346 = 383.12 К 
ty = 110.12 °C 
(„ды = 120.23 °C 
-. Degree of subcooling = 120.23 — 110.12 = 10.119С Ал. 


(Ponda = urc ~ 1.4327 bar 


2 bar 
14327 bar 


SEUMAS Recalculate the exit area, assuming a nozzle efficiency of 0.92 and 


a mean c, = 1.925 kJ/kg K for supersaturated steam. Check the answer by assuming 


pv x 10° = 2.308 (h — 1943), where p is in bar, v in m'kg and л in kJ/kg. 


г. Degree of supersaturation = = 1.396 Ans. 


Solution As shown in Fig. 7.8, 


Now, 
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NEL 
ho — hi 
h o7 й] = 2855.4 — 2645 = 210.4 
hy — ho = 0.92 x 210.4 = 193.57 kJ/kg 
Vg = 44.72 (193.57) * = 622.2 m/s 
um : ho = Col fn ig) = 193.57 


Fig. E7.8 


еше т = 100.56 °С 
tọ = 200 100.56 = 99.44 °С = 372.44 К 
Polo _ руу _ 500% 0.4249 


mm 


h mn 473 
500x 0.4249 372.44 


2 —(8364 mk 
Q — 47 200 ш 
е (OU, 03x058364 
EU 
Vo 6222 
= 0.0004033 m? = 403.3 mm? Ans, 


Using approximate formula (Eastop and McConkey, 1986) 


2.308 (hy — 1943) , 
10" х ро 


m /kg 


009 = 


where Po is in bar and ho is in kJ kg 


_ 2308(28554 – 193,6 1943) 


3 з 
= mike = 0.8295 m'/k 
Q 10° х2 e 5 


A, = 05008295 _ 9000309995 = 400 mm? Ans. 
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Bent The velocity of steam entering a simple impulse turbine is 
1000 m/s, and the nozzle angle is 20°. The mean peripheral velocity of blades is 
400 m/s and the blades are symmetrical. If the steam is to enter the blades without 
shock, what will be the blade angles? 


(a) Neglecting the friction effects on the blades, calculate the tangential force on 
the blades and the diagram power Гог a mass flow of 0.75 kg/s, Estimate also 
the axial thrust and diagram efficiency. | 

(b) If the relative velocity at exit is reduced by friction to 80% of that at inlet, 
estimate the axıal thrust, diagram power and diagram efficiency. 


Solution Given: Р, = 1000 m/s, И, = 400 m/s, a = 207, B, = A. @, = 
0.75 kg/s (Fig. E7.9) 


AK, PN 


(a) Ai, = () 
Fa sin B, — F, sin & 
V4 cos B, = V, cos a— Г 


дева EE 
| V, cosa — V, 1000cos 20° — 400 
342 
= tan”! 4957 3239 = fo Ans. 


V, sin 32.35? = 342 
F= 63925 m/s = V, 
АГ, = V4 cos В, + Fo cos B, = 27, cos В, 
= 2 х 639.25 x cos 20° = 1080.07 m/s 
АГ, = Fa sin B, - F4 sin В, =0 
Tangential thrust is Р, = @, АГ, = 0.75 x 1080.07 = 810.05 N 


Diagram power, = Р, х V, 810.05 x 400 = 324,02 kW Ans. 
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324.02 kW 


i 
; X075 x 1000" x 107 kW 


= 0.864 or 86.4% Ans. 
Axial thrust, P,= uw, AF = 0 Ans. 
(b) А, = 0.8 


Г, = 0.8 И, = 0.8 x 639.25 = 511.4 m/s 
АГ, = 639.25 cos 32.35° + 511.4 cos 32.35° = 972.06 m/s 


Axial thrust, P, — t (Fa sin B, — Fa sin B;) 
= 0.75 x 127.85 sin 32.35? = 51.3 М Ans. 
Diagram power, W = 0.75 х 972.06 x 400 = 291.62 kW Ans. 
291620 


Diagram efficiency, p= EEE 
5 x 0.75 x 10007 


= 0.7776 or 77.7695 Ans. 


KETAN An impulse steam turbine has a number of pressure stages. each 
having a row of nozzles and a single ring of blades. The nozzle angle in the first 
stage is 20° and the blade exit angle is 30° with reference to the plane of rotation. 
The mean blade speed is 130 m/s and the velocity of steam leaving the nozzles is 
330 m/s. 


(a) Taking the blade friction factor as 0.8 and a nozzle efficiency of 0.85, 
determine the work done in the stage per kg of steam and the stage 
efficiency. 

(b) If the steam supply to the first stage is at 20 bar, 250 °C and the condenser 
pressure is 0,07 bar, estimate the number of stages required, assuming 
that the stage efficiency and the work done are the same for all stages and 
that the reheat factor is 1.06. 


Solution 
(a) Given: & = 20°, В, = 30°, р, = 130 m/s, Г, = 330 m/s (Fig. E7.10a) 


Fig. E7.10(a) 
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F sin a 330 sin 20* 
tan = ze Tann = 0.627 
5 V cosa- F, 33000520? —130 
В, = 32.075° 
Fsna 330х0342 
р. = — = — = 212.53 m/s 
7 — ай 0.531 


Va 0.8 x 212,53 = 170.025 m/s 
AV, = Fa cos fl, + Fa cos B, 
= 212.53 cos32,075° + 170.025 cos30° = 372.334 m/s 
Wi = о, AV, V, = 1% 327.334 х 130 = 42.55 kJ/kg Ans, 


_ Ар, 2% 327.334 x 130 
м 330x330 
= 0.7815 or 78.15% 
Tlaage = 1 X Пы = 0.85 х 0.7815 = 0.664 or 66.4% Ans. 
(b) Tintemal = Tetage X reheat factor = 0.664 x 1.06 
= 0.7041 or 70.41% 
A, = 2902.3 kJ/kg (Fig. E7.10b) 


Thi = Пр 


Fig. E7.10(b) 


5, = 6.5466 = s, = 0.5582 + xa, 7.7198 
xy, = 0.7757 
hy, = 163.16 + 0.7757 (2409.54) = 2032.29 kJ/kg 
h, — hy = 0.7041 (А, — hi) = 0.7041 (2902.3 — 2032.3) 
= 612.57 kJ/kg 


(Ab) ы | 612.57 
(АЛ) 42.55 


= 14.39 or 15 stages Ans. (b) 


^. Number of stages, л = 
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TAG In a stage of an impulse turbine provided with a single row 
wheel, the mean diameter of the blade ring is 800 mm and the speed of rotation is 
3000 rpm. The steam issues from the nozzles with a velocity of 300 m/s and the 
nozzle angle is 20°, The rotor blades are equiangular and the blade friction factor is 
0,86, What is the power developed in the blading when the axial thrust on the blades 
is 140 newtons? 


Solution 
je Day ЛОО im 
60 60 
Г, = 300 m/s, a = 20 
une V, sind x 300 sin 20° ae 102.61 : 
V cosa —F, 300c0520°-1256 281.91-125,6 
= 0.6565 
Вг = 33.3° = В, 
V, sin a= И sin Ду 
102.61 = ү sin 33,3° 
= 187 m/s 
„= 0.86 x 187 = 161 m/s 
Axial thrust, P, = бу (Fa sin B, — Г, sin В) 


= & V, sin B,(1 — hy) 
= 0), X 187 sin 33.3° (1 — 0.86) 
= m, x 14.3654 = 140 N 
ү ш = 9.7456 kg/s 
AV, = Ёл cos B, + Г. cos B, = Ил cos B, (1 +) 
= 187 cos 33.3° x 1.86 = 290.7] m/s 
… Power developed = 9.7456 x 290,71 x 125.6 x 107 
= 355,84 kW Ans, 


— The nozzles of the impulse stage of a turbine receive steam at 15 
bar and 300 °C and discharge it at 10 bar. The nozzle efficiency is 95% and the 
nozzle angle is 20°, The blade speed is that required for maximum work, and the 
inlet angle of the blades is that required for entry of the steam without shock. The 
blade exit angle is 5? less than the inlet angle. The blade friction factor is 0.9. 
Calculate for a steam flow of 1350 kg/h, (a) the axial thrust. (b) the diagram power, 
and (c) the diagram efficiency. 


Solution 


h, = 3038.9 kJ/kg (Fig. E7.12(a) & (b)) 
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Fig. E7.12(a) 


в, = 6.9224 kJ/kg К = з, 
(5,110 bar = 6.5828 kJ/kg K 


Fig. E7.12(b) 


The state "25" is in the superheated region 
t4, = 250 °C, Ay, = 2943.1 ККЕ 
Г. = 44.72 [(3038.9 — 2943.1)0.95]!? = 426.63 m/s 


Py _ сови cosz0 = 04699 
и 2 2 


V, = 426.63 x 0.4699 = 200.45 m/s 
Hsing 145,916 


tan В, = = = 0.7279 
В Meos}, 200.45 
B, = 36° 
В, = 36-5=32 


rl 


= ДЕШ 248.25 m/s 
sin fi, 
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= Ар Г. = 223.42 m/s 
AV, = V, ds уч Ан u, m/s 
АГ, = F, sin B, — Fp sin В, = 30.85 m/s 


1350 


Axial th Е = | 
(а) Axial thrust, a= poo 53085=11.57М Ans 
| 1350 
Tangential thrust, Pm zang х 392.35 = 147.13 N 


(b) Diagram power, Й „= 147.13 x 200.45 x 10° 
=29492kW Ans. 


(c) Diagram efficiency tjp = | E NA 
x (426.63)? 


2" 3600 
= 0.564 or 86.4% Ans. 


AETR The following particulars refer to a two-row velocity-compounded 
impulse wheel: 

Steam velocity at nozzle exit = 600 m/s 

Nozzle angle = 16° 

Mean blade velocity = 120 m/s 

Exit angles: first row moving blades = 18°, fixed guide blades = 22°, 

second row moving blades = 36° 
Steam flow = 5 kg/s 
Blade friction coefficient = 0.85 
Determine (a) the tangential thrust, (b) the axial thrust, (c) the power developed, 

and (d) the diagram efficiency. 


Solution 


V, = 120 m/s, V, = 600 m/s, & = 16°, B, = 18°, А, = 0.85, a, = 22°, B, = 36° 
(Fig. E7.13) 


— AV, 
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А = 1 ü 
undis зп — ^ 6005іп16° — 
И соз =F, 600 cosi — 120 

_ 165.382 
576.757 —120 

B, = 19.9? 

y = Pisina 165382 

7  sinf, 034 
V, = 0.85 х 485.78 = 412.91 m/s 


= 0.362 


= 485.78 m/s 


V, sin B, 412.9 sin 18° 127,593 
tan ĝ = de ae zu 
И cosB, V, 4129соз18°—120 272.69 
5, = 25.1? 
127.59 
F,= — 393 = 301.06 m/s 
“gin ?5.1° 


Г, = 0.85 x 301.06 = 255.9 m/s 
AP, = И, cos В + V, COS B; V, cos a+ Г, cos б, 
= 576.757 + 301.06 cos 25.1? = 849,44 m/s 
AV, = V, sin a — Vo sin бу = 165.382 — 301.06 sin 25.1° 
37.79 m/s 


V. sina, 255.9 sin 22° 


V, cosa—F, 2559 cos 22? — 120 


tan В, 


95.86 
117.266 
39.26° 
_ И зіпо 9586 
^ sind, sin 39,26? 
К, = (1.85 х 151.46 = 128.74 m/s 
AP, = Vi cos В; + P B, 
= 151.46 cos 39,26° + 128.74 cos 36° = 221.42 m/s 
AF, = И, зіп а, — Ил sin fj = 93.86 — 75.67 = 20.19 m/s 
ХА, = AV, + AV, = 849.44 + 22142 = 1070.86 m/s 
EAV, = AV, + АЙ, = 37.79 + 20.19 = 57.98 m/s 
(a) Tangential thrust, 
Р, = œ EAV, = 5 x 1070.86 x 107 kN 
= 5.354 kN Ans. 


= 0.8175 


В; 


F 


= 151.46 m/s 
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(b) Axial thrust, 
Р, = a, EAV, = 5 х 57.98 x 107° KN 
= 0.29 kN Ans, 
(c) Power developed 


W p= Рх „= 5.354 х 120 
= 642.48 kW Ans. 
(d) Diagram efficiency, 
_ 2АИ,И, 2x107086x 120 
V^ 000х600 
= 0.7139 or 71.39% Ans. 


The following particulars apply to a two-row velocity 
compounded impulse stage of a turbine: nozzle angle 17°, mean blade speed 
125 m/s; exit angles of the first row moving blades, the fixed blades, and the second 
row moving blades 22°, 26° and 30°, respectively; blade friction factor for each 
row 0.9, Assume that the absolute velocity of steam leaving the stage is in the axial 
direction. Draw the velocity diagrams for the stage and obtain (a) the absolute 
velocity of steam leaving the stage, (b) the diagram work, and (c) the diagram 
efficiency. 


Np 


Solution 

g= 17°, V, = 125 ms, B, = 22°, œ = 26°, В, = 30°, К, = 0.9, 6, = 90° 

At first, the velocity diagrams for the second row of moving blades are drawn to 
scale (say, 1 ст = 50 m/s). Then those for the first row are drawn with the given 
particulars, (Fig. E7.14). 


Fig. E7.14 


AK, and AF, are measured from the diagrams. 


А 
АУ, + AP, = (16 cm + 4.8 ст) x 50 TU? = 1040 m/s 
Е cm 
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V, - 11.5cmx 50 EE = 575 mis 
cm 


(a) Velocity of steam exiting the stage, Г, as read from the diagram 


consc) EN ны ur 
cm 


(b) Diagram work, 
И = 1040 x 1255 = 130,000 J/kg 
= 130 kI/'kg Ans. 
(c) Diagram efficiency, 
130, 000 
А х 575 х 575 


= 


Пр = 


= 0.7863 or 78.63% Ans. 


BEUGEN An impulse steam turbine is supplied with steam at 35 bar, 350 °С, 
the condenser pressure being 0.07 bar. The first stage of the turbine is velocity 
compounded with two rings of moving blades separated by a ring of fixed guide 
blades. The isentropic enthalpy drop for this stage is 1/4 of that for the whole 
turbine. The nozzle angle is 20° and the nozzle efficiency 15 88%. The mean blade 
velocity of both the moving rings of blades is 0.2 of the velocity of steam leaving 
the nozzle. The exit blade angles for both fixed and moving blades are 30° and the 
blade friction coefficient for all blades 15 0,9, If the internal efficiency of the turbine 
is 75%, calculate the efficiency of the first stage and the percentage of the total 


power developed by the turbine in this stage. 


Solution From steam tables, (Fig. E7.15), A, = 3106.4, s, = 6.6643 kJ/kg 


К = 0.5582 + x4, x 7.7198 
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Fig. E7.15 


xy, = 0.791 
hy, = 163.16 + 0.791 x 2409.54 = 2069.11 kJ/kg 
(Ал, = Ai — В, = 1037.29 kJ/kg 


Enthalpy drop in the 2-row velocity or Curtis stage is 


1 
hi — hy = 7 (Адыш = 1 X 1037.29 = 259.32 kJ/kg 


1 
4 
A, — Ay = 0.88 x 259.32 = 228.2 kJ/kg 

-. Velocity of steam leaving the nozzles, 

V, = 44.72 (228.2) ? = 675.56 m/s 

Fp = 0.2 х 675.56 = 135.112 m/s 

a= 20°, B, = B, = 30°, К, = 0.9 
Изша _ 231055 


V.cosa—V, 499.709 
В, = 24.815° Р 
231.055 
P oec эшш edi 
"I sin 248159 Е 


V,, = 0.9 х 550.54 = 495.486 m/s 
АР, = V, cos | + И, cos В, = 497.709 + 429.10 


= 928.81 m/s 
V, cos б, = Р, cos В, — V, = 429.10 - 135.11 = 294 m/s 
Vj = (X, sin B, + (У, cos By - V 
= 61376.59 + (294) 
V, = 384.46 m/s 
р, = 0.9 x 384.46 = 346 m/s 


Hidden page 


Steam Turbines 


пр. mx0.67x1500 


р. = = 52.62 m/s 
60 60 
Ву sine law, 
W LH e 
sinl45? ѕіһ15° sin20° 
Р, = 52.62 х 02136 = 116,63 пуз = V. 
0.2588 2 
V, = 52.62 x Fre = 69.54 m/s = V, 
AF, = V, cos a+ F- cos б = 116.63 cos 20° + 69.54 cos 35° 
= 109.6 + 56,964 = 166.564 m/s 
v, = 0.001052 + 0.96 x 1.15937 = 1.114 m/kg 
Now, (9, = 3.6 kg/s 
— RDQAVK, sina mx 0.67 x A, x 116-63 sin 20° 
Г д, E 1114 
= fr, = 0.0478 m = 47.8 mm Ans. 


Power developed by the ring 
= m AV, V, = 3.6 x 166.564 x 52.62 x 107 


z 31.552 kW Ans. 


RETE A Parsons reaction (5095) turbine running at 400 rpm develops 
5 MW using 6 kg/kWh of steam flow. The exit angle of the blades is 20 ° and the 
velocity of steam relative to the blades at exit ıs 1.35 times the mean blade speed. 
Ata particular stage in the expansion the pressure is 1.2 bar and the steam quality is 
0.95. Calculate for this stage (a) a suitable blade height, assuming the ratio of Dyf 
as 12, and (b) the diagram power. 


Solution 
Fn =F; + Vi - А = 1.35 um B, № б, B. mi in 20 i (Fig. Е7.17) 


mn 


x= 20° 


Fig. E7.17 
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6x5000 25 


= 6kg/kWh = s үр 

a okey 3600 23 °° 

y = FDN 2X12 x 400 уль 
60 60 


V, = 1.35 x 80 mh, = 108 zx hy 


v, at 1.2 bar, 0.95 dry = 0.0010468 + 0.95 (1.454) = 1.381 m/ke Volume flow of 
steam, 


ao, = ED. hy, Р sin a ky, 
= x 1.381 = л(12 hi) №. (108 ze A )sin20 ° 
h, = 0.138 m = 138 mm Ans. (a) 
Г, = 80 лх 0.138 = 34.67 m's 
Г, = 1.35 x 34.67 = 46.8 m/s 


AF, = 2F, cos a- „= 2 x 46.8 cos 20° — 34.67 = 53.28 m/s 
Diagram power, 


W p= &, AWF, 


= x 53.28 x 34.67 x 10° kW 


15.39 kW Ans. (b) 


BRUDTE The speed of rotation of a blade group ofa 50% reaction turbine is 
3000 rpm. The mean blade speed is 100 m/s. The velocity ratio is 0.56 and the exit 
angle of the blades is 20 °. If the mean specific volume of the steam is 0.65 m’/kg 
and the mean height of the blade is 25 mm, calculate the mass flow of steam through 
the turbine in kg/h. Neglect the effect of blade thickness on the annulus area. 

If there are five pairs of blades in the group, calculate the useful enthalpy drop 
required and the diagram power. 


Solution 
Given: Fis =F, Fr, = E. a= В, = 20 ° (Fig. E7.18) 
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V, = 100 m/s, FYN, = 0.56 


100 

F = — = 118.57 ms = F 
' 0.56 "2 
hy = 25 mm, v = 0.65 m’/kg, N = 3000 rpm 
йе EDyN _ Dm x 3000 — 100 т 
60 60 

2 

D= z т 


ov = m D, hy Ay, V, sin a 
Е 2 х 0.025 х1 х 178.57 sin 20° 


= 4.698 kg/s 
0.65 8/ 
= 16,912.8kgh Ans. 
uie Vsinc _  17857sin20° 61.075 
! Исова-И, 178.57 cos 20°-100 67.801 
В, = 42° 
V. si | 
EN MT 
I sin,  sind2® 
ия 
_ (178.57 +91.25) (178.57 — 91.25) 
2 
^ Ah stage = Alig, + Аль = 2f, = (269.82 х 87.32) x 10? 
= 23.56 kJ/kg 


For 5 pairs of blades, 
(Аш = 5 X 23.56 = 117.80 kJ/kg 


Diagram power = 4,698 x 117.8 = 553.4 kW Ans. 


BEE А steam turbine is to develop 8 MW at 5000 rpm for driving a 
compressor. The steam enters at 40 bar, 500 °C and exhausts at 0,1 bar, The internal 
efficiency of the turbine is 0.85 and its mechanical efficiency is 0.96. Estimate (a) 
the number of impulse stages required, if similar impulse stages are used 
throughout, (b) the nozzle height for the first stage with full admission. Assume 
nozzle efficiency as 0.92, nozzle angle 15°, limiting blade velocity 300 m/s, and the 
blades operating at maximum efficiency. 


Solution For maximum blading efficiency, 
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Fig. E7.19 

V 

— =сова/2 

d 

3 
pos EN dS mis 
cos 15° 
Now, V, = 44.72 (АА), А] = 621.2 m/s 
3 2 
(Ah), = E L 2209.7 kJ/kg 
* (44.72) 0.92 


hy, = 3445.3 kJ/kg (Fig. E7.19) 
5,77 7.0901 kJ/kg К = s, = 0.6493 + x5, х 7.5009 
x; = 0.86 
ha, = 191.83 + 0.86 x 2392.8 = 2246.5 kJ/kg 
hy = Ay, = 1198.8 kJ/kg 


… Number of stages required 
= sis "s = drin. = 5.72 or 6 stages Ans. (a) 
(АЯ), 209,7 
(b) Isentropic output 
c 29 =a, 1198.8 
0.85 x 0.96 
5000 


0, = 8.178 kg/s = 29.44 th 


— 085х0.96 х 1198.8 
hi- №, = 0.92 x 209.7 = 193 kJ/kg 
hy = 3252.3 kJ/kg 
From Mollier chart, 


v, = 0.17 m kg 
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_ (AK) _ 4 х 621.2 


fa) = 8.178 Ко 
а 017 а 
A, = 0.002238 m’ = z D,, h, sin à 
V, = 300 mis = mix 5000 
60 
xD, = 36m 


3.6 x й, X sin15? = 0.002238 
h, = 0.0024 m = 2.4 mm Ans. 


ELE At a certain point in a 50% reaction turbine, the steam leaving a 
moving blade row is at 1.5 bar 0.90 dry. The steam flow rate is 
7 kg/s and the turbine speed is 3000 rpm. At entry to the moving blade row, the 
axial velocity of flow is 0,7 times and at exit from the row 0,75 times the mean 
blade velocity. The exit angles of both fixed and moving blades are 20^, measured 
from the plane of rotation, and the height of moving blades at exit is 1/10 of the 
mean diameter. Determine the height of the moving blades at exit and the power 
developed in the blade row. 


Solution 
a= B, = 20°, F, sin 70.7 Fe Г, чп 07 0.75 И, (Fig. E7.20) 
Ой, V sin д= [2^ О exit 
Veri, = 0.001052 + 0.9 x 1.15937 = 1.045 п/е 
т? х 3000 
60 
il 7x L045 x 60 


D i a 
"  лх01х0.75хдх 3000 


&D,, (0.1 D,,) 0.75 = 7х 1.045 


= 0.19764 


Fig. E7.20 


D= 0.582 m 
hy = 0.0582 m = 58.2 mm Ans. 
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y, 9005823000 _ 49 ms 
60 


0.7 F, 
AP, = 27 cos a — „= 2 " cos a — Г, 
n 


uL c 1) V, = 260.22 m/s 
tan 20° 
Power developed = a, AF, V, = 7 x 260.22 x 91.42 x 10? 
= 166.53 kW Ans. 


EKE Steam expands in a turbine from 40 bar, 500 °C to 0.10 bar 
isentropically. Assuming ideal conditions, determine the mean diameter of the 
wheel if the turbine were of (a) single impulse stage, (b) single 50% reaction stage, 


(c) four pressure (or Rateau) stages, (d) one two-row Curtis stage, and (e) four 50% 
reaction stages. Take the nozzle angle as 16 ? and N as 300 rpm. 


Solution 

hy = 3445.3 kJ/kg, 

ху = 7.0901 kI/kg К = 5, = 0.6493 + х,, x 7.5009 

X3, = 0.86 

hj, = 191.83 + 0.86 x 2392.8 = 2246.5 kJ/kg 

h,— hy, = 1198.8 kJ/kg 

(a) V, = 44.72 (1198.8) = 1548.37 m/s 

F ü 

Po _ cosa cosló = 0.4806 

и 2 

N 
V, 744.2 m/s = 209% 
D= 4.73 m Ans, 
172 172 
(b) ү, 44.72 Ed =44,72) 25] 
= 1094.86 m/s 

и 

— = cos @ = cos 16° 

Fi 

р = 1052.4 m/s = 228 

60 


"^ D= 6.7 т Ans. 
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1/2 
(с) р. = un = 774.19 m/s 
E, 
d m en V, = 372.07 m/s = TDN 
F 2 60 
Dn” 237m Ans. : 
(d) Vy = C080 _ 0.2403, V, = 1548.37 mis 
М 4 
лр № 
р, = 372.1 m/s = —Ш— 
: 60 
D= 2.368 т Ans. 
(e) Four 50% reaction stages 
1198.8 
АА = a = 299.7 kI/ke 


I 
р, = 44.72 EM = 547.43 m/s 


* D, = 3.35 m Ans. 


KEIN A steam turbine is to operate betwen 150 bar, 600 °C and 0.1 bar. 
The bucket velocity is limited to 300 m/s and the average nozzle efficiency is 
expected to be 95%, except for a 2-row Curtis stage for which it will be 90%. 
Nozzle angles will be assumed as 15? for impulse stages and 25? for reaction stages. 
All stages operate close to the speed of maximum efficiency. Estimate the number 
of stages required for each of the following arrangements: 


(a) allsimple impulse stages 

(c) all 50% reaction stages 

(c) a 2-row Curtis stage followed by simple impulse stages 
(d) a2-row Curtis stage followed by 50% reaction stages. 


Solution With reference to Fig. E7.22. 
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Fig. E7.22 


hy = 3582.3 kJ/kg 
51 = 6.6776 kJ/kg К = 55, = 0.6493 + x, 7.5009 
xx = 0.804, Ay, = 191.83 + 0.804 x 2392.8 = 2114.9 kl/kg 
hy — №, = (Ah horn = 1467.4 kJ/kg 


(a) All simple impulse stages 


2 
y= OXE 25912 tis 
соѕ15°% 


V, = 44.72 (Ah) tage X Mal? = 621.2 mis 


2 
6212 I 
-—] ——— = — = 3 
(Junge E a кш EUH 
=: Number of simple impulse stages required 
1467.4 
= ——— =7.22 or 8sta Ans, 
2031 ES 
(b) All 50% reaction stages 
^ 
— = cos a = cos 25°, т], = 0.90 
1 
300 
VR - 331 m/s 


= cos 25° 
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Ah), | 
у, = 4432 $ У sage | = 331 m/s 
(Ал sage = 115.34 kJ/kg 
< Number of 50% reaction stages required 
1467.4 
"su 12.72 or X lI3stages Ans, 
(c) A 2-row Curtis stage followed bv simple impulse stages 
Г, cosa 
и 4 
И = а 1242.4 m/s 
cos15* 
V, = 44.72 (Adage X TI] ^ 
7 
12424 | 1 
АА) = | —— | х—— = 857.58 КИКе 
( айны | 44,72 | 0.90 E 


Ahr Душ = 1467.4 — 857.6 = 609.8 kJ/kg 
609.8 


Number of impulse stages required — ЖТ 3 ar 3 stages 
|, 2-row Curtis + 3 simple impulse stages Ans. 
(d) A 2-row Curtis followed by 50% reaction stages 
(Ал, ) „асна = 609.8 KkI/kg 
-. Number of 50% reaction stages required 
609.8 
= 11534 = 5.28 ог Östages 
^ 1,2-row Curtis + 6 50% reaction stages Ans. 


Steam at 20 bar, 400 °C expands in a steam turbine to 0.1 bar. 
There are four stages in the turbine and the total enthalpy drop is divided equally 
among the stages. The stage efficiency is 75% and it is the same in all the stages. 
Determine the interstage pressures, the reheat factor and the turbine internal 
efficiency. 

Solution From Mollier chart (Fig. E7.23), 

hy — ha = 3250 - 2282 = 968 kJ/kg 

hy — hy, = 968/4 = 242 ki/kg 
The interestage pressures, p», p, and p, as read from the Mollier chart are 8 bar, 2.6 
bar and 0.60 bar, respectively. 

h, — fy = 0.75 х 242 = 181.5 КЕ 
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hy ~ hy, = 3060 — 2800 = 260 kJ/kg 
hy = 0,15 х 260 = 195 kJ/kg 
hy — hy, = 2870 — 2605 = 265 kl/kg 


Ау —й = 0.75 x 270 = 202.5 kJ/kg 

hy — hs, = 2680 — 2410 = 270 kJ/kg 

ha — he = 0.75 x 270 = 202.5 kJ/kg 
һ = 2470 kJ/kg, х; = 0.958 


Rekent cor Dc даа EU A сы) 


hy — hes 
= 242 + 260+ 265 + 270 1037 = 1.071 
984 — 968 | 
=- 780 
ту. EN = 968 = 0,805 or 80.594 
| 


Also, Тышы = Ам X RF = 0.75 х 1.071 = 0.803 or, 803% Ans. 


ЖЕШ ЫЙ Steam which is initially dry and saturated at an absolute 
temperature T,, expands in a turbine to an absolute temperature Ta, the stage 
efficiency being n,. Assuming a very large number of stages and that the condition 
curve on the 7—s diagram is a straight line, show that the reheat factor, 

_ 1+6 

2T, +17, (1 i: Т,) 

Is the actual reheat factor greater or less than this approximate value? 
Solution By definition (Fig. E7.24) 


Hidden page 


Hidden page 


Steam Turhines 


(a) the flow rate of steam required, assuming that all stages develop equal 
wark, 

(h) the mean blade diameter, 

(c) the speed of the rotor. 


Solution 
Minema = Mee X RF = 0.75 x 1.04 = 0.78 
From Mollier chart, Ай, = 855 kJ/kg (Fig. E7.25) 
Ah a = 0.78 x 855 = 667 kJ/kg 
TR 12 MW 


350 "C 
Condition 


f2 
v^ line 


(b) 


Fig. E7.25 


12000 
ii (0, = e 17.99 kg/s Ans. (a) 


H 


Work done per kg of steam flow, 
НР = И, (21, cos a — Fal 


V, 
Now, ri = 0.7, œ= 20° 


1 
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AF, 
Й = И, = cos 20° — n) = 1.6848 V,? J/kg 


Enthalpy drop per stage = work done per stage = = = 33.35 kJ/kg 
1.6848 V," x 107 = 33.35 


Fa = 141.4 m/s 
Fe 141.4 . 
V ei = — sing = == sin 20° = 69.1 пу 
1 sin C 07 0.7 6 m/s 


Volume flow rate per sec at 1 bar 


D 
= Dy hy, X V, sin @= Dy x 69.1 = 18.09 D, mis 


At I bar, v, = 1.694 m'/kg 
1809 22 
a, = ET "EN 17.99 kg/s 
D= 1.298 m Ans. (Б) 
v= 1414 mx1298 x N 
hoo aint ÁN S 


i N= 2081 rm Aas. (c) 


Benni The first stage of a steam turbine is a two-row velocity 
compounded impulse wheel. The steam velocity at inlet is 600 m/s and the mean 
blade velocity is 120 m/s. The nozzle angle ıs 16° and the exit angles of the first row 
at moving blades, fixed blades, and second row of moving blades are 18°, 21° and 
35°, respectively. The steam flow rate is 5 kg/s and the nozzle height is 25 mm. 
Neglecting the nozzle wall thickness, estimate the length of the nozzle arc. The 
specific volume of steam leaving the nozzles is 0.375 mke. Assuming that all the 
blades have a pitch of 25 mm and an exit tip thickness of 0.5 mm, calculate the 
blade height at exit from each row. Take А, as 0.9 for all blades. 


Solution By continuity equation, 


_ хар ААЙ, sin of Кү, 
5 ТА 


where (x Æ Dm) is the length of the nozzle arc. 

_ 5 х (0375 
"sin 16° х 600 x 0.02 
0+r=psin В. (Fig. E7.26y 

0 = p sin B, — {= opening for steam flow 

A,=OxA, xz 


хлор = 0.454 т Ans. 
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Fig. E7.26 


where z = number of such orenings = (1D, yp 
A, = ад sin fl, ~ г) 
Ву continuity equation, | 
Qv, = зыр sin B, = DV, (1) 


for cach row of blades. 
Given: а= 16°, B, = 18°, œ, = 21°, В. = 35°, V, = 120 m/s, 


V, = 600 m/s 
tan = F sing _ 60Osinl6® — 165.38 
! И сова, 60000516? —120 456.76 
В, = 19.9 =20° 
y= И sing _ 600 sin16 = 483.54 m/s 


" — sinf sin 20* 
р, = 435.2 mis 
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¥3= Vat РЕ 21,31, cos By 
= (435.2)? + (120)? — 2(435.24120) cos 18° 
= 159399 + 14400 — 99336 = 104463 

V. — 323.2 mis, V. = 29] m/s 


V. sin cr, 291 sin 21? 104.29 
tan D= ———————— ee MM 
^ Fy, cosa,-F, 29160527? = 120 151.67 
В: = 34.5% 
Е. 1 T a 
y, = каш Са smal” _ 184.13 mis 
: sin В, sin 34.5° 
V, = 166 m/s 
First row of moving blades: From Eq. (1), 
0.454 
5х 0.375 = 0025 (0.025 sin18* — 0.0005) x A, x 435.2 
n 5x0375 x 0.025 
"^ 0.454 x 0.00723 x 4352 


= 0.0331 т = 33.1 mm Ans. 
Fixed row of guide blades: From Eq. (1), 


0,454 
5 x 0.375 = 0025 (04025 sin 21° — 0.0005) x A, x 291 


„= 5X 0315 x 0025 
п 0454 x 0.00846 x 291 


Second row of moving blades: From Eq. (1), 


= 0.0420 m Ans. 


0.454 
5x 0.375 = уу (0.025 sin35° - 0.0005) x hy, x 166 


fy, = 0.0446 m = 44.6 mm Ans. 


BEN Give the casing arrangements for turbines having the following 


ratings: 


(a) 200 MW, steam condition at inlet = 180 bar, 550 °С condenser pressure- 
0.07 bar. 

(b) 600 MW. steam condition at inlet — 300 bar, 580 °С condenser pressure- 
0.10 bar. 


Assume 90% turbine efficiency in each case. Find also the intercasing steam 
condition. 
Solution Steam expands in the HP turbine from state 1 to state 2, when it is reheated 
in the boiler till the original temperature of 550 °C ts reached. The reheat pressure 15 
assumed to be 1/4 th the boiler pressure (180 bar), i.e. 45 bar (Fig. E7.27a) 
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Fig. E7.27(a) 


From Mollier chart, 

h, = 3430 kJ/kg, л, = 3040 kJ/kg 

Ау — hy, = 390 kJ/kg 

hy — hy = 0.9 x 390 = 351 kJ/kg 
hy = 3070 kJ/kg, v; = 0.06 m°/kg 
һ = 3560 kJ/kg, h;, = 2000 kJ/kg 

hy = hy, = 3430 — 2000 = 1430 kJ/kg 

hy = 0.9 x 1430 = 1287 kJ/kg, v4 = 21 m'/kg 
о, (Ау — hy) = 200 x 10° kW 
w, = 155.4 kg/s 
Assuming (Fedor = 350 m/s and a = 25°, 


DN 350 x 60 
„= "ml p = ———-2215m 
©) x 


Assuming for the last stage, 
(hy! Dax = 0.3 (with tapered/twisted blades) 
Ay = 0.3 x 2.215 = 0.6645 m 
Flow area, A, = A Dn А, ky, sin a 
= дух 2.215 x 0.6645 x 0.9 x 0.4226 = 1.76 m” 
Assuming reaction blading, 


Г, 
— = COS (X, 


l 
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s = 386.2 m/s 
Volume flow of steam Ps one last stage en accommodate 
= A, V, = 1.76 m? x 386.2 m/s = 679.7 m/s 


Steam expands in the IP turbine from state 4 to a state 5, such that the last stage can 
accommodate the required volume flow. 


Specifie volume at the exhaust of a single casing should not exceed 


697.7 m? /s 
- 1554 kg/s 
hg = 2456 kJ/kg, ps = 0.36 bar 
Steam expands in the IP turbine to a pressure of 0.36 bar. 
ha hg = 3560 — 2456 = 1104 kI/kg 
ha- hs = 993.6 kJMkg — 
hs = 2566.4 kJ/kg, x4 = 0.952 
А. — hg = 2566,4 — 2340 = 226.4 kI/kg 
й; = he = 203.76 kJ/kg 
h = 2362.64 kJ/kg, v, = 18 пкр 
Maximum mass flow that one last stage can accommodate 


= 4.37 те 


_ 679,7 


= 37,76 kg/ 
T 37.76 kg/s 


155.4 
„ Number of parallel exhausts = ——— = 4.11 


37,76 

By suitable adjustment of exit blade angles, the number of parallel exhausts 
can be made to be 4, 

The conditions of steam in between the casings are shown in the diagram 


(Fig. E7.27(b)). 


0.36 bar , 0,952 dry 


Steam 


180 Баг, 550 °C 


Reheater 


45 bar , 550 °C 


Condenser 


Fig. E7.27(b) 
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(b) The state of steam at turbine inlet: 300 bar, 580 °C. 


Reheat pressure (assumed) = я х 300 = 75 Баг 


hy = 3410, hy, = 3015 kJ/kg 
hy — hy, = 395 kJ/kg, 
h, — hp = 0.9 x395 = 355.5 kJ/kg, v, = 0.035 т/р 
hy = 3060 kJ/kg, hy, = 1960 kJ/kg, В| — hy, = 1450 kJ/kg 
hy — hy = 1305 kJ/kg, Лу = 2105 kJ/kg 


600 x 1000 
а= ——— = 459.8 kgs 
i 1305 s 


Steam expands in the HP turbine up to the reheat pressure. 
The maximum specific volume to which steam can expand in the IP turbine, the 
last stage of which has the maximum blade dimensions, 
679.7 


Umax 4508 = 1.478 m’/kg 


Volume flow rate at the HP turbine exhaust 
= 0,05 = 459.8 x 0.035 = 16.09 m/s 


The pressure up to which steam can expand in the IP turbine cylinder as read from 
the Mollier Chart is 1.2 bar. 


hs, = 2300 kJ/kg, Ay — hs, = 3060 — 2300 = 760 kJ/kg 
һ,- к 684 kJ/kg, Л; = 2376 kJ/kg, v, = 1.25 т?/Кр, 
s= 0.86, Ay, = 2050, hs — Як, = 2376 — 2050 = 326 kJ/kg 
hs— 5 = 0.9 x 326 = 293.4, А, = 2082.6 kI/kg, 
= 12 mř/kg, x, = 0.792 
Maximum mass flow that one last stage can accommodate 


= UA = 56.64 kI/kg 


459, 
Number of parallel exhausts — S664 8.11 

By adjusting blade exit angles and since the required mass flow will be 
somewhat less than estimated, the number of streams to which steam will be split in 
the LP turbines can be made eight. The maximum number of turbine cylinders that 
can be mounted on a single shaft in tandem arrangement is six. Therefore, the 
present turbine is cross-compounded with two shafts and two electric generators as 
shown (Fig. E7.27(c)). 

Since the quality at turbine exhaust is only 0.792, there will be considerable 
erosion of turbine blades in later stages due to impact of entrained water 
particles. The cycle parameters need to be adjusted (two reheats may require to 
be adopted) so that the quality at turbine exhaust does not fall below 0.88. 
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Steam 1.2 bar, 0.86 dry 
EE 
300 bar , 580 °С 


0.1 bar, 0.792 dry 


75 bar, 580 "C 


Ls 
Gy 


0.1 bar, 0.792 dry 
(с) 
Fig. E7.27(c) Cross compounded octuple flow (S-exhausts) 6-casing, 


2-shaft, 3000 rpm, 600 MW steam turbine with 
reheat 


KELE A 100 MW turbine generator unit is supplied with steam at 90 bar, 
550 °C and the condenser pressure 15 0.1 bar. At rated load the steam supplied is 
500,000 kg/h and at zero load it is 25,000 kg/h. Determine (a) the steam rate in kg/ 
kWh at 1/4, 1/2, 3/4 and full load, (b) the Rankine cycle efficiency, (с) the actual 
efficiency at full load of the plant assuming 100% boiler efficiency, (d) the 
turbogenerator efficiency at full load based on generator output. 


Solution From Willan's line law, w, =a + bL 
where d is the steam consumption rate in kg/h and L 15 the load in kW. 
At no load, 25,000 = at b x0 
= а = 25,000 kg/h 
At full load, 
500,000 = 25,000 + b x 100,000 
b= 4.76 kg/kWh 
@, = 25,000 + 4.75 L 


Steam rate = - = = + 4.75 kg/kWh 
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(a) At one-fourth load, 
L= 25,000 kW 


25,000 


ze Stcam rate — + 4,75 = 5.75 kg/'kWh 


At half the load, L = 50,000 kW 


25,000 


re Steam rate = + 4.75 = 5.25 kg/kWh 


At three-fourth load, 
L= 75,000 kW 
25,000 
73,000 
At full load, L= 100,000 kW 
25,000 
100, 000 
(b) р, = 3511 kl/kg, s; = 6.8142 kJ/kg К = 55, 
= 0.6493 + x,, 7.5009 
x, = 0.822 
hs, = 191.83 + 0.822 x 2392.8 = 2158.44 kl/kg 
Neglecting pump work, 


zs Steam rate — + 4.75 = 5.08 kg/kWh 


A Steam rate — *475-540kg/kWh 


_ 3511-215844 1352.56 
"Ram 3511-19183 331917 


=0.407 or 407% 


(с) Mactan’ ^ cycle X Mpaiter * Arurbogenemtor 

w(i — ho), 100x1000 kW _ 100 x 1000 

@ (А =) wh —h.) (№) 
_ 100 x 1000 x 3600 
~ 500,000 x 331917 

nce 100,000 rf 100, 000 x 3600 

T @(h-h,) 500,000 1352.56 
= 0.532 or 53296 AnS, 


= 0.217 or 217% Ans, 


(4) 


—SHORT-ANSWER QU ПОМ | та 


7.1 How does a steam turbine convert energy in steam to shaft work? 
7.2 What do you understand by (a) a nozzle, (b) a diffusor? 

7.3 What is a compressible fluid? 

7.4 What is the velocity of a pressure pulse in an isentropic flow? 
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What is the velocity of sound in an ideal gas? On what factors does it depend? 
What is a stagnation state? 

What are stagnation pressure and stagnation temperature‘ 

Explain (a) supersonic nozzle, (b} subsonic nozzle, (c) subsonic diffusor, 
(d) supersonic diffusor. 

What do you understand by (a) critical pressure ratio, (b) choked flow? 
What ts critical discharge? 

What ts the critical pressure ratio for (a) air, (b) dry saturated steam, and 
(c) superheated steam? 

What is Zeuner’s relation? 

Explain (a) nozzle efficiency, (b) velocity coefficient, (c) coefficient of 
discharge. 

What is shock? Where does it occur? 

What do you understand by (a) Supersaturated flow, (b) metastable state’ 
What is Wilson line? 

What is (a) degree of supersaturation, (b) degree of supercooling? 

How does energy conversion occur in (a) impulse blades (b) reaction blades? 
Define (a) diagram power, (b) diagram efficiency. 

What is the optimum velocity ratio for (a) an impulse stage, (b) a two-row 
Curtis stage, (c) a 50% reaction stage? | 

Why are steam turbines compounded? What are the different methods of 
compounding? 

How is the number of stages in a turbine estimated"? 

Why does the effectiveness of a Curtis stage decrease as the number of rows 
of moving blades increases? 

How is degree of reaction defined? What is a 50% reaction turbine? 

Why are reaction blades unsymmetrical? 

Compare the diagram efficiencies of impulse, two-row Curtis and 50% 
reaction stages. 

Compare the stage enthalpy drops of impulse, two-row Curtis and 50% 
reaction stages. 

Why is a two-row Curtis stage most often used as the first stage in large steam 
turbines? 

Show that the diagram work per unit mass of steam for maximum blading 
efficiency of a 50% reaction stage is к, where I, is the mean blade velocity. 
What do you understand by carryover efficiency? 

How would you estimate nozzle and blade heights? 

What do you understnad by partial admission of steam? 

How are the last stage blade dimensions fixed up? 

What are parallel exhausts? Why are these needed? 

Enlist the various losses taking place in a steam turbine, 

What do you understand by throttle governing and nozzle governing? 

What is bypass governing? 

What do you understand by Willan’s line? 

What is the function of a governor? 

Why 15 an oil operated servo system added to a governor? 
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What is an emergency governor? When does it operate’ 

What is disc friction loss? 

What is windage loss? 

Why is there some energy loss due to wetness of steam? 

What is leakage loss? How is it restricted? 

What are labyrinth glands? Where are they used? 

Name some supervisory and control instruments used in steam turbines. 
What do you undersand by reheat factor and condition line? Why is RF 
greater than unity? 

What 15 a dummy piston? Where is it used? 

What are the stresses to which turbine blades are subjected? 

Why are the turbine blades tapered towards the tip? 

How are blades fastened to the disc or drum? 

What are shrouds? Where are they used? 

What are lacing wires? Why are they used? 

What 15 critical speed? 

What is (a) flexible shaft, (b) rigid shaft? 

What is a turning gear? When is it used? 

Why is hydrogen gas used for cooling of the generator? How is hydrogen 
filled into it? 


ME, o c^ NEHME 
Steam at 30 bar, 350 °C expands through a convergent-divergent nozzle. The 
exit plane pressure is 3 bar. The flow rate is 0.5 kg/s and the nozzle efficiency 
is 0.8. Assuming that the velocity at inlet is negligible, determine the throat 
and exit areas, steam velocity at the exit, and the quality of steam at the exit 
plane. The critical pressure ratio can be taken as 0,546, 


[Ans. 127.6 mm’, 323.5 mm’, 922 m/s, x, = 0.985] 


Dry saturated steam at 10 bar is expanded in a convergent-divergent nozzle. 
The velocity of steam at exit is 685 m/s, the flow rate is 7 kg/s and the nozzle 
efficiency is 85%. Assume the flow to be isentropic up to the throat. The 
critical pressure ratio can be taken as 0.54. Determine the throat and exit 
areas of the nozzle and the pressure at exit. Neglect the velocity of steam at 
inlet to the nozzle. 


[4ns. 4870 mm?, 7000 mm, 2.4 bar] 


Dry saturated steam at 26 bar expands isentropically in a convergent- 
divergent nozzle to 12 bar. Determine the mass flow rate per cm? of throat 
area and the steam quality at the nozzle exit if the expansion is assumed to be 
(a) in equilibrium, л = 1.135 
(b) supersaturated, п = 1.3 

Ans. (a) 0.37 kg/s, 0.935, (b) 0.368 kg/s, superheated] 
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1.9 


7.10 


Pawer Plant Engineering 


A convergent-divergent nozzle receives dry saturated steam and discharges 
it at a velocity of 800 m/s into a chamber at a pressure of 1.4 bar. The nozzle 
efficiency is 85% and п = 1.135. Estimate the pressure of steam supply. 
Neglect inlet velocity. 
If the mass flow rate of steam is 10 kg/s, determine the throat and exit areas of 
the nozzle. 

[4ns. 13 bar, 0.0054 m’, 0.133 m°] 


Steam passes through a convergent-divergent nozzle from a pressure of 8 
bar. The steam is initially dry saturated (и = 1.135). The nozzle efficiency is 
90%. Given that the exit area = 2 x throat area, determine the pressure at exit. 
The inlet velocity is negligible. 


[Ans. 1.2 bar] 


Show that the maximum mass flow rate through a convergent nozzle passing 
air is given by 


m =4.04х 107 А» kg/s 
ü 
where, А = nozzle area (mm), Ри = reservoir pressure (bar), and 7, = 
reservoir temperature. 
Air is discharged from a large container through a convergent nozzle of 
10 mm diameter. The conditions in the container are 10 bar, 20 °C. The 
pressure at the nozzle is 6 bar. Calculate the mass flow rate and the flow 
Mach number at the nozzle. 
(Ans. 0.184 Круз, 0.89] 
Steam at 7 bar, 290 °C expands in a convergent-divergent nozzle to a pressure 
of 0.55 bar. Assuming a negligible inlet velocity, calculate the mass flow and 
the nozzle exit area. The area of the nozzle throat is 970 mm^ and the 
coefficient of discharge is 0.95. Take a velocity coefficient of 0.92 and the 
critical pressure ratio of 0.546. 
[Ans, 0.875 kg/s, 2790 mm?) 
A convergent nozzle receives steam at 4 bar, 150°C and negligible inlet 
velocity, and expands it into a space at atmospheric pressure. Assuming 
supersaturated expansion and a nozzle efficiency of 0.9, calculate the nozzle 
throat area required for a mass flow of 1.2 kg/s. 
[Ans. 2010 mm] 
Calculate the throat and exit diameters of a convergent-divergent nozzle 
wheih will discharge 0.25 kg/s of steam from a pressure of 8 bar superheated 
to 250 °C into a chamber having a pressure of 1.5 bar. Friction loss in the 
divergent part of the nozzle may be taken as 0.15 of the enthalpy drop. The 
convergent part is sharp and frictionless. Neglect the inlet velocity of steam. 
[Анх. 16.5 mm, 21.8 mm] 


Show that the critical velocity at the throat is given by 
y* = (n pt ve)? 
where n is the polytropic index of expansion. 
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Steam at 7 bar, 200 °C expands isentropically in a convergent-divergent 
nozzle into a space at 3 bar. Neglecting the inlet velocity, estimate the exit 
area required for a mass flow of 0.1 kg/s when 
(a) the flow is in equilibrium throughout, 
(b) the flow is supersaturated with ро? = С, 
Find (hb) the degree of supercooling and the degree of supersaturation. 
[Ans. (а) 103.7 mm’, (b) 101.5 mm‘, 17.5 °C, 1.713] 
А stage of an impulse steam turbine operates close to the maximum blading 
efficiency. The blades are equiangular, and the friction effects in blades may 
be neglected. The mean blade velocity is 200 m/s and the steam flow rate is 
0.75 kes. Find (a) the discharge angle at which the steam leaves the blades, 
(b) the diagram power. 
[Анх. (a) 90°, (b) 60 KW] 
The velocity of steam leaving the nozzle of an impulse turbine is 900 m/s and 
the nozzle angle is 20°. The blade velocity is 300 m/s and the blade friction 
factor is 0.7. Calculate for a mass flow rate of 1 kg/s and symmetric blading 
(a) the blade inlet angle, (b) the driving force on the wheel, (c) the axial 
thrust, (d) the diagram power, (e) the diagram efficiency. 
(Ans. (a) 29°24", (b) 927.7 М (c) 92.3 М, (d) 278.3 kW, (e) 68.7%] 
In a stage of an impulse steam turbine the mean diameter of the blade ring is 
800 mm and the speed of rotation 1s 3000 rpm. The direction of final absolute 
velocity of steam is axial, The inlet and exit angles of the blades are 30°. 
Assuming à blade friction factor of 0.85 and a steam flow rate of 1 kg/s, 
determine (a) the nozzle angle, (b) the absolute velocity of steam leaving the 
nozzle, (c) the enthalpy drop in the stage, (d) the tangential thrust, (e) the 
axial thrust, (f) the blading work, and (g) the blading efficiency. 
Ans. (a) 17.33°, (b) 72.56 m/s, (c) 41.06 kI/kg, (d) 273.5 N, (e) 12.8 N, 
(f) 34.37 kW, (g) 83.794. 


A single stage impulse turbine rotor has a mean blade ring diameter of 
500 mm and rotates at a speed of 10,000 rpm. The nozzle angle is 20? and the 
steam leaves the nozzles with a velocity of 900 m/s. The blades are 
equiangular and the blade friction factor is 0.85. Construct the velocity 
diagrams for the blades and determine the inlet angle of the blades for 
shockless entry of steam. Determine (a) the diagram power fora steam flow 
of 750 kg/h, (b) the diagram efficiency, (c) the axial thrust, and (d) the loss of 
kinetic energy due to friction. 

[4ns, 28^, (а) 56.8 kW, (b) 0.70, (c) 11.98 kW] 
In an impulse turbine, the nozzle angle is a; the blade inlet and outlet angles 
are equal; the blade friction factor is 4; and the steam velocity at nozzle outlet 
is Fi. Show that the optimum blade speed is given by (V, cos 0/2 and that the 


l*k 
cos ^q. 


optimum blade efficency is 


A turbine rotor has the mean diameter of 250 mm and the blade angles are 
equal. The nozzle angle is 20^, the steam speed at nozzle outlet is 930 m/s 
and the blade friction factor is 0.85. Find the best angle of the blades, the 
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turbine speed in rpm, the steam consumption to generate 10 kW, and the 
blade efficiency. 
[Ans. 36.1°, 33,300 rpm, 102.1 kg/h, 0,816] 


A single stage simple impulse turbine generator set is to operate under the 
following conditions: 

Steam at inlet ‚ 8 bar, dry saturated 

Exhaust : 0.2 bar 

Nozzle efficiency : 0.90 

Nozzle angle : 15° 

Internal efficiency :0.75 

Mechanical efficiency : 0.92 

Generator £fficiency : 0.90 


Find (a) the mean blade speed for maximum blading efficiency, (b) the steam 
flow rate for developing 200 kW. 


[Ans. (a) 490 m/s, (b) 0.564 kg/s] 


Deduce a general expression for the blade efficiency of a stage of an impulse 
turbine with single row wheels, assuming equiangular blades, a nozzle angle 
a, and a blade friction factor kp What is the maximum efficiency if œ= 20 ? 
and Ay, = 0.83? What is the velocity ratio? If the blade efficiency is 90% of the 
maximum value, what are the values of the velocity ratios? Draw the velocity 
diagrams for each case and state the blade angles. 


[4ns. 80.7%, 0.47, 0.32 and 0.62, 36° and 48°6] 


A stage of an impulse steam turbine is velocity compounded with two rows of 
moving blades. The isentropic enthalpy drop from the stage is 320 kJ/kg, the 
nozzle angle is 16°, blade speeed is 150 m/s, velocity coefficient is 0.95 and 
the blade friction factor is 0.9 (all blades). All blades are symmetrical and the 
steam flow rate is 20 kg/s. Determine the blade angles, power output, stage 
efficiency and kinetic energy of the steam leaving the stage. 

[Ans. 19.8°, 26.8°, 42.47, 4264 kW, 0.667, 234 kW] 


An impulse steam turbine has nozzles inclined at 20° to the plane of rotation. 
The inlet and exit angles of the moving blades are equal, the blade friction 
factor is 0.8 and the mean diameter of the blades is 0.5 m. The steam leaves 
the nozzle with a velocity of 750 m/s, Determine the optimum value of the 
blade angles, the steam flow rate required to produce 20 kW and the blading 
efficiency. 


[4ns. 3654", 323 kg/h, 0.795] 


A stage of an axial-flow impulse steam turbine has two rows of moving blades 
separated by a row of fixed guide blades. The inlet and exit angles of all 
moving blades are 30°, measured from the plane of rotation. The blade speed 
of each moving blade row is 130 m/s. The direction of the final absolute 
velocity of steam leaving the second row of moving blades is axial. Assuming 
a blade friction coefficient of 0.85 for both fixed and moving blades, 
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determine the velocity of steam leving the nozzles, the work done per kg of 
steam and the blade efficiency. 
[Ans. 650 m/s, 149.5 kJ/kg, 0.707] 


The following particulars refer to a two-row velocity-compounded impulse 
wheel which forms the first stage of a combination turbine: 


Steam velocity at nozzle outlet ; 630 m/s 
Mean blade velocity : 125 m/s 
Nozzle angle ‚16° 
Outlet angle, first row of moving blades ‚18° 
Outlet angle, fixed guide blades pt 
Outlet angle, second row of moving blades : 36° 
Steam flow rate : 2.6 kg/s 


The ratio of the relative velocity at outlet to that at inlet is 0.84 for all the 
blades. Determine (a) the velocity of whirl, (b) the tangential thrust on the 
blades, (c) the axial thrust on the blades, (d) the power developed, and (e) the 
blading efficiency. 


[Ans. (а) 1127.5 m/s, (b) 2.93 kN, (c) 188.5 М, (d) 366.4 kW, (e) 0.71] 


Show that in a 50% reaction steam turbine stage, the maximum stage 
efficiency is | 
2 cos’ a 


1+ cos? a 


where ar is the nozzle angle. 

In a particular stage the mean diameter is 500 mm and the blade height is 
30 mm. The blade angles are 60° at inlet and 160° at outlet. The density of 
steam is 2.7 kg/m’, the speed is 3000 rpm. Calculate the mass flow rate of 
steam, power developed and stage efficiency. 


[Ans. 4.61 Круз, 43.57 kW, 0.915] 


In a reaction stage of a steam turbine the nozzle angle is 20° and the absolute 
velocity of steam at inlet to the moving blades is 240 m/s. The blade velocity 
is 210 m/s. If the blading is designed for 50% reaction, determine (a) the 
blade height at inlet and exit, (b) the enthalpy drop per kg of steam in the 
moving blades and in the complete stage, (c) the diagram power for a steam 
flow of 1 kgs, and (d) the diagram efficiency. 
A 50% reaction turbine is supplied with steam at 60 bar, 600 ^C. The 
condenser pressure is 0.07 bar. If the reheat factor is assumed to be 1.04 and 
the stage efficiency is constant throughout at 80%. Calculate the steam flow 
required for a diagram power of 25 MW. 

[Ans. 21 kg/s] 
Steam at 20 bar, 400 °С expands in а 50% reaction turbine to a pressure 0.2 
bar. The steam leaving the turbine is dry saturated. The reheat factor is 1.05 
and the isentropic efficiency of each stage ts the same throughout. There are 
14 stages and the enthalpy drop is the same in each. All the blades have an 
exit angle of 22° and the mean value of blade velocity ratio is 0.82. The mass 
flow rate of steam is 34,000 kg/h. The turbine speed is 2400 rpm. Calculate 
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(a) the stage efficiency, (b) the diagram power, (c) the drum diameter, (d) the 
blade height tor the last row of moving blades, and (e) the pressure at the 
entry to the last stage. 

[Анх. (a) 67.7% (b) 6025 kW, (c) 1.34 m, (d) 175 mm, (c) 0.32 bar] 


А stage of a 50% reaction turbine delivers dry saturated steam at 2.7 bar from 
the fixed blades at 90 m/s. The mean blade height is 40 mm, and the moving 
blade exit angle is 20°. The axial velocity of steam is 3/4 of the mean blade 
velocity. Steam flow rate is 9000 kg/h. The effect of blade tip thickness on the 
annulus area can be neglected. Calculate (a) the wheel speed in rpm, (b) the 
diagram power, (c) the diagram efficiency, and (d) the enthalpy drop of steam 
in this stage. 


[Ans (a) 1824 rpm, (b) 13.14 kW, (c) 0.787 and (d) 5.26 kJ/kg] 


The nozzles of a single stage impulse turbine discharge the working fluid at 
an angle of 25? to the plane of rotation of the blades. The fluid leaves the 
blades with an absolute velocity of 290 m/s and a trailing angle of 60? to the 
plane of rotation. The blades have equal inlet and outlet angles and there is 
5% reduction in the axial velocity component over the stage. 


(a) Determine: (1) the blade angles, (11) the blade work per kg fluid, (111) the 
blade velocity coefficient, (1v) the blading efficiency. 

(b) If the fluid 15 steam and the nozzle inlet conditions are 1.5 bar. 150 °C, 
determine the pressure at the moving blades and express as a percentage 
of the isentropic enthalpy drop (1) the nozzle loss, (ii) the loss in blade 
channels, (111) the disc friction loss, (iv) the residual velocity loss, (v) the 
net work available. 


The nozzle efficiency is 87% and the disc friction loss is 3% of the work done 
on the blades. Show the losses on an h-s diagram for the stage. 
A steam turbine is to operate between 140 bar, 560 °C and 0.075 bar. The 
maximum blade velocity is 320 m/s and the nozzle efficiency in all stages is 
0.90. Nozzle angles will be 15° for impulse stages and 25° for reaction stages. 
All stages operate close to the maximum efficiency. Estimate the number of 
stages required for each of the following arrangements: 

(a) all simple impulse stages, 

(b) all 5095 reaction stages, 

(c) atwo-row Curtis stage followed by simple impulse stages 

(d) a two-row Curtis stage followed by 50% reaction stages. 
A five-stage steam turbine working between 20 bar, 350 °C and 2 bar has 
equal enthalpy drops in all stages, and the stage efficiency is 75% in all stages. 
Plot on the Mollier diagram the condition line. Find the interstage pressures, 
reheat factor, and turbine internal efficiency using properties from the 
diagram. | 
In a four-stage pressure-compounded impulse turbine steam at 23 bar, 345 °C 
expands to 0.07 bar. The internal efficiency of the turbine is 0.72. Assuming 
that the work 1s shared equally among the stages and the condition line is 
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straight, estimate the stage pressures, efficiency of each stage and reheat 
factor. 


[Анху. 7.25 bar, 1.9 bar, 0.39 bar; 61.68%, 68.14%, 70.41%, 72.84%; 1.0574] 


Give the casing arrangements for the turbines having the following ratings 
(a) 75 MW, steam condition at inlet- 100 bar, 550 °C, condenser pressure- 
0.1 bar 
(b) 300 MW, steam condition at inlet — 180 bar, 550 °C, condenser pressure— 
0.07 bar 
Assume 90% turbine efficiency in each case. Find also the intercasing 
condition of steam. 
A 3 MW steam turbine consumes 4.611 kg/s at full load and 2.53 kg/s at half 
load. Using Willan's line estimate the steam consumption at no load and the 
consumption at a load of 2.5 MW. 
[Ans. 0.444 kg/s, 3.917 kg/s] 


TETE On зт 


BIBLIOGRAPHY _ 


miim. mn ги en en AZ i Rc — des ae 2... 0 15mm Se r. 


"TrTTTETET а Mr 


. ES. Aschner, Planning Fundamentals of Thermal Power Plants, John Wiley, 


1978. 


. Е.Е. Church, Steam Turbines, McGraw-Hill, N.Y., 1950. 
. ТО. Eastop and A. McConkey, Applied Thermodynamics, Longman 


Scientific & Technical, 1986. 


. M.M. El Wakil, Power Plant Technology, McGraw-Hill, N.Y., 1985. 
. £. Husain, Steam Turbines, Tata McGraw-Hill, New Delhi, 1984. 
. WJ. Kearton, Steam Turbine Theory and Practice, ELBS and Pitman, 


London, 1958, 


. A. Kostyuk and V. Frolov, Steam and Gas Turbines, Mir Publishers, Moscow, 


1988. 


. ЛЕ. Lee, Theory and Design of Steam and Gas Turbines, McGraw-Hill, N.Y., 


1954. 


. PJ. Potter, Power Plant Theory and Design, Ronald Press, 1959. 
. Р. Shlyakhin, Steam Turbines, Foreign Language Publishing House, Moscow, 


1960. 


. B.G.A. Skrotzki and W.A. Vopat, Power Station Engineering and Economy, 


McGraw-Hill, М. Y., 1960. 


. J Weisman and R. Eckart, Modern Power Plant Engineering, Prentice-Hall 


of India, New Delhi, 1985. 


Condenser, Feedwater 
and Circulating Water 
Systems 


8.1 | NEED ОЕ A CONDENSER 


А condenser where the exhaust steam from the turbine is condensed operates at 
a pressure lower than atmosphere. There are two objects of using a condenser in 
a steam plant: 


1. To reduce the turbine exhaust pressure so as to increase the specific 
output of the turbine (Fig. 8.1). If the circulating cooling water 
temperature in a condenser is low enough (say 30 °C), it creates a low 
back pressure (vacuum) for the turbine. This pressure is equal to the 
saturation pressure corresponding to the condensing steam temperature 
(say 0.074 bar at 40 °C, Fig. 8.1), which, in turn, is a function of the 
cooling water temperature. It is known that the enthalpy drop or turbine 
work per unit pressure drop is much greater at the low pressure end than 


Fig. 8.1 The use of condenser increases the specific work 
output of turbine from (h, — hg) to (h; -h,) 
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at the high pressure end of a turbine. A condenser by lowering the back 
pressure, say, from 1.013 to 0.074 bar, thus increases the plant efficiency 
and reduces the steam flow for a given output. The lower the pressure, 
the greater the output and efficiency. Hence, it is important to use the 
lowest possible cooling water temperature. This restricts the temperature 
rise of cooling water in the condenser tubes to 5—8 °C so that the tube 
outer surface temperature remains low and consequently, the condensing 
steam temperature is low and vacuum is high. 

2. To recover high quality feedwater in the form of condensate and feed it 
back to the steam generator without any further treatment. 


As a result, only the makeup water to replenish the water losses in the cyclic 
plant needs be treated. 


8.1.1 Types 
There are two broad classes of condensers: 


(a) Direct contact type condensers, where the condensate and cooling water 
directly mix and come out as a single stream. 

(b) Surface condensers, which are shell-and-tube heat exchangers where the 
two fluids do not come in direct contact and the heat released by the 
condensation of steam is transferred through the walls of the tubes into 
the cooling water continuously circulating inside them, 


8.2 | DIRECT CONTACT CONDENSERS 


These can be of three types: 


(a) Spray condenser 
(b) Barometric condenser 
(c) Jet condenser 


In a spray condenser, the cooling water is sprayed into the steam. Steam by 
mixing directly with cold water gets condensed. The exhaust steam from the 
turbine at state 2 mixes with cooling water at state 5 to produce saturated water 
at state 3, which is pumped to state 4 (Fig, 8.2). 

Part of the condensate (@,), equal to the turbine exhaust flow (0%) is sent 
back to the plant as feedwater. The remainder is cooled in a dry cooling tower to 
state 5, and is then sprayed on to the turbine exhaust. Since the cooling water 
mixes with the steam and part of the condensate is used as feedwater, the water 
must be of high purity. 

In a geothermal or OTEC (ocean thermal energy conversion) plant, only 
vacuum is required to be maintained in the condenser and no feedwater is 
needed. Hence, the mixture at state 4 is discarded. 

For the spray condenser (Fig. 8.2), a mass balance and an energy balance 
give the following equations 


@= Ф. — 057 0+ 0; 
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(yh, + oh; = Oh; 


у @ А, — 
from which a hy (8.1) 
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Fig. 8.2 Schematic flow diagram of a direct-contact spray 
condenser (a) and the corresponding T-S diagram (b) 


Since йу— A, is much greater than A, — ha, the circulating water flow (d) is 
much larger than the steam flow (02). 

In a barometric condenser (Fig. 8.3a), the cooling water is made to fall in a 
series of baffles to expose large surface area for the steam fed from below to 
come in direct contact. The steam condenses and the mixture falls in a tail pipe 
to the hot well below. By virtue of its static head, the tail pipe compresses the 
mixture to atmospheric pressure. Thus, 


Pam ~ Рома Т Ap, = pgH (8.2) 
where p = density of mixture, Н = height of tail pipe, and Ap, is the pressure 
drop due to friction. 
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For low values of Ару, H is around 9.5 m. Higher is the value of H, higher is 
the friction. Friction is lowered by increasing the tail pipe diameter, which 
results in a tall and heavy system. 

In the jet condenser (Fig. 8.3b), the height of the tail pipe is reduced by 
replacing it with a diffusor. The diffusor helps raising the pressure in a short 
distance than a tail pipe. 
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Fig. 8.3 Schematics of direct-contact condensers: 
(a) barometric, (b) diffuser or jet 


In spray type condensers, the non-condensable gases are usually removed 
with a steam jet air ejector (SJAE), as discussed later. 


8.3 | SURFACE CONDENSERS 


Surface condensers are mostly used in power plants. They are essentially shell- 
and-tube heat exchangers. For the convenience of cleaning and maintenance, 
cooling water flows through the tubes and steam condenses outside the tubes. 
Figure 8.4 shows a surface condenser with two passes on the water side. It 
consists of a steel shell with water boxes on each side. The right water box is 
divided to allow for two water passes. At each end there are tube sheets into 
which the water tubes are rolled. This prevents leakage of circulating water into 
the steam, An expansion joint allows for the different rates of expansion 
between the tubes and shell. There are vertical plates at intermediate points 
between the two tube sheets to provide support to the long tubes and to prevent 
tube vibration. The hot well acts as a reservoir of the condensate with a capacity 
equal to the total condensate flow for a certain period of time, say 5 min. 


Power Plant Engineering 


Turbine exhaust 


Exhaust neck Steam dome 


Suppert plates 


Undivided 
water box 


Divided 
water box 
Hotwell 

Condensate 


Fig. 8.4 Schematics of a two-pass surface condenser 


In a single pass condenser (Fig. 8.5), cooling water flows through the tubes 
once, from one end to the other. Compared to a two-pass condenser, a single- 
pass condenser with the same number and size of the tubes and with the same 
water velocity requires twice as much water flow but results in half the water 
temperature rise and therefore, lower condenser pressure. Thus, a single-pass 
condenser is good for overall plant efficiency and reduces thermal pollution, but 
requires more than twice the water flow and hence, four times the pumping power. 
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Fig. 8.5 Single-pass condenser with divided water boxes 
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Apart from the division required to allow for a number of water passes, the 
water boxes are often further divided. For example, in a single-pass condenser, 
both the inlet and outlet water boxes are divided by a partition. This permits to 
take off half the condensing surface out of service for cleaning while water 
flows through the other half to keep the unit running at half load (Fig. 8.5). 

The tube arrangement in the condenser shell controls its effectiveness, Older 
designs tended to crowd a maximum number of tubes inside the shell to make 
available as much surface area as possible, Modern designs have steam lanes 
between tube banks to get maximum steam flow with least pressure drop and 
uniform distribution of steam in the shell. Tube lengths of 9-15 m are now quite 
common. Such long tubes result in a large rise in temperature of cooling water 
and the condensing ability decreases at the exit ends of the tubes. Thus, the 
tubes are closer at the cold end than at the hot end. To minimise the unequal 
distribution of steam flow from the turbine exhaust duct to condenser tubes, a 
well-tapered steam dome is added above the tube bundles. An expansion joint 
provided between the turbine exhaust and the condenser inlet permits the 
condenser to be rigidly mounted on the floor. 

Figure 8.6 shows a typical modern two-pass surface condenser for a large 
steam power plant. Steam enters the tube bundles in two separate sections from 
the top, sides and bottom, and flows toward the centre of the tube nest in each 
section, At that point most of steam has condensed leaving only air and other 
non-condensable gases which are cooled and removed by SJAE, as explained 
later. 

The tube material can be (a) cupronickel (70% copper, 30% nickel) 
(b) aluminium brass (76% copper, 22% zinc and 2% aluminium), (c) aluminium 
bronze (95% copper and 5% aluminium), (d) muntz metal (60% copper, 40% 
zinc), (e) admiralty alloy (71% copper, 28% zinc and 1% tin), or (f) stainless 
steel. The outside diameter of tubes 15 either 22 mm, 23 mm or 25.4 mm. The 
length varies from 9 to 15 m. 


8.3.1 Design Calculations 


When wet steam comes in contact with a cold surface, the temperature of which 
is below the saturation temperature at the exhaust pressure of steam, it cannot 
but condense rejecting the latent heat of condensation (Fig. 8.7). For filmwise 
condensation, the average heat transfer coefficient for a horizontal tube as given 
by Nusselt is 


p 2 Lia 
Fil (8.3) 


Ay, = 0.725 
= | Ми: 40 


where № = number of horizontal tubes in a vertical tier and Ө = fa ~ hy So, 
һ„, = VIN", ho, = 1/0" and Ay oc hie. 
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Fig. 8.7 Film condensation of steam on a horizontal tube 


The bulk temperature of the condensate lies between t and fa So, it is less 
than f and subcooled. This subcooling is not desired as it increases the heat 
supply in the boiler. By making some exhaust steam flow upward through the 
condensate 115 temperature is increased. Nusselt’s equation gives only a 
conservative value for the condensing film coefficient of heat transfer, which is 
also influenced by vapour superheat, vapour velocity, turbulence, and the inside 
air. 

The inside heat transfer coefficient on the water side may be obtained with 
the help or Dittus—Boelter equation, 


Nu, = 0.023 Re, Pr" (8.4) 


ў. 
Where Re, is the Reynolds number (==) and Pr is the Prandtl number 
у 


Lf 


For water, А, < FPS, V being the water velocity. Higher water velocity will 
improve heat transfer but increases pumping power also, The optimum water 
velocity varies between 2.0 to 2.5 m/s. 
The overall heat transfer coefficient for a condenser tube is 
р o E d es Tw TEA (8.5) 
Un Aa hA; Д А. Kw Am hodo 


ЫП 


Since condenser tubes are thin and made of good thermal conductivity, the tube 
wall resistance can be ignored, then 


= —+—+— (8.6) 


Here A, is much larger than А, and C; mainly depends on water velocity as 
given by 


dw du. (8.7) 


where А = 
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By estimating the overall heat transfer coefficient at different water velocities, a 
plot (Wilson plot) can be made on log—log coordinates from which the intercept 
А and slope В can be obtained (Fig. 8.8). The rate of heat transfer from the 
condensing vapour to the cooling water is 


A 
mmm nass 
| | 
Fig. 8.8 Plat of — VE - ПЕ 
U, y" 
Q= a, (hy — №) = 0. Cpe lie, іс) = Uy An Ati (8.8) 


where AA, = (Af — av In =| is the logarithmic mean temperature 
c 

difference (Fig. 8.9). The temperature difference at exit, Ar,, is the terminal 
temperature difference (TTD) of the condenser. A small TTD results in a large 
condenser but reduced water flow and higher exit water temperature. It increases 
the capital cost but reduces the operating cost. The cooling water inlet 
temperature should be sufficiently low to have a good vacuum in the condenser 
shell. It is usually recommended that Ar; should lie between 11 to 17 °C and that 
At, or TTD should not be less than 3 °С. 
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Fig. 8.9 Temperature profiles in a condenser 
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From Eg. (8.8), the water mass flow rate is 


а. = t, (714 hs) (8.9) 
Cp, Uc, 7 fc ) 

The rise in water temperature is limited to about 8-10 °C, So, for every kg of 
steam condensed, 75 to 100 kg of cooling water is required. Thus, to meet the 
huge water demand, the power plant is located where water is available in plenty. 

The surface area needed bv the condenser is obtained from Eq. (8.8). 


‚(As — №) 
Ly Ar, т 
where н = number of tubes, and / = length of one tube (for а single-pass 

condenser). The water flows through the tubes. Therefore, 


@, = (та?) pF (8.11) 


where p is the density of water (1000 kg/m”) and F is the water velocity 

(1.8— 2.5 m/s). Therefore, the length and number of tubes can be estimated from 

the above two equations. For a modern condenser of a utility plant the number 
of tubes may be as high as 50,000 (22-23 mm o.d.). 

The pressure drop in the condenser consists of (1) the pressure drop in the 

ГЕ pv? | 


water boxes and (2) the pressure drop due to friction in the tubes G x "wel 


A= = unde (8.10) 


The pumping power required is then given by 
o Ap 
р 


where A p = total pressure head to be developed by the pump in overcoming the 
losses. 


8.3.2 Air Removal 


Air leaks into the condenser shell through flanges. Some air also comes along 
with steam, which has leaked into the exhaust end of the turbine along the shaft. 
This air affects the condenser performance badly because of the following 
reasons. 
1. It reduces the heat transfer considerably. 
2. It reduces the condenser vacuum and increases the turbine exhaust 
pressure thus reducing the turbine output. 


P=avA p= (8.12) 


As air-water vapour mixture approaches the cold tube surface, water vapour 
condenses. Air, being non-condensable, forms an air film around the condensate 
film. Since air has a low thermal conductivity, the heat transfer is greatly 
reduced. 

The amount of air infiltrating into the shell may be estimated by Dalton's 
law of partial pressures. 


Pan Pair + Pa (8.13) 
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where p., is the saturation pressure at the measured shell temperature, fap Pair 15 
the partial pressure of air inside the shell, and р. is the measured total pressure 
of the shell (Fig. 8.10). Assuming that air behaves as an ideal gas at such a low 
pressure, we have 


Рот. = @ В, a + 273) (8.14) 
where v, = specific volume of exhaust steam, œ, = rate of air leakage, 
R, = characteristic gas constant of air = 0.287 kJ/kg К. With p being known 
from Eq. (8.13), the rate of air leakage can be estimated from Eq. (8.14). This 
air has to be continuously removed from the condenser shell. 


| fih 
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Fig. 8.10 Condenser shell pressure and temperature 


The pressure in the condenser ( p,,) is approximately constant, and steam 
and air enter the condenser in fixed proportions when steady conditions prevail. 
Ав some of the steam is condensed, the partial pressure of the remaining steam 
(р) decreases and hence, the partial pressure of the air increases to maintain the 
same total pressure (Eq. 8.13). At reduced partial pressure, the steam has a 
saturation temperature which is below that of the incoming steam. Hence, 
condensation proceeds at progressively lower temperatures. 

For the convenience of air removal an air cooler section is provided in the 
condenser shell. In Fig. 8.11(a), most of the condensation is carried out on the 
main bank of tubes and the air is drawn over another smaller bank which is 
shielded from the main bank by а baffle and is called the aircooler. Here, further 
condensation takes place at a lower temperature and thus, there is saving in 
feedwater as well as in air ejection load. In Fig. 8.11(b), the air cooling tubes are 
in the centre of the condenser and air is removed from this section. The 
incoming steam passes all around the bank of tubes and some is drawn upward 
to the centre. In doing so, it meets the subcooled condensate falling below and 
thus reduces the amount of subcooling by heating it. 

А steam jet air ejector, SJAE, is mostly used to remove air from the 
condenser shell (Fig, 8.12). As explained above, air is extracted from the coldest 
part of the condenser to reduce the loss of vapour accompanying it and hence, to 
reduce the ejector load. Baffles keep off the air-cooler section from the main 
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Fig. 8.12 Two-stage steam jet air ejector with inter-condenser 
and after-condenser 
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8.4 | FEEDWATER HEATERS 


As discussed in Chapter 2 regenerative feedwater heaters are always used in 
steam power plants to improve the cycle efficiency. They raise the temperature 
of the feedwater before it enters the economiser. Both open and closed type 
heaters are used. In small industrial plants, only one open feedwater heater may 
be used. But in large industrial and utility plants, five to seven closed heaters 
and one open heater are used. The open heater acts as a deaerator. 


8.4.1 Closed Feedwater Heater 


Closed feedwater heaters are shell-and-tube heat exchangers. They are basically 
small condensers which operate at higher pressures than the main condenser 
because bled steam is condensed on the shell side, whereas the feedwater, acting 
like circulating cooling water in the condenser, is heated on the tube side. 

It was shown in Chapter 2 that the temperature rise in each heater and 
economiser Is equal for maximum cycle efficiency. Thus the heaters receive 
bled steam from the turbine at pressures determined roughly by equal 
temperature rise from the condenser to the boiler saturation temperature. They 
are classified as low pressure (LP) and high pressure (HP) heaters depending 
upon their locations in the cycle. The LP heaters are usually located between the 
condensate pump and the deaerator, which is followed by the boiler feed pump 
(BEP). The HP heaters are located between the BEP and the economiser. 

When bled steam entering a feedwater heater is superheated, as in a HP 
heater, the heater includes a desuperheating zone where steam is cooled to its 
saturation temperature. It is followed by a condensing zone where the steam is 
condensed to a saturated liquid rejecting the latent heat of condensation. This 
liquid, called heater drain, is then cooled below its saturation temperature in a 
subeooling zone or a drain cooling zone before the drain is cascaded backward 
or pumped forward. 

Figure 8.13 shows the schematic diagram and the temperature profiles of a 
three-zone closed feedwater heater. There are, however, two-zone heaters that 
include a desuperheating and a condensing zone or a condensing and a 
subcooling zone. There are also single-zone heaters that include only a 
condensing zone. A drain-cooling zone, instead of being a part of the shell, may 
be located outside it. It is then called a drain cooler. 

Closed feedwater heaters may be either horizontal or vertical, depending 
upon space availability. Vertical heaters occupy less space. Fig. 8.14 shows a 
typical horizontal three-zone closed feedwater heater. The feedwater tubes are 
usually in the form of U-tube bundles. The feedwater enters a divided water box 
and flows through the subcooling zone and then through the condensing zone, 
and leaves to the water box through the desuperheating zone. The bled steam 
first flows through the desuperheating zone separated by a shroud. The vertical 
baffles provide good heat transfer and tube support. The condensing zone is the 
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major portion of the heater. The subcooling zone is separated from the rest of 
the heater by an end plate. Pressure drops of the feedwater in heaters are usually 
large due to friction in long small diameter tubes of the heaters. 
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Fig. 8.13(a) А three-zone horizontal closed-type feedwater heater 
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Fig. 8.13(b) Temperature profiles along the path length in a three- 
zone feedwater heater 
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8.4.2 Open Feedwater Heater 


An open feedwater heater or deaerator is one in which the feedwater is heated 
by direct mixing with the steam bled from the turbine. It is used to remove 
dissolved gases in feedwater (Chapter 2), It is located at a sufficient height 
(20-25 m) above the boiler feed pump so that the suction pressure does not fall 
below saturation pressure to prevent cavitation. 

There are three types of deaerating heaters. 


(a) Spray-type deaerators: Here, feedwater is sprayed through nozzles into 
the heater from the top and bled steam is fed from the bottom. Water is 
heated and scrubbed to release the dissolved gases. 

(b) Tray-type deaerators: Feedwater here falls through a series of cascading 
horizontal trays. As water falls from tray to tray, it comes in direct contact 
with the upflowing bled steam, and gets heated and scrubbed to release 
the dissolved gases. 

(c) Combined spray-tray deaerators: Feedwater is first sprayed and then 
made to cascade down a series of trays and bled steam flows upward. 
These types are now preferred in power plants. A typical heater of this 
type is shown in Fig. 8.15. 

Tray detail A Spray nozzle detail B 
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Deaerated water outlet 
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Fig. 8.15 А typical open-type deaerating feedwater heater 
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8.5 | CIRCULATING WATER SYSTEM 


The circulating water system supplies cooling water to the turbine condensers 
and thus acts as a medium through which heat is rejected from the steam cycle to 
the environment. Cooling water can flow through the condenser in two methods: 
(1) Once-through system, and (2) Closed loop system. 

Once-through system (Fig. 8.16) is used when there is a large source of water 
available. Water is taken from a natural body of water like a lake, river, or ocean 
and pumped through the condenser, where it is heated, and then discharged back 
to the source. 
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Fig. 8.16 Schematic of a once-through circulating water system 


In closed loop systems, warm water from the condenser is passed through a 
cooling device like a cooling tower or a spray pond and the cooled water is then 
pumped back for condenser circulation (Fig. 8.17). However, a natural body of 
water is still necessary nearby to supply the makeup water to replace the loss 
due to evaporation, blowdown and so on. 
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Fig. 8.17 Schematic usual view of a wet cooling tower operating 
in the closed mode 
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The once-through system, though more efficient, causes thermal pollution. 
In addition, availability of huge quantity of water is shrinking. Closed loop 
systems are now almost universally preferred. 


8.6 | COOLING TOWERS Circulating 


d fan 
Cooling towers cool the warm water J 3 
discharged from the condenser and feed 


the cooled water back to the condenser, Hot water | ———— 


They, thus, reduce the cooling water т 
demand in the power plant. They can be — 
either wet type or dry type. 
8.6.1 Wet Cooling Towers -3 ee ш 
EEE NET ва — 
Wet cooling towers have a hot water Cald 
Water out 


distribution system that showers or 
sprays water evenly over a lattice of 
horizontal slats or bars called fill or 
packing (Fig. 8.18). The fill thoroughly 
mixes the falling water with air moving through the fill as the water splashes 
down from one fill level to another by gravity. Outside air enters the tower 
through louvres on the side of the tower. Intimate mixing of water and air 
enhances heat and mass transfer (evaporation), which cools the water. More the 
water evaporates, more will be the cooling since the latent heat of evaporation is 
taken from water itself (evaporative cooling). Cold water is collected in a 
concrete basin at the bottom of the tower, from where it is pumped back to the 
condenser, Hot and moist air leaves the tower from the top. 

Air entering the tower is unsaturated and as it comes in contact with the 
water spray, Water continues to evaporate till the air becomes saturated. So, the 
minimum temperature to which water can be cooled is the adiabatic saturation 
or wet bulb temperature of the ambient air. At this temperature (МВТ), air 15 
100% saturated and cannot absorb any more water vapour. Hence, there will be 
no further evaporation and cooling. The humid air while moving up comes in 
contact with warm water spray and so the air temperature rises. 

A cooling tower ts specified by (a) approach, (b) range, and (c) cooling 
efficiency. The approach (4) is defined as the difference between the exit 
temperature of cooling water and the wet bulb temperature of the ambient air, or 

A= ic im (8.15) 
Warm water from the condenser enters the cooling tower at temperature fc, and 
is cooled to temperature ip higher than the minimum value, the wet bulb 
temperature, fj, and this unattainable temperature difference is the approach. 
The approach varies from 6 °C to 8 °С. 

The cooling range or simply range (А) is defined as the difference in tempera- 
tures of the incoming warm water (c) and the exiting cooled water (14 ), or 


Fig. 8.18 Packing or fill in'a 
wet cooling tower 
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R= іс - tç, (8.16) 
It is the range by which warm water from the condenser is cooled. The range 
varies from 6 °C to 10 °С. 
The cooling efficiency is defined as the ratio of the actual cooling of water to 
the maximum cooling possible, or 
actual cooling к-К 


= я (8.17) 


maximum cooling possible fc, — 


Tl cooling = 


wh 


The approach, range and cooling efficiency are the performance parameters 
of cooling towers. 

Wet cooling towers can be either mechanical draught or natural draught 
cooling towers. In mechanical draught cooling towers, air is moved through the 
fill by one or more fans driven by motors. As in steam generators, the fans could 
be of the forced draught (FD) type or induced draught (ID) type. The FD fan is 
mounted on the lower side of the tower (Fig. 8.19). Since it operates on cooler 
air, it consumes less power. However, it has the disadvantages of (a) air 
distribution problems in the fill, often causing channeling of air flowing through 
paths of less flow resistance, (b) leakage and (c) recirculation of the hot and 
moist air back to the tower. 
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Fig. 8.19 Induced draught counterflow cooling towers 


Most of the mechanical draught cooling towers for utility applications are of 
the induced draught type. The ID fan is located at the top of the tower 
Fig. 8.19(a). Air enters the sides of the tower through large openings at low 
velocity and passes through the fill. Hot humid air is exhausted by the fan at the 
top to the atmosphere. It maintains the tower at a negative pressure thereby 
reducing leakage. The ID fans are large, having 0.6 to 10 m in diameter. They 
are driven by electric motors at low speeds through reduction gearing. They are 
of the propeller type which deliver large volume flow of air at lower static 
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pressures. The blades are usually made of cast aluminium, stainless steel, or 
fibre glass so as to protect them from corrosion, 

The air flow into the tower is more or less horizontal, However, in the fill the 
flow can be horizontal or vertical, in which case it is either a cross-flow or a 
counter-flow cooling tower. The main advantages of mechanical draught 
cooling towers are: 


1. Low capital and construction costs. 

2. Assured supply of the required quantity of air at all loads and climatic 

conditions, 

3. Small physical structure. 

In natural draught cooling towers, \ f 
the flow ofair occurs due to the natural 
pressure head caused by the difference 
in density between the cold outside 
air and the hot humid air inside 
(Fig. 8.20(а) and (Ъ)). Thus, the 
pressure head developed is 


Apa = (po — р) gH (8.18) 
where М = height of the tower above 
the fill, py = density of outside air, and 
р; = density of inside air. 

Because of relatively small density 
difference, p, = р; , Н must be large so as to result in the desired Ар, which must 
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Fig. 8.20(a) Natural draught 
cooling tower 
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Fig. 8.20(b) Counterflow hyperbolie natural draught cooling tower 


balance the air pressure losses in the tower. Natural draught cooling towers are, 
therefore, very tall. The tower body, above the water distribution system and the 
fill, is an empty shell of circular cross-section, but with a hyperbolic vertical 
profile. The hyperbolic profile offers superior strength and the greatest resistance 
to outside wind loading compared to other forms. Natural draught cooling towers 
are, therefore, often termed as hyperbolic towers. Made of reinforced concrete, 
they are an imposing sight and are conspicuous from a distance. 
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Mechanical draught cooling towers are preferred when the approach is low 
and a broad range of water flow 15 expected. The broad range is possible since 
they are made of multicell units with a variable air-flow fan. These towers are, 
therefore, more versatile and respond readily to changes in cooling parameters 
and demands. 

Natural draught cooling towers are chosen (1) in cool, humid climates (low 
wet bulb temperature and high relative humidity), (2) when the wet bulb 
temperature is low and high condenser water inlet and outlet temperature, i.e. а 
broad range and a long approach, or (3) in heavy winter loads. However, their 
initial capital cost is high and occupy more space. 

There is always some water loss in the cooling tower due to 


{а) evaporation 
(b) drift — Spray eliminator 
(с) blowdown Dry air 


Water that evaporates T 
leaves the tower along with air 
in the form of water vapour. 


The evaporation loss rate is IT 


1-1.5 per cent of the total Trailing edge 

circulating water flow rate. Wet air Rotary 
Drift. is fine water droplets Single row lt бера 
entrained and carried by the EA yin 


air. This water is thus lost to T 

the circulating water system. \ \ \ AAA 
Drift eliminators are provided / / / / TII 
at exit to minimise the drift 

loss (Fig. 8.21). The baffles 4T 4T AT ir AT 4T 
force the air to make a sudden Wet air Wet air 
change in direction. Heavier Two rows Three rows 
water particles separate out by 

gravity. Thus the drift loss is Fig. 8.21 Types of drift eliminators 
much less, about 0.03 per cent. 

To maintain a certain solid concentration, blowdown is necessary from the cold 
water basin at the bottom of the tower. The blowdown loss of water is also 1—1.5 
per cent of the total water flow. To replenish these losses, makeup water 
(2—2.2% of water flow) is added. 


8.6.2 Dry Cooling Towers 


Dry cooling towers are employed where cooling water is not available in plenty, 
even for the use of makeup. In a dry tower, warm water from the condenser 
flows through finned tubes over which the cooling air is passed. Heat is rejected 
to the air as water 1s cooled. 

There are two basic types of dry cooling towers: direct and indirect. In a 
direct dry cooling tower (Fig. 8.22), turbine exhaust steam flows into a large 
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flows through finned tubes and is cooled by atmospheric air blown over the 
tubes. There are two heat exchangers in series, one between steam and water in 
the condenser and the other between water and air in the tower. 

The second design uses a direct contact spray condenser (Fig. 8.24). The 
turbine exhaust steam enters the open condenser and the cold circulating water 
is sprayed into the steam for intimate mixing. The condensate falls into a 
bottom receiver from which a part is fed to the plant as feedwater, and the 
remainder is pumped into finned tubes cooled by air flow to return to the 
condenser sprays. Condensate polishers may be used to maintain the desired 
quality of feedwater. 
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Fig. 8.24 Schematic of an indirect dry-cooling tower with an open- 
type condenser 


The third design of an indirect dry cooling tower employs ammonia as the 
coolant for the condenser (Fig. 8.25). In the steam condenser ammonia 
evaporates. In the dry tower ammonia condenses, rejecting the latent heat of 
condensation to the air which is heated. Saturated liquid ammonia is then 
pumped back to the condenser. 

Dry cooling towers have attracted much attention now-a-days. Plants can be 
erected without regard for large supplies of cooling water. Typical sites are near 
the sources of abundant fuel where there is no sufficient water. Their 
disadvantages are that they are not so efficient as evaporative cooling, and that 
there is an increase in turbine exhaust pressure and a decrease in cycle 
efficiency. However, as power plants grow bigger and water sources are 
dwindling, they are likely to receive greater attention in future. 
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Fig. 8.25 Schematic of an indirect dry-cooling tower with a 
surface condenser having ammonia as the coolant 


8.7 | COOLING TOWER CALCULATIONS 


In a wet cooling tower, ambient air is used to cool the warm water exiting the 
condenser. Properties associated with air-water vapour mixture may now be 
discussed. 

Atmospheric air is considered to be a mixture of dry air and water vapour. If 
p, and p,, are the partial pressures of dry air and water vapour, respectively, then 
by Dalton’s law of partial pressures, 


Pa Py = р 

where p is the atmospheric pressure. Since p, is very small, the saturation 
temperature of water vapour at p,, is less than atmospheric temperature, fam 
(Fig. 8.26). So, the water vapour in air exists in the superheated state and air is 
said to be unsaturated. Saturated air holds the maximum water vapour at the 
given temperature. If the temperature is increased, then only it can accept more 
water vapour (till it is again saturated). If the temperature of saturated air 1$ 
decreased, some water vapour will condense and the new cooler air would also 
be saturated. At 15 °C, the partial pressure of water vapour in saturated air (p,) 
is equal to 1.705 kPa from steam tables. So, the partial pressure of dry air (p,) 15 
(101.325 — 1.705) or 99.62 kPa. 
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Dew point temperature (dpt, га.) is the saturation temperature at the partial 
pressure of water vapour. When air is cooled at constant pressure, the 
temperature at which water vapour starts condensing is called the dew point 
temperature (Fig. 8.26). 

Dry bulb temperature (dbt, 14) is the temperature recorded by a thermometer 
with a dry bulb. 

Wet bulb temperature (wbt, ¢,,) is the temperature recorded by a 
thermometer when the bulb ts enveloped by a cotton wick saturated with water. 
A psychrometer measures both dbt and wht. If air flowing over the bulb is 
relatively dry, water in the wick would evaporate at a rapid rate, cooling the bulb 
and resulting in a much lower reading than if the bulb were dry. If the air is 
humid, the evaporation rate is slow, the lowest temperature recorded by the 
moistened bulb is the wbt. If air is saturated, i.e. ф = 100%, wbt = dht. The wht 
is also called adiabatic saturation temperature, 

Psychrometric chart (Fig. 8.27) is a graphical plot with specific humidity 
and partial pressure of water vapour as ordinates and dbt as abscissa. The 
volume of the mixture, wbt, relative humidity and enthalpy of the mixture 
appear as parameters. Any two of these parameters fix the condition of the 
mixture. The chart is plotted for one barometeric pressure, say 760 mm Hg. The 
constant wbt line represents the adiabatic saturation process and coincides with 
the constant enthalpy line. 

The cooling tower utilizes the phenomenon of evaporative cooling to cool 
the warm water below the dbt of air. However, water never reaches the minimum 
temperature, 1.е., the wbt since an excessively large cooling tower would then 
be required. Also, since warm water is continuously mtroduced to the tower 
(Fig. 8.28), the equilibrium conditions are not achieved, and the dbt of air is 
increased, Hence, while the water is cooled, the air is heated and humidified. 

If x is the make-up water supplied to replenish the evaporation loss 
(Fig. 8.28), then 


x-G(W,—W) (8.21) 
where G — the mass flow rate of dry air, kg/s, W — specific humidity, kg water 


vapour per kg dry air. 
By energy balance, 


Gh, i We, hy, + xh, = Gah, + Wo, fey, 
мол, — hy) = Gih- ћу) - GOV, — Wh, (8.22) 


where à, = @„ = @, = circulating water flow rate, kg/s; A, = enthalpy of 
circulating water, kJ/kg; and А = enthalpy of dry air, kJ/kg 


Gr 
Cp, Oe 


[Up -А)- (0 -Milh,l (8.23) 


Range (А) = bn, = by, = 


where Cp, is the specific heat of water and A, is the enthalpy of makeup water. 
Approach (4) = fw, — twp, (8.24) 
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Fig. 8.28 Cooling tower calculations 


Most towers are rated in practice for wet-bulb approach between 6 ^C and 8 °С. 
Values of 6 to 10 °C are common for the cooling range. The relationships among 
les fop Капа А are shown in Fig. 8.29. Vaporization, hence cooling, takes place 
as long as the partial pressure of water vapour at the cooling water surface 
exceeds the partial pressure of water vapour in the bulk air stream. 
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Fig. 8.29 Temperature relationship in a counterflow cooling tower 


Hidden page 


Power Plant Engineering 


M,-AL 8-2 


= eb Ë AT 
7 WARA) „8 
2 
Q — Up Ag At, m = Ah – Аз) 
2.6 X Ay X 4.33 = 220x100 2118.16 
3600 
Ag = 13066 m* 


a, С a? Jor = 5855.2 kg/s 


" 2 (25.4 — 2,5. х 10° x 1000 x 1.8 = 5855.2 


_ 58552 x 4x 10° 


= = = TROR Ans. (d 
"524.41 хлх18 ns. (9) 
Again, Ag = пла = 13066 т? 
13066 
= 20.73 m Ans. (c) 


^ 7898 хлх 254 x 10^? 


Жеш Steam enters the condenser at 35°C. The condenser vacuum is 
70 cm of mercury when the barometer reads 75.5 cm of Hg. Determine the vacuum 
efficiency. Estimate the mass of atr present in the condenser per kg of steam. 


Solution Saturation pressure of steam at 35°С = 0.05622 bar and о, = 25.24 m'/kg 
istd. atm. pr = 76 cm Hg = 1.013 bar. 
2 Pew 0.05622 Баг = 4.2717 cm Hg 
Py, = 75.5 — 70 = 5.5 сш Hg 
Vacuum gauge corrected to standard atmosphere 
= 76— 5.5 = 70.5 cm Hg 


70.5 
-. Vacuum efficiency = 76 42717 =0,9829 or 98.29% Ans. 


Absolute pressure inside the condenser = 5.5 cm Hg 
Partial pressure of steam at 35°С = 4.2717 cm Hg 
«<+ Partial pressure of air = 5.5 — 4.2717 
= 1.2283 cm Hg 
Mass of air associated with 1 kg steam 


ро _ 1.2283 1.013x 10° x 25.24 
Rt 76 287х(273+35) 


= 0.467 kg air/kg steam ` Ans. 


Condenser, Feedwater and Circulating Water Systems 1593] 


EEEN Exhaust steam having a quality 
of 0.9 enters a surface condenser at an absolute 
pressure of 0.13 bar and comes out as water at 
45°C. The circulating water enters at 30°C and 
leaves at 40°C. Estimate the quantity of 


circulating water and the condenser efficiency. 
Solution At0.13 bar, f = 51.06°С 


sal — 
hy = hp x, fiig 5 
= 213 +09 х 23803 Fig. E8.3 
= 2355.97 kl/kg ws 
hrat 45°C = 188.35 kJ/kg 
By energy balance, 
My Cp. (ly, — f) = т, (Ay — Aa) 
2355.97 - 188.35 kg water 
ee О Ans. 
mw Ms 4.182 x (40 30) kg steam T 
Cond іст Баня 47.574 A 
ondenser efficiency = 510630 © or 47.5% ns. 


RENNEN The following readings were taken during a test on a surface 

condenser: 

Mean condenser temperature = 35°С, Hot well temperature = 30°С, condenser 

vacuum = 69 cm Hg, barometer reading 76 ст Hg. Condensate collected 16 kemin. 

Cooling water enters at 20°C and leaves at 32.5"C, flow rate being 37,500 kg/h. 

Calculate (a) mass of air present per cubic metre of condenser, (b) quality of steam at 

condenser inlet, (c) vacuum efficiency, and (d) condenser efficiency. 

Solution Absolute pressure inside the condenser = 76 — 69 = 7 cm Hg = 0.0933 bar 
Pam At 35°С = 0.05622 bar 

Partial pressure of air, p, = 0.0933 — 0.05622 


= 0.03708 bar 


ро 
Mass of air present, m, = — 
d КТ 


0.03708 x 10° x | 
287 x (273 + 35) 


Let x be the quality of steam at condenser inlet 


= 0.042 kg/m? Ans. (a) 


or, m, = 


(i... ty} 
Pay wa 1 
16 x 60 [x + 2418.8 + 4.182 (35 = 30} | = 37,500 x 4.182 x (32.5 – 20) 


= 1.96 x 10° 


№, [xh + Cy (tg, — 30)] = №, с 
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x= 0.836 Ans. (b) 
actual vacuum 
ideal vacuum 


_ 69 
179—422 


Vacuum efficiency = 


= 096.13 or 96.13% Ans. (c) 


actual temperature rise 
maximum temperature rise 
EN 
7 35-20 


Condenser efficiency = 


= 0.833 or 83.33% Ans. (d) 


eT awe А surface condenser receives 20 t/h of dry saturated steam at 40 °C. 
The air leakage to the condenser is estimated to be 0.35 kg per 1000 kg of steam. 
The condensate leaves at a temperature of 38 °C Makeup water is supplied at 10 °С. 
The cooling water enters at 32 °C and leaves at 38 "C. A separate air extraction 
pump (SJAE) is added and from the air cooler section air along with some steam 
leaves at 27 °C. The pressure in the condenser is assumed to remain constant. 
Calculate (a) the rate of saving of condensate and the rate of saving in the heat 
supply in the boiler due to separate air extraction pump, (b) the percentage 
reduction in air ejector load due to this separate air extraction method, (c) the rate 
of cooling water flow, 


Solution At 40 ^C, р „= 0.07384 bar and v, = 19.52 т/р (Fig. E8.5a) 
From Eq. (8.14). 


Steam and air 


40 °С X. Oy, 
En 
27°C 
| 40 °C 2 а 
— 
IR °C - 3 2 1 OF йм, 
Baffle 
38 °C m. 
(b) 


Fig. E8.5 
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Pair ©, 0 = 0 К, (ty, + 273) 


0.35%0.287x313x10 3 
Ba ee N/m 
1000 x 19,52 
= 1.61 Nim’ = 1,61 x 10% bar 
This is very small and can be neglected. 
Condensate leaves at 38 °C. At 38 °C, р = 0.06624 bar and v, = 21.63 m’/kg. 
The total pressure in the condenser is 0.07384 bar 
PT Pa + рь 
0.07384 = 0.06624 + p 


ш ОТ Par = 0.00760 bar 
Mass of air removed per hour, 


0.35 
a, = 20,000 x —— = 7 kg/h 
i 1000 d 


Volume of air removed per hour, 
_ @,R,(273+38) 7x 287x311 


Par 760 
The mass of steam accompanying this air is 


V = 822.1 п/а 


~ 2163 
Separate air extraction pump: Air along with some steam leaves the air cooler 
section at 27 °C. 


At 27°С, Ры = 0.03564 bar and 0, = 38.81 m'/kg 
py, = 0.07384 — 0.03564 = 0.03820 bar 


Therefore, the volume of air removed, 


= 38 kg/h 


p= RT B 7 x 287 х 300 — 157.77 mih 
Pair 3820 
Mass of steam accompanying this air, 
157.77 
ЙЕ = 4.07 kg/h 
Hence, the saving in condensate by using separate extraction is 
38 — 4.07 = 33.93 kg/h Ans. (a) 


Saving in heat supply in the boiler 
= 33.98 x 4.187 (38 — 10) 
= 3977.8 kJ/h = 1.105 kW Ans. (a) 


Air ejector capacity without air cooler = 822.1 m*/h 
Air ejector capacity with the air cooler = 157.77 mh 
Percentage reduction in air ejector load 
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_ 8221 157.77 
8221 


By making an energy balance for the condenser (Fig. E8.2b), with subscripts в, а 
and c being used for steam, air and condensate respectively, 


0; = a, he + a ha, 7; (a, he, + ©, i) HE wh, 
Here, (), = @„ =7 kg/h, a, = 4.07 kg/h, 
@„= 20,000 — 4.07 = 20,000 kg/h = @, 
A, = Arat 38 °С = 159.3 kJ/kg, 
h, = h, at 40 °C = 2574.3 kJ/kg, 
h, = h, at 27 °С = 2550,3 kJ/kg 
о, я m (№, Е he) E h (hy, u ha) u о, he, 
= 20,000 (2574.3 — 159.3) 
— 7 x 1.005(40 — 27) — 4.07 x 2550.3 
= 48,300,000 — 91.5 — 10379.7 
= 48389529 kJ/h = 13441.5 kW 
Now, О. = №. Cy (fe, — fe) 
134415 = w= 4.187 x 6 
ca, = 535 kg/s Ans. (с) 
Н we neglect the energy leaving with the flow to the ejector, 
0, = x, (A, =, En US E 1.) 
48,300,000 = mw, x 4.187 x 6 
w, = 534 kg/s Ans. (c) 


x 100 = 80.894 Ans. (b) 


Water at 30 °C flows into a cooling tower at the rate of 1.15 kg per 
kg air. Air enters the tower at the dbt of 20 °C and a relative humidity of 60 % and 
leaves it ata dbt of 28 °C and 90% relative humidity. Makeup water is supplied at 
20 °C. Determine (a) the temperature of water leaving the tower, (b) the fraction of 
water evaporated, and (c) the approach and range of the cooling tower. 


Solution Properties of air entering and leaving the tower (Fig. 8.28) are obtained 
from psychrometric chart. 
bun, = 15.2 °C, tn, = 26.7 °С, 
йу = 43 kJ/kg dry air, А, = 83.5 kJ/kg dry air, 
W^ = 0.0088 kg water vapour/kg dry air 
Ҥ = 0.0213 kg water vapour/kg dry air 
Enthalpies of water entering the tower and the makeup water are 
hu, = [25,8 kJ/kg, л, = 84 kJ/kg 
Fram the energy balance Eq. (8.22), 


С 
ha, A, = z [00 ~h) (OF Wi) hl 
Е 
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i 
тте [083.5 - 43) - (0.0213 — 0.0088)84] 


34.2 kJ/kg 


ag = 21.8 °C Ans. (а) 
Approach = t, — typ, = 21.8 — 15.2 = 6.6 °C Ans. (c) 
Range = fy, – 4, = 30 — 21.8 =8.2 °C Ans. (c) 
Fraction of water evaporated. 
x= G(W,-W) 
= 1(0.0231 — 0.0088) 
= 0.0125 kg/kg dry air Ans. (b) 


KET Warm water at 45 °С enters a cooling tower at the rate of 6 kg/s. An 
ID fan draws 10 m’/s of air through the tower and absorbs 4.90 kW. The air entering 
the tower is at 20 °C dbt and 60% relative humidity. The air leaving the tower is 
assumed to be saturated and its temperature is 26 °C, Calculate the final temperature 
of the water and the amount of makeup water required per second, Assume that the 
pressure remains constant throughout the tower at 1.013 bar. 


Solution At inlet, RH ф= рур, = 0.6, At 20 °C, p, = 0.0234 bar 
р, = 0.6 х 0.0234 = 0.01404 bar 
Pa, = 1.013 — 0.01404 = 0.99896 bar 


Dry air flow, 
10° x 0.99896 x 10 


necs cin - 11. 
Ci 0287x107? x293 118795 kg/s = 11.88 kg/s 


Moisture flow, 


_ 0.01404 x 10° x 10 


a = —————————— = 01037 kps 
! (4619 x 10? x 293 g 
ы = 0.00874 k dry ai 
IT 118795 g vap/kg dry mr 


At exit, at 26 °C, 
р, = 0.0336 bar, ф = 100 % 
Pw, = 0.0336 bar 


Pw, 0.0336 
W= W,=0.622 — "€ 0 EPIIT 


= 0.02133 kg vap./kg dry air 


Power Plant Engineering 


С. 
Now, Ww, = = = 0.02133 kg vap/kg dry air 
G, = б, 
Moisture flow at exit, 
@, = 0.02133 x 11.88 = 0.2534 kg/s 
Makeup water required 


= (04 — (9, = 0.2534 — 0,1037 
= 0,1497 kg/s Ans. 
@,, = 6 kg/s = cooling water inflow 
à. =6- 0.1497 = 5.8503 kg/s = cooling water outflow 
Applying steady flow energy equation (Fig. $.22), 
O hy, + Gill + Wyk, t И, = @„ hy + Gy (hy + Wah) 
where IF, = shaft work input to the fan = 4.90 kW. 
hy, = 4.187 x 45 = 188.4 kJ/kg 
hy, = hg + Colt f) 
At 20 °C, A, = 2538.1 kJ/kg 
At Py, = 0.01404 bar, 1, 7 12 °C 
Ay, = 2538.1 + 1.88(20 — 12) = 2553.14 kl/kg 
hy. = h, at 26 °C = 2548.4 kJ/kg 
o. hu Jm ш. hu. Бу Gh, ci hy) Е. When ЖЕН Wik] к W. 
бх 188,4 5,85. Л = 11.88 [1.005 (26 — 20) + 0.02133 x 2548.4 
= 0.00874 x 2553.14] ~ 4.90 
hy, = 116.752 kJ/kg 


116,752 
4187 


Exit water temperature = =27.88 °С Ans. 


u. SHORT-ANSWER QUESTIONS 


8.1 What are the functions of a condenser in a steam power plant? 

8.2 Why is the temperature rise of cooling water restricted? 

8.3 What are the different classes of condensers? 

84 What is a spray condenser? Where is it used? 

8.5 Explain a barometric condenser. What is the function of the tail pipe? 

8&6 How is a jet condenser different from a barometric condenser? 

8.7 What is a surface condenser? Why does cooling water flow inside the tubes 
and steam condense outside the tubes? 

8.8 What are single-pass and two-pass condensers? 

89 What is a hot well? 

8.10 Explain the importance of tube arrangement in the condenser shell. What are 
steam lanes? 


8.11 
8.12 


8.13 
8.14 
8.15 
8.16 
8.17 
8.18 
8.19 
8.20 
8.21 
8.22 
8.23 
8.24 
8.25 
8.26 
8.27 
8.28 
8.29 
8.30 


8.31 
8.32 
8,33 
8.34 
8.35 
9.36 
9,37 
8.35 
8.39 
8.40 
8.41 
8.42 
8.43 


8.44 
8.45 
8.46 
8.47 
8.48 
8.49 


8.50 
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Why is an air-cooling section provided in the condenser? 

Why is the bulk temperature of the condensate less than the saturation 
temperature? | 

Why is the condensate subcooling not desired? How is it overcome? 

Which parameter affects the overall heat transfer coefficient most? 

What is TTD? How does it influence the condenser design? 

How is the water velocity in a condenser tube optimized? 

How 15 the pumping power required by a condenser estimated? 

How does air leakage affect the condenser performance? 

Explain how the rate of air leakage into the condenser can be estimated. 
Explain the objective of the steam jet air ejector, 

How does an SJAE operate? 

What are intercondenser and aftercondenser? 

Why are feedwater heaters used? 

Why 18 one of the heaters always an open heater? 

Where are LP and HP heaters located? 

What 1s a 3-zone heater? What are the three zones? 

What is a drain cooler? 

Why is the deaerator located at a sufficient height above the BFP? 

What are the different types of deaerators? 

What do you understand by once-through and closed loop circulating water 
systems? 

Why is open loop system not used? 

What is the function of a cooling tower"? 

How does a cooling tower operate? 

What is the need of fill in a tower? 

What do you mean by evaporative cooling? 

What is the minimum temperature to which water can be cooled? 

Define (a) approach, (b) range, and (c) cooling efficiency of a cooling tower. 
What are the different types of cooling towers? 

What is an FD cooling tower? Mention its merits and demerits. 

Why are ID cooling towers preferred in utility plants? 

What are the main advantages of mechanical draught cooling towers? 

What are cross-flow and counter-flow cooling towers? 

What is a natural draught cooling tower? What is the reason of its hyperbolic 
shape? 

When is a natural draught cooling tower a good choice? 

How does water loss occur in a cooling tower? 

What is drift? How is the drift eliminated? 

Define a dry cooling tower. When 15 it recommended? 

What are the different types of drv cooling towers? 

Explain an indirect dry cooling tower where a direct contact spray type (open) 
condenser is used. 

Explain an indirect dry cooling tower where ammonia is used as the coolant 
in the condenser. 
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8.6 


8.7 


8.8 
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Water at 60 °C leaving the condenser at the rate of 22.5 kg/s is sprayed into a 
natural draught cooling tower and leaves it at 27 °C, Air enters the tower at 
1.013 bar, 13 °C and 50% relative humidity and leaves it at 38 °C, 1.013 bar 
and saturated, Calculate (a) the air flow rate required in m/s, and (b) the 
makeup water required in kg/s. 

[Ans. (a) 21 m/s, (b) 1 kg/s] 
Water from a cooling system is itself to be cooled in a cooling tower at a rate 
of 2.78 kg/s. The water enters the tower at 65 °C and leaves a collecting tank 
at the base at 30 °С, Air flows through the tower, entering the base at 15 °C, 
0.1 MPa, 55% RH and leaving the top at 35 °C, 0.1 MPa, saturated. Makeup 
water enters the collecting tank at 14 °C. Determine the air flow rate into the 
tower in m/s and the makeup water flow rate in kg/s. 


[Ans. 3.438 m/s, 0.129 kg/s] 


Cooling water enters a cooling tower at a rate of 1000 kg/h and 70 °C. Water 
is pumped from the base of the tower at 24 "C and some makeup water is 
added afterwards. Air enters the tower at 15 °C, 50% RH, 1.013 bar, and 15 
drawn from the tower saturated at 34 °C, 1 bar. Calculate the flow rate of the 
dry air in kg/h and the makeup water required per hour. 


[Ans. 2088 kg/h, 62.9 kg/h] 
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Nuclear Power Plants 


The unit cost per kWh of electricity generation in nuclear power plants is now 
comparable to or even lower than the unit cost in coal-fired power plants in most 
parts of the world. In addition, the problems associated with environmental 
pollution, mine safety, fuel transportation and so on are much less severe in 
nuclear power stations. Nuclear power utilization can help save a considerable 
amount of fossil fuels which can be used in other areas of utility. 

In recent years, a strong public opinion has grown against the use of nuclear 
energy for power generation due to the problems related to nuclear safety, 
radioactive waste disposal and nuclear weapons proliferation. Despite these 
difficulties, the future of large capacity electricity generation includes nuclear 
energy as one ofthe main sources. In many countries like France, Japan, the U.K. 
and Russia, the bulk of the electricity is produced in nuclear power plants. In 
India also, the Nuclear Power Corporation has been forging ahead with 
installation of new plants all around the country. 


9.1 | STRUCTURE OF THE АТОМ 


All matter is composed of unit particles called atoms. An atom consists of a 
relatively heavy, positively charged nucleus and a number of much lighter 
negatively charged, electrons orbiting around the nucleus. The nucleus consists 
of protons and neutrons, which together are called nucleons, Protons are 
positively charged, while the neutrons are electrically neutral. The electric charge 
on the proton is equal in magnitude but opposite in sign to that on an electron. The 
atom as a whole is electrically neutral, since the number of protons 1s equal to the 
number of electrons in orbit. 

The number of protons in the nucleus is called the atomic number, Z. The total 
number of nucleons in the nucleus is called the mass number, A. Nuclear symbols 
are written conventionally as 

zX or ex 
where X is the usual chemical symbol. Most of the weight of an atom is 
concentrated in the nucleus. The radius of a nucleus is of the order of 10 !^ m and 


that of a atom is 107" m. Fi gure 9.1 illustrates the atomic structure of some simple 
atoms. The masses of the three primary atomic subparticles are: 
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Fig. 9.1 Structure ofthe atom 


Neutron mass, m, = 1.008665 ати = 1.674 x 107°? kg 


Proton mass, m, = 1.007277 amu = 1.673 x 107 kg 


Electron mass, m, = 0.0005486 amu = 9.109 x 10 al kg 


The atomic mass unit, amu, is a unit of mass approximately equal to 1.66 x 107% kg. 

Hydrogen (,H') has a nucleus composed of one proton, no neutron, and one 
orbital electron (Z— 1, 4 = 1). It is the only atom that has no neutron. Deutereium 
(1 Н?) has one proton and one neutron in its nucleus and one orbital electron 
(Z = 1, 4 = 2). Helium („He* } has two protons, two neutrons and two electrons 
(Z=2,4=4). 

Atoms with nuclei having the same number of protons have similar chemical 
and physical properties and differ mainly in their masses. They are called 
isotopes. For example, deuterium, often called heavy hydrogen, is an isotope of 
hydrogen. When combined with oxygen, ordinary hydrogen and deuterium form 
ordinary water (H,O) and heavy water (D4O) respectively. 

Natural uranium is composed of 99.282 % 07%, 0.712 % U” and 0.006 % 
U“, the atomic number being 92 in all cases. Many isotopes do not appear in 
nature and are synthesized in the laboratory or in nuclear reactors. 

Two other particles are of importance, viz., the positron and neutrino. The 
positron 15 а positively charged electron having the symbols , en e or 8”, the 
symbol for electron being je е or B. The neutrino is a tiny, electrically neutral 
particle, ejected along with В particle during nuclear fission. The ejected neutrinos 
(V) carry some 5% of the total energy produced in fission. 


=27 
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Electrons that orbit in the outermost shell of an atom are called valence 
electrons which decide the chemical properties of an element. 


9.2 | CHEMICAL AND NUCLEAR REACTIONS 


Atoms are combined or separated in a chemical reaction. In the reaction, 


C+0,= CO; 
an energy of 4 electron volt (eV) is released. In nuclear engineering, the unit of 
energy is electron volt, I eV = 1.6021 x 107? J = 4.44 x 107% kWh. It is the 
energy acquired by an electron when it is accelerated across a potential difference 
of! volt. 

In chemical reactions, although the molecules change, each atom participates 
as a whole and retains its identity. Only the valence electrons are shared or 
exchanged. The nuclei do not change. Ina chemical reaction, the number of atoms 
of each element in the products is equal to the number in the reactants, 

In nuclear reactions, the products do not have the reactant nuclei but some 
other nuclei. The number of nucleons in the products are the same as those in the 
reactants. If A, В, C and D represent the chemical symbols, the corresponding 
nuclear equation may be written as 


zj A^ + BM CH + DM 
where fy + Z = d t and A, + A3 = Az + Ay 
Sometimes, electromagnetic radiation (y-rays) and neutrino (v) are often 


emitted but they do not affect the above balance, since they carry only energy and 
have zero Zand А. 


9.3 | NUCLEAR STABILITY AND BINDING 
| ENERGY 


The sum of the masses of the protons and neutrons that comprise the nucleus 
exceeds the mass of the atomic nucleus. This difference in mass is called the mass 
defect. The mass defect (Am) is found by adding up all the individual particle 
weights and subtracting the actual mass (m) of the atom: 


Am = п, m, + (m, + m, )Z — zm" (9.1) 
where n refers to the number and m the mass of particles. The mass defect is 
converted to energy in a nuclear reaction as given by Einstein's law: 

АЕ = Am. C (9.2) 


where E = energy, J; C — velocity of light = 3 x 10° m/s; and Am = mass defect, 
kg 


The energy associated with the mass defect is known as the binding energy 
(BE) of the nucleus. It acts as a "glue" which binds the protons and neutrons 
together in the nucleus. The energy equivalent of 1 g of mass is 
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AE = 1 x 107 kg x (3 х 10° m/s) =9 x 107 J 
Similarly, the energy equivalent of | amu of mass is 
AE = 1.66 x 107 kg х (3 х 10° mis)” 
= 14.94 x I0 7 J 29.31 x 10° eV 
= 931 MeV (9.3) 


Therefore, if 1 amu of mass could be completely converted to energy, 931 MeV 
would be yielded. 

The binding energy per nucleon (i.e., proton and neutron) determines the 
stability of the nucleus. Let us consider a helium nucleus as a simple example. 


He nucleus: 2i! 2, p! — „Не“ 
Experimental mass (by mass spectrography) of helium atom — mass of two orbital 
electrons = 4.00387 — 2 x 0.00055 = 4.00277 amu 
Calculated mass = 2 m, + 2m, — 2 x 1.00759 + 2 x 1.00898 = 4.03314 amu 
Am = mass defect — 0.03037 amu 
and AE = 0.03037 x 93] = 28.2 MeV 


This is the energy released when two protons and two neutrons are bound 
together. If we were to change the helium nucleus back into its constituents, we 
would have to give back this 28.2 MeV to the nucleus. The binding energy per 
nucleon is then 


BE/nucleon = 28.2/4 — 7,05 MeV 


For deuterium it is 1.115 MeV/nucleon. In this way, the binding energy per 
nucleon can be calculated for all the isotopes. Higher the binding energy per 
nucleon, higher is the stability of the nucleus (Fig. 9.2). The binding energy curve 
shows that the most stable elements (like iron, cobalt, nickel etc.) are in the 
intermediate mass number range. If elements of low mass number are fused 
together, it would lead to more stable elements. The elements of higher mass 
number are less stable and if they are fissioned, they would form elements of less 
mass number, which are more stable. Thus light isotopes like hydrogen, deuterium 
and so on are good for fusion reactions, while the heavier isotopes like uranium 
are suitable for fission reaction. 

For most medium and heavy nuclei, the binding energy per nucleon falls 
roughly between 7.5 and 8.7 MeV. Thus, if a nucleus is to expel one nucleon, say 
a neutron, it should first have a minimum excitation energy of between 7.5 and 
8.7 MeV. Only in such an excited state a nucleus can emit a neutron. 

It was found that the nuclei of the even-even type, i.e., having an even number 
of protons and even number of neutrons, are very stable, Therefore, a zum atom 
having 92 protons and 146 neutrons is quite stable and requires very high energy 
neutrons for fission, whereas а 4,U^5 atom having 92 protons and 143 neutrons 
can be fissioned even by low energy neutrons. 

Except for light nuclei, where л, = п, the number of neutrons (п) of known 
isotopes exceeds the number of protons (n). Thus, for heavier atoms, more 
neutrons are necessary to shield the protons and overcome the electrical repulsive 
forces between them in the nucleus. 
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Fig. 9.2 Binding energy per nucleon varying with mass number 


9.4 | RADIOACTIVE DECAY AND HALF LIFE 


Most isotopes that occur in nature are stable. Some isotopes of heavy elements 
like thallium (4 = 81), lead (4 = 82) and bismuth (4 = 83), and all isotopes of 
heavier elements starting with polonium (4 = 84) are not stable (the binding 
energy per nucleon being small) and emit radiation till a more stable nucleus is 
reached. Thus, a spontaneous disintegration process, called radioactive decay, 
occurs. The resulting nucleus is called the daughter and the original nucleus is 
called the parent. The daughter product may be stable or radioactive. A few lower 
mass isotopes are also naturally radioactive, such as КА, Rb" and In! ^, 

Radioactive isotopes, both natural and man-made, are commonly called 
radioisotopes. An example of radioactivity is 


HS Sn! e (9.4) 
115 + 


where In! is а naturally occurring radioisotope and its daughter, Sn", is stable. 
Radioactivity is always accompanied by a decrease of mass or liberation of 
energy. The energy thus liberated shows up in the form of KE of the emitted 
particles and as electromagnetic radiation (rays). 

Naturally occurring radioisotopes emit (1) œ particles, (2) В particles, (3) у 
radiation; undergo, (4) Positron decay, (5) orbital electron absorption, called K 
capture, and also emit (6) neutrons and neutrinos. 


1. Alpha decay Alpha particles are helium nuclei, commonly emitted by 
heavier radioactive nuclei and are accompanied by y-radiation. For example, 


agli 


„Pu ü А 920° + „Не“ (9.5) 


2. Beta decay Itis equivalent to the emission of an electron and raises the 


atomic number by one, while the mass number remains the same. It is usually 
accompanied by the emission of neutrino (у) and у radiation. 
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Higher shell 


K shell Зву 


Fig. 9.3 K capture 


In neutron decay the daughter is an isotope of the parent. Though it occurs 
rarely, it, however, comes about in nuclear reactors yielding delayed fission 
neutrons which greatly influence the reactor control. 

The rate of decay is a function only of the number of radioactive nuclei present 
at a time, provided that the number is large. It does not depend on temperature, 
pressure or the physical and chemical states of matter, i.e. whether it is in solid, 
liquid or gaseous phase, or in chemical combination with other atoms. 

If N be number of radioactive nuclei of one species at any time 8, the rate of 


decay 


_ oY LAN 9.12 
da 


where A is a constant of proportionality, called the decay constant, having 
different values for different isotopes, with the dimension s . By integrating the 
above, we obtain a simple exponential relation, 


№= Мое ^8 (9.13) 


where № = radioactive atoms present at time 9 = 0, and N = radioactive atoms 
present at time 9 
The rate of decay (— 94790) is also called activity, 4, and has the dimension of 
disintegration per second ог dis/s or ғ *. Thus, from Eqs (9.12) and (9.13), 
4-- S —-AN-ANQe IP Де ® (9.14) 
The decay rate is often expressed in the form of half-life, Ө. i.e. the time during 
which one-half of the number of radioactive species decays. Thus, 


М.Я 1 ap 
M A? 
or 8,5 = №2 _ 9.8951 (9.15) 


A A 
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Thus, the half-life is inversely proportional to the decay constant. Starting with 
№, half of Ny decay after one half-life; one-half of the remaining atoms or 1/4 of 
№ decay during the second half-life and so on (Fig. 9.4). 


N= №е А8 
«| 
5 „in 
zl 
1/4 
1/8 
1/16 
D | 2 3 4 5 
Number of half-lives 


Fig. 9.4 Radioactive decay rate and half-life 


Half-lives of radioactive isotopes differ by a wide range, varying from 
fractions of a microsecond to billions of years (Table 9.1). No. two radioisotopes 


Table 9.1  Half-lives of some radioisotopes 


Tritium (Н?) 12.26 yr 
Carbon 14 5730 yr 
Krypton 87 76 min 
Strontium 90 28.1 vr 
Xenon 135 9.2 h 
Barium 139 82.9 min 
Radium 223 11,43 days 


Radium 226 1600 yr 
Thorium 232 1.41 x 10 yr 
Thorium 233 22.1 min 


Protactinum 233 27.0 days 
Uranium 233 1.65 x 10? yr 
Uranium 235 7.1 x 105 yr 
Uranium 238 4.51 x 10? yr 
Neptunium 239 2.35 days 
Plutonium 239 2.44 x 10* yr 


have exactly the same half-lives. Thus, half-lives are considered "finger-prints" 
to identify a radioisotope. 
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Readily fissionable isotopes U-233, U-235 and Pu-239 have extremely long 
half-lives, showing that they can be stored practically indefinitely. 
The unit of radioactivity is curie (Ci), 


1 curie = 3.615 x 109 dis/s 


It was based on measurement of the activity of 1 g of radium 226. Curie has now 
been superseded by the SI unit, becquerel (Bq), which 15 defined as one 
disintegration per second. Since this 15 very small, the levels of radioactivity are 
expressed in kBq or MBq. Another unit, called roentgen (r), is used to provide 
some measure of the extent of biological injury, say due to X-rays and 


y-rays. 
9.5 | NUCLEAR FISSION 


Fission can be caused by bombarding with high energy a-particles, protons, 
deuterons, X-rays as well as neutrons. However, neutrons are most suitable for 
fission, They are electrically neutral and thus require no high KE to overcome 
electrical repulsion from positively charged nuclei. Two or three neutrons are 
usually released for each one absorbed in fission, and can thus keep the reaction 
going (Fig. 9.5). Isotopes like U-233, U-235 and Pu-239 can be fissioned by 
neutrons of all energies, whereas isotopes U-238, Th-232 and Pu-240 are 
fissionable by high energy (14 MeV) only. As shown in Fig. 9.5, 


Neutron lost by escape 
or consumed in 
nonfission reaction 


a 
(Un, 
Neutron a a 
Uranium а 
nucleus © Strontium nucleus 


Fig. 9.5 A fission reaction 


gU + ui! — „Хе + „Sr + jn! (9.16) 


The immediate (prompt) products of a fission reaction, such as Хе!“ and Sr™ аге 
called fission fragments, which along with other decay products (a, В, y etc.) are 
called fission products. 

When a neutron collides with and is absorbed by a fisstonable nucleus, the 
latter is transformed into a compound nucleus in an excited state, e.g., 
ne 


235 [| : 
QU tyr —— [0 — fission 


which then undergoes fission. If the excitation energy is not sufficiently large, the 
nucleus may not udergo fission and may emit only y-radiation or eject a particle. 
Such absorption of a neutron in a non-fission reaction occurs about 16% of the 
time in all neutron absorptions by U-235. 
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The two fission fragments in Eq. (9.16) are not equal in size and are 
radioactive. The original nuclei of U-235 have neutron-proton ratio of 1.55. Their 
fission fragments have also similar n-p ratios, which for stable nuclei are, 
however, 1.2 to 1.4. The fission fragments, therefore, undergo several stages of B 
decay (converting neutrons into protons) until a stable product is formed in each 
case. 


140 B, „Сз м B, Ва!“ В La! В 140 
чхе ig 77 ze 77 Teds 5 2 zons С 
(stable) 
and 
„99 8. „val, år” (stable) (9.17) 
: 2min ` 17 min 


This series is called a fission chain. Since В-десау is usually accompanied by 
radiation, suitable shielding against jerays as well as neutrons must be provided 
in a reactor. Figure 9.6 shows fission product data for U-235 by thermal and fast 
(14 MeV) neutrons and for U-233 and Pu-239 by thermal neutrons. The most 
probable fission products have mass numbers in the ranges 85 to 105 and 130 to 
150, meaning that the products are not equal in size. 
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Fig. 9.6 Fission product data for (a) U-235 by thermal and 14 MeV 
neutrons, and [b) U-233 and Pu-239 by thermal neutrons 


9.5.1 Energy from Fission and Fuel Burnup 


There are many fission reactions which release different amounts of energy, For 
the reaction, 
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235 ; | 137 


+ Kr" + 2! (9.18) 
has the mass balance 
235.0439 + 1.00867 —— 138.9061 + 96.9212 + 2 x 1.00867 

or, 236.0526 —— 235.8446 amu 
There is thus a reduction in mass, which appears in the form of energy 
(exothermic). The mass defect is 

Am = 235.8446 — 236.0526 = — 0.2080 amu 
Therefore, 

АЕ = – 0.2080 x 931 = — 193.6 MeV 
The fission of U-235 yields on an average about 193 MeV. which ts the same for 
the fission of U-233 and Pu-239. This amount of energy is prompt, 1.е. released 
during the fission process. More energy is, however, produced due to (i) the slow 
decay of the fission fragments, and (11) the non-fission capture of excess neutrons. 


The total energy released per fission reaction 1s about 200 MeV. The complete 
fission of 1 g of U-235 nuclei thus produces 


Avogad tant 
a 0 MEN 
Mass of U-235 isotope 
6.023 x 10? n 
- ae x 200 MeV = 5.126 x 107 MeV 


= 8.19 x 10 J = 2276 x 10” kWh = 0.984 MW-day 


Thus, a reactor burning | g of U-235 generates nearly 1 MW-day of energy. This 
is referred to by the term "fuel burnup”, which is the amount of energy in MW- 
days produced of each metric ton af fuel. 

The complete fission of all U-235 nuclei in a fuel mass 1s impossible, since 
many of the fission products capture neutrons in a non-fission reaction. In time, 
the number of neutrons so captured becomes great enough because of the 
accumulation of products, and the fission chain can no longer be sustained. 
Depending upon fuel enrichment, this happens when only a small percentage, 
often less than 1% of the fissionable nuclei in the fuel has been consumed. Further 
use of this poisoned fuel can only be made by removing the fission products and 
reprocessing. 


9.6 j CHAIN REACTION 


The number of newly born fission neutrons in a single fission for U^? nuclei is 
either 2 or 3 and on an average 2.47. In a reactor where controlled and sustained 
energy production is desired, conserving neutrons is a vital matter. 

There are two reasons why not all the fission neutrons cause further fission. 


1. Non-fission capture or absorption of some neutrons by the fission 
products, non-fissionable nuclei in the fuel, structural material, coolant, 
moderator and so on. 
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2. Leakage of neutrons escaping from the core. 

The smaller the surface-volume ratio of the core, 1.е. the larger its size, the 
lower is the percentage of leakage of neutrons. The core size is increased to the 
point where a chain reaction is possible. This size is called the critical size. The 
mass of fuel in such a соге is called the critical mass. 

In a reactor using 0235 as fuel, 100/2.47 or about 40.5 of edi 100 fission 
neutrons must ultimately engage in fission to keep the reactor critical. However, 
only about 84% of the neutrons that get absorbed, m U cause fission. The 
remaining 16% neutrons reacting with it produce U^ (non-fission capture), an 
isotope of no particular importance. Therefore, a total of about 40.5/0.84 or 48 
neutrons must be absorbed in U“ to cause fission. Thus, a maximum of about 
52 neutrons may be allowed to leak out of the core and be absorbed in other core 
materials. 


9.7 | NEUTRON ENERGIES 


The kinetic energy of a neutron, KE, or simply En, is given by 


TS NEC 

En — lid 
where m, is the mass of neutron (1.008665 amu), and Г the speed of neutron. 
Thus, 


І 
Е, = 1 x 1.008665 1^ x аР ak 
2 0.965 x 10 


= 5.227х 10" FP MeV = 5.227 х 10 4WeV (9.19) 

where F is in cm/s. 

The newly born fission neutrons have energies varying between 0.075 to 
17 MeV. As these neutrons travel through matter, they collide with other nuclei 
and get slowed down. This process is called scattering. The neutron gives up 
some of its energy with each successive collision. 

Neutrons are classified into three general categories according to their energy 
as fast, intermediate and slow. 


Classification Neutron energy Corresponding velocity 


(eV) (m/s) 


Fast à > 4.4 x 10° 
Intermediate -10° (1.38 to 4.4) x 10° 
Slow < 1.38 x 10° 


Newly born fission neutrons carry, on an average, about 2% of a reactor 
fission energy in the form of KE. As stated earlier, they can be (1) Prompt 
neutrons, emitted within 107' s after fission occurs from the fission fragments, 
and (2) Delayed neutrons, produced in radioactive decay reactions of the fission 
fragments and their products. Though the energies of delayed neutrons are 
relatively small, they play a vital role in nuclear reactor control. 
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9,7.1 Neutron Scattering 


In the scattering process, the energy balance of colliding particles before and 
after collision gives 
(E, + KE) = (E, + KE, + E.) (9.20) 


where the subscripts п and c denote neutron and nucleus, and 1 and 2 denote 
before and after collision. Е, is the excitation energy of the struck nucleus. 
Scattering can be of two types: 


1. Inelastic scattering, in which momentum and total energy of the 
particles before and after collision are conserved. However, KE is not 
conserved. Part of the KE before collision is absorbed by the nucleus to 
have the excitation energy E Thus, for a neutron ta | engage in inelastic 
scattering, it has to possess an initially high KE (> Е” c} 

2. Elastic scattering, in which a neutron does not possess the necessary 
minimum KE and Е”. is zero, Both momentum and KE of the colliding 
particles are conserved. 

In each seattering process, a part of the AE of the neutron is transferred to the 
initial relatively stationary and heavier nucleus, thereby slowing down the 
neutron, The amount of energy lost by a neutron in each collision depends upon 
the mass of the nucleus and the angle of scatter. The maximum energy is lost in a 
head-on collision, If a neutron possesses an initial KE E, p its KE after a head-on 
collision E, minis given by 


E mn = Ём Е = (9.21) 
i "AM + am, 


where M and m, are the nucleus and neutron masses, respectively. It can be 
approximately expressed as 


E " 2 
— = ER) (9.22) 


Е. А +1 


п. i 
where 4 15 the mass number of the nucleus, А neutron may lose a maximum of 
less than 2% in a collision with U^ nucleus, but about 28% with a carbon 
nucleus and all its energy in a single collision with a hydrogen nucleus (4 = 1). 
The average neutron energy lost per elastic collision 15 expressed in terms of a 
quantity called the logarithmic energy decrement, ©, defined by 


En i 
= In Eni In E,,, Au (9.23) 
where Ena is the average energy of the neutron after a single collision. Gis given 
by 
(A-D, Att 
=]— п 9.24 
5 | 24 A-l ren 


where 4 is the mass number of the struck nucleus (moderator). “rom the above 
equation, it is seen that as 4 — 1, € = 1. Thus, if a neutron collides with a 


Nuclear Power Plants 


hydrogen nucleus (А = 1), the average neutron energy after one collision is 1/e of 
its initial energy. This is the maximum possible decrease of neutron energy. 

Thus, the number of collisions, п, required to slow down a neutron from initial 
energy Ep ; to a final energy E, гіп elastic scatter is given by 


In En 


Е 9.25 

Е (9.25) 
A moderator is used to slow down the neutron in a reactor. Thus, smaller the 
nucleus, better the moderator. Table 9.2 gives the values of n to bring down the 
neutron energies from 2 MeV to 0.025 eV in elastic collisions. However, n is not 
the sole criterion of moderator effectiveness. Other aspects, such as the 
probability of collision, the probability of absorption and scattering, as well as 
the number of moderator nuclei in a given volume also influence the moderator 
efflectiveness. 


Table 9.2 Number of elastic collisions fn) between 2 MeV and 
0.025 eV 


9.7.2 Thermal Neutrons 


When a large number of neutrons are slowed down in a medium, such as a 
moderator, the lowest energies that they can attain are those that put them in 
thermal equilibrium with the molecules of that medium. In this state (ground state) 
they become thermalized and are called thermal (or slow) neutrons. A reactor 
primarily utilizing thermal neutrons for fission is called a thermal reactor. 

From kinetic theory of gases, it is known that at a certain temperature the 
molecules of a gas have a wide range of velocity varying from zero to infinity (or 
velocity of light?) demonstrating Maxwell-Boltzmann velocity distribution (Nag, 
1981). The thermalized neutrons will have similar distributions of velocity and 
also of energy. The most probable velocity of a neutron is thus, 


12 
2 
V. | | (9.26) 


m, 


where K = Boltzmann constant = 1.38 x 107% И molecule-K; m, — mass of 
neutron = 1.674 x 10 7" kg, and T = absolute temperature. К. 
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On substitution, 
„= 128.4 Г"? m/s (9.27) 
The most probable kinetic energy ofa neutron will be 


INT 
I L674x 1077 x (1284y T 
2 160211071 


= 8.513 х 10° TeV (9.28) 


Е 


At 20 °С, KE, = 0.02524 eV and Fa = 2198 m/s = 2200 m/s 
Table 9.3 gives thermal neutron energies and speeds at different temperatures. 


Table 9.3 Thermal neutron energies and speeds 


Neutrons having energies greater than thermal such as those slowing down in 
a thermal reactor are called epithermal neutrons. 


9.8 | NUCLEAR CROSS-SECTIONS 


If a group of neutrons travel with the same КЕ and the corresponding speed is 
v cm/s and if their volume density in the beam at a particular point 1s л neutrons/ 
em”, then the product мо is equal to the number of neutrons crossing a unit target 
area of 1 ст? per second and is called the neutron flux. ф. Therefore, 


ф= по (9.20) 
Its dimension is neutrons/cm’- s. However, the speeds of neutrons vary widely 


(Maxwell-Boltzmann velocity distribution). 
Then, 


ф= ILIO) dv (9.30) 


where n(v) dv is the number of neutrons per unit volume whose speeds vary 
between v and v + dz. 

The interaction rate between a beam of neutrons and the nuclei in a target 
material has been experimentally observed to be proportional to (i) the neutron 
flux, and (ii) the number of atoms (or nuclei) in the target. 
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Let us consider a beam of neutrons, all of speed F cm/s and density п neutrons/ 
cm’, incident on a target area of A cm” and thickness dx and containing N nuclei/ 
cm? (Fig. 9.7). The interaction rate, being proportional to the neutron flux, ф, and 
the number of nuclei on the target material, NA dx, is thus 

Interaction rate = oo NA dx 


= 06 NV, (9.31) S 
where c is the constant of propor-tionality, — 
called the microscopic cross-section of the d= nv ~ 
isotope concerned, and Fy the volume of de 
the target (4 dx). с has the unit of cm? — 


nucleus, and it can be regarded as the arca 
presented by each nucleus to neutrons to Fig. 9.7 Interaction rate of 
cause a reaction. The radius of a nucleus is neutrons 
given by 

r= 14x Hr 4° (9.32) 


where 4 is the mass number. The radii of nuclei vary roughly between 
1.4 x 10 and 10 7 cm. Therefore, the cross-sectional area of an average 
nucleus (ære) is equal to 10° 24 cm, This value is taken as the unit of microscopic 
cross-section and is called one barn. 

1 bam = 107% em? (9.33) 
The total cross-section of all nuclei in unit volume of a material 15 called the 
macroscopic cross-section, X, and has units cm /cm" orem |. 


nuclei — ; 1 


E= Na cm ar cm (9.34) 


cm 
and the interaction rate per unit volume, 


neutrons 


3 
cm's 
The probability that a neutron entering the target will collide or interact within a 
distance dx, 


F-Xó 


(9.35) 


_ obNAdx 


ФА 
Thus, the macroscopic cross-section can be explained as the probability per 
unit length that a neutron will collide, i.e. the collision cross-section, 
As the neutrons collide with target nuclei, they get removed from the group. 
For neutrons which survive collision in an element of thickness dx, 


Rate of collision — neutron flux (in-out) 4 
сфМА х= ~ 4 dø 
The negative sign indicates that the Пих is decreasing. Rearranging, 


gesonden Ede 


= gNdx = idx (9.36) 


ф(х) = Фе (9.37) 
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where @, is the incident neutron flux (at x = 0). This is referred to as the “survival 
equation”, i.e., the neutron flux which has survived collision after traveling a 
distance x in the target. 

The average distance that a neutron travels without making a collision or 
interaction with a target nucleus is called the mean free path, А, 


Гаф) 
A= +. 
% 
Using Eq. (9.37) 
[x(-&e "z)ax 
je et (9.38) 


% L 


Thus the mean free path is the reciprocal of the macroscopic cross-section. 

Neutrons have as many cross-sections as there are reactions. The reactions 
can be scattering, capture and fission. Thus, the rates at which elastic scattering, 
inelastic scattering, capture and fission take place are characterized by the elastic 
scattering cross-section, C, the inelastic scattering cross-section, o;, the capture 
cross-section Cy, and the fission cross-section бу. For non-fissionable isotopes Cp 
is zero. The total cross-section, ©, is the sum of these cross-sections. 


о,= 0, * О + 0, + Oy (9.39) 


The absorption cross-section, ©, is the sum of the capture and fission cross- 
sections, or 
0, = O, + Or 

If an isotope has capture and elastic scattering cross-sections of 0.1 and 10 
barns, respectively, it is obvious that elastic scattering is the most probable 
reaction and capture is almost negligible, occurring in less than 1% of all 
reactions. 

Macroscopic cross-sections for mixtures and compounds can be calculated 
from a knowledge of the cross-sections and numbers of atoms per unit volume of 
the constituents. If a mixture or compound contains №, №, Му, etc. atoms per cm? 
of elements whose microscopic cross-sections аге 0,, 05, с; and so on, the 
macroscopic cross-section of the mixture or compound, E, is given by 


L= No, + М, + NG; Tli (9.40) 
9.9 | NEUTRON FLUX AND REACTION RATES 


The neutron flux $ is given by the equation 
ф= nV (9.41) 


where n is the volume density of neutrons in the beam (neutrons/m^) and V the 
average velocity (m/s) of the neutrons. 
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The neutron flux $ varies within the reactor core depending on the energy of 
neutrons. It is maximum at the core geometric centre and minimum near the core 
edges. In a thermal reactor, where high-energy fission neutrons are born in the 
fuel and thermalized in the moderator, fast-neutron fluxes peak in the fuel and 
thermal-neutron fluxes peak in the moderator. At any position in the fuel, the 
neutron flux is proportional to the power. It 15 maximum during full power 
operation and zero during shutdown. 

[fa target medium containing nuclei of density N is subjected to a neutron flux 
@, the reaction rate between the nuclei and neutrons is given by OM (nl), where 
(т is the microscopic cross-section of the particular reaction (1.e., scatter, 
absorption etc). It is equal to Ed and hence, is inversely proportional to the mean 
free path of the neutrons. 


9.10] MODERATING POWER AND MODERATING 
RATIO 


It was shown earlier that the logarithmic energy decrement factor с represents the 
effect of nucleus size on the average number of collisions required to slow down 
a neutron over a prescribed energy range. The hydrogen moderator would slow a 
neutron from 2 MeV to 0.025 eV in 18 collisions, deuterium in 25 collisions and 
so on. However, aspects like the probability of scattering and absorption, and the 
number of moderator nuclei per unit volume, N, are also important. These along 
with 5 are grouped together in two parameters, called 


Moderating power = & Na, = E X, (9.42) 
E 
Moderating ratio = 5 rl Е—® 
m >. 


Since Ё is the average loss in the In £, per collision and X, is the probability of 
scatter collision/m, the slowing-down power is equal to the average loss in In E, 
per m. It has the unit (m ') and should be as large as possible for good moderation. 
It may be noticed that a high nuclear density N is essential since there will be 
more reactions if there are more nuclei to react. Thus, hydrogen and deuterium 
are not suitable as moderators, in gaseous forms, instead they are used in light 
and heavy water. Similarly, when CO, is a coolant, graphite is the moderator. 

The moderating ratio is a relative measure of the ability of a moderator to 
scatter neutrons without appreciably absorbing them. It should also be as high as 
possible for good moderation. 

The selection of a moderator also depends on cost, chemical and structural 
considerations. Heavy water is an excellent moderator, but is extremely costly. 
Light water is cheap, but has a small neutron absorption cross-section. It is used 
as a coolant and a moderator when enriched uranium is used as fuel. Graphite is 
low in cost but is structurally weak. Liquid metal-cooled fast reactors need no 
moderator. 
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9,11 | VARIATION OF NEUTRON CROSS- 
SECTIONS WITH NEUTRON ENERGY 


The neutron cross-section for any nucleus depends upon the energy of the 
neutron reacting with it. Plots of o vs. E, are usually made on log-log 
coordinates. In most cases, scattering cross-sections, dc, are so small 
compared with absorption cross-sections, O, that the total cross-section o is 
а = 
Also, for most nuclei, єт, does not change much with neutron energy Ep 
0,7 +0. and d= 0-0, 


Variations of absorption cross-sections, c, with neutron energy, Ep can be 
divided into three regions: (1) I/F region, (2) resonance region, and (3) fast 
neutron region (Figs 9.8 and 9.9). 


582 barns at 0.0253 eV 


Total 
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IS 


L y region Resonance region Fast neutron region 


Microscopic cross sections c, barns 
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Neutron energy, eV 


Fig. 9.8 Neutron cross-section for U-235 


1. 1/V region Inthe low energy region, c, is inversely proportional to the 
square root of the neutron energy Е. 


0.5 
о. = С, =. (9.43) 
0,5 


Thus, o,=C, 


( (9.44) 
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Fig. 9.9 Neutron cross-section for U-238 


where C, and C are constants, m, is the neutron mass and F is the neutron 
velocity. 

This relationship is known as the 1/F law. It indicates that lower is the velocity 
of the neutron, longer will be the time a neutron spends in the vicinity of the 
nucleus, and higher will be the probability of its absorption by the nucleus. It is a 
straight line with a slope of about — 0.5 (Fig. 9.8 and 9.9). 


2. Resonance region Most neutron absorbers, after the 1/V region, show 
one or more С, peaks occurring at definite neutron energies. These are called 
resonance peaks. Indium has only one peak, whereas U-235 and U-238 have 
many. U-238 has very high resonance o,, with the highest peak, about 4000 barns, 
occurring at about 7 eV. The design of thermal reactors is affected by this fact, 
since U-238 absorbs many of the neutrons passing through the region and affects 
the reactor neutron balance. Many elements, particularly those of low mass 
numbers and low g, do not exhibit resonance absorption and hence, can be used 
as reactor construction materials. 


3. Fast neutron region As the neutron energies increase beyond the 
resonance region, the absorption cross-sections gradually decrease. At very high 
values of Ep- 


O, = G, + 0, — 2 X cross-sectional area of the target nucleus 
= 2р2. 
Cambining with Eq. (9.32), 
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о,= 2л (1.4 x 10719 47 cm? 
= 0.125 A7? barns (9.45) 


where 1 barn = 1077 cm” and A is the mass number of the target nucleus. 
Thus, in the very high neutron energy range, g, is very low, usually less than 
5 barns for heavier nuclei. 


9.12] NEUTRON LIFE CYCLE 


In a reactor core, neutrons are born at all times and in all places having 
fissionable material and diffuse in all directions. We will examine the life cycle 
of a group of neutrons, all assumed to be born at the same time, which undergo 
scatter, leakage, absorption and other reactions, and finally cause fission and 
attain the same energy levels simultaneously. This group of neutrons is called a 
generation. The series of events or processes that such a group of neutrons 
undergoes from birth until a new generation is born by fission is called a life 
cycle of neutrons. 

Figure 9.10 shows the events that the generation of N fission neutrons 
produced in U-235 undergoes in a thermal reactor. 
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Fig. 9.10 Neutron life cycle in a thermal reactor 
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explosive rate as in an atom bomb. If kr « 1, the reactor 15 subcritical and the 
chain reaction decreases and eventually dies out. 

Let us consider a chain reaction in an infinitely large system by adding more 
and more fuel such that the neutron leakage becomes negligibly small and 
P= 1, Therefore, 


Кат k= Ep Fn (9.47) 
where &, is called the infinite multiplication factor. This is a /our-factor formula, 
where £, p and fare functions of the fuel and the internal configuration of the core, 
called the lattice constants, and 1] depends on the kind of fuel and is a fuel 
constant. 

In a critical reactor, the rate at which neutrons are used up or lost must be 
exactly equal to the rate at which they are produced by fission. The theory of 
nuclear reactors is concerned with the analysis of all the processes which take 
place in the core ofa reactor, and in particular with the slowing down, diffusion 
and absorption of neutrons. Only by analyzing these processes in detail can 
accurate calculations be made to determine the multiplication factor, critical mass 
of fuel or size of a reactor (permitting a certain amount of neutron leakage). 

The reactivity p is defined as 
p= Jer (9.48) 
Kor 
The neutron life time, 7*, is defined as the average time between successive 
neutron generations (prompt neutrons). The number of neutrons existing in a unit 
volume is п. Then, the time rate of change of the neutron density is 


dn _ np 
dr т 
or M pa 
n t 
or as = Ër 
Ny т 


where л and my represent the neutron density at time Tand t= 0. И can also be 
expressed as 


n= пу?” (9.49) 
Р T 


T 


where, == 


9.13] REFLECTORS 


Surrounding the reactor core exists a reflector, which is а medium of low neutron 
absorption and high neutron scattering cross-sections. Some of the neutrons 
leaking out of the core are scattered back into it by the reflector nuclei. This 
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conductivity, good corrosion resistance, good mechanical strength at high 
temperatures and a high limiting temperature for operation. The cladding serves 
three functions. 


1. To provide structural support and strength for the fuel and prevent 
distortion. 

2. To prevent the release of radioactive fission products into the coolant 
stream. 

3. In certain types of reactors (mainly gas-cooled) to provide extended 
surfaces in the form of fins to promote more heat transfer to the coolant. 


Materials suitable for cladding should have low neutron capture cross-section, 
high thermal conductivity, good mechanical strength at high temperatures and 
chemical compatibility with the fuel and coolant. The most common cladding 
materials are aluminium, magnesium alloys (Magnox), stainless steel and alloys 
of zirconium (zircaloy). 

The rate of heat release by fission per unit volume of fuel 15 called the 
volumetric thermal source strength, qg, given by 


“п = (т N Cr dMeV/m’s (9.50) 


where G = energy per fission (-180-190 MeV), N= number of fissionable nuclei/ 
m’, бү = microscopic fission cross-section of that fuel, m^, and ф = neutron 
flux per ms. 


9.14.1 Heat Conduction in Fuel Elements 
Fourter’s heat conduction equation in three dimensions is given by [7], 
VT dc .l x or 
k a ot 
where T is the temperature (°С), gg the volumetric source strength (W/nr)), k the 
thermal conductivity of the solid (W/mK), a the thermal diffusivity of the solid 
(m*/s) and ! the time (s). 

For a plate type fuel element 
(Fig. 9.12), in which the fuel of 
thickness 2a is enclosed on both 
sides by a cladding of thickness 
b, the dimensions of the plate in 
the у and = directions are large 
compared with the values of a 
and b. Consequently, heat cond- 
uction may be assumed to be in 


the direction of the x-axis only. DUCES 
In the fuel, Eq. (9.51) reducesto Fig. 9.12 Temperature distribution in 


a plate type fuel element 


(9.51) 


dT _ Ча 
dx” kr 
or RE 
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Кү being he thermal conductivity of fuel. 
Whenx=0, dT/dx =0, therefore C= 0, Integrating again between x= 0 and x = а, 
we get 


2 
qaod 
AT, = =— 9.52 
A сЕ 
where AT; is the temperature drop from the centre to the surface of the fuel. The 
temperature distribution within the fuel is parabolic. 
In the cladding there 1$ no energy release, and the heat conducted per unit area 
through the cladding on each side of the fuel is gu а W/m". Therefore, 


dT 
q= Than = dg 8 


d 
dT da 'ü 
or — m = 
dr Ka 
Integrating from x = a to x= a+ b, we get 
ab 
АТ, = GÅ (9.53) 
Ka 


where АГ. is the temperature drop through the cladding, The total temperature 
drop from the centre of the fuel to the surface of the cladding 1s 


АТ + AT, = да-а Cara (9.54) 


If a coolant is now considered to be flowing along the cladding, heat will be 
transferred from the cladding surface to the coolant, Let the cladding surface 
temperature be T, and the bulk fluid temperature be 7.. Then the heat flow per unit 
area, 


g-7gg:-a-h(T,- Г) 
or ТТ. = te - AT, (9.55) 
1 
= temperature drop in the coolant, 
Therefore, the total temperature drop from the centre of the fuel to the bulk fluid is 
AT WAT th Ep a M LE (9.56) 
2k. ky А 


cl 

For a cylindrical fuel rod of radius а surrounded by a cladding of thickness 6, 

the heat conduction along the rod is negligible (Fig. 9.13) and the heat conduction 
equation in cylindrical coordinates [7] 15 


x А 
dT lh _ 4 
dr^ r dr ke 
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Fig. 9.13 Temperature distribution in cylindrical fuel element 


T il "d Eu 
dri dr Kr 
ЧТ 967 С 
or dr 2k, + а (9.57) 
ат " 
When r=0, T = 0, therefore, C, = 0. 
Ё 


Integrating between r = 0 and r= a, the temperature drop from the centre to the 
surface of the fuel is given by 


| 
ася 
АТ. = m (9.58) 


Е 
The heat conducted through the cladding per unit length of fuel element = zege. 
The radial heat conductian at any radius is 


dr 
=- k Igri — 
zi dr 


or dT = -= 2,7 
2mkL F 


Integrating between the limits of r=a to r=a + 4 in the cladding and substituting 
ОЛ, as ta^ qq. we get the temperature drop through cylindrical wall of cladding as 


a, (a+b 
ial >) 


АГ = — 9.59 
el ^k | ) 


The total temperature drop from the centre of the fuel to the surface of the 
cladding is: 


El 
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| Е ze) 
wr} 1 "WB ) 
2 2e k 


el 


AT, + АТ = (9.60) 


If we consider the coolant flowing with bulk temperature Te, the heat transfer 

to the fluid per unit length 15 given by 
О = лагс = hin (а + 5) (T,- T.) (9.61) 
where А is the heat transfer coefficient (W/m^K) and T, the cladding surface 


temperature. 
The temperature drop from the cladding surface to the bulk fluid is 


АТ, =T,-T,= E _ 
а * = Dh(a + b) 
The total temperature drop from the centre of the fuel to the bulk fluid 15 then 


а+ Б 
а?| | in =) | 
AT aT РА UE у. ху 


2 Ike kk  h(a+b) 


(9.62) 


(9.63) 


9.14.2 Axial Temperature Distribution of 
Coolant and Fuel Element 


The temperatures expressed by the relationship of the previous section are valid if 
gc is uniform. Let us consider а single fuel element whose core height is equal to 
the length L (Fig. 9.14). The variation of neutron flux @ in the axial direction is 
assumed to be a cosine function of z such that à = 0 at z = + L/2, L being the 
extrapolated height and z = 0 being the core centre plane and 


Tor 


Fuel rod @ = Omg, cos Br 


Fel 
Fig.9.14 Coolant flow and temperatures in the central fuel channel 
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mz 
Ó = @, cos T 


where @, is the maximum neutron flux at the core centre. Therefore, the 
volumetric thermal source strength бү, may be assumed to vary in a similar way, 


Hz 
UG (до) тах cos FE (9.64) 


where (gc), is the source strength at the core centre. An energy balance for a 
differential section of the fuel element of length dz at height z is given by 
m, c, dT, = да - Adz 

where m, = mass flow rate of coolant, kg/s; с. = specific heat of the coolant, 
kJ/kg К; dT, = temperature rise of coolant in the length dz, ^C; and A, = cross- 
sectional area of the fuel element, m”. 

The temperature of the coolant at any point in the channel can now be found 
by integration 


EE, - 
; т.с. -La 
Therefore, 
(dc; mak (a mz 6, ELV 
Tiz- T = S| sin + sin — (9.65) 
ol & ттс, ГА 2L) 


The temperature rise of the coolant in the whole channel is 


3 
Е Ugo heg aL sin лі. 


TnT" 9.66 
2 Fr ттс, 2L р 
= AT. 
using this result, 7 (z) can be expressed in the following form 
АГ sin Bz 
T(z2)- T, + —|1+ 9,67 
f= f, 2 | sm E ) 


where B — miL. 
The temperatures at the surface of the cladding, Г., and at the centre of the 
fuel, Tp, can be found at any position = as follows: 


Тугу = Тг) + 62) 


АТ, sin Bz 
= T, + — | +—/+4.,, cos В: 9.68 
" 2 | sin Ee | co cosß (9.68) 


AT. 1+ sin Bz \ 
2 sin BL/2 | 


Тб) = T, + 
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bh In (=) m 
а 
+ Gey cos Bz |1 ————— + —— (9.69) 
Ky ake 
А d 
where 8. = POP , the temperature drop from the surface of the cladding to 


the coolant at the midpoint of the channel. 

Figure 9, 14 shows the variation of T, T, and Tp along the coolant channel and 
shows the existence of maximum values in 7, and Tp. Differentiating 
Ед. (9.66) and equating to zero, the location of the maximum cladding surface 
temperature 1s given by the equation: 

l a AL 
z= лап ———— 
B Ben sing BL! 2) 
Substituting this expression for z into Eq. (9.68), the maximum cladding surface 
temperature is given by: 


21/2 
Г, (тах) = T, + | + [eec P + fco | | (9,71) 
2 2 AT 12 | 


(9.70) 


By the same procedure, the maximum fuel temperature may be found as 


mI 212 
АГ. У 
Ty(max) = T, + =] 1+ | cosec” PL 4 C | | (9.72) 
L 


АТ, /2 


er 


where, Cz | + ———— + — 
e Ka Ik; 


These temperatures fix the maximum coolant temperature that can be allowed. _ 
The heat transfer coefficient for turbulent flow can be estimated from the 

Dittus-Boelter equation, 
Nu, = 0.023 (Re) Рг“ (9.73) 


where the fluid properties are evaluated at the bulk temperature 7, given by 


| = 
Tz) T, * — | orde (9.74) 
'— Ме, 
F inlet 

where q, is the heat transferred to the fluid per unit length of the duct. For non- 
circular ducts, the equivalent diameter should be used for Reynolds and Nusselt 
numbers. For liquid metals, the following correlation is often used 

Nu = 7 0,025 (Pe)? (9,75) 


where Pe = Peclet number = (Rey Pr) 
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Table 9,4 gives typical values of heat transfer coefficients for gases, water 
and liquid metals under reactor operating conditions. 


Table 9.4 Typical values of РгапаН number and heat transfer 
coefficient of reactor coolants 


Prandtl Number h(W/m"K) 


Gases i 50 to 500 
Water 2000 to 20,000 
Liquid metals 5000 to 50,000 


Since h for gases is low, large surface area is required for a certain heat transfer 
duty in gas cooled reactors and cladding is most often finned. The criteria for the 
choice of coolants for reactors are: (1) Low neutron capture cross-section, 
(2) High specific heat, density, thermal conductivity and heat transfer coefficient, 
(3) Good chemical stability, and (4) Low neutron induced radioactivity. 


9.14.3 Pumping Power 


The pumping work, W, required by the circulating coolant to overcome pressure 
losses through the loop is given by 


W= Ap: A.V (9.76) 


where, Ap = pressure drop through the loop, N/m’: A, = cross-sectional area of 
coolant passage, m^; and Г = coolant speed, m/s. In turbulent flow, 


m. 
Ap= ft х pr (9.77) 
n 2 


where / = friction factor, D, = equivalent diameter, 44 /P, P being the wetted 
perimeter, L = channel length , and р = density of coolant. The well-known Moody 
chart can be used to find f. 


9.15 | TYPES OF REACTORS 


Reactors can be heterogeneous or homogeneous, А heterogencous reactor has a 
large number of fuel rods with the coolant circulating around them and carrying 
away the heat released by nuclear fission. In a homogeneous reactor, the fuel and 
moderator are mixed, e.g. a fissionable salt of uranium like uranium sulphate (or 
nitrate) dissolved in the moderator like H,O or D,O. The solution is critical in the 
core. Due to difficulties in component maintenance, induced radioactivity, erosion 
and corrosion, homogeneous reactors are not common. Present day nuclear 
reactors are of the heterogeneous class. These reactors are again classified 
according to the type of fuel used, the neutron flux spectrum, the coolant, and the 
moderator, if used (Table 9.5). 
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Table 9.5 Reactor classification 


Neutran flux Moderator Coolant Fuel material 
spectrum 


Thermal Light water Light water Enriched uranium 
Heavy water Heavy water Natural uranium 


Graphite Gas (CO) Natural or enriched 
uranium 


Nil Liquid metal (Na, К) Plutonium, thorium 


Light water-cooled and moderated reactors (LWR) using slightly enriched 
uranium fuel are the type most commonly used for power production. These 
reactors are further divided into: 

1. Pressurized water reactor (PWR) 

2. Boiling water reactor (BWR) 


High temperature gas-cooled reactors (HTGCR) have been used in countries 
like the UK, France and Germany. Fast reactors which use high energy neutrons 
for fission and require no moderator utilize a liquid metal as a coolant with either 
plutonium or a plutonium—uranium mixture for fuel. Liquid metal fast breeder 
reactors (LMFBR) are likely to be the source of electrical power for the future. A 
breeder reactor produces more fissionable isotope then what it consumes. The 
characteristics of different reactor systems are provided in Table 9.6. The 
schematics for nuclear steam supply systems (NSSS) of five reactor types are 
shown in Fig. 9,15, 


Table 9.6 Characteristics of typical power reactors 


PWR BWR LMFER HTGR 


Electric power (MWe) 1300 
Thermal power (MWth) 3800 
Specific power (kWth / kg) 33 
Power density (kWth; m”) 100 
Core height [m) 4.25 
Core diameter (m) 3.90 


Coolant н.о 
Pressure (MPa) 15.5 
Inlet temperature (°C) 280 
Outlet temperature (°C) 310 
Coolant flow rate (Ме/ s) 20 

Average linear heat rate (kW/m) 22.5 


9.16] PRESSURIZED WATER REACTOR (PWR) 


The excellent properties of water as a moderator and coolant make it a natural 
choice for power reactors, and the PWR has been extensively developed in the 
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USA. The most important limitation on a PWR is the critical temperature of 
water, 374°C. This is the maximum possible temperature of the coolant in the 
reactor, and in practice it is considerably less, possibly about 300 °C, to allow a 
margin of safety. In a PWR, the coolant pressure must be greater than the 
saturation pressure at, say, 300 °C (85.93 bar) to suppress boiling. The pressure 
is maintained at about 155 bar so as to prevent bulk boiling. 
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(a) Boiling water reactor (BWR) — (b) Pressurized water reactor (PWR) 
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(c) Liquid-metal fast breeder reactor (LMFBR) (fy Shows turbine/generator 


plant common to all types 


Fig. 9.15 Schematics for nuclear steam supply systems 
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A PWR power plant is composed of two loops in series, the coolant loop, 
called the primary loop, and the water-steam or working fluid loop (Fig. 9.16). 
The coolant picks up heat in the reactor and transfers itto the working fluid in the 
steam generator. The steam is then used in a Rankine type cycle to produce 
electricity. 

The fuel in PWRs is slightly enriched uranium in the form of thin rods or 
plates. The cladding is either of stainless steel or zircaloy, Because of very high 
coolant pressure, the steel pressure vessel containing the core must be about 20 to 
25 cm thick. A typical PWR contains about 200 fuel assemblies, each assembly 
being an array of rods. In a typical fuel assembly, there are 264 fuel rods and 24 
guide tubes for control rods. Grid spacers maintain a separation between the fuel 
rods to prevent excessive vibration and allow some axial thermal expansion. 
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Fig. 9.16 Schematic of a PWR power plant 


The coolant leaving the reactor enters the steam generator which can be either 
shell and tube type with U-tube bundles or once-through type, the former being 
more common. In the U-tube steam generator, the hot coolant enters an inlet 
channel head at the bottom, flows through the U-tubes, and reverses direction to 
an outlet at the bottom. It can produce only saturated steam, In the once-through 
design, the primary coolant enters at top, flows downward through tubes and exits 
at the bottom to the main pumps. Feedwater is on the shell side. A dry or low 
degree of superheat steam is possible. 

The first land-based PWR for power generation was built at Shippingport, 
USA in 1957. Its thermal output is 231 MW, the pressure in the primary circuit is 
141 bar, and the water temperature at outlet from the reactor is 282 °С, Dry 
saturated steam is generated in the heat exchangers at 41 bar, 252 °C. For a gross 
electrical output of 68 MW, the thermal efficiency is 29.4%. 

The Shippingport cycle has been modified in the Indian Point (USA) PWR by 
the inclusion of an oil-fired superheater between the main heat exchangers and 
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the turbines (Fig. 9,17). There ts also an economiser along with some feedwater 
heaters. The steam condition improves to 25.5 bar and 538 °C at turbine inlet, 
and so the cycle efficiency increases. 
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Fig. 9.17 The Indian Point (USA) PWR with oil-fired superheater 


9.16.1 Pressurizer 


The coolant in the PWR primary loop is maintained at a pressure (about 155 bar) 
greater than the saturation pressure corresponding to the maximum coolant 
temperature in the reactor to prevent bulk boiling. Because liquids are 
incompressible, small changes in volume due to changes in coolant temperatures 
because of either load variation or sudden nuclear reactivity insertions cause 
severe or oscillatory pressure changes, due to which pressure may increase or 
decrease. If the pressure increases, some water will flash into steam and it will 
affect the reactor performance, often leading to its burnout. If the pressure 
decreases, there may be cavitation. It is thus necessary to provide a surge chamber 
that will accommodate the coolant volume changes while maintaining pressure 
within permissible limits. Such a chamber is called a pressurizer. 

Figure 9.18 shows a vapour pressurizer which is essentially a small boiler 
where the liquid, the same as the coolant, 1s kept at a constant temperature by 
controlled electric heating. There 15, thus, a constant vapour pressure above its 
surface. This pressure is the same as that of the primary coolant at the junction 
between the pressurizer and hot leg of the primary loop. Thus, the pressurizer 
temperature is higher than the primary coolant temperature because the latter is 
subcooled. A spray nozzle located at the top of the pressurizer is connected to the 
cold leg of the primary coolant system after the pump. The pressurizer is half full 
with water and half full with vapour. 

When there is a positive surge, the volume of coolant increases and the vapour 
in the top is compressed. Some coolant is then sprayed to condense some of the 
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vapour and thus check the pressure rise. If there is a negative surge, coolant 
volume decreases, there is à momentary decrease of pressure as a result of which 
some liquid flashes into vapour. Also, the electric heaters operate. A relief valve 
18 installed at the top to protect against pressure surges beyond the capacity of the 
pressurizer. It discharges steam into a pressurizer relief tank containing water in 
which it condenses. 
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Fig. 9.18 А PWR primary loop with a vapour-type pressurizer 
system 


9-17 | BOILING WATER REACTOR (BWR) 


А BWR differs from the PWR in that the steam flowing to the turbine is produced 
directly in the reactor core. Steam is separated and dried by mechanical devices 
located in the upper part of the pressure vessel assembly. The dried steam is sent 
directly to the high pressure turbine thus eliminating the need for steam generators 
(Fig. 9.19). The coolant thus serves the triple function of coolant, moderator and 
working fluid, Since the coolant boils in the reactor itself, its pressure is much 
less than that in a PWR and it is maintained at about 70 bar with steam 
temperature around 285 °C. However, an increase in the boiling rate displaces 
water (moderator} in the core and reduces the ability of the moderator to 
thermalize neutrons and hence, reduces the reactor power level. At power levels 
above 60% of the nominal, the fraction of steam in the core can be kept nearly 
constant by varying the coolant circulation rate. 
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Fig. 9.19 Schematic of a direct-cycle BWR plant 


The saturated liquid that separates from the vapour at the top of the reactor 
in a steam separator flows downward either internally within the reactor or 
externally outside the reactor and mixes with the return condensate (Fig. 9.20). 
This recirculating coolant again either flows naturally due to density difference or 
by a forced circulation pump. The ratio of the recirculated coolant to the saturated 
vapour produced is called the circulation (or recirculation) ratio(as defined earlier 
in Chapter 6). It is a function of the core average exit quality. The BWR core exit 
quality varies from 10 to 14%, so that circulation ratio is of the range 6-10. This 
is necessary to avold large void fractions in the core, which would reduce the 
moderating power of the coolant resulting in low heat transfer coefficient or 
vapour blanketing and burnout. 
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Fig. 9.20 A BWR system with (a) internal and (Б) external 
circulation 


A slightly subcooled liquid enters the core bottom at a rate of m; and rises 
through the core and chimney, if any. The chimney is an unheated section above 
the core that helps increase the pressure for natural circulation. The resulting 
vapour separates and goes to the turbine at a rate of m,, while saturated liquid 


Nuclear Power Plants 


recirculates via the downcomer at the rate of me There it mixes with the cold 
return feedwater m, to form the subcooled inlet liquid m. 
An overall mass balance in the reactor core gives 
ма = m, 
M, tm = m; 
The quality of the liquid—vapour mixture at the core exit x, is given by 
UE Bl ЕНЕ. 
Co HH My tm; т, 


The circulation ratio R is then 


Neglecting any heat loss and KE and PE changes, an energy balance of the core 
gives 

mh; - URIN + malt 
where A, A, and A, are the enthalpies of the inlet, recirculated and incoming 
feedwater, respectively. On rearrangement, 


hi = (1 x Mig + eha 


ae pa RES 

hy = ha 
The enthalpy of subcooling of liquid entering the bottom of the core 15 

Ah say = Ар hi = Xe (Яр hg) 
or the degree of subcooling 15 given by 
Ala 7 fp — fi 
The total heat generation (, then becomes 
Q,7 m [hp x, fhig) — hj] 
= m, (№, ha) 

A number of BWR power plants have used a dual pressure, direct cycle 
arrangement, e.g. Dresden | (USA) as shown in Fig. 9.21. There ts a decrease in 
the temperature of the water entering the reactor and thus, the power output 
increases with the unaltered exit condition. However, there is the disadvantage of 
increased complexity of the plant. 

The active or fueled core region of a BWR consists of about 800 fuel 
assemblies. Each typically contains an 8 by 8 array of fuel rods. The zircaloy 
channel around the fuel rods prevents cross flow in the core. BWR fuel rods are 
slightly larger than PWR fuel rods. A typical pellet diameter is 10.6 mm with an 
outside cladding diameter of 12.5 mm. The average fuel enrichment varies from 
1.9 to 2.6 %. 
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69 bar 285 °C 


207 °C 
Fig. 9.21 Dresden (USA) dual-pressure direct-cycle BWR system 


9.18] GAS-COOLED REACTORS 


The first gas-cooled reactors with CO, gas (at a pressure of 16 bar) as coolant 
and graphite as moderator were developed in Britain during 1956-69. The fuel 
was a natural uranium, clad with an alloy of magnesium called Magnox 
(Fig. 9.22). 
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Fig. 9.22 Schematic of a gas-cooled reactor plant 


Several types of gas-cooled reactors have been designed and built, with 
England developing an advanced gas-cooled reactor (АСК) system, and Germany 
and the USA developing helium-cooled. graphite-moderated systems (HTGR). 
The AGR uses UO, as the fuel clad in stainless steel tubes with CO, gas as 
coolant and graphite as moderator. 

The graphite moderated helium-cooled HTGR ts designed to use U-233 as the 
fissile material and thorium as fertile material. Initially, the system would have to 
be fuelled with U-235, until sufficient U-233 is available for makeup fuel. 
Because of the very high melting point of graphite, these fuel elements can operate 
at very high temperatures, and it is possible to generate steam at conditions 
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equivalent to those ın modern coal-fired power plant. The basic fuel forms are 
small spheres of fissile and fertile material as carbides, UC, or ThC,. The fissile 
spheres are 0.35 to 0,50 mm in diameter and the fertile spheres are 0.6 to 0.7 mm 
in diameter. Each sphere is coated with two to three layers of carbon and silicon 
carbide to prevent fission products from escaping from the particles, Helium is a 
suitable coolant in the sense that it is chemically inert, has good heat transfer 
characteristics and low neutron absorption. Being a monatomic gas, it can 
produce more power for given temperatures in the Brayton cycle and higher 
efficiency. 

A direct cycle HTGR gas turbine plant is shown in Fig. 9.23. It incorporates a 
regenerator and multi-stage compression with intercooling. Typical figures for 
such a cycle are: pressure ratio 4, turbine inlet pressure 50 bar, turbine inlet 
(reactor outlet) temperature 900 °C, compressor inlet temperature 50 °C. The 
temperatures at other points are shown in the figure, With U-233/Th-232 fuel, the 
HTGR functions as a thermal breeder reactor. 
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Fig. 9.23  A-HTGR direct cycle gas turbine plant using helium 


9.19 | LIQUID METAL FAST BREEDER REACTOR 


Fast breeder reactors are designed to create or breed new fissile material, while 
producing useful electric power. Most produce fissile plutonium from fertile 
uranium 238. The fuel rods in the core region thus contain a mixture of fissile 
Pu-239 and 17-238. The active core region 18 surrounded by a blanket of fertile 
U-238, This blanket region captures neutrons that would otherwise be lost 
through leakage, thus producing addittonal fissile material. A fast neutron 
reaction with U-238 producing Pu-239 is shown as follows, 
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Fig. 9.25 Liquid metal fast breeder reactor (a) Pool tupe, (b) Loop type 


Heavy water-moderated and cooled reactors have been extensively developed 
in Canada, and form the basis of the nuclear power programme in that country. 
They are called CANDU-PHW (Canadian Deuterium Uranium Pressurized 
Heavy Water). The CANDU reactors have several features that distinguish them 
from other types. The moderator is contained in a cylindrical steel vessel, called 
the calandria, with a large number of zircaloy tubes through it parallel to its axis, 
which is horizontal (Fig. 9.26). The active core region is approximately 6 m high 
with a diameter of 7 to 8 m. The 0.0 coolant enters the regular array of pressure 
tubes at 260 *C and 110 bar, flows through the fuel elements, and leaves the 
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pressure tubes at 320 °C, and the net efficiency is about 29%. Like PWR, there is 
no bulk boiling of coolant. 

The heavy water coolant pressure in the reactor is 88.3 bar, and the inlet and 
outlet temperatures are 250 °C and 290 °C, respectively. In heat exchangers, 
steam is generated at 41 bar pressure, 251 *C. The thermal power of each reactor 
(there are 8 at Pickering at Canada) 15 1744 MW, and the net electrical output is 
515 MW, giving a thermal efficiency of 29.5% (Fig. 9,26). 
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Fig. 9.26 Layout of the calandria, heat exchangers and 
simplified steam cycle of the CANDU reactor 


The calandria contains up to 380 horizontal pressure tubes, called calandria 
tubes, which are welded to the tube sheets at each end of the vessel. The moderator 
temperature is maintained at about 70 °C and low pressure to reduce heavy water 
losses. The fuel assembly contains 37 fuel rods. as shown in Fig. 9.27. Each rod 
contains natural uranium dioxide (LO) fuel pellets with 0.38 zircaloy cladding. 
Each rod bundle is about 0.1 m in diameter and 0.5 m long. 


9.21 India’s Nuclear Power Programme 


From the several reactor types available, India has selected Pressurized Heavy 
Water Reactors (PHWR) because of several inherent advantages. A PHWR uses 
natural uranium as fuel with heavy water as moderator and coolant. Natural 
uranium being easily available in India, helps cut heavy investments for enriched 
uranium, the import of which is very difficult due to restrictive international trade 
practices. Besides, the PHWR core containing natural uranium is safer with its 
lesser reactivity and has on-power refuelling facility. Due to its excellent neutron 
economy, a PHWR has a greater yield of plutonium. 
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Fig. 9.27 CANDU fuel element assembly 


India has planned a three stage programme to benefit from the atom: 
Ist stage: PHWRs use natural uranium fuel to produce electricity and plutonium 
fuel with 96% unused uranium (U-238). 
2nd stage: The use of fast breeder reactors with plutonium as fuel will generate 


electricity and more plutonium from U-238, kept as a blanket. It will also produce 
U-233 fuel from thorium, used as a blanket material. 


3rd stage: U-233 will be used as fuel and thorium as blanket, producing more 
U-233 fuel than the fuel consumed in fast and thermal reactors. 

India's nuclear power programme up to 2000 A.D. as envisaged by the 
Nuclear Power Corporation (Government of India) is given in Table 9.7. 


Table 9.7 


Operational Station Ситшание Year of 
units capacity capacity commissioning 
MWe MWe 


Tarapur (BWR) 1 and 2 2x210 | 1969 

Rajasthan 1 and 2 2 х 220 1973, 1981 

Madras 1 and 2 2x 235 1983, 1985 

Narora 1 and 2 2х 235 1990, 1991 

Kakrapar 1 and 2 2х 235 1991, 1992 
Under construction 


Kaiga 1 and 2 2x235 1995, 1996 

Rajasthan 3 and 4 2 х 235 1995, 1996 
Under sanction 

Kaiga 3, 4, 5, and 6 4 x 235 1996, 1997 

Tarapur 3 and 4 2 x 500 ) 1997, 1998 

Rajasthan 5, 6, 7 and 8 4x 500 1998, 2000 
Planned 


Kudankulam (PWR) 2х 1000 1: 1998, 1999 
Тапа 2 
New Projects 6х 500 1998, 2000 
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Since the resources of fossil fuels are fast depleting, India has to depend more 
on nuclear power. Besides, it is economical in regard to the cost of generation of 
electricity. An optimal mix of thermal, hydel and nuclear sources 18 required to 
help India achieve self-sufficiency in power generation for years to come. 


9.22] FUSION POWER REACTORS 


Fusion of light nuclei to form a heavy nucleus also releases energy. To cause fusion, 
itis necessary to accelerate the positively charged nuclei to high kinetic energies, in 
order to overcome electrical repulsive forces, by raising their temperature to 
hundreds of millions of degrees resulting in a plasma. The plasma must be prevented 
from contacting the walls of the container, and must be confined for about tenth ofa 
second having a density of around 10" ions/em”. 

There are several possible reactions between the nuclei of light elements that 
can be the basis for controlled fusion. Deuterium, a stable heavy isotope of 
hydrogen, present in natural water, 15 the main fuel for a fusion reactor. Four 
reactions involving deuterium are given below: 


Fusion reaction Energy per reaction 

l. Н+ н? — He’ yi 3.2 MeV 
(D+D —— He +n) 

2, Н? + Н? — H? + DP 4.0 MeV 
(D+D —>T+p) 

3 +E — Het + al 17.6 MeV 
(D+T —>,He* +x) 

4. Ë + Hef — „Het + ур! 18.3 MeV 


(D + Не — He? + р} 


where n, р, D and T are the symbols for neutron, proton, deuterium (Н?) and 
tritium (,H°), respectively. 

Fusion reaction occurs most easily between deuterium and tritium (D + T), 
which is self-sustaining at a temperature of 50 x 10° K releasing 17.6 MeV per 
reactions. The first two D-D reactions occur at 500 x 10° K and release less 
energy (3.2 and 4.0 MeV). The fourth reaction releases very high energy 
(18.3 MeV), but it requires a very high temperature (1000 x 10° K) also for 
fusion. 

Tritium does not occur abundantly in nature. It can, however, be produced in a 
lithium “breeding blanket" that surrounds the plasma core of the fusion reactor. 

Figure 9,28 shows the schematic diagram of a futuristic deuterium-tritium 
fusion reactor (Sorensen, 1983). The plasma is contained inside an evacuated 
tube of about 4 m. The surrounding vacuum wall through which 14 MeV neutrons 
from the plasma pass, is maintained at about 750 °C. Outside this wall are two 
concentric regions, viz., the lithium breeding moderator and the magnetic shield. 
Tritium is manufactured in the lithium blanket. Large cryogenic superconducting 
magnets of 7 to 8 m diameter maintain the magnetic shield. The binary vapour 
power cycle consists of a potassium topping cycle and a conventional steam cycle. 
It includes a tritium recovery system. 


Power Plant Engineering 


NUN RR NEN 
Tritium 


Generator 


: Potassium 

i condenser/steam 
Baks jn boiler, and 

l n tritium recovery 
| Liquid system 

| potassium 

ı D.T. Fuel 

1 injection into 

i the reactor 

Г 

| О.Т. Fuel 

ссі 

L 


= 22 ады 
Deuterium 


fi te 
(тот scawater) Feedwater heaters 


Fig. 9.28  Deuterium-tritium (D-N) fusion power plant conceptual 


design 


Significant advantages of the fusion power plant are: 


nn 


The supply ofdeuterium is almost inexhaustible. 

Radioactive wastes are not produced. 

It is very safe to operate. 

High energy conversion efficiency (-60%%) сап be achieved. 

Low heat rejection to the environment takes place per kW of electricity 


generated. 

Itis almost certain that large, practical fusion power plants will be built in the 
twenty-first century. Once this technology is developed, an almost unlimited 
supply of energy will be available for the world’s needs ushering in a better living 
standard for the human kind all over the world. 


ЖЕНШ ЕН! Calculate the mass defect and binding energy per nucleon of 
oxygen, Given: m, = 1.007277 ama, m, = 1.008665 amu, m, = 0.00055 amu, 
atomic mass of oxygen ~ 16 = 15.9949] amu. 


Saolmtton 


A molecule of oxygen has 8 protons, 8 electrons, and 8 neutrons. 


Theretore, the mass defect 15 
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Ат = 5% 1.007277 + 8х 0.00055 + 8 x 1.008665 — 15.9949 1 
= 0.13701 ати 
Binding energy = 0.13701 x 931 = 127.6 MeV 
Binding energy per nucleon = 127.616 = 7.97 MeV Ans. 


The half-life of radium 226 (atomic mass = 226.095) is 
1620 yrs. Compute (a) the decay constant, and (b) the initial activity of 1 g of 
radium 226, 

Solution From Eq. (9.15), 


0,6931 
dis 
(a) The decay constant 
0.6931 
С 1620 x 365 x 24 x 3600 
(b) Number of atoms per g of radium 226 


_ Avogadro's constant 6.023 x 10? 
Atomic mass 226095 

Initial activity Ay = AN, = 1.3566 x 101! x 2.6645 x 10?! 
= 3.615 x 10" dis/s 


A = 1.3566 x 10"! =! 


= 2,6645 x 10°! 


ЖА] Fach fission of U-235 yields 190 MeV of useful energy. Assuming 


that 85% of neutrons absorbed by U-235 cause fission, the rest being absorbed by 
non-fission capture to produce an isotope U-236, estimate the fuel consumption of 
U-235 per day to produce 3000 MW of thermal power. 
Solution Each fission yields 190 MeV x 1.60 x 10. J/MeV or 3.04 x 10 !! J of 
useful energy. 
Mumber of fissions required to obtain W-s of energy 
| 
= ——— = 3,3 e 10 
3.04 x10 ^ J 


In one day's operation (1.е., 86,400 5) of a reactor per MW of thermal power, 
the number of U-235 nuclei burned 15 
(10° W)(3.3 x 10" fission/W-s)(86,400 s/day) 
0.85 fission/absorption 
= 3.35 x 107! absorptions/day 
Mass of 11-235 consumed to produce | MW power is 


(335 x 10" day ')(235 g/g mol) 
6.023 x 10° (nuclei/g mol) 


Therefore, the fuel consumption of U-235 to produce 3000 MW is 3.9 kg/day. Ans. 
To produce the same energy by use of fossil fuels, millions of times as much 
weight would be required. 


= 1.3 g/day 
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BEUKEN A certain nucleus has a cross-section of 10 bams for 2200 m/s 
neutrons. Find the cross-section if the KE of the neutrons increases to 0.1 eV. The 
two neutron energies are within 1/V range of the nucleus. 

Solution At 2200 m/s, E, = 0.02525 eV 

In the low energy region, 


Ik 1 
5 E, V 
0.5 й 5 
Е 
ог Oi Жы. -( ү! | = 1.98 
С, | En, 0.02525 
| 
G = Tig 5.01 bams Ans. 


EEKE Calculate the microscopic absorption cross-section of natural 
uranium, which consists of 99.285% 17-238 and 0.715% U-235. The microscopic 
cross-sections for 0.025 eV neutrons are: 
U-238: с. = 2.72, bams o,;=0 U-235: œ= 101 bars аг= 579 barns 
Solution For natural uranium, С, = ©. + Op 
о. = 0.99285 (2.72 + 0) + 0.00715 (101 + 579) 
= 7.6 barns Ans. 


ЖҮЛ А] Calculate the macroscopic capture cross-section of water of 


density 1 g/cm”. The microscopic capture cross-sections of hydrogen and oxygen 
are 0.332 barn and 0.0002 barn, respectively. 
Solution Number of molecules of water per cm’ is 


6023 x 107 znolecules 
g mol 


18 g/g mol 
E, for water (H,0)) = Ма, + №0. 
= 2х 3.35 х 107 x 0.332 x 107 + 335 x 10? x 0.0002 x 107" 
= 0.0222 em” Ans. 


x1-5; = 3.35 x 102 
cm 


A 230 g piece of boron (mol wt. 10) absorbs thermal neutrons at 
the rate of 9.57 x 10" per (ст? - s). Boron density is 2.3 g/cm’. Find (a) the 
thermal neutron flux, and (b) the average distance that a neutron travels before it 


is absorbed. For thermal neutrons, @ = 755 barns and о, = 4.0 barns. 
Solution 


6,= 0, + 0, = 755 +4 = 759 barns 
The number density of neutrons is 
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23e/cm 
y= Ey, = 238/91 оду 
М 10 g/g mol g mol 

= 1.3853 x 10° cm? 


E, = No, = 1.3853 x 10? x 759 x 107° cm” 


0 molecules 


= 105.144 cm” 
Reaction rate, R = 4€ 29,57 x 10? cm” s” 
13 
Neutron flux is ġ= Sul cm? 871 = 0,091 x 10° em? з! Ans. (a) 
105.144 


Average distance a neutron travels before it 15 absorbed, 


| 
105.144 


А= = 9.51 х 10 cm Ans. (b) 


1 
р 
А newly born neutron of 4,8 MeV is to be slowed to 0.025 eV та 
graphite moderator. Assuming all collisions to be elastic, calculate the logarithmic 
energy decrement representing the neutron energy loss per elastic collision and 


the number of collisions necessary, 
Solution From Eq. (9.24), the logarithmic energy decrement € is given by 


пага (A-1)" Ati 
24 А-1 
where A is the mass number of the nucleus (graphite) with which the neutron 
collides. For graphite (carbon), 4 = 12. 


:-1-| get 


2x12 Ml a 


The number of collisions required to slow down the neutron from 4.8 MeV to 
0.025 eV is given by Eq. (9.25). 


E. ё 
vila: 
n, f р 
= -— — — =120.72=121 Ans. 
СЕ 0.158 m 


A reactor is fuelled with 100 tonnes of natural uranium (atomic 
mass 238.05) in which the average thermal neutron (2200 m/s) flux is 
[0 neutrons/cm^s, The 2200 m/s cross-section of U-235 (atomic mass 235.04) 
are; 8, = 579 barns and с. = 101 barns. The energy release per fission is 200 MeV 
and 0.715% of natural uranium is U-235. Calculate (a) the rating of the reactor in 
MWitonne, (b) the rate of consumption of U-235 per day. 


Solution The number of U-235 atoms in the reactor 
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10° kg х 6.023 x 1026 FE 000715 
g mol 


238,05 kg/kg mol 
= 1.81 x 1077 atoms 
The rate of fission in the reactor is given by Eq. (9.31) 
= С ф № V, 
= 579 x 10% cm? x 10" SEE x р вр x 107 


cm^s 
= 1.05 x 10? fissions/s 


The rate of energy release or thermal power of the reactor 
= 1.05 x 10" x 200 MeV/s 


= 1,05 x 10'? x 200 x 1.602 x 107? MW = 336 MW 
Rating of the reactor = 336/100 = 3.36 MW/tonne Ans. (a) 
Rate of consumption of U-235 by fission 


_ 105x107? x 23504 x 60x 60x 24 
| 6.023 x 10°° 
= 0,353 kg/day ог 353 g/day Ans. (b) 


Thus complete fissioning of I g of U-235 releases about | MWd of thermal 
energy. For the same amount of energy release m a Combustion process, 3 tonnes of 
coal are required, If 15% of the neutrons absorbed result in non-fisston capture to 
produce U-236, the total consumption rate of U-235 becomes 


0.353 | 
085 = 0.415 kg/day 


The bumup of nuclear fuel is a measure of the total amount of energy released by 
fission per unit mass of fuel over a period of time. If the reactor operates at steady 
and continuous power for one year the bumup 15 3.36 * 365 = 1226 MWd/tonne. 
The fraction of U-235 consumed, both by fission and neutron capture, in one year is 
0.415 x 365 x 6.023 x 10°° 

235.04 x 1.81 x 10° 


The fuel density N for a uranium oxide fuel is given by 


N = 2.373 fx 102 U-235 nuclei/cm* 
where fis the mass fraction of U-235 in the fuel. 


Determine for a light water moderated uranium reactor the specific energy 
release rate (in W/cm’) for the following conditions: 


= 0.214 


ф = neutron flux = 105 /cm^s 


G = energy per fission = 180 MeV 
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J= 35% U-235 enrichment, i.e, 0.035 
g= 577 barns 
Solution 
N=2372/x107=2372x0.035x 10” 
= 8.302 x 10° nuclei/em? 
From Eq. 9,48, the volumetric source strength, 
аб = rate of energy release = GNo; d 
= 180(8.302 x 107) (577 x 107^) 10? 
= 8.622 x 10 * MeV/cm?s 
Since I MeV = 1.602 x 107 J, 
96 = 138.13 W/cm? Ans. 
ПЕТТИ A reactor is operating at а low power of IW. It then becomes 


suppercritical with К = 1.0015. The average neutron life is 0.0001 s for prompt 
neutrons. Determine the reactor power level at the end of 1 в. 


Solution 
ker -1 10015-1 : 
= „0-1 үр 
VE RETE 
From Eq. (9.49) 
p. 00014978 — 
mn a E 
2 к 10001 х 1 = 14.978 


ning = & =e 47 = 3.198 x 10° 


The neutron density increases by 3.198 x 10° times in 1 s , Since the reactor 
power is proportional to neutron density, it is increased from 1 W to 3.198 MW 
within a period of 1 s. | 
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SHORT-ANSWER QUESTIONS... 


9.1 Briefly describe the structure of an atom. 

9,2 What is the difference between atomic number and mass number? 

9.3 What is amu? 

9.4 What do vou understand by an "isotope"? What are the isotopes of 
hydrogen? 

9.5 Explain the difference between chemical and nuclear reactions. 

9.6 What do you mean by mass defect and binding energy? 

9.7 What is nuclear stability? Why are elements of higher mass number not 
stable? 

9.8 What do you understand by radioactive decay? What are radioisotopes? 

9,9 What do naturally occurring radioisotopes emit? What is X capture? 
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What do you mean by half-life? Why are half-lives regarded as “finger- 
prints” of radioisotopes? 

What is a curie? What is a roentgen? 

What are fission fragments and fission products? 

Explain a fission chain with an example. 

What is the average energy released per fission for U-233 and Pu-239" 
Explain the term “fuel burnup". What is fuel poisoning? 

What do you mean by critical size and critical mass? 

How are neutrons classified according to neutron energy? 

What are prompt and delayed neutrons? 

Explain inelastic and elastic scattering. What is logarithmic energy 
decrement? 

Explain the function of a moderator. What is the criterion of its 
effectiveness? 

What is a thermal reactor? What is a fast reactor? 

What is neutron flux? How would you define nuclear cross-section? What is 
a barn? 

On what factors does the nuclear reaction rate depend? 

What do you mean by moderating power and moderating ratio? 

Briefly explain how the neutron cross-section varies with the neutron 
energy. 

Define the life cycle of neutrons. What is the four factor formula? 

What is multiplication factor? Explain the subcritical and supercritical 
chain reactions 

What are the functions of a reflector? 

Explain the function of a cladding. What are the criteria of selecting a 
suitable cladding’? 

Define the volumetric thermal source strength.’ 

What are homogeneous and heterogeneous reactors? 

Explain the characteristic features of a PWR. 

What is the function of pressurizer in a PWR? 

Explain the characteristic features of a BWR. What do you mean by external 
and internal circulation’? 

What is an HTGR? Why is it called Magnox? Explain its main features. 
What 15 an LMFBR? Why 15 a liquid metal the preferred coolant in a fast 
reactor? What is its drawback? 

Explain the terms: (a) breeding ratio, (b) burner, (c) converter, (d) breeder, 
(d) doubling. 

What is a CANDU-type reactor? Explain with a sketch its main features. 
What is a calandria? 

What are the three stages in India's nuclear power programme? 

What is the basis of energy release by fusion power? 

What are the four reactions involving deuterium in a fusion reactor? Which 
one is achieved quite easily? 

What are the sources of deuterium and tritium? 
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The number density of fuel atoms (N) of U-235 is 0.048 x 107 cm ? and the 
microscopic cross-section for absorption (0,) is 681 x 1075 cm’. With a 
neutron flux of 2 x 10" cm ^з ', estimate the reaction rate for absorption, 
What is the average distance travelled before striking a U-235 nucleus? 

[Ans. 6.5 x 10" cm” «^, 0.03058 cm] 
Calculate the energy yield from the reaction 


"ОЗ? + ui! — 4, 0s + Rb Aon! + E 


using atomic masses 139.91711 for cesium and 91.91914 for rubidium. 
Calculate the time required for the reactor power to double for (a) assumed 
fission with prompt neutrons (f = 0.0001 s) and (b) actual fission with 
prompt and delayed neutrons (7 = 0.1 s). Take k,r= 1.002. 

[Ans. (a) 0.03475, (b) 34.735] 
A nuclear power plant is operated continually for one year producing 
500 MW. The reactor contained 75 tonnes of 3% enriched uranium dioxide 
fuel. Assuming the power plant efficiency to be 33%, calculate (a) the mass 
of U-235 consumed in kg, and (b) the fuel burnup in MWd/tonne. 
Boron 10 is used in reactor cores as a control rod material. Natural boron 
has an atomic mass of 10.8110 amu, a density of 2.3 g/cm^ and contains 
19.78 atomic per cent of B-10 which has an atomic mass of 10.0194 amu 
and a microscopic absorption cross-section for 2200 m/s thermal neutrons 
of 3837 barns. Calculate the number of such neutrons absorbed per sec by 
I kg of natural boron, 
Calculate the power generated in Мемет? and kW/m” for a 3.5% enriched 
uranium dioxide fuel element in a thermal reactor if the effective fission 
cross-section is 350 barns and the neutron flux per (cm’s) is 10". The 
density of UO, is 10.5 g/cm’, 
A PWR has inlet and exit water at 290 and 320 °C respectively. It has a 
30 m? vapour pressurizer which is normally 60% full of water at a pressure 
of 140 bar. A case of an insurge occurred during which 0.25 m’ of water 
entered the pressurizer from the primary circuit hot leg, 0.05 m’ entered 
through the spray, and 50 kWh was added by electric heaters. Determine the 
internal energy of the contents of the pressurizer before and after the event. 
Neglect heat losses to the surroundings. 
A BWR operating at a pressure of 70 bar produces 1200 kg/s of saturated 
steam from feedwater at 200°C. The average core exit quality is 10%. 
Calculate (a) the recirculation ratio, (b) the core inlet enthalpy and 
temperature. (c) the degree of subcooling, and (d) the heat generated in the 
reactor. 
A fast breeder reactor generates 3000 MW of heat. The fuel is composed of 
20% Pu? O,, 80% 02° O, by mass. The average neutron flux is 10'^, 
Estimate the total mass of the fuel material in the core. Ignore fast fission in 
U-238 and take neutron losses by leakage and parasitic absorption as 
0.25 per neutron absorbed. 
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Hydroelectric Power 
Plant 


10.1 | INTRODUCTION 


In hydroelectric power plants the energy of water is utilized to drive the turbine 
which, in turn, runs the generator to produce electricity, Rain falling upon the 
earth's surface has potential energy relative to the oceans towards which it 
flows. This energy is converted to shaft work where the water falls through an 
appreciable vertical distance. The hydraulic power is thus a naturally available 
renewable energy source given by Eq. (10.1). 
Р =gpQH (10.1) 
Here P 15 the hydraulic power in Watts, g is 9.81 m/s? (the acceleration due 
to gravity), p is the water density, 1000 kg/m’, Q is the flow or discharge, m’/s 
and # is the height of fall of water or head, m. The electrical energy produced in 
kWh can then be written in the form of Eq. (10.2). 
W=981x1WOxOxHxnxt 
= 9.81 QH тү kWh (10.2) 


where t is the operating time in hours (8760 h/year) and 7] is the efficiency of the 
turbine-generator assembly, which varies between 0.5 and 0.9. The power 
developed thus depends on quantity (0) and head (A) of water. 

Hydro or water power is important only next to thermal power. Nearly 
20 per cent of the total power of the world is met by hydropower stations. There 
are some countries like Norway and Switzerland where the hydropower forms 
almost the total installed capacity. 

Hydroelectric power was initiated in India in 1897 with a run-of-river unit 
near Darjeeling. However, the first major plant was the Sivasamudram Scheme 
in Mysore of 4.5 MW capacity commissioned in 1902, Khopoli project of 
50 MW in Maharashtra was put into operation in 1914 to supply power 
to Mumbai city. Since independence a substantial growth in hydropower 
has occurred with the commissioning of large multipurpose projects like 
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Damodar Valley Corporation (DVC), Bhakra Nangal, Hirakud, Nagarjunsagar, 
Mettur, Koyna, Rihand and so on. 


10.2 


ADVANTAGES AND DISADVANTAGES OF 
WATER POWER 


These have been stated point by point as below. 


10.2. 


1 Advantages of Water Power 


Hydropower have some inherent advantages which make it very attractive. 


10, 


Water source is perennially available. No fuel is required to be burnt to 
generate electricity. It is aptly termed as “the white coal’. Water passes 
through turbines to produce work and downstream tts utility remains 
undiminished for irrigation of farms and quenching the thirst of people 
in the vicinity. 


- The running costs of hydropower installations are very low as compared 


to thermal or nuclear power stations. In thermal stations, besides the cost 
of fuel, one has to take into account the transportation cost of the fuel 
also. 


. There is no problem with regards to the disposal of ash as in a thermal 


station. The problem of emission of polluting gases and particulates to 
the atmosphere also does not exist. Hydropower does not produce any 
greenhouse effect, cause the pernicious acid rain and emit obnoxious 


NO. 


. The hydraulic turbine can be switched on and off in a very short time. In 


a thermal or nuclear power plant the steam turbine 15 put on turning gear 
for about two days during start-up and shut-down. 


. The hydraulic power plant is relatively simple in concept and self- 


contained in operation. Its system reliability is much greater than that of 
other power plants, 


. Modern hydropower equipment has a greater life expectancy and can 


easily last 50 years or more. This can be compared with the effective life 
of about 30 years of a thermal or nuclear station. 


. Due to its great ease of taking up and throwing off the load, the hydro- 


power can be used as the ideal spinning reserve in a system mix of 
thermal, hydro and nuclear power stations. 


. Modern hydro-generators give high efficiency over a considerable range 


of load. This helps in improving the system efficiency. 


. Hydro-plants provide ancillary benefits like irrigation, flood control, 


afforestation, navigation and aqua-culture. 
Being simple in design and operation, the hydro-plants do not require 
highly skilled workers. Manpower requirement 1s also low. 
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10.2.2 Disadvantages of Water Power 


Major disadvantages of water power are the following: 


1. Hydro-power projects are capital-intensive with a low rate of return. The 
annual interest of this capital cost is a large part of the annual cost of 
hydro-power installations. 

2, The gestation period of hydro projects is quite large. The gap between 
the foundation and completion of a project may extend from ten to fifteen 
years. 

3. Power generation is dependent on the quantity of water available, which 
may vary from season to season and year to year. If the rainfall is in time 
and adequate, then only the satisfactory operation of the plant can be 
expected. 

4. Such plants are often far way from the load centre and require long 
transmission lines ta deliver power. Thus the cost of transmission lines 
and losses in them are more. 

5. Large hydro-plants disturb the ecology of the area, by way of 
deforestation, destroying vegetation and uprooting people. Strong public 
opinion against erection of such plants is a deterrent factor. The emphasis 
is now more on small, mini and micro hydel stations. 


10.3 | OPTIMIZATION OF HYDRO-THERMAL MIX 


A hydroelectric power plant was earlier used as an exclusive source of power. 
However, it suffers seasonal variation of output proportional to the variation of 
water flow. To meet the variable load demand, large amount of water requires to 
be stored. At the times of low water flow rates the hydro plants cannot meet the 
maximum load. Again, if the maximum capacity of the station is based on the 
minimum water flow, this will prove uneconomical. There will be a great 
wastage of water over the dam for greater part of the year. Hence, the present 
trend is to use hydroelectric power in conjunction with thermal power in an 
interconnected system. This hydro-thermal mix is optimized to achieve 
minimum cost of power generation, which may be 30 per cent hydro-70 per cent 
thermal or 35 per cent hydro-65 per cent thermal. Load sharing by hydro is 
maximum when the available flow of water is maximum, say during the 
monsoon months. As long as there is planety of water stored in the reservoir the 
hydro part of the system carries the base load, with thermal plants taking the 
peaks. When water availability is low, say during the dry months of winter and 
spring, the steam plants take the base load and hvdro plants meet the peak load 
(Fig. 10.1). By interconnecting hydropower with steam, a great deal of saving in 
cost can be effected by way of the following. 
(1) Reduction in necessary reserve capacity. 

(n) Diversity of construction programmes. 

(ui) Higher utilization factors of hydro-plants. 

(iv) Higher capacity factors of thermal plants. 


Power Plant Engineering 


Li = С] Hydro 
ek CI Steam 
All 


| АГА Нуйю 


80 / PT 
| ji AA i À Steam 


= 
s -— Hydra 
ke y 


Per cent system load 
T 
4 
К 
Per cent system load 
a 
= 
h, 


PL 
| 


b 

=] 
Se 
| 


Time 
Low flow day High flow day 


Fig. 10.1 Typical division of load on a hydro-steam system 


10,4} SELECTION OF SITE FOR А 
HYDROELECTRIC PLANT 


The following factors should be considered while selecting the site for 
hydroelectric power plant. 

Availability of water 

Water storage capacity 

Available water head 

Accessibility of the site 

Distance from the load centre 

. Type of land of site 


1. Availability of water The design and capacity of the hydro-plant 
greatly depends on the amount of water available at the site. The run-off data 


along with precipitation at the proposed site with maximum and minimum 
quantity of water available in a year should be made available to 
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(a) decide the capacity of the plant, 
(b) set up the peak load plant such as steam, diesel or gas turbine plant, 
(c) provide adequate spillways or gate relief during flood period. 


2. Water storage capacity Since there is a wide variation in rainfall 
all round the year, it 18 always necessary to store the water for continuous 
generation of power. The storage capacity can be estimated with the help of 
mass curve. 


3. Available water head In order to generate the desired quantity of 
power it is necessary that a large quantity of water at a sufficient head should be 
available. An increase in effective head, for a given output, reduces the quantity 
of water required to be supplied to the turbines. 

4. Accessibility of the site The site should be easily accessible by rail 
and road. An inaccessible terrain will jeopardize the movement of men and material, 
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5. Distance from the load centre If the site is close to the load 
centre, the cost of transmission lines and the transmission losses will be reduced. 


6. Type of the land of the site The land of the site should be cheap 
and rocky. The dam constructed at the site should have large catchment area to 
store water at high head. The foundation rocks of the masonry dam should be 
strong enough to withstand the stresses in the structure and the thrust of water 
when the reservoir is full. 


10.5 | HYDROLOGICAL CYCLE 


Hydrology is the science that deals with the processes governing depletion and 
replenishment of water resources over and within the earth’s surface. With the 
knowledge of hydrology at a certain site it is possible to design the irrigation and 
flood control works, power projects, water supply schemes, navigation works, etc. 

As water vapour in atmospheric air goes up it cools, condenses and falls as 
rain, hail, snow or sleet. When this precipitation falls on hills and mountains and 
converges to form streams and rivers, it can be used for power generation. 
Intensity of rainfall, season and topography largely determine the usefulness of 
rainfall for power purposes. Light falls aid the growth of vegetation but do not 
contribute to stream flow. When total monthly precipitation concentrates in one 
or more storms, the runoff will increase greatly though vegetation may suffer. 
Distribution of precipitation may be classified as (1) direct evaporation 
(11) absorption and transpiration by vegetation. (11) seepage and storage; and 
(iv) direct surface runoff, eventually forming rivers (Fig. 10.2). 


(1) A major part of precipitation on land areas that reaches the soil re- 
evaporates to the atmosphere, the rate being large from surfaces of lakes, 
ponds and swamps. A rise in temperature and drop in humidity increase 
the evaporation rate with the wind aiding it. 

(и) Plants absorb water through their roots and transpire it as vapour through 
their leaves to the atmosphere. 

(iii) Precipitation absorbed by the soil seeps or percolates into the ground, 
forming bodies of water called the water table or ground storage. И is 
also called "infiltration" which is a process by which water enters the 
surface strata of the soil and makes its way downwards to the water table. 
The amount of seepage or infiltration depends on the geological 
character of the surface and subsoil. 

(iv) The remaining water flows over the ground surface as direct runoff to 
form brooks and rivers (Fig. 10.2). The amount of runoff from a given 
rainfall depends on the nature of precipitation. Short, hard showers may 
produce relatively little runoff, whereas long rainfall saturates the soil 
lowering seepage rate and slows down evaporation by increased 
humidity and thus produces more runoff. 
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Fig. 10.2 Graphic portrayal of the water cycle 


The water equation summarizing the disposal of the rainfall over a certain 
area during a given period is given by 

Runoff + Seepage + Evaporation + Transpiration = Precipitation + Change 
in storage 

The best way to study the rainfall pattern is with the help of graphical plots. 
The hyetographs are the rainfall intensity-time curves which indicate the 
variation of the rate of rainfall with respect to time. The cumulative value of 
rainfall plotted against time represents the mass curve of rainfall. 


10.6 | HYDROGRAPHS 


The variation of stream flow at a given site depends on the geographical, 
geological and topographical features of the drainage area feeding the river as 
well as the magnitude of the area rainfall, Hydrographs show the variation of 
river flow (discharge) with time. Runotf may be plotted as flow duration curves 
(Fig. 10.3 a), which show the time when a stream flow rate is equalled or 
exceeded in any period (daily, weekly or monthly basis). The area under the 
flow duration curve represents the average yield from the stream. By changing 
the ordinate to power (kW) instead of discharge (тї? 15) in Fig. 10.3 (a), the 
power duration curve is obtained and the area under the curve would then 
represent the average yield of power from the hydro-power project. It can be 
noted in Fig. 10.3. (b) that О, is the minimum flow rate that would be available 
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Fig. 10.3 (а) Flow duration curve with % time on x-axis and Кип- 
off on y-axis 
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Fig. 10.3 (b) Flow duration curve of a typical river having a low 
flow 
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for all the times (i.e. for 100 per cent of time) and the area OABC would 
represent the firm yield of water or power, often termed as primary power. The 
additional output available at higher water flows is called secondary power. lf a 
flow rate of Q, is required for all the times as indicated by the area under the 
flow demand line DEF, then it would be possible to meet this uniform demand 
of flow rate (or power) for all the times only if storage equal to area BEF is 
provided. An alternative to this 18 to install a thermal power unit of BF capacity 
to work as a supplement to the hydro-power unit. The curve also shows that 
natural flow sufficient to meet the flow demand Q, is available for 53.5 per cent 
of time or 195 days in the year of the lawest flaw of the record. In the absence of 
any storage, area SCDE represents the secondary power that would be available 
from the river. 

In order to facilitate the storage computation, mass curves are commonly 
used. A mass curve is a plot of accumulated flow (in hectare-metre) against 
time, made from the records of mean monthly flows of a stream (Fig. 10.4), The 
slope of the curve at any point indicates the rate of flow at that particular time. If 
the curve is horizontal, the flow is zero and if there is a high rate of flow the 
curve rises steeply. Relatively dry periods are indicated as concave depressions 
on the mass curve. 
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Fig. 10.4 Mass Curve 
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10.7| STORAGE AND PONDAGE 


As stated earlier the flow rate of a stream varies considerably with time. For 
example, during rainy season when the stream is in floods it carries a huge quantity 
of water as compared to other times of the year when the quantity of water carried 
by it is considerably less. However, the demands for power ordinarily do not 
correspond to such variations of the natural flow of the stream. As such some 
arrangement in the form of storage and pondage of water is required for the 
regulation of the flow of water so as it make it available in requisite quantity to 
meet the power demand at a given time. 

Storage may be defined as impounding of a considerable amount of excess 
run off during seasons of surplus flow for use in dry seasons, This is 
accomplished by constructing a dam across the stream at a suitable site and 
building a storage reservoir on the upstream side of the dam. 

Pondage may be defined as a regulating body of water in the form of a 
relatively small pond or reservoir provided at the plant. The pondage is used to 
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Fig. 10.5 Hydro-power units with pondage and storage 


Hydroelectric Power Plant 


regulate the variable water flow to meet power demand. It caters for short-term 
fluctuations which may occur due to (a) sudden increase or decrease of load on 
the turbine (b) sudden changes in the inflow of water, say by breaches in the 
conveyance channel (c) change of water demand by turbines and the natural flow 
(supply) of water from time to time. The turbines are often required to meet the 
power demand higher than the average load when the pondage supplies the excess 
quantity of water required during that period. Figure 10.5 shows the locations of 
power houses with storage and pondage. Pondage increases the capacity of a river 
over a short-time, such as a week. Storage, however, increases the capacity of a 
river over an extended period of 6 months to as much as 2 years. 


ESSENTIAL ELEMENTS OF A 


даа HYDROELECTRIC POWER PLANT 


Figure 10,6 grves the flow diagram Catchment arca 
of a typical hydroelectric power 
plant. The essential elements of such 


a plant are the following. 


1. Catchment area 2. Reservoir 


3. Dam 4. Spillways 
5. Conduits 6. Surge tanks 
7. Draft tubes 8. Powerhouse 


9. Switch yard for transmission of 
power. 


or valve 


10.8.1 Catchment Area 
The whole area behind the dam Penstock 
draining into a stream or river across 

which the dam has been constructed 

is called the catchment area. The 
characteristics of the catchment 

include its size, shape, surface, Inlet valve 
orientation, altitude, topography and 
geology. The bigger the catchment, 
steeper is the slope, higher is the 
altitude, and greater is the total runoff 


3-phase supply 


of water. Draft tube 
10.8.2 Reservoir 

Tailrace 
Storage during times of plenty for Fig. 10.6 Flow sheet of a 
subsequent use in times of scarcity is hydroelectric power 
fundamental to the efficient use of plant 


water resources. The management of 
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Fig. 10.8 Cross-section of solid gravity type of masonry dam 


Fig. 10.9  Buttress or hollow gravity type of masonry dam with flat 
deck 


Fig. 10.10 Arch type of masonry dam 
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Earth dams Fora small project of up to 70 m in height, dams constructed 
of earth fill or embankment are used. A large volume of material is required and 
it should be available in the vicinity. The dam construction varies with the height 
and the side slopes are flatter (Fig. 10.11). It is cheaper than masonry dam, but 
has more seepage losses. There may be serious damage from erosion by water 
overtopping the dam or seeping through it, 


Fig. 10.11 Earth dam 


Rock-fill dams It is made of loose rock of all sizes and has a trapezoidal 
shape with a wide base, having a watertight section to reduce seepage. It is used, 
in mountainous region where rock is available. 


10.8.4 Spillways 


When the water level in the reservoir basin rises, the stability of the dam 
structure is endangered. To relieve the reservoir of this excess water, a structure 
is provided in the body of a dam or close to it. This safeguarding structure is 
called a spillway. It provides structural stability to the dam under conditions of 
floods without raising reservoir level above H.F.L. (high flood level). Following 
are the various types of spillways. 


1. Overall spillway It is also called solid gravity spillway. It is 
provided in concrete and masonry dams (Fig. 10.12). Water spills and 
flows over the crest in the form of a rolling sheet of water. The bucket at 
the lower end changes the direction of the fast moving water, destroying 
its excess energy. 
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H.F.L. = High flood level 


Bucket F.R.L. = Full reservoir level 


Fig. 10.12 Overall spillway 
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2. Chute or trough spillway Itis suitable when the valley is too 
narrow to accommodate the solid gravity spillway in the body of the 
dam. After crossing over the crest the water shoots down a channel or 
trough to meet the nver downstream of the dam. 


3. Side channel spillway This is used when the valley is too 
narrow and in non-rigid dams where the flood water is not desired to 
Now over the dam. When there is no room to provide chute spillway, the 
side channel spillway (Fig. 10.13) 15 used. Here, after crossing the crest 
water flows parallel to it. 


Dam 


Spillway erest 


Side channel 


Fig. 10.13 Side channel spillway 


4. Saddle spillway When conditions are not favourable for any of 
the above types of spillway, a saddle spillway 15 used. Some natural 
depression or saddle on the periphery of the reservoir basin away from 
the dam is used as the spillway, with the bottom of the depression being 
at the full reservoir level (Fig. 10.14). 
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Fig. 10.14 Saddle spillway 
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Fig. 10.16 Combination of tunnel, flume and penstocks at a high 
head power plant 


10.8.6 Surge Tanks 


A surge tank is a small reservoir in which the water level rises or falls to reduce 
the pressure swings so that they are not transmitted to the closed conduit. If the 
power house is located within a short distance of the headworks, surge tanks are 
not necessary. Thus for run off plants and medium head schemes no surge tank is 
needed. Surge tanks are required for high head plants where water is taken to the 
power house through tunnels and penstocks. A typical arrangement is shown in 
Fig. 10.17, where the surge tank is a vertical standpipe connected to the penstock 
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(b) 
Fig. 10.17 (a) Surge tank on ground level, (b) Inclined surge tank 
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with no overflow of water. A further discussion on surge tanks has been made in 
Section 10.23. 


10.8.7 Draft Tubes 


The draft tube allows the turbine to be set above the tailrace to facilitate 
inspection and maintenance and by diffuser action regains the major portion of 
the kinetic energy or velocity head at runner outlet, which would otherwise go 
waste as an exit loss. The draft tube can be a straight conical tube (Fig. 10.18 a) 
or an elbow tube (Fig. 10.18 b). The conical type is used for low power units, 
while the elbow type 15 more common. In the elbow type energy 15 regamed in 
the vertical portion which flattens in the elbow section to discharge water 
horizontally to the tailrace. 


(b) 


Fig. 10.18 (a) Straight conical draft tube (b) Elbow type draft tube 


10.8.8 Powerhouse 


A powerhouse should have a stable structure and its layout should be such that 
adequate space is provided around the equipment for convenient dismantling 
and repair. The equipment provided in the powerhouse includes the following. 


(i) Hydraulic turbines 
(11) Electric generators 
(11) Governors 
(iv) Gate valves 
(v) Relief valves 
(vi) Water circulation pumps 
(vil) Air duct 
(vill) Switch board and instruments 
(ix) Storage batteries 
(x) Cranes 
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Fig. 10,20 Medium head power plant 
10,9.3 Low Head Power Plants 


A dam is constructed across a river and a sideway stream diverges from the river 
at the dam. Later this channel joins the river further downstream (Fig. 10.21). 
Francis turbine or Kaplan turbine is used for power generation, 
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Fig. 10.21 Low head power plant 


10.9.4 Base Load Plants 


These plants are required to supply constant power to the grid. They run 
continuously without any interruption and are mostly remote controlled. 


10.9,5 Peak Load Plants 


They only work during certain hours of a day when the load is more than the 
average. Thermal stations work with hydel plants in tandem to meet the base 
load and peak load during various seasons. 
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10.9.6 Run-Of-River Plants with or Without 
 Pondage 


Such a plant works daily according to the nature and limit to the flow in the 
river. Power generated depends on the quantity of flow. Sometimes, à small 
storage reservoir or pond is built, which can store a few hours' supply of water 
to the plant, when the river flow exceeds the amount required by the plant. Such 
a scheme is called a run-of-river plant with pondage. The pondage or stored 
water is used in generating power during the hours when the demand is in excess 
of the flow of the river at the moment. 


10.9.7 Hydroelectric Plants with Storage 
Reservoir 


These plants are most common in India. During the rainy season water is stored 
in reservoirs so that it can be utilized during other seasons to supplement the 
flow of the river whenever the flow in the river falls below a specified minimum. 
Power can be generated directly from the reservoir. Sometimes canals are 
constructed to convey water from the reservoir for irrigation purposes. 


10.9.8 Pumped Storage Plants 


Water after working in turbines is stored in the tailrace reservoir. During low 
load, say night time, the water 1s pumped back from the tail to the head reservoir 
drawing excess electricity from the grid or from the nearby steam plant. During 
peak load, this water is used to work on turbines to produce electricity 
(Fig. 10.22). It is always economical to run the steam power plants all the time at 
full plant capacity factor. Whenever the load demand is less than the full plant 
capacity, the surplus energy instead of being wasted is transmitted to a pump is 
installed at the tailrace of the hydroelectric plant. The advantages of such a plant 
can be summarized as follows: 

(a) Substantial increase im peak load capacity at low cost (b) High operating 
efficiency (c) Better load factor (d) Independence of stream flow conditions. 
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Fig. 10.22 Pumped storage plant 
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About 70 per cent of power used in pumping is recovered. A motor- 
generator set and a reversible turbine-pump unit can be profitably used as the 
same machine can be operated as a motor or generator and similarly as a pump 
or a turbine (Deriaz turbine). 


10.9.9 Mini and Micro-Hydel Plants 


More emphasis is now being given on such plants. The natural water source in 
hilly terrain can be utilized for power generation with low-head standardized 
turbo-generator units. Its adverse effect on ecology is negligible. The mini- 
plants operate with 5 m-20 m head producing about 1 MW to 5 MW of power, 
while micro-plants are still smaller and work under a head of less than 5 m and 
generate electricity between 0.1 MW to 1 MW. The potential energy source in 
India in this category is around 20,000 MW. 


10.10] HYDRAULIC TURBINES 


Hydraulic turbines convert the potential energy of water into shaft work, which, in 
turn, rotates the electric generator coupled to it in producing electric power. 
Historically, hydraulic turbines of today are derived from the waterwheels of the 
middle ages used for flour mills (to grind wheat) and ore-crushing. One such 
waterwheel (pan-chakki) can still be seen at Aurangabad, which is, at least, four 
hundred years old. Modern turbines have undergone many technological advances 
in diverse areas like fluid mechanics, metallurgy and mechanical engineering. 


10.10.1 Classification of Hydraulic Turbines 


The hydraulic turbines can be classified according to the (a) head and quantity 
of water available (b) name of the originator (c) nature of working on the blades 
(d) direction of flow of water (e) axis of the turbine shaft (f) specific speed. 


1. According to the head and quantity of water 
available The difference in elevation of water surface between 
upstream and downstream of the turbine 1s the head under which the 
turbine acts (Fig. 10.23). The turbines work under a wide range of heads 
varying from 2 to 2000 m. A classification of turbine based on head as 


follows. 

Low head 2-15m 
Medium head 16—70 m 
High head 71—500 m 
Very high head Above 500 m 


For low heads, only Kaplan or propeller turbines are used. For medium 
heads either Kaplan or Francis turbines are used. For high heads either 
Francis or Pelton turbines are used. For very high heads, invariably 
Pelton turbines are used. Deriaz turbines are used up to a head of 300 m. 
Their use is, however, restricted under reversible flow conditions 
(Le. pumped-storage plants where the turbine also works as a pump): 
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Fig. 10.23 Head on the turbine 


Turbines can also be classified as low discharge, medium discharge and 
high discharge turbines, depending on the flow available. Pelton turbines 
are relatively low discharge turbines. Kaplan turbines are high discharge 
turbines, while Francis turbines occupy an intermediate position in this 
regard. 


According to the name of the originator (i) Pelton 

turbine-named after Lester Allen Pelton of the USA, an impulse turbine 

used for high head and low discharge. 

(ii) Francis turbine—named after James B. Francis, a reaction turbine 
used for medium head and medium discharge. 

(її) Kaplan turbine—named after Dr. Victor Kaplan, a reaction turbine 
used for low head and large discharge. 

(1v) Deriaz turbine—named after the Swiss engineer Deriaz, a reversible 
turbine-pump used up to a head of 300 m, 


According to the nature of working on the 
blades Turbines are classified as impulse and reaction turbines 
depending on the mode of energy conversion of potential energy of water 
into shaft work. In an impulse turbine all the available head of water is 
converted into kinetic energy in a nozzle. The water shoots out of the 
nozzle in a free jet into a bucket which revolves round a shaft. During 
this action, the water is in contact with air all the time and the water 
discharged from bucket falls freely through the discharge passage into 
the tailwater. The free jet is at atmospheric pressure before and after 
striking the vanes. These are pressureless or impulse turbines. Pelton 
wheel belongs to this category. 

In reaction turbines, the entire flow from the headwater to the tailwater 
takes place in a closed conduit system which is not open to the 
atmosphere at any point in its passage. At the entrance to the runner, only 
a part of Р.Е. is converted into К.Е. and the remaining into pressure 
energy. The runner converts both K.E. and pressure energy into 
mechanical energy. Such turbines are called reaction or pressure 
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Fig. 10.24  /a) Pelton wheel 
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Fig. 10.24 (b) Velocity diagrams and section through a bucket 


The nozzle directs the flow on the wheel. It also governs the quantity of flow 
with the help of a spear valve controlled by the governor action. In the simple 
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arrangement there is a single nozzle feeding water to the turbine. However, for 
larger discharge there are turbines having up to six jets, all symmetrically 
arranged and causing rotation in the same direction. Figure 10.25 shows a multi- 
jet arrangement with four jets. Multi-jet machines usually have vertical shafts. 

The specific speed of a multi-jet machine, i.e., Nen; is given by the following 
reaction. 


№ = Jn Ns, (10.5) 


where Ns, is the specific speed for a single-jet machine and л is the number of 


jets. Thus the specific speed of a given wheel can be increased by using multi- 
jet arrangement. The maximum number of jets used so far is six and the 
maximum speed for a single jet is of the order of 30. Thus the maximum specific 
speed for multi-jet machines is about 70. 


Main pipe 
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Fig. 10.25  Multi-jet Pelton wheel arrangement 


It may be noted that the bucket deflection angle is of the order of 165° 
(Fig. 10.26). The slightly oblique direction of existing water allows it to escape 
freely without hitting the back of the next bucket. The water after leaving the 
bucket drops freely into the tailrace. 

The jet moves in a tangential plane before and after striking the wheel and 
the bucket moves at a speed given by Ед. (10.6) 


jp d (10.6) 
60 


where r and D are the bucket circle radius and diameter respectively and @ is 


the angular velocity given by m , N being the rpm. 


With the nozzle diameter d, Did is a size parameter for the turbine. This 15 
known as jet ratio, m, having a value in the range of 10 to 24. The net head 
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available at the nozzle is equal to the gross head less losses in the pipeline. If it 
is equal to H, the velocity of jet issuing from the nozzle is as follows. 


V, 7 C, [2gH]'? (10.7) 
where C, is the coefficient of velocity (0.97 — 0.99). 
V 


Fz 


Bucket 
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Fig. 10.26 Bucket deflection angle and velocity diagrams 


Total energy transferred to the wheel (Fig. 10.26) is given by Euler equation 
(Eq. 10.8). 


£=(F, Р He. Fe = u^ (Fy, Р.) (10.8) 
[| I i = E à 


where subscript 1 represents the condition at inlet and subscript 2 the condition 
of water at outlet of the bucket, F, 15 the velocity of whirl (tangential 
: —MY DN 
component) and I, is the bucket velocity given by Им = Р = EE 
Now, from the exit velocity diagram (Fig. 10,26), we get 
Vs = V,- Ул cos (180 — 8) = V, + И, cos Ө (10.9) 
where 8 is the bucket deflection angle (- 165°). 
Now, V4 = relative velocity of water at exit 
- kV, — KV, — И) (10.10) 
where А is the blade friction coefficient, M is the absolute velocity of water from 
the jet, and F; is the relative velocity of water at inlet. 
Vn = Vi + KV, И) cos Ө (10.11) 


Substituting Fa from Eq. (10.11) in Eq. (10.8) and since „= Г, we get 


Е= ke ИИ, - И) сов 0 
E 
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А : 
= — (V, — V.) (1 - k cos 8) 
g 
a Є n-n | (10.12) 


For given values of Vj, К and 0, there is a certain value of F, for which E is 
maximum. Differentiating E with respect to F, and putting it equal to zero, we 
get 


ed 
dh, & 
V 
V, = i (10.13) 


Therefore, the optimum bucket velocity for maximum work output is half 
the jet velocity. On its substitution, we get 
_ l-k cos8 v 


Ви (10.14) 
E $ 


2 
The kinetic energy of the input jet = i б 
E 


Therefore, the blading or diagram or hydraulie efficiency of the wheel is 
given by 


E l-k cos 2 

TB [A Е 

И lg & V 
=2(1—k cos 9) ip- p^) (10.15) 


where p is the velocity ratio, Е (Fig. 10.27) 
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Fig. 10.27 Variation of x with velocity ratio 
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1 “ат 
Making — = 
aking ар 0), we get 
2(1 — k cos 4) (1 —2p)=0 
or (Page) max etry = 1/2 (10.16) 


Thus, for maximum hydraulic efficiency also, the wheel velocity is half the 
yet velocity. 
Substituting results of Eq. (10.16) in Eq. (10.15), we get 


(Tomax = 2(1 — k cos 0) (1/2 1/4) 
= l-k cos 8 
2 
Again, the diagram efficiency for maximum work is given by 


(10.17) 


Eg,  l-kcos8 И? 2g 
Wig ва 4 W 


( Пр) пах work = 


" | - К cos B 
2 
If & = 1, т.е. there is no energy loss due to friction, then 


= (р) = Пал (10.18) 


_ 1-cos8 
we 7703 
If 8— 180°, May = 1 or 100%. 
However, £ lies between 0.8 and 0.85 and @= 165°, so that the exiting water 
does not hit the following bucket. 


а 1-0.8соѕ165° 


TEK 


= 0.886 


In practice, Pop, = 0.46, instead of 0.5. 
If we plat 1] vs p, we get Fig. 10.27. Now, 
V, is constant and V, = c, [2gH7]'?, which depends on net head H. Then the 
discharge 15 given by the following equation. 
Q = A c, [2gH]'? m/s (10.19) 


where the flow area A is controlled by the spear to regulate (2. 

The velocity of wheel F, is given by Fh = ф 29H 

where @ = speed ratio, which varies from 0.43 to 0.48. 

The minimum number of buckets in the wheel is approximately given by 


gent (10.19 a) 
where m is equal to the jet ratio, Did. 


The erosion of the Pelton wheel occurs (Г) on the buckets due to erosive 
effect of flow and (ii) at the nozzle due to cavitation effect (discussed later). To 
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protect the buckets from wear and tear, chrome alloy steel or stainless steel is 
used. In India, many Pelton turbines are in operation such as at Koyna (475 m 
head, 4 jets), Sharavathi (570 m head, 4 jets), Kundah I (360 m head, 5 jets) and 
Kundah П (690 m, 3 jets). The world’s largest Pelton turbine is a 6-jet, 840 m 
head turbine at Aurland-2 in Brazil producing 243 MWe. 


10.13 | DEGREE OF REACTION 


By applying Bernoulli’s equation to the inlet and outlet of a turbine, we get 


2 2 
A, cg [lu (10.20) 
pg 2р pg 2g 
where E is the energy transferred from fluid to the rotor. Therefore, 
: pip? 
к= AV (10,21) 
Pg 2g 


The first term on the R.H.S. is the energy transfer due to drop in static 
pressure and the second term represents the energy transfer due to drop in 
velocity head. 


If Pi = р, Le. if pressure is constant, 
2 2 
=F. 
pad d (10.22) 
2g 


This happens in the case of impulse turbine, i.e. Pelton wheel where the 
pressure is atmospheric. 


_ Ру Р» 
PE 
This holds good for a pure reaction turbine, where the wheel rotates only 

due to pressure drop across it exerting a reaction by Newton's third law of 


motion. 
Degree of reaction, А, is defined in the following manner. 


E (10.23) 


_ Energy transfer due to pressure drop 


R= 
Total energy transfer 
_ (А-да 
E 
l p? 
E- n-n 
2g 


E 
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; ; | E Е 
Blading or diagram efficiency, = — =] -— 
Р E У. Пр EZ Е E+E, 
je eee ase (10.27) 
| + 2 cota, (cota, — сос ) | 
| V cot“ ar, 
Degree of reaction, R=1--— = 
| Г Е Fat 
Hydraulic efficiency, Tha = — = LEL (10.28) 
Н Ен 
Overall effici E (10.29) 
verall efficiency, - | 
: h” poen 


where P is the total power output. 


10.15] PROPELLER AND KAPLAN TURBINES 


The propeller turbine is a reaction turbine used for low heads (4 m 80 m) and 
high specific speeds (300 — 1000). It is an axial flow device providing large flaw 
area utilizing a large volume flow of water with low flow velocity. It consists of 
an axial-flow runner usually with four to six blades of airfoil shape (Fig. 10.30). 
The spiral casing and guide blades are similar to those in Francis turbines. In 
propeller turbines as in Francis turbines the runner blades are fixed and non- 
adjustahle. 
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Fig. 10.30 Schematic view of propeller turbine 


А special type of a propeller turbine is the Kaplan turbine in which the 
individual runner blades are pivoted on the hub (Fig. 10.31) so that their 
inclination may be adjusted during operation responding to changes in load. 
The blades are adjusted automatically rotating about pivots with the help of a 
governor servo-mechanism. The efficiency of a reaction turbine depends on the 
inlet blade angle. In fixed blade runners, it is not possible to vary the inlet blade 
angle for varving demands of power (load). So such turbines are designed for 
maximum efficiency only for a particular load, At all other loads their efficiency 
is less than this. In the Kaplan turbine, because of the arrangement for automatic 
variation of inlet blade angle with variation in load, the turbine can be run at 
maximum efficiency at all loads. 
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Fig. 10.31 (c) Cross-section of typical low head concrete spiral- 
case setting with Kaplan turbine 
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(a) Near the edge or tip (b) Near the hub 
Fig. 10.32 Velocity triangles for propeller or Kaplan runner blade 


10.16 | DERIAZ TURBINE 


The Deriaz turbine is also known as the ‘diagonal turbine’. The flow over the 
runner is at an angle of 45° to the axis (Fig. 10,33). It has adjustable blades like 
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Kaplan turbines, At the same time the flow is diagonal or mixed as in Francis 
turbines, It can be described as a cross between the two turbines (Kaplan and 
Francis) and can be used for heads up to 200 m. The number of blades varies 
from 10 to 12. The guide blades and the stay vanes are also inclined. 

The Deriaz runner is particularly suited for reversible flow conditions when 
the turbine also has to work as a pump as in pumped-storage power plants. 


Scroll casing 


Inclined vane 


Fig. 10.33 Deriaz turbine 


10.17] BULB TURBINE 


Tubular or bulb turbines are small fixed axial flow propeller turbines operating 
under low heads. The turbo-generator is housed in an enclosed bulb-shaped 
casing, which is installed right in the middle of the flow passage. The bulb and 
the propeller form an integral unit followed by a straight conical flaring draft 
tube (Fig, 10.34). Bulb turbines are suitable for tidal power plants. 


10.18 | SPECIFIC SPEED 


To analyse hydroclectric schemes it is economical to make a scale model and 
perform necessary hydraulic tests on it in order to predict what will happen in 
the prototype or full-sized system under similar operating conditions. The 
suitability of a turbine for a particular application depends on (a) head of water 
(b) rotational speed (с) power developed, which together fix a parameter called 
‘specifie speed’. 


Power Plant Engineering 


Runner vanes 


Draft tube 


Fig. 10.34 Bulb turbine 


The specific speed of a turbine is defined as the speed of operation of a 
geometrically similar model of the turbine which is so proportioned that it 
produces 1 kW power when operating under Im head. 

We know, 


Power, Р = pOgH 


Therefore, P se OH, since the density of water and acceleration due to gravity 
g are constant, 


or Poo (Al) H (10.30) 
where А is the cross-sectional flow area and F is the water velocity. 

or Ре D [2gH]' ^ Н 

or Peo DP x HP" (10.31) 


where D is the wheel diameter through which the water flows axially and H is 
the net head of water. Again, the blade velocity is 


VV (10.32) 
or DN = [2gH]'? 

1/2 
or De 2 (10.33) 


Substituting Eq. (10.33) in Eq. (10.31), we get 


(10.34) 


or N= — 
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‚_ МР 
DT К = Hp 
If P — I kW, H= ] m, then K is equal to N, called the specific speed, №. 
МР!" 
= "D (10.35) 


The classification of turbines on the basis of specific speeds has been discussed in 
section. 10.10, The ranges of specific speeds of different turbines are given in 
Table 10.2. The non-dimensional form of specific speed is given by the following 
equation which is Eq. (10.4) derived earlier. 

up! 
= CUT LM 
5 ренү" 
It is also known as the shape number of the turbine. 


Ны 


10.18.1 Scale Ratio 


The model of a turbine and its prototype are in definite geometric ratio depending 
on their respective heads and the rotative speeds. The ratio of blade velocity И, and 
the water velocity Г is called the speed ratio, which has a definite value for a 
particular turbine (0.42 to 0.47 for a Pelton turbine, from 0.55 to 1.00 or more for a 
Francis turbine and 1.5 to 3.00 or more for a propeller turbine). 


V,e V 


DN « JH 


Using subscript m for the model turbine and p for the prototype, we get 


DN n Hin 
DN, H, 


D N 
Du — |Н. md (10,36) 
D, Ho Na 


This is called the scale ratio which represents the ratio of the diameters of the 


model turbine and the prototype turbine. 


10.18.2 Unit Speed, Unit Power and Unit 
Discharge 


The terms ‘unit speed’, ‘unit power’ and ‘unit discharge’ are frequently used to 
express the operational characteristics of hydraulic turbines. 

The unit speed №, is defined as the speed of a geometrically similar turbine 
working under a head of 1 m, 
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= V 
DN = [2gH] ^ 
М ee JH 
N=K JH 


where K is a constant. 
When Н=1 м, М= М, =К 


N = — (10,37) 


The unit power P, is the kW of power generated by a geometrically similar 
turbine working under a head of I m. 


P = pQgH = p(AV)gH 


= pA[2gH]"? - gH 
Or P œ Н" 
When H-2l1m,P-P,-K 
P 
= up (10.38) 


The unit discharge, ©, is the flow rate the turbine would have under a head 
of | m. 


Q = AV =A [28]? 
О=К JH 


where А 1s a constant. 
When H= 1 m, О=О, = К 


а = (10.39) 


Hie 


10.19 | COMPARISON OF TURBINES 


The characteristic features of common types of turbine are summarized in 


Table 10.4. 


10.20 | CAVITATION 


When the velocity of a fluid increases its pressure falls. In any turbine part if the 
pressure drops below the vapour pressure at that temperature some of the liquid 
flashes into vapour. The bubbles formed during vaporization are carried by the 
water stream to higher pressure zones, where the bubbles condense into liquid 


Hydroelectric Power Plant 


forming a cavity or vacuum. The surrounding liquid rushes towards the cavity 
giving rise to a very high local pressure which may be as high as 7000 atm. The 
formation of such a cavity and high pressure occurs repeatedly hundreds of 
times in a second. This phenomenon is known as cavitation, which causes 
pitting on the metallic surface of runner blades and draft tube. It 15 accompanied 
by considerable vibration and noise. 


Table 10.4 Comparison of common turbines 


Pelton wheel Kaplan, 
Propeller 
turbine 


Tangential, single Inward radial Axial flow, 
stage, impulse flow, single single stage, 
Stage, reaction reaction 
Maximum 250 MW 720 MW 225 MW 
capacity 
Number of 1 to 6 Fixed blades Propeller 
jets / kind Maximum 2 for turbines have 
of blades horizontal and fixed blades, 
б for vertical while Kaplan 
shaft turbines have 
adjustable 
blades 
Head 100-1750 m 30-550 m 1.3-77.5 m 
RPM 75-1000 93.8-1000 72-600 
Hydraulic Single jet 90-94% 85-93% 
efficiency 85-90% 
Specific 6-60 20-400 280-1100 
speed 
Regulation Spear nozzle and Guide vanes Blade stagger 
mechanism deflector plate 


This table can be used in selecting a turbine for a specific application. 


Cavitation should be minimised or avoided by sclecting proper material like 
stainless steel or alloy steel, by adequate polishing of the surface, by selecting a 
runner of low specific speed or by keeping the runner under water. 


10.21 | GOVERNING OF HYDRAULIC TURBINES 


Hydraulic turbines are directly coupled to the electric generators. The generators 
are always required to run at a constant speed irrespective of the variations in 
the load. This constant speed (rpm) ofthe generator is given by 
1207 

р 


М= (10.40) 
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where fis the frequency for power generated in cycles per second and р is the 
number of poles for the generator. The speed of the generator can be maintained 
at a constant level only if the speed of the turbine runner is constant as given by 
Eq. (10.40). It 1s known as the synchronous speed of the turbine runner for 
which it is designed. 

If the load on the generator goes on varying and if the input for the turbine 
remains the same, then the speed of the runner tends to increase if the load goes 
down or it tends to decrease 1f the load on the generator goes up. Therefore, the 
speed of the generator and hence, the frequency will vary accordingly, which is 
not desired. Therefore, the speed of the runner is always required to be 
maintained at a constant level at all loads. 

It is done automatically by a governor which regulates the quantity of water 
flowing through the runner in proportion to the load. 


10.21.1 Governing of Impulse Turbine 


In a Pelton turbine, water flow to the runner is regulated by the combined action 
of the spear and the deflector plate. There is a centrifugal governor, as in the 
case of a steam turbine, where its sensitivity to load variation 1s augmented by 
an oil-operated servo-mechanism (Fig. 10.35). When the load on the generator 
drops, the speed of turbine runner increases. The flyballs of the centrifugal 
governor fly outward due to more centrifugal force (due to higher rpm). The 
sleeve moves up, the portion of the lever to the right of the fulcrum moves down 
pushing the piston rod of the control valve downwards. 


Centrifugal governor 


Ну ball Fly hall 
qe u Lever 
Sleeve — TE Piston rad af control valve 
mim Fulcrum 
- | Relay or control valve 
То turbine 
main shaft 


Piston rod of 
relay cylinder Spear 


Oil sump 


Relay cylinder 
of servo-motor Nozzle 


Fig. 10.35 Governing of Pelton turbine 
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With the downward motion of the piston rod, valve F} closes and valve Г, 
opens as shown in Fig. 10.35. A gear pump pumps oil from the oil sump to the 
control or relay valve. Oil flows through valve Г, and exerts force on the face L of 
the piston of the relay cylinder, The piston (or spear) rod along with the spear 
moves to the right, thus decreasing the flow area and hence, the rate of water flow 
to the turbine. The speed of the turbine falls till it becomes normal when the flyballs, 
sleeve, lever, etc. also come to normal position. The reverse happens when the load 
on the generator increases, speed decreases, flyballs fly inward with less centrifugal 
force (due to less rpm), the sleeve moves down, the piston rod of control valve goes 
up, valve Г, opens and valve Р, closes, the oil under pressure flows through valve 
V^, and exerts a force on the face M of the piston. The piston rod and the spear move 
to the left as a result of which more water flows to the turbine to take up more load 
and the speed becomes normal, i.e. attains its rated value. 

The spear or needle valve is used normally for small load fluctuations. When 
there is a sudden fall of load, the spear has to move rapidly to close the nozzle. This 
rapid closing may cause water hammer. It is quite serious in large capacity plants 
with long penstocks. To avoid the water hammer effects during a sudden fall of 
load, a deflector is introduced in the system, which is not shown in Fig. 10.35. The 
function of the deflector is to deflect some water from the jet advancing to the 
turbine runner when the load on the turbine suddenly decreases. The quantity of 
water flowing through the nozzle remains the same, but a certain part of water 
coming out from the nozzle 1s deflected and is not allowed to strike the buckets. 
The deflected water goes waste into the tailrace level. 


10.22] GOVERNING OF REACTION TURBINES 


The governing of Francis turbine is similar to the governing of Pelton wheel 
except that the motion of the piston in servo-motor is used to partially close or 
open the guide vanes gate through which the water is supplied to the turbine 
(instead of the spear in the nozzle of the Pelton turbine). The working diagram 
of the governor is shown in Fig. 10.36. The position of the control valve and the 
servo-motor correspond to the design load on the turbine and operate in the 
same way as in the case of Pelton wheel. A compensating device is, however, 
added to prevent the governor from overshooting. When the servo-motor piston 
moves to the right, the bell-crank lever EFG is rotated downward about F and 
the arm G is lowered. This pulls down the pivot 4, which, in turn, lowers the 
fulcrum B. Thus the relay port *5' is partially or fully closed, restricting the 
piston motion to the right. 

The governor is always operated with a pressure relief valve (not shown). A 
sudden closure of wicket gates will open the relief valve due to the sudden 
increase in pressure and protect the conduit from inertia effects of speeding 
water. The relief valve consists of a spear and is held by fluid pressure to close 
the bypass of water from the spiral casing to the tailrace at design load. When 
the load decreases suddenly, a bell-crank lever opens the pilot valve of the 
pressure chamber so that the pressure on the spear is reduced, thereby permitting 
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the spear to be lifted up and allowing a portion of water to flow directly from the 
spiral casing to the tailrace though the bypass without striking the turbine 
runner. Thus, both the deflector of Pelton wheel and the relief valve of Francis 
or Kaplan turbine perform the same function of protecting the system from water 
hammer effects when the load suddenly decreases. 

In the case of Kaplan turbine, in addition to guide vanes the runner vanes are 
also adjustable and hence the governor is required to operate both sets of vanes 
simultaneously. The runner vanes are also operated by a separate servo-motor 
and a control valve which are interconnected with those of the guide vanes to 
ensure that for a given guide vane opening there is a definite runner vane 
inclination. 


Governer 


| Water quantity 
Mation from regulating ring 


turbine shaft a 


Fig. 10.36 Governing of Francis turbine 


10.23] SURGE TANKS 


A preliminary discourse on surge tanks was made in Section 10.8.6. When the 
load on the generator decreases the governor reduces the rate of flow of water 
striking the runner in order to maintain the constant speed of the runner. But the 
sudden reduction of the rate of flow in the penstock тау build a water hammer 
in the pipe, which may cause excessive inertia pressure in the pipeline due to 
which the pipe may burst. Two devices, viz. the deflector and the relief valve, as 
described earlier, are provided to avoid the sudden reduction of the rate of flow 
in the penstock. But neither of these devices is of any help when the load on the 
generator increases and the turbine is in need of more water. Thus, in order to 
fulfil both the above objectives, in addition to the deflector or the relief valve, 
certain other devices such as surge tank and forebay are provided. Surge tanks 
are employed in the case of high head and medium head power plants where the 
penstock is very long and forebays are suitable for medium head and low head 
power plants where the length of the penstock is short. 


Hydroelectric Power Plant 


An ordinary surge tank is a cylindrical open-topped storage reservoir, as 
shown in Fig. 10.37, which is connected to the penstock at a point as close as 
possible to the turbine. The upper lip of the tank is kept well above the maximum 
water level in the supply reservoir. 


Reservoir 


Surge tank ——- 7 bi 


Draft tube 


Tailrace 


Fig. 10.37 Ordinary surge tank 


When the load on the turbine is normal and steady, there are no velocity 
variations in the pipeline and the normal pressure gradient is oaa, (Fig. 10.37). 
The water surface in the surge tank is lower than the reservoir surface by an 
amount equal to the friction head loss in the pipe connecting the reservoir and 
the surge tank. When the load on the generator decreases, the turbine gates are 
partially closed and the excess water moving towards the turbine is stored in the 
surge tank in the space between the levels a and 5 and a rising pressure gradient 
abb, develops. The resulting retarding head reduces the velocity of flow in the 
pipeline corresponding to the reduced discharge required by the turbine. 

When the load on the generator increases, the governor opens the turbine 
pates to increase the rate of flow entering the runner. The increased demand of 
water by the turbine is partly met by the water stored between levels a and ¢ in 
the surge tank (Fig. 10.37). As such the water level in the surge tank falls and a 
falling pressure gradient Occ, is developed. The surge tank thus provides an 
accelerating head which increases the velocity of flow in the pipeline 
corresponding to the increased demand by the turbine. 

Various other types of surge tanks are also shown in Fig. 10.38. Type (a) is a 
conical type surge tank. Type (b) has an internal bell-mouth spillway which 
permits the overflow to be easily disposed of Type (c) is a differential surge 
tank, which has a central riser pipe having small ports at its lower end. It 
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©) Full gate opening 


Я 3/4 gate opening 
Eh 

= 112 i 

5 gate opening 
= 1/4 gate opening 
5 


Unit speed N, === 
(a) For Pelton wheel 


=m 


Unit power Py 
Overall power Ty 


Unit speed Ny —= 


Full gate opening Full gate opening 


3/4 gate opening 


3/4 gate opening 


1/2 gate opening 


Qu 


1/2 gate opening 


1/4 gate opening 


1/4 gate opening 
(For Francis turbine) 


Unit discharge Gy —(5 


(For Kaplan turbine) 


Unitspeed N, = Unit speed М,  —* 

(à © 
| ls 

M Fi 

А 5 

5 E 
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2 |, o 


Unit speed NV, — Unit speed М, — —* 


(b) For reaction turbine 


Fig. 10.39 Constant head characteristics of Pelton wheel and 
reaction turbines 
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(b) Constant speed characteristic curves In these tests the 
constant speed is attained by regulating the gate opening (i.e. discharge) as 
the load varies. The head may or may not remain constant. The characteristic 
curves of efficiency against load for different turbines are shown in Figs 10.40 
(a) and (b). The efficiency increases with load and reaches the maximum at the 
full or rated load. It is observed that the Kaplan turbine and the Pelton wheel 
maintain a high efficiency over a longer range of part load as жыра with 
either the Francis or the fixed blade propeller turbine. 


(1) Kaplan turbine — № = 700 


Efficiency per cent 


Percentage of full load 


Fig. 10.40 ja) Overall efficiency variation with load for various 
turbines 
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= 
c 


zu 
єз 


Efficiency per cent 


45 
ü 20 40 fal) B 100 120) 


Percentage of full load 


Fig. 10.40 /|b) Efficiency variation with load for propeller and 
Kaplan turbines 
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Figure 10.41 shows the plots of efficiency and power varying with discharge, 
where Qp is the maximum discharge required to initiate the motion of the turbine 
runner from the state of rest. Since the power (P = pQgH) is directly 
proportional to discharge if the head is constant, the P vs О plot is a straight line. 
However, the overall efficiency increases with discharge and becomes more or 
less constant beyond a certain value of discharge. 


Ро Discharge, о ——- 
Fig. 10.41 Overall efficiency and brake power varying with 
discharge 


(c) Constant efficiency curves Figure 10.42 shows the constant 
efficiency curves for all conditions of running, which are also called the 
universal characteristic curves of the turbine. The inner most curve represents 
the highest efficiency of the turbine and the outer curves represent lower 
efficiencies. If a vertical line is drawn at a certain Q,, it will intersect an 
efficiency curve at two points and it will also touch some other efficiency curve 
of higher 7 at one point. Thus, for a unit discharge (or power) the vertical line 
touches the curve of maximum efficiency at only one point. Now, if these points 
are joined together by a smooth curve, we obtain the best performance curve for 
the turbine. By drawing a horizontal line for a given №, (at certain Н and №) which 
cuts this best performance curve, the point of maximum efficiency is known, 
corresponding to which ©, or P, can be obtained and hence О and Р can be 
estimated at which the turbine efficiency is maximum for the given Н and N. 

There is a term called *rumway speed’ which is the maximum speed of the 
turbine under no load and no governing action. The hydraulic design 1$ for 
optimum speed, but it must also satisfy structurally the safety conditions at 
runaway speed, it is about 1.8 to 2.3 times the optimum speed. 
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L,,cfficiency curves 


-.—.— Best performance curve 


Nu 


Fig. 10.42 Constant efficiency and best performance curves 
[universal characteristics) of a Francis turbine 


10.25] SELECTION OF TURBINES 


The hydraulic turbine is selected according to the specific conditions under which 
it has to operate and attain the maximum possible efficiency. The choice depends 
on the head available, power to be developed and the speed at which it has to run. 
The following factors basically govern the selection of a suitable type of turbine. 


(a) Operating head The present practice is to use Kaplan and Propeller 
type of turbines for heads up to 50 m. For head from 50 to 400 m, Francis turbines 
are used. For heads greater than 400 m, impulse or Pelton turbines are used. The 
range of heads as mentioned is not rigid and may change if other conditions 
dominate to achieve economy. 


(b) Specific speed It is better to choose turbines of high specific speeds. 
High speed turbines mean small sizes of turbines, generators, power house, etc. 


and are therefore, more economical. The range of specific speeds of the turbines 
12 
should correspond to the synchronous speed ofthe generator, N = TOME ‚ where f 
р 


is the frequency and p the number of poles. 


(с) Height of installation Itis better to install the turbines as high 
above the tail water level (TWL) as possible. This saves the cost of excavatıon 
for the draft tube. Care should be taken to ensure that cavitation does not occur. 
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(d) Performance characteristics of turbine The performance 
characteristics of turbines as discussed in Section 10.24 should be studied 
carefully before recommending the type of turbine to be used. A turbine has the 
maximum efficiency at a certain load. When a turbine has to operate mostly at 
part loads, only those turbines whose efficiencies do not fall appreciably with 
part loads should be selected. Kaplan and Pelton turbines are better than Francis 
and propeller turbines in this respect. 


(е) Size of turbine Itis better to go in for as large a size of turbine as 
possible since this results in economy of size of the power house, the number of 
penstocks, the generator, etc. Bigger size means less number of runners. 
However, the number of runners should not be less than two so that at least one 
unit is always available for service in the case of a plant breakdown. 


A Pelton wheel driven by two similar jets transmits 4000 kW to 
the shaft when running at 400 rpm. The head from the reservoir level to the nozzle 
is 200 m and the efficiency of power transmission through the pipelines and 
nozzles is 90 per cent. The jets ere tangential to a 1.50 m diameter circle. The 
relative velocity decreases by 10 per cent as the water traverses the buckets, which 
are so shaped that they would, if stationary, deflect the jet by 165°. Neglecting 
windage losses, estimate (a) the efficiency of the runner and (b) the diameter of 
each jet. 


Solution 
Velocity of fluid at inlet to the bucket is, 


и, = J2gHk, 5.2x9.81x200x0.9 = 59.43 m/s 


лом mx1.5x400 


p,- ——— = 22 = 31,42 mis 
60 60 
n= (lk cos BV -V,)V, _ 2(1—k сове) —Р„)Р, 
ех /2& и 
= 2(1 0.9 cos 165?59.43 — 31.42) 31.42 
(59.43)? 
= 0,9312 or 93.12% Ans. (а) 
Power developed, is 
ее 4295.53 kW 
0.9312 
Power developed per jet is, 
= m = 2147.77 kW 


ла? Wy 
4 2 


y? 
2147.77 = (pA, Vj) ES =P 
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= 1000 x FLA x (59.43 x 10? 


2147.77 x8 
d wj 0,1614 m 
пх (59.43) 


diameter of each jet Ans. (b) 


Renate A Pelton wheel has to be designed for the following specifications. 
Power to be developed = 6000 kW, Net head available = 300 m. Speed = 550 rpm. 
Ratio of jet diameter to wheel diameter = 1/10. Hydraulic efficiency = 0.85. 
Assuming the velocity coefficient C, = 0.98 and speed ratio /= 0.46, find (a) the 
number of jets (b) diameter of each jet (c) diameter of the wheel and (d) the quantity 
of water required. 


V, = С, J2gH =0.98 ‚[2x9.81x3 


= 75,19 m/s | 
5 0.464/2x9,81x 300 = 35.29 m/s 


me 600х100 
° рОеН - 1000x0x9.81x300 


RE. 
9.81x 0.85 


Solution 


0.85 
2 О = 2.4 m/s Ans. (4) 


лр х 550 


60 
: D = diameter of the wheel 


V, = 35.29 m/s = 


= 1.23 m Ans. (с) 


d = diameter of each jet = 0.123 m Ans. (Б} 


Number of jet’s _2 
Их 1 2? 


24x4 
75.19 хл x (0.12) 


= 2.822, i.e. 3 jets Ans. (a) 
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PE ete A single jet impulse turbine of 10 MW capacity is to work under 
a head of 500 m. If the specific speed of the turbine is 10; the overall efficiency is 
80 per cent and the coefficient of velocity is 0.98, find the diameters of the jet and 
‘the bucket wheel. Assume the speed of the bucket wheel as 0.46 of the velocity of 


jet. 
Solution 
М = МУР 
8 _ "m 
Е N,H?'* RO. 
JP | 40000 | 
= 236.4 rpm 
Velocity of jet, V = C,.J2gH 
= 0.98 2 х9.81х 500 
= 97.06 m/s 
Speed of bucket wheel, И, = 0.46 х 97.06 
= 44.65 m/s 
ом 
F, = —— =44.65 
> 60 
_ 60x 44.65 н P 
sx 0." "n 
P P 
Non EN 
POST х 14 xV x gH 
uae : 10,000 x10 | 
1000 x ^ q* x 97.06 x 9.81 х 500 
80 : 
d= 085959706991 0.0334 m 
Diameter of jet, d = 0.183 m Ans. 


Senile Show that the specific speed of a single jet Pelton wheel is about 
202 (d/D) where d and.D represent the jet and bucket wheel diameters respectively. 
Take C, = 0.97, f= 0.45 and h = 0.85. 

Solution 


О=аЁ=п у d°C,./2gH , where n = number of jets, 
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P=pOeHn= оп d°C, J2gH .gHnx 10” where P is in kW. 


The peripheral velocity V, of the Pelton wheel of diameter D, is 


V EU = ġ 22H , where fis the speed ratio. 


609 БЕН pn^ 4С, ДЗЕН -gHnx10” 
^ — aD H^ 


60 d | 
Of, М, = 79428 D pn^ Са ПХ!" 


Substituting f= 0.45, C, = 0.97, h = 0.85, р = 1000 kg/m’, we get 


ананан 


60 d m 
N = — x(ü.d5.] 2m — in x 0.97.29 x ¢ x 0.85 
d 
= 38.07 77"5'30-/" 


а 
= 202 Jn — 
nz 


For a single jet turbine, л = 1. Thus the specific speed is given by 


№, = 202 z . Hence proved. 


Four jets each of 60 mm diameter strike the buckets of an impulse 
wheel and each gets deflected by an angle of 165°. The speed of the bucket wheel 
is 45 m/s. Find the velocity of the jet for maximum efficiency, power developed 
and the hydraulic efficiency. Assume that the bucket moves linearly. 

Solution 
For maximum efficiency, the jet velocity is, 
И; =2[, = 2 х 45 = 90 m/s Ans. 


Flow through the jet, 


== ху, 
4 
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x (0.06) x 90 


== 
4 
= 0.2545 m/s 


l-kcosé Vj 
— W 


Power developed, P, is given by Eq. (10.14), Le. = 4 E. 


Taking friction coefficient X to be unity, 


P = (1 — cos 165°) r x 0.2545 x 1000 x 107 kW = 1013 kW 


For four jets 
Р=4х 1013 = 4052 kW Ans. 
The maximum efficiency is given Бу Eq. (10.17), i.e. 


1-kcosd 
2 


= те = 0.983 or 98.3% Ans. 


(Tp) max = 


The peripheral velocity of the wheel of an inward flow reaction 
turbine is 20 m/s, The velocity of whirl of the inflowing water is 17 m/s and the 
radial velocity of flow is 2 m/s. If the flow is 0.7 m’/s and the hydraulic efficiency 
is 80 per cent, find the head on the wheel, the power generated by the turbine and 
the angles of the vanes. Assume radial discharge. 


Solution 
The velocity triangles for the moving vanes are shown in Fig. E10.6. Since the 
discharge is radial, Ги’. is zero. 


Fw h 
г. Hydraulic efficiency, Ny = ZAE 
gH 
17 x 20 
0.8 = = 
9.81 x A 


Head on the wheel, H= 43.3m Ans. 
Power generated is, 
P = pOgH т = 10° x 0.7 x 9.81 x 43.3 x 0.8 x 10° 


— 238 kW 
Exit angle of guide vanes = e. 
Now, 
Vf, 2 
a, —tan — —tan'! — 
Vw, 17 


= 180 - 6.71 = 173.29° Ans. 
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Ми. = 0 
Vt, - Vr; = ems 
Vt, 
v = 
Fig. E10.6 
Inlet blade angle = fj, 
F 
— tan! I D 2 
={ап —— —— = tan 
P Vi, — Fo 20-17 
= tan ! 0.6667 = 33.7° Ans. 
MEINE A runner of a Francis turbine having 1.50 m outer diameter and 


0.75 m inner diameter operates under a head of 150 m with a specific speed of 120 
and generates 14 MW, If the water enters the wheel at angle of 11°20" and leaves 
the blade radially with no velocity of whirl, what will be the inlet and outlet blade 
angles? Assume the hydraulic efficiency to be 92 per cent. 


Solution 
y= МУР 
s "E 
120 = 14000 
(150) 
N = 532 rpm 
Р, = ZDN „Ex 1.5x 532 = 41-76 mis 
60 60 
п, = 0.92 = ыы Hs Feah 
i RU 


‚since Ги =0 
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у. = 092x981x150 55 49 ms 
41.76 | 


tan of = tan 11°20’ = 0.2 = —- 


у. | V, =02 x 32.42 
= 6.49 m/s = И, 
Ve 6.49 
coU KS abe MA Ue 
=f: В, = 34°49 Ans. 
Since the inner diameter is half the outer diameter, 
V, 41.76 
foe oz 9 2088 пу 
"lois 5 0.88 m/s 
{ 6.49 
2 = 0.3108 


мир Va Vo, 2088-0 
В; = 1727 = 17°16' 


ЕТТИ The following data relate to a Francis turbine: Net head = 70 m; 
Speed = 700 rpm; Overall efficiency = 85 per cent; Shaft power = 350 kW; 
Hydraulic efficiency = 92 per cent; Flow ratio, Ил J2gH = 0.22; Breadth ratio, 
B/D = 0.1; Outer diameter of the runner = 2 x inner diameter of runner; Velocity of 
flow, И = constant; Outlet discharge = radial. The thickness of vanes occupies 6 per 
cent of circumferential area of thé runner. Determine (a) the guide vane angle (b) 
the runner vane angles at inlet and outlet (c) the diameters of the runner at inlet and 
outlet; (d) the width of the wheel at inlet. 

Solution 

The velocity triangles are shown in Fig. E10.8. 
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Flow ratio, "n = 0.22 
Хан 
Fa = 0.22 §2x 9.81% 76 = 8.153 m/s 
=» 
A b 0.94 л, В, 
Since discharge at outlet is radial, 
Риз 0, hp = Г, = 8.153 m/s 


shaft power 350 kW 
Now a= m ———————À 
water power 1000 x Q x 9.81 x 70 x 10 
350 
О = = 0.5996 m/s = 0.6 m/s 


9,81x 70 x 0.85 
О = 0.94 aD, B, x Vp 
0.6 = 0.94 xD, x 0.1 D, x 8.153 


D, = 0.4992 т = 0.5 m Ans. (c) 
a B, =0.1х 0.5 = 0.05 т = 5m Ans. (d) 
0. 
D, = 23 -025m Ans. (с) 
лом 7 
и = TDN mx05x700 = 18.33 m/s 
60 60 
WW AU X1833 _ 
ен —981x70 "4 
ү „| = 34,47 m/s 
п = 0. а 5193 02365 
V. 3447 
a= 13.3° = 13° 18 Ans. (a) 
Fa 8.153 
tan В, = A= = 0.5051 
Р-р "3947-1833 
В, = 26.8° = 26° 148° Ans. (b) 
tan В, = Vs 
И 
Een 
Fi 5 
р, 18.33 
Vas = —= Vei = ——— 
D, 2 
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y, = EEN LL asa] 
60 
Pitch circle diameter of the wheel, D is, 
45.41 x 60 
D= т х300 = 2.89 m Ans. (9) 
Р 04/260. 
м, = МУР „20020000 _ 68.98 Ans. (е) 
H^ (475y" 
Jet ratio, 
D = 289 = 12,73 
d 0227 
7 
Mumber of buckets = 2 + 15 = = + 15 =21.37 or 22 Ans. (f} 
Work done рег ke, is 
E= (F =, К-К cos Ө)/, 
5 
_ (94.6 – 45.4101 — 0.98 cos 165°) x 45.41 
9,8] 
= 443.24 kg-m/kg Ans. (g) 
443.24 
Th = Па * Mais — x 0.9975 
= 0.93 or 93% Ans. (h) 
ГЕИ Water is supplied to an axial flow turbine under a gross head of 


35 m. The mean diameter of the runner is 2 m and it rotates at 145 rpm. Water 
leaves the guide vanes at 30? to the direction of the runner rotation and at mean 
radius the angle of the runner blade at outlet is 28°. If 7 per cent of the gross head 
is lost in the casing and guide vanes, and the relative velocity is reduced by 8 per 
cent due to friction in the runner, determine the blade angle at inlet and the 
hydraulic efficiency of the turbine. 


Solution 
Net heat H = 0.93 x 35 
= 32.6 т 
И, = „[2gH = 2 x9.81x 32.6 
= 25.3 m/s 
T mDN _ дх2х 145 -—— 
60 60 


With Reference to Fig. E10.10, 
Fa sin В, = Lf sin @ 
V4 cos B, = F cos a — И, 
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Va Fy 
p 
Fy Va, 
Fig. E10.10 
| aae n _ 353 sin Ape 
S Ё = И сза-И  253cos300-152 ` 
А B = 62.1° 
25.3 sin 30° 
n= je = 14.31 m/s 
Fa =0.92 x 14.31 = 13.17 m/s 
V. = V, cos 30? —21.91 m/s 
Гиз = Vy — Гр cos 28° 
= 15.2 — 13.17 x 0.883 = 3.57 m/s 
= P Fu) 1520191- 337) Ingo 
g 9.81 
28.42 
7, = 5 = 0.812 or 812% Ans. 
A Kaplan turbine develops 10000 kW under a head of 12 m when 


the following conditions prevail. Speed ratio =2, flow ratio = 0.65, diameter of hub 
= 0.3 times the external diameter of the vane and the overall efficiency = 94 per 
cent. Estimate (a) the speed (b) the diameter of the runner and (c) the specific speed. 


Solution 
P = pOgHr x 10? 
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10000 = O x 9.81 x 12 x 0.94 


О = 90.37 m/s 
Flow ratio, 
Fry 
7 = = 0.65 
? J2gH 
Ин = 0.65 2x9.81x12 = 9.97 m/s 
Area of flow, 
90.37 2 
b == 997 = 9.064 
m 2 
A= = | р-а? | =9.064 
D (0307 = 2294 x4 _ 1154 
T 
11.54 
„ ЦЁ 12.682 
0.91 


Runner diameter, D = 3.56 т Ans. (b) 


; V, V, 
Speed ratio =2 = == 
| $ Ben .119.62x12 


V, =30,69 m/s = ZON 
30.69 x 60 
gor = 164.6 or 165rpm 
Synchronous speed, 
N= 120 f 
p 
p 165 
Let 36 poles or 18 pairs of poles are taken. 
2 
Тһеп n=" == =166.7rpm Ans. (a) 
МУР 


Specific speed М, = mA 
_ 166.7710000 


TI = 746 Ans. (1) 
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1804/30000 


. = 210 
5/4 
Нь 
. Н" au Н. = 54,61 т 
7 
р 285 [54.61 
Substituting, =E = — LL 245516 Ans. 
j D,  180Y 45 
Flow through the turbine 
о = В _ 30000 x 1000 
P  pgH,r 1000 «9.81 x 54.61 x 0.88 
= 63.6 m/s Ans. 


РЕТТИ ОАЯ ЕЯ Tests conducted on a one-fifth scale model of a Francis turbine 
under a head of 1.5 m indicated that it could develop 5 kW power at 450 rpm. 
Determine the speed and power of a full sized turbine while working under a head 
of 30 m. 


Solution 
Dy = № He 
D, Na\ H, 
1. № [L5 
5  450Y 30 
№, = 90420 = 402 rpm Ans. 
Qoo NayPa 450/5 _ 
N= NE STUNT = 606.16 
HÍ^ (1.5) 
N 402 JP 
FR. 
Again, М, = AD = 606.16 = vie = 606.16 
30 DE: 


Р, = Power of the full sized turbine = 11208 kW Ans. 


KEITEN А turbine works under a head of 19 m and has a maximum flow 
rate of 3 m/s and a speed of 600 rpm. If it has to work in another plant under a head 
of 5 m, at what speed must the turbine run in order to attain approximately the same 


efficiency and what will be the maximum flow rate? 


Da _ [н N, 
p. = jm, E 
P H, Na 


Since the same turbine is used in both places, the diameter is the same. 


Solution 
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Kaplan turbines 820 = 250/Р 
30 fal 
Р = 53033.57 kW 
4.35 
Number of turbines = Шашы EEE 1.69 
53033.57 
т.е. 2 turbines Ans. (б) 
ETTEN The following data refers to a proposed hydroelectric power 


plant: 
Available head = 27 m, Catchment area 430 sq. km, Rainfall = 150 cm/year, 
Percentage of total rainfall utilized = 65%, Penstock efficiency = 95%, 
Turbine efficiency = 80%, Generator efficiency = 86% and Load factor = 0,45. 
(a) Calculate the power developed. 
(b) Suggest suitable turbines for the plant. 

Solution 

Quantity of water available per year 

= (430 x 10°) т? x 1.50 m x 0.65 


= 419.25 x 10° m? 
Quantity of water available per second 


419.25 х 10° à 
~ 365x24x3600 | 29m 
Power developed 
P=h, xh, X Пс pOgH 
= 0.95 x 0.8 x 0.86 x 1000 x 13.29 x 9.81 x 27 x 10° 
= 2300 kW Ans. (a) 
Average load 


Load factor — Peak юш. = 0.45 


2300 
Peak load capacıty = n 


If two machines of equal capacity are provided, 


= 5111 KW 


a, п _ 
Capacity of each ипи = 2x 0.86 = 2971.5 KW 


As the available head is low, Kaplan turbines are suggested. Two such turbines, 
each of 3000 kW capacity, may be installed. 


TE The run off data of a river at a particular site is tabulated in 
able E10.19(a). 
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Table E10.19 (a) 


Mean discharge Mean discharge 
(millions of cu.m.) (millions of cu.m.) 


July 
August 
September 
October 
November 
December 


(a) Draw the hydrograph and find the mean flow. 

(b) Draw the flow duration curve. 

(с) Find the power developed if the head available is 90 m and the overall 
efficiency of generation is 86 per cent. Assume each month of 30 days. 


Solution 
The hydrograph of the given data is shown in Fig. E10.19 (a). 


120 


100 


— Discharge (million m°/month) 


I F M A M J J A S O ND 
— Months 


Fig. Е10.19 (а) Hydrograph 


The mean discharge 
E 30+ 25 + 20 + 0 +10 +50 + 80 + 100 +110 + 65 + 45 + 30 
12 
= = = 47.08 million m/s 


To obtain the flow duration curve, it is necessary to find the lengths of time 
during which certain flows are available as given in Table E10.19 (b). 
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Table E10.19 (b) 


Discharge per month Total number of months during 
[million m?) which flow is available 


110 


30 


Discharge (million m’yYmonth ———- 
© 


20 


0 
0 10 20 30 40 50 60 70 80 90 100 


Time % > 


Fig. E10.19 (b) Flow Duration Curve 
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Power developed, 


г. Lore; ke E айн en 


10,14 
10.15 


10.16 
10.17 


10.18 
10.19 


P =rOgHn,x 10? kW 


30 x 24 x 3600 
= 13.79 MW Ans. 


_ SHORT-ANSWER QU ESTIONS _ 


What are the two key parameters of water on which the magnitude of hydro- 
power depends? 
Enlist the advantages and disadvantages of water power. 
Explain the optimization of hydro-thermal mix in meeting the power demand 
of a certain region. 
Discuss the factors which should be considered while selecting a site for a 
hydroelectric plant. 
What do you understand by hydrology? Explain the hydrological cycle. 
What do you mean by (i) hydrograph (ii) Flow duration curve and (iii) power 
duration curve? What is primary power and secondary power? 
What is a mass curve? What does the slope of the curve at a point indicate? 
Explain what you mean by storage and pondage. Why are they required? 
State the essential elements of a hydroelectric power plant, 
What is a catchment area? Why is a reservoir required? 
State the functions of a dam. How are dams classified? Briefly describe a 
few important types of dams. How would you select the site and the type of 
the dam? 
What is a spillway? Why are spillways required? What are the different types 
of spillways? 
Explain the following terms 
(i) Headrace 

(ii) Tailrace 

(iii) Canal 

(iv) Flume 

(v) Tunnel 

(vi) Pipeline 
(уп) Penstock 
What 15 a surge tank? Why 15 И important in a hydro-plant? 
What is the function of a draft tube? Briefly explain the different types of 
draft tubes? 
Enlist the various equipment provided in a powerhouse. 
Explain the different methods of classifying a hydroelectric power plant. 
What is a run off river plant? 
Explain with a neat sketch a pumped storage plant. What are its advantages? 
What are mini and micro-hydel plants? Why are they important these days? 


10.20 
10.21 
10.22 
10.23 


10.24 


19.25 
10.26 
10.27 


10.28 
10.29 
10.30 
10.31 
10.32 
10.33 
10.34 
10,35 
10,36 
10.37 


10.38 
10,39 


10.30 


10,41 


10.42 
10.43 


10.44 
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How does a hydraulic turbine convert energy? What is a waterwheel? 
Describe the classification of hydraulic turbines in different categories. 
How is the size of turbine ascertained? 
Classify the hydro-turbines according to head, power, size and specific 
speed. 
What type of turbine would you recommend for the following heads and 
why? 

(a) 1000 m 

(b) 150 m 

(c) 20m 
Explain with a neat sketch the principle of operation of a Pelton turbine. 
What are the functions of (3) spear and (b) deflector plate in a Pelton wheel? 
Deduce the ratio between the peripheral velocity of the runner and the 
velocity of the jet for attaining (а) maximum efficiency and (b) maximum 
power. 
Explain the following terms. 

(i) Jet ratio 

(i) Speed ratio 
How are the number of jets in a Pelton wheel ascertained? 
"The number of buckets in a Pelton wheel is a function of the jet ratio". 
Explain. 
How 15 the degree of reaction, А, of a hydraulie turbine defined? Explain the 
cases for А =0, А = 0.50 and В = 1. 
Explain with a neat schematic diagram the operation of a Francis turbine. 
What are its advantages? 
Draw the velocity diagrams of an inward-flow Francis turbine and derive the 
expression of blading efficiency in terms of vane angles. 
What are Kaplan turbines? How is a Kaplan turbine different from a 
propeller turbine? Explain the characteristic features of a Kaplan turbine. 
What is a Deriaz turbine? What is its importance? 
What is а bulb turbine? Where is it used? 
Define specific speed of a turbine. Derive its expression in terms of speed, 
power and head. 
What 15 scale ratio? What is its importance? 
Define unit speed, unit power and unit discharge and derive their relevant 
relations. 
What do you understand by cavitation? What are its effects? How can it be 
minimized? 
Write short notes on the following. 
(1) pitting of turbine blades, and its prevention (11) servo-motors. 
What is the synchronous speed of the turbine runner? How is it estimated? 
Explain with a neat sketch the governing principle of an impulse turbine. 
What are the functions of needle valve and the deflector? 
How is the governing of a reaction turbine carried out? Explain with a neat 
sketch. What 1s the function of relief valve? 
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10,45 When and why are surge tanks and forebays provided? Explain a few types of 
surge tanks. 

10.46 Discuss with neat sketches the characteristic curves related to the 
performance of hydraulic turbine. 

10.47 What is "runaway speed"? How does it affect the turbine design? 

10.48 How is the type of turbine selected in a certain hydro-plant? Discuss the 
effects of head, specific speed, height of installation, the operating 
characteristics and the capacity on the selection process. 


mn en 


.. PROBLEMS — 


10.1 A Pelton wheel is required to develop 4500 kW at 400 rpm operating under 
an available head of 360 m. There are two equal jets and the bucket angle is 
170°, The bucket pitch circle diameter is 1.82 m. Taking & for the buckets as 
0.85, determine (a) the efficiency of the runner and (b) the diameter of each jet. 

Ans. (a) 0.9106 (b) 0.103 m 

10.2 In a Pelton wheel the diameter of the bucket circle is 2 m and the deflecting 
angle of the bucket is 162°. The jet has 165 mm diameter, the pressure 
behind the nozzle is 700 kPa and the wheel rotates at 320 rpm. Meglecting 
friction, find the power developed by the wheel and the hydraulic efficiency. 

Ans. 351.9 kW, 0.616 

10.3 A Pelton wheel develops 8 MW under a net head of 130 m at a speed of 
200 rpm. Assuming c, = 0.98, hydraulic efficiency = 87 per cent, speed ratio 
= 0.46 and the ratio of jet-to-wheel diameter = 1/9, determine (a) the flow 
required (b) the diameter of the wheel (c) the diameter and number of jets 
needed. 

Ans. (a) 7.51 m’/s,(b) 2.17 m, (c) 0.242 m, 3. 

10.4 A Pelton wheel has to develop 12 MW under a head of 300 m at a speed of 
500 rpm. If the diameter of the Jet is not to exceed 1/9 of the wheel diameter, 
estimate the number and diameter of the jets, diameter of the bucket wheel 
and the quantity of flow. Assume overall efficiency = 88 per cent, C, = 0.97 
and @= 0.45. 

Ans, D = 1.32 m, d = 0.147 m, n = 4 and О = 4.63 m/s 

10.5 A Pelton wheel to be designed is to run at 300 rpm under an effective head of 
150 m. The ratio of the nozzle diameter to the pitch circle diameter is 1/12. 
Assuming efficiency = 84%, C, = 0.98 and speed ratio = 0.45, determine 
(a) the diameter of the wheel, (b) diameter of the jet (c) the quantity of water 
flow (d) the minimum number of buckets required; and (e) the power 
developed. 

. Ans. (a) 1.55 m (b) 0.129 m (c) 0.694 m/s (d) 21 (e) 858 kW. 

10.6 A jet of 75 mm diameter strikes the bucket of an impulse wheel and gets 
deflected by an angle of 165°, The speed of the bucket is 45.5 m/s. Find the 
velocity of the jet for maximum efficiency and the power developed. 

Ans. 91 m/s, 1545 kW, 


10.7 


10.8 


10.9 


10.10 


10.11 


10.12 
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An inward flow reaction turbine having an overall efficiency of 75 per cent 
delivers 132 kW. The head H is 9 m, velocity of the periphery of the wheel is 
54 m/s and the radial velocity is 18 m/s. The wheel makes 120 rpm. The 
hydraulic losses in the turbine are 20 per cent of the available energy. 
Determine the discharge at the inlet, the guide blade angle, the wheel blade 
angle and the diameter and width of the wheel. Assume radıal discharge. 

Ans. 2 m/s, a, = 56? 49° B, = 23°, D= 2.86 m B = 0.037 m. 
In a Francis turbine of low specifie speed, the velocity of flow from inlet to 
exit of the runner remains constant. If the turbine discharges radially, show 
that the degree of reaction А can be expressed as 


ze _ sotBy _ 
2 2| cota — cos, 


where сх and В, are the guide and runner vane angle respectively and the 
degree of reaction 1$ equal to the ratio of pressure drop to the hydraulic work 
done in the runner, assuming that the losses in the runner and negligible. 
A Francis turbine with an overall efficiency of 76 per cent is required to 
produce 180 kW. It is working under a head of 8 m. The peripheral velocity 
is 0.25 (2 gH)!" and the radial velocity of flow is 0.95 (2 gH)'^. The wheel 
runs at 150 rpm and the hydraulic losses in the turbine are 20 per cent of the 
available energy. Assuming radial discharge, determine (a) the guide vane 
angle (b) the wheel vane angle at inlet (c) the diameter of the wheel at inlet; 
and (d) the width of the wheel at inlet. 
Ans. (a) 30° 45^, (b) 35° 124 (с) 0.398 m, (d) 0.203 m 
An inward flow reaction turbine works under a head of 22.5 m. The external 
and internal diameters of the runner are 1.35 m and | m respectively. The 
angle of guide vanes is 15° and the moving vanes are radial at inlet. Radial 
velocity of flow through the runner is constant and there 1s no velocity of 
whirl at outlet. Determine the speed of the runner in rpm and the angle of 
vane at outlet. If the turbine develops 375 kW, find the specific speed. 
Neglect friction losses. 
Ans. 206.5 rpm, 19537, 81.6 
Two inward flow reaction turbines have the same runner diameter of 0.60 m 
and the same efficiency. They work under the same head and they have the 
same velocity of flow of 6 m/s, One of the runners A revolves at 520 rpm and 
has an inlet vane angle of 65°. If the other runner B has an inlet vane angle 
of 110°, at what speed should it run? 
Ans. 600 rpm. 
Water enters an inward flow turbine at an angle of 22° to the tangent to the 
outer rim and leaves the turbine radially. If the speed of the wheel is 300 rpm 
and the velocity of flow is constant at 3 m/s, find the necessary angles of 
blades when the inner and outer diameters of the turbine are 0.3 m and 0.6 m 
respectively. If the width of the wheel at inlet is 0.15 m, calculate the power 
developed. Neglect the thickness of blades. 
Ans. B, = 598547, В, = 32232", P = 61.15 kW. 
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Ans. 
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10.23 


10.24 
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size if (a) Francis turbines having specific speed not greater than 200 or 
(b) Kaplan turbines of specific speed not greater than 600, are used. 

Ans, (a) 16, (b) 3. 
A run off of 30 m/s is available at 7.5 m head for generating the desired 
power. The turbine efficiency is 85 per cent. (a) Is it feasible to develop the 
desired power by two turbines with 50 rpm and the specific speed of turbine 
not greater than 450? (b) What type of runner is required to be used? 
(с) What is the diameter of the runner if the speed ratio is 0.85? 
(a) As/N,= 203, two turbine units can be used. (b) Francis turbine, (c) 3.93 m. 
From the following table of mean monthly discharge, draw the following 
curves, 


Month Discharge (m?/ s) 


July 
August 
September 
October 
November 
December 


(a) the hydrograph (b) the flow duration curve. 

From the following table of the mean monthly discharge for 12 months of a 
river at a site, draw (a) the hydrograph and find the average monthly flow, 
and the power available at mean flow of water for head 90 m and overall 
efficiency of generation 90 per cent. Assume 30 days in each month. 


Month April May June July August September 
Q-m’x 10° 500 200 1500 2500 3000 2400 


Manth October Mov. Dec. January Feb. March 
O-m’x10° 2000 1500 1500 1000 800 600 


(b) Draw the flow duration curve from the data in the hydrograph. 
The following data pertain to a hydroelectric plant. Available head = 140 m, 
catchment area = 2000 sq. km; annual average rainfall = 145 cm, turbine 
efficiency = 85%, generator efficiency = 90%, percolation and evaporation 
losses = 16%. Determine the power developed and suggest the type of turbine 
to be used if the runner speed is to be kept below 240 rpm. 

Ans. 8.11 MW, Pelton turbine with 4 jets may be used, 
(a) Discuss the differences between Kaplan, Francis and Pelton turbines and 
state the types of power plants they are suitable for. 
(b) At a particular hydroelectric power plant site the discharge of water is 
400 т?/ѕ and the head is 25 m. The turbine efficiency is 88 per cent. The 
generator is directly coupled to the turbine having frequency of generation 
as 50 cycles/s and number of poles as 24. Calculate the least number of 
turbines required if (a) a Francis turbine is used with a specific speed of 300 
(b) a Kaplan turbine with a specific speed of 750 is used. 
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Diesel Engine and Gas 
Turbine Power Plants 


Diesel electric plants in the range of 2 to 50 MW capacity are used as central 
stations for small supply authorities and works and they are universally adapted 
to supplement hydroelectric or thermal power stations where standby generating 
plants are essential for starting from cold or under emergency conditions. 


APPLICATIONS OF DIESEL ENGINES 
IN POWER FIELD 


The diesel electric power plants are chiefly used in the following field. 


(a) Peak load plant Diesel plants can be used in combination with 
thermal or hydro-plants as peak load units. They can be easily started or stopped 
at a short notice to meet the peak demand. 


(b) Mobile plant Diesel plants mounted on trailers can be used for 
temporary or emergency purposes such as for supplying power to large civil 
engineering works. 

(с) Standby unit If the main unit fails or cannot cope up with the 
demand, a diesel plant can supply the necessary power. For example, if water 
available in a hydro-plant is not adequately available due to less rainfall, the 
diesel station can operate in parallel to generate the short fall in power. 

(d) Emergency plant During power interruption in a vital unit like a 
key industrial plant or a hospital, a diesel electric plant can be used to generate 
the needed power. 


(e) Nursery station In the absence of main grid, a diesel plant can be 
installed to supply power in a small town. In course of time, when electricity 
from the main grid becomes available in the town, the diesel unit can be shifted 
to some other area which needs power on a small scale. Such a diesel plant is 
called a "nursery station". 
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(f) Starting stations Diesel units can be used to run the auxiliaries (like 
FD and ID fans, ВЕР, etc.) for starting a large steam power plant. 


(=) Central stations Diesel electric plants can be used as central station 
where the capacity required is small. 


ADVANTAGES AND DISADVANTAGES OF 


Eur DIESEL ENGINE POWER PLANT 


Following are the advantages of diesel electric stations. 


1. It is easy to design and install these electric stations. 
2. They are easily available in standard capacities. 
3. They can respond to load changes without much difficulty. 
4. There are less standby losses. 
5. They occupy less space. 
6. They can be started and stopped quickly. 
7. They require less cooling water. 
8. Capital cost is less. 
9. Less operating and supervising staff required. 
10. High efficiency of energy conversion from fuel to electricity. 
11. Efficiency at part loads is also higher. 
12. Less of civil engineering work is required. 
13. They can be located near the load centre. 
14. There is no ash handlıng problem. 
15. Easier lubrication system. 


Following are some ofthe disadvantages in installing diesel units for power 
generation. 


High operating cost. 

. High maintenance and lubrication cost. 

. Capacity is restricted. Cannot be of very big size. 
Noise problem. 

Cannot supply overload. 

Unhygienic emissions. 


AR 


11.3] TYPES OF DIESEL PLANTS 


In a diesel engine, air is first compressed to a high pressure and a small volume 
(volumetric compression ratio varying between 13 and 22) at which the hot air 
temperature is more than the self ignition temperature of the fuel oil, which is 
sprayed into the compressed air in fine atomized form. The combustion products 
expand doing work on the piston till the exhaust valve opens. Exhaust of the 
products then takes place, at the end of which fresh air is again taken into the 
cylinder and the cycle repeats itself. There is no spark plug. Fuel oil spray burns 
in the hot compressed air. Hence, a diesel engine is also called a compression 
ignition or a С.Т. engine. 


Diesel Engine and Gas Turbine Power Plants 


Diesel engines can be four-stroke and two-stroke, horizontal and vertical, 
single-cylinder and multi-cylinder, naturally aspirated and supercharged. A 
textbook on internal combustion engines (like Obert, Lichty, Taylor, Rogowski, 
Mathur and Sharma, Ganesan, etc. as given in the bibliography at the end of the 
chapter can be consulted for a good understanding of analysis and operation of 
diesel engines. Here only some of the salient features of diesel engines are being 


discussed. 


GENERAL LAYOUT 


The cross-section of an air cooled IC engine with principal parts is shown in 
Fig. 11.1. The essential components of a diesel electric plant are shown in 
Fig. 11.2. It consists of the following elements. 


Inlet valve Exhaust valve 


Valve spring 


ши ро Exhaust port 


Cylinder head 
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Fig. 11.1 General View of an air-cooled IC engine 
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1. Engine [tis the main component of the plant and is directly coupled to 
the generator. 


2. Air intake system It conveys fresh air through louvres and air filter 
that removes dirt, etc. causing wear of the engine. Supercharger, if fitted, is 
generally driven by the engine itself and it augments the power output of the 
engine. 

3. Exhaust system It discharges the engine exhaust to the atmosphere. 
The exhaust manifold connects the engine cylinder exhaust outlets to the 
exhaust pipe which is provided with a muffler or silencer to reduce pressure on 
the exhaust line and eliminate most of the noise which may result if gases are 
discharged directly to the atmosphere. The exhaust pipe should have flexible 
tubing system to take up the effects of expansion due to high temperature and 
also isolate the exhaust system from the engine vibration (Fig. 11.3). 


Gases out 


Silencer 


Diesel engine 


Fig. 11.3 Diesel engine exhaust system 


There is scope of waste heat utilization from the diesel engine exhaust by 
installing a waste heat boiler to raise low pressure steam which can be used for 
any process, purpose or for generating electricity. The hot exhaust may also be 
utilized to heat water in a gas-to-water heat exchanger which can be in the form 
of a water coil installed in the exhaust muffler. И can also be used for air heating 
where the exhaust pipe is surrounded by the cold air jacket. 


4. Fuel system Fuel oil may be delivered at the plant site by trucks, 
railway wagons or barges and oil tankers. An unloading facility delivers oil to 
the main storage tanks from where oil is pumped to small service storage tanks 
known as engine day tanks, which store oil for approximately eight hours of 
operation (Fig. 11.4). Coils heated by hot water or steam reduce oil viscosity to 
reduce pumping power. 
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Fig. 11.4 Fuel storage in a diesel engine power plant 


The fuel injection system is the heart of a diesel engine. Engines driving 
electric generators have lower speeds and simple combustion chambers that 
promote good mixing of fuel and air. The fuel injection system performs the 
following functions. 


(a) Filter the fuel 

(b) Meter the correct quantity of the fuel to be injected 

(с) Time the injection process 

(4) Regulate the fuel supply 

(e) Secure fine atomization of fuel oil 

(f) Distribute the atomized fuel properly in the combustion chamber. 


Oil is atomized either by air blast or pressure jet. Early diesel engines used 
air blast fuel atomization where compressed air at about 70 bar was used to 
atomize as well as to inject the fuel oil. For this an air compressor and a storage 
tank are needed, which becomes expensive. In pressure jet atomization the fuel 
oil is forced to flow through spray nozzles at a pressure above 100 bar. It is 
known as solid injection, which is more common. Solid injection systems may 
be classified as follows. 


(a) Common rail injection system 

(b) Individual pump injection system 

(с) Distributor system 
(а) Common rail injection system A single pump supplies fuel 
under high pressure to a fuel header or common rail (Fig. 11.5). The high 
pressure in the header forces the fuel to each of the nozzles located in the 
cylinders. At the proper time a mechanically operated valve (by means of a push 
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rod and a rocker arm) allows the fuel to enter the cylinder through the nozzle. 
The amount of fuel entering the cylinder is regulated by varying the length of 
the push rod stroke. 


Mechanically 
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тт spray valve 
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day tank | on 
pump 
| 


| Pump-drive 
ot) camshaft 
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Fig. 11.5 Common-rail injection system 


(b) Individual pump injection system Each cylinder is provided 
with one pump and one injector (Fig. 11.6). The pump directly feeds oil to the 
cylinder, meters the oil and controls the injection timing. The nozzle contains a 
delivery valve actuated by fuel oil pressure. 


(c) Distributor system In this system the fuel is metered at a central 
point. A pump pressurises, meters the fuel and times the injection (Fig. 11.7). 
The fuel is then distributed to cylinders in correct firing order by cam-operated 
poppet valves which open to admit oil to the fuel nozzle. 


Fuel pump It consists of a plunger (Г) driven by a cam and tappet 
mechanism, which reciprocates inside a barrel 8 (Fig. 11.8). A vertical groove 
in the plunger leads to a helical groove. The delivery valve (V) lifts off its seat 
under oil pressure against the spring force (5). When the plunger is at the 
bottom, the supply port Y and the spill port (SP) are uncovered and low 
pressure filtered oil is forced into the barrel. As the plunger moves ир, the 
ports Y and SP are closed and oil gets compressed lifting the delivery valve 
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Fig. 11.6 Individual pump injection system 
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Primary pump 
Fig. 11.7 Distributor fuel injection system 


F to enter the injector nozzle through the passage Р. When the plunger moves 
up further, the port SP gets connected to the fuel at its top through the vertical 
groove resulting in a sudden drop in pressure and the delivery valve falls back 
to its seat against the spring force. The plunger is rotated by the rack R 
operated by a governor. By rotating the plunger the position of the helical 
groove relative to the supply port Y can be varied, The length of stroke during 


Fuel injector It consists of a nozzle valve (NV) fitted in the nozzle body (NB) 
(Fig. 11.9). The nozzle valve is held on its seat by a spring force ($) acting through 
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| sae RE 
B Spring cap nut (SCN) 
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Fig. 11.9 Fuel injector 
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the spindle (£). A feeling pin (FP) at the top indicates whether the valve is 
working properly or not. The high pressure oil from the fuel pump enters the 
injector through the passages В and С and lifts the nozzle valve to admit oil into 
the fuel nozzle that injects oil to the cylinder in fine atomized spray. As the оп 
pressure falls, the nozzle valve comes back to its seat under spring force and the 
fuel supply is cut off, Any leakage of fuel (due to wearing out of valve) 
accumulated above the valve returns to the fuel tank through the passage A. 

Various types of nozzles are used in CI engines, but the most common types 
are the single-orifice, multi-orifice and pintle nozzles as shown in Fig. 11.10. A 
pintle nozzle is clogged less by carbon particles and is thus less expensive to 
maintain. 


Å 
i 
Y 


Single orifice Multi-orifice Pintle nozzle 


Fig. 11.10 Vairous types of nozzles 


5. Cooling system The temperature ofthe gases inside the cylinder may 
be as high as 2750°C. If there is no external cooling, the cylinder walls and 
piston will tend to assume the average temperature ofthe gases which may be of 
the order of 1000° to 1500°C. The cooling of the engine is necessary for the 
following reasons. 

(a) The lubricating oil used determines the maximum engine temperature 
that can be used. This temperature varies from 160°C to 200°C. Above 
these temperatures the lubricating oil deteriorates very rapidly and may 
evaporate and burn damaging the piston and cylinder surfaces. Piston 
seizure due to overheating may also occur. 

(b) The strength of the materials used for various engine parts decreases 
with increase in temperature. Local thermal stresses can develop due to 
uneven expansion of various parts, often resulting in cracking. 

(c) High engine temperatures may result in very hot exhaust valve, giving 
rise to pre-ignition and detonation or knocking. 

(d) Due to high cylinder head temperature, the volumetric efficiency and 
hence power output of the engine are reduced. 


Following are the two methods of cooling the engine. 
(1) Air cooling 
(ii) Water cooling 
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Air cooling is used in small engines, where fins are provided to increase heat 
transter surface arca. 

Big diesel engines are always water cooled. The cylinder and its head are 
enclosed in a water jacket which is connected to a radiator. Water flowing in the 
jacket carries away the heat from the engine and becomes heated. The hot water 
then flows into the radiator and gets cooled by rejecting heat to air from the 
radiator walls. Cooled water is again circulated in the water jacket. 

Various methods used for circulating the water around the cylinder are the 
following. 


(a) 


Cylinder water jacket 


(b) 


(c) 


(d) 


(е) 


Thermosiphon cooling In this method water flow is caused by 
density difference (Fig. 11.11). The rate of circulation is however slow 
and insufficient. 
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tank 
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tank 


Fig. 11.11 Thermosiphon cooling 


Forced cooling by pump In this method a pump, taking power 
from the engine, forces water to circulate, ensuring engine cooling under 
all operating conditions. There may be overcooling which may cause 
low temperature corrosion of metal parts due to the presence of acids. 
Thermostat cooling This is a method in which a thermostat 
maintains the desired temperature and protects the engine from getting 
overcooled (Fig. 11.12). 

Pressurized water cooling In this method a higher water 
pressure, 1.5 to 2 bar, is maintained to increase heat transfer in the 
radiator. A pressure relief valve is provided against any pressure drop or 
vacuum. 

Evaporative cooling In this method water is allowed to evaporate 
absorbing the latent heat of evaporation from the cylinder walls. The 
cooling circuit is such that the coolant is always liquid and the steam 
flashes in a separate vessel (Fig. 11.13). 
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Fig. 11.12 Thermostat cooling 
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Fig. 11.16 Gear oil pump with relief valve 
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Fig. 11.17 Full flow dry sump lubrication 
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Fig. 11.18 By-pass type wet sump lubrication 


7. Starting of engine Following are the three common methods of 
starting an engine, 
(1) By an auxiliary engine, which is mounted close to the main engine and 
drives the latter through a clutch and gears. 

(ii) By using an electric motor, in which a storage battery of 12 to 36 volts is 
used to supply power to an electric motor that derives the engine. 

(iii) By compressed air system, in which compressed air at about 17 bar 
supplied from an air tank is admitted to a few engine cylinders making 
them work like reciprocating air motors to run the engine shaft. Fuel is 
admitted to the remaining cylinders and ignited in the normal way causing 
the engine to start. The compressed air system is commonly used for 
starting large diesel engines employed for stationary power plant service. 


11.5| COMBUSTION IN A CI ENGINE 


In a CI engine combustion of fuel occurs due to the high temperature produced 
by the compression of air and hence it is an auto-ignition engine. For this, à 
minimum compression ratio of 12 is required. The efficiency of the cycle 
increases with higher values of compression ratio, but the maximum pressure 
reached in the cylinder also increases. This requires heavier construction. The 
upper limit of compression ratio is a compromise between high efficiency and 
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low weight and cost. The normal compression ratios are in the range of 14 to 17, 
but they may be up to 23. The air fuel ratios used in СТ engines lie between 18 
and 25 as against about 15 in the 5] engine. So, for same power СТ engines are 
bigger and heavier than SI engines. 

In a Cl engine the intake is air alone and the fuel is injected at high pressure 
in the form of fine droplets near the end of compression. This leads to the delay 
period, as explained below. 

Due to the practical limitations caused by smoke at engine exhaust (smoke 
limit), CI engines are operated at air fuel ratios higher than the stoichiometric 
requirement. Due to shortcomings of distribution and limited intermixing of 
fuel with air within the combustion chamber, CI engines always operate with 
excess air (unlike SI engines). 

In the SI engine there is an ignition delay which occurs between the time the 
spark is produced and the time when the “actual burning” phase of combustion 
commences. In а Cl engine, the fuel does not ignite immediately upon injection 
into the combustion chamber (CC). There is a certain period of apparent 
inactivity between the time when the first droplet of fuel hits the hot air in the 
CC and the time when it starts through the “actual burning” phase. This period 
is known as “ignition delay” or “ignition lag”. During this period there is no 
pressure rise within the cylinder. This delay is indicated on the pressure-time 
diagram (Fig. 11.19), as the distance between points “a” and "5". Point “a” 
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Fig. 11.19 Pressure-time diagram illustrating ignition delay in a CI 
engine 
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represents the time of injection and point “b” represents the time at which the 
pressure curve, caused by combustion, first separates from the compression 
pressure (non-firing or motoring) curve. The ignition delay period is divided into 
two parts—{a) the mixing period, which is the time required for atomization and 
evaporation of the fuel, and physical mixing with the air and (4) the interaction 
period, in which molecular interaction prepares the mixture for and initiates, the 
“actual burning” phase of combustion, which is longer (of the two periods). 

Ignition delay has a great influence on combustion rate and on detonation. If 
the ignition delay is short, there will be smooth operation as shown in Fig. 11.19. 
However, if the ignition delay is long, fuel droplets accumulate in the CC, When 
the actual burning commences, there is a very rapid rate of pressure rise, 
resulting in “jamming” of forces against the piston and rough engine operation. 
Such a situation produces the extreme pressure differentials and violent gas 
vibrations known as detonation and evidenced by audible knock. The 
phenomenon is similar to that in the SI engine. However, in the SI engine 
detonation occurs near the end of combustion, whereas in the CI engine, 
detonation occurs near the beginning of combustion (Fig. 11.20). 


Pressure 
Pressure 


Start of injection 


Ignition 


Time Time 
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Fig. 11.20 Diagrams illustrating knocking combustion in SI and 
CI engines 


It is necessary to decrease the ignition delay, which varies with the fuel and 
is measured in terms of cetane number. Ignition delay can be decreased by 
adding small amounts of certain compounds such as ethyl nitrate, amyl 
thionitrite and others. The engine variables which affect ignition delay are 
(a) compression ratio (b) inlet air temperature (c) coolant temperature and 
(d) engine speed. An increase in compression ratio or inlet air temperature or 
coolant temperature or engine speed, decreases the ignition delay or knock, 
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Fig. 11.21 Diagram illustrating the difference between a high speed 
and a low speed four-stroke cycle unsupercharged CI 
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Fig. 11.22 Valve timing diagram for a four-stroke CI engine 
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Brake power (bp) is the output of the engine at the shaft measured by a 
dynamometer. Absorption dynamometers which are more common can be (a) 
friction type like prony brake (b) hydraulic and (c) electrical. The brake power is 
= JnTN 

60 


where T is the torque measured. 
Power required to overcome the frictional resistance is the friction power 


- (fp) given by 


bp 


(11.3) 


fp = ip- bp (11.4) 
The mechanical efficiency (154) of the engine is defined as 
пм = bplip (11.5) 


which lies between 80 and 90 per cent. 

The fp is very nearly constant at a given engine speed. If the load is 
decreased giving lower values of bp, then the variation in Т] with bp is as shown 
in Fig. 11.25. 


Mar 


bp 


Fig. 11.25 Variation of mechanical efficiency 


The Morse test can be used to measure the ip of multi-cylinder engines, The 
engine, say having four cylinders, is run at the required speed and the torque is 
measured. One cylinder is cut out by disconnecting the injector of a CI engine 
(or by shorting the spark plug of an SI engine). The speed falls because of the 
loss of power with one cylinder cut out, but is restored by reducing the load, 
When the speed has reached the original value, the torque ts again measured. It 
is repeated by cutting out other cylinders one by one. If the values of ip of the 
cylinders are denoted by Л, J>, А; and Л, and the power losses in each cylinder are 
denoted by L,, £5, L4 and La, then the value of hp, B, at the test speed with all 
cylinders firing is given by 

B= (1, — Ly) + (ly — Ea} + Uy L)t, - La) (i) 


If number 1 cylinder is cut out, then the contribution /, is lost. If the losses 
due to that cylinder remain the same as when it was firing, then the dp, В|, 
obtained at the same speed is 
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Fig. 11.33 Types of positive displacement compressor 


(п) Non-positive displacement type like axial and radial compressors 
(Fig. 11.34). Turbochargers are superior to superchargers, since the 
former use the exhaust gas energy during blowdown and the latter 
consume a part of the engine output. 


Axial compressor Radial compressor 


Fig. 11.34 Types of dynamic or non-positive displacement compressor 


Figure 11.35 shows the continuous running performance characteristics of a 
diesel engine in three modes, i.e. (a) normally aspirated (b) turbocharged and 
(с) turbocharged with intercooling for a specific engine as given by Eastop and 
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Fig. 11.35 Continuous running performance characteristics of a 
CI engine in three modes: fa) Normally aspirated, 
(b) Turbocharged and (с) Turbocharged with intercooling 


McConkey. It is seen that intercooling of air has a very good influence on the 
engine performance. Typical performances for a CI engine at full load and part 
load are shown in Fig. 11.36. 


11.8| LAYOUT OF A DIESEL ENGINE POWER PLANT 


The layout of a diesel engine power plant is shown in Fig. 11.37. Diesel engine 
units are installed side by side with some room left for extension in the future. 
The repairs and usual maintenance works require some space around the units. 
The air intakes and filters and exhaust mufflers are located outside. Adequate 
space for oil storage, repair shop and office are provided as shown, Bulk storage 
of oil may be outdoor, 
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Fig. 11.36 Typical performance for a CI engine at (a) Full load and 
(b) Part load at different speeds 


Example 11.1 | A four-stroke CI engine of 3.5 litre capacity develops indicated 
power on average of 13.1 kW/m of free air induced per minute, while running at 
3600 rpm and having a volumetric efficiency of 82 per cent, referred to free air 
conditions of 1.013 bar and 25°С. A blower driven mechanically from the engine is 
proposed to be installed for supercharging. It works through a pressure ratio of 1.75 
and has an isentropic efficiency of 70 per cent. Assume that at the end of the intake 
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Fig. 11.37 Typical layout of a diesel engine power plant 


stroke the cylinders contain a volume of charge equal to the swept volume, at the 
pressure and temperature of the delivered air from the blower. Taking all 
mechanical efficiencies to be 80 per cent, estimate the net increase in brake power 
of the engine due to supercharging. 


Solution 

Engine capacity = 3.5 litres = 0.0035 m” 

Swept volume = 3600/2 x 0.0035 = 6.3 m’/min 
Unsupercharged induced volume = 0.82 x 6.3 = 5.166 m"/min 
Blower delivery pressure = 1.75 x 1.013 = 1.7728 bar 


TT, = [pp] Y 
= (1.75) 14-09 - 1.173 
Ta, = 1.173 х 298 = 349.67 К 
[5,- АР 7] = 1, = 0.7 
Т,-Т, = 349.67 — 298 = 738 
0.7 
Г, = 371.8 К = Blower delivery temperature 
The blower delivers 6.3 m°/min at 1.7728 bar and 371.8 К. 
Equivalent volume at 1.013 bar and 25°C 
_ 6.3 х1.7728 x 298 
1.013 x 371.8 
Increase in induced volume = 8.837 — 5.166 = 3.671 m’/min 
Increase in indicated power due to extra air induced 
= 13.1 x 3.671 = 48.1 kW 


= 8,837 плит 
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ру = 0.97 bar, Т, = 303K, р. = 2.1 bar, A/F = 18, Г, = 580°C, р, = 1.9 bar, 
Ps = 1.06 bar. 
If the compression were isentropic (Fig. E11.2). 


T/T, = [pyp,) 9 
Т, = 303 [ КЕЕ DIA = 377.8 К 
0.97 


[T4, — T, V [T4 Т] = 0.75 
T- Г = [377.8 ~ 303]/0.75 
Т, =402.73К 
(a) Exit temperature of air from the compressor 
T, = 129.73°C Ans. 
If the turbine were isentropic, 
ТУТ = [рур rer 
_ 580+ 273 


45 
Ты = 853/1.1558 = 738 K 


D- T4 =(Ту— Ty.) 
853 — Г, = (853 — 738) x 0.85 = 97.75 


= [1.9/1.06] 433-1133 = 1 1558 


Г. = 755.25 К 
(b) Turbine exhaust temperature 
T, = 482.25°С Ans. 
Compressor power 
Ис = м, Sp (T5 - Ti) 
= m, x 1.01 (129.73 - 30) 
= 100.73 m, kW 
Rate of flow of exhaust gases, 
Тех = м. tm = т, [1 + FIA] 
= m, [1 1/18] = 1.056 m, 
Turbine power, 


Hr = ma X Coo X (73 — T4) 
и = m, Х 1.056 x 1.15 (853 — 755.25) 
= 118.7 т, kW 
Thus, the mechanical power loss as а percentage of the power generated in the 
turbine is 
118.7 — 100.73 
118.7 


x 100 = 15.14% Ans, 
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During a test on a diesel engine used for driving a de generator, the 
following observations were made. 

The output of the generator was 215 A at 210 V, the efficiency of the generator 
being 85%. The quantity of fuel supplied to the engine was 11.8 kg/h, the calorific 
value of fuel being 43 MJ/kg. The air-fuel ratio was 18:1. 

The exhaust gases were passed through an exhaust gas calorimeter for which the 
observations were as follows: 

Water circulated through the calorimeter = 560 litres/h, Temperature rise of 
water = 38°С, Temperature of exhaust gases at exit from calorimeter = 97°С, 
Specific heat of exhaust gases = 1.04 kJ/kgK, Ambient temperature = 30°C. 

If the heat lost to the jacket cooling water was 32% per cent of the total energy 
released by combustion, draw up an energy balance sheet of the engine. 


Solution 


Total power generated = 215 x 210 = 45150 W = 45.15 kW 
Brake power of the engine = 45.15/0.85 = 53.12 kW 
Energy supplied to the engine = (11.8/3600) x 43000 
= 140.94 kW у 
Rate of flow of exhaust gases at 
т„ = tity + ri, ee 
= т; (1 + A/F) = (11.8/3600) x 19 
= 0.0623 Кз | 
Heat carried away by exhaust gases 


= 0.0623 x 1.04 x (97-30) + (560/3600) x 4.187 x 38 
= 4.341 + 24.75 = 29.091 kW 
Heat lost to jacket cooling water = 0.32 x 140.94 = 45.1 kW. 


Table E11.3 Energy Balance Sheet 


Brake power 53.12 kW 37.69% 
Heat carried away 
by exhaust gases 29.09 kW 20.64% 
Heat lost to jacket 
cooling water 45.10 kW 32.00% 


Heat loss unaccounted 
(by difference) 13.63 kW 9.67% 


140.94 kW 100.00% 
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Following are the observations made for a 20 minute trial of a two- 
stroke diesel engine. 

Net brake load = 680 N, mep = 3.0 bar, N = 360 rpm, Fuel consumption = 
1.56 kg, Cooling water = 160 kg, Water inlet temperature = 32°C, Water outlet 
temperature = 57°C, Air used/kg fuel = 30 kg, Room temperature = 27°С, Exhaust 
gas temperature = 310°C, Cylinder dimensions = 210 mm bore x 290 mm stroke, 
Brake diameter = Im, Calorific value of fuel = 44 Mi/kg, Steam formed per kg fuel 
in the exhaust = 1.3 kg, specific heat of steam in exhaust = 2.093 kI/kgK, Specific 
heat of dry exhaust gases = 1.01 kl/kgK. 

Calculate the indicated power and the brake power and make an energy balance 
of the engine. 


Solution 
For a two-stroke engine, 


3.0x100x 029 x ^ x (0.21) x 360 x | 


ip- p, LAN 
60 60 
= 18.08 kW | Ans. 

bp ZIEN _ 2nx(680x1/2)x360 зз gig KW 
60 60 

Пм = E. 2 = 0.7089 or 70.89% 
ip 

Heat supplied during the trial 


= 1.56 x 44,000 = 68,640 kJ 
Energy equivalent of ip in trial period 


= 18.08 E x 20 x 60 = 21,696 kJ 
5 


Energy carried away by cooling water 
= 160 x 4.187 х (57—32) = 16748 kJ 
Total mass of exhaust gas 
= 1.56 x 30 = 46.8 kg 
Mass of steam formed = 1.3 x 1.56 — 2.028 kg 
Mass of dry exhaust gas = 46.8 — 2.028 = 44.772 kg 
Energy carried away by dry exhaust gases 
= 44.772 x 1.01 x (310 — 27) = 12,797 kJ 
Energy carried away by steam 
= 2.028 [4.187 (100 —27) * 2257.9 + 2.093 (310 — 100)] 
= 2.028 (305.65 + 2257.9 + 439.53) 
= 6090 kJ 
Total energy carried away by exhaust gases = 12,797 + 6090 = 18887 kJ 
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Table E11.4 Energy Balance Sheet (for trial period) 


Energy released Бу combustion of fuel 68,640 kJ 


Energy equivalent ofip 21,696 kJ 31.61% 
Energy carried away by cooling water 16,748 kJ 24.40% 


Energy carried away by exhaust gases 18,887 kJ 27.51% 
Unaccounted for energy loss 11,309 kJ 16.47% 


(by difference] 68,640 kJ 100.00% 


11.9 | GAS TURBINE POWER PLANT 


The economics of power generation by gas turbines is now quite attractive due 
to its low capital cost and its high reliability and flexibility in operation. Another 
outstanding feature is its capability of quick starting and using a wide variety of 
fuels fram natural gas to residual oil or powdered coal. Due to better materials 
being made available and with the use of adequate blade cooling, the inlet gas 
temperature to gas turbine (GT) blades can now exceed 1200°C, as a result of 
which the overall efficiency of a GT plant can be about 35 per cent, almost the 
same as that of a conventional steam power plant. 

Because of its low weight per unit power, gas turbine is exclusively used to 
drive aviation systems of all kinds of aircraft. It is also being increasingly used 
in land vehicles like buses and trucks and also to drive locomotives and marine 
ships. In oil and gas industries, the gas turbine is widely employed to drive 
auxiliaries like compressors, blowers and pumps. 


11.9.1 Closed Cycle and Open Cycle Plants 


The essential components of a gas turbine (GT) power plant are the compressor, 
combustion chamber (CC) and the turbine. The air standard cycle of a GT plant 
is the Brayton cycle. 

A GT plant can either be open or closed. Figure 11.38 shows the arrangement 
of an open cycle plant which is more common, where the combution products 
after doing work in the turbine are exhausted to atmosphere. In a closed cycle 
plant (Fig. 11.39), the working fluid (air, helium, argon, carbon dioxide, etc.) is 
externally heated (by burning fuel or by nuclear reactor) and cooled and it 
operates in a closed cycle. 

The specific advantages and disadvantages of a GT plant for a utility system 
have been discussed in Section 3.6. Following is given a more detailed account 
in this regard. 
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1 T 
Mag a ee] Lp Ur (11.13) 
yel RIT Ta. р 


Ав г, increases, 7]., 4. increases till Carnot cycle is reached (Fig. 11.41). 


— Гр р) тах 
Fig. 11.41 Variation of cycle effictency with г, 
(ros 7 UT T1] = [Так Toi] ^ (11.14) 
There is a particular value of r, when Я, i.e. W7 — с becomes maximum 
(Fig. 11.42). 


Wa = £7 0; = Fr- Ис 
Ou. [T3 — T4, Tat TW (11.15) 
Substituting 77, and 7, in terms of r, (Eq. 11.12) and since 7, (= 


Г ах) and 
T, (= Tin) are fixed, on differentiation of Woa with respect to г, and making 
dW ‚dr, equal to zero, we get 
(rage = Uf Тај о” (11.16) 
x UP sema 
E 
= 
1 (Fp dope (тах 
je Гр 
Fig. 11.42 Variation of net cycle work with r, 
щи = [ыш]! (11.17) 


On substitution in Eq. (11.14), 


We =m, U) Ur (11.18) 
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Effect of intercooling By staging the compression process (1-2 and 
3-4) with perfect intercooling (2-3), the cycle efficiency decreases, as shown in 
Fig. 11.44, where the small cycle 1-2-3-4-4"-1 15 added to the basic cycle 1-4" -5- 
б—1, without intercooling. However, it permits more heat recovery from hot 
gases exiting the turbine at state 6 by heating air leaving the compressor at state 
4. For minimum work of compression, the intercooler pressure p; = (p,p;] ^, 
where p, and р. are suction and discharge pressures respectively. 


PI 


Y 


Fig. 11.44 Effect of intercooling on brayton cycle 


Effect of reheating Similarly, by staging the heat supply process with a 
combustor and a reheater, the cycle efficiency decreases, but it permits more heat 
recovery from the turbine exhaust gases (Fig. 11.45) (since Т, > T,), with the result 
that reheating along with regeneration may bring about an improvement in cycle 
efficiency. It can be shown that the optimum reheate pressure for maximum work is 


р, = [рр]? (11.24) 


Fig. 11.45 Effect of reheat on brayton cycle 
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Figure 11.46 (a) and (b) shows the flow and 7-5 diagrams of a GT plant with 
intercooling, reheating and regeneration. 


Intercooler Reheater 


Fig. 11.46 Brayton cycle with intercooling, reheat and regeneration 
The network of a GT plant is given by 
Faa = Ж We 


= (tH, tre (Т, = T) me (T,-T)) (11.25) 
and the heat supply is 


Q, = i, x CV 
Therefore, the overall plant efficiency, 
Ww 
= — "BE (11.26) 


т; Xx CV 
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11.9.5 Semi-closed Cycle Gas Turbine Plant 


The advantages of the open cycle plant, viz. quick and easy starting and the 
closed cycle plant, viz. constant efficiency at all loads and higher unit rating 
permitting the use of higher back pressure, are combined in a semi-closed cycle 
gas turbine power plant. Here, part of the compressed air is heated by the gases 
exiting the combustion chamber (CC) and then expanded т an air turbine which 
drives the compressor, thus operating in a closed cycle. The remaining air is 
used in the CC to burn fuel, and the combustion products after heating the air 
expand in a gas turbine to drive the generator before exhausting to the 
atmosphere (Fig. 11.47a). Figure 11.47 (b) shows a combined combustion 
chamber and a heat exchanger, where hot gases of combustion leave to expand 
in the gas turbine in the open cycle and the heated air flows to the air turbine in 
the closed cycle. 


11.9.6 Performance of Gas Turbine Power Plants 


The gas turbine plant works under variable load conditions. It is thus necessary 
to study the effect of load on the cycle efficiency which is directly concerned 
with the running cost of the plant. 


Water out 


Precooler 


Compressor 
turbine 


Auxiliary 
compressor 


Air from 
atmosphere 


To generator 


Exhaust to 
atmosphere 


(a) 
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Hat air to the 
— *turbine in 
Air from 


H.E. Turbine closed cycle 


Hot gases to the 
(b) turbine in open cycle 


Fig. 11.47 (a) Semi-closed cycle gas turbine plant 
(b) Combined combustion chamber and air heater 


It is necessary to study the effect of pressure ratio on the thermal efficiency, 
air mass flow and specific fuel consumption with regenerative reheat and 
intercooled cycle, because smaller mass flow rate for the given output reduces 
the component sizes and the plant capital costs. Lower fuel consumption reduces 
the running cost of the plant. Some of these characteristics are represented 
graphically and also discussed. 

(a) Part load efficiency The part load efficiencies for open cycle, 
closed cycle and semi-closed cycle are shown in Fig. 11.48. The part load 
performance of the semi-closed cycle is seen to be the best. 
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Fig. 11.48 Part load efficiencies of different plants 
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(b) Fuel consumption The effect of pressure ratio on the specific fuel 
consumption (sfc) of an open cycle plant with the degree of regeneration as а 
parameter is shown in Fig. 11.49, It shows that for each degree of regeneration 
there is an optimum pressure ratio for minimum sfc. 


LLL LL ш_ 
MINE NDA 
N RETA 
EA es | 
NES = 
BEE 


0 2 4 6 8 10 12 14 16 18 20 


—————— Pressure ralio, ro 


Fig. 11.49 Effect of regenerator effectiveness on specific fuel 
consumption 


kok Wh 


Specific fuel consumption 


(c) Air flow rate The effect of pressure ratio on the air mass flow rate for 
an open cycle plant with the turbine inlet temperature as a parameter is shown in 
Fig. 11.50. [t indicates optimum pressure ratio for different turbine inlet 
temperatures requiring minimum air flow rates. 


Turbine inlet 
temperature as 
parameter 


Air flow, kg/kWh 


2 4 6 8 10 12 14 16 8 20 


i$ Pressure ratio, fn 


Fig. 11.50 Effect of pressure ratio on air mass flow per unit output 
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(4) Thermal efficiency The effect of pressure ratio of a simple open 
cycle plant with turbine inlet temperature as a parameter is shown in Fig. 11.5 Ца) 
and with compressor inlet temperature as a parameter in Fig. 11.51 (b). 


Thermal Efficiency 


0 1 2 3 4 5 6 7 8 9 10 
Pressure Кано, Fp —= 


(а) 


Thermal Efficiency 
кыз 
= 


Pressure Ratio rp = 
(b) 


Fig. 11.51 Effect of pressure ratio on thermal efficiency of a 
simple open cycle plant with (a) Turbine inlet 


temperature and (b) Compressor inlet temperature as 
parameters 


(e) Regeneration The effect of regeneration on thermal efficiency of a 
simple cycle taking pressure ratio and the turbine inlet temperature as 
parameters is shown in Fig. 11.52 (a) and Fig. 11.52 (Б) respectively. 
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Fig. 11. 52 Effect of regeneration on thermal efficiency of simple 
cycle with (a) Presssure ratio and (b) Turbine inlet 
temperature as parameters 
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11.10] COMPONENTS OF GAS TURBINE PLANT 


The construction and operation of the components of a gas turbine plant are 
necessary for proper understanding and design. 

fa} Compressor The high flow rates of air through the turbine and the 
relatively moderate pressure ratios necessitate the use of rotary compressors. 
The types of compressor commonly used are the following. 


1. Centrifugal compressors 

2. Axial flow compressors 

A centrifugal compressor consists of an impeller with a sertes of curved 
radial vanes as shown in Fig. 11.53. Air is sucked in near the hub, called the 
impeller eye and is whirled round at high speed by the vanes on the impeller 
rotating at high rpm. The static pressure of air increases from the eye to the tip of 
the impeller. Air leaving the impeller tip flows through diffuser passages (scroll) 
which convert the kinetic energy to pressure energy (Fig. 11.54). The compressors 
may have single inlet or double inlet. In a double inlet impeller having an eye on 
either side, air is drawn in on both sides (Fig. 11.55). The impeller is subjected to 
approximately equal forces in the axial direction. About half the pressure rise 
occurs in the impeller vanes and half in the diffuser passages. 


Tip 


Vanes 
Impellar 


Fig. 11.53 Centrifugal compressor impeller 


If the air flow into the impeller eye is in the axial direction (Fig. 11,53), the 
blade velocity diagram at inlet is shown in Fig. 11.56 (a}. By using fixed guide 
blades, the inlet velocity to the impeller eye is inclined at an angle, known as 
pre-whirl (Fig. 11.56 (b)). 

At exit from the impeller the flow is in the radial direction and the blade 
velocity Fh, is larger, since the radius of the impeller is larger at outlet. The 
blade velocity diagram is shown in Fig. 11.57 (a} being the case of radially 
inclined blades and (b) being that of blades inclined backwards at an angle f. 
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Discharge 
P d scroll 


Impeller 


Fig. 11.54  Centrifugal compressor showing discharge scroll 


The inertia of the air trapped between the impeller blades, however, causes 
the actual whirl velocity V. to be less than Forge It is known as slip. 


Slip factor = Voal = Т КИ, — Fp cot b.) (11.27) 
Power input = nH Fia Fia- Vy FU) (11.28) 


Air out 


Fig. 11.55 Double-sided impeller of a centrifugal compressor 
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Fig. 11.56 Blade velocity diagrams at blade inlet of a centnfugal 
compressor (a) Without and (b) With pre-whirl 


Mh 


(b) 

Fig. 11.57 Blade velocity diagrams at blade outlet of a centrifugal 
compressor for (a) Radially inclined and (b) Backward 
inclined blading 


For low pressure ratios (less than 4/1) the centrifugal compressor is lighter 
and is able to operate effectively over a wider range of mass flows at any speed. 
Using titanium alloys pressure ratios above eight have now been achieved. 

For larger units with higher pressure ratios the axial-flow compressor is more 
efficient and 15 usually preferred. For industrial and large marine gas turbine 
plants axial compressors are normally used, although some units may employ 
two or more centrifugal compressors with intercooling between stages. 
Centrifugal compressors are cheaper to produce, more robust and have a wider 
operating range than the axial-flow type. 

An axial-flow compressor is similar to an axial-flow turbine with a 
succession af moving blades on the rotor shaft and fixed blades arranged around 
the stator (casing). Air flows axially through the moving and fixed blades, with 
diffuser passages throughout which continuously increase the pressure and 
decrease the velocity. Stationary guide vanes are provided at entry to the first 
row of moving blades (Fig. 11.58). The work input to the rotor shaft is 
transferred by the moving blades to the air, thus accelerating it. The spaces 
between the blades as well as the stator blades from diffusing passages 
decreasing velocity and increasing pressure. There can be a large number of 
stages (5 to 14) with a constant work input per stage. 
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Inlet guide vanes — Stator Delivery vanes 
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Moving blades Fixed blades Rotor discs 
Fig. 11.58 Axial flow compressor 


An equal temperature rise in the moving and fixed blades is usually 
maintained, The axial velocity of air is also kept constant throughout the 
compressor, A diffusing flow 15 less stable than a converging flow as in a turbine 
and for this reason the blade shape and profile are more important for a 
compressor than for a reaction turbine, 

Typical blade sections of an axial-flow compressor are shown in Fig. 11.59 (a) 
and the corresponding velocity diagrams in Fig. 11.59 (b). 


Power input = mM, А Г, (11.29) 


Moving 
blades 


Fixed blades 


Fig. 11.59 (a) Typical blade sections (b) Blade velocity diagrams 
for an axial-flow compressor 
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From the geometry of the diagram, 
АГ, = Fa sin B, — Fa sin В, 


= (tan B, — tan В.) (11.30) 
Degree of reaction, 


Enthalpy rise in rotor 


É Enthalpy rise in the stage 


_ А = ћу _ у, ui 
Л. = hy ZF,AF, 


By re-arrangement, 


_ И’ бес” B, — ѕес? B,) 
2V,, (tan В, — tan р. ) 


= za + tan f. ) (11.31) 


Blades are usually of twisted section designed according to free vortex 
theory (see Cohen et al.). 

Due to nonuniformity of the velocity profile in the blade passages the work 
that can be put into a given blade passage is less than that given by the ideal 
diagram. It is taken care of by introducing a work done factor, y, defined as 


_ Actual power input 
mV. AF... 
which is about 0.85 for a compressor stage. 


(b) Combustion chamber In an open cycle GT plant combustion may 
be arranged to take place in one or two large cylindrical can-type combustion 
chambers (CC) with ducting to convey the hot gases to the turbine. Combustion 
is initiated by an electric spark and once the fuel starts burning, the flame 1s 
required to be stabilized. A pilot or recirculated zone is created in the main flow 
to establish a stable flame which helps to sustain combustion continuously. The 
common methods of flame stabilization are by swirl flow and by bluff body. 
Figure 11.60 shows a can-type combustor with swirl flow flame 
stabilization. About 20 per cent of the total air from the compressor is directly 
fed through a swirler to the burner as primary air, to provide a rich fuel-air 
mixture in the primary zone, which continuously burns, producing high 
temperature gases. Air flowing through the swirler produces a vortex motion 
creating a low pressure zone along the axis of the CC to cause reversal of flow. 
About 30 per cent of total air is supplied through dilution holes in the secondary 
zone through the annulus round the flame tube to complete the combustion. The 
secondary air must be admitted at right points in the CC, otherwise the cold 
injected air may chill the flame locally thereby reducing the rate of reaction. The 
secondary air not only helps to complete the combustian process but also helps 
to cool the flame tube. The remaining 50 per cent of air is mixed with burnt 


Work done factor, y 
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gases in the tertiary zone to cool the gases down to the temperature suited to the 
turbine blade materials. 


Fuel Primary | 
Air from zone Tertiary zone 


compressor 


To 
turbine 


Secondary zone 
Fig. 11.60 Can-type combustor with swirl flow flame stabilizer 


Figure 11.61 shows a can-type combustor with a bluff body stabilizing the 
flame. The fuel is injected upstream into the air flow and a sheet metal cone and 
perforated baffle plate ensure the necessary mixing of fuel and air. The low 
pressure zone created downstream side causes the reversal of flow along the 
axis of the CC to stabilize the flame. Sufficient turbulence is produced in all 
three zones of the CC for uniform mixing and good combustion. 


| Fuel Secondary zone | 
Primary zone | Tertiary zone 


Bluff body 
flame holder 


Fig. 11.61 Can-type combustor with bluff-body flame stabilizer 


The air-fuel ratio in a GT plant varies from 60/1 to 120/1 and the air velocity at 
entry to the CC is usually not more than 75 m/s. There is a rich and a weak limit of 
flame stability and the limit is usually taken at flame blowout. Instability of the 
flame results in rough running with consequent effect on the life of the CC. 

Because of the high air-fuel ratio used, the gases entering the HP turbine 
contain a high percentage of oxygen and therefore if reheating is performed, the 
additional fuel can be burned satisfactorily in HP turbine exhaust, without 
needing further air for oxygen. 
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A term “combustion efficiency” is often used in this regard, which is defined 
as follows. 


Theoretical fuel-air ratio for 
actual temperature rise 


Actual fuel air ratio for actual 
temperature rise 


Theoretical temperature rise depends on the calorific value of the fuel used, 
the fuel-air ratio and the initial temperature of air. To evaluate the combustion 
efficiency, the inlet and outlet temperatures and the fuel and air mass flow rates 
are measured. The fuel used in aircraft gas turbine 15 a light petroleum distillate 
or kerosene of gross calorific value of 46.4 MI/kg. For gas turbines used in 
power production or in cogeneration plants, the fuel used can be natural gas. 

In order to give a comparison of combustion chambers operating under 
different ambient conditions, a combustion intensity is defined as the following. 


Combustion efficiency = 


Heat release rate 


Combustion intensity = — —— 
Volume of CC x inlet pressure 


The lower the combustion intensity, the better the design. In aircraft a figure 
of about 2 kW/(m? atm) is normal, whereas in large industrial plants it is about 
0.2 KW/(m" atm). 


(c) Gas turbines Like steam turbines, gas turbines are also of the axial- 
flow type (Fig. 11.62). The basic requirements of the turbines are light weight, 
high efficiency, reliability in operation 
and long working life. Large work output 
can be obtained per stage with high blade 
speeds when the blades are designed to 
sustain higher stresses. More stages are 
always preferred in gas turbine power 
plants, because it helps to reduce the 
stresses in the blades and increases the 
overall life of the turbine. The cooling of 
gas turbine blades is essential for long 
life as it is continuously subjected to high 
temperature gases. 

Blade angles of gas turbines follow 
the axial-flow compressor blading 
(Fig. 11.59 (а)), where the degree of 
reaction is not 50 per cent. It is usually 
assumed for any stage that the absolute 
velocity at inlet to each stage (V5) is 
equal to the absolute velocity at exit 
from the moving blades (i.e. F>) and 
that the same flow velocity Г; is 


constant throughout the turbine. Fig. 11.62 Typical air-cooled 
gas turbine blade 
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The degree of reaction, Ё, as defined for a steam turbine, is valid for gas 
turbines also. It is the ratio of the enthalpy drop in the moving blades to the 
enthalpy drop in the stage. As shown in Fig. 11.59 (a), we have 


E к-к 2 V? (sec? B, — sec? B) 
АР, 26, (F; tan В, + V; tan) 


V,(tan* B, -tan^ B) — V, 
me ——(tanfh- ta 11.32 
нй мшу ow En 
Putting Л = 0.5 in Eq. (11.32), we get 
Ve (tan B; — tan f) = И, 
or V, + Fetan a, — Fetan B, = V, 
@ = В, | 
It also follows that c, = 8. The fixed and moving blades have the same 
cross-section and the diagram is symmetrical. 


(d) Vortex blading is the name given to the twisted blades which are 
designed by using three dimensional flow equations with a view to decrease 
fluid flow losses. A radial equilibrium equation can be derived (see the book of 
Cahen et al.) and it can be shown that one set of conditions which satisfies this 
equation is as follows. 

(a) Constant axial velocity along the blades, i.e. 

F; = constant. 
(b) Constant specific work over the annulus, i.e. 
Г, AF, = constant. 

(c) Free vortex at entry to the moving blades, i.e. И ү = constant, where r is 

the blade radius at any point. 
Since the specific work output is constant over the annulus, it can be 
calculated at the mean radius, and multiplied by the mass flow rate it 
becomes the power for the stage. Since the fluid density varies along the 
blade height, the density at the mean radius can be used, so that m = 
Pm Fr A. where A is the blade annular area. 

(d) Duct work The duct work consists of ducts between the compressor 
and the combustion chamber, combustion chamber to the turbine, and 
the exhaust duct. The ducts must be sized to minimize the pressure 
losses, as the loss in pressure directly reduces the capacity of the plant. 


Ducts should be supported fram the floor to reduce vibration. Expansion joints 
must be provided to allow for dimensional changes due to temperature variation. 


11.111 GAS TURBINE FUELS 


Gas turbines are basically designed to operate on petroleum-based fuels like 
natural gas, kerosene, aviation fuel and residual fuel oil. Other fuels like 
powdered coal, sewage gas, etc. are also being actively considered. 
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All these required properties cannot be obtained in one material. Therefore, 
the selection of material for each component is a difficult job. 


1. Metals for turbine rotor discs The turbine rotor disc is subjected 
to centrifugal and thermal stresses. The thermal stresses (due to temperature 
gradient) can be reduced by using an alloy of high conductivity. 

The disc hub stresses tend to cause tensile deformation. This can be 
minimised by using a material of low expansion coefficient. Austenitic steels 
with 12 to 18 per cent chromium, 8 to 12 per cent nickel and small percentages 
of tungsten, molybdenum and titanium are used for turbine rotor discs. 

These days the turbine discs are cooled by tapping compressed air from the 
compressor, Therefore, less expensive materials can be used. Ferritic steels 
having higher creep strength at low temperature (up to 600°C) can be used for 
the central portion, whereas austenitic steel is used on the outer surface of the 
ferritic rotor disc. 


2. Material for turbine rotor blade Blades are subjected to the 
highest stresses and temperatures. Most satisfactory materials for blades are the 
stainless steel alloys and 8-20 nickel chromium alloys, known as Nimonic 
alloys. These alloys have high resistance to oxidation, scaling and deformation 
and have good creep and fatigue properties. A uniform coating with ceramics 
(silicon carbide, silicon nitride, aluminium nitride, etc.) on the blades of nimonic 
alloys provides better mechanical properties, Blades are cooled by compressed 
air taken by a bleed from the compressor. 


3. Material for combustion chamber Тһе gas turbine combustion 
chamber is generally made of Nimonic 75 alloy. This alloy has an excellent creep 
resistance, capacity to withstand heavy thermal shocks, and high resistance to 
oxidation. 


4. Material for compressor The impeller of centrifugal compressor is 
subjected to high centrifugal and thermal stresses, the latter being due to the 
temperature difference between the air inlet and air discharge temperatures. To 
‘minimise centrifugal stresses lighter materials like aluminium alloys are used. 
These alloys suffer from high thermal expansion, for which allowance is provided. 

The axial flow compressor blades are now made of titanium alloys, which 
are of low density, possess good strength at high temperatures (400-500°C) and 
are strongly resistant to corrosion. Light weight, good creep strength and fatigue 
resistance are attractive features of titanium alloys. 


11.13 | FREE PISTON ENGINE PLANT 


The free piston engine is usually constructed as an opposed piston, two-stroke 
diesel cycle with a conventional fuel injection system. It could be used in a gas 
turbine plant to replace the air compressor and combustion chamber. The 
operation of such a plant is shown in Fig. 11.63. It comprises five cylinders with 
two assemblies of pistons that move opposite to each other. A diesel cylinder 
located at the centre powers the pistons in opposite direction. These pistons are 
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11.13.1 Advantages of a Free Piston Engine 


1. It is very compact in space and thus has an economical building cost. 
2. [thas high availability and can run up from cold to full load hardly within 
15 minutes. 

3. The exhaust gases coming out from the free piston engine are rich in 
oxygen due to the scavenging air and are at a lower temperature. The 
plant output can be increased by injecting additional fuel, the combustion 
of which raises the temperature to a level acceptable to the turbine. 

. The plant can be run at 20-25 per cent overload. 

It can be built in high capacities. 

. It is heavier than the gas turbine, but lighter than diesel engine. 

. The full load efficiency of the plant is as good as a normal diesel engine. 

. The compressor and the combustor in a gas turbine plant are replaced by 
the free piston engine which acts as a gasifier converting the fuel and air 
into a steady supply of hot gas at moderate pressure and temperature (4.5 
bar and 500°С). The gas turbine being unburdened with a compressor 
can develop about three times more of useful power than a conventional 
gas turbine plant of the same size. 


Qo = Ch м de 


11.13.2 Disadvantages of a Free Piston Engine 


|. Lack of design and manufacturing techniques is a deterrent factor for its 
wide use. 

2. There are some problems of starting and controlling the output. 

3. There is a problem of synchronization of the free piston engine and the 
gas turbine. 


ШЗ The blade velocity at the mean diameter of a gas turbine stage is 
360 m/s. The blade angles at inlet and exit are 20° and 52° respectively and the 
blades at this section are designed to have a degree of reaction of 50 per cent. The 
mean diameter of the blades is 0.450 m and the mean blade height is 0.08 m. 
Assuming that the blades are designed according to vortex theory, calculate (a) the 
flow velocity (b) the blade angles at the tip and the root (c) the degree of reaction at 
the tip and at the root of the blades. 


Solution 
Given: В, = 20° = a, В, = 52° = a, И = 360 m/s, D, = 0.450 m 
Ah, = 0.08 m (Fig. E11.5 (a)). 
V,tan B. — V, tan B, Fi, = 360 
V. (tan 52° — tan 20°) = 360 
360 


pom i Е. РЕК 
с 1539970364 ^» m/s =) 
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Fig. 11.5 (b) 
Vetan a, = Fe, 

393 tan at, = 611.76 
=, = 57.28° 

Frtan a, = AV, — Р = 785.79 — 611.76 
= 174.03 
>, = 23.88° 

Fixed blades (root): (n, = 57.28°, ct, = 23.88? Ans. (b) 


For moving blades 
V;tan B, = Vy, — И, = 611.76 - 296 = 315.76 
В, = 38.78° 
Prtan B, = V, + Fetan oy, = 296 + 174.03 
= 470,03 
Ba = 50.1° 
Moving blades (root): B,, = 38.78°, В», = 50.1° Ans. (b) 
Рай a = Рун 
393 tan @,, = 427 


a), = 47.37° 
Vrtan a, = DV, — Г, = 548.57 ~ 427 
= 121.57 
tin o, = 121.57 
393 
Qt, = 17.19? 
Fixed blades (tip) a, = 47.379, o>, = 17,19? Ans. 


Similarly for moving blades, 
тап By, = Vy Vo 


hi [1 
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393 tan Ви, = 427 — 424 


f, = 0.44" 
F,tan Вх, = 424 + 121.57 = 545.57 
Bs, = 54.23° 
Moving blades (tip) Bj, = 0.44°, 2, = 54.23° Ans. 
Blade root 
ғ, = 0.225 — 0.04 = 0.185 m 
и, = 360 x IÉ = 296 m/s 
ae a = Fw, i 
ze 503 х 0.225 _ 611.76 m/s 
н 0.185 


AM, И 
АЁ. = в b. _ 232593.68 
My, 296 
Blade velocity diagram at the blade root is shown in Fig. 211.5 (c). 


— 7285.79 m/s 


AV, 


fir 
Cr 
| Vr 
Il 
a 
Vis 
Fig. E11.5 (c) 
The degree of reaction is given by 
R= V, (tan B, — tan) 
2И, 
= 393(tan 54.23° — tan 0.44) = 0.64 or 64% A 
€ tip, Е 64 or 64% ns, 
393(tan 50.1? — tan 38.78° 
At the root, R= ишы ee = 0.26 or 26% Ans. 
2х 296 
ЕТТИК A centrifugal compressor running at 16 000 rpm takes in air at 


17°C and compresses it through a pressure ratio of 4 with an isentropic efficiency 
of 82 per cent. The blades are radially inclined and the slip factor is 0.85. Guide 
vanes at inlet give the air an angle of pre-whirl of 20° to the axial direction. The 
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mean diameter of the impeller eye is 200 mm and the absolute air velocity at inlet is 
120 m/s. Calculate the impeller tip diameter. Take c, = 1.005 kl/kgK and у = 1.4. 


Solution With reference to Fig. E11.6 (a). 


(a) 
Fig. E11.6 (a) 


Ta JT, = (4) (14-1у14 40286 _ | 487 
T4, = 290 x 1.487 = 43] К 
АТ, = T4, - T, = 431 - 290 = 141 К 
Ат = 141/0.82 = 171.95 К 
Wy = me АТ = 1 x 1.005 x 171.95 
= [72.81 kJ/kg = power input per kg 
Absolute air velocity at inlet (Fig. E11.6 (b)) 


V, = 120 m/s 
md,N пх0.2х16000 
M. eccL. EL. m5 
bi 60 60 67 55 m/s 
| Fwi | 
20° Р, 
Р, 
(b) 
Fig. E11.6 (b) 


Pre-whirl angle — 20° 
Vo, = Vj sin 20° = 120 sin 20° = 41.04 m/s 
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At exit of the vanes (Fig. E11.6 (c)), 


Fig. E11.6 (с) 
Slip factor = H/F, = 0.85 
"а, = 0.85 V, = 0.85 И, (1) 


Power input per kg = V, Va V, Fw, 


172.81 x 10° = И, x 0.85 Ил ~ 167.55 x 41.05 
= 0.85 V7, — 6877.93 


и =459.78 m/s = 242 16000 
2 60 
Tip diameter, d, = 0.5488 m = 549 mm Ans. 


BE Air enters an axial flow compressor at 25°C and undergoes a 
pressure increase 6 times that at inlet. The mean velocity of rotor blades is 
220 m/s. The inlet and exit angles of both the moving and fixed blades are 45° and 
15° respectively. The degree of reaction at the mean diameter is 50 per cent and 
there are 10 stages in the compressor. If the isentropic efficiency of the compressor 
is 83 per cent and the axial velocity is taken constant throughout, find the work 
done factor of the compressor. 


Solution 
Given: р, = 220 m/s, B, = 45° = a, В. = 15° = a, 
А =F, у. = Ws. 


From Fig. E11.7, И, cos a, = И, cos at; 
V, — V, sin B; + Г, sin at; 


: 
= V^ sin В. + V, cos a, tan 0 

220 = V, [sin 15° + cos 15° tan 45°] 
= И, (0.2588 + 0.9659) 


V, = 179.64 m/s 
179.64 x cos15° 173.52 
E.-I———————— = СЕ i 
. cos 45° 0.7071 шш 


AF, = Fo sin a, — V, sin a, 
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Solution The arrangement of the power plant and the corresponding 7—s diagram 
are shown in Fig. E11.8 (a) and (b). 
For perfect intercooling, the intercooler pressure p; is given by 
pi = [рр] = [1x 6]7 = 2.45 bar 
DT, = [p/p,] V = (2,45)! = 1.292 
T4, = 1.292 x 293 = 378.59 К 


IN 082 
T, -1 
T,-T,- 3759-293 10438K 
i 0.82 
Т, = 397.38 К 


Ты Ту = [рр]! UT 
Ты = 293 x (6/245)?95 = 378.54 K 


Т, Т, з 378.54 — 293 _ 104.32 
| 0.82 
7. = 397.32 К 


Re | 
Exhaust gas out egenerator 


Fig. E11.8 
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T/T, = [р/р] "t 
1173/T;, == 6025133 = 50248 m= ] 5595 
T4, = 752.17 К 
Ts- Ту = nl Te — T>,) = 0.92 (1173 — 752.17) = 1173 - T; 
Г. = 1173 387.16 = 785.84 К 
Regenerator effectiveness 


T, — 397.32 

~ 785.84 — 397.32 
Г. = 669.28 К 

Making an energy balance for the combustion chamber, 

тех CV X og = cy (1 + mp (T, — Ts) 
where mis the mass of fuel consumed per kg of air. 
m, X 40,800 x 0.95 = 1.005 (1 + mpg (1173 - 669.28) 

т; = (1 + тр 0.0131 


0.7 


I 29656 


нү 
W/m, = 75.56 
mm, = air-fuel ratio = 75.56 Ans. (a) 
War == (т, + тс (T, = T.) 


- (1+ ) x 1.08 (1173 - 785.84 
75.56 


= 423.67 kJ/kg air 
W =m, cp IT; - T) + CD, - Т,)] 
= | 1.005 [(397.38 — 293) + (397.32 – 293)] 
= 209.74 kJ/kg air 
W a = 423.67 — 209.74 = 213.93 kJ/kg air 


Heat supplied = ЕР 512.97 kJ/kg air 

_ 213,93 

love © 512,97 

Since air flow rate is 210 kg/s, the power output of the plant at generator terminals 
= 213.93 x 210 x 0.96 x 0.95 

= 40971.82 kW or 40.972 MW Ans. (с) 


= 0.417 or 41.7% Ans. (b) 


Fuel consumption per hour = 210 x 3600 x 


< = 10005.29 kg Ans. (d) 
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Specific fuel consumption 


42 
- 10005.29 z ().244 kg/kWh Ans. (d) 
40971.82. 4 
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11.1 What are the applications of diesel electric power plants? 

11.2 Enlist the advantages and disadvantages of diesel engine power plants. 

11.3 Which are the different types of diesel engine? 

11.4 Мате the essential components of a diesel electric plant. 

11.5 How is noise of the engine reduced? 

11.6 Explain the scope of utilizing the waste heat in the engine exhaust. 

11.7 What is an engine day tank? State the functions of a fuel injection system. 

11.8 What is solid injection? Briefly explain the different systems of solid 
injection. 

11.9 Explain the operation of a fuel pump. How is the fuel supply to the engine 
regulated? 

11.10 What is a fuel injector? Explain a pintle nozzle. 

11.11 Explain the necessity of the cooling system in a diesel engine. What are the 
methods of cooling the engine? 

11.12 Explain the important functions of the lubrication system. 

11.13 Discuss the wet sump lubrication system pertaining to a diesel engine. 

11.14 How is a diesel engine started? 

11.15 What do you mean by auto-ignition? Why is excess air always used in a CT 
engine? 

11.16 Explain the ignition delay in a CI engine. What do you mean by the mixing 
period and the interaction period? 

11.17 Explain the phenomenon of detonation in a CI engine. On what factors does it 
depend? 

11.18 Define cetane number of a fuel. How can fuel knock be controlled? 

11.19 Give the typical valve timing diagram of a four-stroke oil engine. 

11.20 What is mep? How does an electronic engine indicator help in measuring ip? 

11.21 What is a dynamometer? What does it measure? What are the different types 
of dynamometers? 

11.22 Explain the Morse test. What is Willan's line? 

11.23 Define (a) bmep (b) brake thermal efficiency and (c) bafe. 

11.24 What is volumetric efficiency? What are the variables which influence the 
volumetric efficiency of an engine? 

11.25 Give an energy balance of a CI engine. 

11.26 Explain the performance characteristics of a CI engine. What do you 
understand by "Smoke limit"? 

11.27 What is the objective of supercharging? Why is it more beneficial in a CI 
engine compared to an SI engine? 
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11.28 Explain the main features of supercharging with the help of p-F diagram. 
What do you mean by mechanical supercharging and turbocharging? What is 
the effect of intercooling in turbocharging? 

11.29 Which are the different types of compressors used for supercharging? Why 
are turbochargers superior to superchargers? 

11.30 Give the layout of a diesel engine power plant. 

11.31 Why is power generation by gas turbines attractive these days? 

11.32 Give the specific advantages and disadvantages of a gas turbine plant fora 
utility system. 

11.33 Bring out the difference between the closed cycle and open cycle gas turbine 
power plants. 

11.34 Explain the effect of regeneration in a gas turbine plant. 

11.35 Discuss the effect of pressure ratio on Brayton cycle output and efficiency. 

11.36 Derive the optimum pressure ratio in an ideal gas turbine plant for maximum 
network, How is the expression modified when compressor and turbine 
efficiencies are taken into consideration? What is the corresponding 
maximum net work and the cycle efficiency? 

11.37 Discuss the effect of intercooling and reheating in a gas turbine plant. 

11.38 What is a semi-closed cycle gas turbine plant? Explain it with the help of a 
sketch of the plant. 

11.39 Discuss the performance characteristics of a gas turbine power plant. 

11.40 Explain with a neat sketch the operation of a centrifugal compressor. What is 
pre-whirl? Why is it provided? 

11.41 What is slip? Define slip factor. State the applications of centrifugal 
compressor. 

11.42 What is an axial-flow compressor? What are its applications? What is the 
basis of its design? How is the degree of reaction defined? What is work done 
factor? What is its approximate value? 

11.43 Explain with a neat sketch the combustion chamber of a gas turbine plant. 
What are dilution holes? How is flame stabilization secured by (a) a swirler 
(b) a bluff body? 

11.44 Explain the staging of air supply in the forms of primary, secondary and 
tertiary air in the CC of a gas turbine plant. Why is a large air-fuel ratio used? 

11.45 Explain the terms (a) combustion efficiency (b) combustion intensity. 

11.46 What are the essential features of gas turbine blades? How are blades cooled? 

11.47 Briefly describe the different fuels which can be burnt in gas turbine plants. 

11.48 Discuss the materials which are used for gas turbines and compressors. What 
properties should the blade material possess? 

11.49 With the help of neat sketches explain the operation of a free piston engine 
plant. Explain its applications. What are its advantages and disadvantages? 


К EEDE 
11.1 During a 60-minute trial of a single cylinder four-stroke oil engine, the 
following observations were made. Engine dimension = 0.3 m Боге x 0.45 m 

stroke, Fuel consumption 11.4 kg, Calorific value of fuel = 42 MJ/kg, imep = 


11.3 


11.4 


11.5 


Diesel Engine and Gas Turbine Power Plants 


6 bar, Net load on brakes = 1500 N, N = 300 rpm, Brake drum diameter = 
1.8 m, Brake rope diameter = 20 mm, Quantity of jacket cooling water = 
600 kg, Temperature rise of cooling water = 55°C, Quantity of air as 
measured = 250 kg, Exhaust gas temperature = 420°C, Specific heat of 
exhaust gas = 1.0 kl/kgK, Ambient temperature = 20°C. Estimate (a) the 
indicated power (b) the brake power and (с) the indicated thermal efficiency. 
Draw up an energy balance sheet of the engine. 


[Ans. (a) 47.71 kW (b) 42.88 kW (с) 35.86%] 


The following test data refer to a four-stroke four-cylinder diesel engine. 
Cylinder diameter = 0.35 m, Stroke = 0.40 m, N= 315 rpm, imep = 7 bar; bp 
of the engine — 250 kW, Fuel consumption — 80 kg/h, Calorific value of fuel 
= 44 MJ/kg, Hydrogen content in fuel = 13%, Air consumption = 30 kg/min, 
Cooling water circulated = 90 kg/min, Rise in cooling water temperature — 
38°C, Exhaust gas temperature = 324°C, Specific heat of air = 1.005 kJ/kgk, 
Specific heat of exhaust gas = 1.05 kI/kgK, Ambient air temperature = 24°С, 
Specific heat of superheated steam — 2.093 kJ/kgK, Partial pressure of steam 
in exhaust gases = 0.03 bar. Find (a) mechanical efficiency (b) indicated 
thermal efficiency, and (c) bsfc. Draw up a heat balance of the engine. 

A four-cylinder, four-stroke diesel engine develops 83.5 kW at 1800 rpm 
with a bsfc of 0.231 kg/kWh and air-fuel ratio of 23/1. The analysis of the 
fuel is 87% carbon and 13% hydrogen. The calorific value of fuel is 43.5 MI/kg. 
The jacket cooling water flows at 0.246 kg/s and its temperature rise is 50°C. 
The exhaust temperature is 316°C. Draw up an energy balance for the engine. 
Take К = 0.302 kI/kgK and c, = 1.09 kJ/kgK for the dry exhaust gas and c, = 
1.86 kJ/kgK for superheated steam. The room temperature is 17.8°С and the 
exhaust gas pressure is 1.013 bar. 


(Ans. bp 35.8%, cooling water 22.1%, exhaust 25.3%, 
radiation and unaccounted 16.9%] 


A six-cylinder, four-stroke CI engine of 75 mm bore and 100 mm stroke has 
a brake power output of 110 kW at 3750 rpm. The volumetric efficiency at 
this operating condition referred to ambient conditions of 1.013 bar and 20°С 
is 80 per cent, 

The engine is now fitted with a mechanically driven supercharger which has 
an isentropic efficiency of 70 per cent and a pressure ratio of 1.6. The 
supercharged version has a volumetric efficiency of 100 per cent referred to 
the supercharger delivery pressure and temperature. If it is assumed that the 
ip developed per unit volume flow rate of induced air at ambient conditions 15 
the same for normal aspiration and supercharging, calculate the net increase 
in бр to be expected from the supercharged engine. Take the mechanical 
efficiency of the engine as 80 per cent in both cases and the mechanical 
efficiency of the drive from the engine to the supercharger is 95 per cent. 


[4ns. 64.1 kW] 
A turbocharged six-cylinder four-stroke diesel engine has a swept volume of 


39 litres. The inlet manifold conditions are 2.0 bar and 53°C. The volumetric 
efficiency of the engine is 95 per cent, and it 15 operating at a load of 16.1 bar 
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Determine the power input to the air and the direction of the air at entry to and 
exit from the rotor and stator blades. Assume air as an ideal gas with c, = 
1.005 kJ/kgK and y= 1.4. 


[Ans. 773 kW] 


An axial flow gas turbine stage 1s to be designed in accordance with the 
following data: Blade height = 0.10 m, Rotor speed = 15,000 rpm, Mean 
blade ring diameter = 0.45 m, Inlet gas pressure = 3.5 bar, Absolute gas 
velocity at inlet and exit = 280 m/s, Stage isentropic efficiency = 0.90, Inlet 
gas temperature = §70°C, Exit gas pressure = 1 bar, Degree of reaction at 
mean blade height — 0,50. 

The axial velocity can be assumed constant throughout the rotor and free 
vortex conditions exist in the space between the stator and rotor. Find (a) the 
blade angles at mean blade height at stator exit, at rotor inlet and at rotor exit 
and (b) the degree of reaction at the blade root. 

The polytropic efficiency 1, of an expansion or compression process is the 
isentropic efficiency of an infinitely small stage, so that for an ideal gas п, = 
dhidh, = аһу dp — (c dT.py (RT dp). Show that in an expansion process 7)/T, 
= (p,/p, !!ЛР? and for a compression process T/F, = (pyp n 
The gas turbine in a cogeneration plant has an output of 150 MW with a 
thermal efficiency of 35 per cent. The fuel oil used has a calorific value of 
43 MJ/kg. The exhaust gas flow rate from the gas turbine 15 400 kgs and its 
temperature is 550°C, The exhaust gas from the gas turbine passes through a 
boiler plant and leaves at 90°С, The steam generated is at a pressure of 
100 bar and a temperature of 450°C, The feedwater temperature to the boiler 
is 140°C. The generated steam passes through a steam turbine of 86 per cent 
isentropic efficiency to exhaust at 5 bar. The boiler has an efficiency of 92 per 
cent. Determine (a) the mass of fuel used by the gas turbine in t/h (b) the mass 
flow of steam from the boiler in t/h (c) the output of the steam turbine in MW 
and (d) the overall efficiency of the total plant. Take c, of gas turbine exhaust 
gases as 1.1 kI/kgK. 


[Ans. (a) 35.9 th, (b) 252.4 Uh, (c) 40.58 MW (d) 44.5%] 


The air in a gas turbine plant 15 taken in the LP compressor at 20°C and 1.05 
bar. After compressor it is passed through an intercooler where its 
temperature is reduced to 27°С. The cooled air is further compressed in the 
HP compressor and then passed to the combustion temperature where its 
temperature 15 increased to 750°C by burning the fuel. The combustion 
products expand in the HP turbine which runs the compressor. Further 
expansion of the gas continues in the LP turbine which drives the alternator. 
The gases coming out from the LP turbine at 1.05 bar are used for heating the 
incoming air from the HP compressor. The pressure ratio of each compressor 
is 2, isentropic efficiency of each compressor and each turbine rs 0.82, the air 
flow rate is 16 kg/s and the calorific value of fuel is 42 MJ/kg. Neglecting the 
mechanical, pressure and heat losses in the plant, determine (a) the power 
output (b) the overall thermal efficiency and (c) the specific fuel 


11.20 


11.21 


11.22 


ee 
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1. 


2. 
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consumption. Take с, = 1.0 kJ/kgK and g = 1.4 for air and с, = 1.15 kl/kgK 
and у = 1.33 for gases. 
[Ans. (a) 2.05 MW, (b) 30.996, (c) 0.277 kg/kWh] 


A gas turbine power plant of 10 MW capacity works in a closed cycle using 
air as the working medium. The plant having a regenerator is designed for 
maximum specific work output. The inlet air temperature is 300 K and the 
maximum temperature in the cycle is 960 K. Taking the isentropic efficiency 
of compressor as 0.8, that of turbine as 0.9, the mechanical efficiency and 
generator efficiency each as 0.95, the regenerator effectiveness as 0.7, the 
combustion efficiency as 0.96 and assuming that 90 per cent of the heat 
released by combustion is transferred to air, determine the fuel burning rate 
and the air-fuel ratio. Take the calorific value of fuel used as 37 MJ/kg. 


[Ans. 4400 kg/h, 92.5] 


А simple open cycle gas turbine plant works between the pressures of 1 bar and 
6 bar and temperatures of 300 К and 1023 K. The calorific value of fuel used is 
44 MJ/kg. If the mechanical efficiency and the generator efficiency are 95 per 
cent and 96 per cent respectively and for an air flow rate of 20 kg/s, calculate 
(a) the air-fuel ratio (b) the thermal efficiency and (c) the power output. 

An open cycle constant pressure gas turbine plant consists of two 
compressors with perfect intercooling and a two stage turbine with a reheater. 
Air enters at 1 bar, 15°C. The maximum pressure ratio and the maximum 
temperature of the cycle are limited to 5 and 800°C respectively. The 
reheating takes place at 2.3 bar to 800°С. The isentropic efficiencies of each 
compressor and each turbine are 0.8 and 0.9 respectively. The calorific value 
of fuel is 42 MI/kg. Taking c, = 1.005 kJ/kgK and y= 1.4 for air, and с, = 
1.15 kI/kgK and y = 1.33 for gases and neglecting pressure and heat losses 
and if the air flow rate is 25 kg/s, estimate (a) the overall thermal efficiency of 
the plant (b) the air-fuel ratio (c) the specific fuel consumption, and (d) power 
output of the plant. 
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Energy Storage 


The demand for electricity in a utility system varies hourly, daily and even from 
season to season, whereas the supply is fixed according to the installed capacity 
of the system, which corresponds to the maximum demand plus a reasonable 
excess to take care of scheduled and unscheduled shutdowns, The result is a 
large, expensive power plant that operates below its capacity most of the time, 
thus causing high operating and capital costs. 

The objective of energy storage is to offset this adverse effect of fluctuating 
demand of electricity and to assure a steady output from existing power plants, 
When the demand is lower than the capacity, energy is stored, When the demand 
is higher than the capacity, the stored energy is released. It is thus possible to 
supply electricity reliably, efficiently and economically, meeting the peak 
electrical demand on short notice. 

The need for energy storage was not actually felt till the generating plants 
were relatively cheap and there was abundant fuel supply. Nature herself stored 
energy in the form of fuels. The energy density of fossile fuels is about 37 x 
10° kY/m? (at 70 bar), while for natural uranium (0.071%, U-235) it is about 
10" kJ/m?. With shrinking fuel availability, the need to conserve natural 
resources is paramount, for which the following suitable methods of energy 
management must be adopted. 


(a) Meet the peak load demand by interconnecting power networks that 
might have different power demands on them. 

(b) Use modern, more efficient power plants for base-load power generation 
and old, less efficient power plants for peak-power generation. 

(с) Install smaller low capital cost power plants, which may not be highly 
efficient, as peaking units, e.g. gas turbine unit and small hydroelectric 
plant. 

(d) Incorporate energy storage systems. 


Reliability and economy of electricity supply are achieved by having a mix 
of three types of power plants: a base-load plant, an intermediate plant and a 
peaking plant. Base-load plants providing the base electrical load to the grid are 
usually large, i.e. efficient steam power stations powered by fossil or nuclear 
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fuels and they operate continuously except for scheduled maintenance or forced 
outages. Intermediate plants are older, less efficient steam plants or repowered 
combined cycle plants, which operate primarily during hours of high load 
demand. Peaking plants are specifically designed to provide power during peak 
demand periods, 

The variation of load throughout the day, week and year stimulates a demand 
for storage especially when the increase in installed capacity of large coal or 
nuclear plants, (designed to operate at maximum efficiency on their rated power 
output), exceeds the base load demand and when a future increase in utilization 
of intermittent and variable energy sources (such as solar, wind or ocean energy) 
exceeds the utilities’ reserve capacities. 

Figure 12.1 shows a typical weekly load curve of a utility with and without 
energy storage. As illustrated by Fig. 12.1 (a) curve, intermediate and peaking 
power involves extensive generating capacity. The load variation shown here is 
typical for any European or US utility, but it applies to most other countries, 
where cheap off-peak electricity rates exist. In countries where this is not the 
case the daily variation tends to be larger. In any case it appears to be the fact all 
over the world that installed capacity is about double the yearly average load 
(Jensen, 1980). 
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Fig. 12.1 Weekly load curve for a typical power utility 
(a) Current generation mix 
(b) Generation mix with energy storage 
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If large-scale energy storage were available as illustrated by the curve in 
Fig. 12.1 (b), then the relatively efficient and economical base-load generation 
could be increased and the excess beyond off-peak demand (lower shaded areas) 
could be used to charge the storage system. 

Discharge of the stored energy (upper shaded areas) during periods of peak 
load demand would then reduce or replace fuel-burning peaking plant capacity, 
thus conserving fuel (mostly oil-based) resources. Use of energy storage to 
generate peaking power in this manner is termed “peak shaving”. The higher 
base-load level may replace part of the intermediate generation thus performing 
load-levelling and enabling the more extensive use of storage to eliminate most 
or all conventional intermediate cycling equipment, thus reducing installed 
capacity and saving cost and fuel. Smoothing of the daily load curve leads to 
reduced stresses of load following operation by the steam plant and 
consequently reduces maintenance costs. 

As shown in Fig. 12.2 the power plant is continuously operated during a day 
in а base-load mode, as а result of which excess electricity (ab + cd) is produced 
during the off-peak hours. 


Time of day 


Fig. 12.2 Energy storage with constant thermal input as from 
fossil or nuclear fuel 


This excess electricity is stored and then released during the peak demand 
period be. Stored energy (area below ab + cd ) is greater than that supplied (area 
above he) since there are conversion losses to and from storage. Various energy 
storage schemes are the following. 


(a) Pumped hydro 

(b) Compressed air energy storage 
(c) Energy storage by flywheels 
(d) Electrochemical energy storage 
(e) Magnetic energy storage 

(f) Thermal energy storage 
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(g) Chemical energy storage 
(h) Hydrogen energy 


12.1 | PUMPED HYDRO 


Pumped hydro storage is the only large scale energy storage method which is 
highly developed and used in power systems. For decades, utilities have used 
pumped hydro storage as an economical way to utilize off-peak energy, by 
pumping water to a reservoir at a higher level. During peak load periods the 
stored energy is discharged through the pumps, then acting as turbines, to 
generate electricity to meet the peak demand. Energy is thus stored as hydraulic 
potential energy by pumping water from a low-level into a higher level reservoir. 
When the discharge of the energy is required, the water is returned to the lower 
reservoir through turbines which drive electricity generators. 

Pumped hydro storage usually comprises the following. An upper reservoir, 
waterways, a pump, a turbine, a motor, a generator and a lower reservoir as 
shown schematically in Fig. 12.3. 


‚ transmission, 

. transformer, 

+, motor-generataor, 
‚ lower reservoir, 
. tail race, 

. pump-turbine, 

. penstock, 

. upper reservoir, 
. to loads 
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Fig. 12.3 Pumped hydroelectric energy storage 


Potential energy stored by raising mass of water m to an elevation H is 
PE = mgH (12.1) 


The operating heads on the pump-turbine in the pumping mode Hp and in 
the turbine mode A, are 


H,=H+H, (12.2) 
and H,=H-H, (12.3) 
where Н is the static head and H, represents the losses during flow. 
The pumping power P, and the generating power Py are 
— Op р Е Н, 


Р. 
Р п, 


(12.4) 
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and P, = [pg Hy От (12.5) 
where 0 represents the volumetric flow rate (m/s), p is the density of water 
(1000 kg/m") and 7] is the efficiency. 

1000 kg of water raised by 100 m will store (1000) kg x (9.81) m/s? x (100) m 
or 9.81 x 10° J or 0.2725 kWh of energy. Thus large masses of water must be 
elevated to sufficiently large heights to store large quantities of energy. 

One or both of these reservoirs may be artificially excavated or may be a 
natural river or lake. Pumped hydro systems may be above ground which can be 
of high head and medium head, or underground. When topography does not 
permit the former, underground reservoir may be used. A typical above ground 
pumped hydro system of a conventional design is shown in Fig, 12.4. A surge tank 
is built near the mouth of the pressure tunnel to relieve the pipes of undue inertia 
pressure set up in the tunnel when the flow 1s checked following a reduction of 
load. Should the pressure exceed a certain predetermined value, water merely 
spills over the lip of the surge tank. The surge tank also provides a reservoir of 
water that can be drawn upon when the load on the turbine suddenly increases. 


Intake 
Upper Surge tank 
J. a TE 


TCSCTVOLT 


Power plant 


Lower 


Penstock 
reservoir 


Fig. 12.4 Schematic of a conventional above ground pumped 
hydro storage system 


The losses in pumped hydro systems include the following: 


(a) motor and pump losses 

(b) flow losses during upflow 

(c) ѕесраре into ground 

(d) leakage of water from pipes and equipment 
(e) evaporation during storage 

(f) turbine and generator losses 

(д) flow losses during downflow 


The combined efficiency of a pumped hydro system, called the turnaround 
efficiency, Пд. 1s defined as 
Total energy output 


r A н ынана нца 12.6 
Total energy input during a charge—discharge cycle en 


hrs 


In most plants, it is around 65 per cent. 
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Figure 12.5 gives the outline of the 400 MWe. Crauchan Pumped 
Hydrostation in Scotland in conjunction with a thermal power plant. Pumping is 


carried out mostly at night and at weekends to meet day time peak load on next 
day. 


Reservoir 


Section 
0 100 200 300 


max gross Scale in 
head metres 


Access road tunnel Surge chamber 


Tailrace tunnel 


Fig. 12.5 Crauchan station of the north of Scotland Hydroelectric 
Board 


12.2 | COMPRESSED AIR ENERGY STORAGE (CAES) 


During off-peak hours, excess energy is used to compress air and store it in 
reservoirs, aquifers or caverns. The stored energy is then released during periods 
of peak demand by expansion of the air through an air turbine. The turnaround 
efficiency is the same as that of a pumped hydro system, i.e. 65 per cent. 

Three types of reservoirs can be used to store compressed air. They are salt 
caverns, aquifers and hard-rock caverns. Aquifers are naturally occurring 
porous rock formations. These underground reservoirs are, however, subjected 
to fluctuations in pressure, temperature and humidity. 

When air is compressed for storage, its temperature will rise according to 
Eq. (12.7). 

T, = T, [pip (12.7) 


The heat of compression may be retained in the compressed air. This is called 
adiabatic storage and results in high storage efficiency, since more energy is 
recovered by expansion, with pressure lines diverging. If the heat of 
compression is allowed to dissipate, additional heat could be added by burning 
fuel to retain the high storage efficiency. This is called a hybrid system. 


12.2.1 Adiabatic Storage System 


A simple adiabatic compressed air energy storage (CAES) system 15 shown in 
Fig. 12.6. During off-peak hours, electrical energy from the main power plant is 
used by the motor-generator (MG) set operating in the motor mode to drive the 
compressor C. The compressed air passes through a packed bed P for sensible 
thermal energy storage and then to a constant pressure underground reservoir 
(В). The constant pressure is obtained by displacing water to a pressure- 
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compensation pond that has a constant head above the reservoir. During peak 
hours, air from the reservoir flows through the packed bed (P) picking back 
sensible heat, then through the air turbine that now drives the MG set in the 
generator mode. Clutches separate the compressor during the peak periods and 
the turbine during off-peak periods. 

Air reservoir volume of the cavern (Г) greatly depends on the storage 
pressure. For a peak load capacity of 1500 MWh, the required volume is 


Air Air 
inlet exhaust 
Electric | Off peak 


power 


Ground 


RR EN 


Fig. 12.6 Simple single-stage adiabatic compressed air energy 
storage system with pressure compensation pond 


V= 2 х 10° m’ for 10 bar storage pressure 
and V = 64, 000 m? for 100 bar storage pressure 


In most cases, the volume of packed bed (P) is about one-tenth of the 
reservoir volume (A). 


Power Plant Engineering 
12.2.2 Hybrid System 


In a simple gas turbine power plant comprising a compressor, a combustion 
chamber and a turbine, about two-thirds ofthe power generated is consumed by 
the compressor and only one-thirds of the total power is available in the form of 
electricity (1 ~ 33%). In a hybrid system, fuel is burnt in the compressed air. As 
shown in Fig. 12.7, during off-peak hours at night, the MG set operating as a 
motor drives the compressor. The compressed air is stored in a pressure vessel 
or cavern. During peak hours on the next day, air is taken from the store, heated 
in a combustor by burning fuel and then expanded in a turbine to the ambient 
pressure. The MG set now operating in the generator mode supplies electricity 
to the power system. 


(b) 


Fig. 12.7 Development of the CAES concept {a} Simple gas 
turbine cycle (Б) Gas turbine cycle modified to CAES 
configuration 


In a hybrid CAES scheme all the energy produced by the turbine is available 
for electricity generation during peak hours, since the compressor has already 
done its work during off-peak hours and thus does not consume any power from 
the turbine output now. 

The first CAES system to be built was a 290 MW plant designed by Brown 
Boveri and built at Huntorf, Germany for a utility of Humburg which is in 
operation since 1978. It uses two salt caverns with a total volume of 300000 т? 
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Fig. 12.9 Flywheel with mass concentrated т the rim 


and ra ; mr? af (12.10) 


Thus the energy content depends on the total mass to the first power and on 
the angular velocity (or rpm) to the second power. In order to obtain high 
energy content, high angular velocity is more important than the total.mass of 
the rotary system. 

The energy density Ww i.e. the amount of energy per kg, is thus 


= : arr (12.11) 
The volume energy density W, is then 
1 ^ 2 
W‚= = pa (12.12) 


where p 15 the mass density 
High angular velocity depends on the strength of the material. The tensile 
stress c in the rim is given by 
с = раг? (12.13) 
Now the maximum kinetic energy per unit volume will be 


GP ax = ба (12.14) 


If the dimensions of the flywheel are fixed, the main requirement is high 
tensile strength. Also, 


lg 
2 


A light material (low density) with a high tensile stress 13 suitable. Fibre 
composites with strengths higher than steel and much lower mass densities are 
an obvious choice. The tensile strength and mass densities of some fibres are 
given in Table 12.1. 


(И тах = -— (12.15) 
p 
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Table 12,1 Strength and density of some fibres 


Strength (GN/m?) Mass density (kg/m?) 


Glass 4.5 
Silica 6.0 
Carbon 2.6 
Chrysolite asbestos 4.5 


For comparison the value of strength for steel wire (0.9% carbon) is 4.2, but 
the mass density 15 rather high (7.9). 

The factor 0.5 in Eq. (12.15) relates to a simple rim flywheel. But the 
expression is valid for any flywheel, made from material of uniform mass 
density p so that 

с 
(V, as = ka е (12.16) 

The value of &,, depends on the geometry of the flywheel апа К, is called the 
shape factor or the mass efficiency factor. The value of k comes from the 
expression of moment of inertia /, the values of which for some shapes of 
rotating bodies are shown in Fig. 12.10. Values of &,, for a number of flywheel 
shapes are given in Table 12,2, 


der 


I= 102 me [= V2m(R* +P) T= 1712 


Fig. 12.10 Moment of inertia for disc, cylinder and bar shaped 
flywheel 


Table 12.2 Flywheel shape factors 


Flywheel shape 


Constant stress disk 

Flat unpierced disk 

Thin rim 

Rod or circular brush 

Flat pierced disk (o.d./i.d. = 1.1) 
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The shape factor &,, is a measure of the efficiency with which the flywheel’s 
geometry uses the material’s strength. The ideal shape would be a constant stress 
disc where all the material is uniformly stressed biaxially and 4, = 1, which is 
not the case for a solid flywheel. 

In order to obtain maximum energy storage density, a special design has 
been proposed, where maximum stress is obtained throughout the flywheel. 
Such flywheels are thickest near the axis and thinnest near the rim. The shape 
factor of these truncated conical discs is about 0.8. 

Other designs have to be applied to flywheels made of fibre materials, where 
the tensile strength is high only in one direction. Composite materials have poor 
transverse strength and a radially thin rim has the material in hoop stress 
utilizing its tangential stress capability. 

The energy stored in a flywheel is 


KE = > Ia? = 5 mR? яму 


= 2 д’ mg" № (12.17) 
where m = mass of flywheel, А = radius of gyration and N = rps. 
The energy absorbed (or released) by a flywheel between speeds Му and №, 
AE = 2л? mR? (№, — №) 
= 2 тї (М. + №) (М. — №) (12.18) 


The ratio of the variation in rotational speed to the mean speed (N) is called 
the coefficient of speed fluctuation, А. 


Ni My UN - №) 


k = 
М N + Na 
where N= (№, + N,y2 
AE =4 m mR? k № (12.19) 


The value of k, depends upon the desired closeness of speed regulation. For 
engines, k, may vary between 0.005 and 0.2. 

Ап important consideration in flywheel design is the stress level a flywheel 
rotating at a very high speed is subjected to. The theoretical maximum specific 
energy WA (energy stored per unit mass, E/m) is given by Eq. (12.16). The 
maximum volumetric specific energy, (Wa or (EP) as given by 
Eq. (12.14) may be written for any flywheel as 

(EPD их = OV aa = Ку Oman (12.20) 
where &, is the volume efficiency ratio, the value of which indicates how well a 
particular flywheel design utilizes the material strength and fills the cylindrical 
volume around the flywheel, 

The principal parameters that determine the suitability of flywheels for 
energy storage аге the two efficiency ratios k,, and А, as well as the stress and 
density. The values of К, and k, depend upon the type of material (isotropic, 
uniaxial composite, variable density) as well as flywheel shape (disc, drum, 
rod). The strength-density ratio, ap, is high for such materials as glass or silica 
fibres as given in Table 12.1. 
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The high specific design stresses of carbon fibre/epoxy arid Kevlar-fibre/ 
epoxy allow storage of a large amount of energy in a relatively light flywheel. 
The minimum energy capacity of 3.6 x 10° J required by a power system could 
be achieved by multi-ring flywheel energy storage made of hoop-wound Kevlar- 
fibre/epoxy material. The angular speed of this flywheel would be about 
3000 rpm. The diameter of the largest ring would be about 5 m, the length about 
5 m and the total mass of the flywheel would be 130 x 10° kg. 

The turnaround efficiency ra of a flywheel energy storage system during 
the charge-store-discharge period will depend on the duration of the store 
period. There are two main sources of losses in the flywheel, windage and 
bearing. Windage losses can be reduced to a low level by running the flywheel 
ina vacuum chamber. Bearing losses for a typical 200t rotor have been estimated 
at 2 x 10° J/s, Based on this figure, the Ty, 15 about 85 per cent for discharge 
immediately after charge, but falls to 78 per cent after five hours and 45 per cent 
after 24 hours of the keeping regime. 


12.4] ' ELECTROCHEMICAL ENERGY STORAGE 


The most traditional of all energy storage devices for power systems is 
electrochemical energy storage, which can be classified into three categories, 
primary batteries, secondary batteries and fuel cells. The common feature of 
these devices is that stored chemical energy is converted to electrical energy. 
The main attraction of the process is that its efficiency is not second law or 
Carnot cycle limited, unlike thermal processes. Primary and secondary batteries 
utilize the chemicals built into them, whereas fuel cells have chemically bound 
energy supplied from the outside in the form of synthetic fuel (hydrogen, 
methanol or hydrazine). Unlike secondary batteries, primary batteries cannot be 
reacharged when the built-in active chemicals have been used and therefore 
strictly they cannot be considered as genuine energy storage. The term 
"batteries" will refer to secondary batteries in the following text. 

Batteries and fuel cells consist of two electrode systems and an electrolyte, 
placed together in a special container and connected to an external source or 


load (Fig. 12.11). 
+ 


Oxidant Fiel ger Fuel 
(cathode) Electrolyte — (anode) (supply) 
(a) Primary or secondary cell (b) Fuel cell 


Fig. 12.11 Comparison of a battery and a fuel cell 


These two electrodes, fitted on both sides of an electrolyte and exchanging 
ions with the electrolyte and electrons with the external circuit, are called the 
anode (—) and cathode (+) respectively (Fig. 12.12). 
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used for generation in small, local DC power systems were usually shut down at 
night and the demand was met by lead-acıd batteries which were charged during 
the day. These batteries were also used in several US towns to feed DC 
electricity to electric street cars during rush hour. The growth of large 
centralized AC power systems and cheap coal and oil generated electricity 
relegated batteries to emergency standby duty for DC auxiliaries. 

The battery market is still dominated by the lead-acıd battery invented 
by Plante in 1859. It is the oldest chemical storage device. The battery 
(Fig. 12.13) consists of alternate pairs of plates, one pure lead in spongy form 
and the other lead coated with lead dioxide, immersed in a dilute solution of 
sulphuric acid which serves as an electrolyte. During discharge both electrodes 
are converted into lead sulphate (PbSO,). Charging restores the positive 
electrode to lead dioxide and the negative electrode to metallic lead, The battery 
deteriorates gradually in performance due to irreversible physical changes in 
the electrodes and ultimately fails after 1000-2000 cycles. 


Power 
system 


Separator 


Lead Sulphuric Lead 
dioxide (H;30,) (Pb) 
(PbO) 


Fig. 12.13 Lead-acid storage battery 


The overall cell reaction is as follows. 


Anode я Discharge 


Pb +2H,SO, + PbO, Charge Anode Cathode 


During discharge the cathode is positive and the anode negative. The reasons 
for its wide use are the following: 


PbSO, + 29,0 + PbSO, 
+ 


(a) Relatively high nominal voltage, 2.0 V/Cell 
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(b) Versatility in providing high or low current 

(c) High degree of reversibility, capable of hundreds of charge/discharge 
cycles 

(d) Relatively cheap and easy to fabricate. 


The main drawbacks of these batteries are, however, low energy density, 
long charge time and the need for careful maintenance. About half the weight of 
a lead-acid battery is occupied by inert materials, e.g. grid metal, water, 
separators, connectors, terminals and cell containers. Attempts to reduce the 
weight and hence to increase the energy density have made the use of low- 
density grid materials. The use of carbon fibres in the positive electrode has 
resulted in reduction in weight and also in increased power capability. 

Industrial development on alkaline electrolyte batteries such as Ni-Zn, 
Fe-Ni, etc. aims to produce improved energy storage systems for traction 
applications. The nickel-zinc battery is analogous to the much more expensive 
nickel-cadmium battery. The cell reaction is the following: 


Cathode Anode 
Discharge 
Charge 


2NiOOH + 2Н,0 + Zn 2Ni(OH), + Zn(OH), 


The Ni-Zn cell’s main drawbacks are its short cycle life, separator stability, 
temperature control, high cost and mass production problems, Poor cycle life is 
caused by the high solubility of reaction products at the zinc electrodes, 
Redeposition of zine during charging results in the growth of dendrites which 
penetrate the separators and cause internal short circuit. Attempts have been 
made to suppress the growth of zine dendrites during charging by vibrating the 
zinc electrode. 

The nickel-iron battery is an alkaline storage battery using KOH as the 
electrolyte. The cell reaction is: 


Cathode Anode 
| Discharge 2 
ООН + 2Н„О + Fe = Ni(OH), + Fe(OH), 


The main drawback of Ni—Fe batteries for electric vehicle applications has 
been their low energy density. It also suffers from a poor peaking capability and 
low cell voltage. Recently, however, some improvements have been brought 
about. 

The iron-air battery consists of an anode using iron as active material and a 
cathode taking oxygen from the air. The cell reaction is: 


Anode Cathode 
Discharge 
Charge 
The battery suffers from high self-discharge of the iron electrode at low 
temperatures, poor charge efficiency and limited power capacity (max 


30—40 W/kg). 


Fe(OH), 


Fe + HO + 50: 
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The zinc-air battery has a highly concentrated KOH electrolyte and the 
electrochemical reaction is between oxygen from the air and zinc metal. The 
cell reaction is: 


Anode Cathode 
1 Discharge 
7 + = — у 
2 2 Hs Charge x 


As with the iron-air system, the zinc-air couple has a poor overall charge- 
discharge efficiency due to the polarization losses associated with the air 
electrode. 

The zinc-chlorine battery attempts to overcome the replating problem of zinc 
by using an acid electrolyte. The cell reaction is 

Anode Cathode 
Discharge 
Zn + Cl, 6H,O Charge 


The main problem of this battery is its heavy weight, a 10'” J storage device 
requiring 60 tonnes of Cl,, which itself needs utmost safety. 

Advanced batteries like sodium-sulphur couple using a solid state electrolyte 
and lithium-sulphur couple using a fused salt electrolyte are still under 
development. 

The sodium-sulphur battery has a ceramic electrolyte (P-alumina) which can 
conduct sodium ions, The cell reaction is 

Anode Cathode 


ZnCl, + 6H,O 


Discharge 
Charge 
Advanced batteries have provided the stimulus for more interesting work in 
solid state chemistry and electrochemistry in recent years. The seminal 
discovery was the observation of very high sodium ion mobility above room 
temperature in sodium beta-alumina. The beta-alumina was thought to be an 
isomorph of aluminium oxide, and its crystal structure was determined before 
the Second World War. However, its unusual electrical properties were 
discovered only recently. When the electrical conductivity of beta alumina was 
measured at 300°C, it became clear that the charge carriers were exclusively 
sodium ions and not electrons. The application of such materials to a modern 
generation of power batteries was quickly realised. In the sodium-sulphur 
battery, patented by Ford, instead of solid electrodes separated by a liquid 
electrolyte, as in the conventional lead-acid car battery, sodium beta-alumina is 
used as a solid electrolyte, specifically conducting sodium ions, between liquid 
electrodes of sodium metal and sulphur (Fig. 12.14). The cell voltage, 2.08V, is 
derived from the chemical reaction between sodium and sulphur to produce 
sodium polysulphide and the theoretical energy density, about 750 Wh/kg (or 
2.7 X 10 J/kg), is much higher than 170 Wh/kg (or 0.61 x 10° J/kg) of the lead- 
acid battery. 

The lithium-sulphur battery consists of liquid lithium and sulphur electrodes 
and an electrolyte of molten LiCl-KCI eutectic at an operating temperature in 
the 380—450"C range. The cell reaction is 


x Na + vS NaS, 
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2Li + 5 


14,5 


Terminal 


Charged level 
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Sulphur 
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Fig. 12.14 Schematic diagram of the sodium-sulphur battery 
which uses a sodium beta alumina solid electrolyte as 
the separator between liquid electrodes (sodium anode 
and sulphur cathode). The operation temperature is 
300-400°C 


Highly corrosive liquid lithium attacks the ceramic insulators and separators 
and shortens the cell’s life. Efficiency is not very high because of self-discharge 
caused by lithium dissolving in the molten LiCI-KCI electrolyte. 

The use of lithium-aluminium alloys and iron sulphide as electrodes has led 
to the development of more efficiency Li-5 cells with good energy densities. 
The reactions are the following. 


Anode Cathode 
, Discharge 
4LiAl + FeS, Che: Fe + 211,5 + 4A] 
and 
Anode Cathode 


Disch 
4LiAL + FeS ПЕНИ Fe + 214,5 + 2AI 


Charge 


The lithium-titanium disulphide cell has a lithium metal anode and a cathode 
of TiS». The electrochemical discharge reaction proceeds via. the insertion of 
lithium 10ns between adjacent sulphur layers 
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Fig. 12.15 Schematic diagram of an electrochemical fuel cell 


where п is the number of electrons needed to get one atom or molecule of X into 
its ionic form in the electrolyte and a, and a, are the activities at electrodes 1 and 
2, Fis the Faraday constant (96 000 coulomb/mol). 

We can make use of such a cell in the following ways. 


(i) Ifa, > a, and Xis continuously added on the left and removed on the right, 
we have a source of energy —a concentration fuel cell. 
(п) If T and a, are known, we can measure a;—we have an electrochemical 
Sensor. 
(iii) If we apply a greater voltage than E in the opposite sense, we can drive X 
from one side to the other—hence we have an ion pump or an electrolyser. 
As a fuel cell is an electrochemical cell which can continuously change the 
chemical energy of a fuel and oxidant to electrical energy with high efficiency, a 
variety of synthetic fuels have been tried, such as hydrogen, methanol, ammonia 
and methane. A diagram of hydrogen-oxygen fuel cell is shown in Fig. 12.16. 
€— d 


Load 


4H* ^ oy 


2H20 


2H,0 
Fig. 12.16 A hydrogen-oxygen fuel cell 


Hydrogen-oxygen fuel cells with the overall reaction 
Н, + i О. > H,O 


are attractive because of their high energy density, no pollution and high cell 
efficiency. A good hydrogen or oxygen conductor should be used as the 
electrolyte. 
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The maximum energy available from a chemical reaction is -AG, the change 
in the Gibbs free energy for the reaction. The corresponding ideal voltage for a 
reversible reaction 15 
ET 

9 nF 

where n is the number of electrons transferred in the reaction and F is the 

Faraday constant (96 000 coulomb/mol). Now, 
G-G’=nR Tina (12.23) 
where a is the activity given by 7777, f being the fugacity (see Nag, 1995). 


(12.22) 


Per unit mol, - AG = R Tin 22 (12.24) 
d 


On substituting result of Eq. (12.24) in Eq. (12.22), it becomes И, = В T/nF 


In zm which is the same as Eq. (12.21). 
m 


12.5| MAGNETIC ENERGY STORAGE 


Electrical resistance of metals depends on temperature. In 1911, Kammerlingh 
Onnes found that electrical resistance. of mercury drops to zero in the 
neighbourhood of absolute zero temperature. Onnes called this phenomenon 
"superconductivity". All metals exhibit this property. The temperature below 
which a metal becomes a superconductor is called the transition or critical 
temperature. All superconducting metals have transition temperatures in the 
cryogenic range (0-123 K). 

Superconducting  electromagnets were constructed in 1970 for 
magnetohydrodynamic power generation. These were also used in bubble 
chambers to cool electric generators, motors and transformers. Electric power 
transmission and distribution can best be accomplished by the use of high-purity 
alumintum cables operating at liquid hydrogen temperatures (~ 20 К). 
Commercial success depends upon whether the metal, the gas and the refrigeration 
systems can be acquired and operated economically. 

The concept of superconducting magnetic energy storage is based on the 
principle that energy can be stored in the magnetic field associated with a coil. If 
a coil is made of a material in a superconducting state (i.e. maintained below the 
critical temperature), then once it is charged, the current will not decay and the 
magnetic energy can be stored indefinitely, The stored energy can be released 
back to the network by discharging the coil. 

Energy stored in a coil in which the current / flows is 

E- ; LP (12.25) 
where E is in J, L is the inductance in henry (F — 5/4) and / is the current in A. 
The inductance L of a coil depends on its dimensions, which for a coil with 
conductors of a rectangular cross-section (Fig. 12.17) may be characterized by 
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E=2Ri(aby'? (12.26) 
й = alb 
3 
and аал 6 (12.27) 


5 


where К = mean radius of coil, m; a and 5 = width and depth of conductor, m; 
F= volume of conductor in one coil turn, m*. 
The inductance L is given by 


І= Ё 6) ВМ (12.28) 


Fig. 12.17 Dimensions of a cylindrical coil with rectangular 
conductors 


where f(&, 2) = form function, V.s/A.m; N = number of turns of coil. 
Energy stored in a coil, from Eq. (12.25). 
- SG бу RN? (12.29) 


The current density / is 
f= Nilab (12.30) 
Substituting Eq. (12.30) in Eq. (12.29) and simplifying 


Em : EEDE уз y (12.31) 


The coil that gives the maximum value of inductance per unit volume, i.e. 
maximum L/F ratio is called the Brooks coil. It has 


a=b R= >b,d=1,x=3 


Energy stored in a Brooks coil is given by 


En = 3.028 x 10° #9 р (12.32) 
For a cylindrical соп, other than Brooks, the energy stored 15 
Е = En (12.33) 


where F is less than 1.0 and is a function of fand д. Ап important parameter is 
the volume of material needed per unit of energy stored, i.e. 
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(12.34) 


For a Brooks coil, F = 1. The cost of the coil is proportional to its volume. 
Therefore, from Eq. (12.34), it 15 seen that the cost per unit energy stored is 
inversely proportional to F^" and to j^. For stability consideration, the current 
density j is limited to values between 50 x 10° and 100 x 10° A/m?. Thus, huge 
structural mass is required to contain the magnetic field energy. For stainless 
steel, it would be about 160 kg/kWh, which is cost prohibitive. Much of research 


on magnetic energy storage for utility use is in progress in the USA and Japan. 


12.6 | THERMAL ENERGY STORAGE 


Direct storage of heat in insulated solids or fluids is possible even at low 
temperatures, but energy can only be recovered effectively as heat. Thermal 
energy storage (TES) is ideally suited for applications such as space heating, 
where low quality (temperature) energy is required. It has found wide use in many 
industrial applications such as the manufacture of cement, iron and steel, glass, 
aluminium, paper, plastics and rubber and in food processing. 

Following are the two distinct thermal energy storage mechanisms. 


(a) Sensible heat storage, based on the heat capacity of the storage medium. 
(b) Latent heat storage, based on the energy associated with a change of phase 
for the storage medium (melting evaporation or structural change). 


12.6.1 Sensible Heat Energy Storage 


Energy can be stored as sensible heat by virtue of a rise in temperature of the 
storage medium, such as water, liquid or a solid. 

Storage density (kJ/m*) is = Temperature difference (°C) x Specific heat 

(kJ/kg °C) x Density of material (kg/m) 
=p: Cp .8 

This system is simple in concept, but has the disadvantage of variable 
temperature operation and low storage density. Sensible energy storage could 
employ one of the following devices. 

(a) Pressurized water storage 

(b) Organic liquid storage 

(c) Packed solid beds 

(d) Fluidized solid beds 


An example of pressurized water sensible heat storage system in a power 
plant is shown in Fig. 12.18, where the primary heat source is either a fossil 
fuelled furnace or a nuclear reactor. The base load plant is capable of supplying 
more steam than needed during periods of low demand. The excess steam is fed 
from the turbine at high pressure (as in feedwater heating) during these periods of 
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Hot primary fluid Steam 


Condenser 


Feedwater 
heaters 


Water 


Steam accumulators Condenser 
us 
Fig. 12.18 Schematic flow diagram of a power plant with a 
pressurized water sensible energy storage system 


low demand. This extracted steam is fed to steam accumulators and mixed v 
water, thus producing saturated pressurized water. The accumulators are |: 
discharged during periods of high demand through a small peaking turbi 
Discharge continues until a low specified pressure is reached in the accumulat 
Steam at low and varying temperature enters the peaking turbine. 

Typical values of accumulator high and low pressures are 20 bar (f,, 
212 °C) and 2 bar (fu = 120°C). 

Steam condenses in water during accumulator charge and re-evapora 
during discharge. The storage medium is the pressurized water in 
accumulators and operates over a relatively wide temperature range. 

Storage density of thermal energy utilized in the peaking turbine per u 
volume of the high pressure saturated water is 


і . 
= — (he, й; 2) (12.2 
Ver 
where у; and A, are the specific volume and enthalpy of saturated wa 
respectively, and the subscripts 1 and 2 referred to the high (stored) and | 
(emptied) pressures. Therefore, for 20 bar and 2 bar pressures, 
908.5 — 504. 
Storage density = ZU US 345 107 kia = DEWT 
0.001 1766 
АТ = 212 ~ 120 = 92°C 
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-. Storage density is approximately | kWh/(m? °C) over the temperature range. 
The electric-energy density obtained by the peaking turbine-generator 
depends upon 


1. Thermal turnaround efficiency, ra 
2. Peaking turbine-generator efficiency, Npr 


The value of 74,4 15 a function of the following: 


(a) Losses associated with sensible heat transfer to and from the steel walls, 
structural members of the accumulators and the interconnecting pipework. 
(b) The transient heat losses to the environment. 


Now, 7ra is the ratio of 


Energy stored in the accumulator structure 
Energy stored in the contained water at a given pressure 


which is 
DL : : 
(л 1) р, Ca E. Ё. C. == 2(P/a) Py С, (12.36) 
Е п? L fx c D p.c, fx Cp 
since g= РО. or D = Plo 


where D is the diameter of cylindrical accumulator, L its length, fits thickness, P 
the pressure, c the wall stress, p the density, c the specific heat and the subscripts 
s and f denote solid and liquid respectively. The volumetric heat capacities are 
roughly equal, i.e. дус = pc, The ratio of Р/с of the order of 0.03 for steel. 
Thus the contribution of losses by sensible heat transfer to the walls of the vessel 
is very small and may be ignored. 

The convective heat losses from the water to the environment are therefore the 
major contributor to the thermal turnaround efficiency. They vary with time and 
depend upon the water temperature and the overall heat transfer coefficient U 
between the water and the outside environment. 

Let us consider saturated water of volume Г, at instantancous temperature T, 
while the surroundings are at temperature Tee (Fig. 12.19). Let @= T Т, so 
that d8— dT. Assuming a lumped capacity system with low Biot number, 


A = 
Pi 


@ 
Fig. 12.19 


Rate of decrease of internal energy of water 


= Rate of heat loss to the surroundings 


dé ; 
pre ar =-=- Q'A a 
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where A is the heat transfer surface area and г the time. 


— S —— nó 


dé _ UA 
98 Auf 
which on integration gives 
6 _ Т-1. _ е ОЛ”) 


à Т-Т. 


Let the time constant tbe defined by 


_ Prak _ 42 | 
d pece| тр 


UA 4 
—Dprce 
40 
Equation (12.37) сап be re-arran; ed as 
T-T, 
I — ==|-e"' 
T-T. 
TT size" 
Iz 4; 


(12.37) 


(12.38) 


(12.39) 


If the liquid at fully charged condition is at temperature Г (= Г), its 
temperature T decreases with time 2 due to heat losses (Fig. 12.20), so that 


T (t) - T, 


Мо heat losses 


ЕЕЕ 


Ө Time, f 


(12.40) 


Fig. 12.20 Stored liquid temperature-time change in sensible 
energy storage. T, = fully charged, T, = end of energy 


withdrawal, Т. = ambient 


Assuming a storage period of t, at which the. water temperature decreases to Г. 


НА =1-е 7 
T. = 1 


(12.41) 
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The thermal turnaround efficiency is given as 


_ energy left in storage at T, (after heat losses) 


Tra original energy stored 
_ А. h uds 
h-h T-T, 
і paci Т 1-1, 
1-5 1-6 
T, ^n Wir] Ta -Ti 
7, - T, T, - 1 
Tj — T. i! 
1 5 
een 
п-т. | 
А ery, = | - —— [1-e7 (12.42) 
1-1 


Thus 744 strongly depends on the ratio £,/ 7, where t, is several hours in a daily 
storage system, The only variable in т is U, which heavily depends on 
accumulator insulations, design and location. High values of rwill result for low 
values of UV. 

Accumulators may be constructed above ground or underground. 
Underground accumulators are more costly, but have heavier insulation and 
higher 7,, and hence higher 744. The choice of above ground on underground 
accumulators is decided by cost, efficiency, operational problems and safety. 

The efficiency of the peaking turbogenerator рт is low because of variable 
inlet conditions, the use of low temperature saturated steam, small size and 
absence of feedwater heating. An efficiency of 20 to 25 per cent is reasonable, 
while the base load plant has an efficiency of 33 to 40 per cent. 

There are three main ways of operating the accumulator, viz. variable 
pressure, expansion or displacement. 


(a) Variable Pressure Accumulator It is also called Ruths 
accumulator (Fig. 12.21). When fully charged, almost all its volume is filled with 
saturated hot water, with a small cushion of saturated steam above it. In the 
discharge mode, steam is drawn off from the top and as the pressure in the steam 
cushion decreases, some water flashes into steam. 

(b) Expansion accumulator It is shown in Fig. 12.22. When fully 
charged, the accumulator is almost full of hot water with a small steam cushion, 
as in the variable pressure mode. As hot water is drawn from the bottom during 
discharge, some water flashes to steam, which reduces the pressure and 
temperature of saturated water and steam. All the water can be removed to the 
flash evaporator with a reduction of pressure of about 30 per cent. The water from 
the last flash evaporator is collected and stored. 
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— > To peaking turbine 


Fig. 12.21 Variable pressure accumulator 


Charge steam 


Change feedwater 


To peaking 


Steam turbine 


Drain to storage 


Fig. 12.22 Expansion accumulator with flash evaporator 


(c) Displacement accumulator It is always completely full of water. 
When fully charged, it contains hot water at the desired temperature. When fully 
discharged, all the water is cold. As shown in Fig. 12.23, hot water is injected at 
the top during charge and removed from the top during discharge. Cold water 
leaves and enters at the bottom. Since hot water has lower density than cold water, 
it will float at the top. A sharp temperature gradient or thermocline separates the 
hot and cold water. During discharge, one or more flash evaporators are used to 
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Fig. 12.23 Displacement accumulator with flash evaporators 


generate steam for peaking turbines. The water drained from the evaporators and 
the condensate from the turbine are returned to the accumulator as cold water, 
During charge, steam is mixed with cold water taken from the bottom to raise the 
temperature to the desired level. Cold water equal in mass to the steam is returned 
to the boiler inlet feedwater to generate more steam. 


12.6.2 Latent Heat Energy Storage 


Energy is stored in the form of the latent heat caused by phase change either by 

melting a solid or vaporizing a liquid. Energy release is accomplished by 

reversing the process, i.e. by solidifying the liquid or condensing the vapour. 
Storage density = latent heat x density 

Since the latent heats are much larger than the specific heats, the energy 
storage density is larger than that in sensible heat storage. The system has the 
additional advantage of operating at constant temperature. It also has the 
advantage of a wide choice of materials with different fusion and evaporation 
temperatures to suit the peaking turbine. 

Storage materials must possess, in addition to proper phase transition 
temperature and high latent heat, good thermal conductivity, containability, 
chemical stability, nantoxicity and low cost. No material meets all these 
requirements, but some fluoride salts meet some of them. One of the most suitable 
salts for latent heat storage is the 70% NaF-30% FeF, eutectic salt, which has a 
fusion temperature of 680°C and the highest storage density (of all salts) of 
1500 M/m. ZnCl, is another salt with a fusion temperature of about 370°C and. 
an energy density of about 400 MJ/m^. The following fluoride mixtures in 
Table 12.4 are chemically stable and can be contained in chromium nickel steel, 
suitable as storage for heat engines. 
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Table 12.4 Melting points of some storage media 


Storage media Melting point (°С) 


Sodium-magnesium fluoride, NaF /MgF. 
Lithium-magnesium fluoride, LiF/MgF, 
Sodium-calcium-magnesium fluoride, NaF /CaF,/MgF, 
Lithium-sodium-magnesium fluoride, LiF/NaF/MgF, 


12.7| CHEMICAL ENERGY STORAGE 


The heat of reaction of reversible chemical reactions is used to store thermal 
energy during endothermic reactions and to release it during exothermic reactions. 
Like latent heat energy storage, this form also offers large energy storage 
densities. The following reversible reaction along with some others as given in 
Table 12.5 have been suggested for energy storage. 


А Ехо, n | 
CO * 3H; = СН, +Н;О 


For reaction from right to left at 298K, 1 atm 
Energy balance is 
Ha + @= Hp 


(AF Jou, + iy Q- CM +3x0 
— 74,9 + (- 286) + Q = – 110.6+0 


О = 250.3 kJ/gmol 


The reaction is endothermic and energy is absorbed. The reverse reaction from 
left to right results in О =— 250.3 kl/gmol, i.e. energy is released and the reaction 
is exothermic. The endothermic reaction is called reformation and the exothermic 
reaction is called methanation. 


Table 12.5 Reversible chemical reactions under consideration 
for energy storage 


Reaction Temperature Heat of reaction 
range, К at 298K, kJ gmol 


. CO + H, C— CH +t H,O 700-1200 
. 2CO + 2H; == СН. + CO, 700-1200 
. C,H, + 3H, ——* CHo 500 -750 
‚ CHa + ЗН, -= CH, 450 -700 
. CioHa + 5H, == Сну 450 -700 
. C,H, + HCI — C4HSCI 420 -770 


. CO + CL ==° сос - 
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A schematic of a power plant with a chemical storage system is shown in 
Fig. 12.24, During periods of low demand, some heat from the primary heat 
source is diverted to the reformer (endothermic reactor) to convert the products 
CH, + H,O to the reactants CO + 3H,, which are stored in a vessel at high 
pressure, about 70 bar, but at ambient temperature. During periods of high 
demands, these reactants are fed to the methanator (exothermic reactor) where 
heat is generated to run a peak turbine. In the methanator the reactants are 
converted to the products CH, + H,O, which are stored in a separate vessel for 
later use in the reformer during periods of low demand. A thermal turnaround 
efficiency of this system is estimated as 85 to 90 per cent. 

The two storage vessels and the two reactors operate at different pressures. 
Storage pressures need to be high to minimize vessel size and cost and the 
reformer has to operate at low pressure to maximize the rate of endothermic 
reaction. 


Steam 
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generator 
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CO + 3Ha 


Fig. 12.24 Schematic flow diagram of a power plant with a chemi- 
cal storage system using the reaction CO + 3H, 


——— CH, LE H,O 
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12.8 


Hydragen is widely regarded as the ultimate fuel and energy storage medium for 
future centuries. It can be derived from water (by electrolysis) using any source 
of high quality energy and it can be combusted back to water in a closed chemical 
cycle without any pollution. The potential of hydrogen for the storage and cheap 
. transmission of energy over long distances has led to the concept of hydrogen 


HYDROGEN ENERGY 


economy (Fig. 12.25). 
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Fig. 12.25 The hydrogen economy fuel system 


Hydrogen can be produced by the following methods. 


1, Catalytic steam reforming of natural gas 
2. Chemical reduction of coal (water gas reaction) 


or 
3 


C+ H-0 » СО + H, 
CO + H,O — CO, + Н, 


. Industrial photosynthesis 


4. Ultraviolet radiation 


5. 
6. 


7 


According to Faraday's law of electrolysis the mass of hydrogen m discharged 


Partial oxidation of heavy oils 
Electrolytic decomposition of water 


. Thermal decomposition of water, utilizing thermochemical cycles. 
The electrolytic decomposition of water (electrolysis) comprises two processes. 


cathode : 2H,0+2e — H, + 20H 


anode : 20H + 20, + Н.О + Je 


тау be obtained from 
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Alt 

FZ 
where А = atomic weight, / = electric current through the electrolyte, t = duration 
of electrolysis, Z = valency and F = Faraday constant = 96500 coulomb/kgm. 
The overall reaction is 


IH 


(12.43) 


| 
ЊО Н+ 5 О;—237КЛапо! 


Hydrogen may Бе used as a primary fuel for peak power generation 
producing water in the reaction. During off-peak hours hydrogen may be 
produced by electrolysis of water with excess power available. The hydrogen 
based power utility concept is shown schematically in Fig. 12.26. 

The main drawback of hydrogen is its extreme flammability and the problem 
af storing the gas under pressure. Liquefaction could simplify storage but it 
consumes a lot of energy. 


. Base power source 
2. Electrolyser 
3. Underground transmission 


5 (tanker shipment as an alternative) 
4. Liquid H- storage 
5, Underground gaseous H5 storage 
6. Hə consumers: 


(a) Small conventional power plants 
(b) Synthetic fuel industry 
(c) Domestic fuel 


Fig. 12.26 Hydrogen-based power utility concept 


Methane may be produced by reactions with hydrogen. 
CO+ 3H, = CH,+H,O Q=-— 205 kl 
or 
C+2H, — CH, Q--73kl 

Methane may be used by consumers as an ordinary fuel, without being highly 
inflammable as hydrogen. 

Ammonia may be more attractive as a fuel, which can be produced from 
hydrogen by combining it with nitrogen, under 200—500 bar pressure and at 
720 K in presence of a catalyst (Haber process) 

N, + 3H, =2NH, Q--90kJ 
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Dissociating ammonia back into hydrogen and nitrogen can be done by 
passing the gas through a hot tube. The advantages of storing ammonia, relative 
to storing hydrogen, are the following. 


(a) safer storage 
(b) energy density ts higher 
(c) easier to liquefy 


12.8.1 Storage of Hydrogen 


Hydrogen may be stored as (1) compressed gas (11) chemical compound (111) liquid 
(iv) metallic hydrides. 

(i) Since the cost of liquefaction is high, the bulk storage of hydrogen can be 
made in the form of compressed gas in underground caverns, where it can 
be stored like natural gas. 

(ii) Hydrogen in chemical combination with other elements like methane and 
ammonia is more amenable to storage. 

(її) Liguid hydrogen has a mass energy density three times greater than oil. Its 
use is attractive for heavy surface transport and aircraft. For energy 
storage, liquid hydrogen is not so attractive because of its low density. 
Ammonia and methane, as liquids, are more efficient in this aspect. 

(iv) The principal disadvantages of gaseous hydrogen as a storage medium is 
that it takes up large space, it is explosive and it is not leak-proof. Liquid 
hydrogen, highly cryogenic and inflammable, is costly too. These 
drawbacks can be fought back if hydrogen is stored in hydride form 
(Table 12.6). The aim is to select a hydride which can be thermally 
decomposed in a reversible manner so that hydrogen may be withdrawn or 
replenished from or to the vessel when necessary. Some of the desired 
features of a suitable hydride store are the following: 

High hydrogen content per unit mass of metal. 

Low dissociation pressure at moderate temperatures. 

Constancy of dissociation pressure during the decomposition time. 
Safe on exposure to air. 

Low cost. 


uA RR uS = 


Table 12.6 Mass and volume energy densities 


Wm (ЈИ kg) W, (Кат?) 


Gas at 150 atm, 20°С 140000 1700 


Liquid -252"C 140000 10500 
Metal hydride (including metal} 1400-1100 17500-21000 
Oil (for comparison) 44000 40000 


The exothermic chemical reaction of hydride formation from metals (Me) and 
hydrogen (H+) is as follows: 


Charging (heat released) , 
Hc EM Tr in (eat ade) a eid 
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Low temperature FeTi hydride, with a low energy requirement for hydrogen 
release, has been developed by Brookhaven National Laboratory, USA. 
Magnesium-based high temperature hydride has attracted interest because 
magnesium is a readily available and cheap metal. Both materials release 
hydrogen endothermically, thus creating no safety problem. The mass energy 
densities (W) of hydrides based on Ti and Mg are the following: 


FeTiH,; — Бетің, 516 Wh/kg (1856 kJ/kg) 
Mg,NiH, — М МН, 1121 Wh/kg (4036 kJ/kg) 
МЕН, > МЕН 2555 Wh/kg (9198 kJ/kg) 


When hydrides are used as hydrogen stores for heat engines ог for domestic 
heaters, the waste heat from them can be returned to the hydride. If the amount of 
waste heat is less than the heat needed for hydrogen release, then the waste heat 
energy can be stored in the metal hydride, acting as a thermal storage device. A 
combination of hydrides with different release temperatures may be used for 
different applications such as heat pumps, central air conditioning and even for 
renewable energy storage systems. 


BEAM In а simple CAES system, the average air flow into a cavern of 
64,000 т? is at the rate of 8300 m”/h. Air enters the compressor at 1 Баг, 20°C and 
leaves at 100 bar, the polytropic compressor efficiency being 70 per cent. If the 
peaking turbine efficiency is 60 per cent and air is stored in the cavern at 100 bar, 
20°C, estimate (a) the compressed air temperature (b) the storage time (с) the 
total energy storage in MWh (d) the total energy delivered by the peaking turbine. 
Take y= 1.4, c, = 1.005 kJ/kg K and R = 0.287 kl/kgK for air. 


Solution With reference to Fig. E12.1 


Fig. E12.1 


ч 


B = (pp) Y= (1009414 = 3.7325 
| 
T}, = 1093.62K 
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L=07 
I, —1| 
Ba = 1436.74К = 1163.7°С Ans. (а) 


Specific volume of air at 165 bar, 20°С 


я = 
_ RT 02875293 5o mig 


р 100х100 
Mass flow rate of air into the cavern 
84.09 n «3600 ^ 27418 igi 
Rate of energy storage 
= т, cT - T) 274.18 x 1.005 х 1143.74 x 10° 
= 315.16 MW 
Storage time 
64000 
= BO =7.71h Ans. (b) 
< Total energy storage 
= 315.16x 7.71 
= 2429.58 = 2430 MWh Ans. (c) 
Total energy delivered by the peaking turbine 
= 2430 x 0.6 = 1458 MWh Ans. (d) 


d In a pressurized water sensible heat storage system, steam is 
extract rom the turbine during off-peak hours and fed into steel 
accumulators of volume 175000 m’. The accumulators are 4 m in diameter 
each and are well insulated so that U = 1.5 W/mK. The maximum and 
minimum storage pressures are 20 bar and 2 bar.The ambient temperature is 
20°C. The specific heat of water may be taken as 4.35 КУКеК. Assuming the 
thermal turnaround efficiency of 96 per cent and a peaking plant efficiency of 
25 per cent, calculate (а) the storage time (b) the total energy stored in the 
accumulators and (c) the total energy that can be delivered. by the peaking 
turbine. 


Solution At 20 bar 
Т, = 212.37°C, hy, , = 908.5 kJ/kg, 
мр, | = 0.0011766 m’/kg 
At 2 bar, 
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Т, =120.23°C, А = 504.8 kJ/kg, 
Уро =0.0010605 пкр 
At 20°C, №; =293 kJ/kg 
Taking an average density of water as 


Dippy ce 
The ti tant г = 
e ume consian AU 
4m x 869.43 КЕ x 4.35 x 1000—2— 
2 m? kg k 
axt5 wW „36005 
mK lh 
= 700.374 
The thermal turnaround efficiency 
T-T, 
im r =[] е") 
1 EE S 
212.37 - 20 7 
096 = 1 - ———————— [1-8 
21237-12023 176! 
1 —2.0878 [1 —e's'*] =0.96 
2.0878 [1-655] 20.04 
1-567557 =0.019159 
e 5* =0.980841 
es" «1,0193 
t,/ 7 0.0193 
Storage time = 0.0193 x 700.374 —13.517h Ans. (a) 


Total volume of accumulators = 1 75000 т“. 
Mass of water needed to be flashed 


e 175000 175000 


= 1.4873 x 10° kg 


v, 00011766 
Total energy stored in accumulators 
= mith; ,— hy з) 


= 1.4873 x 10° (908.5 — 504.8) 
= 600.423 x 10° kJ = 0.166784 x 10° kWh 


= 0.166784 x 10° MWh = 16678.4 MWh Ans. (b) 
Total energy that can be delivered by the peaking turbine 
= 16,678.4 x 0.96 x 0.25 = 4002,82 MWh Ans, (С) 
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What is a fuel cell? How is it different from a battery? Give the essential 
functions of a fuel cell. What is the emf of a fuel cell? On what factors does 
it depend? 

Explain a hydrogen-oxygen fuel cell? Why is it attractive? 


7 What do you mean by superconductivity? What is the concept of 


superconductive magnetic energy storage? 

What is a Brooks coil? What is the amount of energy stored in a Brooks 
coil? 

Why is huge structural mass required to contain magnetic energy? 

What are the two distinct thermal energy storage systems? What is the 
typical value of storage density of sensible heat energy storage"? 

What is the thermal turnaround efficiency? On what factors does it depend? 
How is convective heat loss from the stored saturated water estimated? Why 
is the energy stored in the accumulator structure very small compared to 
energy stored in water? 

Show that the thermal turnaround efficiency of sensible heat energy storage 
system 1s grven by 


п-т. 
1-1 


Mam | [i-e] 

where /, 15 the duration of energy storage and 715 the time constant, 
Explain with a neat sketch a pressurized sensible heat storage system where 
the primary heat source is either a fossil-fueled furnace or a nuclear reactor. 
What are the three main ways of operating an accumulator? Explain a Ruths 
accumulator. Why is steam cushion provided? 

Explain the operation of an expansion accumulator. 

Explain a latent heat energy storage system. What are its advantages and 
disadvantages compared to sensible heat energy storage? 

What should be the properties of storage materials for storing latent heat? 
What are the suitable salts? 

Explain the principle of chemical energy storage. 

For the reversible chemical reaction 


CO + 3H, CH, + H,O 
what do you mean by reformation and methanation? 
Explain with a neat diagram of a power plant having a chemical energy 
storage system utilizing the reaction given in the Question 12.40. 
What is the advantage of hydrogen as an energy storage medium? What ts 
hydrogen economy? 
What are the different methods of producing hydrogen? 
What are Faraday's laws of electrolysis? 
How can hydrogen be used for peak power generation? What are the 
drawbacks of hydrogen as a fuel? 
What are the advantages of storing ammonia. How can ammonia be 
produced from hydrogen? 
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Describe the different methods of storing hydrogen, Explain how hydrogen is 
stored in hybride form. 

What are the desirable features of a hydride to store hydrogen? 

How 15 hydrogen released from a hydride? 

What are the advantages of magnesium-based hydrides? Give the names of 
some hydrides based on Ti and Mg. 


PROBLEMS 


A pumped-hydro energy storage system with an elevation of 40 m is 
considered for a power grid which has a load pattern of 600 MW during 18h 
and 1200 MW during 6h for one day. Calculate (a) the power output of a 
power plant in MW that would meet the load demand with and without 
energy storage and (b) the volume of water іп m? that must be pumped to 
meet storage demand. The electric generator efficiency is 0.8 and density of 
water is 1000 kg/m’. 

Calculate the air flow, compressed air temperature and storage volume for a 
1500 MWh peaking unit charging for 7.5 В. Assume compressor inlet at 
1 bar, 20°C, compressor exit at 100 bar, a compressor polytropic efficiency 
of 70 per cent, a peaking turbine efficiency of 60 per cent and a constant 
specific heat of air c, = 1.05 kJ/kgK, Take А = 284.75 J/kgK for air. 


[4ns. 1162°C, 7.5 x 10° kg, 62,575 m?] 


An adiabatic CAES system is required to generate 250 MW during 6 peak 
hours from storage during 12 h of operation of the power plant. There is no 
intercooling or reheat used. The compressor and turbine have polytropic 
exponents of 1.5 and 1.3 and pressure ratios of 100 and 80, respectively and 
mechanical efficiencies. of 0,92 each. The MG set has a combined 
mechanical electrical efficiency of 0.97. Atmospheric air 15 at 1 bar, 20°С, 
Air enters the heat storage packed bed at 90 bar, 100°C. The packed bed has 
heat losses of 10 per cent and air leakage losses of 1.5 per cent. Calculate (a) 
the turbine air mass flow rate during peak operation in kg/s (b) the 
minimum volume of air storage cavern in m’ (c) the energy storage capacity 
in MWh (d) the compressor power input, in MW and (e) the turnaround 
efficiency of the system. Take c, — 1.05 kJ/kgK for air. 
A magnetic energy storage coil is constructed of a conductor of square cross- 
section 400 mm x 400 mm and a mean diameter of 32 m. Calculate the 
number of turns necessary for a stored energy of 5000 MWh if the current is 
160000 А. Take the energy stored E = FE, where E, is the energy stored in 
a Brooks coil and F = 0.15. 

[4ns. 11 turns] 


A flywheel in the form of a disc 8 m in diameter and 3 m thick runs at 
3000 rpm. It is made of an anisotropic filament composite material of a 
uniform density 2160 kg/m’. Calculate (a) the energy in the flywheel, in 
kWh (b) the change in rotational speed and corresponding energy that can 
be extracted from the flywheel if the coefficient of speed fluctuation may not 
exceed 0.01. 
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Non-conventional Power 
Generation: Direct Energy 
Conversion 


Fossil fuels (coal, fuel oil and natural gas) still meet the major part of our energy 
demand and are getting fast depleted. Moreover, there are serious pollution ` 
hazards like greenhouse effect and global warming which occur due to fossil 
fuel burning. The use of nuclear power too has its own problems and nuclear 
fusian is yet to be realized in practice. We have thus been forced to look for 
nonconventional power generation systems so as to reduce fossil fuel 
consumption by increasing the conversion efficiency from fuel to electricity. A 
substantial fuel economy can be achieved by converting “heat” (internal energy) 
directly to electricity by eliminating the link process of producing mechanical 
energy via steam (Rankine cycle). Major direct energy-conversion devices are 
magnetohydrodynamic, thermionic and thermoelectric generators and fuel cells. 
In this chapter we will deseribe the following unconventional energy-conversion 
systems which have considerable influence on the energy scenario of the future: 


1. Magnetohydrodynamic (MHD) power generation 
. Thermionic power generation 

. Thermoelectric power generation 

Fuel cells 

. Geothermal energy 

. Hydrogen energy system 


13.1] MAGNETOHYDRODYNAMIC (MHD) POWER 
GENERATION 


Of all the direct energy conversion methods exploitable, the MHD power 
generation seems to be the most promising for a utility system. The maximum 
limiting temperature for turbine blades being 750-800°C, the MHD generator is 
capable of tapping the vast potential offered by modern furnaces, which can reach 
temperatures of more than 2500 K, and up to 3000 K with preheating of air. 
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Faraday’s law ofelectromagnetic induction states that when a conductor and 
a magnetic field move relative to each other, an electric voltage is induced in the 
conductor. The conductor may be a solid, liquid or gas. In an MHD generator, 
the hot ionized gas replaces the copper windings of an alternator. When a gas is 
heated to high temperatures, the valence electrons of the excited atoms move on 
to higher quantized orbits and ultimately, at certain energy levels they fly off 
and become free electrons. For a gas to be conducting, a certain number of free 
electrons must be present along with an equal number of ions and the main body 
of neutral atoms. Since a very high temperature is required to ionize a gas 
(thermal ionization) which cannot be endured by the materials available, the hot 
gas 15 seeded with an alkali metal, such as cesium or potassium (КСО: or KOH) 
having a low ionization potential (energy needed to ionize one g mol of atoms) 
before the gas enters the MHD duct. An adequate electrical conductivity of the 
order of 10 mho/m can thus be realized at somewhat lower temperatures in the 
range 2200-2700 °C. 

A simple view ofthe MHD generator is shown in Fig. 13.1. The duct through 
which the electrically conducting ionized gas flows has two sides supporting a 


Hot 
gases 
out to 

heat 

exchangers 


MHD duet 


Electrodes 
Fig. 13.1 Simplifed view of an MHD generator 


strong transverse magnetic field of 4 — 5 tesla (1 tesla = 10° gauss) at right 
angles to the flow and the other sides forming the faces of electrodes which are 
joined through an electrical circuit. As the hot ionized gas or plasma enters the 
MHD duct, due to the effect of the strong magnetic field and the consequent 
Lorentz force, there is a decrease in the kinetic energy of the plasma, and the 
electrons and ions get deposited on the opposite electrodes. The power 
generated per unit length is approximately proportional to ou B*/p, where cris 
the electrical conductivity, в is the velocity of the gas, В is the magnetic field 
strength and p is the density. The power produced being de, the conversion to ac 
is done by an inverter. Figure 13.2 shows the principal components of a typical 
MHD plant and its cycle of operations on T-s diagram. It is a Brayton cycle 
with MHD generator replacing the combustor of the conventional GT plant. 
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Fig. 13.2 МНР plant as a cyclic heat engine 


13.1.1 Combined MHD-Steam Power Plant 


If the gas entering the MHD duct at about 3000 *C could be expanded to the 
ambient temperature of 30 °C, the Carnot efficiency would have reached 9095. 
Unfortunately, the MHD power output is restricted because by the time the gas 
temperature falls to 2000 °C the electrical conductivity becomes very low with 
the electrons combining with ions to form neutral atoms, and the generator then 
ceases to operate satisfactorily. Therefore, the MHD generator is used as a 
topping unit and the MHD exhaust at about 2000 °C is utilized in raising steam 
to drive turbine and generate electricity in a conventional steam power plant 
used as a bottoming unit (Fig. 13.3). If the fraction z of the fuel energy is directly 
converted to electricity in the МНО generator, the remainder (1 — 2) is converted 
with an efficiency 7 in the bottoming steam plant so that the overall efficiency is 


p2z*qg'(1-z) (13.1) 
If z = 0.3 and 7 = 0.4, then ту = 0.58, which is a good power plant efficiency. 
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MHD-topped steam plants can operate either in an open cycle or in a closed 
cycle. An open cycle scheme is shown in Fig. 13.3. The products of combustion 


Magnetic field 
(3 to 5 tesla) Low temperature AP 


Hot air (~1200°C) / High temperature 
APH 


Combustor 


(b) 


Fig. 13.3 An open cycle MHD-steam power plant 
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with highly preheated air are seeded with 1% potassium before they enter the 
MHD duct at about 2500 — 3000 К, where some part of the internal energy of 
the gas (plasma) is directly converted to de electricity, and then by de — ac 
inverter to ac power, The high temperature exhaust from the МНО duct 15 then 
used in the preheating of air and in raising steam. In the steam cycle, the 
feedwater heaters and reheaters have not been shown. The combustion air can 
also be preheated indirectly using an auxiliary combustion system. Oxygen- 
enriched air is used when the preheated air temperature is not high enough. 
Since the products of combustion are exhausted to atmosphere, the oxides and 
hydroxides of the seeding element cause severe air pollution. The use of an 
electrostatic precipitator helps in the recovery of the seed, which can be used 
again, and also in the abatement of atmospheric pollution. An MHD-steam 
power plant with coal as the fuel is shown in Fig. 13.4. 

In the closed cycle scheme, helium (or argon) gas seeded with cesium is 
heated in a nuclear reactor, passed into the MHD duct and then into the steam 
generating system (Fig. 13.5). А gas turbine plant can also be used as a 
bottoming unit (Fig. 13.6). Since the combined plant operates over a larger 
temperature difference, the efficiency will obviously be higher. 

For MHD duct walls, the material has to stand up to temperatures above 
2200 °C and the corrosive atmospheres of alkali-seeded gases. The duct wall 
will also need to be an electrical insulator at these temperatures. Materials used 
are magnesium oxide, strontium zirconate and hafnia. Electrodes in the de MHD 
generator perform the same function as brushes in a conventional de generator. 
Tungsten or carbon electrodes have been used. Electrodes are often segmented 
to reduce energy losses due to Hall effect [20]. To produce a strong magnetic 
field, electromagnets used consume a lot of electricity. To reduce the power 
consumption of these electromagnets, cryogenic or superconducting coils at 
liquid helium temperatures have been suggested. 

Although mast of the developmental efforts on MHD were based оп fuels 
like natural gas, kerosene, benzene, toluene, fuel oil, ete., coal is inherently a 
better fuel than others, because it contains less hydrogen, and thus the sink of 
electrons in the flow created by the OH-ions ts reduced. The only fuel which 
has better characteristics than coal 15 char, which contains almost no hydrogen 
and, in general, results in a 25% increase in the performance of the generator 
(Womack, 1969). It was found that there was no deterioration of the channel 
through chemical or thermal action of coal-slag deposits, or of the electrical 
performance of the duct, and there was no loss of the insulator property 
through penetration of the potassium seed by the coal combustion products. In 
fact, the slag deposits protect the electrodes and insulators and improve the 
breakdown properties of the channel by reducing the electrical field gradient 
in the flow direction. 
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Fig. 13.5 Closed cycle MHD-steam power plant 


The oldest MHD-steam power plant is the 75 MW unit (U—25 facility) in the 
erstwhile USSR, of which 25 MW is generated by MHD means. In 1981 another 
1000 MW plant was commissioned near Moscow. Under the joint Indo-USSR 
program, a prototype of an MHD generator having 5 MW thermal input with 
coal gas as the fuel using 40% enriched air, 5 bar combustor pressure, a 
magnetic field of 5 tesla, and a seed of 50% K-CO; in water has been built up at 
BHEL, Tiruchirapalli, in collaboration with BARC, Bombay [1]. The 
technology of MHD power generation is poised for a big leap, and is now a 
major contender for future power plant schemes. 
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(b) 
Fig. 13.6 Closed cycle MHD-gas turbine power plant 


13.2] THERMICONIC POWER GENERATION 


A thermionic generator transforms "heat" directly into electrical energy by 
utilizing thermionic emission. Any metal has free electrons. A metal electrode, 
which is called the emitier, is heated until it is hot enough to release electrons 
from its surface. The electrons cross a small gap and accumulate on a cooled 
metal electrode, called the collector. To minimize energy losses as electrons 
cross the gap, the space between the electrodes is either maintained at a high 
vacuum or filled with a highly conducting plasma like ionized cesium vapour. 
The electrons enter the collector and return through an external load to the 
emitter, thereby producing electrical power (Fig. 13.7). The emitter is positively 
charged, called the cathode, and the collector 1s negatively charged, called the 
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Fig. 13.7 A basic thermionic generator 
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anode. A thermionic generator is thus a cyclic heat engine and its maximum 
efficiency is limited by Carnot’s law. It is essesntially a low-voltage high-current 
device, where current densities of 20 — 50 amp/em^ have been achieved at 
voltages from 1 to 2 V. Thermal efficiencies of 10-20% have been realized, but 
higher values are certainly possible in the near future. 

The emission of an electron from a metal surface is opposed by a potential 
barrier equal to the difference between the energies of an electron outside and 
inside the metal. Thus, a certain amount of energy must be spent to release the 
electron from the surface, which is referred to as surface work function (9). 
Based on statistical mechanics, the maximum electron current per unit area that 
an emitting surface can provide 1s given by the Richardson-Dushman equation: 


moa opi ф 
J= A,T* exp | £) (13.2) 
where J isthe current density (amp m ). T isthe absolute temperature (К), gis the 
work function (eV), К is the Boltzmann constant (1.38 x 10°” J/molecule-K) and 
A, is the emission constant which is equal to 120 amp/(cm —K?). For different 
materials, the work function varies from 1-5 eV (1 eV = 1.602 x 10" J). 

The kinetic energy of the free electrons at absolute zero would occupy 
quantum states, or discrete energy levels from zero up to some maximum value 
defined by the Fermi energy level, g [24]. Each energy level contains a limited 
number of free electrans just like an electron orbit containing a limited number 
of electrons. Above absolute zero temperature, some electrons may have 
energies higher than the Fermi level. The electrons may be assumed to be 
vibrating about £ with an amplitude of vibration depending on the temperature. 
The energy that must be supplied to overcome the weak attractive force on the 
outermost orbital electrons is the work function @, so that the electron leaving 
the emitter has an energy level @+ гу. 

When heat is supplied to the emitter, some of the high-energy free electrons 
at the Fermi level get the necessary energy—energy equal to emitter work 
function @. to escape the emitter surface—move through the gap, strike the 
collector and give up their К.Е. (£(a)) plus the energy equal to collector (anode) 
work function ф,. This energy is rejected as heat from the low temperature 
collector. 

The electron energy is reduced to the Fermi energy level of the anode, £a), 
but this energy state 1s higher than that of the electron at the Fermi energy level 
of the cathode, £(c), so that the electron can pass through the external load from 
the anode to the cathode. Cathode materials should thus have low Fermi levels 
while anode materials must have high Fermi levels. In an electron beam, the 
average kinetic energy of an electron is given by 2KT, K being the Boltzmann 
constant. 

The positively charged cathode tends to pull the electrons back and the 
electrons already in the gas exert a retarding force on the electrons trying to 
cross. This produces a space charge barrier. 
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Figure 13,8 shows a thermionic generator with an interspace retarding 
potential equivalent to д volts above the anode work function ф,. Due to this 
potential barrier, F, > à. and И, > @,, and the current density from cathode to 
anode and that from anode to cathode (back emission) are given by 


e i 


Energy, 
volts (-ve) 


Distance in the gap 


Fig. 13.8 A thermionic generator with interspace retarding potential 


F а 
J.= A, Т2 exp | - — | ampem? 
e | °С 1 «| р/ 


c 


(13.3) 
ү 3 
J,7 A, Т2 exp | - —- | атр/іст? 
E Lin EXP | E p 
The output voltage across the electrical resistance (A) is 
| 
= Feo = fe- Ф. = : [£5(a) – &g(e)] (13.4) 


Each electron must overcome the interspace potential (V.— @.) and the work 
function @, as it leaves the cathode. In doing this work, it carries away the net 
energy 


О. = J, (V, ф. t ØJE ЛИ, Wiem? 
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Each electron also carries away its own K.E. which is 2 KT.. This 
component of energy transfer is 


2 KT. 
Ол = J. = Wiem? 
е 


The back emission from the anode must similarly carry energy to the 
cathode. The net rate of energy supply to the cathode would thus be 


2КТ, 2КТ, 
Od (2 AL, а, (13.5) 


where е = 1.602 x 10 coulomb. 
The power output from the generator is 


We VJ, -J) (13.6) 
The thermal efficiency of the thermionic generator would be given by 
ASA = Ja) 
[ДЕБ ELAN PE ZA Meg 
el 
е е 
where V, = F,- F,. Substituting 
F F T. 
“=, =P and 2 = й 
KT, КТ, 7 


The efficiency can be written as 
GIKT. — B,KT,)(J. - J,) 


AKT. 
(акт, + A - n (A КТ, + 


= 


2КТ, 
E 
_ _ (8, - 88) - 6 ехр(д. — В,)] 

(B, +2) - € (В + 28) exp( B, — 8) 


It is found that for all values of @ the efficiency curve peaks are very near to 
the value of B, equal to Д. [5]. 


Putting B. = B,. Eq. (13.8) becomes 


(13.8) 


PE E ars 
ome = U я id 


It is interesting to note that the final bracketed term is very nearly equal to 
unity so that 


B 
а = [1-8 13.10 
Trax =| ) Br 2 ( ) 
Here, (1-8), i.e. (1 — 7,/T,) is the Carnot cycle efficiency. If 8= 18, 
П max = 0.9(1 ~ 8) 
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Again, 1144, occurs when fj, = В, i.e., 


E. V 
a E (13.11) 
T T 


E 


To reduce the space charge barrier and to promote electron emission from 
the cathode, ionized cesium vapour is made to fill the gap. To achieve a higher 
degree of ionization of the cesium, the emitter temperature must be of the range 
1500 — 1600 °C. 


13.2.1 Thermionic Generator as Topping Unit 


Attempts are being made to use thermionic generators for utility applications. 
The fuel elements of nuclear reactors may be the most suitable high temperature 
heat sources for thermionic generators (Fig. 13.9). The fuel element 1 
containing the fissile material carries the cathode 2 which is surrounded by the 
anode 3 separated from the cathode by a space 4 filled with ionized cesium 
vapour. The anode is cooled on the outside by the coolant flowing through the 
annulus 5. Some of the energy released by nuclear fission is thus directly 
converted to electricity by thermionic means, and the remainder is converted in 
a bottoming steam plant, yielding a higher overall plant efficiency. 
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Fig. 13.9 Schematic of a thermionic generator in a nuclear reactor 


In the steam generator of a fossil-fueled steam power plant, the riser tubes 
are located in the radiant zone of the furnace. The energy of high temperature 
combustion gases can be partly converted to electricity 1f the riser tubes are 
provided with cathode and anode of a thermionic generator with the interspace 
filled, as usual, with ionized cesium vapour (Fig. 13.10). The use of the hot 
combustion gases to produce extra energy before the steam cycle in a topping 
unit improves the overall plant efficiency. 

Another interesting application is in a topping cycle combining an MHD 
generator with a thermionic generator (Fig. 13.11 and Fig. 13.11a). The waste 
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High temperature emitters may be made of materials like tungsten or 
rhenium. Ceramic shields must be provided to protect them from the corrosive 
combustion gases. Collectors may be made of molybdenum coated with cesium. 
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Fig. 13.11а Block diagram for а thermionic topped steam power 
plant 


13.3 | THERMOELECTRIC POWER GENERATION 


When the junctions of two dissimilar 
wires А and В are maintained at two 
different temperatures a potential diffe- 
rence is developed (Fig. 13.12). It is 
called the Seebeck effect and it is the 
basis of temperature measurement by a d 
thermocouple. The Seebeck coefficient Fig. 13.12 А thermocouple 
or thermoelectric power is defined as 


AF 


‚n= lim — 
AB ar oO AT 


(13.12) 
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Let m be the resistance ratio defined by 


eee (13.23) 
К + К, 
К, +R +R, 
so that I + m = — 
Кр +, 
and from Eq. (13.22), 
n (7; -1,) 
The useful power is then (from Eq. 13.20), 
ai (n-TY т-тү 
= p.n ( 1 о) А, + E _ т йе ( 1 ө) (3.25) 


(R, +R) (+m)? "ант R +R, 


and the heat input (from Eq. 13.19) is 
m d kt (R, +R, )(1+т) 2(1 + my (Е, ыр a К.) (T Т.) (13.26) 


The efficiency of the thermoelectric generator is given as 


qve 
9g = in (ltmy R,*R, a 
= : Те -T п-т.) а, 
i ET ня Зане KOM DD 
р n 
Е 7 = (13.27) 
ENE AND 
n : m Ça T 
Let z, called the figure of merit, be defined by 
2 
т (13.28) 


^ (KK, +R) 


It consists of only material properties of the two semiconductors. It can be 
seen from Eq. (13.27) that as z increases, 17 will increase. ГА = А, + К, and К = 
Ka + K for a pair of materials when the product (К К.) is minimum, z (and 
hence 77) is maximum. 

Now, 


m ЕЧ Ё А, ird (13.29) 
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Let Ap/Lp = Hand 4,/L, = Yos so that 


Pp р, 
R.K-|— «0 | {Ьу t k, y.) 
[ d kr et ka Y 


р 


= hy Pot hop 7o ek p, = + ky Pp (13.30) 


Once the materials have been ы! the variables are %, and %, the area- 
to-length ratios of the legs. To minimise К · К, 


-2 
d(R-K) Ya 
“кы. de а = = — E Pa 
d(», / y, ) sc AB 
f= Fal (13.31) 
Fp кй, 


On substitution in Ед. (13,30), 


kp 1/3 kp 172 
В. =k, py + АР +k Р xk 
К min sd a Po Е | н Pr 


pen peo 


= К, SERTAS (13.32) 


and the maximum figure of merit is given by 


2 
nu "i (13.33) 
Vo, &,) kj Jo, ka) al 
From Eq. (13.27). 
T-T 
п = (13.34) 
| „Otm? 
(1+ m) — 
a zh 


For given values of T, and Т, and with the maximum z for a given pair of 
materials, 77 depends оп m, and to find the optimum value of m, 


d 
= = 0, which gives 


Dar 
том [+ > | = m, Say (13.35) 
By rearrangement, 
mt l= = d +i 
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From this, it would seem that the greater the number of stages, the greater 
the efficiency. However, the maximum stage efficiency is limited by the 
temperature range over which it works, as given by Eq. (13.36). If each stage 15 
optimized for geometry and resistance ratio, each stage efficiency can be 
improved. The greater the number of optimized stages the great the efficiency, 
and hypothetical infinite staging should produce a theoretical maximum value 
of efficiency over a given temperature range. 

Figure 13.15 presents a 3-stage thermoelectric generator with the stages 
operating at different temperatures and the sizes successively reduced. 
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Fig. 13.15 А simple 3-stage cascade thermoelectric generator 


The output voltage can be increased by putting a number of couples in series 
(Fig. 13.16). Such an arrangement is called a thermopile which can measure an 
emf signal even for a small temperature difference. 


13.3.2 Materials of Thermoelectric Elements 


Bismuth telluride, lead telluride, germanium and other semiconductor materials 
have properties suitable for thermoelectric generation. Alloying and “doping” 
make it possible to produce p-type and. n-type materials. In the temperature 
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Fig. 13.18 A schematic of combined thermoelectric-steam power 
plant 


The waste heat of gas turbines and diesel engines can be utilized for 
thermoelectric power generation. Even stack gases can be used to produce 
electricity by thermoelectric means (Fig. 13.19). The metal stack consists of a 
series of rings of two alternate metals connected alternately at the inner and 
outer annular edges, and are thermally and electrically insulated. Pairs of a 
series of thermoelectrodes produce comulative voltage. 
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Fig. 13.19 Thermoelectric waste heat stack 


The decay heat of radioisotopes has been used for the operation of small 
(0.1 kW) thermoelectric generators. 

Notwithstanding their comparatively low thermal efficiency, thermoelectric 
generators are already recognised as very convenient direct energy conversion 
systems, due to their simple and compact construction and the absence of 
moving parts, and have a promising future in utility systems as well as for waste 
heat recovery. 
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13.4] FUEL CELLS 


The fuel cell converts chemical energy directly into electrical energy in a 
reaction that eliminates combustion of the fuel. Unlike a heat engine that 
operates on a thermodynamic power cycle, the performance of the fuel cell is 
not restricted by the second law of thermodynamics. 

Some discussion on fuel cells was undertaken in the previous chapter. The 
sign convention for the cathode (+) and the anode (—) is the same for batteries 
and fuel cells, and for thermoelectric, thermionic and MHD generators; negative 
ions or electrons flow from the cathode to the anode within the device, so that 
the conventional current flow is from the cathode to the anode in the external 
circuit. The elemental particles are referred to as charge carriers. The negative 
charge carriers may consist of electrons or of atoms or molecules with negative 
charges or electrons. The positive charge carries may consist of atoms or 
molecules that have lost some of their electrons, or may be an electron hole 
(space left by the departure of an electron). 

The charge of an electron (e) is 
— 1.60 x 10°"? coulomb. 

To move one electronic charge 
over a distance with a potential 
difference of — 1 volt, an energy of 
1 eV (electron volt) is required. 


leV= -1.602 x 10 "^ x — 1 
coulomb-volt 


= 1,602 x 10°" joule 


А dry cell battery 1s shown in 
Fig. 13.20. The chemical equations 


show the separate reactions at the Anode Cathode 
(zinc) KOH (Mercuric oxide) 
anode and at the cathode, and also : 
the overall reaction of the whole Electrolyte : Aqueous KOH 
cell. 


Anode reaction: Electrons lost Fig. 13.20 Typical electric battery 


to external circuit (oxidation) 
Zn + 20H — Zn(OH), + 2e 
> ZnO + H,O + 2e 
Cathode reaction: Electrons gained from the external circuit (reduction) 
Нео + H,O + 2e — Hg + 20H 
Cell reaction: Anode and cathode materials eventually depleted. 
Zn + HgO — Zn + Hg 


The anode reaction is essentially oxidation of zinc. This can be imagined as 
taking place in two steps as shown. The cathode reaction is essentially reduction 
of the mercuric oxide to mercury. It is typical of batteries that the electrodes and 
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sometimes the electrolyte are chemically changed and exhausted so that 
eventually the reaction must come to a stop. 

A fuel cell could be considered as an electric battery in which both the fuel 
and the oxidizer are continuously replaced (Fig. 13.21). The anode and the 
cathode material do not normally enter into the chemical reactions although 
they may act as catalysts. The two electrodes must also serve the function of 
preventing the non-ionized fuel and oxidizer into the electrolyte between the 
two. 
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Fig. 13.21 Fuelcell operation 


Fuel cells might be divided into basic categories according to whether the 
product of the overall reaction must be disposed of in the cathode plenum space 
or in the anode plenum space, and whether the current flow through the 
electrolyte is a transfer of negative ions from the cathode to the anode or a 
transfer of positive ions in the opposite direction. Three types are illustrated in 
Fig. 13.22. More complicated fuel cells may actually operate as combinations 
of these basic types. Fuel cells are also classified according to the temperatures 
at which they operate. 
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Fig. 13.22 Three different types of fuel-cell reactions 


13.4.1 Typical Fuel-Cell Reactions 


In a fuel cell, the type of reactions taking place is determined by the fuel and 
oxidizer combination, by the composition of the electrolyte, and by the materials 
and the catalytic effect of cathode and the anode surfaces. 

In Figs. 13.23, 13.24, 13.25 and 13.26, four different fuel cell reactions are 
presented. In each figure, the anode, cathode and overall cell reactions are given 
and the sides from which the products are removed are noted. The first two 
figures of this group are both hydrogen-oxygen cells. Although the product is 
water in both.examples, the reactions are quite different. In Fig. 13.23, the 
charge carrier through the electrolyte is a positive hydrogen ion, while in 
Fig. 13.24, it is a negative hydroxyl ion. 


Anode Cathode 


Anode: 2H; — 4H* + 4e~ 
Cathode: 4e- + O; + 4H* — 2Н.0() 
Cell: 2H; + O4 > 2Ha i} 
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Fig. 13.23 Hydrogen-oxygen fuel cell, Type A 


Anode Cathode 


Fig. 13.24 Hydrogen-oxygen fuel cell, Type C 


Anode: 2H, + 40H — 4H,0 + 4e 
Cathode: 20, +4H,O +48 > 2HO-,+ 20H + 2H;0 > 40H +0, + 2H, OI) 


. 0,+4Н.0 + 4e > АОН + 2Н,0(1) 
Cell: 2H, + О, > 2H50(1) 
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Fig. 13.26 Schematic representation of the methane-oxygen fuel 
cell 


13.4.2 Thermodynamics of Fuel Cell Reactions 


The fuel cell operates as a steady state, Q 
steady flow system (Fig. 13.27) in 
which fluid enters at state 1 and leaves 
at state 2. Ideally the system should 
operate isothermally. 
Writing the S.F.E.E., 


A,+@=AL,+ ¥ 
W=H,-H,+0 (13.39) 
For ideal isothermal heat transfer, 


H 


Fig. 13.27 Ideal fuel cell 


Q= Т($,— 51) (13.40) 
In terms of Gibbs function, 
G,— G, = FM, -H T(5- 5) 13.41) 
The work for an isothermal reversible system 
W(max) = G, - Gj =- AG (13.42) 


Thermal efficiency of an ideal fuel cell 
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Hydrogen-Oxygen Fuel Cell 


| 
H‚(g) + : Os(g) > H,0(1) 
АС = ХАС — ZAG, where P = products, R= reactants 
R 


P 
= _237.3-0=- 237.3 kJ/kg mol 
Similarly, АН = — 285.99 kJ/kg mol 
n= ZE =0.83 0r83% 
285.99 


y- AG ___=237.3 
nj 1x2%96.529 


Carbon-Oxygen Cell 
AG = — 394.57 kJ/kg mol, АН = — 393.7 kJ/kg mol 


=— 1.23 М 


p = 100%, = — 39557 _ =_1.02V 
1x 4x 96.529 


Methane-Oxygen Cell 


CH4(g) + 205(g)  СОхЕ) + 2H50 (7) 
AG = — 818.48 kl/kg mol, AH = — 890.91 kI/kg mol 


n= LLL 0.92 or 92% 
890.9] 
-815.48 
|" 8096.529 106 У 
If 1 gmol of CH, is consumed in | min, estimate the ideal power output. 
P= hF V, 
_ Ix 8x 96,529 x 1.06 gmol _ J 
u 60 s Vx gmol 
= 13.643 W 


13.4.3 Different Fuel Cells 


Fuel cells were originally used for manned space missions where the hydrogen 
and oxygen were stored in their pure form as liquids and the resulting 
combustion product, namely, water, was then used by astronauts for drinking. 
However, for terrestrial uses, in addition to utilizing the fuel and oxidant in 
liquified form, cheaper methods are also utilized. These involve using 
hydrogen-containing gases or liquids for the fuel at the anode and air-containing 
oxygen at the cathode. Such cells are not as efficient as using Н, and О, in pure 
form, but they are much cheaper. 

Examples of hydrogen-containing gases and liquids which have been used 
and can still be used are as follows: 
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Hydrocarbons: methane CH ,, ethane, C,H,, acetylene C,H), ethylene CHa 
propylene C;H,, propane C,H,, methanol CH,OH, hexane C.H, butene С.Н», 
butane C,H,,, pentane С.Н... benzene C,H,, toluene C-H,, heptane С-Н е, 
octane СН, х, попапе CoH), decane С „Н>. 


Nitrogenous : ammonia МН, hydrazine М.Н. 


The hydrocarbons are ‘cracked’ with steam giving rise to CO, CO, and H. 
When fuel H4 is blown through a porous metallic electrode consisting of 
catalysts such as platinum and noble metals, the hydrogen molecule loses two 
electrons (2e ) and becomes a doubly charged ion (2H '). This is an oxidation 
process, Because of electrons accumulating on he surface of the metallic anode 
and the electrolyte acquiring positively charged ions adjacent to the electrode, a 
charge separation occurs resulting in a potential difference, positive on the 
electrolyte side and negative on the anode side, much like the plates of a 
capacitor. The Н” ions pass through the electrolyte such as KOH, in which the 
bond is ionic with K and OH ions being present. 

At the cathode, electrons returning from the external circuit combine with 
oxygen and react with water in the KOH solution of the electrolyte to form 
hydroxyl ions: 

Q,*4e *2H,0 40H 


The oxygen suffers a reduction process through combining with the 
electrons. These enter the electrolyte and maintain the strength of the KOH, 
transporting the electrons from the cathode to the anode. The Н? and ОН” ions 
combine to form H,O and go into solution. 

The electrodes must be good electrical conductors and highly resistant to 
corrosive environment. They must also be catalytic. to perform charge 
separation, but not take part in any chemical reaction themselves. Because fuel 
cells work best with platinum and other precious metals, nearly 25% of the cost 
of the cell is in these electrodes. The electrolyte is the carrier of charges and can 
be either acidic or alkaline, and be in liquid or solid state. Regeneration in which 
the product materials can be re-converted to fuel and oxidant reduces costs. 


Five types of fuel cells developed so far are as follows: 


(a) Phosphoric Acid Fuel Cell (PAFC) 
The cell operates at about 200°C, H.—O. cell, high pressure, 
efficient, 1 MW and above, 13.8 kV, platinum electro-catalyst. 
(b) Alkaline Fuel Cell (AFC) 
H, and O, in pure form, KOH electrolyte: electrodes porous Ni 
substrate with Pt support. 
(c) Solid Polymer Electrolyte Fuel Cell (SPEFC) 
Operates at temperatures below 100°C, high polymer electrolyte and 
Pt electro-catalyst. 
(d) Molten Carbon Fuel Cell (MCFC) 
Operates at high pressure and temperature. Electrolyte consists of molten 
carbonate of sodium or potassium (NaCO, or KCO). Electrodes are 
made of Ni for the anode and Ag for the cathode. 
(e) High Temperatures Solid Oxide Fuel Cell (HTSOFC) 
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What do you understand by (a) surface work function, (b) Fermi energy? 
What is interspace retarding potential? 

What is Richardson-Dushman equation? What is its relevance in thermo- 
nionic power generation? 

What is the reason of filling the gap with ionized cesium vapour? 

How does а thermonic generator fit as a topping unit in a (a) nuclear reactor, 
(b) riser tube of a boiler? 

Explain a combined MHD-thermionic-steam power plant. 

What are the suitable materials for the emitters and collectors of a thermionic 
generator? 

What do you understand by (a) Seebeck effect, (b) thermoelectric power? 
What do you mean by (a) Peltier heat, (b) Peltier coefficient? 

Explain the principle of thermoelectric power generation. 

What do you understand by “figure of merit"? When does its value become 
the maximum? 

What is the optimum resistance ratio for (a) maximum power, (b) maximum 
efficiency? 

Explain the cascade multi-stage operation of thermoelectric generators. 
What are the suitable materials for thermoelectric elements? 

How can a thermoelectric generator be incorporated in the fuel elements of 
nuclear reactors? 

Explain how a thermoelectric generator can be used as the topping unit of a 
steam power plant. 

Explain how the waste heat of gas turbines and diesel engines can be utilized 
for thermoelectric power generation. 

Briefly discuss the merits of thermoelectric power generators. 

How does a fuel cell operate? How is it different from a battery? 

Explain the reactions in a dry cell battery. 

What are the three types of full cell reactions? Give the hydrogen-oxygen, 
carbon-oxygen and methane-oxygen fuel cell reactions. 

Explain the thermodynamics of fuel-cell reactions. 

What is a Faraday? What do you mean by the ideal voltage of a fuel cell? 
Explain the PAFC, AFC, MCFC and HTSOFC. 

Give the applications of fuel cells. 

Explain geothermal heat as an energy source. What are the sites where 
geothermal power plants have been established? 

Give the five types of geothermal systems in commercial use. 

Enumerate the advantages of hydrogen as a fuel. 

Explain the different methods of producing hydrogen. 
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The duct of an MHD generator has a constant spacing between electrodes of 
0.4 m. Each electrode has an area of 0.5 m’. Ionized gas with an electrical 
conductivity of 30 (ohm-m) * flows through the duct at an average velocity of 


13.2 


13.3 


13.4 
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800 m/s. A cross magnetic flux of 2.5 Wb/m? is applied, and an external 
resistance (load) of 0.04 ohm is connected across the electrodes. What is the 
theoretical power output? 

A thermionic generator with a cathode work function of 2.2 V and an anode 
work function of 1.6 V operates at a cathode temperature of 1400 К. For 
ideal values, assume zero retarding voltage in the interspace. (a) What should 
be the approximate anode temperature? (b) What would be the ideal current 
density? (c) Calculate the ideal power output рег cm? and the thermal 
efficiency. 

Design a thermoelectric generator to operate from a heat source of 1000 К 
and to reject heat at 600 К. The required output is 50 W at 6 V. The properties 
of the materials to be used are: ar, = 0.001 УК, А, = 0.03 Wiem-K, А, = 
0.02 W/cm-K, р, = 0.005 ohm-cm, 2, = 0.006 ohm-cm. Assume the 
thermoelectric elements to be | cm in length. 


[4ns. 0.51 ст“, 0.685 cm] 


Certain elements А and В have the following properties in the temperature 
range of interest: 


„п = 0.003 V/K, 
Kp Ay = 0.04 WK 
Rp Ra = 0.025 ohm 
The elements operate between junction temperatures of 1250 К. and 750 К. 
Determine (a) the maximum output and the efficiency at maximum output, 
(b) input power and terminal voltage at no load, and (c) the input power and 
current under short-circuit condition. 


(Ans. (a) 11.25, 12.4%, (b) 40 W, 1.5 V, (c) 130 W, 30 A] 
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Environmental Degradation 
and Use of Renewable 
Energy 


Fossil fuels are primarily used to generate electricity, to produce heat in 
industrial processes as well as to drive engines for transport purposes in land, 
water and air. The products of combustion of such fuels are CO,, CO, H,O, 
SO, NO, NO, etc. For many years, CO, was regarded as a benign gas as long 
as it was not inhaled in great amounts, for it is not poisonous. Since СО, is 
released into the atmosphere, photosynthesis in which green plants use CO, to 
produce sugars like glucose, kept levels of CO, in balance to sustain the 
biosphere. Indeed, plants and therefore life, could not survive without CO,. But 
gradually, as the decades went by, scientists began to realise that the massive 
increase of CO, in the atmosphere due to industrial activities worldwide and 
deforestation has been causing a great harm to the world. This CO, gas acts like 
the glass in a greenhouse, trapping the sun's heat and causing the earth's 
atmosphere to warm up. 

Unlike CO,, carbon monoxide is poisonous. It asphyxiates, or suffocates, 
people who inhale it. It causes headache, dizziness and confusion. It tricks red 
blood cell which feed CO to the brain, instead of oxygen, leading to its 
malfunction. 

Nitrogen and oxygen combine during combustion (at high temperature) to 
form NO, NO, N-O, and so on, termed together as NOX. These pollute the air 
which when inhaled, turns into acid in the lungs which eats away at the lungs 
spongy structure causing it to lose the capacity to absorb oxygen from the air. 
Less oxygen is thus passed into the blood stream as a result of which a person 
suffers shortness of breath, and lung and bronchial illnesses, leading often to 
death. 

If there is sulphur in fuel, it is emitted in the form of sulphur oxide like SO, 
or SO,, termed together as SOX. It causes similar health problems as NOX 
especially those of the respiratory organs. In the atmosphere it may combine 
with rainwater to form sulphuric acid turning the rainwater acidic. When this 
rainwater falls on the earth, it scorches the earth making the soil absolutely 
infertile and destroys aquatic life in rivers and lakes. 
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Pollutants in the air (acids, smog, dust, etc.) clog the tiny pores in leaves, 
stopping trees from photosynthetic activity and respiration which helps plants 
breakdown food to give them energy. 

А large source of pollution comes from burning wastes in incinerators. If 
burning occurs without any effort to collect the dust and debris, these rise high 
in the air and stay there, becoming part of the dirt contained in smog, eventually 
falling as part of the dust and grit, along with chemicals released from plastics, 
packing and other disposable articles. Thus, incinerators, manufacturing 
chemineys belching out smoke and debris, exhaust pipes of cars and trucks, and 
stacks of electric power plants are sources of air pollution. 


14.1] GREENHOUSE EFFECT 


A greenhouse is designed with a transparent roof and side panels, normally 
made of glass, that allow sunlight to reach the plants kept inside, keeping them 
warm, so that in the middle of a frigid winter outside, a temperatre or tropical 
climate keeps the plants lush and green inside. The greenhouse effect for the 
earth works in the same way. Certain gases in the atmosphere act as a transparent 
roof, the most abundandant of these ‘greenhouse gases’ being carbon dioxide. 
The others are methane, carbon monoxide, hydrocarbons and chlorofluoro- 
carbons (CFCs). These gases are transparent, so that the high-temperature 
radiation from the sun passes through the atmosphere and reaches the earth, but 
the low-temperature radiation from the earth ts prevented from escaping into the 
outer space by the greenhouse gases (Fig. 14.1). The energy absorbed and 
trapped by the CO, gas heats up the atmosphere causing global warming. 

With the increasing energy needs of a growing population and economy, the 
increase of fossil fuel consumption has caused the atmospheric CO, level to 
rise, which in turn causes the earths’ temperature to rise. This has started to melt 
the ice caps at the North and South Poles, retreating the glaciers and snowlines 
and causing the ocean levels to rise, It is projected that at this rate of CO, 
release, the oceans will rise 2.0 — 2.5 metres by the end of this century, as a 
result of which the coastal plains, which are the most fertile, will be severely 
flooded with the consequent shortage of habitable and agricultural land. 

A great deal of CO, is dissolved in the sea. If the temperature rises due to 
increasing CO, levels, then the top 70 m of seas will also heat up, releasing 
some of the dissolved CO, which will further add to the greenhouse effect. This 
will increase the temperature of the seas even more, releasing even more CO,, 
and so on. This is called the catastrophic greenhouse effect. Also, an increase in 
the sea's surface temperature would substantially increase the number and 
severity of hurricanes leading to hundreds of deaths, millions becoming 
homeless and also great property damage. 

The greenhouse effect causes heavy rainfall and consequent flooding in one 
part of the world, while droughts occur in other parts of the world to balance the 
water cycle. Both cause hardships to society and enormous economic losses. 
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Fig. 14.1 А greenhouse 
14.2] ACID RAIN 


When water vapour in clouds condenses into water droplets, they fall as rain 
through the atmosphere mixing with polluting gases such as oxides of sulphur, 
nitrogen and carbon, forming dilute acids-sulphuric acid, nitric acid and 
carbonic acid. The first two are very strong corrosive acids and are cited as the 
main culprits causing acid rains. However, the third one, carbonic acid, although 
much weaker than the first two, could actually be more damaging because it is 
produced in much greater quantities. 

The rain containing these acids falls everywhere—into lakes, rivers and 
oceans, over forests, fields and farms and on to homes, buildings and structures. 
Everything which comes into contact with raimwater is subjected to the corrosive 
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effects of the acids, which are harmful to everything, both to living beings and 
to material objects, and as the acid concentrations increase, the rainwater 
becomes more destructive and the acid concentrations increase as fossil fuel 
consumption increases. 

As a result of acid rains, the waters in lakes, ponds or estuaries become more 
and more acidic, affecting greatly the flora and fauna, decimating fish and all 
aquatic organisms. It causes irrepairable damage to forests and farms, affecting 
the quality and quantity of farm produce. Acid rain damages the protective 
coatings of paint and exterior metallic trims on cars, buses and other vehicles. 
Acidified drinking water can cause various ailments, especially in the kidneys 
and urinary tracts. Hundreds of species of plants and animals become extinct 
every year due to the effects of fossil fuel generated pollutants and acid rains. 


14.3| SMOG 


The basic difference between fog (water vapour condensing on solid particles) 
and smog in which a complex organic compound, peroxyacyl nitrate (PAN) 
condenses or gets adsorbed on pieces of particles like flyash or on dust floating 
in the air. It causes irritation to the eyes, attacks bronchial tubes and even causes 
death of a person having a respiratory disease, if the smog is thick enough. 


14.4| NUCLEAR RADIATION 


A properly constructed well-maintained nuclear reactor is harmless. However, 
nuclear plants are not always well managed as it happened in Three-Mile Island 
(USA) and Chernobyl (erstwhile USSR). Emitting radiations of high as well as 
low intensity may be extremely hazardous to human life and animals. So, 
nuclear power plants may also not be so benign as they are thought out to be. 
Any kind of failure, either human or otherwise, may cause a great catastrophe. 


14.5 | SOLAR ENERGY 


The radiation continuously showered an earth by the sun represents the mast 
basic and inexhaustible source of energy which is the mother of all forms of 
energy—conventional or non-conventional, renewable or nonrenewable, the 
only exception being nuclear energy. Plants use solar energy to effect 
photosynthesis, converting the carbon derived from atmospheric CO, to plant 
tissues. This gives rise to plant biomass. Animals including humans use plant 
biomass to get food energy. The animal biomass results from the animal tissues 
generated by food consumption. This plant or animal biomass becomes food 
energy for carnivores and the source of work. Apart from food, the plant 
biomass is also a major energy source—it is either directly converted into heat 
by burning or is converted to chemicals like methane, methanol, coke, etc. 
which in turn become sources of energy. 
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The heat from the sun causes continuous evaporation of water from the 
oceans, lakes, rivers, plants and soil, The sun also heats up the air. Due to the 
differences in the nature of terrains, altitudes and distances from the sun, this 
heating is not uniform. The air acquires different temperatures at different points 
horizontally as well as vertically. This leads to winds—slow and fast, providing 
wind energy. The evaporation of water coupled with action of winds drives what 
we call Aydrological cycle leading to rains and changes in weather. Water stored 
at an elevation when allowed to flow by gravity, is a major source 
of energy—hydropower or hydel energy. The waves generated in oceans by 
winds, and the gravitational pull of the sun and moon contain in them wave 
energy. The sun heats up the top layer of oceans (up to the depths to which its 
light penetrates). The bottom darker layers in oceans remain cooler than the top 
layers. This difference in temperatures is used to generate OTEC-Ocean 
Thermal Energy Conversion. 

Thus all renewable energy forms, with the exception of breeder reactors, are 
solar in origin. 

The nonrenewable sources such as petroleum, coal and lignite, called fossil 
fuels, are also solar in origin— generated by the action of heat, pressure and 
time on forests and animals that existed some millions of years ago. 

Solar energy is thus very large and inexhaustible: The power from the sun 
intercepted by the earth is about 1.8 x 10!! MW, which is many thousands of 
times larger than the present consumption rate ofall commercial energy sources. 
Thus solar energy, in principle, could supply all the present and future energy 
needs of the world. 

In addition to its size, solar energy has two other big advantages. Firstly, 
unlike fossil fuels and nuclear power, it is an environmentally clean source of 
energy. Secondly, it is free and available in adequate quantities in almost all 
parts of the world. 

However, there are certain problems associated with its use, such as (1) it is 
a dilute source of energy, hardly exceeding | kW/m”. Thus large collecting areas 
are required in many applications resulting in excessive costs. (2) Availability of 
solar energy varies widely with time in the day-night cycle as well as from 
season to season. Consequently, the energy collected when the sun is shining 
must be stored for use during periods when it is not available. 

Various methods of solar energy utilization are given in Table 14.1. It is seen 
that the energy from the sun can be used directly and indirectly. The direct means 
include thermal and photovoltaic conversion, while the indirect means include 
the use of water power, the winds, biomass and OTEC. 


Table 14.1 Methods of Solar Energy Utilization 


Solar Energy Utilization 


АИ 


Direct Methods Indirect Methods 


[—— r 


Thermal Photovoltaic Water power Wind Biomass OTEC Wave energy 
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energy can be stored as sensible heat or latent heat. Sensible heat storage is 
usually done in an insulated container containing a liquid like water or a porous 
solid in the form of pebbles or rocks (Fig. 14.6). The first type is preferred with 
liquid collectors, while the second type is compatible with air heaters. In the 
case of latent heat storage, heat is stored in a substance when it melts and 
extracted when the substance freezes. 
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Fig. 14.6 Schematic of two forms of sensible heat storage: (a) 
liquid, (b) porous solid 


A novel device which combines the functions of both collection and storage 
is the solar pond. И consists of an expanse of water about a metre or two in 
depth in which salts like sodium or magnesium chloride are dissolved. The 
concentration of the salt is more at the bottom and less at the top. Because of 
this, the bottom layers of water are denser than the surface layers even if they 
are hotter and thus natural convection does not occur. The heat from the sun’s 
rays absorbed at the bottom of the pond is retained in the lower depths and the 
upper layers of water act like a thermal insulation. 


14.5.2 Solar Thermal Power Generation 


Solar thermal power cycles can be broadly classified as low, medium and high 
temperature cycles. Low temperature cycles generally use flat-plate collectors 
so that maximum temperatures are limited to about 100°C. Medium temperature 
cycles work in the range of 150°C to 300°C, while high temperature cycles 
work at maximum temperatures above 300°C. 


(a) Low Temperature Rankine Cycle А typical system working on 
a low temperature Rankine cycle is shown in Fig. 14.7. The energy of the sun is 
collected by water flowing through an array of flat-plate collectors. To get still 
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higher temperature, booster mirrors which reflect radiation on to the flat-plate 
collectors are sometimes used. The hot water at about 100°C is stored in a well- 
insulated thermal storage tank. From here, it flows through a vapour generator 
through which the working fluid of the Rankine cycle is also passed. The 
working fluid has a low boiling point. Consequently, vapour at about 90°C and 
a pressure ofa few atmospheres leaves the vapour generator. This vapour then 
executes a regular Rankine cycle by flowing through a prime mover, a 
condenser and a pump. The working fluids normally used are organic fluids like 
methyl chloride and toluene and refrigerants like &-11, R-113 and А-114. Since 
the cycle operates through a small temperature difference (й, (ар — bond > 
55°C), the Rankine efficiency hardly exceeds 7-8%. The efficiency of the 
collector system is of the order of 25%. Hence an overall efficiency of only 
about 2% is obtained. 


Working 


Water Pump fluid 


Fig. 14.7 Low temperature Rankine cycle 


Plants of this type of French design having capacities up to about 50 kW 
have been installed in many parts of the world. However, such plants have been 
found to be costly, because of the large collector area required. If it is coupled to 
solar ponds, it may be cost effective, as done in Israel [1]. 


(b) Medium Temperature Rankine Cycle Temperatures around 
150 to 300°C can be attained by using arrays of cylindrical parabolic focussing 
collectors. The axes of these collectors could be oriented north-south or cast- 
west and tracking about these axes would be required. The fluid flowing through 
the absorber tubes is a high-boiling-point liquid. It is stored in tanks and drawn 
through a heat-exchanger in which it transfers heat to high pressure water which 
is converted to steam. The high pressure steam executes a Rankine cycle. Fluids 
other than steam have been considered. Fluorine-based fluids are quite suitable, 
yielding a cycle efficiency of about 20% and an overall efficiency of 10%. 


(c) High Temperature Rankine Cycle For generating temperatures 
higher than 400°C and for operating Rankine cycles with efficiencies com- 
parable to those obtained in conventional power plants, a concept which is being 
seriously considered both in the United States and Europe ts the Central Tower 
Concept (Fig. 14.8). Solar radiation reflected from heliostats, 1.c. arrays of large 
mirrors, is here concentrated on a boiler situated at the top of a supporting tower. 
This thermal input to the boiler is used to operate a high-temperature Rankine 
cycle. At the moment, a few prototypes are either in operation or under 
construction. 
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Using solar energy, hydrogen can be produced in four different ways — direct 
heat, thermochemical, electrolytic and photolytic. 

In the direct-heat method, water is heated to form steam and then steam is 
superheated to about 1400°C or more, at which stage the molecules of steam 
start splitting apart to form hydrogen and oxygen. As the temperatures are 
further increased, the rate at which the steam molecules split apart increases. 
The same effect can also be achieved by reducing the steam pressure. Thus 
higher temperatures and lower pressures are the best ways to produce hydrogen 
using the direct-heat method. Large concentrating parabolic mirrors would then 
be used to focus the solar energy on to containers of water. Such a system 1s 
called a solar furnace, since it produces very high temperature—steam without 
pollution. 

In the thermochemical method, temperatures as high as 2500-3000°C are 
not required to split steam. If much cooler steam at 300-1000°C is passed over 
powdered iron, the iron soaks up the oxygen, forming iron oxide—rust—and 
leaving hydrogen. The rust can be then heated to make it release the oxygen, 
leaving us with unrusted, powdered iron again. By doing this over and over 
again, with large amounts of powdered iron, we could obtain a supply of 
hydrogen gas. 

In the electrolytic method, cells similar to the cells in a car battery are used 
to produce hydrogen and oxygen from water. Each cell consists of two 
electrodes immersed in an electrolyte of water plus some chemicals that conduct 
electricity well, and is connected to a direct current (d.c.) electricity supply. 
When enough electricity is supplied between the electrodes to cause a current to 
flow, oxygen is produced at one end (the anode) and hydrogen at the other 
(the cathode). Instead of splitting steam with heat, we are splitting water with 
electricity. 

In the photolytic method, the sun's energy is directly used to split water into 
hydrogen and oxygen. Water *soaks up' minute light particles in the sun's rays, 
called photons. When water has absorbed enough photons, it splits into 
hydrogen and oxygen. This phenomenon is called photolysis. The photons in 
the ultraviolet portion of sunlight have the higher energy needed for the direct 
photolysis of water. However, most of the ultraviolet radiation is absorbed in the 
upper atmosphere by the ozone layer. Consequently, not much UV radiation 
reaches the earth. 

For large-scale storage of solar hydrogen, unused caverns resulting from 
mining, etc., can be used (see Chapter 12). On a small-scale, hydrogen can be 
transported and distributed as a gas in a tanker truck, but for industries requiring 
lots of energy, pipelines are the most economical way to transport and distribute 
large quantities of hydrogen. 

Hydrogen can be converted to electricity using three different systems— gas 
turbines, steam turbines and fuel cells (Fig. 14.11). Gias turbines can be run on 
hydrogen gas instead of natural gas, generating mechanical or electrical energy 
clearly and efficiently. Steam could also be produced cleanly by burning 
hydrogen in pure oxygen, which can be operated m a conventional Rankine 
cycle. There is also a third method of converting hydrogen into electricity that is 
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Hydrogen is the best fuel for fuel cells, If this hydrogen is obtained from a 
fossil fuel or an alcohol fuel like methanol, then we will still have the pollutants 
that cause the greenhouse effect, the acid rains and the smog. But when 
hydrogen is obtained from water, we don't get those pollutants. One day, every 
house, factory, shop, office block, etc., could be powered by its own fuel cell, 
but we must ensure that the hydrogen used to fuel the cell is obtained from the 
safest source — water, 


14.5.4 Photovoltaic Conversion 


In photovoltaic conversion, solar radiation falls on semi-conductor devices 
called solar cells which convert the sunlight directly into electricity. A schematic 
diagram of a photovoltaic cell (PV-cell) or solar cell is given in Fig. 14.12. It 
relies on the effect that light has on the junction between two types of 
semiconductors called p-type and n-type. N-type has an excess of electrons and 
p-type has a shortage of electrons. When a bright light shines on a cell, energy 
from the light (photons) enables electrons to break free from the junction 
between them. This is called the photoelectric effect. For single-crystal silicon 
(4 valence electrons), "7" is obtained by doping silicon with boron (3 valence 
electrons) and is typically 1 gam thick; *»' is obtained by doping with arsenic or 
phosphorous (5 valence electrons) and 1$ typically 800 um thick. The sun’s 
photons strike the cell on the microthin p-side and penetrate to the junction to 
generate electron-hole pairs. When the cell is connected to a load, as shown, the 
electrons will diffuse from n to p. The direction of the current / is in the opposite 
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Fig. 14.12 Diagrams of (a) a silicon cell, [b) another view of a PV 
cell (c) a solar ceil 
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Fig. 14.13 Typical performance characteristics of a silicon solar 
cell at two solar radiations 


direction of the electrons. Typical voltage current characteristics are shown in 
Fig. 14.13 at two different solar radiation levels, for each of which Гос = open- 
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circuit voltage, /;- = short-circuit current. The ideal power of the cell is 
Voc * Jee. The maximum useful power is the area of the largest rectangle that 
can be formed under the J-F curve. If the voltage and current corresponding to 
this situation are denoted by F and 1,, then the maximum useful power is Fin 
I» The ratio of the maximum useful power to the ideal power is called the fill 
factor (k). Typical values of these factors for a silicon cell are: 

Voc = 450 to 400 mV, Лу = 30 to 50 mA/em’, К = 0.65 to 0.80. 

Solar cells in the form of thin films or wafers convert from 3*5 to less than 
30% of incident solar energy into d.c. electricity. Connection of such cells into 
series-parallel configurations permits the design of solar ‘panels’ with high 
voltages as high as several kilovolts. Combined with energy-storage and power- 
conditioning equipment, these cells can be used as an integral part of a complete 
solar-electric conversion system. 

The remarkable simplicity of a solar-voltaic system would make it appear a 
highly desirable energy system for terrestrial purposes, apart from its use in 
space applications. The principal advantages are that they have no moving parts, 
require little maintenance, work quite satisfactorily with beam or diffuse 
radiation and can work as modular systems ranging from a few watts to 
megawatts. However, the extremely high costs of development and fabrication 
of solar arrays have discouraged widespread use of such cells. 

Monocrystalline silicon is costly to produce since it cannot be made in a 
continuous automated fabrication process. Considerable work is in progress to 
develop continuous production processes for cell manufacture. One of the most 
interesting applications for the large scale use of photovoltaic cells has been 
suggested by Glaser [4]. He had proposed a concept of satellite power station in 
which a satellite would be placed in a geosynchronous orbit far above the earth 
(Fig. 14.14). The satellite would consists of a large array of solar cells, many 
square kilometres in area. The d.c. power generated by these cells, when solar 
radiation falls on them, would be fed to microwave oscillators and large 
antennas would beam the output of the oscillators towards the earth. Antennas 
on the earth would receive the microwave beam energy, which would then be 
converted back to d.c. power. The array is space would not be subject to any 
day-night cycles and it would receive a much higher intensity of solar radiation 
than an earth, which 15 claimed to be a big advantage. 


"i 
D. 1 — Solar cell array 
А in space 
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tranmitting antenna 
3 — Receiving antenna 


Fig. 14.14 Satellite solar power station concept 
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Wind is induced chiefly by the uneven heating of the earth’s crust by the sun. 
Thus wind energy is rightly an indirect form of solar energy. Winds can be 
classified as planetary and focal. Planetary winds are caused by greater solar 
heating of the earth’s surface near the equator than near the north or south poles. 
This causes warm tropical air to rise and flow through the upper atmosphere 
towards the poles and cold air from the poles to flow back to the equator nearer 
to the earth’s surface. The direction of motion of the planetary winds is affected 
by the rotation of the earth. Local winds are caused by differential heating of 
land and water, and also by hills and mountain sides. Windmills played an 
Important role in water pumping throughout the world. Recent development of 
wind energy has concentrated on the generation of electricity. 

The function of a windmill is to extract energy from the wind and to produce 
mechanical energy which may then be converted to electricity. Many types of 
windmills have been designed and developed. However, only a few have been 
found to be practically suitable and useful. Some of these are: (1) Multiblade 
type. (ii) Sail type, (iii) Propeller type, (iv) Savonius type, and (v) Darrieus type. 
The first three have a horizontal axis, while the last two have a vertical axis 
(Fig. 14.15). A sketch of a historic four-blade Dutch windmill is also shown in 
the same figure. Both the multiblade and sail-type mills run at low speeds of 60 
to 80 rpm. The propeller type has two or three aerofoil blades and run at speeds 
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Fig. 14.15 Types of windmill rotors 
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and Savonius types are much lower than the values for the propeller and the 
Darrius types. It is also seen that the highest values of C, are obtained with the 
propeller type. The variation of C, for an ideal rotor without having any losses 18 
also shown. It is assumed that only the wind blowing in the area A; is blown over 
the turbine and it is streamlined (Fig. 14.16a). Some thermal augmenters a 

often used to increase the pressure difference between the inlet and outlet sides 
of turbine rotor, e.g., air on the downstream side is heated by burning waste. 


Fig. 14.16 (a) Theory of wind energy conversion 


The following properties hold: 
1. Mass of air flowing past an area A; per second 
m, = pA, V= pA, И kg/s 
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A square float moves up and down with the water, guided by four vertical 
manifolds that are part of a platform (Fig. 14.18). The platform is stabilized 
within water by four large underwater floatation tanks so that it is supported by 
buoyancy forces and no significant vertical or horizontal displacement of the 
platform due to wave motion occurs. A piston attached to the float moves up 
and down inside a cylinder. The piston-cylinder arrangement is used as a 
reciprocating compressor. The downward motion of the piston draws air into 
the cylinder via an inlet check valve. This air is compressed by upward motion 
of the piston and is supplied to the four underwater floatation tanks through an 
outlet check valve via the four manifolds. The four floatation tanks thus serve 
the dual purpose of buoyancy and air storage, and the four vertical manifolds 
serve the dual purpose of manifolds and float guides, An air turbine is run by the 
compressed air which is stored in the buoyancy-storage tanks, which in turn 
drives an electrical generator, producing electricity which is then transmitted to 
the shore through an underwater cable. 
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Fig. 14.18 Schematic of a float wave-power conversion machine 


In a high-level reservoir wave machine (Fig. 14.19), а magnification piston 
is used and the pressurized water 18 elevated to a natural reservoir above the 
wave generator which has to be near a shoreline or to an artificial water 
reservoir. The water in the reservoir is made to flow through a turbine coupled 
to an electric generator and then back to the sea level. Calculations show that a 
20 m diameter generator can produce 1 MW power. 
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Fig. 14.19 Schematic of a high-level reservoir wave machine 
fhydraulic accumulator wave machine} 


A Doelphin-Type Wave-Power machine (Fig. 14.20), designed by Tsu 
Research Laboratories in Japan, consists of a dolphin, a float, a connecting rod 
and two electric generators. The float has two motions. The first is a rolling 
motion about its own fulcrum with the connecting rod. The other is a nearly 
vertical or heaving motion about the connecting rod fulcrum. It causes relative 
revolving movements between the connecting rod and the stationary dolphin. In 
both cases, the movements are amplified and converted by gears into continuous 
rotary motions that drive the two electrical generators. 


Wave energy absorber-generator Connecting rod 


Wave energy absorber-generator 


Fig. 14.20 Schematic of a Dolphin type wave generator 


Hydraulic accumulator wave machines are also used, where instead of 
compressing air, the water itself is pressurized and stored in a high-pressure 
accumulator or pumped to a high-level reservoir, from which it flows through a 
water turbine electric generator, A different idea of extracting energy from ocean 
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earth every 24 h 50 min. During this time the tide rises and falls twice, resulting 
in a tidal cycle that lasts12 h 25 min. The tidal tange R is defined as 
R = water elevation at high tide — water elevation at low tide. 

The rise and fall of the water level follows a sinusoidal curve, shown with 
paint 4 indicating the high tide point and point В indicating the low tide point 
(Fig. 14.24). The average period of time for the water level to fall from 4 to В 
and then rise from В to C is each approximately equal to 6 В 12.5 min. 

At times during full or new moon, when the sun, moon and earth are 
approximately in one line, the gravitational forces of the sun and moon are 
enhanced. These high tides are called spring tides. 


А 


К = tidal range 
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Fig. 14.24 Tides of sea 


On the other hand, near the first and third quarters of the moon, when the sun 
and moon are at right angles with respect to the earth, пеар tides occur. The tidal 
range 1s then very small, the high tides are lower and the low tides are higher 
than the average. Thus the range varies during the 29.5 day lunar month 
(Fig. 14.25). It is the maximum at the time of the new and full moons 
(spring tides) and the minimum at the time of the first and third quarter moons 
(neap tides). The spring-neap tidal cycle lasts one-half of a lunar month. А 
typical mean range is roughly one-third of the spring range. 

The variations in the periodicity and monthly and scasonal ranges must be 
taken into account in the design and operation of tidal power plants. The tides 
are, however, predictable, and fairly accurate tide tables are usually available. 
Tidal ranges vary from one location to another. They have to be very large to 
justify the huge costs of building dams and associated hydro-electric power 
plants. 

The tides along most coastlines are about a metre high, but in constructed 
areas they may rise by 10 metres or more. In these constricted areas the most 
effective tidal power plants are located. A dam or sluice gate is placed across an 
ocean bay or estuary. An incoming tide fills up the enclosed basin while passing 
through a row of hydroulic turbines. 
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Fig. 14.25 Relative high and low tides showing variation in range 
during lunar month 


After the basin is filled with water, the gates are closed and the turbines are 
shut down. Then the turbine blades are reversed and the gates are opened again 
to let the water surge out. Thus turbines would be rotated either way to generate 
electric power. 

A tidal power development scheme essentially involves the construction of a 
long barrier across a bay or estuary to create a large basin on the landward side. 
The barrier includes dykes, gate-controlled sluices, and the power house. Tidal 
power schemes may have the following different configurations: 

|. Single basin, single-effect tidal power scheme. 

2, Single basin, double effect tidal power scheme. 

3. Linked basin scheme 

In the Single Basin, Single-Effect Tidal Power Scheme, the basin is filled by 
keeping the sluices open and letting the water flow from the sea to the basin 
during the high tide (Fig. 14.26). Power is generated by letting the water flow 
from the basin to the sea through the turbines during the low tide. 
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Fig. 14.26 (a) Single basin, single effect tidal power scheme 
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С: generating: P: pumping; W: waiting; Е: filling 
Fig. 14.26 (b) Single basin, single effect tidal power scheme: 
schematic top view 


In a Single Basin Double-Effect Tidal power Schemes, power is generated 
during flood (high) tide, with water flowing from the sea to the basin through 
the turbines and also during ebb (low) tide, with water flowing from the basin to 
the sea through the turbines (Fig. 14.27). In this case, turbine blades should be 
reversible with proper blade angles depending upon the direction of flow. 
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Fig. 14.27 (a) Single basin, double-effect tidal power scheme 
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Fig. 14.27 (6) Single basin, double-effect tidal power scheme: 
schematic top view 


In a Linked Basin (Double Basin Single Effect Tidal) Power Scheme 
(Fig. 14.28), there are two basins on the landward side with the powerhouse 
located in the barrier between the two basins. Power is generated by water 
flowing from the high basin to the low basin through the turbines and water 
flowing from the low basin to the sea during ebb tide. Turbo-generators should 
be capable of efficient generation at low heads, and consequently, of handling 
large discharges. The layout of a typical tidal power plant is shown in Fig. 14.29. 
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Fig. 14.28 (a) Linked basin scheme 
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having 24 bulb turbines of 10 MW each. In India, the prospective sites for tidal 
power exist in Gujarat and West Bengal (Sunderbans). 


14.8] GEOTHERMAL ENERGY 


Geothermal energy is primarily energy from the earth’s own interior. The natural 
heat in the earth has manifested itself for thousands of years in the form of 
volcanoes, lava flows, hot springs and geysers. The interior of the earth is 
thought to consist of a central molten core surrounded by a region of semifluid 
material called the mantle (Fig. 14.30). This is covered by the crust, which has a 
depth of about 30 to 90 km. The temperature in the crust increases with the 
depth at the rate of about 30°C/km. Below the crust, the molten mass, called 
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Fig. 14.31 А typical geothermal field 
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magma, is in the process of cooling at the rate of 0.063 W/m". Figure 14.31 
shows a typical geothermal field. The hot magma near the surface (A) solidifies 
into igneous rock (8) or voleanic rock. Groundwater that finds its way down to 
this rock through fissures in it will be heated by the heat of the rock or by mixing 
with hot gases and steam emanating from the magma. The heated water will 
then rise connectively upward and into a porous and permeable reservoir (С) 
above the igneous rock. This reservoir is capped by a layer of impermeable solid 
rock (D) that traps the hot water in the reservoir. The solid rock has fissures (E) 
that act as vents of the giant underground boiler. The vents show up at the 
surface as geysers, fumaroles (F), or hot springs (С). А well (H) taps steam 
fram the fissure for use in a geothermal power plant. Geothermal steam is of 
two kinds: magmatic steam that originates from the magma itself and meteoritic 
steam with groundwater heated by the magma. The latter is the largest source of 
geothermal steam. 

Not all geothermal sources, however, produce steam. Some are lower in 
temperature so that there is only hot water. Some receive no groundwater at all 
and contain only hot rock. Geothermal sources are therefore of three kinds: (1) 
hydrothermal, (2) geopressurized, and (3) petrothermal. 


Hydrothermal systems are those in which water is heated by 
contact with the hot rock which can be either vapour-dominated or liquid- 
dominated, 

In vapour-dominated systems the water is vaporized into steam that reaches 
the surface in a relatively dry condition at about 250°C and rarely above 8 bar, 
This steam is suitable for use in power plants with the least cost. However, 
corrosive gases and erosive material are discouraging. 

In liguid-dominated systems the hot water trapped underground is at a 
temperature range of 174°C to 315°C. When tapped by wells drilled, the water 
flows either naturally to the surface or pumped up to it. The drop in pressure to 
about 8 bar or less causes it to flash to a two-phase mixture of low quality Le. 
liquid-dominated. It contains large concentrations of dissolved solids ranging 
from 3000 to 25,000 ppm. Power production is adversely affected because these 
solids precipitate and cause scaling in pipes and heat transfer surfaces. Liquid- 
dominated systems, are however, much more plentiful, and the US Geological 
Survey estimated 900 to 1400 quads О (1 Q = 10" Btu, about 10" J) of energy 
available in these systems. 


Geopressurized systems are sources of water or brine that has been 
heated in a manner similar to hydrothermal water, except that this water is 
trapped in much deeper underground aquifers (2400 to 9100 m deep) at 
relatively low temperature (~ 160°C) and very high pressure (> 1000 bar) with 
high salinity (—10%) and is often referred to as brine. Also, it is saturated with 
natural gas, mostly methane, thought to be the result of decomposition of 
organic metter. There is economic feasibility of generating electricity by a 
combined cycle, one that involves the combustion of methane as well as heat 
from the thermal energy of hot water. 
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In petrothermal systems, magma lying close to the earth's surface heats 
overlying rock and when no underground water exists, there is simply hot dry 
rock (HDR). The temperatures of HDR vary between 150?C to 290°C. This 
energy, called petrothermal energy, represents by far the largest resource of 
geothermal energy. Since the HDR is largely impermeable, to make, it 
permeable, fracturing methods are considered which involve drilling wells into 
the rock and then fracturing by high-pressure water or nuclear explosives. 

Figures 14.32 and 14.33 show a schematic and T-s diagrams of vapour- 
dominated power system. The steam at the well (1) at about 200°C is nearly 
saturated and may have a shut-off pressure up to 35 bar, Pressure drops through 
the well cause it to slightly superheat at the well head (2) where the pressure 
rarely exceeds 7 bar. It then goes through a centrifugal separation to remove 
particulate matter and then enters the turbine after an additional pressure drop 
(3). The steam expands through the turbine and enters the condenser at 4. 
Direct-contact condensers are more effective and less expensive than surface- 
type condensers. The turbine exhaust steam at 4 mixes with cooling water (7) 
that comes from a cooling tower. The mixture of 7 and 4 1s saturated water (5) 
that is pumped to the cooling tower (6). A steam-jet ejector (SJE) is used to rid 
the condenser of the noncondensable gases and to minimize their corrosive 
effect. Examples of vapour-dominated system are the plants at the Geysers, 
USA, Larderello, Italy and Matsukawa, Japan. 


Liquid-dominated systems can be of two types: 
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Fig. 14.32 Schematic of a vapour-dominated powerplant 
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Fig. 14.33 T-s diagram of the cycle shown in Fig. 14.32 


1. Flashed steam system, 2. Binary cycle system. Flashed steam system is 
illustrated by the flow and 7-s diagrams in Figs. 14.34 and 14.35. Water from 
the underground reservoir at | reaches the well head at 2 at a low pressure. 
Process 1-2 is a throttling process that results in a two-phase mixture of low 
quality at 2. This 15 throttled further in a flash separator to state 3. The mixture is 
now separated into dry saturated steam at 4 and saturated brine at 5. The latter is 
reinjected into the ground, The dry steam at about 8 bar is expanded in a turbine 
to 6 and mixed with cooling water in a direct-contact condenser with the mixture 
at 7 going to a cooling tower. Flashed-steam systems have been used widely in 
Japan, New Zealand, Italy, Mexico and elsewhere. 
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Fig. 14.34 Schematic of a liquid-dominated single-flash steam 
system 
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14.29 Explain the scope of generating electricity from biomass. With the help of a 


typical biogas plant, explain the functions of the digestor and the dome and 
how are animal wastes utilized to produce biogas. How can India benefit 
from installation of biogas plants? 
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— Heating value 161 

- Sulphurcontent 161 
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Indian energy scenario 20 
Industrial wastes and byproducts 166 
Integrated gasification combined 
cycle 135, 303 
Intermediate load 7 
Internal treatment 409 
Isotope 609 


Jet ratio 684 


K-capture 607 

Kaplan turbine 693 
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\Ш Power Plant Engineering 


Third Edition 


Salient features: 
e Analytical and theoretical treatment of the concepts with the right 
blend oftheory, design and practice. 
e Indepth coverage of Hydroelectric, Diesel engine and Gas turbine _ 
power plants. 
e Uniquechapter on Energy Storage Mechanisms. 
e Coverage of combined cycle mode of power generation and — 
fluidized bed boiler. 
e Pedagogy includes 
-Solved Examples: 140 
-Review Questions: 752 
-Practice Problems: 190 


New to this edition: 

e Chapteron Non-Conventional Power Generation 

e Chapter on Environmental Degradation and use of Renewable 
Energy 


Advance praise for the book: 

“The book as very comprehensive coverage on Hydro, Diesel, 
Turbine and Nuclear power plants. The chapter on Non-conventional 
power plant makes it an unique book on the subject.” 
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